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CHANGE INFORMATION 

‘This handbook is subject to continuous change or revision, on a priority basis, 
to reflect current Lunar Module: or mission changes, or to improve content or 
arrangement. The content and the changes are accounted for by the List. of 
Fifcetive Pages, and the following means: 

Record of Publication: The publication date of each basic issue and each change 
issue is lisled below as a record of all editions. 

  

Page Change Date: Each page in Lis handbook has space for entering a change 
date. ‘The latest publication date will be entered in this space each time a page 
is changed from the basic issue. 

  

COMMENTS 

NASA Comments: NASA comments or suggested changes to this handbook should 
be directed lo M. E. Dement, Flight Crew Support Division, Spacecraft Operations 
Branch, Building No. 4, MSC 2101 Webster Seabrook Road, Houston, Texas 77058. 

GAEC Comments; GAEC comments or suggested changes to this handbook should 
be directed to the Product Support Department, LM Publications Section. 

RECORD OF PUBLICATION 

The issue of the Apollo Operations Handbook - LM, Volume 1, dated 15 December 
1968, is the basic issue. Subsequent changes will be issued to maintain informa- 
tion current with all active Lunar Modules, ‘Chis record will reflect the publica 
tlon date of all changes. 

Basic Date Change Date 

15 December 1968 15 March 1969 
15 June 1969 
15 September 1969 
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SECTION 1 

SPACECRAFT 

INTRODUCTION 

This section includes descriptions of the LM, the LM - SLA - S-IVB connections, the 
LM-CSM interfaces, and LM stowage provisions. The Apollo-Saturn space vehicle configuration is 
shown in figure 1-1, 

at LM CONFIGURATION, (See figure 1-2.) 

‘The LM is designed for manned lunar landing missions. 1 consisis of an ascent stage and a 
descent stage: the stages are joined logether at four interstage fittings by explosive nuts and bolts. 
Subsystem continuity between the stages is accomplished by separable interstage umbilicals and hard- 
Tine connections, 

  

   

Both stages function as a single unit during lunar orbit, until Separation is required. Stage 
separation is accomplished by explosively severing the four interstage nuts und bolts. the inlorsla: 
umbilicals, and the water lines. All other hardlines are disconnected automatically at stage separation. 
The ascent stage can function as a single unil lo accomplish rendezvous and docking with the CSM. The 
overall dimensions of LM are given in figure 1-3. Station reference measurements (figure 1-4) are 
established as follows: 

  

  

* The Z- and Y-axis station reference measurements (inches) start at a point where 
both axes inlersect the X-axis at the vehicle vertical centerline: the Z-axis extends 
forward and aft of the intersection; the Y-axis, left and right. The point of inter- 
section is established as zero, 

® The +Y-axis measurements increase to the right from zero; the -¥-axis measure 
menis increase to the left. Similarly, the +Z- and -Z-axis measurements inerease 
forward (+2) and aft (-2) from zero, 

  

The X-axis station reference measurements (inches) start at a design reference 
puint identified as station +X%200,000, This reference point is approximately 128 
Inches above the bottom surface of the footpads (with the landing gear extended); 
therefore, all X-axis station reference measurements are +X- measurements. 

1.2 ASCENT STAGE. 

  

12d GENERAL DESCRIPTION, 

The ascent stage, the control center and manned portion of the LM, accommodates two 
astronauts, Lt comprises three main sections: the crew compartment, midscetion, and afl equipment 
bay. The crew compartment and midsection make up the cabin, which has an approximate overall 
volume of 235 cubic feet, The cabin is climate controlled, and pressurized to 4.8-0.2 psig. Areas 
other than the cabin are unpressurized, 

STRUCTURF. (See figure 1-5.) 

  

1 

  

The ascent stage has six structural arcag: crew compartment, midsection, aft equipment 
vay, thrust chamber assembly (TCA) cluster supports, antenna supports, and thermal and micro- 
meleoroid shield, 

    

CONFIGURATION 
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Figure 1-1, Apollo-Saturn Space Vehicle 
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Figure 1-8. LM Overall Dimensions 
T ASCENT STAGE 
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1221 Crew Compartment, (See figures 1-5 and 1-6.) 

The crew compartment is the frontal area of the ascenl slage; it is 92 inches in diameter 
and 42 inches deep. This is the flight station area; it has control und display panels, armrests, body 
resirainis, landing aids, two front windows, a docking window, and an alignment optical telescope (AOT). 
Flight station centerlines are 44 inches apart; each astronaut has a set of controllers and armrests, 
Cireuit breaker, control, and display panels are along the upper sides of the compartment. Crew pro 
vision storage spuce is beneath these panels, ‘The main control and display panels are canled and cen- 
lered between the astronauts to permit sharing and easy scanning, An optical alignment station, between 

Il the flight stations. is used in conjunction with the AOT. A portable life support system (PLSS) donning 
station is also in the center aisle, slightly aft of the optical alignment station, 

  

  

  

  

The crew compartment shell is cylindrical and of semimonocoque construction. It is a 
fusion-welded and mechanically fastened assembly of aluminum-alloy sheet and machined longerons, 
The shell has an opening for the docking window, above the Commander’s Ilighl, station. ‘The front face 
assembly of the crew compariment has two triangular windows and the forward hatch. Two large struc- 
tural beams extend up the forward side of the front face assembly; they support the structural loads 
applied to the cabin structure. The lower ends of the beams support the two forward interstage mounts; 
the upper ends are secured to additional beam structure that extends across the top of the crew compart 
ment shell and aft to the midsection structure. The crew compartment deck measures approximately 
36 by 55 inches. It is constructed of aluminum honeycomb bonded lo wo sheets of aluminum alloy. Non- 
flammable Velcro pile strips which contact hooked Velco material on the astronaut boots are bonded to 
the deck surface. Handgrips, recessed in (he deck, aid the astronauts during egress and ingress through 
the forward hatch. Perforated glass-reinforced plastic covers the ceiling above the flight stations. A 
handrail; wilh five green radio luminescent disks atlached 10 it, is bolted to the left-hand structural beam 
of the front face assembly. 
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Figure 1-5. Ascent Stage Structure Configuration 
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1.2.2.1.1 Control and Display Panels, (See figure 1-7.) — 

The crew compartment has 12 control and display panels: two main display panels (1 and 2) 
that are canted forward 10°, two center panels (3 and 4) that slope down and aft 45° towards the hori- 
zontal, two bottom side panels (6 and 6), tvo lower side panels (8 and 12), one center side panel (14), 
lwo upper side panels (11 and 16), and the orbital rate display - earth and lunar (ORDEAL) panel alt of 
panel 8, 

Panels 1 and 2 are located on each side of the front face assembly centerline, at eye level. 
Each panel is constructed of two 0,015-inch- thick aluminum-alloy lace sheets, spaced 2 inches apart — 
by formed channels. The spacer channels are located along the sheet edges; additional channels, inboard 
of the edge channels, reinforce the sheets. This forms a rigid box-like construction with a favorable 
strength-to-weight ratio and a rolatively high natural frequency. Four shock mounts support each panel 
on the structure, Panel instruments are mounted to the back surface of the bottom and/or to the top 
sheet of the panel. ‘The instruments protrude through the top sheet of the panel, All dial faces are 
nearly flush with the forward face of the panel. Panel 1 contains warning lights, flight indicators and 
controls, and propellant quantity indicators. Panel 2 contains caution lights, flight indicators and 
controls, and Reaction Control Subsystem (RCS) and Environmental Control Subsystem (ECS) indicators 
and controls, 

Panel 3, is immediately below panels 1 and 2 and spans the width of these two panels. 
Panel 3 contains the radar antenna temperature indicators and engine, radar, spacecraft stability, 
event timer, RCS and lighting controls, 

  

Panel 4 is centered between the flight stations and below panel 3, Panel 4 contains attitude 
controller assembly (ACA) and thrust translation controller assembly (TTCA) controls, navigation 
system indicators, and LM guidance computer (LGC) indicators and controls, Panels 1 through 4 are 

, within easy reach and scan of both astronauts. 

Panels 5 and 6 are in front of the flight stations at astronaut waist height. Panel 5 contains 
lighting and mission timer controls, engine start and stop pushbuttons, and the X-translation pushbutton, re 
Panel 6 contains abort guidance controls. 

  

Panel 8 is at the left of the commander's station. The panel is canted up from the hori- 

zontal; it contains controls and displays for explosive devices, audio controls, and the TV camera 
connection, 

Panel 11, directly above panel 8, has five angled surfaces that contain circuil breakers. 
Each row of circuil breakers is canted 15° to the line of sight so that the white band on the circuit 

  

breakers can be seen when they open, ~ 

Panel 12 is at the right of the LM Pilot's station. The panel is canted up 15° from the 
horizontal; it contains audio, communications, and communications antennas controls and displays. 

Panel 14, directly above panel 12, is canted up 36.5° from the horizontal, Il contains 
controls and displays [or electrical power distribution and monitoring. 

Panel 16, directly above panel 14, has four angled surfuces that contain circuil breakers, 
Each row of circuit breakers is canted 15° to the line of sight so that the white band on the circuit 
breakers can be seen when they open. 

‘The ORDFAL panel is immediately aft of the panel 8, It contains the controls for obtaining 
LM attitude, with respect to a local horizonlal, trom the LGC. 

1.2.2.1.2 Forward Hatch, (See figure 1-8.) 

The forward hatch is in the front face assembly, just below the lower display panels, The 
hatch is approximately 32 inches square; it is hinged lo swing inboard - on quick-release hinge pins - 
when opened. A cam latch assembly holds the hatch in the closed position; the assembly forces a lip, 
around the outer circumference of the hatch, into a preloaded elastomeric silicone compound seal that 
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Figure 1-7, Cabin Interior (Looking Forward) 

ig secured to the LM structure. Cabin pressurization forces the hatch lip further into the seal, ensuring 

a pressure-tight contact. A handle is provided on both sides of the hatch, for latch operation. To open 
aed the hatch, the cabin must be completely depressurized by opening the cabin relief and dump valve on the 

hatch. When the cabin is completely depressurized, the hatch can be opened by rotating the latch handle. 
A lockpin in a plate over the latch can be withdrawn to release the latch in an emergency. The cabin 
relief and dump valve can also be operated [rom oulside the LM, 

‘An anlibacteria filter Is stowed at the center of the hatch inside surface. Prior to de- 
pressurizing the cabin, for astronaut exit to the lunar surface, the filter is removed from its storage 
Support and aifixed to the cabin relief and dump valve before the valve is opened, Opening the valve 
with the filter in place prevents cabin air contaminants from being expelled through the valve. 
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Figure 1-8, Forward Hatch 

1.2.2.1.3 Windows. (See ligures 1-9 and 1-10.) 

‘Two triangular windows in the front face assembly provide visibility during descent, ascent, 
and rendezvous and docking phases of the mission, Both windows have approximately 2 square feet of 
viewing area; they are canted down to the side to permit adequate peripheral and downward visibilily. A 
third (docking) window is in the curved overhead portion of the crew compartment shell, directly above 
the Commander's flight station. This window provides visibility for docking maneuvers. All three win- 
dows consist of two separated panes, vented to space environment, The outer pane is made of Vycor 
glass with a thermal (multilayer blue-red) coating on the outboard surface and an antirefleclive coating 
on the inboard surface, The inner pane is made of structural glass. It is sealed with a Raco seal (the 
docking window inner pane has a dual seal) and has a defog coating on the outboard surface and an anti- 
reflective coating on the inboard surface. Both panes are bolted fo the window frame through retainers. 

All three windows are electrically heated to prevent fogging. The heaters for the Com- 
mander's front window and the docking window receive their power from 115-volt a-c bus A and the Com- 
mander's 28-voll d-¢ bus, respectively, The heater for the LM Pilot's front window receives power 
from 115-volt a-c bus B, The heater power for the Commander's front window and the docking window 
is routed through the AC BUS A: CDR WIND HTR and HEATERS: DOCK WINDOW circuit breakers, 
respectively; for lhe LM Pilol’'s front window, Utrough the AC BUS B: SE WIND HTR circuit breaker. 
‘These are 2-ampere circuit breakers, on panel 11. The temperature of the windows is not monitored 
with an indicator; proper heater operation directly affects crew visibility and is therefore visually 
determined by the astronauts, When condensation or frost appears on a window, thal window healer 
is turned on.” Tt is turned off when the abnormal condition disappears. When a window shade is 
closed, that window heater must be off. 

1.2.2.2 Midsection, (See figure 1-5 and 1-11.) 

‘The midsection structure is @ ring-sliffoned semimonocogue shell, The bulkheads consist 
of aluminum-alloy, chemically milled skin with fusion-welded longerons and machined stiffeners. The 
midsection shell is mechanically fastened to flanges on the major structural bulkheads at stations 
+227,00 and 227,00, ‘The crew compartment shell is mechanically secured lv an outboard flange of 
the +Z27.00 bulkhead. ‘The upper and lower decks, at stations +K294, 643 und +X233, 500, respectively, 
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are made of aluminum-alloy, integrally stiffened and machined, The lower deck provides structural support for the ascent stage engine. The upper deck provides structural support for the docking tunnel 
and the overhead hatch, 

‘Two main beams running fore and aft, integral with those above the crew compartment, are secured to the upper deck of the midsection; they support the deck at the outboard end of the docking 
tunnel. ‘The aft ends of the beams are fastened to the aft bulkhead (- 227.000), which has provisions for bolting the tubular truss members that support both aft interstage fittings. AScent stage stress loads applied to the front beam are transmitted through the tvo beams on the upper deck to the aft bulkhead 
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and, through the aft interstage support members, to the fittings. The combination of beams, bulkhead, 
and truss members forms a cradle around the cabin assembly; it takes up all the stress loads applied 
to the ascent stage. Two canted beam assemblies, secured to the bottom of the lower deck and to the 

forward and ait bulkheads, form the ascent stage engine compartment. The engine support ring truss 
members are bolted to the lower deck, 

  

The right side of the midsection contains most of the ECS controls and most of the heat 
transport section water-glycol plumbing, Valves for operation of the ECS equipment are readily acces- 
sible from the crew compartment. The left side of the midsection contains the waste management 
section, a portable life support system (PLSS), and other crew provision stowage, Guidance, Navigation, 
and Control Subsystem (GN&C3) electronic unils thal do not require access by the astronauts are located 
on the midsection alt bulkhead, These units include a LM guidance computer, a coupling data unit, a 
power and servo assembly, and a signal conditioner assembly. RCS propellant tanks arc installed be- 
tween the midsection bulkheads, on each side, external to the basic structure of the midsection, The 
ascent engine propellant tanks are mounted in the midsection, beneath the RCS tanks, 

A ring at the top of the ascent stage is compatible with the clamping mechanisms in the 
CM. This ring is concentric with the X-axis, which is also the nominal centerline of Uhrust of the ascent 
and descent engines. The drogue portion of the docking mechanism is secured below this ring during 
the docking operation to mate with the CM-mounted probe. It is also stored in this area when storage is 
required out of the crew compartment, 

  1.2,2.2.1 Docking Tunnel (See figure 1-11.) 

‘The docking tunnel, at the top centerline of the ascent stage, is 32 inches in diameter and 
16 inches long. ‘The lower end of the tunnel is welded to the upper deck structure; the upper end is 
secured lo the main beams and the outer deck, The tunnel is used for transfer of astronauts and equip- 
ment to the LM from the CM and for transfer of the LM astronauts and equipment to the CM. This I 
tunnel is compatible with its counterpart in the CM when in the docked configuration; it allows for astro- 
naut transfer, withoul exposure to space, ina pressurized or unpressurized extravehicular mobilily 
unit (EMU). 

1,2.2.2.2 Overhead Hatch. (See figure 1-12.) 

  

The overhead hatch is directly above the ascent engine cover, on the X-axis. Provisions 1! 
for crew transfer through this hatch are based upon a head-first passage. Handgrips in the afl section 
of the docking tunnel aid in crew and equipment transfer. An off-cenler latch adjacent to the forward I 
edge of the hatch, can be operated [rom eilher side of the hatch, The hatch is opened from within the 
cabin by rotating the handle approximately 90° counterclockwise; by turning the handle 90° clockwise, to 
open the hatch from outside the LM. A maximum torque of 35 inch-pounds is required to disengage the 
latching mechanism to open the hatch. The halch is secured closed by rotating the handle in the opposite J 
direction. The hatch has a preloaded clastomeric silieone compound seal mounted in the ascent stage 
structure, When the latch is closed, a lip near the outer circumference of the hatch enters the seal, 
ensuring a pressure-tight contact. Normal cabin pressurization forces the hatch lip into its seal. To t 
open the hatch, the cabin must be depressurized through the eabin relief and dump valve; the latch is 
then unfastened, 

    

1.2.2.3 Aft Equipment Bay. (See figure 1-5.) 

‘The ait equipment bay, aft of the -427.000 bulkhead, is unpressurized. The main support- 
ing structure of the bay consists of tubular truss members bolted to the aft side of the - 227,000 bulk- 
head. ‘The truss members, used in a cantilever type of construction, extend aft to the equipment rack. 
‘The equipment rack assembly is constructed of a series of vertical box beams, supported by an upper 
and lower Z-frame. The beams have integral cold rails that transfer heat from the clectronic equip- 
ment mounted on the equipment racks. ‘The cold rails are mounted vertically in the structural frame, 
which is supported at its upper and lower edges by the truss members, A water-glycol solution (coolant) 
flows through the cold rails. 
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Figure 1-12. Overhead Hatch 

Two oxygen lanks and two gaseous helium tanks are secured with supports and brackets to 
the truss members, the -Z27,000 bulkhead, and the equipment rack. Support mountings and brackets 
are secured to the aft side of the - 227.000 bulkhead, for valves, plumbing, wiring, ECS components, 
and propellant tanks that do not require a pressurized environment, 

1.2.2.4 ‘Thrust CI     mber Assembly Cluster Supports. (See figure 1-5.) 
‘Aluminum-alloy tubular truss members for external mounling of two forward thrust cham- 

ber assembly (TCA) clusters are bolted to both sides of the front face assembly und to the crew compart- 
ment shell, Aluminum-alloy tubular Lruss members for external mounting of two aft TCA clusters arc 
bolted to the upper and lower corners of the equipment rack assembly and to the - 227.000 bulkhead, 

1.2.2.5 Antenna Supports, (See figure 1-5.) 

The ascent stage provides mounting accommodations for an S-band steerable antenna, two 
VHF antennas, two S-band in-flight antennas, and a rendezvous radar antenna, The $-band steerable 
antenna has tubular truss members; the main truss is mounted on top of the right side of the midsection, 
One VHF antenna is mounted on the top left side of the stage, forward of the +227. 00 bulkhead; the 
other one is mounted on the lop right side, aft of the -227.00 bulkhead. One S-band in-flight antenna is 

mounted on the front face assembly; the other one, on the aft equipment bay rack, The rendezvous 
yadar antenna is mounted on the upper beams of the crew compartment, 

    

1.2.2.6 Thermal and Micrometcoroid Shield, (Scv figure 1-5.)   

The entire ascent stage structure is enveloped with a thermal and micrometeoroid shield, 
which combines either a blanket of mulliple layers of aluminized polyimide sheet (Kapton H-film) and 
aluminized polyester sheet (mylar) with a sandwich of inconel skin, inconel mesh and nickel foil or a. 
polyimide blanket with a single sheet of aluminum skin. The blanket panels, formed in various shapes 

and sizes, consis! (outboard lo inboard) of 15 layers of 0. 0005-inch-thick H-film, 10 layers of 0.00015- 
inch-thick mylar, and a single layer of 0.0005-inch-thick H-film, Ina few ascent slage areas that have 
different thermal- protection requirements, the number of layers in a blanket panel varies slightly. Out- 
board to inboard, the sandwich comprises ‘a 0,0015~inch-thick inconel skin and one or more layers of 
inconel mesh alternated wilh 0,0005-ineh-thick nickel foil. The number of inconel mesh and nickel foil 
layers in a sandwich and the thickness of the aluminum skin vary considerably at different areas of the 
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vehicle, depending on the duration and intensity of RCS thruster plume impingement at those areas. The 
combined thermal and micrometeoroid shield is mounted on low-thermal-conductive supports (standolts), 
which keep it at least 2 inches from the main structure. Where subsystem components are mounted 
external to the ascent slage basie structure, the standoffs are mounted to aluminum frames that sur- 
round the components. The aluminum or inconel skin (the outermost material) serves as a micro- 
metcoroid bumper; the sandwich and blanket material serve as thermal shielding. Where the blankets 
meet, the mating edges are sealed with mylar tape. Vent holes are provided in the blanket. 

  

‘The aluminized mylar blankets insulate the structure against temperatures up lo +350° F. 
On the TCA support truss members, which are subjected to temperatures in excess of +350° F due to 
engine radiation, an additional 20 layers of I1-film are installed. H-film has an insulating capability up 
to 11,000° F, Additional H-film blankets are also used in other areus of the ascent stage that will be 
subjected to temperatures in excess of +350° F, During earth prelaunch activities, various components 
and areas of the ascent stage must be readily accessible. Access panels in the outer skin and insulation 
provide this accessibility. 

  

  

1a DESCENT STAG: 

1.3.1 GENERAL DESCRIPTION. 

The descent stage is the unmanned portion of the LM, It has equipment for a lunar-landing 
mission, The descent stage structure provides attachment and support poinis for securing the LM with- 
in the spacecraft Lunar-Module adapter (SLA), 

1.3.2 STRUCTURE. (See figure 1-13.) 

‘The descent stage is constructed of aluminum-alloy, chemically milled webs. It consists 
of wo pairs of parallel beams arranged ina cruciform, with a deck on the upper and lower surfaces, 
‘The beam webs are al stations +¥27.000, -¥27.000, +427.000, and -227.000. The lower deck is at 
stalion 1131. 140; the upper deck, at station =X196.000. The ends of the beams are closed off by end 
closure bulkheads at stations +481. 000, - 281,000, +¥81.000, and -Y81.000. Joints are fastened with 
standard mechanical fasteners. A four-legged truss (outrigger) al the ends of each pair of beams serves 
as a supporl for the LM in the SLA and as the attachment point for the main strut of the landing gear. 
The outriggers are constructed of tubular aluminum alloy. Fittings on the +¥27.000 and -¥27. 000 beams, 
At station +Z65.906, serve as the forward attachment points for the ascent slage. Fittings on the 
- 227.000 beam, at stations +¥65,000 and - 65.000, serve as the aflallachment points for the ascent stage. 

Compartments formed by the descent stage sLructural arrangement house equipment re- 
quired by LM subsystems. The center compartment houses the descent stage engine, which is supported 
by eight tubular truss members secured to the four corners of the compartment and by lhe engine gimbal, 
ring. Descent engine oxidizer tanks are housed in the fore and the alt compartments between the 
127,000 and -¥27,000 beams; descent engine fuel lanks, between the +Z27,000 and -Z27.000 beams in 
the side compartments, 

  

‘The areas, between the main beams, that give the descent stage its octagon shape are 
referred to as quadrants. Quadrant 1 is formed by the intersection of +Z27.000 and - ¥27.000 beams, 
quadrant 2 by the - 427, 000 and -¥27,000 beams, quadrant 3 by the - 427.000 and +¥27,000 beams, and 
quadrant 4 by the +727, 000 and +¥27.000 beams. 

Quadrant 1 houses an S-band erectable antenna, PLSS batteries, Flectrical Power Sub- 
system (EPS) batteries and an electrical control assembly (BCA). 

  

Quadrant 2 houses an ECS water tank and an Apollo lunar surface experiments package 
(ALSEP). A fucl cask, for use with the ALSEP, is mounted adjacent to the ALSEP, but outside the 

quadrant thermal blanket and micrometeroid shield. A landing radar antenna is supported externally 

on additional structure below the lover deck, Components for the landing radar are mounted on the 

-¥27. 000 beam. 

Quadrant 3 houses supercritical helium and ambient helium tanks, the descent engine 
control assembly of the GN&CS, and an RCS gascous oxygen tank. 
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Figure 1-13, Descent Stage Structure Configuration 

Quadrant 4 houses EPS and Explosive Devices Subsystem (EDS) components (batteries, 
interstage hardline disconnects, an electronic control assembly, umbilical cable culler, and a relay 
assembly). Also located in quadrant 4 is a modularized equipment stowage assembly (MESA). 

Fill and drain ports and vents for the fuel, oxidizer, helium, water, and gaseous oxygen 
tank external to the descent stage outer skin, The descent stage includes a thermal and micro- 

1 meteroid shicld, the landing gear, and an external platform, Four plume deflectors, to divert the plume 
of the downward firing RCS thrusters away from the descent stage, are also mounted to the descent stage. 

  

1.3.2.1 Thermal and Micrometeoroid Shicld. 

The enlire descent stage structure is enveloped with a thermal and micrometeoroid shield, 

which combines multiple layers of aluminized mylar and H-film with an outer skin of 0, 002-inch H-film. 

In areas where micrometeorite protection is required, one layer of black-painted 0, 00125-inch inconel is 
used as skin, The shield is mounted on low-thermal-conductive supports, which keep it at least one-half 
inch away from the main structure. A titanium blast shield secured to the upper side of the descent engine 

compartment, above the thermal shield, deflects the ascent engine exhaust out of, and away from, the — 
descent engine compartment, 

The bottom of the descent stage, and the engine compartment, are subjected lo very high 
temperatures due to radiation from the descent engine, A base heat shield, composed of titanium with a 
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Qe blanket of alternate layers of nickel foil and Fiberfax outside, and a blanket of H-film inside, protects the 
bottom of the descent stage from engine heat. A titanium shield with a thermal blanket of multiple layers 
of nickel foil and Piberfax under an outer blanket of H-film protects the engine compartment, A flange- 
like ring of columbium backed with a fibrous insulation is allached directly to the engine nozzle extension 
and joined to the base heat shield by an annular bellows of 25-layer H-film, ‘This bellows arrangement 
permits engine gimbaling, but prevents engine heat from leaking into the engine compartment 

  

1.3.2.2 Landing Gear, (See figure 1-14.) 

‘The landing gear provides the impact attenuation required to land the LM on the lunar sur- 
face, prevents tipover, and supports the LM during lunar stay and lunar launch. Landing impact is 
attenuated to load levels thal preserve the structural integrity of the LM, At launch, the landing gear is 
stowed in a retracted position; it remains retracted until the Commander operates the LDG GEAR 
DEPLOY switch on panel 8. The landing gear uplocks are then explosively released and springs in the 
deployment mechanism extend the landing gear. Once extended, each gear assembly is locked in place 
by two downlock mechanisms. 

‘The landing gear is of the cantilever type; it consists of four leg assemblies connected to 
outriggers that extend from the ends of the descent slage structural beams. ‘The legs extend from the 
front, rear and both sides of the LM, Each leg assembly consists of a primary strut, a footpad, two 

secondary struts, an uplock assembly, two deployment and downlock mechanism, and a truss assembly, 
The left, right and aft footpad each have a lunar sensing probe, A ladder is affixed to the foward leg 
assembly. 
1,3.2.2.1 Primary Strut. 

‘the upper end of the primary strut attaches to the descent stage outrigger fitting; the lower 
end has a ball joint support for the footpad. Crushable aluminum honeycomb inside the primary strut is 
used as the shock-absorbing medium, The primary strut absorbs compression loads only. 

  

QL 1.3.2.2.2  Footpad, 

The footpad assures minimal penetration of the lunar surface, It has a diameter of 37 
inches and can pivot at the end of the primary strut, A lunar-surface sensing probe is attached to each 
footpad except the forward one. ' 

1.8.2.2,3 Secondary Struts. 

The outboard end of each secondary strut attaches to the primary strut; the inboard end, 
to the deployment truss. The secondary struts contain crushable aluminum honeycomb for shock 
attentuation, These struts absorb compression and tension loads, 

1,3, 

  

4 Uplock Assembly. 

‘The uplock assembly for each landing gear assembly comprises a fixed link and an explosive 
cutter device containing two end detonator cartridges. The fixed link, attached belween the descent stage 
structure and the primary strut, restrains the landing gear in its retracted (stowed) position. The culler 
device is pinned to the fixed link. Setting the LDG GEAR DEPLOY switch to FIRE activates the electrical 
circuit that fires the high-explosive charge in the end detonator cartridges. The resulting detonations 
impel culler blades that sever the fixed link, permitting the deployment mechanism lo fully extend the 
gear. Either carlridge supplies sufficient energy to sever the fixed links, 

   

al 1.3,2,2,5 Deployment and Downlock Mechanism, 

Each deployment and downlock mechanism (two for cach landing gear assembly) consists of 
two spring-loaded devices and connecting linkage, which deploy and then lock the landing gear. 

The deploy ment portion of the mechanism consists of a spring and linkage (a link and a cam 
idler crank). ‘The linkage is attached between descent stage structure and the landing gear deployment 
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Figure 1-14, Landing Gear 

truss. One end of the spring is attached lo the linkuge; the other end is coiled around a roller attached 
lo descent stage structure. After the uplock assembly fixed link is severed, the spring coils up, pulling 
on the linkage and indirectly on the deployment truss to fully deploy Lhe landing gear. 

The downlock portion of each deployment and downlock mechanism consists of a spring- 
joaded latch (with an integral cam follower) attached to descent stage structure, a latch roller on the 

deployment truss, and two independent electrical switches in a single case. When the landing gear is 
retracted, the latch is held open because the cam follower rests on the cam of the cam idler crank. As 
the landing geur deploys, the cam rotates and, at full deployment, the cam follower drops off the cam 
ramp, allowing the spring to snap the latch over the latch roller. This secures the roller against a 
stop on the structure. Simultaneously with the latching motion, the electrical switches are actuated Lo 
change the LDG GEAR DEPLOY talkback from a striped to a gray indication, ‘The indication, reflecting 
the deployed and locked gear condition occurs if at least one of the two switches in cach downlock device 

has actuated. An external visual indication that the landing gear is deployed and locked is also pro- 
vided. A red luminescent stripe is painted on the lock latch and on the deployment truss, These stripes 
become aligned when the landing year assemblies are down and locked. The stripes can be seen, day or 
night, from as far away as 100 feet; they serve as an indication that can be checked from the CM. 
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1.3.2.2.6 Lunar-Surface Sensing Probe. 

  

The lunar-surlace sensing probe attached to the left, right, and aft landing gear footpads is Ml 
‘an electromechanical device. The probes are retained in the stowed position against the primary strut 
until landing gear deployment, During deployment, mechanical interlocks are released, permitting spring 
‘energy to extend the probes below the footpad, At lunar contact (just before landing gear impact), two 
mechanically aclualed switches in each probe energize the LUNAR CONTACT lights to advise the crew to 
shut off the descent engine, Each probe has two indicator plates, which, when aligned, indicate that the 
probe is fully extended, 

  

1.3.2,2,7 Ladder. 

The ladder affixed to the primary strut of the forward leg assembly has rungs and railings. 
It extends from the forward end of the platform (to the end of the strut's outer cylinder). ‘The ladder 
is used Lo climb to and from the hatch during extravehicular activity on the lunar surface, 

  

2, Platform,   

The external platform, on the LM centerline immediately below the forward hatch, provides 
the astronauts with work space for handling equipment, and aids ingress to and egress from the LM. 
‘The platform is approximately 3 feet square: it is attached to the descent stage structure, 
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1.4 LM - SLA - S-IVB CONNECTIONS. 

At earth launch, the LM is within the SLA, which is connected to the S-IVB booster. The 
SLA has an upper section and a lower section. The outriggers, to which the landing gear is attached, 
provide attachment points for securing the LM to the SLA lower section. The LM is mounted lo the SLA 
support structure on adjustable spherical seats at the apex of cach of the four outriggers; il is held in 
place by a tension holddown strap at each mounting point. Before the LM is removed, the upper section of the SLA is explosively separated into four segments. ‘These segments, which are hinged to the lower section, fold back and are then forced away from the SLA by spring thrusters. The LM is then explo- 
sively released from the lower section, 

1.5 LM-CSM INTERFACES, 

      

A ring at the top of the ascent stage provides a structural interface for joining the LM to 
the CSM, The ring, which is compatible with the clamping mechanisms in the CM, provides structural 
continuity, The drogue portion of the docking mechanism is secured below this ring. The drogue is 
required during docking operations to mate with lhe CM-mounted probe. See figure 1-15 for orientation ff 
of the LM to the CSM. 

1.8.1 CREW TRANSFER TUNNEL, 

  

The crew transfer tunnel (LM-CM interlock area) is the passageway created between the I 
LM overhead hatch and the CM forward pressure haich when the LM and the CSM are docked. The 
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tunnel permits intorvehicular transfer of erew and equipment without exposure to space environment. — 
‘The tunnel and the LM are pressurized from the CM. 

1.5.11 Final Docking Latches. 

Twelve latches are spaced equally about the periphery of the CM docking ring. They are 
placed around and within the CM tunnel so that they do not interfere with probe operation, When 
secured, the latches ensure structural continuity and pressurization between the LM and the CM, and 
seal the tunnel interface. / 

1.5.1.2 Umbilical. 

An electrical umbilical, in the LM portion of the tunnel, is connected by an astronaul to 
the CM. ‘This connection can be made without drogue removal, 

1.5.1.3 Docking Hatches. 

The LM has a single docking (overhead) hatch; the CSM has a single, integral, forward 
hatch. The LM overhead hatch is not removable. It is hinged to open 75° into the cabin, 

1.5.1.4 Docking Drogue. 

‘The drogue assembly is a conical structure with provisions for mounting in the LM portion 
of the crew transfer tunnel. The drogue may be removed from either end of the crew transfer tunnel 
and may be temporarily stowed in the CM or the LM, during Service Propulsion System (SPS) burns. 
One of the three tunnel mounts contains a locking mechanism to secure the installed drogue in the tunnel. 

1.5.1.5 Docking Probe, 

The docking probe provides initial CM-LM coupling and attenuates impact energy imposed 
by vehicle contact, The docking probe assembly consists of a central body, probe head, capture latches, — 
pitch arms, tension linkages, shock attenuators, a support structure, probe stowage mechanism, probe 
extension mechanism, probe retraction system, an extension latch, a preload torque shaft, probe 
electrical umbilicals, and electrical circuitry.’ The assembly may he folded for removal and stowage 
trom either end of the transfer tunnel. 

The probe head is self-centering. When it centers in the drogue the three capture latches 
automatically engage the drogue socket, The capture latches can be released by a release handle on 
the CM side of the probe or by depressing a probe head release button from the LM side, using a special 
lool stowed on the right side stowage area inside the cabin, 
1.5.1.6 Docking Aids, 

Visual alignment aids are used for final alignment of the LM and CSM, before the probe 
head of the CM makes contact with the drogue. The LM +Z-axis will align 50° to 70° from the CSM 
-Z-axis and 30° from the CSM +Y-axis. The CSM position represents a 180° pitchover and a counter- 
clockwise roll of 60" from the launch vehicle alignment configuration. 

An alignment target is recessed into the LM so as nol lo protrude into the launch con- 
figuration clearance envelope or beyond the LM envelope. The targel, al approximately stations 
-¥46, 300 and -Z0.203, has a radioluminescent black standoff cross having green radioluminescent disks 

on it and a circular largel base painted fluorescent white with black orientation indicators. The base is 
17.68 inches in diameter. Cross members on the standoff cross will be aligned with the orientation in- 
dicators and centered within the target circle when viewed at the intercept parallel to the X-axis and LY 
perpendicular to the Y-axis and Z-axis. 

1.6 STOWAGE PROVISIONS, 
‘The LM has provisions for stowing crew personal equipment. The equipment includes such 

ilems as the docking drogue; navigational star charts and an orbital map; umbilicals; a low- micron anti- 
bacteria filter for ittachment to le cabin relief and dump valve; a crewman's medical kit; an extra. 
vehicular visor assembly (EVVA) for each astronaul; a special multipurpose wrench (tool B); spare 
batleries for the PLSS packs, and other items, For a detailed list of crew personal equipment, refer to 
paragraph 2,11, — 
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SECTION 2 

INTRODUCTION 

INE RODUCTION 

Subsystems data include description of functions and components, and failure modes, design 
data, operational limitations, and telemetry measurements. Subsections 2.2 through 2.9 present data 
grouped by subsystems as follows: guidance, navigation, and control; main propulsion; reaction control; 
Jectrical power: environmental control; communications; explosive devices and instrumentation. Sub- 
oclion 2,10 deals with miscellaneous subsystems data, subsection 2. 11 presents the details of crew 

personnal equipment. 

  

   
    

   

21 SUBSYSTEM INTERFACE. 

Most TM functions are fulfilled by a subsystem, or a section of a subsystem, functioning 
with uther subsystems to provide a highly reliable system, The interfacing of the LM subsystems is 
described in each subsection, as applicable. 

eee 
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2.2 GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM. 

  

2.2.1 INTRODUCTION. 

The Guidance, Navigation, and Control Subsystem (GN&CS) provides vehicle guidance, navi- 
gation, and control required for successful completion of a manned LM mission. ‘The subsystem is an 
aided inertial syslem whose principal sensors are gyroscopes, accelerometers, an optical device, and 
radar. ‘The GN&CS consists of the following sections: primary guidance and navigation section (PGNS), 

\_» abort guidance section (AGS), and control electronics section (CES). The GN&CS also conlitins a rendez- 
yous radar (RR). a landing radar (LR), and an orbital rate display - earth and lunar (ORDEAL). Figure 
2.2-1 shows the location of the GN&CS equipment, (Refer to paragraph 2.2.4 for a detailed description 
‘of the equipment. ) 

  

  

2.2L Primary Guidance and Navigation Section. 

The PGNS provides the measuring and data-processing capabilities, and control functions 
for the mission. The PGNS uses inertial components for.guidanec, an optical device and radar for 
navigation, and a digital computer for data processing and generation of flight control signals. 
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The inertial guidance portion of the PGNS establishes an inertial reference that is used as 
the central coordinate system from which all measurements and computations are made. The inertial 
guidance portion senses instantaneous velocity and attitude and provides incremental velocity and attitude 
data to the digital computer for generation of attitude and translation changes. For navigation, the PGNS 
uses star sightings taken with a telescope, and radar for position and velocity calculations. The digital 
computer establishes an inertial reference, using the star sightings. The position and velocity calcula- 
tions enable a LM-CSM rendezvous and, during lunar-landing missions, enable a safe landing on the lunar 
surlace, 

    

    

  

With the aid of the inertial guidance and navigation portions of the PGNS and the software 
capability of the computer, the PGNS controls the flight of the LM. The PGNS generates attitude com- 
mands to correct or control vehicle motion. During ascent engine or descent engine burns, the PGNS 
controls LM attitude, engine firing, descent engine thrust, and direction of the descent engine thrust 
vector. 

  

2.2.1.2 Abort Guidance Section. 
  

‘The AGS is a strapped-down inertial system in which the inertial sensors are rigidly mounted 
with respect to the vehicle, rather than mounted on a stabilized platform. ‘The AGS provides independent 
backup for the PGNS. It is used only if the PGNS malfunctions, If the PGNS is functioning properly when 
a mission must be aborted, the PGNS is used to control the LM. 

The AGS determines the LM trajectory or trajectories required for a cuelliptie rendezvous 
sequence to place the LM in a safe parking orbit. it controls .M attitude, navigation, and guidance. 
Rendezvous from the abort point can be accomplished automatically under AGS control, or by the astro- 
nauts using data displayed from the AGS. When the AGS is used, the CES functions as an autopilot. ‘The 
CES uses AGS input signals and manual control signals to control LM attitude and translation. 

  

  

2.2.1.3 Rendezvous Radar and ‘T    
The RR, operated in conjunction with a RR transponder in the CSM, is used to acquire and 

track the CSM before and during rendezvous and docking. (See figure 2. 2-2.) When the PGNS is in control 
(normal operation), the RR provides the PGNS and cabin displays with line-of-sight (LOS) range and range 
rate data, and LOS angle and angle rate data with respect to the CSM. ‘During AGS operation, the astro- 
nauls: furnish these data to the AGS, The RR LOS is defined as the line-of-sight direction between the 

CSM target and the RR antenna. ‘The KK also tracks the CSM target during the coasting and engine-burn 
descent phases of the mission to supply tracking data for any required abort maneuver. 

  

During the rendezvous phase, RR performance is evaluated by comparing RR range and range 
rate tracking values with Mamed Space Flight Network (MSFN) tracking values. A large deviation from 
the MSFN tracking valucs indicates a gross error in the RR range and range rate data. Data pertaining 
lo Whe RR shaft- and trunnion-axis angles and IMU gimbal angles are also transmilled to MSFN for com- 
parison with like ground-tracking data. 

The RR transponder, a radar receiving and transmitting target, increases the KR maximum- 
usage range capabilities by reducing the RR transmitting power losses versus range from fourth to 
second power as compared to skin-track radar. By providing the RR with a discrete radar transmitting 
signal to acquire and track, the transponder makes the CSM appear to the RR as the only object in its 
field of view. On acquiring the RR signal illuminating the CSM, the transponder side-steps the RR three- 
tone, phase-modulated carrier frequency down 40.8 me to 9792 me and then transmits the phase-coherent 
9792-me carrier frequency for acquisition by the RR. The three-tone modulation of the transponder- 
transmitted signal is kept phase-coherent with the RR-transmitted signal received by the transponder 

2.2.1.4 Landing Radar. 

The LR provides the PGNS and the astronauts with slant range and velocity data for control 
of descent to the lunar surface. Based on these data, the PGNS calculates control signals for LM rate of 

descent, hovering at low altitudes, and soft landing at the selected lunar site. The LR vated at 
approximately 50,000 feet above the lunar surface and remains activated until touchdown. Slant range 
data are available to the PGNS al approximately 25,000 feet; velocity data, at approximately 18,000 feet. 
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Figure 2.2-2. LM Rendezvous Radar and CSM Target Orientation 

2.2.15 Control Elect    ies Se 

‘The CES controls LM attitude and translation about, and along, the three LM orthogonal axes 
by processing and routing command signals to fire any combination of the 16 thrust chamber assemblies 
(TCA's) of the Reaction Control Subsystem (RCS), The attilude and translation control signals originate 
automatically from the PGNS or the AGS, or are provided by an astronaut. The CES also processes on 
and off commands for the ascent engine and the descent engine to provide major LM translations. The 
direction of the descent engine thrust vector is also controlled by the CES. 

  

2, 

  

1.6 Orbital Rate Display - Earth and Lunar. 
  

  

‘The ORDEAL provides an alternative to the attitude display, in piteh only. When selected, 
the ORDEAL produces an FDAT display of computed local vertical attitude during circular orbits around 
the earth. 

2.2.2 SUBSYSTEM INTERFAC! 

  

(See figure 2 

  

2.2.2.1 GN&CS - MPS Interfaces. 

The GN&CS provides a sequence of commands to the Main Propulsion Subsystem (MPS) to 
control the ascent and descent engines. For ignition to occur, the engine must first be armed. Normally, 
this involves setting the ENG ARM switch (panel 1) to the desired position. Depending on the switch 
setting, a discrete is generated in the CES to enable the START pushbutton (panel 5) for ascent. engine 
operation or to operate actuator isolation valves for descent engine operation. Under abort or emergency 
conditions, the ABORT and ABORT STAGE pb's are used to perform the arming function. 

   When the PGN: control, on and off commands are generated automatically by a LM 
guidance computer (LGC) under program control, or manually with the START (panel 5) and stop push- 
buttons (panels 5 and 6). With the AGS in control, on and off commands are generated automatically by 
an abort guidance computer (the abort electronics assembly - AEA) under specific routines, or manually 

  

' GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 
Mission___LM. Basic Date__15 December 1968 Change Date15 September 1969 Page 2.2-3 

 



  

LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 
  

with the START and stop pushbuttons. The on and off commands actuate pilot valves, which hydraulically 
open or close the fuel and oxidizer shutoff valves. Under emergency conditions, the ascent engine ignition 
sequence may also be automatically completed through use of the ABORT STAGE pushbutton (panel 1). If 
the ascent enginc-on command from either computer is lost, a memory circuit in the CES keeps issuing 
the command to the ascent engine. 

  

‘The descent engine receives on and off commands, throlile commands, and trim commands 
from a descent engine control assembly (DECA). The ignition sequence commands for the descent engine 
are generated automatically or manually in a manner similar to that of the ascent engine. On and off. 
commands are routed from either computer (dependent on the guidance mode selected), or the START and 
stop pushbuttons, through the DECA to actuate the descent engine pilot valves. 

Throttle commands to the descent engine are generated automatically by the LGC under 
program control, or manually with a thrust/translalion controller assembly (TTCA). The TTCA can be 
used to override LGC throttle commands. The AGS cannot throttle the descent engine. Throttle com- 
mands cause the throttle actuator of the descent engine to change the position of the flow control valves 
and vary the injector orifice of the engine. Changing the position of the flow control valves changes the 
quantity of fuel and oxidizer metered into the engine and thus changes the magnitude of engine thrust. 

The GN&CS generates trim commands to tilt the descent engine to control the direction of 
the thrust vector. ‘The descent engine is tilted about the LM Y-axis and Z-axis to compensate for the 
offsel of the center of gravity due to fuel depletion during descent engine operation. The thrust vector is 
controlled by the LGC with the aid of two gimbal drive actuators (GDA‘s). The GDA's are pinned to the 
descent engine and the LM structure along the Y-axis (roll) and Z-axis (pitch). When actuated, the 
GDA's extend or retract a serewjack-actuated arm that tilts the engine to attain the desired thrust vector 
‘Thrust vector control for the ascent engine is achieved through firing of selected upward-firing TCA's. 

  

  

2.2.2.2 GN&CS - RCS Inter - 

‘The GN&CS provides on and off commands to the 16 TCA's (referred to as thrusters or jets) 
to control LM attitude and translation. In the primary mode of operation (PGNS in control), the LGC 
generates the required commands and sends them lo the proper jet drivers in the CES, The jet drivers: 
send selected on and off commands to the RCS primary solenoids. In the secondary mode of operation 
(AGS in control), the AGS supplies the CES with attitude errors. The attitude and translation control 
assembly (ATCA) in the CES uses these inputs to select the proper thruster for attitude and translation 
control. 

The thrusters are controlled manually with an attitude controller assembly (ACA) and a 
TTCA. The ACA provides attitude commands and the TTCA provides translation commands to the LGC 
during the primary mode of operation and to the ATCA during the secondary mode of operation, The ACA 

ire the thrusters direetly during the pulse, direct, and hardover modes, bypassing the LGC or AEA, 
and the ATCA. The four downward-firing thrusters may be fired by pressing the +X-TRANSL pushbutton 
(panel 5). The on and off commands supplied to the thruster take the form of a step function. ‘The dura- 
tion of the signal determines the firing lime of the selected thruster, which ranges from a pulse (less than 
1 second) to steady-state (1 second or longer). 

     

  

Each thruster contains an oxidizer solenoid valve and a fuel solenoid valve which, when open, 
pass propellant through an injector into the combustion chamber, where ignition occurs. Each valve 
contains a primary (automatic) solenoid and a secondary (direct) solenoid, which open the valve when 
energized. On and off commands from the ATCA are applied to the primary solenoids; the direct 
commands are applied to the secondary solenoids 

    

2.2.2.3 GN&CS 

  

PS Intert: 

  

The Electrical Power Subsystem (EPS) supplies primary d-c and a-c power to the GN&CS. 
This power originates from six silver-zinc baticrics (lour in the descent stage and lwo in the ascent 
stage), The descent batteries feed power to the buses during all operations, before staging. Immediately 
belore staging occurs. ascent batlery power is switched on and descent battery power is terminated. A 
dead uit deadfaces the descent batteries when normal staging occurs. Under emergency 
conditions, when the ABORT STAGE pushbutton is pressed, a power switchover command, which 
a 
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initiates deadfacing automatically, is routed to the EPS, The 28-volt d-c battery power is routed through 
an inverter to provide 115-volt, 400-cps ac lo the GN&CS equipment, Refer to paragraph 2.2.3.8 for a 
functional description of power distribution. 

2.2.2.4 GN&CS - ECS Interfac 

  

The Environmental Control Subsystem (ECS) provides thermal stability for the temperature- 
sensitive electronic equipment of the GN&CS. The electronic equipment (except the inertial measurement 
unit - IMU) is mounted on cold plates and rails through which ECS coolant (ethylene glycol-water solution) 
is routed to remove heat. To cool the IMU, the coolant flows through its case. (Refer to paragraph 
2.2.4.12.) The heat that is removed from the equipment is vented overboard by the ECS sublimators. 

  

  

2.2.2.5 GN&CS - CS Interface. 

The Communications Subsystem (CS) interfaces directly with the GN&CS when the astronaut 
uses a push-to-talk switeh on his ACA. When the switch is pressed, the ACA issues a d-c signal that 
enables an audio center in the signal-processing assembly of the VHF/AM communications. This 
enabling signal allows the audio signals from the microphones to be processed by the CS. Automatic re- 
mote control of the LGC is provided through use of a digital uplink assembly (DUA). Uplink commands 
from MSFN, processed by the DUA, are used for program control. ‘The CS interfaces indirectly with the 
GN&CS, using VIF/AM communications for voice uplink commands. Il also interfaces with a tone 
generator in the CES. The generator, enabled by a command from the master alarm circuit of the 
Instrumentation Subsystem (IS), issues a. 1-ke tone to the astronaut headsets as an indication of a sub- 
system malfunction. 

2.2.2.6 GN&CS 

  

EDS Interface. 

The GN&CS interfaces with the Explosive Devices Subsystem (EDS) by supplying a descent 
engine on signal to the supercritical helium explosive valve and an ascent engine on signal which initiates 
the staging sequence. When the descent engine is operated for the first time, the MASTER ARM switch is 
set to ON so that the supercritical helium explosive valve is blown when the descent engine on signal is 
issued, All other normal pressurization and staging sequences are initialed by Lhe astronauts, 

During an emergency situation, the ABORT STAGE pushbutton when pushed, shuts down the 
descent engine and pressurizes the APS, blowing the helium tank explosive valves that are selected by the 
ASC He SEL switch (panel 8). After a time delay, the GN&CS generates an ascent engine on signal which 
initiates the staging sequence as the ascent engine begins to fire. Upon completion of staging, 2 stage 
status signal is routed from the EDS deadface switch to the ATCA and to the LGC, This signal automati- 
cally selects the power deadband for RCS control during ascent engine operation. 

2.2.2.7 GN&CS - IS Interface. 

‘The Instrumentation Subsystem (IS) senses GNW&CS physical status data, monitors the 
GN&CS equipment, and performs in-flight checkout. The data signals are conditioned by the 

conditioning electronics assembly (SCEA) and supplied to the pulse-code-modulation and timing 
electronics assembly (PCMTEA) and the caution and warning electronics assembly (CWEA). The 
PCMTEA changes the input signals to a serial digital form for transmission to MSFN. The CWEA checks 

the status of the GN&CS by continuously monitoring the information supplied by the SCEA. When an out- 
of-limits condition is detected by the CWEA, the CWEA cnergizes one or more of the caution and warning 
lights associated with the GN&CS, 

   
   

  

  

The LGC interfaces directly with the IS to supply a 1,024-me primary timing signal for the 
PCMTEA, This timing signal is used in generating liming and syne signals required by other sub- 
systems. The IS supplies the LGC with telemetry data start and stop commands and sync pulses for 
clocking out telemetry data. It also supplies the AEA with telemetry stop commands and sync pulses. 
2.2.3 FUNCTIONAL DESCRIPTION. 

The GN&CS comprises two functional loops, each of which is an independent guidance 
and control path. ‘The primary guidance path performs all the functions necessary to complete the LM 
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mission. If a failure in the PGNS occurs, the abort guidance path can perform all the functions 
necessary to effect a safe rendezvous with the orbiting CSM. 

    

The primary guidance path comprises the PGNS, CES, LR, RR, and the selected 
propulsion section. (See figure 2.2-4.) The CES routes the guidance and navigation data from the PGNS 
and applies them to the descent or ascent engine, and selected TCA's. 

An inertial measurement unit (IMU), which continuously measures altitude and acceleration, 

is the primary inertial sensing device of the LM. The LR senses LM slant range and velocity. The RR 
coherently tracks the CSM lo derive LOS range, range rale, and angle rate, The LGC is the central data- 
processing device of the LM, The LGC uses star sighting data to align the IMU. Using inputs from 
the LR, IMU, RR, TTCA's, and ACA's, Ihe LGC solves guidance, navigation, steering, and stabilization 
equations necessary to initiate on and off commands for the descent and ascent engines, throttle com- 

mands and trim commands for the descent engine, and on and off commands for the thrusters. 

Control of the LM, when using the primary guidance path, ranges from fully automatic to 
manual. The primary guidance path operates in the automatic mode or the attitude hold mode. In the 
automatic mode, all navigation, guidance, stabilization, and control functions are controlled by the LGC. 
When the attitude hold mode is selected, the astronaut uses his ACA to bring the LM to a desired attitude, 
When the ACA is moved out of the detent position, proportional attitude-rate or minimum impulse 
commands are routed to the LGC. ‘The LGC then calculates steering information and generates thruster 
commands that correspond to the mode of operation selected via the display and keyboard assembly 
(DSKY). These commands are applied to the primary preamplifiers in the ATCA, which routes the 
commands to the proper thruster, When the astronaut releases the ACA, the LGC generates commands to 
hold this attitude. If the astronaut commands four-jet direct operation of the ACA by going to the hard- 
over position, the ACA applies the command directly to the secondary solenoids of the corresponding 
thruster, 

  

   

  In the automatic mode, the LGC generates descent engine throttling commands, which are 
routed to the descent engine via the DECA, The astronaul can manually control descent engine throttling 
with his TTCA. The DECA sums the TTCA throl(le commands with the LGC throttle commands and ap- 
plies the resultant signal to the descent engine. The DECA also applies trim commands, generated by the 
LGC, to the GDA's to provide trim control of the descent engine. The LGC supplies on and off commands 
for the ascent and descent engines to the S&C control assemblies. The S&C control assemblies route the 
ascent engine on and off commands directly to the ascent engine, and the descent engine on and off com- 
mands to the descent engine via the DECA. 

In the automatic mode, the LGC generates +X-axis translation commands to provide ullage, 
In the manual mode, manual translation commands are generated by the astronaut, using his TTCA. 
These commands are routed, through the LGC, to the ATCA and on to the proper thruster, 

  

‘The abort guidance path comprises the AGS, CES, and the selected propulsion section. (See 
figure 2.2-5.) The AGS is a backup for the PGNS. The term "abort guidance path" is somewhat 
misleading in that any abort siluation is normally under PGNS control; the AGS is used only if the PGNS 
malfunctions. The AGS performs all inertial navigation and guidance functions necessary to eflect a safe 
orbit or rendezvous with the CSM. The stabilization and control functions are performed by analog 
computation Lechniques, in the CES. 

   

‘The AGS uses a strap-down inertial sensor, rather than the stabilized, gimbaled sensor 
used in the IMU. ‘The abort sensor assembly (ASA) is a strap-down inertial sensor package that 

measures attitude and acceleration with respect. to the LM body axes. The ASA-senscd attitude is 

supplied to the ABA, which is a high-speed, general-purpose digital computer that performs the basic 
strap-down system computations and the abort guidance and navigation steering control calculations. ‘The 
data entry and display assembly (DEDA) is a general-purpose input-output device through which the 
astronaut manually enters data into the AEA and commands various data readouts. 

‘The CES functions as an autopilot when (he abort guidance path is selected. Il. uses inputs 
from the AGS and from the astronauts to provide the following: on, off, and TTCA throttling commands 
for the descent engine: gimbal commands for the GDA's to control descent engine trim; on and off 
commands for the asccnt engine: engine sequencer logic lo ensure proper arming and staging before 
—_—— eee 
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Figure 2.2-5. Abort Guidance Path - Simplified Block Diagram 

    

  

      
  

aeouneta 

engine startup and shutdown; on and off commands for the thrusters for translation and stabilization, and 
for various mancuvers; jet-select logic to select the proper thrusters for the various maneuvers; and 
modes of LM control, ranging from fully automatic to manual. 

  

The astronaul uses the TTCA to control throttling of the descent engine and translation 
mancuvers, The throttle commands, engine on and off commands from the S&C control assemblies, and 
trim commands from the ATCA are applied to the DECA. The DECA applies the throttle communds to 
the descent engine, the engine on and off commands to the descent engine laiching device, and the trim 
commands to the GDA's. ‘The S&C control assemblies receive engine on and off commands for the descent 

cent engines from the AEA As in the primary guidance path, the S&C control assemblies route 
descent engine on and off commands to the DECA and apply ascent engine on and off commands directly 
to the ascent engine. 

  

    
  

The abort guidance path operates in the automatic mode or the attitude hold mode. In the 
automatic mode, navigation and guidance functions arc controlled by the AGS; stabilization and control 
functions, by the CES. In the attitude hold mode, the astronaut uses his ACA to control LM attitude. 
The ACA generates attitude-rate, pulse, direct, and hardover commands, The attitude-rate and 

pulse commands, AEA error signals, rate gyro assembly (RGA) rale-damping signals, and TTCA 
translation commands are applied to the ATCA. The ATCA processes these inputs to generate thruster 
on and off commands, 

   

In the attitude hold mode, pulse and direct submodes are available for each axis. The pulse 
submode is an open-loop attitude control mode in which the ACA is used to make small attitude changes, 
in the selected axis. ‘The direct submode is an open-loop attitude control mode in which pairs of thrusters 
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are directly controlled by the ACA, The astronaut can also control vehicle attitude in any axis by moving 
Ihe ACA to the hardover position. In addition, the astronaut can override translation control in the +X- 
axis with the +X TRANSL pushbutton (panel 5). Pressing the +X TRANSL pushbutton fires all four +X-axis 
thrusters. 

  

2.2.3.1 LM Vehicle, and Guidance, Navigation, and Control Subsystem Axes, (Gee figure 2.2-6.) 

Several sets of axes are associated with the LM and the GN&CS. Each set is a three-axis, 
right-hand, orthogonal coordinate system. Figure 22-6 shows the relationships of various sets of axes 
when the IMU gimbal angles are 0°. 

  

2,2,3.1,1 LM Vehicle Axes. 

The X-axis positive direction is through the overhcud hatch; the Z-axis positive direction is 
through the forward hatch. The Y-axis is perpendicular to the X-Z plane. 

2.2.3.1.2 

  

lavigation Base Axes. 

‘The navigation base (NB) is mounted to the LM structure so that a coordinate system is 
formed by its mounting points. The Yyp axis is parallel to the vehicle Y-axis. The Xyp axis is parallel 
to the vehicle X-axis. The Zyp axis is perpendicular to the XNB-Ywp plane and parallel to the vehicle 
Z-axis, 

  

2.2.8.1,8 IMU Axes. 

‘The IMU axes are defined by the three gimbal axes, These axes are designated as ouler 
gimbal axis (OGA), middle gimbal axis (MGA), and inner gimbal axis (IGA). The gimbal axes are defined 
when the gimbal angles are 0°; they are as follows: the OGA is parallel to the X-axis, the MGA is paral- 
lel to the Z-axis, and the IGA is parallel to the Y-axis. The axes of the IMU stable member are parallel 
to the vehicle axes and ihe gimbal axes when the gimbal angles are 0°. 

  

Inertial Reference Integrating Gyro Axes. The inertial reference integrating gyro (IRIG) axes. designated 

Kg, Yg, and Zg, are parallel to the LM vehicle axes. If the attitude of the stable member is changed with 
respect to inertial space, the gyro senses the change about its axis and provides an error signal to the 
stabilization loop of the IMU 

Pulse Integrating Pendulous Accelerometer Axes. Thc pulse integrating pendulous accelerometer (PIPA) 
axes, designated Xa, arallel to the LM body axes, Velocity changes are measured along, 
the PIPA axes. 
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Figure 2 LM Vehicle and GN&CS Axes 
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Figure 2.2-7, Alignment Optical Telescope Axes 

2.2.3.1.4 Alignment Optical Teluscope Axes. (See figure 2, 2-7.) 

The alignment optical telescope (AOT) is mounted to the navigation base so that the AOT. aft axis is parallel to the X-axis. The telescope LOS is approximately 45° above the vehicle Y-Z Pline. The AOT LOS is fixed in elevation and movable in azimuth to six detent positions. These detent positions are selected manually by turning a detent selector knob on the AOT; they arc lovated at 60° intervals, All six positions (forward, right, right rear, rear, left rear, and left) are used for star Sightings. The forward (F), or zor, detent position places the LOS in the X-% plane, looking forward nd up as ane would look from inside the LM. The right (R) and right rear (Rp) detent positions place the LOS 60° and 120°, respectively, to the right of (he X-Z plane. Similarly, the lett (L) and the left rear (Lp) detent positions place the LOS 60° and 120°, respectively, to the left of the X-Z plane. The rear (CL) detent position places the LOS in the X-Z plane, looking aft as one would look from inside the LM. In addition, the CL position (180° from the F position) is the stowage position, Fach position maintains the LOS al. 45° from the LM « X-axis, 

    

  

  

2.2.3.1.5 Rendezvous Radar Anlenna Axes. 

‘The axes associated with the RR antenna are discussed in paragraph 2.2.3.4, 
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2.2.3.1. Rendezvous Radar Transponder Antenna Axes. 

‘The axes associated with the RR transponder are discussed in paragraph 2.2.3.5. 

2.2.3.1.7 Landing Radar Antenna Axes, 

The axes associated with the LR antenna are discussed in paragraph 2.2.3.6. 

2.2.3.2 Primary Guidance and Navigation Section. (See figure 2, 2-8.) 
  

Functionally, the PGNS is divided into three major subsections: inertial, optical, and com- 
puter. The subsections individually, or in combination, perform the following functions: 

@ Establish an inertial reference that is used for measurements and computations 

  

© Enable IMU alignment through the LGC by entering optical sighting data through the 
DSKY 

Enable calculation of LM position and velocity by inertial techniques 

«Enable LM and CSM rendezvous by radar tracking and inertial techniques 

* — Generate attitude-control and thrust commands to maintain the vehicle on a satis- 
Taetory trajectory 

© — Control throttling and gimbal trim of the descent engine 

© Display pertinent flight data related to guidance status. 

The inertial subsection (ISS) performs the following major functions: 

© Maintains a platform (stable member) fixed with respect to a preselected inertial 
reference frame 

© Measures the attitude of the stable member with respect to the LM 

@ Senses LM acceleration due to thrust along the coordinate system defined by the 
stable member orientation 

¢ Assists in data conversion for display or telemetry transmi: 

  

The optical subsection (OSS) performs the following major functions: 

¢ Provides a means ol aligning the inertial reference on the lunar surface 

© Provides measurements for establishing the inertial reference in flight. 

The computer subsection (CSS) performs the following major function 

  

© Aligns the IMU 

© Solves the guidance and navigation problems for all mission phases 

© Provides control information to the PGNS and to other subsystems 

¢ Displays pertinent information to the astronauts and MSFN when requested 

* Provides a means by which the astronauts can directly communicate with the LGC 

ft control of the RCS thrusters and the ascent and descent engi 

  

©. Provides o   
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Provides gimbaling and throttling control of the descent engine = 

© Provides the timing for the PGNS and other subsystems 

@ Monitors its own operation and certain other subsystem operations 

® Positions the RR antenna. 

   3.2.1 Inertial Subsection. (See figure 2.2-9.) 

The ISS comprises the navigation base (NB), IMU, the coupling data unit (CDU), the pulse 
torque assembly (PTA), the power and servo assembly (PSA), and the signal conditioner assembly (SCA) 

  

ISS operation can ‘be initiated automatically by the LGC, or manually by the astronaut using 
DSKY entries to command the LGC to select the various operating modes. The ISS status or mode of 
operation can be displayed on the DSKY, as determined by a computer program. The IMU furnishes the 
inertial reference; it consists of a stable member with three degrees of freedom, stabilized by three inte- 
grating gyros. The stable member must be aligned with respect to the reference coordinate system each 

PONS. 

-% Com 
RATE ERRORS. 

2ev 200.CFS RFCRENCE 

  

$ 

         MALEUNCTION. 
TDETECTION 

(GCCONTROUED)       

      

       

  

TEMPERATURE 
CONTROL 
(MUIPSA)    

    
         

     

  

      

  

       
        
      

  
            

vacer vetocn 
Total armuoe CHANGE 

antuoe| trnoes ‘CALCULATION 
coupune ACCELEROMETER PEE ro 
DATA UNIT Loors (Pr) we 

ACCELEROMETER 

OUmRAL ANGLES 

(GWSAL DRIVE 
om ourruis SIGNALS. 

prcirat COARSE FoRWaRo AND] 5 Brean, commanos | atchiuenr TAMZATION 
\ vyewocny ERROR oars |___pmafuncrion 

(Mussa) 

          TORQUE ENABLE Gis rome 

    

  

  
  

   GYRO TORaUE 
SIGNALS 

— Figure 2.2-9, Inertial Subsection - Functional Diagram 

  

  

GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 
Mission, M. Basic Date__15 December 1968 __Change Date__15 June 1960 _Page_2,2-15



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 
ed 

time the ISS is powered up. The stable member must be realigned during flight because it may deviat. 
from its alignment, due to gyro drift. Also, the crew may desire a new stable member orientation. 
alignment orientation may be that of the CSM or that defined by the thrusting programs within the LGC, 
Sighting of two stars is required for in-flight fine alignment. The stable member is aligned after the LGC 
processes sighting dala that have been combined with the known IMU angles and supplies gyro-torquing 
signals to the IMU. 

  

  ‘he 

Once the 18S is energized and aligned to an inertial reference, LM rotation is about the gim- 
baled stable member, which remains fixed in space. Resolvers, mounted on the gimbal axes, act as 
angle-sensing devices and measure LM attitude with respect to the stable member. These angular meas~ 

urements are displayed to the astronaut by the [ight director allitude indicator (FDAI), and angular 
changes of the inertial reference are sent to the LGC. 

  

Desired LM attitude is calculated in the LGC and compared with the actual gimbal angles. A 
difference between the actual and calculated angles results in generation of attitude error signals, by the 
ISS channels of the CDU, which are sent to the FDAT for display. These error signals are used by the 

digital autopilot program in the LGC to activate RCS thrusters for LM attitude correction. Attitude error 
is displayed by the FDAI error needles. LM acceleration due to thrusting is sensed by three PIPA's, 
which are mounted on the stable member with their input axes orthogonal. The resullant signals (velocity 
changes) from the accelerometer loops are supplied lo the LGC, which calculates the total LM velocity 

  

Inertial Measurement Unit. The IMU is the primary inertial sensing device of the LM. It is a Uhree- 
degree-of-freedom, gyroscopically stabilized device whose primary functions are: 

¢ Maintaining an orthogonal, inertially referenced coordinate system for LM attitude 
control and measurement 

© Maintaining three accelerometers in the reference coordinate system for accurate 
measurement of velocity changes. 

   
Unit. The CDU converts angular data and transfers the data between major aesemblies of 

The CDU contains five channels for processing these data, as follows: 

@ One for the RR shaft axis 
@ One for the RR trunnion axis 

@ One for each of the three gimbal axes of the IMU. 

‘The two CDU channels used with the RR provide interfaces between the antenna and the LGC, The LGC 
calculates digital antenna position commands before acquisition of the CSM. These signals are converted 
to analog form by the CDU and applied to the antenna drive mechanism to aim the antenna toward the CSM. 
Tracking-angle information is converted to digital form by the CDU and applied to the LGC. 

‘The three CDU channels used with the IMU provide interfaces between the IMU and the LGC, and between 
the LGC and the AGS, Each IMU gimbal angle transmitter resolver provides ils channel with analog, 
gimbal-angle signals that represent LM allilude. The CDU converts these signals to digital form and 
applies them to he LGC. The LGC uses these signals to calculate attitude or translation commands and 
routes the commands, through the CES, to the proper thruster. The CDU converts the steering-error sig~ 
nals to 800-cps analog signals and applies them to the FDAL. IMU coarse- and [ amen Commands: 
generated by the LGC are coupled to the IMU through the CDU. 

  

  

Pulse Torque Assembly. The PTA supplies input to, and processes outputs from, the inertial components 
in the IMU. The PTA contains all the pulse torquing electronics for the PIPA's and the IRIG's. 

Power and Servo Assembly. The PSA contains electronic equipment in support of the PGNS, power sup- 
plies for generation of internal power required by the PGNS, servomechanisms for the IMU, servo loop 
moding relays, an inverter for generating IMU temperature out-of-limits discrete to GSE, and ISS 
moding logic used during IMU operate turn-on. 
Signal Conditioner Assembly, The SCA receives PGNS signals and conditions them so that they are. ac~ 
ceptable fo the IS for . The SCA also provides isolation between the signal source and the IS. 
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Inertial Subsection - Functional Loops. There are seven functional loops: three stabilization loops, a 
gyro-torquing loop, and three accelerometer loops. The three stabilization loops maintain the stable 
member rotationally fixed with respect to inertial space. The stable member is used as Lhe reference to 
maintain the orientation of the accelerometers with respect to the inertial frame of reference and as an 
attitude reference for the LM: The gyro-torquing loop permits introduction of external driving signals 
into the stabilization loops during closed-loop conditions. The three accelerometer loops measure the 
acceleration of the stable member along three orthogonal axes and integrate these data to determine ve- 
locity. ‘The LGC uses the velocity data to compute LM trajectory. The accelerometer loops also generate 
lorquing signals for torquing the PIPA's back to a null position after sensing an acceleration, 

  

  

Stabilization Loops. (See figure 2.2~10.) When the stabilization loops hold the stable member inertially 
referenced, any movement of the stable member is sensed by one or more of the three IRIG's, ‘This re- 
sults in an IRIG-signal-generator, 3,200-cps, crror-signal output, which is proportional to the rotation of 
the gyro about its input axis. This error signal is then amplified by a preamplifier, which is an integral 
part of the IRIG assembly. The ¥-gyro error signal passes directly to the associated gimbal servoampli- 
fier through the normally closed contacts of the coarse-alignment relay. The X- and Z-gyro error signals 
arc resolved about the IGA by the gyro error resolver before being introduced to the associated gimbal 
servoamplifiers. The servoamplificr current output is fed to the appropriate gimbal torque motor to re- 
store the stable member Lo its original reference position. As the stable member is returned to its origi- 
nal reference position, the movement sensed by the IKIG is opposite in direction but equal in magnitude to 
the disturbance input; the result is precession of the float. Due to precession, the float returns to ils null 
position. Because no signal-generator output is then present, the loop is nulled and no further drive sig- 
nals are applied until another disturbance is introduced. 

        

   
Resolution of the X- and Z-gyro error signals is required because motion about the MGA or the OGA, with 

the stable member at some angle other than 0°, is sensed by the X-gyro and Z-gyro. The resolver then 
sums the componenis of gyro error that lie along the MGA or OGA and directs the gyro errors to the ap- 

plicable gimbal servoamplifier. 

  

When the stabilization loops are initially energized, the stable member is referenced to the LM axes by 
driving the gimbals with an error signal inserted at the coarse-alignment input to the gimbal servoampli- 
fiers (coarse-alignment relay energized). I a specific inertial reference is desired, the stable member 
is aligned to the desired orientation, using the stabilization loops. The alignment. is accomplished in two 
steps: coarse-alignment moding and fine-alignment moding. During coarse alignment, the gyro error sig- 
nals are disconnected from the gimbal servoamplifiers. Instead, 600-cps error signals are injected 
through the coarse-alignment relay (o torque the gimbals to approximately the desired position, For fine 
alignment of the stable member, the coarse-alignment relay is deenergized and gyro error signals are 
injected in the loops for additional gimbal torquing. The gyro error signals are generated by torquing the 
IRIG's with pulses originating at the LGC and processed through the pulse torque or fine-alignment 
tronics loop. The stable member is then aligned and the stabilization loops hold il in this final position. 

    

    

Gyro-Torquing Loop. (See figure 2, 2-10.) Using a larque generator to torque the TRIG floats, it is pos- 
sible to drive the IMU gimbals to new positions. ‘This permits fine alignment of the stable member to a 
desired reference with considerable accuracy. When gyro torquing is required during the fine-alignment 
mode of operation, the LGC issues pulses, which are controlled by program 62, that: 

© Enable the torquing elcetronies 

Select the gyro to be torqued 

© Select the direction of torquing 

© Control the amount of torque applied. 

The three IRIG's are sequentially torqued by the LGC during fine alignment; it is possible for all three 
gyros to be controlled through one set of torquing electronics. The torquing electronics consists of a 
gyro calibration module, a binary current switch, ad-c differential amplifier and precision voltage refer 
ence module, and a pulse torque power supply module. 
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   Basically, the gyro-torquing loop operates by applying a constant current to Lhe Lorque windings in the 
IRIG. When torque pulses and gyro select pulses are initiated by the LGC, a constant direct current is 
applied to an TRIG and the float is torqued a specific amount; a specific amount of IMU gimbal rotation is 
provided. The number of torque (sct) pulses: applied to the current switch determines how long the torqu- 
ing current is applied. The gyro select pulses enable a switching network (in the gyro calibration module), 
which closes a current path through a specific winding in a specific gyro for positive or negative torquing 
of the float. Before and after torquing, the LGC issues no-torque (reset) pulses to the current switch, 
which enables constant current to flow along a dummy path external to the IRIG's. ‘This reduces transients 
when torquing is initiated. The torquing loop is enabled by an LGC command, which energizes a relay to — 
apply power to the loop. The constant-current supply consists of the d-c differential amplifier, the pulse 
torque power supply, and a current regulator in the binary current switch. 

   

        

Accelerometer Loops. (See figure 2.2-10.) The three accelerometer loops are identical. The pulse 
Torque power Supply provides +20, -20, and +120 volts dc and +28 volts dc, regulated, to all the loops. 

The PIPA signal geacralor oulpuls are two 3,200-eps error signals, which are of opposite phase and pro- 
portional to the rotation of the pendulum about its output axis. These error signals are amplified by the 
preamplifier and, then, routed to the a-c differential amplifier. There, the two signals are summed; the 

resultant is amplified and, then, phase split. The two resulting signals are of opposite phase; they are 
fed lo the interrogator circuitry, which delermines the direction of pendulum movement and generates 
positive or negative commands indicative of the direction of movement. The inlerrogale and switching 

pulses from the LGC are used to generate the positive or negative torque pulses to the binary current 
swilch, 

    

The binary current switch uses the interrogator outputs to generate torquing current (to torque the pendu- 
lums back lo null) and pulses that represent velocity changes. The velocity pulses are generated by pro- 
viding data pulses from the LGC such that the velocity oulpuls are positive or negative increments of ve~ 
locity. The torquing current is generated in a manner similar to that used in the gyro-torquing loop. ‘The 
constant-current supply consists of a d-c differential amplifier and precision voltage reference and a cur- 
rent regulator, Constant current is supplied to the binary current switch. A positive or negative input 
command turns on the positive or negative current switeh, routing a positive or negative torque signal to 
the torque windings in the PIPA, The torquing current is fed to the PIPA torque generator through a load~ 
balancing network in the calibration module. ‘This ensures that for a given amount of torquing current an 
equal amount of torque is developed in the positive or negative direction. 

When the accelerometer loops operate, a certain amount of PIPA torquing occurs at all times, even during 

periods of no acceleration. ‘This torquing continuously moves the pendulums an equal amount in the posi- 
live and negative directions; as a resull, an cqual amount of positive or negative velocity pulses are sent 
to the LGC. When an acceleration is sensed, more of onc type of pulse is generated. ‘This unbalance 
produces either positive or negative aV pulses, which are routed to the LGC PIPA counter ta be accumu= 
lated as LM velocity changes. 

    

  

Inertial Subsection - Modes of Operation. (See figure 2.2-11.) Excepl for the IMU cage and inertial refer- 
ence modes, the modes are controlled by the CDU as commanded by the LGC. The IMU cage mode is 
initiated when the IMU CAGE switch (panel 1) is set to ON, The inertial reference mode is entered auto- 
matically whenever the ISS is not in another mode. The CDU logic receives from the LGC the following 
discrete commands: 

  

@ = 188 CDU zero 

@ ISS error-counter enable 

eG 

  

@ RR CDU zero 

@ RR error-counter enable 

Display inertial data (DID) (program-controlled). 

SS 
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The ISS CDU zero, ISS error-counter enable, and ISS coarse-align enable discretes control three identical 
channels in the ISS portion of the CDU. The RR CDU zero, RR error-counter enable, and DID discretes 

control the RR shaft and trunnion channels in the RR portion of the CDU. All discretes, except RR CDU 
zero, are used for moding operations. In addition to the LGC-CDU discretes, the LGC issues a torque 
enable command to the gyro-torquing loop for initiation of the fine-alignment mode. 

IMU Turn-On Mode. (See figure 2.2-11.) The IMU turn-on mode initializes ISS operation by driving the 
IMU gimbals to zero and clearing and inhibiting the CDU read and error counters. The IMU turn-on mode 
(program controlled; see program 05, table 2.2-7) is initiated by applying IMU operate power to the ISS. 

The LGC issues the two discretes required for this mode: CDU zero and coarse align enable. The LGC 
also issues the turn-on delay complete discrete to the ISS after 90 seconds. 

When IMU power is applied to the ISS, the LGC receives an ISS power-on discrete and a turn-on delay re- 
quest. The LGC responds to the turn-on delay request by issuing the CDU zero and coarse-align enable 
discretes to the CDU. To prevent PIPA torquing for 90 seconds during the IMU turn-on mode, an inhibit 

signal is applied to the pulse torque power supply. The CDU zero discrete clears and inhibits the read 
and error counters of the CDU. The ISS power (28 volts dc) is applied directly to the coarse-alignment 
relay, and through the deenergized contacts of the turn-on control relay to energize the cage relay. A 
ground is provided through the contacts of the energized cage relay to the coil of the coarse-alignment re- 
lay, energizing the coarse-alignment relay. The contacts of the energized coarse-alignment relay switch 
the gimbal servoamplifier reference from 3,200 cps to 800 cps and close the IMU cage loop through the 
contacts of the energized cage relay. 

The coarse-alignment relay is held energized by the CDU coarse-align discrete and the contacts of the 
energized cage relay. The IMU gimbals drive to the zero reference position, using the sine output of the 
1X gimbal resolvers (sine 6 ). 

After 90 seconds, the LGC issues the ISS turn-on delay complete discrete, which energizes the turn-on 
control relay. The energized turn-on control relay locks up through its own contacts. Energizing the 
turn-on control relay removes the turn-on delay request and deenergizes the cage relay, removing the 
sine @ signal. Energizing the turn-on control relay also removes the pulse torque power supply inhibit 
signal. The 90-second delay permits the gyro wheels to reach their operating speed before the stabiliza- 
tion loops close. The pulse torque power supply inhibit signal prevents accelerometer torquing during the 
90-second delay. 

After the 90-second delay, the LGC program removes the CDU zero and coarse-align enable discretes, 
allowing the ISS to go to the inertial reference mode (coarse-alignment relay deenergized), or it can re- 
move the CDU zero discrete and provide an error-counter enable discrete while maintaining the coarse- 
align enable discrete. The latter combination of discretes defines the coarse-alignment mode of opera- 
tion. 

Coarse-Alignment Mode, (See figure 2.2-11.) The coarse-alignment mode enables the LGC to align the 
IMU rapidly to a desired position, with limited accuracy. In this mode, the LGC issues two discretes to 

the CDU: coarse-align enable and ISS error-counter enable. 

The coarse-align enable discrete is routed through the CDU, where it provides a ground path to the 
coarse-alignment relay, energizing the relay. The energized relay opens the gyro preamplifier output, 
replaces the normal 3, 200-cps reference with an 800-cps reference, and routes the 800-cps coarse- 
alignment error output from the CDU digital-to-analog converter to the gimbal servoamplifier through the 
deenergized contacts of the IMU cage relays. This drives the gimbal until the coarse-alignment signal is 

zero volts rms. The coarse-align enable discrete and error-counter enable discrete are also accepted by 
the CDU logic as moding commands, enabling the error-counter and permitting transfer of agg angles 

from the read counter to the error counter. 

After the logic circuitry in the CDU has been set up to accept commands from the LGC, the LGC begins 
transmitting positive or negative gimbal drive commands (pulse trains at 3,200 cps). These pulses, each 
equivalent to a gimbal angle change ( 46c) of 160 arc seconds, are accumulated in the error counter. The 
first 4@¢ pulse determines the direction in which the error counter is to count and provides a polarity con- 
trol to the digital-to-analog converter of the CDU. The polarity control provides an in-phase or an out-of- 
phase analog reference. An 800-cps analog signal, whose amplitude is dependent on the error counter 
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content and the polarity of the input command (4@¢), is then generated. This signal is the 800-cps coarse- 

alignment error output from the digital-to-analog section; it is routed to the gimbal servoamplifier, caus- 

ing the gimbal to drive in the direction commanded by the LGC. . 

The changing gimbal angles are detected by the error-detector circuits in the CDU. Thesedetected errors 
permit a pulse train, at 6,400 pps, to increase the read counter, The increasing read counter nulls the 
sine and cosine voltage inputs to the error-detector circuits from the IMU 1X and 16X resolvers. 

As the read counter is being incremented, one output of the counter, representing a 40-arc-second-per- 

pulse increase in gimbal angle, is routed to the LGC. Another output of the counter, representing 160 
arc seconds per pulse, is recognized in the CDU logic as an incremental value to be entered into the error 

counter in a direction opposite to that of the LGC-commanded 40. If 46g is positive, the error counter 
counts up and the 48 from the read counter decreases the counter. For each counter pulse into tne error 

counter, the total content decreases. This decreases the digital-to-analog converter output and, there- 

fore, the rate of drive. When the number of digital feedback pulses equals the LGC-commanded number 

of pulses, the error counter is empty and the digital-to-analog converter output should be zero. 

  

  

The rate of drive of the gimbals during coarse alignment is limited to a maximum of 35° per second. This 

is due to degenerative feedback provided within the CDU mechanization. 

Fine-Alignment Mode. (See figures 2. 2-10 and 2.2-11.) The fine-alignment mode allows the LGC to 

position the IMU accurately to a predetermined gimbal angle, closer than 40 are seconds of CDU toler- 
ance, since each gyro-torquing pulse is equal to 0.615 arc second of displacement. The LGC does not 

issue any discretes to the CDU during this mode of operation; therefore, the read counter circuitry re- 

peats the changing gimbal angles exactly as was done in the coarse-alignment mode. The LGC keeps 

track of the gimbal angle to within 40 arc seconds. 

The commanding signals for the fine-alignment mode are issued to the time-shared fine-alignment or pulse 

torque electronics. (See figure 2.2-10.) The LGC first issues a torque enable discrete, which applies 
28 and 120 volts de to the binary current switch, a differential amplifier, and a precision voltage reference 

circuit, allowing the circuit to become operative. The current switch is reset by the no-torque pulses, 

allowing a dummy current, which is equal to the torquing current, to flow. This allows the current to 

settle to a constant value before it is used for gyro torquing. A gyro is then selected (gyro select pulses) 

for either (positive or negative) torquing current. After the discretes have been issued, the LGC sends 
torque (set) pulses or fine-alignment commands to the set side of the current switch. The pulse allows 

the selected torquing current (positive or negative) to flow through the gyro windings, causing the float to 
move. The resulting signal generator output causes the stable member to be driven through an angle equal 
to the command angle. The LGC receives inputs from the CDU read counter that indicate a 40-arc-second- 

per-pulse change in gimbal angle. 

The number of torquing pulses sent from the LGC to the torquing electronics is computed on the basis of 

gimbal angle at an instant of time and a desired alignment angle. The difference is converted into the 

number of pulses necessary to drive the gimbal through the difference angle. The required number of 

fine-alignment pulses is computed only once; it is not recomputed on the basis of gimbal angle after the 

desired number of pulses have been sent. Fine-alignment loop operation is open-loop as far as the LGC 

is concerned; the Aég pulses are not used for feedback. 

  

The fine-alignment pulses generated by the LGC are issued in bursts of 3,200 pps. The fine-alignment 
electronics permits the torquing current to be on in the direction chosen by LGC logic, for the duration of 
the pulse burst. When the LGC is not issuing fine-alignment pulses or the gyro floats are not being 
torqued, the stable member can be considered inertially referenced. 

Attitude Error Display Mode. (See figure 2.2-11.) The attitude error display mode permits the LGC to 

display attitude errors, in analog form, to the astronaut. In this mode, CDU error-counter enable dis- 

crete is generated by the LGC. The LGC is informed of the gimbal angle and any changes to it by the 
read counter and the analog-to-digital converter associated with it. The read counter output is routed 

through logic to the LGC, which is then aware of the current LM attitude. 

A digital autopilot program (DAP) has a computed desired attitude associated with current time and LM 
position. The difference between the desired and actual values is attitude error. The attitude error is 
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converted to Aég pulses (each equivalent to 160 arc seconds of error), which are fed to the error counter 

at a rate of 3,200 pps. The error counter is incremented to contain the number of pulses commanded. 

The contents of the error counter are converted to an 800-cps error signal by the digital-to-analog con- 

verter. The phase of the digital-to-analog converter output depends on whether the input command is a 

positive or negative. 

The 800-cps attitude errors have a maximum amplitude of 5 volts rms, zero or 7 phase. They are dis- 

played by the FDAI attitude error needles. Digital feedback from the read counter to the error counter is 

disabled during this mode of operation; only the LGC-generated Age commands increase or decrease the 

error counter. Total LM attitude can also be displayed in the FDAI. This information is taken from the 

gimbal angle 1X resolver sine and cosine windings. Pitch, yaw, and roll can be displayed from the inner, 

outer, and middle gimbals, respectively after being processed by a gimbal angle sequencing transforma- 

tion assembly (GASTA). 

Display Inertial Data Mode. (See figure 2.2-11.) The DID mode is program controlled. This mode is 
initiated by setting the MODE SEL switch (panel 1) to PGNS. This arms the DID relay in the CDU and 
provides an input discrete to the LGC, requesting the DID program. 

The LGC, upon recognition of the input discrete, issues a DID discrete to the CDU. This energizes the 
same DID relay, completing the interface between the CDU digital-to-analog converter and the X-pointer 
indicators (panels 1 and 2). The LGC also issues a RR error-counter enable discrete and an ISS error- 

counter enable discrete to the CDU. This enables all five CDU error counters, of which three (ISS error 
counters) are used for attitude error display; two (RR error counters), for forward and lateral velocity 

display. 

Attitude error is displayed in the same manner as in the attitude error display mode. The ISS read count- 
ers repeat the gimbal angle changes and provide 4g commands to the LGC, which then determines the 
attitude error. The attitude error is converted to a pulse train, which increases the CDU ISS error 
counters. The contents of the counters are converted to analog signals, which are fed to the FDAI for 

display. The read counter input to the error counter is inhibited, allowing the error counters to be in- 

creased or decreased only by the LGC. 

For forward and lateral velocity display, the LGC receives positive and negative pulses from the ISS ac- 

celerometer loops and velocity data from the LR. On the basis of calculations derived from this informa- 

tion, the LGC increments the CDU RR error counters with 44, commands, which are proportional to LM 

forward and lateral velocity. The contents of the error counters are converted to analog signals in the 

digital-to-analog conversion section. The resulting positive or negative d-c voltages are routed through 
the energized DID relay, the MODE SEL switch, and to the cabin displays. The CDU RR error counters 
operate independently of the read counter circuitry; therefore, the condition of the RR is immaterial for 

this operation. The CDU RR analog-to-digital sections are not affected by this mode, but may be used 

for RR antenna position readout, if required. Altitude or altitude rate is also displayed during this mode. 

The LGC calculates the altitude/altitude rate and sends this data directly to the ALT and ALT RATE in- 

dicators (panel 1) via the MODE SEL switch and the RNG/ALT MON switch (panel 1). Altitude data from 

the LR are supplied to the LGC to aid in this calculation. 

IMU Cage Mode. (See figure 2.2-11.) The IMU cage mode is an emergency mode that enables the astro- 

nauts to recover a tumbling IMU by setting the gimbals to zero, and to establish an inertial reference. 

This mode can also be used to establish an inertial reference when the LGC is not activated. The IMU 

cage mode is initiated by holding the IMU CAGE switch to ON for sufficient time (5 seconds maximum) to 

allow the IMU gimbals to settle at the zero position. The IMU gimbal zeroing can be observed on the 

FDAI. If the mode is commanded to recover a tumbling IMU after the IMU turn-on mode is completed or 
to establish an inertial reference with the CSS in standby or off, holding the IMU CAGE switch to ON 

drives the IMU gimbals to zero. When the switch is released, the ISS enters the inertial reference mode. 

  

Holding the IMU CAGE switch to ON energizes the cage and coarse-alignment relays, which apply the sine 
@ signals to the gimbai servoamplifiers, and sends an IMU cage discrete to the LGC. Releasing the 

switch deenergizes the cage and coarse-alignment relays. When the coarse-alignment relay is deener- 

gized, the stabilization loops are closed. The LGC, upon receiving the IMU cage discrete, stops issuing 
discretes. 

The IMU cage mode should not be used indiscriminately. The mode is intended only as an emergency re- 

cover function for a tumbling IMU. During the IMU cage mode, the IMU gimbal rates are sufficient to 

NN drive the gyros into their rotational and radial stops due to the lack of CDU rate limiting. 
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Gimbal Lock Mode. (See figure 2.2-11.) The gimbal lock mode provides the astronauts with an indica- 
tion of a large middle gimbal angle and disables the stabilization loop when gimbal lock occurs. An in- 
dication is also provided to notify the astronauts that the inertial reference is lost. When the magnitude 
of the middle gimbal angle exceeds +70° or -70°, the LGC turns on the GIMBAL LOCK condition light on 
the DSKY. The light goes off as soon as the middle gimbal angle is less than +70° or -70°. If the magni- 
tude of the middle gimbal angle increases to +85°, the LGC turns on the NO ATT condition light on the 
DSKY, indicating that the inertial reference is lost, and issues the coarse-alignment discrete to the CDU, 
which opens the stabilization loop and allows the stable member to be referenced to the LM. The astro- 
nauts can leave this mode by requesting the coarse-alignment mode via a DSKY entry. Nee 

Inertial Reference Mode. (See figure 2.2-11.) Inertial reference is considered a mode of ISS operation 
during any period after IMU turn-on is completed and the stabilization loops are closed (coarse-alignment 
relay deenergized) without any gyro-torquing occurring. The IRIG's hold the stable member inertially 
referenced, and the reference can be displayed on the FDAI from the gimbal angle 1X resolver sine and 
cosine outputs. The ISS is considered to be in the inertial reference mode of operation during any period 
after IMU turn-on is completed during which the ISS is not in any other of its modes. The CDU read 
counters continuously monitor gimbal angle changes due to LM motion and indicate to the LGC the chang- 
ing angles. The error counters and the digital-to-analog converter are not used in this mode. 

2.2.3.2.2 Optical Subsection. 

The OSS is used to determine the position of the LM, using a catalog of stars stored in the 
LGC and celestial measurements made by an astronaut. The identity of celestial objects is determined 
before earth launch. The OSS consists of the AOT and a computer control and reticle dimmer assembly 
(CCRD). (See figure 2,2-12.) The AOT is used by the astronaut to take direct visual sightings and pre- 
cision angular measurements of a pair of celestial objects. These measurements are transferred to the 
LGC by a computer control and reticle dimmer assembly (CCRD). The LGC uses this angular informa- 
tion along with the prestored data to compute the LM position and velocity and to perform the fine align- 
ment of the IMU stable member. The AOT can be set to six positions; it has a manually rotated reticle 
with an angular display. 
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Figure 2.2-12. Alignment Optical Telescope a, 
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“— Alignment Optical Telescope. The AOT, mounted on the navigation base to provide a mechanical align- 
ment and a common reference between the AOT and IMU, is a unity-power, periscope-type device with a 
60° conical field of view. It is operated by the astronauts. The AOT has a movable shaft axis (parallel 
to the LM X-axis) anda line-of-sight axis (approximately 45° from the X-axis), l 

Computer Control and Reticle Dimmer Assembly. The CCRD enables the astronaut to adjust the bright- 

ness of the AOT reticle lamps when taking a star sighting and to mark the target with a MARK X or 
MARK Y pushbutton to obtain the optical angular measurements. 

“ Optical Subsection Operation. The OSS is used for manual star sightings, which are necessary for ac- 

curate determin: m of the inertial orientation of the IMU stable member. These star sightings are re- 

quired during certain periods while the LM is in flight. There are two methods for using the OSS. 

  

In-Flight Sightings. (See figure 2.2-13.) For in-flight sightings, the AOT may be placed in any of the 
three usable detent positions. However, when the LM is attached to the CSM, only the F position is used. 

For in-flight operation, the CSS and the ISS are turned on, the AOT counter is zeroed, a detent position 

is selected, and the LM is maneuvered to obtain a selected star in the AOT field of view, near the center. 

The specific detent position code and selected star code are entered into the LGC via the DSKY. The LM 

is then maneuvered so that the star image crosses the reticle crosshairs. When the star image is coin- 

cident with the Y-line, the astronaut presses the MARK Y pushbutton; when it is coincident with the X-line, 
he presses the MARK X pushbutton. The astronaut may do this in either order and, if desired, he may 
erase the latest mark by pressing the REJECT pushbutton. When the MARK X or MARK Y pushbutton is 

pressed, a discrete is sent to the LGC. The LGC then records the time of mark and the IMU gimbal 

angles at the instant of the mark. 
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Crossing of a reticle crosshair line by the star image defines a plane containing the star, Crossing of SY 
the other reticle crosshair line defines another plane containing the same star, The intersection of these 
planes forms a line that defines the direction of the star. To define the inertial orientation of the stable 
member, sightings on at least two stars are required, Each star sighting requires the same procedure. 
Multiple reticle crossings and their corresponding marks can be made on either or both stars to improve 
the accuracy of the sightings. Upon completion of the second star sightings, the LGC calculates the 
orientation of the stable member with respect to a predefined reference coordinate system, 

Lunar Surface Sightings. On the lunar surface, the LM cannot be maneuvered to obtain a star-image 
crossing on a reticle crosshair line, The star can be selected in any detent position (F, R, Rp, CL, —— 
Lr, or L) of the AOT. The astronaut, using the manual reticle control knob, adjusts the reticle to 
superimpose the target star between the two radial lines on the reticle. The angle (star shaft angle, Ags) 
displayed on the AOT counter is then inserted into the LGC by a DSKY entry. The astronaut next rotates 
the reticle until the same target star is superimposed between the two spiral lines on the reticle. This 
provides a second angular readout (reticle angle, AR), which is inserted into the LGC by a DSKY entry. 
The AOT detent position and the star code numbers are also inserted into the LGC. The LGC can now 
calculate the angular displacement of the star from the center of the field of view by computing the dif- 
ference between the two counter readings, Due to the characteristics of the reticle spiral, this Aangle 
(AR -As) is proportional to the distance of the star from the center of the field of view. Using this 4 
angle and the proportionality equation, the LGC can calculate the trunnion angle (Ay). At least two star 
sightings are required for determination of the inertial orientation of the stable member, 

2.2.3.2.3 Computer Subsection. 

The CSS is the control and processing center of the PGNS. It consists of the LGC and the 
DSKY. The CSS processes data and issues discrete outputs and control pulses to the PGNS, AGS, CES, 

and to other LM subsystems. 

LM Guidance Computer. The LGC is a core memory, digital computer with two types of memory; fixed 

and erasable, The fixed memory permanently stores navigation tables, trajectory parameters, programs, 

and constants. The erasable memory stores intermediate information. ~—/ 

The LGC processes data and issues discrete control signals for the PGNS and the other subsystems. It is 

a control computer with many of the features of a general-purpose computer. As a control computer, the 
LGC aligns the IMU stable member and provides RR antenna drive commands to the RR channels of the 

CDU. The LGC provides control commands to the RR, LR, ascent engine, descent engine, RCS thrusters, 
and LM displays. As a general-purpose computer, the LGC solves guidance problems required for the 
mission. In addition, the LGC monitors the operation of the PGNS and other subsystems. 

The LGC stores data pertinent to the ascent and descent flight profiles that the LM must assume to com- 
plete its mission. These data (position, velocity, and trajectory information) are used by the LGC to 

solve flight equations. The results of various equations can be used to determine the required magnitude 

and direction of thrust. The LGC establishes corrections to be made. The LM engines are turned on at 
the correct time, and steering signals are controlled by the LGC to orient the LM to a new trajectory, if 
required. The ISS senses acceleration and supplies velocity changes to the LGC for calculating total ve- 
locity. Drive signals are supplied from the LGC to the CDU and stabilization gyros in the ISS to align the 
gimbal angles in the IMU. IMU position signals are supplied to the LGC to indicate changes in IMU gim- 
bal angles. The LGC provides drive signals to the RR for antenna positioning and receives, from the RR 
channels of the CDU, antenna angle information, This information is used in the LGC in the antenna- 

positioning calculations. Star-sighting information is manually loaded into the LGC via the DSKY. This 
information is used in the LGC to calculate IMU alignment commands. 

Display and Keyboard Assembly. (See figure 2.2-14.) The DSKY provides a two-way communications 

link between the astronauts and the LGC to enable performance of the following functions: 

e Loading of data into the LGC 

e Display of data from the LGC and of data loaded into the LGC 

e Monitoring of data in the LGC 
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Figure 2.2-14, Display and Keyboard Assembly 

® Display of LGC modes of operation 

e Display of requests, by the LGC, for the astronauts to perform actions. 

Manual Operation of DSKY. The operator of the DSKY can communicate with the LGC by pressing a se- 
quence of pushbuttons on the DSKY keyboard. Except for the PRO pushbutton, each pushbutton pressed = 
inserts a five-bit code into the LGC. The LGC responds by returning a code, which controls a display on 
the display panel, to the DSKY or by initiating an operation by the central processor. The LGC can also 
initiate a display of information or request the operator for some action, through the processing of its 
program. 

The basic language of communication between the operator and the DSKY consists of verb and noun codes. 
The verb code (table 2.2-1) indicates what action is to be taken (operation). The noun code (table 2. 2-2) 
indicates to what this action is applied (operand). Verb and noun codes may be originated manually or by 
internal LGC sequence. Each verb or noun code contains two numerals. The standard procedure for 
manual operation involves pressing a sequence of seven pushbuttons: 

VERB vy Vo NOUN Ny No ENTR 

Pressing the VERB pushbutton blanks the VERB code display on the display panel and clears the verb code 
register within the LGC. The next two pushbuttons (0 to 9) pressed provide the verb code (Vj and V9). 
Each numeral of the code is displayed by the VERB display as the pushbutton is pressed. The NOUN 
pushbutton operates the same as the VERB pushbutton, for the NOUN display and noun code register. 
Pressing the ENTR pushbutton starts the operation called for by the displayed verb-noun combination. It 
is not necessary to follow any order in punching in the verb or noun code. It can be done in reverse order, 
and a previously entered verb or noun may be used without repunching it. 

If an error in the verb code or the noun code is noticed before the ENTR pushbutton is pressed, correc- 
tion is made by pressing the VERB or NOUN pushbutton and repunching the erroneous code, without 

—_——— 
GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 

Mission___LM. _Basic Date__15 December 1968 Change Date_15 March 1969 __ Page 2. 2-29



LMA790-3-LM 

APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

SS 

changing the other one. Only when the operator has verified that the desired verb and noun codes are 

displayed should he press the ENTR pushbutton, An example of the sequence in which the pushbuttons are 

pressed is as follows: VERB, 1, 6, NOUN, 2, 1, ENTR. Pressing the ENTR pushbutton advises the LGC 

that it should perform the operation called for by the verb and noun codes. An alternative sequence would 

be: NOUN, 2, 1, VERB, 1, 6, ENTR. When the VERB pushbutton is pressed, the two VERB displays are 

blanked. As the digits of the VERB code are punched in, they are displayed in the VERB displays. The 

NOUN display operates in the same manner. 

A noun code can refer to a group of LGC erasable registers, a group of counter registers, or it may serve 

merely as a label. A label noun does not refer to a particular LGC register; it conveys information by its 

noun code number only. The group of registers to which a noun code refers may be a group of one, two, 
or three members. These members are generally referred to as 1-, 2-, or 3-component nouns. The 

component is understood to be a component member of the register group to which the noun refers. The 

machine addresses for the registers to which a noun refers are stored in the LGC in noun tables. 

A single noun code refers to a group of 1-, 2-, or 3-component members. The verb code determines 

which component member of the noun group is processed. For instance, there are five different load 

verbs. Verb 21 is required for loading the first component of whatever noun is used therewith; verb 22 

loads the second component of the noun; verb 23, the third component; verb 24, the first and second com- 

ponent; and verb 25, all three components. A similar component format is used for the display and 

monitor verbs. 

When the decimal display verb is used, all the component members of the noun being used are scaled as 

appropriate, converted to decimal, and displayed in the data display registers. Decimal data are identi- 

fied by a plus or minus sign preceding the five digits. If a decimal-format is used for loading data of any 
component members of a multicomponent load verb, it must be used for all components of the verb. Mix- 
ing of decimal and octal data for different components of the same load verb is not permissible. If data 

are mixed, the OPR ERR condition light goes on. 

Monitor verbs update displayed data once a second. Once a monitor verb is executed, the data on the dis- 

play panel continues to be updated until the monitor is turned off by V33E (proceed/proceed without data), 
V34E (terminate), and internal program initiation of the program, or by a fresh start of the LGC. V33E 

is the abbreviation for the sequence of depressions (VERB, 3, 3, ENTR) that instructs the LGC to stop 

updating the monitor (display registers). 

After any use of the DSKY, the numerals (verb, noun, and data words) remain visible until the next use of 
the DSKY. If a particular use of the DSKY involves fewer than three data words, the data display regis- 
ters (R1, R2, R3) not used remain unchanged unless blanked by deliberate program action. 

"Machine address to be specified" nouns allow any machine address to be used. When the ENTR push- 

button is pressed the verb-noun combination senses a noun of this type, and the flash is immediately 

turned on. The verb code is left unchanged. The operator loads the desired five-octal-character com- 

plete machine address. It is displayed in R3 as it is punched in. If an error is made in loading the ad- 

dress, the clear (CLR) pushbutton may be used to remove it. 

Data Loading. Some verb-noun codes require additional data to be loaded. If additional data are required 

after the ENTR pushbutton is pressed, following the keying of the verb-noun codes, the VERB and NOUN 

displays flash on and off at a 1.5-cps rate. These displays continue to flash until all information asso- 

ciated with the verb-noun code is loaded. 

Numerical data are considered decimal if the five-numeral data word is preceded by a plus sign or a minus 

sign: if no sign is supplied, it is considered octal. The + and - pushbuttons are accepted by the LGC only 

when they precede the first numeral of the data word; they are ignored at any other time. Decimal data 

must be loaded in full five-numeral words (no zeros may be suppressed): octal data may be loaded with 
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high-order zeros suppressed. If decimal format is used for any component of a multicomponent load verb, 

it must be used for all components of that verb. Mixing of octal and decimal data for different components 

of the same load verb is not permissible. (If such data are mixed, the operator error alarm is initiated. ) 

The ENTR pushbutton must be pressed after each data word. This tells the program in progress that the 

numerical word entered is complete. 

After the ENTR pushbutton is pressed, the VERB and NOUN displays stop flashing and remain on, dis- 

playing the entered verb-noun combination. As the various pushbuttons are pressed (while entering the 

data), the digits are displayed in positions of one of the display registers corresponding to the order in 

which they were entered. As the data is entered, it is temporarily stored in intermediate buffers. It is 

not placed into its final destination as a specified address noun code until the final ENTR pushbutton is 

pressed. 

If an attempt is made to enter more than five numerals in sequence, the sixth and subsequent numerals 

are rejected. If the 8 or 9 pushbutton is pressed during octal load (as identified by lack of a sign entry), 

it is rejected and the operator error (OPR ERR) condition light goes on. 

In multicomponent load situations, the appropriate single component load verbs are flashed one at a time. 

The LGC always instructs the operator through a loading sequence. The operator (or the internal pro- 
gram) initiates the sequence by selecting VERB, 25 (load 3 components of), (any noun will do), ENTR. 

The verb code is changed to 21 (load first component of) and the flash is turned on. Verb 21 continues to 

be flashed as the first data word is being loaded. When the ENTR pushbutton is pressed, the verb code is 

changed to 22 (load second component), Flashing continues while the second data word is loaded. When 

the ENTR pushbutton is pressed, the verb code is changed to 23 (load third component); the flash continues 

while the third data word is loaded. When the ENTR pushbutton is pressed, the flash is turned off and all 

three data words are placed in the locations specified by the noun. 

Correcting Erroneous Data. The CLR pushbutton is used to remove errors in R1, R2, or R3 during data 

loading. This allows the astronaut to begin loading again. Use of the CLR pushbutton does not affect the 

PROG, NOUN, or VERB displays. 

To correct errors for single-component load verbs, the CLR pushbutton clears the register being loaded, 
provided that the CLR pushbutton is pressed before the ENTR pushbutton. Once the ENTR pushbutton is 

pressed, the CLR pushbutton has no effect. After the ENTR pushbutton has been pressed, the only way to 
correct an error for a single component is to begin to load again. 

To correct errors for second and third component load verbs, the CLR pushbutton is used. The first 

pressing of the CLR pushbutton clears the register being loaded. Consecutive pressing clears the regis- 
ters above the register being loaded, until R1 is cleared. 

Program Selection. Verb 37 is used to change the program. Keying VERB, 37, and ENTR blanks the 

NOUN display; the verb code flashes. The two-digit program code is then loaded. For verification pur- 

poses, the program code is displayed, as it is loaded, in the NOUN display register. When the ENTR 

pushbutton is pressed, the flashing stops, the new program to be entered is requested, and a new program 

code is displayed in the PROG display. 

Release of Display and Keyboard System. The display and keyboard system program can be used by in- 
ternal LGC programs. However, any operator keyboard action (except reset) makes the system program 

unavailable (busy) to internal routines. The operator has control of the system until he wishes to release 

it. Thus, he is assured that data he wishes to observe will not be replaced by internally initiated data 

displays. In general, it is recommended that the operator release the system for internal use when he 

has temporarily finished with it. This is done by pressing the KEY REL pushbutton. 

If an internal program attempts to use the system, but finds that the operator has used it and not yet re- 

leased it, the KEY REL light goes on. When the operator finds it convenient, he should press the KEY 

REL pushbutton to allow the internal program to use the display and keyboard panel. 

Operator Error. The OPR ERR condition light goes on when the operator presses pushbuttons improperly. 

The light goes on when an undefined verb or noun is entered or when a verb that is defined and a noun that 

—— 
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is defined are entered, but the combination of verb and noun is illegal. Both of these errors do not re- 
quire any further operator action. The following operator errors also do not require further action: 

e@ The component number of the verb exceeds the number of the components in the 
noun. 

@ The octal display and monitor verbs are used with a "decimal only" noun. 

e The decimal display and monitor verbs are used with mixed nouns. 

@ The decimal display and monitor verbs are used with an "octal only" noun. 

e A no-load verb is used with a noun that is not a no-load noun. (Nouns that have a 
split minute/second scale for any component are no-load nouns. ) 

e An input code other than those that are defined is received from the keyboard. 

e The contents of the register exceed its limit. 

When improper data are entered for a defined verb-noun combination that requires loading of additional 
data. the OPR ERR condition light goes on. The error is detected when the final entry of the loading 
sequence is made. When the light goes on, recycling to the beginning of the loading sequence is required. 
Only the data must be entered again, not the verb-noun combination. Other errors that cause the OPR 
ERR condition light to go on, and require recycling, are as follows: 

e The address entered for a "machine address to be specified" noun is not octal. 

e@ Octal and decimal data are mixed in multicomponent load verbs. (All data words 
loaded for a given noun must be all octal or all decimal. ) 

e@ Octal data are loaded a "decimal only" noun. 

e@ Decimal data are loaded an "octal only" noun, 

@ Loaded decimal data numerically exceed the maximum permitted by the scale factor 
associated with the appropriate component of the noun. 

e@ Negative decimal data are loaded, using the Y-optics scale. 

e For displays of time, the three data words are not loaded for the hours, minutes, 
and seconds scale. 

e When loading with the hours, minutes, and seconds scale, the minutes exceed 59, 
the seconds exceed 59.99, and the total exceeds 745 hours 39 minutes 14.55 seconds. 

e Two numerals are not supplied for the program code under verb 37. 

DSKY Operation Under LGC Control. The principles of DSKY operation by the internal LGC sequences 
are the same as those described for manual operation of the DSKY. DSKY operation by the internal LGC 
Sequences encompasses the following categories: display, loading, please perform, and please mark. 

The display operation is used to display data to the operator. Data computed by the mission program can 
be displayed by using various display verbs. The loading operation requests that the operator load data. 
The please-perform operation requests an action by the operator, who then notifies the LGC that he has 
complied. The please-mark operation requests that the operator press MARK pushbutton on the AOT for 
an optics sighting. 

LGC- initiated verb-noun combinations are displayed as static or flashing displays. A static display 
identifies data displayed only for operator information; no operator response is required. If the dis- 
played verb-noun combination flashes, appropriate operator response is required, as dictated by the 
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verb-noun combination. In this case, the internal sequence is interrupted until the operator responds 
appropriately, then the flashing stops and the internal sequence resumes. A flashing verb-noun display 
must receive only one of the proper responses; otherwise, the internal sequence that instructed the 
display may not resume. 

Display. The appropriate operator response to a flashing display (verb-noun combination) is as follows: 

e Correct the data and perform the appropriate load-verb sequence. Upon pressing 
the ENTR pushbutton, the internal sequence proceeds normally. 

e Recycle by keying VERB, 32, ENTR. This returns the program to a previous 
location. 

e Proceed, or proceed without data, by pressing the PRO pushbutton. This indi- 
cates acceptance of the displayed data and a desire for the internal sequence to 
continue normally, 

© Terminate by keying VERB, 34, ENTR. 

Data Loading. When data are to be loaded, the VERB and NOUN displays flash. The flashing occurs 
whether data loading is initiated by LGC or by the operator. The appropriate register (R1, R2, or R3) 
is blanked in anticipation of data loading. Data are loaded as five-numeral words; they are displayed 
numeral-by-numeral in one of the registers as loaded. 

The appropriate response to an internally initiated verb-noun combination for loading is as follows: 

e Load the desired data. After the final entry, the internal sequence proceeds 
normally, 

e Proceed, or proceed without data, by pressing the PRO pushbutton, 

Terminate by keying VERB, 34, ENTR. 

Please Perform. The operator must respond to a "please perform" request. With this request, the 
verb-noun combination flashes and the internal sequence is interrupted. The "please perform" verb (50) 
is usually used with the "checklist" noun (25) and an appropriate checklist code number (table 2. 2-3) in 
R1. The appropriate response is as follows: 

e Press the ENTR pushbutton to indicate that the requested action has been performed. 
(The internal sequence continues normally.) Proceed without data by pressing 
the PRO pushbutton. The operator chooses not to perform the requested action, 
but desires the internal sequence to continue with the previous data, 

e Terminate by keying VERB, 34, ENTR. 

The "please perform" verb is also used with the "change of program" noun and "engine-on enable" noun. 
Its use in these cases is subject to the LGC program in process. 

Please Mark. The "please mark" verbs are flashed when the LGC is prepared to accept optical-sighting 
data from the AOT. 

2.2.3.2.4 Primary Guidance and Navigation Section - Modes of Operation. 

The PGNS is considered to be in an operational mode upon initiation of a program by the 
astronauts or MSFN. When operating under one of the various programs (table 2.2-7), the LGC 
automatically computes required mission parameters, commands the PGNS and the other sections and 

subsystems, and displays pertinent data to the astronaut and MSFN (via downlink). For operational 
compatibility, the astronauts and/or MSFN can initiate, modify,.or interrupt the automatic program 
sequences. In certain cases, the programs are initiated by a previous program. 
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The LGC is preprogrammed to display 2 mode number or program number on the DSKY 
in response to initiation of a program. This display remains on until the sequence of events for the 
specific mission phase, as dictated by the program, is completed. 

The astronaut may also be required, or may wish, to perform specific submodes (routines) 
during a program. The PGNS routines (table 2.2-8) are used by most LGC programs, to perform the 
required input and output functions. Through these routines, the LGC can command various guidance 
modes, display and accept information from the DSKY and radar, provide for telemetry inputs and out- 

puts, control positioning of the RR antenna and the IMU stable member, and remain cognizant of the PGNS 
and LM subsystem operations. Only the ISS of the PGNS operates under specific modes when the PGNS 
is used. These modes of ISS operation are listed and defined in paragraph 2.2.3.2.1. 

2.2.3.2.5 General Operation of Primary Guidance and Navigation Section. (See figure 2.2-15.) 

This discussion of PGNS operation is limited to astronaut interface with the PGNS, 

because PGNS operation is dependent upon the LGC program in process and upon the mission phase. The 

astronaut can perform optical sightings, monitor subsystem performance, load data, select the mode of 

operation, and, with the aid of the PGNS, manually control the LM. The program to be performed by 

the LGC is selected by the astronaut or initiated by the LGC. 

The DSKY enables the astronaut to communicate with the LGC and perform a variety of tasks 

such as testing the LGC, entering voice link data, and commanding IMU mode switching. The hand con- 
trollers permit manual changes or computer-aided manual changes in attitude or translation. The PGNS 

flight data that are displayed to assist the astronaut during various phases of the mission are as follows: 

total LM attitude, attitude errors, altitude and altitude rate, forward and lateral velocities, and percen- 

tage of descent engine thrust commanded by the LGC. 

Total attitude is generated from the IMU gimbal angles. With the ATTITUDE MON switch 

(panel 1) set to PGNS, the IMU gimbal angles are routed to the gimbal angle sequencer transformation 
assembly (GASTA). The GASTA transforms the gimbal angles into signals of the proper configuration of 
total attitude. The total attitude signals are applied to the FDAI sphere for direct astronaut readout. The 

FDAI also displays roll, pitch, and yaw rates and errors. The FDAI rate indicators monitor the rate of 

change of angular position. When the RATE/ERR MON switch (panel 1) is set to LDG RDR/CMPTR, the 

FDAI error indicators indicate the deviation between the programmed and actual attitude. The FDAI rate 
indicators are fed from the CES rate gyros; the pitch, yaw, and roll attitude errors are supplied from the 

LGC through the CDU. 

The astronauts can select the LR, PGNS, or AGS as the source for the altitude and altitude 

rate parameters. When the MODE SEL switch is set to PGNS, the LGC calculates altitude and altitude 

rate, but issues signals for display of either altitude or altitude rate. Altitude and altitude rate are not 
displayed simultaneously. These signals are routed through the RNG/ALT MON switch (panel 1) to the 
ALT and ALT RATE indicators (panel 1). 

Forward and lateral velocities are displayed on the X-pointer indicator. The indicator 
receives velocity signals from the LGC via the CDU when the MODE SEL switch is set to PGNS. The 

LGC calculates the velocities from its stored information and from information received from the LR. 

The LGC feeds the calculated data to the CDU for digital-to-analog conversion before display. The 
X-POINTER SCALE switch (panel 3) selects the scale of the indicator. The type of velocity and the 

scale selected are indicated by illuminated placarding on the borders of the X-pointer indicator. 

The amount of descent engine throttling, as commanded by the LGC, is routed to the CES. 

The CES sends this command to the THRUST indicator (panel 1) and to the descent engine. The THRUST 

indicator also displays the amount of thrust sensed at the engine thrust chamber, so that a comparison 

can be made. 

PGNS vehicle control includes interfacing for attitude and translation control and for pro- 
pulsion control (descent and ascent engine). Commands from the LGC are routed through the CES to the 
RCS thrusters and to the ascent and descent ergines for proper flight control. 
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Verb 
Code Function Remarks 
  

NOTE 

Verb codes that are not listed are spares. 

01 Display in R1 (in octal form) 
— first component of: 

02 | Display in R1 (in octal form) 
second component of: 

03 | Display in R1 (in octal form) 
third component of: 

04 | Display in R1 and R2 (in octal form) 
first and second components of: 

05 | Display in R1, R2, and R3 (in octal 
form) first, second, and third 
components of: 

06 | Display (in decimal form) all This verb performs decimal display of data. The scale factors, 
components of: types of scale factor routines, and component information are 

stored in LGC for each noun. 

07 | Display double precision decimal in This verb performs double precision decimal display of data 
R1 and R2. without seale factoring. It performs 10-character fractional 

decimal conversion of two consecutive erasable registers, 
using RI and R2. (Sign is placed in R1 sign position; R2 sign 
position is blank.) It cannot be used with mixed nouns. Its 

YL intended use is primarily with "specify machine address" nouns. 
If this verb is used with nouns that inherently are not double 
precision, the display is meaningless. 

ul Monitor on R1 (in octal form) first Monitor verbs 11 through 17 allow this keyboard activity. It is. 
component of: ended by verb 34 (terminate). Monitor action is turned off, but 

not ended, by any keyboard action, except error reset; it begins 
again when key release is initiated. 

12 Monitor on R1 (in octal form) second 

component of: 

13 | Monitor on R1 (in octal form) third 
component of: 

14 Monitor on R1 and R2 (in octal form) 

first and second components of: 

15 Monitor on Ri, R2, and R3 (in octal 
form) first, second, and third 
components of: 

16 Monitor (in decimal form) Ri, or 
RL and R2, or R1, R2, and R3. 

— 17 Monitor double precision decimal 
on RI and R2. 

21 Load first component into R1. Verbs 21 through 25 perform data loading. Decimal quantities 
are preceded by plus or minus sign. Octal quantities do not 
have sign.           
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Table 2.2-1. DSKY Verb List (cont) 
  

  

      

  

  

Verb 
Code Function Remarks 

22 Load second component into R2. 

23 Load third component into R3. 

24 | Load first and second components 
into R1 and R2. 

25 Load first, second, and third com- 
ponents into Ri, R2, and R3. 

27 Display fixed memory (ground use). This verb is included to permit displaying contents of fixed 
memory in any bank. Its use is intended for checking program 
ropes and bank position of program ropes. 

30 | Request executive (ground use). This verb enters request to executive routine for any machine 
address with priority. ‘This verb is used with "specify machine 
address" noun. Verb assumes that noun 26 has been pre- 
loaded. End-of-job subroutine is performed after request is 
entered. Displays are also released. 

31 Request waitlist (ground use). This verb enters request to waitlist routine for any machine 
address with any delay, Verb is used with "specify machine 
address" noun. Verb assumes that noun 26 has been pre- 
loaded. End-of-job subroutine is performed after request is 
entered. Displays are also released. 

32 Recycle program. 

33 Proceed without DSKY inputs. ‘This verb informs routine in process, requesting data to be 
loaded, that astronaut will not load new data and that LGC 
should continue routine, using previously entered data, Choice 
of whether to continue is left to specific routine. 

34 | Terminate function. This verb informs routine in process, to load data, that 
astronaut will not load new data and that routine should be 
terminated. Final decision regarding what action should be 
taken is left to requesting routine. If monitoring action is 
chosen, routine is terminated. 

35 Test lights. "'Test lights" routine checks all DSKY lamps. After 5 seconds, 
lamps are returned to their initial condition. 

36 Request fresh start, This verb initializes program control software and keyboard and 
display system program. 

37 Change program (major mode) to: This verb changes LGC program. ‘This is accomplished by 
keying VERB, 37, ENTR, new program number, and ENTR. 
New program number is in NOUN display until ENTR pushbutton 
is pressed, At that time, program number appears in PROG 
display. 

EXTENDED VERBS (40 through 99) 

40 Zero CDU. Must be used with noun 20 or 72 only 

41 Coarse-align CDU. Must be used with noun 20 or 72 only 

42 Fine-align IMU. Call programs that perform indicated PGNS procedure. 

43 Load FDAI error needles. Used for test only 

' 44 Terminate RR continuous designate.   
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Table 2.2-1. DSKY Verb List (cont) 
  

  

      

   

    

  

Verb 
Code Function Remarks 

47 | Initialize AGS. Routine 47 

48 Load digital autopilot data. Routine 03 

49 Start crew-defined maneuver. Routine 62 

50 Please perform. ‘This verb is used only by internal routines that wish operator to 
perform certain task. It should never be keyed in by operator. 
It is usually used noun 25 (checklist). Coded number for 
checklist item to be performed is displayed in register R1 by 
requesting routine. 

Once operator has performed requested action, he should press 
ENTR pushbutton to indicate that checklist item has been per- 

formed. If he does not wish to perform requested action, 
operator should key in verb 33 (proceed/proceed without data). 

52 Mark X-reticle. Verbs 52, 53, and 54 are used only by internal routines of LGC. 
‘These verbs are not entered by astronaut, They are displayed 
to astronaut along with noun 70 (star numbers), 

53 Mark Y-reticle. 

54 Mark X-reticle or Y-reticle. 

55 Increment LGC time (decimal). 

56 Terminate tracking (P20 or P25). 

37 Permit LR updates. 

58 Inhibit LR updates. 

| 60 Command LR to position No. 2. 

| 61 | Display DAP following attitude 
errors. 

62 | Display total attitude errors with 
| respect to Noun 22. 

| 
63 | RR/LR self-test Routine 04 

64 | Start S-band antenna routine. Routine 05 

| 65 | Disable U and V maneuver thrusters 
during DPS burns. 

| 
| 66 Vehicle are attached. Move LM 

state vector to CSM. 

67 | Display W matrix rms error display. 

68 Start immediate switching from pro- 
gram 63 to 64 (Approach Phase | 
Program). 

69 Restart. Program 27 

70 Update lift-off time. Program 27 

71 Universal update - block address Program 27 

712 Universal update ~ single address Program 27 
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Table 2.2-1. DSKY Verb List (cont) 

Verb 
Code Function Remarks 

73 | Update LGC time (octal). Program 27 

74 | Initialize erasable dump via down- 
link. 

75 | Enable U and V thruster maneuvers. 

76 | Minimum impulse command mode. 

77 | Rate command and attitude hold 
mode. 

78 | Start LR spurious return test. Routine 77 

79 | Stop LR spurious return test. Routine 77 

30 | Enables LM state vector update. 

81 | Enables CSM state vector update. 

82 | Request orbit parameter display. Routine 30 

83 | Request rendezvous parameter Routine 31 
display. 

85 | Display RR LOS azimuth and 
elevation. 

89 | Start rendezvous final attitude Routine 63 
maneuver. 

90 | Request rendezvous out-of-plane Routine 36 
display. 

91 | Compute Banksum. Check sum of fixed memory bank as cursory check of validity of 
memory. Temporary for hybrid and system test group. 

92 | Start IMU performance tests. 

93 | Enable W-matrix initialization. 

95 | No update of either state vector. Program 20 or 22 

96 | Interrupt integration and proceed to 
LGC idle program. 

97 Perform engine fail procedure. 

99 | Enable engine ignition,       
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Noun Register Scale and 
Code Description No. Format Unit 

NOTE 

© Noun codes that are not listed are spares. 

© Scale and format indicates the manner in which data will be 
displayed. 

X - integer (0 to 9) 

0 - Zero 

B - Blank window 

+ ~ Implied position of decimal point (not displayed) 

o1 Specify machine address (fractional). 1, 2, and 3 XXXXX. fractions 

02 Specify machine address (whole). 1, 2, and 3 XXX. XX integers 

03 Specify machine address (degree). 1, 2, and 3 XXX. XX degree 

04 Gravity error angle 1 XX. XXX degree 

08 Sighting angle difference 1 XX. XXX degree 

06 Option code 1 Octal only 

2 Octal-only 

07 Flagwood operator 
Error counter address 1 Octal only 

Bit identification 2 Octal only 

Action 3 Octal only 

038 Alarm data 1, 2, and/ Octal only 
or 3. 

09 Alarm codes 1, 2, and/ Octal only 
or 3 

10 Channel to be specified 1 Octal only 

qi tig of CSI 1 00XXx, hours 

2 000xx. minutes 

3 OXX. XX seconds 

12 Option code (used by extended verbs only) 1, 2, and 3 Octal only 

13 tig of CDH 1 0OXXX. hours 

2 000XX. minutes 

3 OXX. XX seconds 

44 Checklist (used internally by extended verbs only). 1 XXXXX, 

15 Increment address. (Noun may be loaded in LGC 1 Octal only 
with nouns 01, 02, 03, and 10.)     

Od 
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Noun Register Seale and 
Code Description No. Format Unit 

16 Time of event (used by extended verbs only). 1 00XXX. hours 

2 000XX. minutes 

3 OXX. XX seconds 

18 Desired automatic maneuver FDAI ball angles 

Roll 1 XXX. XX degrees 

Pitch 2 XXX.XX degrees 

Yaw 3 XXK.XX degrees 

20 Present inertial CDU angles 

Outer gimbal angle 1 XXX. XX degrees 

Inner gimbal angle 2 XXX. XX degrees 

Middle gimbal angle 3 XXX, XX degrees 

21 PIPA's 

x 1 XXXKK, pulses 

Y 2 XXXKK, pulses 

Zz 3 XXKXK, pulses 

22 Desired inertial CDU angles 

| Outer gimbal angle XXX. XX degrees 
j Inner gimbal angle 2 XXX. XX degrees 

Middle gimbal angle XXX. XX degrees 

24 A time for LGC clock 1 00XXX. hours 

2 000XX. minutes 

3 OXX.XX seconds 

25 Checklist (used with verb 50). (Refer to table 2.2-4.) i XXKXX. N/A 

26 Priority/delay, address (Noun may be loaded in LGC 1, 2, and 3 Octal only N/A 
with verb 30 or 31.) 

27 Self-test switch (on-off) 1 XXXXX. N/A 

32 Time from perigee 1 0OXXX. hours: 

2 000xX. minutes 

3 OXX. XX seconds 

| 33 Tig 1 OOXXX. hours 

| 2 000XX. minutes 

3 OXX. XX seconds 
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Table 2. 2-2. DSKY Noun List (cont) 
  

  

          

Noun Register Seale and | 
Code Description No. Format Unit 

34 ‘Time of event 1 00XXX. hours 

2 000XX. minutes 

3 OXX. XX seconds 

35 TF TFI 1 00XXX. hours 

2 000xXx. minutes 

3 OXX. XX, seconds 

36 Time of LGC clock 1 00XXX. hours 

2 000XX. minutes 

3 OXX. XX seconds 

37 Tig (TPI) 1 00XXx. hours 

2 000XX. minutes 

3 OXX. XX, seconds 

38 ‘Time of state vector being integrated (TET) 1 0OXXX, hours 

2 000xx, minutes 

3 OXX. XX seconds 

40 TFI/TFC 1 XXBXX min, sec 

VG 2 XXXX.X fps 

AV (accumulated) 3 XXXX.X fps 

44 Navigation base azimuth 1 XXX. XX degrees 

Navigation base elevation 2 XX.XXX degrees 

42 Apogee (Ha) 1 XXXX.X nm 

Perigee (Hp) 2 XXXX.X nm 

AV (required) 3 XXXX.X fps 

43 Latitude (+ north) 1 XXX.XX degrees 

Longitude (+ east) 2 XXX, XX degrees 

Altitude 3 XXXX.X nm 

44 Apogee (Ia) 1 XXXX.X am, 

Perigee (Hp) 2 XXXX.X nm 

TFF 3 XXBXX min, sec 

45 Marks 1 XXXXX. N/A 

TRI 2 XXBXX min, sec 

MGA 3 XXX.XX degrees   
  a 
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Table 2.2-2. DSKY Noun List (cont) 
  

  

  

Noun Register Scale and 

Code Description No. Format Unit 

46 DAP configuration Land 2 Octal only 

47 LM weight 1 XXXXX. pounds 

CSM weight 2 XXXKX. pounds 

48 Pitch trim (gimbal) 1 XXX. XX degrees 

Roll trim (gimbal) 2 XXX, XX degrees 

49 aR 1 XXXX.X nm 

av 2 XXXX.X fps 

51 Pitch angle of S-band antenna 1 XX. XXK degrees 

Yaw angle of S-band antenna 2 XX. XXX degrees 

52 Central angle of active vehicle 1 XXXX,X degrees 

54 Range 1 XXXXK.X nm 

Range rate 2 XXXX.X fps 

Theta 3 XXX. XX degrees 

55 Number of apsidal crossings (north) 1 XXXXX. 

Elevation angle (east) 2 XXX. XK degrees 

Central angle of passive vehicle 3 XXX. XK degrees 

56 RR LOS azimuth 1 XXX. XX degrees 

RR LOS elevation 2 XXX, XX degrees 

57 4R 1 XXXX.X nm 

58 Hp (post TPI or SOR) 1 XXXX.X nm 

AV (TPI or SOR) 2 XXXK.X fps 

AV (TPF or SOR final) 3 XXXX.X fps 

59 AV LOS (1, 2, and 3) 1, 2, and 3 XXXK.X fps 

60 Horizontal velocity (V) 1 XXKX.X fps 

Altitude rate (h) 2 XXXKX. fps 

Computed altitude (h) 3 XXXKX,. feet 

61 Time to go (TG) in braking phase 1 XXBXX min, sec 

TFI 2 XXBXX min, sec 

Crossrange 3 XXXX.X nm         
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Table 2.2-2. DSKY Noun List. 

  

  

  

            
  

Noun Register Seale and 
Code Description No. Format Unit 

62 Absolute value of velocity (V1) 1 XXXXX. fps 

TFI 2 XXBXX min, sec 

AV (accumulated) 3 XXXX.X fps 

63 VI 1 XXXXX. fps 

Altitude rate (h) 2 XXXXX. fps 

Altitude (h) 3 XXXXX. feet 

64 Time left for redesignations/LPD angle 1 XXBXX. sec-degrees| 

Altitude rate (h) 2 XXXXX, fps 

Altitude 3 XXXXX. feet 

65 Sampled LGC time (fetched in interrupt) 1 OOXXX. hours 

2 000Xx. minutes 

3 OXX, XX seconds 

66 LR slant range 1 XXXXX. feet 

LR position 2 00001 or 
00002 
displayed 

67 LR Vy 1 XXXXX. fps 

Vy 2 XXXXKX. fps 

Vy 3 XXXXX, fps 

68 Slant range to landing site 1 XXXX.X nm 

TG 2 XXBXX min, sec 

LR altitude - LGC altitude 3 XXXXX. feet 

70 AOT detent code/star code (before mark) 1 Octal only 

71 AOT detent code/star code (after mark) 1 Octal only 

72 RR trunnion angle 1 XXX.XX degrees 

RR shaft angle 2 XXX.XX degrees 

73 Desired RR trunnion angle 1 XXX. XX degrees 

Desired RR shaft angle 2 XXX. XX degrees 

74 ‘TFI 1 XXBXX min, sec 

Yaw after vehicle rise 2 XXX. XX degrees 

Pitch after vehicle rise 3 XXX.XX degrees 

GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 

Mission___LM Basic Date__15 December 1968 Change Date_15 September 1969 Page 

  

tte



LMA790-3-LM 

APOLLO OPERATIONS HANDBOOK 
SUBSYSTEMS DATA 

  

Table 2.2-2. DSKY Noun List (cont) 
  

  

Noun Register Scale and 
Code Description No. Format Unit 

% 4h (CDH) 1 XXX.XX nm 

4t (CDH-CSI or TPI-CDH) 2 XXBXX min, sec 

At (TPI-CDH or TPI-Nominal TP) 3 XXBXX min, sec 

76 Crossrange distance 1 XXXK.X nm 

Apocythion altitude 2 XXXX.X nm 

a7 TG 1 XXBXX min, sec 

Velocity normal to CSM plane 2 XXXK.X fps 

78 RR range 1 XXXX. X nm 

RR range rate 2 XXXX.X fps 

79 Cursor angle L XXX. XX degrees 

Spiral angle 2 XXX.XX degrees 

Position code 3 0000X. 

80 Data indicator 1 XXXKX. N/A 

Omega 2 XXX. XX degrees 

81 AVx (LV) 1 XXXX.X fps 

AVy (LV) 2 XXXX. X fps 

AVz (LY) 3 XXXX. X fps 

82 AVx (LV) 1 XXXX.X fps 

Avy (LV) 2 XXXX.X fps 

AVz (LV) 3 XXXX.X fps 

83 AVx (IMU) 1 XXXX.X fps 

| avy (IMU) 2 XXXX.X fps 

AVz (IMU) 3 XXXX.X fps 

84 | AVx (CSM) 1 XXXX.X fps 

avy (CSM) 2 XXXX.X fps 

AVz (CSM) 3 XXXX.X fps 

85 | Vx (body) 1 XXXX.X fps 

Vey (body) 2 XXXX.X fps 

Voz, (body) 3 XXXX.X fps               
EE 
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_— Table 2.2-2. DSKY Noun List (cont) 

Noun Register Scale and 
Code Description No. Format Unit 

86 Vox (LY) 1 XXXKX.X fps 

Vey (EY) 2 XXXX.X fps 

KL Voy, (LY) 3 XXXX.X fps 

87 Backup optics LOS azimuth 1 XXX. XX degrees 

LOS elevation 2 XXX. XX degrees 

88 Celestial body position 

x 1 -XXXXX 

Y 2 -XXXXK 

A 3 .XXXXX 

89 Landmark latitude 1 XX. XXX degrees 

Landmark longitude/2 2 XX.XXX degrees 

Landmark altitude 3 XXX.XX nm 

90 Rendezvous out-of-plane parameters 

Y 1 XXX. XX nm 

Y 2 XXXXK.X fps 
QU 

PSI 3 XXX.-XX degrees 

93 Agyro angles 

x 1 XX. XXX degrees 

y 2 XX.XXX degrees 

Zz 3 XX.XXX degrees 

97 System test inputs 1, 2, and 3 N/A 

98 System test results and inputs (ground use only) 1 XXXXX. N/A 

2 /XXXXX N/A 

3 XXXXK. N/A 

99 RMS in position 1 XXX.XX nm 

RMS in velocity 2 XXXX.X fps 

“~ RMS in bias 3 XXXXX, mrad 

NU 
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Table 2.2-3. Checklist Reference Codes Used With Verb 50, Noun 25 

Code ‘Action To Be Taken I Code ‘Action To Be Taken 

00018 Key in normal or gyro torque 00201 Switch RR mode to automatic. coarse align 
00014 | Key in fine-alignment option. 

00015 | Perform celestial body acquisition. 00203 | Set GUID CONT switch (panel 1) to PGNS, 
PGNS MODE CONTROL switch (panel 3) to 
AUTO, and THR CONT switch (panel 1) to 
AUTO. 

00205 Perform manual acquisition of CSM with RR. 

00500 | Switch LR antenna to position No. 1. 

00062 | Switch LGC power down. 

  

Table 2.2-4. DSKY Option Codes (FL V04 N06 or V04 N12) 

  

Option Code 
Displayed in R1 Purpose Data To Be Loaded in R2 
  

00001 

00002 

00003 

00004 

00005 

00006 

00010 

00012   
Specify IMU orientation. 

Specify vehicle. 

Specify tracking attitude. 

Specify radar. 

Specify SOR phase. 

Specify RR coarse-alignment 
option 

Specify alignment mode. 

Specify CSM orbit option. 

  

preferred: 
REFSMMAT; 

LM 
CSM 

  

1 = preferred 
2 = other 

1=RR, 2=LR 

  

= first; 

1 = lock-on; 

anytime; 
Two bodies; 
(star/planet) 

  

1 = no orbit change; 

  

2 = nominal; 
4 = land site 

Program 21, 
Routine 30 

Routine 63 

(Routine 04) 

2 = second (Programs 38 and 39) 

2 = continuous designation 
(V41N72) 

= REFSMMAT + lunar G 
determination 

wo = One body + lunar g 
determination 

w = change orbit to pass over LM. 
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Table 2.2-5. DSKY Alarm Codes 

Code Description Code Description 

00105 | AOT mark system in use 00520 | Radar interrupt not expected at this time 
00107 | More than five mark pairs in-flight, 00521 | Could not read radar 

5 marks on lunar surface 
00111 | Mark missing 00522 | LR position change 
00112 | Mark or mark reject not being accepted . . ts (va2, ¥53, V4 not flashing) 00523 | LR did not achieve position No. 2 

00113 | No inbits 00525 | a@>3° 

00114 | Mark made, but not desired 00526 | Range >400 miles 

00115 | No marks in last pair to reject 00527 | LOS not in RR antenna mode No. 2 coverage 
while on lunar surface 

00206 | Zero encode not allowed with coarse-align or 
gimbal lock 00600 Imaginary roots on first iteration 

00207 | 18S turn-on request not present for 90 
seconds 00601 | Perigee altitude (CSI) <35, 000 feet (lunar 

orbit) or 85 nm (earth orbit) 
00210 | IMU not operating 

00602 | Perigee altitude (CDH) <35,000 feet (lunar 
09211 | Coarse-align error orbit) or 85 nm (earth orbit) 

00212 | PIPA failure, but PIPA not in use 00603 | CSI to CDH time <10 min 

00213 | IMU not operating with turn-on request 00604 | CDH to TPI time <10 min or computed CDH 
time >input TPI time 

00214 | Program using IMU when turned off 
00605 | Number of iterations exceeds loop 

00217 | Bad return from stall routines maximum 

00220 | Bad REFSMMAT 00606 | AV exceeds maximum 
00401 | Desired gimbal angles yield gimbal lock ‘i ‘ i (> 70°) for FINDCDUW; > 60° for inflight 00611 | No Tig for given elevation angle 

align) 00701 | Mlegal option code selected 
00402 | Fine CDU alignment routine not controlling 

attitude because of inadequate pointing 00777 | PIPA failure caused ISS warning light to go on 
errors 

01102 | LGC self-test error 
00404 | Two stars not available in any detent 

01103 | Unused CCS branch executed 
00405 | Two stars not available 

01104 | Delay routine busy 
00421 | W-matrix overflow 

01105 | Downlink too fast 
00501 | Radar antenna out of limits 

01106 | Uplink too fast 
00502 | Bad radar gimbal angle input 

01107 | Phase table failure. Assume erasable 
00503 | Radar antenna designate failure memory destroyed. 

00510 | Radar auto discrete not present 01201 | Executive overflow; no vacant areas 

00511 LR not in position No, 2, or repositioning 01202 Executive overflow; not core sets 

00514 | RR goes out of auto mode while in use 01203 | Wait list overflow; too many tasks 
01204 | Waitlist, variable relay, fixed delay, long call, 

00515 | RR CDU failure discrete present or delay job called with zero or negative At           
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5. DSKY Alarm Codes (cont) 
  

  

Code Description Code Description 

01206 | Second job attempts to go to sleep via DSKY 01706 | Incorrect program selected for LM config- 
program. uration 

01207 | No vacant areas for mark 02000 | DAP still in progress at next TS RUPT 

01210 | Two programs using device at same time 02001 | Jet failures disabled Y-Z translation. 

01211 | Mlegal interrupt of extended verb 02002 | Jet failures disabled X translation. 

01301 | ARCSIN - ARCCOS argument too large 02003 | Jet failures disabled pitch rotations. 

01302 | SQRT called with negative argument. 02004 | Jet failures disabled roll - yaw rotations. 

01406 | Bad return from ROOT PSRS 03777 | Inertial CDU failure caused ISS warning 
light to go on. 

01407 | VG increasing 

04777 Inertial PIPA failure caused ISS warning 01410 | Unintentional overflow in guidance light to go on. 

W | 01412 | Descent ignition algorithm nonconverging. 07777 | IMU failure caused ISS warning light to go 
01501 DSKY alarm goes on during internal use. on. 

509 “al fas . . 01502 | IMlegal flashing display 10777 | IMU, PIPA failures caused ISS warning 
light to go on. 01520 | V37 request not permitted at this time 

01600 | Overflow in drift test 13777 | IMU, inertial CDU failure caused ISS warn- 
ing light to go on. 

01601 Bad IMU torque 
14777 | IMU, inertial CDU, PIPA failure caused 

01703 | Too close to ignition, slip tig ISS warning light to go on.         
Table 2.2-6, Planet and Star Codes 
  

  

  

  

  

Right 
al Ascension Declination 

Code Star Magnitude ur Min Deg Min 

0 Planet 

1 Alpheratz (Alpha Andromedae) 2.1 0 06 428 53 

2 Diphda (Beta Ceti) 2.2 0 42 -18 wd 

3 Navi (Gamma Cassiopeiae) 2.2 0 54 +60 27 

7 Achernar (Alpha Eridani) 0.6 1 36 -57 25 

5 Polaris (Alpha Ursae Minoris) 24 1 58 +89 06 

6 Acamar (Theta Eridani) 3.4 2 57 -40 26 

7 Menkar (Alpha Ceti) 2.8 3 00 +03 56 

10 Mirfak (Alpha Persei) 1.9 3 22 449 14 

i Aldebaran (Alpha Tauri) la 4 34 +16 26 

12 Rigel (Beta Orionis) 5 12 -08 15 

13 Capella (Alpha Aurigae) 0.2 5 13 +45 57                 
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for tet) 

    

  

  

Right 
‘Vienal Ascension Declination 

Code Star Magnitude Hr Min Deg Min 

4 Canopus (Alpha Carinae) -0.9 6 23 ~52 40 

15 Sirius (Alpha Canis Majoris) -1.6 6 44 -16 40 

16 Procyon (Alpha Canis Minoris) 0.5 7 37 +05 19 

17 Regor (Gamma Velorum) 1.9 8 08 -47 14 

20 Dnoces (Iota Ursae Majoris) 3.1 8 50 +48 30 

21 Alphard (Alpha Hydrae) 2.2 9 26 -08 30 

22 Regulus (Alpha Leonis) 1.3 # 10 06 112 09 

23 Denebola (Beta Leonis) 2.2 qt 47 +14 46 

24 Gienah (Gamma Corvi) 2.8 12 13 -17 20 

25 Acrux (Alpha Crucis) 1.6 12 24 ~62 49 

26 Spica (Alpha Virginis) 1.2 13 23 -10 58 

27 Alkaid (Eta Ursae Majoris) 1.9 13 46 +49 30 

30 Menkent (Theta Centauri) 2.3 14 04 -36 ra 

31 Arcturus (Alpha Bootis) 0.2 44 14 19 22 

Alphecea (Alpha Coronae Borealis) 2.3 15 33 426 50 

33 Antares (Alpha Scorpii) 1.2 16 27 -26 21 

34 Atria Austrinus (Alpha Trianguli) 1.9 16 43 -68 56 

Rasalhague (Alpha Ophiuchi) 24 17 33 +12 35 

36 Vega (Alpha Lyrae) 0.1 18 36 #38 45 

| 37 Nunki (Sigma Sagittarii) 2.1 18 53 -26 20 

| 40 Altair (Alpha Aquilae) 0.9 19 49 +08 46 

al Dabih (Beta Capricorni) 3.2 20 19 14 54 

42 Peacock (Alpha Pavonis) 2.1 20 23 -56 51 

13 Deneb (Alpha Cygni) 1.3 20 40 +45, 09 

14 Enif (Epsilon Pegasi) 2.5 21 42 +09 42 

45 Fomalhaut (Alpha Piscis Austrinus) 1.3 22 56 -29 49 

16 sun 

| a7 Earth 

50 Moon 
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Table 2.2-7. LGC Programs 

  

Program 
Title 

Mission 
Phase Primary Purpose 
  

00 

06 

12 

20 

21 

22 

25 

27 

30 

31     

LGC idle 

PGNS power-down 

Powered ascent 
program 

Rendezvous 
navigation 

Ground track 
determination 

Lunar surface 
navigation 

Preferred tracking 
attitude 

LGC update 

External AV 

Lambert aim 

point guidance 

Service 

Service 

Ascent 

Coast 

Coast 

Coast 

Coast 

Coast 

Prethrusting 

Prethrusting     

Maintains LGC in condition of readiness (after PGNS 
startup) in circumstances where no PGNS control 
or major computational operations are required 

Permits manual loading of LM/CSM state vector 
components (position, velocity, time) into LGC 

Transfers ISS and CSS from operate condition to 
standby condition 

To display to astronauts, before descent engine 
ignition, certain LGC-stored parameters associated 
with powered ascent, for possible modification by 
astronauts 

To control PGNS during count-down, ignition, thrust-| 
ing, and thrust termination of PGNS-controlled, 
APS-powered ascent maneuver from lunar surface 

To display to astronauts, before ascent engine 
ignition, certain FDAI ball readings associated with 
early phases of ascent maneuver 

Controls RR and LM attitude for acquisition of CSM 

Performs navigational computation (state vector 
update), using RR-provided data 

Calculates ground track information and displays 
latitude, longitude, and altitude to astronaut at a 
specified time 

Controls RR for acquisition of CSM while LM is on 
lunar surface 

Calculates attitude for LM, to permit CSM to track 
LM beacon 

Automatically maneuvers LM to preferred tracking 
attitude 

Inserts information into LGC via digital uplink from 
MSFN, or manually via DSKY 

Calculates and displays, to astronaut, initial 
conditions required for execution of PGNS- 
controiled thrusting maneuver 

Enables astronaut to insert targeting parameters 
used in computation of initial conditions 

Calculates required velocity and other initial 
conditions required by LGC for execution of 
desired maneuver. Parameters inserted into LGC 
are: time of ignition (tig), target vector, and 
time of flight from tig until target is to be reached 
(tp).   

  

ee 
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Table 2.2-7. LGC Programs (cont) 
  

Program 
No. Title 

Mission 
Phase Primary Purpose 
  

32 

33 

34 

35 

38 

39 

40     

Coelliptic sequence 
initiation (CSI) 

Constant delta 
altitude (CDH) 

Transfer phase 
initiation (TP) 

Transfer phase 
mideourse (TPM) 

Stable orbit 
rendezvous (SOR) 

Stable orbit 
midcourse (SOM) 

Descent propulsion 
section (DPS) 
thrust control 

Prethrusting 

Prethrusting 

Prethrusting 

Prethrusting 

Prethrusting 

Prethrusting 

Thrusting     

Calculates and displays required parameters asso- 
ciated with following concentric flight plan 
maneuvers: CSI and constant delta altitude (CDH), 
for AV burns 

Enables astronaut to insert maneuver data into LGC 
for storage and to use this data during desired 
thrusting program 

Calculates and displays required parameters 
primarily for CDH maneuver 

Enables astronaut to insert maneuver data into LGC 
for storage and to use this data during desired 
thrusting program 

Calculates and displays required AV and other initial 
conditions required for LM execution of TPI maneu- 
ver. These parameters are: TPI tig or elevation 
angle (E) of LM/CSM LOS at tig (TPI) and central 
angle of transfer (CENTANG) from tig (TPI) to 
intercept time tig (TPF). 

Enables astronaut to insert maneuver data into LGC 
for storage and to use this data during desired 
thrusting program 

Calculates required AV and other initial conditions 
required by LGC for LM execution of next mid- 
course correction of transfer phase of active LM 
rendezvous 

Calculates required AV and other initial conditions 

required by LGC for LM execution of first phase of 
SOR maneuver. Initial conditions are: ti, 
CENTANG, and offset of stable orbit specified as 
distance along passive vehicle orbit. 

Calculates required AV and other initial conditions 
required by LGC for LM execution of second phase 
of SOR maneuver 

Enables astronaut to insert maneuver data into LGC 

for storage and to use this data during desired 
thrusting program 

Caleulates required AV and other initial conditions 
required by LGC for LM execution of next possible 
midcourse correction of stable orbit transfer phase 
of active LM rendezvous 

Calculates and displays information to enable astro- 
nauts to enter final rendezvous phase at correct time 
to complete required thrusting program 

Calculates preferred IMU orientation and preferred 
LM attitude for DPS thrust maneuver 

Automatically maneuvers LM to preferred attitude 
and controls LM through termination of thrusting 
maneuver   
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Table 2.2-7. LGC Programs (cont) 
  

Program Mission 
No. Title Phase Primary Purpose 
  

41 Reaction Control Thrusting Same as for program No. 40, but for RCS thrust 

Subsystem thrust maneuver 
control 

Provides rapid trimming of residual steering 
errors left at DPS or APS cutoff 

42 Ascent propulsion ‘Thrusting Same as for program No. 40, but for thrust 
section (APS) thrust maneuvers using ascent engine. 
control 

a7 Thrust monitor ‘Thrusting Monitors LM acceleration during thrust maneuver 
that is not controlled by PGNS and displays result- 
ing change in inertial velocity 

51 IMU orientation Alignment Determines inertial orientation of IMU stable 

determination member with respect to celestial coordinates, for 

guidance and navigation computations 

52 IMU realign Alignment Aligns IMU stable member to specific inertial 
orientation, as selected by astronaut, from 
previously established inertial orientation 

57 Lunar surface align Alignment Aligns or realigns IMU to either landing site 
orientation or preferred orientation while on lunar 
surface 

63 Braking phase Descent Calculates required tig of DPS and other initial 
conditions required by LGC for PGNS-controlled, 
DPS-executed braking phase of powered landing 
maneuver 

Realigns IMU to specified landing site orientation 

Aligns LM to thrusting ignition attitude 

Controls PGNS during countdown, ignition, and 
thrusting of powered landing maneuver, to obtain 
desired aim conditions for braking phase 

Indicates, to astronauts, successful accomplish- 
ment of braking phase aim conditions (high gate) by 
automatic selection of approach phase program 
(P64) 

64 Approach phase Descent Controls PGNS during thrusting of powered landing 
maneuver, from period immediately after com- 
pletion of braking phase aim conditions (high gate) 
until completion of approach phase aim conditions 
(low gate) 

Controls DPS thrust and attitude to make the 
designated landing site visible to astronauts 

Enables astronauts to choose another landing site 

Indicates to astronauts, successful accomplishment 
of low-gate conditions by automatic selection of 
landing program (P65)             
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Table 2.2-7. LGC Programs (cont) 

  Program 
No. Title 

Mission 
Phase Primary Purpose 
  

65 

66 

67 

68 

70 

71 

72 

73 

74 

5 

76   

Landing phase 
(automatic) 

Landing phase 
(rate-of-descent) 

Landing phase 
(manual) 

Landing confirmation 

DPS abort 

APS abort 

CSM-CSI targeting 

CSM-CDH targeting 

CSM-TPI targeting 

CSM-TPM targeting 

Target AV   

Descent 

Descent 

Descent 

Descent 

Abort 

Abort 

CSM backup 

CSM backup 

CSM backup 

CSM backup 

CSM backup     

Controls PGNS during thrusting of powered landing 
maneuver, from period immediately after comple- 
tion of approach phase aim conditions (low gate) 
until touchdown on lunar surface 

Changes LM rate of descent (ROD) with respect to 

lunar surface, using rate-of-descent switch 

Changes inertial attitude, using ACA, only if MODE 
CONTROL switeh is set to ATT HOLD 

Maintains constant rate of descent and LM inertial 

attitude in absence of manual inputs 

Updates LM state vector, LM acceleration, and 
LR data 

Updates LM state vector with LM acceleration and 
LR data during non- PGNS-controlled landing 
maneuver 

Displays horizontal velocity, altitude rate (h), and 
altitude (h) 

Controls PGNS during attitude maneuver, DPS 
engine ignition, thrusting, and thrust termination of 
PGNS controlled DPS abort from powered landing 
maneuver or from manually initiated and controlled 
DPS abort 

Controls PGNS during attitude maneuver, APS 
engine ignition, thrusting, and thrust termination of 
PGNS-controlled APS abort from powered landing 
maneuver, PGNS-controlled DPS abort, or 
manually initiated and controlled APS abort 

Calculates and displays parameters associated with 
CSI and CDH maneuvers, for CSM execution of the 
maneuvers under control of command module 
computer (CMC) 

Calculates and displays required AV and other 
initial conditions required by CMC for CSM execu- 
tion of TPI maneuver 

Calculates required AV and other initial conditions 
required by CMC for CSM execution of next mid- 
course correction of transfer phase of active 
CSM rendezvous 

Notifies LGC that CSM has changed its orbital 
parameters by execution of thrusting maneuver 

Provides LGC with AV applied to CSM, to enable 
updating of CSM state vector     

  

Mission, 
GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 

LM Basic Date 15 December 1968 Change Date_15 September 1969 Page_2. 2-55 
 



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 
7—_—_—_—_———o—e— eee — 

Table 2.2-7. LGC Programs (cont) 
  Program 

No. Title 
Mission 
Phase Primary Purpose 
  

78 

79 

  

CSM-SOR targeting 

CSM-SOM targeting 

CSM backup 

CSM backup 

  

Calculates required AV and other initial conditions 
required by CMC for CSM execution of both phases 
of SOR maneuver 

Stores parameters associated with both phases of 
SOR for use by desired thrusting program 

Calculates required AV and other initial conditions 
required by CMC for CSM execution of next possible 
midcourse correction of stable orbit transfer phase 
of active CSM rendezvous 

Computes and displays applicable information to 
enable astronauts to enter final rendezvous phase 
at correct time to complete required thrusting 
maneuver   

  

Table 2,2-8, LGC Routines 
  

Routine 
No. Title Purpose 
  

00 

10 

11     

Final automatic request terminate 

Erasable modification 

IMU status check 

Digital autopilot (DAP) data load 

RR/LR self-test 

S-band antenna 

R10/R11/R12 Service 

Landing analog displa 

Abort discretes monitor 

ys 

Provides standard exit for programs, and option to select 
any program desired 

Provides general description of LGC activity following 
any verb 37 entry 

Checks whether IMU is on and, if on, whether it is 
aligned to orientation known by LGC 

Establishes program alarm and stores alarm code if IMU 
is off or not aligned to orientation known by LGC 

Loads and verifies LGC DAP data, and DPS engine 

gimbal trim angles 

Enables astronauts to select desired DAP response 

Performs engine gimbal trim 

Provides suitable DSKY displays and LGC downlink 
information to support RR or LR seli-tests 

  

Computes and displays both steerable S-band antenna 
gimbal angles, which point antenna toward center of 
earth 

Monitors DID discrete, which indicates crew has 
selected, for display, one or more LGC-caleulated dis- 
play parameters. These parameters are: forward 
velocity, lateral velocity, altitude, and altitude rate. 

   
   

Monitors abort and abort stage discretes to LGC, which 
indicate whether crew desires to abort from powered 
landing maneuver       Selects correct LGC program for type of abort commanded 
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Table 2.2-8. LGC Routines (cont) fel Ste) 

Routine 
No. Title Purpose 

  

  

  

12 Descent state vector update Reads PIPA's during descent maneuver and incorporates 
their output into updated LM mass estimate and updated 
LM state vector 

Obtains vehicle range and velocity data relative to lunar 
surface, from LR 

Incorporates LR range and velocity data into LM state 
vector 

13 Automatic landing modes monitor Monitors automatic stabilization discrete during powered 
landing maneuver, to detect whether and when MODE 
CONTROL: PGNS switch is set to ATT HOLD 

Monitors automatic throttle discrete during powered 
landing maneuver, to detect throttle control (auto or 
manual) 

Selects correct LGC programs with any change of 
automatic stabilization discrete or automatic throttle 
discrete 

20 LR/RR read 

21 RR designate Points RR antenna at CSM until automatic acquisition of 

CSM is accomplished by RR 

22 RR data read Processes automatic RR mark data to update LM or CSM 
state vector as defined by rendezvous navigation program 
(P20) or lunar surface navigation program (P22) 

Maintains LM +Z-axis aligned along LOS from LM to 
CSM within impulse limit cycle of DAP when program 
No. 20 is in process 

23 RR manual acquisition Acquires CSM by manual operation of RR while LM is in 
flight 

24 RR search Acquires CSM by search pattern when RR has failed to 

acquire CSM in automatic tracking mode 

Confirms that acquisition has not attained on side lobe 

25 RR monitor Monitors RR shaft and trunnion angles 

Commands shaft and trunnion angles to one of two 
reference positions 

1 Zeroes RR channels of CDU when RR is initially placed 
in automatic mode 

29 Powered flight RR designate Aims RR antenna at CSM until automatic acquisition of 
CSM is accomplished by RR while LGC is performing 
program 12, 63, 70, or 71         
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Table 2.2-8. LGC Routines (cont) 
  

  

    

Routine 
No. Title Purpose 

30 Orbit parameter display Provides astronaut with pertinent orbital parameters 
computed by LGC, to supplement orbital information 
provided by MSFN 

31 Rendezvous parameter display Displays, upon astronaut request, LGC-calculated 
range, range rate, and theta 

33 LGC - CMC clock synchronization Synchronizes LGC clock with CMC clock 

36 Rendezvous out-of-plane display Displays LGC-caleulated rendezvous out-of-plane 
parameters (Y, Y¥, PSD 

40 DPS or APS thrust failure Monitors PIPA outputs for evidence of DPS or APS thrust 

Initiates engine failure procedures if thrust monitor 
indicates lack of engine thrust 

41 State vector integration Integrates LM state vector to time at which average-g 
routine is turned on by calling program 

Defines new tig for thrusting programs if state vector 
cannot be integrated to time defined by programs 40, 
41, and 42 and to enable alarm code to inform crew that 
tig has been changed 

47 AGS initialization Provides AEA with LM and CSM state vectors in LM 
IMU coordinates by means of LGC digital downlink 

Zeroes inertial CDU channel, LGC, and AEA gimbal angle 
counters simultaneously, to establish common zero 
reference for measurement of gimbal angles, which 
define LM attitude with respect to IMU stable member 

Establishes GET of AEA clock zero if AEA clock is 
zeroed during this routine 

50 Coarse align Coarse-aligns [MU to desired inertial orientation 

SL In-flight fine alignment Obtains necessary star, planet, or sun sightings and then 
fine-aligns IMU to desired inertial orientation while LM 
is in flight 

52 Automatic optics positioning Aims LOS of any AOT detent, or LOS of backup optical 
system at specified celestial body by maneuvering LM 

53 AOT mark Processes required optical system sighting marks on 
celestial 

54 Sighting data display Displays accuracy of pair of celestial body sightings 

55 Gyro torquing Caleulates gyro torquing angles for fine alignment of 
inertial platform during in-flight alignment 

56 Terminate tracking 

37 Markrupt 

58 Celestial body definition     
  

ee 
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Table 2.2-8. LGC Routines (cont) 
  

Routine 
No. Title Purpose 
  

59 

60 

62 

63 

65 

76 

17 

    

Lunar surface sighting mark 

Attitude maneuver 

Preferred tracking attitude 

Crew-defined maneuver 

Final rendezvous attitude 

Fine preferred tracking attitude 

Extended verb interlock 

LR spurious test 

  

On lunar surface, performs AOT sightings of celestial 
body for use by lunar surface alignment program 
(P57) 

Maneuvers LM to attitude specified by program in 
process 

Performs automatic trim to preferred tracking attitude 
if maneuver required is less than specified function of 
RCS DAP deadband or, if not, routine notifies crew 
that attitude maneuver to preferred tracking attitude is 
required 

Computes preferred LM tracking attitude, which en- 
ables RR tracking of CSM, and CSM tracking of LM 
beacon 

Enables astronauts to specify final vehicle attitude for 
use by LGC-controlled attitude maneuver 

Calculates and displays final FDAI ball angles required to 
aim LM +Z-axis or +X-axis at CSM 

Performs automatic trim to preferred tracking attitude if 

maneuver required is less than specified function of RCS 
DAP deadband or, if not, routine notifies astronauts that 
attitude maneuver to preferred tracking attitude is 

required 

Computes preferred LM tracking attitude, which en- 
ables RR tracking of CSM, and CSM tracking of LM 
beacon 
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2.2.3.3 Abort Guidance Section. (See figure 2.2-16.) 

The AGS consists of an abort sensor assembly (ASA), abort electronics assembly (AEA), 
and a data entry and display assembly (DEDA). ‘The ASA performs the same function as the IMU; it 
establishes an inertial reference frame. The AEA, a high speed general purpose digital computer is 
the central processing and computational device for the AGS. The DEDA is the input-output device for 
controlling the AEA. 

Navigation is performed by the AGS through integration of the equations of motion and Nee 
substitution of instantaneous LM velocity for the variables. The AGS decodes the PGNS downlink data 
to establish LM and CSM position, velocity, and associated time computations. This information is 
used to initialize or update the AGS navigational computations upon command from the DEDA. The AGS 
solves the guidance problems of five distinct guidance routines: orbit insertion, coelliptic sequence 
initiate, constant delta altitude, terminal phase initiate, and change in LM velocity (external av). 

The AGS provides steering commands for three steering submodes: attitude hold, 
guidance steering, and acquisition steering. The attitude hold submode maintains the vehicle attitude 

that exists when the submode is entered. In the guidance steering submodes the AEA generates attitude 
commands to orient the LM X-axis so that it lies along the direction of the thrust vector. In the 

acquisition steering submode, the AEA generates attitude commands to orient the LM Z-axis along the 
estimated line-of-sight (LOS) between the LM and CSM. 

The AGS outputs an engine-on or engine-off command during all thrusting maneuvers. If 
the PGNS is in control, the command is a follow-up of the signal produced by the PGNS. If the AGS is 
in control, the engine-on command can be routed only after the appropriate switches are set and ullage 
has been performed. When proper velocity-to-be-gained are achieved, an engine-off command is issued. 

The AGS uses RR angle information and accepts range and range rate information from the 
RR for updating LM navigation so that the LM Z-axis is toward the CSM, or for midcourse correction. — 
These data are manually inserted into the AEA by the astronaut by using the DEDA. 

The AGS automatically aligns the strapped-down inertial system of the ASA by computing 
the direction cosines that relate the LM body axes to the desired inertial coordinate system. It also 

provides in-flight gyro and accelerometer calibration to compensate for fixed non-g gyro drift, and 

telemetry data for MSFN through the IS. 

2.2.3.3,1 Abort Sensor Assembly. (See figure 2. 2-17.) 

The ASA senses LM angular displacements and velocity increments and generates output 
pulses to update the AEA. The ASA consists of three strapped-down pendulous accelerometers, three 
strapped-down gyros and associated electronic circuitry. The ASA is mounted on the navigation base 
above the astronaut's heads, between the crew compartment and the thermal and micrometeoric shield. 

The ASA operates on a current pulse torquing principle to rebalance the output from its 
sensors. The three gyros sense angular rates about the LM orthogonal axes and the three accelerom- 
eters sense accelerations along the same axes. These motions are converted to pulses proportional to the 
sensed motion. These pulses are routed to the AEA for further processing. 

The ASA contains three floated, pulse-rebalanced, single-degree-of-freedom, rate- 
integrating gyroscopes and three pendulous reference accelerometers in a strapped-down configuration. —— 
These six sensors are housed in a beryllium block, which is mounted on the navigation base. The sen- 

sors are aligned with the three LM reference axes. The assembly also includes pulse torque servo- 
amplifiers (one associated with each sensor), temperature control amplifiers, and a power supply. 

Current generated in the accelerometer produces torque that opposes the torque caused by 

the force of acceleration on a pendulous mass. The average current is proportional to the acceleration. 
Pulses generated in the accelerometers are used by the AEA in measuring velocity increments. The 

output of each gyro and accelerometer is applied to a pulse torque servoamplifier. The pulse torque 
WY SS 
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Figure 2.2-17. Abort Sensor Assembly - Simplified Block Diagram 

servoamplifiers use quantized time-modulated feedback to torque-balance their associated gyro or accel- 
erometer. The servoamplifiers consists of an amplifier, a quantizer bridge and driver, and a current 
regulator. 

The strapped-down inertial guidance system has the advantage of substantial size and 
weight reduction over the more conventional gimbaled inertial guidance system, but has the disadvantage 
of error buildup over sustained periods of operation. The calibration method uses the PGNS as a refer- 
ence to determine the drift-compensation parameters for the ASA gyros. Calibration parameters are 
stored in the AEA and used to correct calculations based on the gyro inputs. 

The accuracy of the ASA inertial data outputs is temperature-dependent. The ASA tempera- 
ture control subassembly maintains the internal ASA temperature at +120° F, with external temperatures 
between +30 and +130°F. Two temperature control circuits are used, one each for fast warmup and 

— fine temperature control. During fast warmup, ASA temperature can be raised from +30° F to approxi- 
mately +116° F in 40 minutes. The ASA must warm up for at least 25 minutes (warmup mode - AGS 
STATUS switch on panel 6 set to STANDBY) before operation. The fast warmup circuitry consists of a 
thermal sensor, which detects the internal ASA temperature and provides a proportional d-c analog to 
heater driver electronics that maintain the required heater power constant. The constant heater power 
permits a uniform temperature rise within the ASA. The fine temperature control circuit controls the 
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Figure 2.2-18. Abort Electronics Assembly - Simplified Block Diagram 

temperature after ASA temperature reaches +116° F. The fine temperature control circuit can raise the 
temperature 4° F and maintain this operating temperature within 0.2° F. 

2.2.3.3.2 Abort Electronics Assembly. (See figure 2.2-18.) 

The AEA is a general-purpose, high-speed, 4, 096-word digital computer that performs the 
basic strapped-down guidance system calculations and the abort guidance and navigation steering 
calculations. The computer uses a fractional two's complement, parallel arithmetic section and parallel 
data transfer. Instructions consist of 18 bits: a five-bit order code, an index bit, and a 12-bit operand 
address. Data words for the computer consist of a sign and 17 numeric bits (no parity). The AEA has 
three software computational sections: stabilization and alignment, navigation, and guidance. 

The stabilization and alignment computational section computes stabilization and alignment 
on generation of mode signals by the DEDA, These mode signals (altitude hold, guidance steering, 
Z-axis steering, PGNS-to-AGS alignment, lunar align, gyro and accelerometer calibration, and body-axis 

align) determine the operation of the stabilization and alignment computational section in conjunction with 
the navigation and guidance computational sections. The body-referenced steering error signals and 
total attitude sine and cosine signals are used to control the FDAI. Direction cosine data are routed to 
the navigation computational section, where they are used in computing lateral velocity and inertial 

acceleration data. 

The navigation computational section uses accelerometer inputs received from the ASA, via 

AEA input logic circuits, to calculate LM position and velocity in the inertial reference frame. The 

navigation computational section supplies total velocity, altitude, and altitude-rate data, and lateral 

velocity data in the LM reference frame, to the output logic circuits. Velocity data are routed to the 

DEDA, altitude-rate data are routed to the ALT RATE indicator, and lateral velocity data are routed 

to the X-pointer indicators, Velocity and position data are routed to the guidance computational section, 

for computing LM orbital parameters. 
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The guidance computational section provides trajectory computation and selection, steering 
computation, and midcourse-correction computation. This computational section receives data relating 

to the CSM state vector and the LM state vector from the LGC in other external source through the AGS 
input selector logic. Body-referenced steering errors are received from the stabilization and alignment 
computational section, for trajectory computation. The LM abort guidance problem consists of solving 
the equations of the selected guidance maneuver including steering, attitude, and engine control computa- 
tions. Outputs of the guidance computational section, through the output select logic circuits, include 
engine on and off signals to the CES, and velocity to be gained (selectable by DEDA readout). 

The AEA consists of a memory subassembly, central computer, an input-output subassem- 
bly, and a power subassembly. 

Memory. The AEA memory is a coincident-current, parallel, random-access, ferrite-core memory 
with a capacity of 4,096 words (18 bits each). The cores are arranged in square planes; each core is 
subjected to X- and Y-coordinate selection. There is one plane for each bit in the word; the arrangement 
consists of 64 rows and 64 columns. The number of words in the memory is equal to the number of cores 
in a bit plane. An address to the computer is specified by an X-coordinate and a Y-coordinate; it refers 
to the core at that location in all 18-bit planes. 

The memory core stack is divided into two sections: temporary memory (2,048 words) and permanent 

memory (2,048 words), The temporary memory stores replaceable instructions and data. Temporary 
results may be stored in this memory and may be updated as necessary. Checkout routines may be loaded 

during checkout and subsequently discarded. Each core in the temporary memory is threaded by an 
X-selection winding, a Y-selection winding, a sense winding, and an inhibit winding. The permanent 

memory stores instructions and constants that are not modified during operation of the permanent- 

memory section. In the permanent memory, the inhibit winding is omitted and the X-selection winding 

passes only through cores that represent zeros. 

The cycle time of the memory is 5 microseconds. The addresses of the temporary storage locations 
are 0 through 3777; the addresses of the permanent storage locations, 4000g through 77773. 

  

Central Computer. The central computer comprises an address register, a memory rey ster (M 

register), an index register, a program counter, cycle counter, an operation code register, adder, 
accumulator (A-register), and a multiplier-quotient register (Q-register). The registers are intercon- 
nected by a parallel data bus. Central-computer operations are executed by appropriately timed transfer 

of information between these registers, between the memory and the M-register, and between the 
accumulator and input-output registers. The adder, M-register, Q-register, and accumulator form the 

basis for execuation of arithmetic operations. 

Address Register. The address register is a 12-bit static register that is loaded under AEA control, 
from the least significant 12 bits of the data bus. The address register holds the address of the memory 

location to which access is requested. 

Memory Register. The memory register (M-register) is an 18-bit static register, which is loaded from 

the memory cores or the data bus. The register holds data that are to be transferred between the central 
computer and the memory, by the data bus. The data bus is a collection of gates through which data 
(up to 18 bits in parallel) may transfer from one register to another. Data transferred from the memory 
are held by the M-register as they are placed on the data bus. During this time, data transfer is a 

read-and-restore operation. Data transferred to the memory from the central computer are held by the 

M-register as they are written into the memory. The A-register (accumulator) holds the multiplicand 
during multiplication, the dividend during division, the addend during addition, and the minuend during 
subtraction, The A-register is loaded by clearing it, then adding the contents of the M-register to it. 

Index Register. The index register is a three-bit ripple counter that is used for operand-address modi- 
fication. When an indexed instruction is executed, the effective operand address is computed by a logical 
OR operation between the index register and the three least significant bits of the operand address. When 
a transfer and text index instruction is executed, the index register is decreased by one if the counter is 
greater than zero, and the next instruction is taken from the location specified by the address field of the 
transfer and text index instruction. If the index register is zero, the counter is not decreased, and the 

next instruction is taken in sequence. The index register is loaded under program control, from the least 

significant three bits of the data bus. 
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Program Counter. The program counter is a 12-bit ripple counter, that is loaded from the least signif- [ete 

icant 12 bits of the data bus by execution of a transfer instruction. The program counter holds and 

generates instruction addresses in sequence. 

Cycle Counter. The cycle counter is a five-bit counter that controls shift instructions and certain long 

orders. The counter is loaded from the six least significant bits of the M-register. 

Operation Code Register. The operation code register is a five-bit static register that is loaded under 

software-control, from the five most significant bits of the data bus. The register holds the five-bit 

order code during its execution. 

Adder, The arithmetic section is designed around an 18-bit, 3-microsecond parallel adder. Two 18-bit 

registers (the A-register and M-register) furnish the inputs to the adder. The sum generated by the 
adder is loaded into the accumulator. Shifting is implemented by displacing the sum generated by the 

adder one bit right or left when loading it into the accumulator. 

Accumulator. The accumulator is an 18-bit static register (A-register). It communicates, in parallel, 

with the adder and the data bus, and serially with the Q-register for shifting operations such as 

multiplication, division, and double-length shifts. The accumulator holds the results of most arithmetic 
operations; it is used to communicate with the input or output registers. 

Multiplier-Quotient Register. The multiplier-quotient register (Q-register) is an 18-bit two-way shift 
register that communicates, in parallel, with the data bus and serially with the accumulator. The Q- 

register holds the least significant half of the double-length product after multiplication and initially 

holds the least significant half of the double-length dividend for division. After division, it holds the 
unrounded quotient. For double-length shifting operations, the Q-register is logically attached to the 

low-order end of the A-register. After execution of a transfer and set Q-instruction, the Q-register 
holds a transfer instruction with an address field set to one greater than the location of the transfer and 

set Q-register instruction. 

Timing. Timing is controlled by an eight-bit register and a three-bit register. These registers produce 
the timing signals required to control all operations of the central computer. 

Input-Output Subassembly. There are four basic types of registers in the input-output subassembly: 

integrator, ripple counter, shift, and static. These registers operate independently of the central com- 

puter, except when they are accessed during execution of an input or output instruction. All transfers of 

data between the central computer and the input-output registers are in parallel. The PGNS Euler angles 

are accumulated in three 15-bit integrator registers. The integrator registers shift 15 bit positions at 

512 kc upon receipt of each input pulse, serially adding or subtracting one from the previous count. The 
integrator registers are set to 0 by an external signal. ASA gyro and accelerometer pulses are 

accumulated in six 11-bit counters (in the AEA), which are set to 0 by the central computer. A four-bit 

DEDA register, an 18-bit input telemetry register, a 24-bit output telemetry register, and a 15-bit out- 

put register time-shared for altitude and altitude rate are all used as shift registers. The remaining 

registers (digital-to-analog converter registers and discrete input and output registers) are static 

registers. The discrete output register is modified by setting or resetting specific bits within the register 

with specific output instructions. 

The AEA input signals and their characteristics are listed in table 2.2-9; the output signals and their 

characteristics, in table 2.2-10. 
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Table 2.2-9. Abort Electronics Assembly - Input Signal Characteristics 

Nomenclature Routing Signal Description Remarks 

AGS telemetry stop ISS to AEA 50-pps signal; indicates completion 
of telemetry shift for one digital word 

AGS telemetry shift ISS to AEA 51.2 kpps (burst of 24 pulses, 50 
pulses times per second); shifts telemetry 

data out of AEA 

28-volt, 800-eps CES to AEA Sinusoidal excitation for digital-to- 20.5 vrms and 41% 
reference analog converters in AGS frequency accuracy 

Automatic CES to AEA Discrete used to put AEA in auto— Definitions: 
matic submode 1 - Ground 

0 - Open circuit 

Abort CES to AEA Discrete indicating abort but that Definitions: 
staging has not occurred 1 - Ground 

0 - Open circuit 

Follow-up CES to AEA Discrete used to put AEA in followup Definitions: 
submode 1 - Ground 

0 - Open circuit 

Abort stage CES to AEA Discrete indicating abort and that Definitions: 

PGNS alignment 
signals: 

“06, +A0, 
“Av, tav, 
“Ad, tag 

CDU zero 

PGNS telemetry 
downlink stop 

PGNS telemetry bit- 
synchronizing pulse 

AGS initialization 
(downlink data) 

Descent engine on 

Ascent engine on     
PGNS to AEA 

PGNS to AEA 

PGNS to AEA 

PGNS to AEA 

PGNS to AEA 

Descent 
engine to AEA 

Ascent engine 
to AEA   

staging is initiated 

Digital pulse train (64 kpps maxi- 
mum), denoting negative and positive 
angular increments of three PGNS 
gimbal angles 

51.2-kpps pulse train used to reset 
PGNS angle input registers 

50-pps signal indicating termination 
of PGNS telemetry downlink shift 
operation 

51.2-kpps pulse train used to shift 
in PGNS telemetry downlink data 

51.2-kpps signal comprising 40-bit 
words; used to initialize AGS 

navigation 

Discrete indicating state of descent 

engine 

Discrete indicating state of ascent 
engine   

1 - Ground 

0 - Open circuit 

Gimbal angles are used 
during PGNS-to-AGS 
alignment, to define the 
inertial reference frame. 

  

Definition: 
On - Application for 
300 milliseconds 
(minimum) 

Burst of 40 pulses with 
period of 20 milliseconds 
each 

Burst of 40 pulses with 
period of 20 milliseconds 
each 

Definitions: 

1 - Ground, engine on 
0 - Open circuit, 

engine off 

Definitions: 
1 - Ground, engine on 
0 - Open circuit, 

engine off 

  

  

Page__2.2-66 Mission 
GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 

LM Basic Date 15 December 1968 Change Date. 

 



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

  

  

Table 2.2-10. Abort Electronics Assembly - Output Signal Characteristics GN&CS 

Nomenclature Routing Signal Description Remarks 

Total attitude signals: | AEA to FDAI 0- to 15-vrms, 400-cps, sinusoidal Scale factor: 30 milli- 
sine a, cosine a, signals for total attitude display volts per step 
sine g, cosine 8, 
sine 7, cosine ¥ Computation rate: 25 

times per second 

Altitude signal (h) AEA to displays| — 64-kpps signal with word frequency Resolution: 2.3 feet per 
of >five times per second, used bit (15-bit word) 
for altitude display 

Altitude, rate AEA to displays | 64-kpps signal with word frequency Resolution: least signi- 
signal (h) of > five times per second, used ficant bit 0.5 foot per 

for altitude display second (14 bits plus sign) 

Lateral velocity AEA to displays|  D-C analog (-5 to +5 vde), dynamic Resolution: 25 mv/fps 
(Vyb) range -200 to +200 feet per second 

Shift, pulses for h AEA to displays| 64 kpps 
and h 

Attitude error signals | AEA to CES 0- to 4.5-vrms, 800-cps, sinusoidal, | Resolution: 300, milli- 
Ex, By, Ez and displays body-referenced, altitude error volts per degree 15% with 

signals for steering and display =10° to +78° range           
  

2.2.3.2.3 Data Entry and Display Assembly. (See figure 2. 2-19.) 

The DEDA is used to control the AGS modes of operation manually, to insert data manually 

into the AEA, and to command the contents of the accessible AEA memory to be displayed on numeric 

readouts. Only 452 of the 4,096 words stored in the AEA memory are DEDA accessible. The DEDA 

consists of a keyboard, logic circuits, electroluminescent displays, and driving circuits. The controls 

and indicators associated with the DEDA are listed in section 3. 

Data input to the AEA, via the DEDA, consists of a nine-character code. The first three 

characters form the address entry, in octal form; the fourth is the sign (+ or -); and the remaining five 
characters represent the data, in decimal or octal form. DEDA inputs to the AEA are listed in tables 

2.2-11 and 2.2-12. Before entering data, all nine characters must have been entered into the AEA. 

When requesting a readout, three numerical pushbuttons (0 through 9) are used. This three-digit 

code represents the address and is displayed on the upper portion of the readout. The selected 

information from the AEA memory is displayed on the lower portion of the readout. Table 2.2-14 

contains the DEDA-accessible constants. 

DEDA Operation. DEDA operation is initiated by pressing the CLR pushbutton. This enables data 

entry with the numerical pushbuttons (0 through 9). As each numerical pushbutton is pressed, its code 

is placed in a register for display in the order in which the pushbuttons are pressed. When the 

appropriate number of characters is entered, the ENTR or READOUT pushbutton is pressed. If the CLR, 

ENTR, or READOUT pushbutton is not pressed to the full extent of its travel, the OPR ERR light may go 

on or a condition may develop in which no action occurs. No false information is sent to, or readout of, 

the AEA when this occurs. However, the step(s) must be repeated. (Refer to the pushbutton-entry 
discussion in paragraph 2.2.4.2.3.) 

The following paragraphs contain the operating procedures for the DEDA, using the front panel push- 

buttons and electroluminescent readouts. Before performing these procedures, the appropriate cabin 

switches must be set to the on position, the AC BUS B: AGS (panel 11) and STAB/CONT: AEA and 

ASA circuit breakers (panel 16) must be closed, and the AGS STATUS switch (panel 6) must be set to 

OPERATE. 

ee 
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OPERATOR ERROR 
STATUS LIGHT (WHITE) ADDRESS INDICATOR 

  

  

       

   

(OPR ERR 
      

  

  

DATA INDICATOR 
(CODE OR READOUT) 

Toss MOMENTARY CONTROL 
PUSHBUTTONS 

    
  

KEYBOARD SWITCHES 
(MOMENTARY PUSHBUTTONS)     

          
  

A00M4954 

Figure 2.2-19. Data Entry and Display Assembly - Pictorial ~ 

Data Insertion. The sequence of operations for inserting data into the AEA via the DEDA is as follows: 

e Press and release CLR pushbutton. 

This operation clears the DEDA and blanks all lighted characters. The CLR 

pushbutton must always be pressed before any DEDA entry. ° 

e Press and release three consecutive numerical pushbuttons. 

This operation identifies the address (octal) of the AEA memory word location 
into which the data are to be inserted. The AEA will not process data with an 
octal address larger than 704, 

e@ Press and release pushbutton that corresponds to sign (+ or -) of data to be 
inserted. 

e@ Press and release desired five consecutive numerical pushbuttons that 
correspond to the numerical value of data to be inserted (decimal or octal, as 

appropriate for entry). Refer to tables 2.2-11 and 2,2-12 for DEDA inputs 

(addresses). 

e@ Verify entry by comparing electroluminescent display with desired address and 

desired numerical value. 

e Press and release ENTR pushbutton. 

This operation enters the word into the AEA and blanks the address and data 

displays. . 

Data Readout. The sequence of operations for reading the contents of an AEA memory cell is as follows: 

e Press and release CLR pushbutton. 

This operation initializes the DEDA and blanks all lighted characters. The 

CLR pushbutton must always be pressed before any readout. 

SEE 
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W e Press and release three consecutive numerical pushbuttons. fonecs | 

This operation identifies the address of the AEA memory core location from 
which data are to be extracted. The address is in octal form; it must not 
exceed the number 704. If a number larger than 704 is entered into the 
address, the DEDA readout will be extinguished when the READOUT 
pushbutton is pressed. Refer to table 2.2-13 and 2.2-14 for data that are 

\ DEDA accessible from the AEA. 

e Verify entry by comparing electroluminescent address with desired address. 

e Press and release READOUT pushbutton. 

After the READOUT pushbutton has been pressed, the displayed quantity and 
its address are updated twice per second. The astronaut can hold a value 
on the display by pressing the HOLD pushbutton. This value is held on the 
display until the READOUT pushbutton is pressed (at which time the displayed 
quantity is updated twice per second) or until the CLR pushbutton is pressed 
(at which time the DEDA is initialized for the next command and the displays 
are blanked). 

Decimal Point Location. There is no decimal point indication on the DEDA. To use the AGS correctly, 
the astronauts must have knowledge of the quantization of the decimal quantity being entered or 
read out. If a position variable has a quantization of 100 feet, then 42, 300 feet is entered or displayed as 
+00423. 

ae 

Operator Error, The OPR ERR light on the DEDA display panel goes on if the operator makes any of the 
following errors: 

e@ Nine pushbuttons are not pressed and the ENTR pushbutton is pressed. 

e Three pushbuttons are not pressed and the READOUT pushbutton is pressed. 

@ READOUT pushbutton is pressed after more than three digits are entered. 

@ More than nine pushbuttons have been pressed since the last pressing of the 
CLR pushbutton. 

e The 8 or 9 pushbutton is pressed while loading the address portion of the word. 

= 
e@ The + or - pushbutton is not pressed in the fourth position of the nine-digit word. 

e The + or - pushbutton is pressed in other than the fourth position. 

e <A quantity is being read out and the ENTR pushbutton is pressed. 

ee 
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The following operator errors do not cause the OPR ERR light to go on. 

e  Ifanumber greater than 704 is entered into the address portion of the display 
along with other numbers, the DEDA exhibits an odd display when the ENTR. 
pushbutton is pressed. The numbers shift and several entry slots are blanked. 

e Ifa number greater than 704 is entered into the address portion of the DEDA 
and the READOUT pushbutton pressed, the DEDA is blanked. 

e If an octal quantity is entered with a digit greater than 7 or if a number greater 
than its allowable range is entered via the DEDA, a computer-processing error 
results. If the address is read out, the display is different than what was entered. 

Address values greater than 704, used for program instructions cannot be entered into the DEDA. If 
such entries are attempted, the symptoms described in the preceding paragraph occur. Normal 
operation is restored by pressing the CLR pushbutton. 

Table 2,2-11. Selector Logic List 

  

Address Entry Code Definition Remarks 
  

400 +00000 Attitude hold submode Program automatically sets attitude hold function upon 
AGS engine cutoff, completion of PGNS-to-AGS align- 
ment, or completion of calibration. If AGS is in 
control, LM maintains inertial attitude it had when this 
mode was entered. 

400 +10000 Guidance steering Program automatically sets guidance steering functions 
submode upon receipt of abort stage signal, If AGS is in control 

attitude error signals orient LM to desired thrust 
direction, 

400 +20000 Z-body axis steering If AGS is in control, attitude error signals drive LM 
submode +Z-axis in estimated direction of CSM. 

400 +30000 PGNS to AGS align- AGS is in this mode for 2 seconds, during which time 
ment (IMU alignment) AGS stable member is aligned to IMU stable member. 
submode Upon completion, AEA returns to attitude hold mode, 

400 +40000 Lunar alignment 
submode 

400 +50000 Body-axis alignment 
submode 

400 +60000 In-flight calibration AGS selector is in gyro- and accelerometer-calibrate 
submode mode. Gyro calibration time is 300 seconds and ac- 

celerometer time is 30 seconds, Upon completion, 
AEA returns to attitude hold mode. 

400 +70000 Accelerometer cali- Completion of calibration requires 30 seconds. AEA 
bration only returns to attitude hold mode after 300 seconds. 

407 +10000 Freezes external AV Program automatically selects this function upon de- 
reference into inertial | tection of ullage. This entry freezes external AV-to- 
reference frame be-gained vector of in inertial space.         
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Table 2.2-11. Selector Logic List (cont) 
  

  

          
  

Address Entry Code Definition Remarks 

410 +00000 Orbit insertion This entry guides LM to prescribed trajectory. 
maneuver 

410 +10000 Coelliptic sequence This maneuver creates correct phasing between LM and 
initiate maneuver CSM such that, following CDH, desired LOS between 

LM and CSM is achieved at nominal TPI time. 

410 +20000 Constant Ah This maneuver places LM in trajectory such thatAh 
maneuver between LM and CSM is a constant. 

410 +30000 Direct transfer time This entry is used to determine whether TPI should 
increment TA occur. 

, constant (TPI search) 

410 +40000 Direct transfer fixed This entry is used to perform any direct transfer 
time of ignition (TPI maneuvers, 
execute) 

410 +50000 External AV This maneuver is used to perform maneuvers based 
maneuver upon externally supplied velocity-to-be-gained 

components. 

411 +00000 RCS or DPS selector +00000 X-body axis 

411 +10000 APS selector +10000 canted engine steering 

412 +00000 Reinitiate in-flight If abort stage occurs during burn, it is not necessary 
AGS self test to enter this address, because appropriate action is 

taken by ABA. 

413 +10000 Set lunar surface flag Content of address 413 is only reset by AEA power 
and store aximuth turn-on sequence. 

44 +00000 Navigation initializa- Following completion of any navigation initialization, 
tion complete program automatically establishes selector logic to 

indicate completion of navigation. 

414 +10000 Initialize LM and CSM 
via PGNS downlink 

414 +20000 Initialize LM via This entry commands LM navigation initialization by 
DEDA, DEDA. Ephemeris data are entered before this entry 

is made, 

414 +30000 Initialize CSM via Same as +20000, except for CSM. 
DEDA, 

415 Any entry in this cell 
causes Z-body axis 
direction cosines, 
time since last range 
input, and last com- 
puted range and range 
rate to be stored for 
use in radar filter, 

416 +10000 Compute CSI maneu- 
ver with CDH maneu- 
ver occurring at 0.5 
orbital period follow- 
ing CSI. 
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Table 2,.2-11. Selector Logic List (cont) 
  

  

      
  

  

    
  

      

Address Entry Code Definition Remarks 

416 +30000 Compute CSI maneuver 
with CDH maneuver 
occurring at 1.5 orbital 
period following CSI. 

417 +00000 Normal value of radar 
initialization command 

417 +10000 Initialize radar filter 

507 +00000 Orient +Z-axis to di- 
rection of CSM (Z- 
body-axis steering 
commanded) 

507 +10000 Orient +Z-axis to 
desired thrust axis 
(Z-body-axis steering 
commanded) 

623 +00000 Orient +Z-body-axis 
+10000 parallel to CSM orbit 

plane (guidance 
steering commanded) 
Orient +Z-body-axis 
parallel to plane de- 
fined by Wb vector 
(guidance steering 
commanded) 

Table 2.2-12. Data Entry and Display Assembly ~ Input List 

Address Definition Range Quantization Remarks 

047 Sine of landing azimuth angle sin 5L 
Cosin 6L 

053 Cosine of landing azimuth angle 
223 Manual altitude update to AEA 102 

during descent 
224 Term in semi major axis com- 10? 

putation 6L (Ol) 
225 8 L lower limit 10? 
226 5 L upper limit 102 | 

231 Launch site radial distance from | 20,926, 000 feet 102 
center of attracting body 

232 Orbit insertion targeted injec- 0 to 33, 554, 000 feet 102 
tion altitude 

233 Vertical pitch steering altitude 0 to 33, 554, 000 feet 102 
threshold 

240 LM position, X-component 433, 554, 000 feet 102 
241 LM position, Y-component 433, 554, 000 feet 102 
242 LM position, Z-component £33, 554, 000 feet 102 
244 CSM position, X-component + 8,388, 600 feet 102 
245 CSM position, Y-component £ 8,388, 600 feet 102 
246 I position, Z-component + 8,388, 600 feet 102   
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Table 2.2-12. Data Entry and Display Assembly - Input List (cont) fd tte) 

Address Definition Range Quantization Remarks 

254 Epoch time (AGS-referenced) 0 to 4,369 minutes 0.1 Used in LM navigation 
of LM emphemeris data initialization 

260 LM velocity, X-component 0.1 

261 LM velocity, Y-component 0.1 

262 LM velocity, Z-component 0.1 

264 CSM velocity, X-component 48191.9 fps oO. 

265 CSM velocity, Y-component #8191.9 fps 0.1 

266 CSM velocity, Z-component 48191.9 fps 0.1 

272 Epoch time (AGS-referenced) 0 to 4,369 minutes 0.1 Used in CSM navigation 
of CSM en.phemeris data initialization 

274 Initial radar filter value for 0.1 

tl 

275 AGS computer time of CSI 0 to 4,369 minutes 0.1 
maneuver 

306 Time input of node prior to 0.01 
nominal rendezvous 

307 Transfer time from beginning 0.01 

of direct transfer to rendez~ 
vous 

310 Time increment until TPI 0.01 TA 
used in guidance TPI search 
routine 

312 Rendezvous offset time used 0.01 
in SOR technique 

316 Radar range 0 to 400 nm 0.01 

373 AGS computer time of TPI 0 to 4,369 minutes O.1 

maneuver 

377 AGS computer time 0 to 4,369 minutes 0.1 

404 Accumulated AV in X-body- N/A Updated every 0.040 sec 
axis direction minus descent 
engine capability 

450 Component of external AV in £32, 767 fps 0,1 fps Plus display indicates 
horizontal direction parallel VG in posigrade di- 
to CSM orbit plane rection. 

451 Component of external AV in £32, 767 fps 0.1 fps Plus display indicates 
horizontal direction perpendic- VG opposite to LM 
ular to CSM orbit plane angular momentum 

vector.             
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Table 2.2-12. Data Entry and Display Assembly - Input List (cont) 

  

  

  

Address Definition Range Quantization Remarks 

452 Component of external AV in 432,767 fps 0.1 fps Plus display indicates 
radial direction VG toward earth 

464 Vertical pitch steering altitude 0.1 fps 
rate threshold 

465 Orbit insertion targeted injec- 0.1 fps 
tion radius rate 

466 Orbit insertion targeted injec- 0.1 fps 
tion horizontal velocity 

503 Radar range rate 0.1 fps 

514 Guidance steering input vector Octal 
(Wbx) 

515 Guidance steering input vector Octal 
(Wy) 

516 Guidance steering input vector Octal 
(Wbz) 

522 m8 check for 4K11 retargeting Octal 

534 X-accelerometer scale factor Octal 

535 Y-accelerometer scale factor Octal 

Z-accelerometer scale factor Octal 

540 X-axis accelerometer bias 0,001 
fps sq 

541 Y-axis accelerometer bias 0, 001 
compensation fps sq 

542 Z-axis accelerometer bias 0,001 
compensation fps sq 

544. X-gyro drift compensation +10° to -10°/hr 0.01°/ 
constant hr 

545 Y-gyro drift compensation +10° to -10°/hr 0.01°/ 
constant hr 

546 Z-gyro drift compensation +10° to -10°/hr 0.01°/ 
constant br 

547 Lunar align azimuth cor- Octal 
rection 

605 Desired cotangent of LOS Octal 
angle between LM and CSM 
at desired TPI time used in 
CSI computation 

607 Altitude rate display scale Octal 
factor 

613 Sine of TPI interdict region Octal             
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Table 2,2-13, Data Entry and Display Assembly - Output List 
  

  

            

Address Description Quantization Symbol 

2iL Present out-of-plane position 102 ft 

263 Out-of-plane velocity at Tig in CSI, CDH, or TPI; 0.1 fps Vpy 
present LM out-of-plane velocity in OI 

267 Magnitude of LM velocity-to-be-gained 0.1 fps Ag 

270 Present LM out-of-plane velocity 0.1 fps Vyo 

275 Nominal time of TPI maneuver 0.1 min w 

277 Angle between LM Z-axis and local horizon oO. é 

303 Predicted LOS angle at TPI 0.01° @Los 

303 LM to CSM phase angle in OI, CSI, or CDH at Tig 0.01° of 

306 ‘Time of node prior to nominal rendezvous 0.01 min 

307 Time from TPI to rendezvous 0,01 min 63 

310 Time from present to CSI, CDH or TPI 0.01 min TA 

ail ‘Time to go until rendezvous in TPL 0.01 min Tr 

312 TPI rendezvous offset time 0.01 min 33 

313 Predicted time to LM orbit perifocus 0.01 min Tperg 

314 Dffferential orbital altitude along LM radial at 0.1 nm or 
CSI time 

315 Predicted altitude of LM apofocus 0.1mm Ba 

317 Range from LM to CSM 0.1 nm R 

337 LM altitude 0.1 nm h 

340 X-component of LM position 102 ft ry 

341 Y-component of LM position 102 ft ry 

342 Z-component of LM position 102 ft ry 

344 X-component of CSM position 102 ft Tex. 

345 Y-component of CSM position 102 ft Tey 

346 Z-component of CSM position 102 ft Tez 

360 X-component of LM velocity 0.1 fps Vx 

361 Y-component of LM velocity 0.1 fps Vy 

362 Z-component of LM velocity 0.1 fps Vz 

364 X-component of CSM velocity 0.1 fps Vex 

365 ¥-component of CSM velocity 0.1 fps Vey 

366 Z-component of CSM velocity 0.1 fps Vou 

367 LM altitude rate 0.1 fps r 
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Table 2.2-13. Data Entry and Display Assembly - Output List (cont) 
  

  

Address Description Quantization Symbol 

371 CDH maneuver AV (valid in CSI) 0.1 fps Vp 

371 Total velocity to rendezvous 0.1 fps vr 

372 Time from CSI to CDH 0.1 min Tao 

373 Absolute time of next maneuver 0.1 min Tig 

377 AEA time 0.1 min t 

402 Perifocus altitude of predicted LM trajectory 0.1 nm qiD 
(TPI only) 

402 Differential altitude in coelliptic orbit 0.1nm Ar 

403 Perifocus altitude of LM trajectory 0.1nm qLT 

423 Desired final value of altitude rate 0.1 fps ry 

433 Magnitude of LM velocity 0.1 fps v 

440 Range rate between LM and CSM (negative sign 0.1 fps R 
indicates closing rate) 

470 AV expended in X-body-axis direction minus 0.1 fps Vox 
descent engine capability 

471 AV expended in Y-body-axis direction minus 0.1 fps Vpy 
descent engine capability 

472 AV expended in Z-body-axis direction minus 0.1 fps Voz 
descent engine capability 

477 Predicted altitude rate of LM at CSI, CDH or 0.1 fps ra 
TPI time 

500 Velocity-to-be-gained in X-body-axis direc- 0.1 fps AVgx 
tion 

501 Velocity-to-be-gained in Y¥-body-axis direct- 0.1 fps AVgy 
tion 

502 Velocity-to-be-gained in Z-body-axis direc- 0.1 fps Avgz 
tion 

534 X-accelerometer scale factor (fps/pulse) Octal 1K18 

535 Y-accelerometer scale factor (fps/pulse) Octal 1K20 

536 Z-accelerometer scale factor (fps/pulse) Octal 1K22 

540 X-accelerometer bias compensation 0.001 fps sq 1K19 

54 Y-accelerometer bias compensation 0.001 fps sq 1K21 

542 Z-accelerometer bias compensation 0.001 fps sq 1K23 

544 X-gyro drift compensation 0.001°/hr 1K1 

545 Y-gyro drift compensation 0.001°/hr 1K6 

546 Z-gyro drift compensation 0.001°/hr 1K11             

i GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 
Page __2.2-76 Mission LM Basic Date__15 December 1968 Change Date_15 September 1969



NW 

  

LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

Table 2,2-13. Data Entry and Display Assembly - Output List (cont) 
  

  

      

  

  

              

  

Address Description Quantization Symbol 

574 Descent section staging flag Octal b2 

604 Lunar surface flag Octal 621 

612 Staging sequence counter Octal HG 

614 Ullage counter 1 count H8 

616 Ullage counter value for ullage completion 1 count 1K9 

Table 2.2-14, Data Entry and Display Assembly - Accessible Constants 

Address Description Address Description 

033 Rendezvous angle sine 061 Normal LM position vector at tig for 
CSI, CDH, & TPI; present for OI & XDV 

034 In-plane horizontal unit vector at (¥) 
tig for CSI; CDH, and TPI; at 
present for OI & XDV (X) 062 Normal LM position vector at tig for 

CSI, CDH, & TPI; present for OI & XDV 
035 In-plane horizontal unit vector at (Z) 

tig for CSI, CDH, and TPI; at 
present for Ol & XDV (Y) 067 Thrust acceleration (fps sq) 

036 In-plane horizontal unit vector at 104 LM position remainder (ft) (X) 
tig for CSI, CDH, and TPI; at 
present for Ol & XDV (Z) 105 LM position remainder (ft) (¥) 

040 LM out-of-plane unit vector at 106 LM position remainder (ft) (Z) 
tig for TPI; present for Ol, CSI, 
CDH, & XDV (X) 107 PGNCS @ (pulses) 

041 LM out-of-plane unit vector at 110 Predicted change in integrated gravity 
tig XDV (¥) (fps) (X) 

042 LM out-of-plane unit vector at qi. Predicted change in integrated gravity 
tig for TPI; present for Ol, CSI, (fps) (¥) 
CDH, & XDV (Z) . 

112 Predicted change ih integrated gravity 
044 Radar null direction cosine (fps) (2) 

045 Radar null direction cosine 113 PGNCS ¥ (pulses) 

046 Radar null direction cosine 114 Gravity times major cycle time 
(fps) (X) 

047 Sine of azimuth angle 
115 Gravity times major cycle time 

053 Cosine of azimuth angle (fps) (¥) 

054 Out-of-CSM orbit plane unit vector (X) 116 Gravity times major cycle time 
(fps) (Z) 

055 Out-of-CSM orbit plane unit vector (¥) 

056 Out-of-CSM orbit plane unit vector (Z) 117 PGNCS ¢ (pulses) 

060 Normal LM position vector at tig for 
CSI, CDH & TPI, present for Ol & XDV 120 Resolved sensed AV along inertial 
(X) axis (fps) (X) 
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Table 2,2-14, Data Entry and Display Assembly - Accessible Constants (cont) 

  

  

Address Description Address Description 

121 Resolved sensed AV along inertial 176 LM predicted position vector at CSI, 
axis (fps) (Y) CDH, or TPI burn time; present R 

in OF (Z) 
122 Resolved sensed AV along inertial 

axis (fps) (Z) 177 Predicted LM semimajor axis 

123 Sine of FDAI q 200 CSM epoch position vector (X) 

124 Computed LM-CSM range (ft) (X) 201 CSM epoch position vector (Y) 

125 Computed LM-CSM range (ft) (Y) 202 CSM epoch position vector (Z) 

126 Computed LM-CSM range (ft) (Z) 203 Predicted CSM position magnitude 

127 Cosine of FDAI q 204 Position vector input to orbit param- 
eter subroutine (X) 

130 XB direction cosine 
205 Position vector input to orbit param- 

131 XB direction cosine eter subroutine (Y) 

132 XB direction cosine 206 Position vector input to orbit param- 
eter subroutine (Z) 

134 ZB direction cosine 
207 Predicted position magnitude 

135 ZB direction cosine 
210 LM present inertial positive magnitude 

136 ZB direction cosine 
211 LM out-of-plane position 

140 YB direction cosine 
213 Maximum p displayable 

141 YB direction cosine 
216 QL set on overflow 

142 YB direction cosine 
217 Initial p perturbation 

147 Time of last radar range update (sec) 
223 Entry for altitude update 

160 XD direction cosine 
224 Term in semimajor axis computation, 

161 XD direction cosine SL (OL 

162 XD direction cosine 225 5L lower limit (Ol) 

164 ZD direction cosine 226 SL upper limit (01) 

165 ZD direction cosine 230 Ap limiter 

166 ZD direction cosine 231 Nominal lunar landing site radius 

167 Filter cycle counter (2 sec counts) 232 ‘Targeted orbit insertion altitude 

471 Transfer orbit semimajor axis (ft) 293 Vertical pitch steering altitude 

174 LM predicted position vector at CSI, threshold 
CDH, or TPI burn time; present R 
in 0 (X) 240 LM ephemeris position (X-component) 

475 LM predicted position vector at CSI, 241 LM ephemeris position (¥-component) 
CDH, or TPI burn time; present R 
in OI (¥) 242 LM ephemeris position (Z-component)               
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Table 2.2-14. Data Entry and Display Assembly - Accessible Constants (cont) 

  

  

            
  

  

  

Address Description Address Description 

244 CSM ephemeris position (X-component) 315 Apofocus altitude of LM trajectory 

245 CSM ephemeris position (Y-component) 316 Radar range 

246 CSM ephemeris position (Z-component) 317 Computed range 

254 LM epoch time 337 LM altitude 

260 X-component of LM velocity used in 340 X-component of LM position 
LM initialization 

341 Y-component of LM position 
261 Y~-component of LM velocity used in 

LM initialization 342 Z-component of LM position 

262 Z-component of LM velocity used in 344 X-component of CSM position 
LM initialization 

345 Y-component of CSM position 
263 Out-of-plane velocity at tig; at 

present in OI 346 Z-component of CSM position 

264 X-component of CSM velocity used in 347 Predicted burnout altitude 
CSM initialization 

360 X-component of present LM inertial 
265 Y-component of CSM velocity used in velocity 

CSM initialization 
361 Y-component of present LM inertial 

266 Z-component of CSM velocity used in velocity 
CSM initialization 

362 Z-component of present LM inertial 
267 Velocity to be gained velocity 

270 LM present out-of-plane velocity 364 X-component of present CSM inertial 
velocity 

272 CSM epoch time 
365 Y-component of present CSM inertial 

274 Initial value of T1 for radar filter velocity 

275 Desired time of TPI maneuver for CSI 366 Z-component of present CSM inertial 
velocity 

276 Time between radar range updates 
| 367 LM altitude rate 
| 277 Angle between Z-body-axis and local 

horizon 370 Magnitude of velocity to be gained 

303 Computed Los 371 Total velocity to rendezvous (direct 
intercept only) 

303 LM-CSM central angle at tig 
371 Predicted AV for CDH maneuver 

306 Time of node prior to rendezvous 
372 ‘Time from CSI to CDH 

307 Desired transfer time 
373 Absolute time of next maneuver 

310 ‘Time from present to CSI, CDH, or 
TPI 377 AGS absolute time 

3il Time from present to rendezvous 400 AGS function selector 

312 Target offset time 401 Discrete word one 
313 Computed time to LM perifocus 402 LM-CSM differential altitude after CDH 

402 LM transfer orbit pericythion 
314 LM-CSM differential altitude at tig altitude 
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Table 2.2-14. Data Entry and Display Assembly - Accessible Constants (cont) 
  

  

          

Address Description Address Description 

403 LM present pericythion altitude 465 ‘Target radial rate at orbit insertion 

407 Reference frame selector for ex- 466 ‘Threshold for freezing thrust direc- 
ternal AV tion 

410 Guidance mode selector 470 AV expended in X-body-axis direction 
minus descent capability 

411 Cant angle correction selector 
471 AV expended in Y-body-axis direction 

412 In-flight self-test status indicator 
472 AV expended in Z-body-axis direction 

413 Store/no-store lunar azimuth 
selector 473 Descent stage AV capability 

414 Navigation initialization 474 X-component of velocity to be gained 
during burn 

415 Radar gimbal null 
45 Y-component of velocity to be gained 

416 Number of LM half-orbitg from CsI during burn 
to CDH 

476 Z-component of velocity to be gained 
417 Radar filter initialization during burn 

420 CSM epoch velocity vector (X) 500 Velocity to be gained in X-body-axis 
direction 

421 CSM epoch velocity vector (¥) 
501 Velocity to be gained in Y-body-axis 

422 CSM epoch velocity vector (Z) direction 

~423 Desired altitude rate 502 Velocity to be gained in 7~nody-axis 
direction 

424 Velocity vector input to orbit 
parameter subroutine (X) 504 Desired radial jerk (fps cubed) 

425 Velocity vector input to orbit 505 Desired out-of-plane jerk (fps cubed) 
parameter subroutine (Y) 

506 Acceleration check for RDSDTL in OL 
426 Velocity vector input to orbit 

parameter subroutine (Z) 507 Orient Z-body-axis to thrust axis 

427 Present LM horizontal velocity 513 Rendezvous angle cosine 

433 Present LM velocity 514 Guidance steering unit vector (X) 

440 Estimated range rate between LM 515 Guidance steering unit vector (¥) 
and CSM (negative value indicates 
LM closing on CSM) 516 Guidance steering unit vector (Z) 

441 Range rate at time of radar update 517 Radar filter range variance (ft sq) 

450 AV downrange (XDV input) 520 CSM epoch MS (sec) 

451 AV crossrange (XDV input) 521 LM epoch MS (sec) 

452 AV radial (XDV input) 522 Radar filter velocity weight 

454 VG threshold 523 Lower limit of desired derivative of 
radial acceleration (1/sec) 

463 Horizontal velocity at tig; present 
horizontal velocity in OI 524 CSM epoch LS (sec) 

464 Vertical pitch steering altitude 525 LM epoch LS (sec) 
rate threshold 526 Set value of VT (fps)   
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Table 2.2-14, Data Entry and Display Assembly - Accessible Constants (cont) fant te 

Address Description Address Description 

527 Final upper limit of altitude rate at 567 Display flag (Negative indicates naviga- 
orbit insertion (fps) tion update cycle) 

530 X-axis alignment error signal (rad) 570 Downlink identification 1 (received if 
negative) 

531 Y-axis alignment error signal (rad) 
571 Downlink input (complete if negative) 

532 Z-axis alignment error signal (rad) 
572 Memory test (test if negative) 

533 Discrete word one complement 
573 20-ms branch control 

534 X-accelerometer scale factor (fps/ 
pulse) 574 Staged flag (negative indicates staged) 

535 Y-accelerometer scale factor (fps/ 575 Attitude hold flag (Negative indicates 
pulse) attitude hold) 

536 Z-accelerometer scale factor (fps/ 576 Flag causing PGNCS/AGS align before 
pulse) calibration 

537 X-axis mass unbalance compensa- 577 TPI logic flag 
tion (rad/fps) 

600 Lower limit of desired derivative of 
540 X-accelerometer bias compensation radial acceleration (fps cubed) 

541 Y-accelerometer bias compensation 601 Lower limit of desired derivative of 
out-of-plane acceleration (fps cubed) 

542 Z~accelerometer bias compensation 
602 Yaw cant angle (rad) 

544 X-gyro drift compensation 
603 Logic flag for engine control 

545 Y-gyro drift compensation 
604 Lunar surface flag (Negative indicates 

546 Z-gyro drift compensation on lunar surface) 

547 Lunar align correction (rad) 605 Cotangent of desired LOS angle 

550 X-gyro scale factor compensation 607 Seale factor for altitude rate display 

551 Y-gryo scale factor compensation 611 Radar filter angular variance (rad sq) 

552 Z-gyro scale factor compensation 612 Staging counter 

553 High (+), low (-) angular rate scaling 613 Central angle limit in TPI 

560 Upper limit of desired derivative of 614 Ullage counter 
radial acceleration (fps cubed) 

616 Ullage counter threshold 
561 Upper limit of desired derivative of 

out-of-plane acceleration (fps cubed) 617 Gyro calibrate time 

562 Downlink word counter 620 Number of p iterations -3 

563 Downlink initialize flag (Negative 621 Accelerometer calibrate time (2 sec) 
indicates enable) 

622 Staging delay after staging 
564 RD lower limit term (fps cubed) 

623 Crew selection of steering vector 
565 Factor in RF for Ol (1/Sec) 

624 Altitude and altitude rate display 
566 Pitch cant angle (rad) constant               
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Table 2,2-14, Data Entry and Display Assembly - Accessible Constants (cont) 

  

  

Address Description Address Description 

625 Singularity threshold, FDAI compen- 655 Time-to-burn computation factor 
sation (rad) (1/fps sq) 

626 X-axis alignment gain constant 656 Filter Y weight (no. of units) 
(1/rad) 

657 Engine cutoff compensation (fps) 
627 Lunar align constant (rad/fps) 

660 Lower limit thrust acceleration 
630 Lunar align constant (1/rad) (ft/sec sq) 

631 Lunar align stop criterion (rad) 661 Ullage threshold (ft/see sq) 

632 Calibrate gain constant 662 Nominal burnout altitude in OI (ft) 

633 Calibrate gain constant (1/20 ms) 665 Maximum Vyo displayable (fps) 

634 Navigation sensed accelerometer 666 Seale factor for attitude error 

bias threshold (fps) output (rad) 

635 Accelerometer calibration gain 667 Cycle counts to seconds factor 
constant 

636 Gravitational constant (ft cubed/ 870 One second plus DEDA time bias 
sec sq) 

671 Downlink code 
637 Gravitational constant receiprocal 

; ar fi . 673 Gyro calibration, lunar rate compensa- 640 Radar filter X variance (ft sq) tion (rad) 

64 Radar filter X-Z covariance (ft sq) 
674 2 (2K1) (ft cubed/sec) 

642 Radar filter X-VX covariance (ft sq/ 
sec) 675 T/2 (sec) 

643 Radar filter X-VZ covariance (ft sq/ 
sec) 676 0. 01°/hr to rad/20 ms scaled at -13 

conversion scale factor 
644 Radar filter Z-X covariance (ft sq) 

5 . 5 . 677 100/1000 ft to ft scaled at 23/25 645 Radar filter Z variance (ft sq) conversion seale factor 

646 Radar filter Z-VX covariance (ft sq/ 
sec) 700 0,1 min to see scaled at 18 conversion 

scale factor 
647 Radar filter Z-VZ covariance (ft sq/ 

sec) 701 0.1/1 fps to fps scaled at 13/15 conver- 
650 Radar filter VX variance (ft sq/see sq) sion scale factor 

651 Radar filter VX-VZ covariance (ft sq/ 702 0.01° to rad sealed at 3 conversion 
sec sq) seale factor 

652 | Radler filter VZ-VX covariance (ft 4/ 703 | 0.1 nm to ft scaled at 23/25 conversion 
sec sq) scale factor 

653 Radar filter VZ variance (ft sq/sec sq) 
704 0.1 min to see scaled at 13 conversion 

654 Time-to-burn computation factor (1/fps) scale factor               cG.NI"NFNTRNTNISH[{_THETHTFTFTHEHE 
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NL 
2.2.3.3.4 Abort Guidance Section - Self-Test Routine. GN&C 

The self-test routine continuously checks that the computer logic and memory are functioning 

properly. DEDA address 412 is used, in conjunction with the test, to indicate test results to the astro- 
nauts and to allow resetting of error indicators. If a readout of address 412 on the DEDA is performed, 

the following outputs are possible: 

+00000 - Test not completed 

+10000 - Test successfully completed 

+30000 - Logic test failure 

+40000 - Memory test failure 

+70000 - Logic and memory test failure. 

An additional output (+00000) permits the astronaut to reinitiate testing and reset the AGS 

warning light after failure is detected. When a failure is encountered during the test, the output in memory 

location 412 is displayed and the AGS warning light goes on; future tests are inhibited until testing is re- 

initiated. The error indicator is reset or testing reinitiated by entering +00000 in address 412. The 

astronauts need not monitor DEDA address 412 periodically, because the AGS warning light (panel 1) pro- 
vides a visual indication of an error. However, as part of the AGS turn-on procedure, the DEDA check 

should be performed as a partial check of AGS warning light and computer operation. 

2.2.3.3.5 Abort Guidance Section - Initialization Function. 

Initialization comprises two functions: navigation initialization, and time initialization. 

Navigation initializatio: The AGS accepts initialization inputs from the PGNS downlink (automatic) or 

— from the DEDA (manual). Data are accepted when an initialized instruction has been entered through the 

DEDA during an unpowered flight phase of the mission. Data shall not be inserted during LM powered 
flight. Initialization is referenced to the AGS absolute time base and the AGS inertial reference frame at 

the time of initialization. Upon completion of initialization, an initialization-complete indication is gen- 

erated and may be displayed via the DEDA upon request. 

Ephemeris data from the LM and CSM are inputs for initialization. These inputs are initialized automati- 

cally via the PGNS downlink by entering 414+10000, and ENTR on the DEDA. Completion of automatic 

initialization is indicated by the DEDA address and data indicators being set back automatically to 
414+00000. LM ephemeris data are initialized manually, using the DEDA. 

The PGNS downlink data provide LM and CSM position, velocity, and epoch time, which are used to 

initialize LM navigation and CSM orbit parameters (state vectors). The data are provided in the AGS 

inertial coordinate frame. The LM and CSM epoch times are in the same time base as the AGS absolute 
time. The sequence in which the PGNS downlink data are used to initialize the AEA is given in table 

2.2-15. 

Table 2.2-15. PGNS Downlink Data Update Sequence 
  

Initialization DEDA 
- Sequence Description Address 

1 Identification word 414 

2 LM X-position, AGS coordinates 240 

3 LM Y-position, AGS coordinates 241 

  

          

Mission 
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Table 2.2-15. PGNS Downlink Data Update Sequence (cont) 

Initialization DEDA 
Sequence Description Address 

4 LM Z-position, AGS coordinates 242 

5 LM epoch time (most significant) 254 

6 LM X-velocity, AGS coordinates 260 

7 LM Y-velocity, AGS coordinates 261 

8 LM Z-velocity, AGS coordinates 262 

9 LM epoch time (least significant) 254 

10 CSM X-position, AGS coordinates 244 

uw CSM Y-position, AGS coordinates 245 

12 CSM Z-position, AGS coordinates 246 

13 CSM epoch time (most significant) 272 

14 CSM X-velocity, AGS coordinates 264 

15 CSM Y-velocity, AGS coordinates 265 

16 CSM Z-velocity, AGS coordinates 266 

17 CSM epoch time (least significant) 272           

The sequence of the 17 words occurs at a basic rate of 50 words per second. The sequence is not inter- 
rupted. The word formats of the 17 downlink words are as follows: 
  

Bit No. O} 1) 2)3)4]5]6) 7) 8] 9) 10) 11 | 12] 13] 14]15) 16] 17 
  a 
ID Word X| X| X| X| X] X| X| X) KX} KX] KX] KP XK) kK] xX) xX] Y]Y 
  

                                Data Word | 1| S| X} X| X| X| X}| X] X| X} X] KX] xX x[x x x|¥ 
_|       X=0or1, Y= Not applicable, S = Sign bit (0 or 1). 

  

A stop pulse discrete, which is set after a new downlink word has been inserted into the downlink input 
register, will be available to the program. The stop pulse discrete is reset upon reading the downlink 
input register. The time interval between stop pulses is 20 milliseconds. The program interrogates the 
stop pulse discrete twice per 20-millisecond cycle, with at least a 1-millisecond separation. The input 
register is read only if the stop pulse discrete is set to ensure that the input register is not read while 
data are being shifted into the input register. 

The three components of LM position are entered by keying address codes 240, 241, and 242, and the 
value and sign of the data, on the DEDA. The three components of LM velocity are entered by keying 

address codes 260, 261, and 262, and the value and sign of the data, on the DEDA. The LM epoch 
time (a multiple of 6 seconds) is entered by keying address code 254 on the DEDA. Keying 414 and 
+20000 on the DEDA completes initialization. When initialization is completed, the AEA is automatically 
set back to the attitude hold submode, as indicated by the DEDA display (414+00000). Manual initial- 
ization of CSM ephemeris data is identical with that for the LM, except for the address codes. 
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Time Initialization. Initialization of AGS absolute time consists of entering an absolute time of zero into 
memory. This is accomplished by keying 377 on the DEDA. AGS absolute time is not limited to zero, 

except by procedures. A time tag, referred to as epoch time, is associated with each state vector. Pri- 
mary system time, referred to as ground elapsed time (GET) is referenced to the time of lift-off. There- 
fore, the epoch times are the values of GET at which the state vectors were determined. The LGC clock 
has a capacity of approximately 2.7 million seconds; the AEA clock, approximately 0.26 million seconds. 
This disparity requires a procedure for modifying the epoch time transmitted from the LGC to the AEA at 
initialization. Because the AEA does not require launch time, it is possible to modify epoch time with a 
subtractive time bias. This bias is the GET at which the AEA clock is started. 

  

The procedure requires entering a verb in the DSKY and establishing an absolute time of zero on the 

DEDA. At the desired initialization time, the two ENTR pushbuttons are pressed simultaneously. The 

absolute time in the PGNS at the initialization time becomes the AGS time bias and may be read out in 
hours, minutes, and seconds via the DSKY. This time bias must then be subtracted from all subsequent 
times entered into the AGS (if the times are referenced to GET). 

2.2.3.3.6 Abort Guidance Section - Modes of Operation. 

The AGS has two major modes of operation: inertial reference and alignment. These modes 

are selected via the DEDA after the ASA has warmed up for 30 minutes, the AGS STATUS switch is set 

to operate, and the STAB/CONT: AEA circuit breaker is closed. 

Inertial Reference Mode. When the AGS is in the inertial reference mode, it provides attitude error in- 

formation and engine commands (on and off), which are used for vehicle stabilization and/or for directing 

vehicle abort. The inertial reference mode is always in one of the following submodes: 

e Attitude hold 

e@ Guidance steering 

e Z-body-axis steering 

All active steering modes couple attitude errors about the LM body axes to the autopilot (CES), The magni- 

tudes of the angular errors are limited to +15° and -15°. The autopilot attitude turning rates are limited 

to +10°/second and -10°/second about the Y-body-axis and +5°/second and -5°/second about the X-body- 
axis and Z-body-axis, except after staging, with the DEAD BAND (panel 3) switch set to MAX. At that 

time, no rate limiting exists. AGS steering in no way protects the PGNS platform against gimbal lock. 

In the following discussions it is assumed that the GUID CONT switch is set to AGS, the LM is in orbit 

(lunar surface flag is not set), and the PITCH, YAW, and ROLL switches are set to MODE CONT. 

Attitude Hold. The attitude hold submode generates steering commands to maintain the LM in the inertial 

attitude that existed when the attitude hold mode was first entered. Attitude hold can be entered by setting 
the MODE CONTROL: AGS switch to ATT HOLD or by using address 400 on the DEDA and entering 

+00000. Once the attitude hold mode is established, it can be released by causing the followup signal to 

be issued (GUID CONT switch set to PGNS or MODE CONTROL: AGS switch set to ATT HOLD and ACA 

in manual control) or by entering other than +00000 into DEDA address 400. The preferred method is to 

set the MODE CONTROL: AGS switch to ATT HOLD and orient the LM to the desired attitude, using the 

ACA. Reentering the attitude hold mode causes the LM to maintain the attitude that exists when the mode 

is reentered. 

If the AGS is in the guidance steering submode (DEDA address 400 is +10000 and the MODE CONTROL: 

AGS switch is set to ATT HOLD), the AGS issues engine-on or engine-off commands that agree with the 

existing status of the engine being used. If the AGS issues engine-on commands and the MODE CONTROL: 

AGS switch is set to AUTO, attitude hold mode is entered by setting address 400 to +00000 via the DEDA. 

This causes engine-off commands to be generated. 

Guidance Steering. The address for ordering guidance steering is 400; the entry is +10000. The guidance 

steering submode orients the LM so that the LM thrust vector points in the desired direction for achieving 

the objective of the selected guidance routine. The LM X-body-axis orientation also depends upon which 

engine is used. The RCS engines are assumed to thrust along the body axes. If the descent engine is 

eee 
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used, the thrust vector is assumed to be along the +X-body-axis. If the ascent engine is used, the thrust [ote 
vector is assumed to be displaced from the LM +X-body-axis by an amount equal to the nominal cant of the 
ascent engine. Because of thrust alignment errors, the actual thrust vector will not lie exactly along the 
nominal direction. Small velocity errors at engine cutoff may result. These errors, sensed by the AGS, 
can be removed through axis-by-axis thrusting (AV residual removal). 

When the ascent engine is used, equations that compensate for the cant of the engine should also be used. 
DEDA address 411 should be entered with a value of +10000 before entering AGS guidance steering, to 
achieve desired orientation of the thrust axis. When the ascent engine is burned, the thrust direction is 
selected by the AEA, regardless of the value of the address 411 entry. 

The AEA correction for the cant of the ascent engine is achieved by two octal constants (one for pitch and 
one for roll). The constants are preprogrammed into the central computer, but are DEDA-accessible so 
that they can be changed during the mission. The pitch constant is entered with the address 566. The 
value of the constant, entered in octal units of radians, should be positive if the engine causes a thrust 
acceleration component along the +Z-body-axis. Similarly, the yaw component is entered in octal form t 
in units of radians via address 602. The sign of the value entered should be positive if the cant of the 
engine causes a thrust acceleration component along the +Y-axis direction. 

The LM Z-body-axis can be controlled as follows: 

e@ DEDA address 623+00000 

The LM Z-body-axis is driven parallel to the CSM orbit plane. If the +X-body-axis 
points ahead of the local vertical (posigrade), the Z-axis is below the local hori- 
zontal. If the +X-body-axis is behind the local vertical the Z-axis is above the 
local horizontal. If the X-body-axis is vertically upward, the Z-body-axis will be 
pointed horizontally forward. If the X-body-axis is pointed vertically downward the 
Z-body-axis will be directed horizontally opposite to the direction of motion. 

e@ DEDA address 623+10000 

The LM Z-body-axis is driven parallel to a plane determined by its guidance 
steering unit vector Wp (DEDA entries 514, 515, or 516). This mode is normally 
used to maintain S-band communication during lunar orbit insertion. Unit vector 
Wp is entered in octal form and is nominally defined before the mission. 

e X-axis override 

The Z-body-axis can be oriented to any desired position about the thrust axis by 
setting the ATTITUDE CONTROL: YAW switch to PULSE or DIR and by means 
of the ACA. 

The gain in the Ex channel decreases toward zero as the +X-body-axis approaches a perpendicular orien- 

tation with respect to the specified plane. If +00000 is entered in address 623 and the X-body-axis is 
perpendicular to the CSM orbit plane, the gain in the yaw steering channel is zero for any orientation of 
the Z-axis. This situation is typical for earth-orbit missions, during which large out-of-plane maneuvers 
are performed. By specifying a unit vector Wp (X-axis) not normal to the CSM orbit plane and by enter- 
ing +10000 into address 623, yaw steering control can be maintained. 

The guidance steering submode controls three steering operations: prethrust steering, orbital rate 
pitch steering, and open steering. 

Prethrust steering is guidance steering (address 400 contains +10000) that is performed before ullage is 
sensed and thrusting, to orient the LM for the burn. Prethrust guidance steering is implemented by set- 
ting the GUID CONT switch to AGS, the MODE CONTROL: AGS switch to AUTO, and the ATTITUDE CON- 
TROL: PITCH, YAW, and ROLL switches to MODE CONT, and entering +10000 into address 400, The 

AGS then orients the LM to the particular guidance mode selected (address 410). AGS steering orientation 
of the LM, before the engine burn, falls into two categories: 
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e CSI, CDH, external 4V 

Before initiation of these maneuvers, the desired attitude of the LM is established 

in the local horizontal coordinate system. Before the CSI maneuver, if the CSI 

computations are being performed and if the AGS is in the guidance steering sub- 

mode, the LM is oriented so that the X-body-axis is maintained horizontal and 

parallel to the CSM orbit plane. 

e Direct transfer (TPI and Midcourse) 

If the AGS is in a direct transfer guidance routine and in the guidance steering sub- 

mode, the vehicle orients itself to the desired attitude in inertial space and remains 

fixed in inertial space. When absolute time exceeds the TPI burn time tigc, as 

would be the case for a midcourse maneuver when the rendezvous problem has not 

been retargeted, the guidance solution is in real time and LM attitude conforms to 

the changing solution. 

Orbital rate pitch steering maintains the LM X-body-axis along the local horizontal, using the external 

AV guidance routine and the guidance steering submode. The AGS can maintain the LM at any attitude 

in a local vertical coordinate frame during free flight. The X-inertial-axis can also be maintained, using 

the CSI guidance routine and the guidance steering submode, because the CSI maneuver is horizontal. 

This procedure is ideal for use between the orbit insertion phase and the CSI maneuver phase because the 

desired calculations (CSI) are performed simultaneously. If the calculated CSI maneuver is.a retrograde 

maneuver, the +X-body-axis points backwards and the Z-body-axis points along the local vertical and not 

toward the lunar surface. 

During open steering, the AGS is in control and the ATTITUDE CONTROL: PITCH, YAW, and ROLL 

switches are usually set to MODE CONT. Any channel can be overriden by setting the switch for that 

channel to PULSE or DIR. In some instances, manually orienting one LM axis more than 90° from the 

desired direction (AGS-computed) can cause the LM to rotate through large angles about the two AGS- 
controlled axes. In attitude hold and guidance steering, X-axis override can be accomplished through any 

desired angle. In Z-body-axis steering, Z-axis override can be accomplished through any desired angle. 

If manual override of any other steering channel is desired, the attitude excursion about that axis should 

be limited to less than 90° from the desired orientation computed by the AGS. 

   

  

Z-Body-Axis Steering. This submode is entered via the DEDA, using the address 400 and entering +20000. 

No DPS or APS thrust can be accomplished in this mode. The following options are available for specify- 

ing the desired direction of the Z-body-axis. 

e@ DEDA address 507+00000 

Orient the Z-body-axis toward the estimated direction of the CSM (used during 

rendezvous radar acquisition). 

e DEDA address 507+10000 

Orient the Z-body-axis in the desired thrust direction (used to perform small 

thrusting maneuvers along the Z-body-axis). 

In either option, with the Z-axis pointed in the desired direction, the X-body-axis is oriented parallel to 

the CSM orbit plane. If the +Z-body-axis is pointed ahead of the LM, the +X-body-axis is above the local 

LM horizontal plane. If the Z-body-axis is behind the LM, the +X-body-axis is below the local horizontal 

plane. The gain in the roll channel (Z-axis) decreases toward zero as the +Z-axis approaches a perpen- 

dicular orientation with respect to the CSM orbit plane. When perpendicular, the gain in the roll steering 

channel is zero for any orientation of the +X-axis. In this submode, the X-body-axis can be manually con- 

trolled by setting the ATTITUDE CONTROL: ROLL switch to PULSE or DIR and operating the ACA. 

Inertial Reference States. These states comprise followup, attitude control, and complete control. 

Followup State. In the followup state, the AGS can perform the following functions: 

LS 
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SY e Maintain an inertial reference frame and provide total attitude signals for display fein ay 

e@ Maintain the attitude error signals to the CES at zero (If automatic and followup 
discretes are present, error signals are computed. ) 

@ Use accelerometer inputs from the ASA to calculate LM current position and 

velocity in the inertial reference frame 

e@ Solve the LM abort guidance problem, using a specific guidance scheme 

e Accept initializing information from the PGNS downlink or the DEDA 

@ Command the engine on if the ascent engine-on signal or the descent engine-on 

signal is present, and command the engine off otherwise. 

The flight program and the AGS are in the followup state when the followup discrete is present. If the 

automatic discrete is present, the attitude error signals computed in accordance with the particular sub- 

mode in which the program is operating are displayed. If the automatic discrete is absent, attitude error 

signals are set to zero, 

In the followup state, the program issues an engine-on command every 40 milliseconds if the program is 

in the inertial reference mode and either the descent engine-on discrete or ascent engine-on discrete is 

present. Otherwise, the flight program issues an engine-off command every 40 milliseconds. 

Attitude Control State. The flight program and the AGS are in the attitude control state when the followup 

discrete, the abort discrete, and the abort stage discrete are absent. In this state, attitude error signals 

— computed in accordance with the particular submode in which the program is operating are used for 

attitude control and for display. If the automatic discrete is absent, the program is in the attitude hold 

submode. If the automatic discrete is present any submode is permissible. 

When the system is in the attitude control state, the program issues an engine-on command every 40 

milliseconds if the program is in the inertial reference mode and either the descent engine-on discrete or 

ascent engine-on discrete is present. Otherwise, the flight program issues an engine-off command every 

40 milliseconds. 

Complete Control State. The flight program and the AGS are in the complete control state when the 

followup discrete is absent and either the abort discrete or the abort stage discrete is present. In this 

state, attitude error signals computed in accordance with the particular submode in which the program is 

operating are used for attitude control and for display. If the automatic discrete is absent, the program 

is in the attitude hold submode. If the automatic discrete is present, any submode is permissible, except 

as follows: 

@ The program shall be held in the attitude hold submode when the abort stage discrete 

is present, from the time the ascent engine-on discrete is first received until a 

preselected time thereafter. The preselected time shall have a minimum range of 

0 to 10 seconds. 

e@ At the completion of a maneuver when the engine is commanded off because the 

conditions for issuing engine-on commands are no longer satisfied, the program 

automatically returns to the attitude hold submode. 

When in the complete control state and the following four conditions are simultaneously satisfied, the 

program issues an engine-on command every 40 milliseconds. Otherwise, the flight program issues an 

engine-off command every 40 milliseconds. 
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e The automatic discrete is present. 

@ The AGS submode selector has been set to guidance steering, via the DEDA, 

e  Ejther the ullage condition has been satisfied or the ascent engine has been burned 
while the LM is on the lunar surface. 

e Either the magnitude of velocity to be gained exceeds a specified threshold or the 
projection of velocity to be gained along the X-body-axis is in the +X-body-axis 
direction and exceeds the nominal ascent engine cutoff velocity impulse. 

The ullage condition is satisfied when the accumulated sensed velocity increments along the X-body-axis 
have exceeded a specified threshold in each consecutive 2-second computation cycle for three cycles. The 
ullage condition is reset and the count restarted if the accumulated sensed velocity increment along the 
X-body-axis falls below the specified threshold in any one 2-second computation cycle. 

Alignment Mode. Alignment consists of initializing the AEA to obtain an attitude reference to a desired 
inertial reference. The AGS causes the attitude error signals to the CES to be reduced to zero during the 
alignment mode. In response to an alignment submode instruction (a DEDA entry), the inertial reference 
frame is aligned to a reference frame of the three alignment submodes: PGNS-to-AGS alignment, lunar 
alignment, and body-axis alignment. 

The PGNS-to-AGS alignment submode aligns the AGS direction cosines to the attitude reference determined 
by PGNS Euler angles @, ¥, and ¢. (See figure 2.2-20.) The lunar alignment submode uses the local 
vertical sensed by the Y and Z accelerometers and a previously stored azimuth angle (4 1,), which is up- 
dated for lunar stay (subsequent missions) by the correction factor 46, for an attitude reference frame. 
The body-axis alignment submode uses current LM attitude as the attitude reference. 

PGNS-to-AGS Alignment Submode. This submode is used when AGS alignment is to be accomplished, 

using PGNS Euler angles. This submode is entered by keying the DEDA (400+30000, and ENTR); it should 
only be entered when the PGNS is operative. 

Lunar Alignment Submode. The AEA is aligned so that the computational inertial reference axes (Xj, Yj, 
Zj) coincide with the axes of a selenocentric coordinate frame with the X-axis along the lunar local vertical 
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NL (positive outward from the lunar center) and the Z-axis direction conceptually obtained by crossing the 

unit angular momentum vector of the CSM orbit with a unit vector along the X-axis. Compensated veloc- 

ity increments from the ASA Y-accelerometer and Z-accelerometer are used to determine the local 

vertical with respect to the instantaneous LM coordinates. 

The LM azimuth angle with respect to the CSM orbit plane at lunar touchdown is determined by storing, 

upon command of the DEDA, the AGS azimuth reference as defined by appropriate elements of the trans- 

formation matrix. An azimuth correction angle is subtracted from the stored reference to compensate 

— for the affects of lunar rotation during lunar stay and for any CSM plane changes. The azimuth correction 

angle (46), which updates the inertial Z-axis direction, is inserted via the DEDA (address 547) before 

lunar alignment. This factor is provided to the astronauts via voice link. 

The lunar alignment submode is entered by keying 400+40000, and ENTR on the DEDA. The astronauts 

can store the landing azimuth of the touchdown point by keying 413 and +10000 on the DEDA. 

Body-Axis Alignment Submode. For the body-axis alignment (orbital alignment) submode, the AGS inertial 

reference frame is made coincident with the LM axes. Body-axis alignment is achieved by keying 400 

+50000, and ENTR on theDEDA. To terminate this submode, the LM Pilot keys 400+00000 on the DEDA. 

Calibration. Calibration of the gyros and accelerometers comprises the following: 

e Lunar surface gyro calibration 

e In-flight gyro and accelerometer calibration 

@ In-flight accelerometer calibration only. 

Lunar Surface Gyro Calibration. This calibration is automatically selected by program control when 

calibration is selected via the DEDA. This program provides for gyro calibration, to update gyro fixed 

drift compensation while the LM is on the lunar surface. . Lunar surface calibration requires that lunar 

alignment has immediately preceded it. The program then stores the existing transformation matrix to 

provide a reference attitude. The input angular increment is compensated by the calibration equations to 

remove the lunar rotation rate. The angular errors of the AGS indicated attitude (as defined by the trans- 

formation matrix) with respect to the reference attitude are computed and used to maintain the AGS atti- 

tude alignment with the stored reference attitude, and to correct the gyro drift compensation. The gyro 

calibration routine provides updated values of 1K1, 1K6, and 1K11. (Refer to table 2. 2-16.) 

After lunar touchdown, 413+10000 should be entered via the DEDA. This entry stores AGS attitude for 

possible future lunar alignment, sets the AEA lunar surface signal, and inhibits accelerometer calibra- 

tion. The procedure for lunar surface gyro calibration is as follows: 

@ If the PGNS is operative, PGNS-to-AGS alignment is performed. If the PGNS is in- 

operative, lunar alignment is performed. The alignment must result in a Y-inertial- 

—— axis that is within 10° (half cone angle) of the lunar north polar axis. 

e After alignment, 400+60000 via the DEDA is entered. 

e Calibration requires 302 seconds. Completion can be verified by reading out 

DEDA address 400. At completion of calibration, the readout automatically returns 

to +00000 (attitude hold). 
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Table 2.2-16. Abort Guidance Section - Calibration Compensations — 

Equation 
Symbol Address Description 

1K1 544 X-gyro drift compensation coefficient 

1K6 545 Y-gyro drift compensation coefficient 

IK1L 546 Z-gyro drift compensation coefficient VS 

1K19 540 X-accelerometer bias compensation coefficient 

1K21 541 Y-accelerometer bias compensation coefficient 

1K23 542 Z-accelerometer bias compensation coefficient         
In-flight Gyro and Accelerometer Calibration. This calibration is automatically selected by the flight 
program when calibration is selected via the DEDA, and provides in-flight calibration to update gyro fixed 
drift compensation. This calibration takes place during free fall with the program in the calibrate, lunar 

surface flag absent, and the LM in the attitude hold steering submode. The gyro drift calibration uses the 

PGNS IMU Euler angles as reference. The program automatically selects PGNS-to-AGS alignment during 
the first 2-second cycle, to provide initial alignment of the AGS to the IMU. For the remainder of the 

calibration period, the program computes the angular errors of the AGS indicated body axes (as defined 
by the transformation matrix) with respect to the PGNS indicated body axes (as defined by the IMU Euler 

angles). The angular errors are multiplied by an appropriate gain factor and added to the AGS compen- 

sated angular increments, causing the AGS attitude reference (transformation matrix) to remain aligned 

to the IMU reference. Simultaneously, the accumulated error signals are multiplied by another gain 

factor and added to the gyro drift compensation so that, in steady state, the compensation is equal to the 

gyro drift. we 

In-flight calibration of the accelerometer static bias compensation takes place concurrently with in-flight 

gyro calibration. The accelerometer velocity increments accumulated during free fall are multiplied by 

an appropriate gain factor and added to the accelerometer bias compensation so that the compensation is 

equal to the accelerometer bias. Accelerometer calibration provides updated values of 1K19, 1K21, and 

1K23. (Refer to table 2.2-16.) In-flight calibration aligns the AGS and therefore it is not necessary to 

follow in-flight calibration with a PGNS-to-AGS alignment. In-flight gyro and accelerometer calibration 

should not be performed when the PGNS is inoperative. Instead in-flight accelerometer calibration only 
should be performed. The procedure for in-flight gyro and accelerometer calibration when the PGNS is 
operative and attitude rotation rate is less than 0.1° per second is as follows: 

e@ Set MODE CONTROL: AGS switch to ATT HOLD. 

e Enter 400+60000 via the DEDA. 

Calibration requires 302 seconds. Completion can be verified by reading out DEDA 

address 400, At completion of calibration, the readout returns to +00000 (attitude 

hold). 

In-flight Accelerometer Calibration Only. This procedure is performed when the PGNS is inoperative. 

In-flight accelerometer calibration only does not affect AGS alignment. The procedure for in-flight 

accelerometer calibration only is as follows: — 

@ Set AGS switch to ATT HOLD. 

@ Inhibit the RCS by setting the PITCH, ROLL, and YAW switches to DIR. The ACA 

must be left in detent (no manual control). 
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— e Enter 400+70000 via the DEDA 

Calibration is completed in 32 seconds. However, it takes 302 seconds for readout 
of DEDA address 400 to return to +00000 (attitude hold). 

2,2.3.3.7 | Abort Guidance Section - Guidance Routines. 

The AGS program contains the following guidance routines: 

— e Orbit insertion 

e Coelliptic sequence initiation (CSI) 

e@ Constant delta altitude (CDH) 

e Terminal phase initiation (TPI) 

e External sv. 

The routines are selected, using the DEDA. Refer to table 2.2-17 for the address and func- 
tion of each guidance routine. Guidance calculations associated with the selected routine are completed 
every 2 seconds of the submode selected. The LM, however, will not maneuver in accordance with the 
selected routine unless the AGS has control of the LM and the guidance steering submode is selected. 

Before beginning guidance operations, the AGS must be aligned and initialized with LM and 
CSM ephemeris data. Entry of LM and CSM ephemeris data is required because every guidance routine 
uses these data in the guidance and steering computation. Navigation data must be updated throughout the 
mission, using PGNS downlink data, the DEDA, or RR data. Navigation data must also be updated before 
CSI and TPI maneuvers. Propellant expenditure is highly dependent on the accuracy of these maneuvers. 

  

  

    

“s 

Table 2.2-17. Abort Guidance Section - Guidance Routines 

Address 
and Code Routine Function 

410 + 00000 Orbit insertion Engine and steering commands are generated to drive LM to specified 
orbit injection conditions. 

410 + 10000 CSI maneuver Engine and steering commands are generated to establish appropriate 
LM-CSM phasing TPI time. 

410 + 20000 CDH maneuver Engine and steering commands are generated to drive LM into orbit 
that is coelliptic with CSM. 

410 + 30000 TPI search AGS evaluates various direct transfer rendezvous solutions. Astronauts 
select desired solution. Thrusting is not performed with this routine. 

410 + 40000 TPI execute Engine and steering commands are generated to cause LM to be on 
CSM intercept trajectory. 

410 + 50000 External AV Engine and steering commands are generated to perform externally 
specified thrust maneuver. 
  

Orbit Insertion Routine. The orbit insertion routine provides attitude commands and engine-off commands 

to obtain predetermined cutoff conditions. These conditions are defined by the following targeting param- 

eters entered into the AEA via the DEDA: 

ed 
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e Insertion altitude; DEDA address 347 

@ Magnitude of the horizontal component of inertial velocity at burnout; DEDA 

address 507 

e Altitude rate at burnout; DEDA address 423. 

The attitude commands provide yaw steering of the LM into the CSM orbit plane by the time the cutoff 
conditions are attained. The capability of steering out a wedge angle of up to 2° is provided (assuming 
sufficient AV). When the velocity to go to cutoff (4Vg) reaches a preselected threshold, updating of the 
command attitude is terminated. The engine is commanded off when 4Vg reaches the nominal ascent 
engine tailoff velocity threshold and the total velocity to go is less than 100 fps. 

Coelliptic Flight Plan Rendezvous Guidance. When the principal foci of two orbits are coincident and 
when the products of the length of the semimajor axis and eccentricity of each orbit are equal, the orbits 
are considered to be coelliptic. This implies that when the two orbits are coplanar, they have coincident 
centers and vacant foci. The guidance routines are based on the assumption that deviations from co- 
planarity are small. Coelliptic orbits have an essentially constant differential altitude (constant 4h). 

The flight program contains a set of guidance routines for calculation of powered maneuvers required for 

the LM to execute a coelliptic flight plan for rendezvous with the CSM. This flight plan nominally calls 

for three powered maneuvers: 

e@ CSI (coelliptic sequence initiate) maneuver 

e@ CDH (constant 4h) maneuver 

e  TPI (terminal phase initiate) maneuver. 

In the nominal coelliptic flight plan, the LM is placed in an orbit coelliptic with that of the CSM by 
executing the CSI maneuver, then the CDH maneuver. In both of these maneuvers, the horizontal com- 
ponent of thrust is maintained parallel to the estimated CSM orbit plane. The CSI and CDH routines 
compute and control these maneuvers. An additional capability is provided for removing out-of-plane 
velocity in the CSI and CDH maneuvers, by using the external AV routine for control. To enable this, the 
required incremental velocities computed by both the CSI and CDH routines are automatically furnished 
to the external AV routine to target, in advance, the in-plane components of the burn, 

The final maneuver of the coelliptic flight plan sequence is the TPI maneuver, nominally a burn that 
places the LM on a direct intercept trajectory with the CSM. The maneuver is initiated when the angle 

of the LM-CSM line of sight with respect to the local horizontal is at a preferred value. The TPI 
routine computes and controls this maneuver; it may also be used for implementing subsequent midcourse 

correction maneuvers. 

Coelliptic Sequence Initiation Routine. Coelliptic rendezvous is initiated by the CSI burn, followed by a 
CDH maneuver. The magnitude of the CSI burn is computed so that, after the CSI and CDH maneuvers, 
the LM arrives at the desired TPI time with the desired LOS angle to the CSM. The CSI and CDH 
maneuvers are computed in the AGS X-Z inertial plane. The CSI routine computes the magnitude of the 
horizontal velocity increment (parallel to the CSM orbit plane) required to satisfy targeting conditions. 

The AGS time of the CSI routine is one targeting condition for the CSI maneuver. This entry is made by 

using DEDA address 275. Time to go until the CSI maneuver can be obtained by reading out address 313 

on the DEDA. 

After the CSI maneuver has converged to a solution, the time from the CSI to CDH can be obtained by 

using address 373 on the DEDA. Time until CDH (when less than 136 minutes) can also be obtained by 
using address 313. Other times available in the CSI routine are listed in table 2.2-13 (addresses 274, 
275, and 377). 
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— The angle that the projection of the LM-CSM LOS on the X-Z inertial plane makes with the LM local rot Ya 
horizontal at the desired TPI time (positive, measured clockwise from the local horizontal forward of the 
LM when looking in the direction of the +Y-inertial-axis) is another targeting condition. 

The CDH burn is performed at the time determined by the CSI routine. This time is the predicted time 
of LM arrival at the first or second crossing of the LM orbit line of apsides, following the CSI burn. A 
DEDA input (416+10000) specifies whether the CDH maneuver will be performed at the second crossing. 
Otherwise, it is assumed that the CDH maneuver will be performed at the first crossing. If the predicted 
radial rate (rg) is nearly zero at CSI coast, it is possible that the subsequent coast orbit would be 
circular. Selection of first or second apsidal crossing becomes meaningless for a circular orbit. 

The CSI routine is repeated three times every 2 seconds. The routine computes, and makes available for 
readout via the DEDA, the following parameters: 

e CSI iteration error 

e Time from CDH to TPI 

e Predicted differential altitude in the coelliptic orbit 

e Predicted coelliptic burn AV magnitude 

e Sign and magnitude of predicted horizontal (CSI) 4V 

e Predicted time from CSI to CDH. 

  

The CSI routine provides a real-time commanded attitude. The CSI horizontal 4V solution is valid at 
CSI time (tiga). When real time (t) becomes greater than tiga, the CSI routine is computed in real time. 

Constant Delta Altitude. The CDH routine computes, in real time, attitude commands and velocity incre- 
ment required to make the LM and CSM orbits coelliptic. The CDH routine provides commanded attitude 
such that the horizontal component of vehicle X-axis thrusting is parallel to the CSM orbit plane. 

The CDH routine is selected after completion of the CSI burn, by keying 410 and +20000 into the DEDA. 
When this occurs, targeting is accomplished automatically for the CSI routine, by the CSI computations. 
The CDH solution is computed for future time, predicted during the CSI routine, until real time exceeds 
the predicted burn time. The solution is thereafter computed in real time. 

If the CDH maneuver does not follow the CSI maneuver, the time to go until the CDH maneuver must be 
entered as a targeting constant. This is accomplished by keying address 315 on the DEDA. Addresses 
275, 310, and 377 are timing quantities available in this mode. i 

In a nominal mission, the CDH maneuver is assumed to occur after the CSI maneuver; therefore, 
targeting is accomplished automatically for the CDH maneuver by the CSI computations. The event 
timer is set by using the quantity T 4 (after the CDH routine is entered), which is the time to go until the 
CDH maneuver, if TA does not exceed 136 minutes. The times of interest during the CDH maneuver are 
listed in table 2. 2-18. 
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Table 2.2-18. Time (Minutes) Quantities Available in CDH Mode 

  

  

Address Quantization Equation Symbol Description 

310 0.01 Ta Time to go until CDH maneuver 

275 0.1 T. Time from CDH to nominal TPI maneuver 
predicted during CSI 

275 0.1 yl Nominal time of TPI maneuver (targeting 
. quantity) 

313 0.01 Sere Time to perifocus of present LM orbit 

377 O.1 t AGS computer time           
Terminal Phase Initiation Routine. The TPI maneuver begins the direct transfer to rendezvous. There 

are two direct transfer routines: one, primarily for mission planning (TPI search); the other, for 

performing the maneuver (TPI execute). The latter routine can also be used for mission planning if 

desired. In general, the routines are used together, in sequence, to perform the TPI maneuver, 

During mission planning, the object is to determine when direct transfer should occur. This determina- 

tion is based upon achieving the desired LOS angle between the LM and CSM. Once ignition time is 

determined, the AGS is switched to the alternate direct transfer routine and the maneuver is performed. 

This routine is used in the coelliptic rendezvous scheme, following the CDH maneuver. The CSI and 

CDH maneuvers are performed so that, at the nominal TPI time, the phasing between the LM and CSM is 

such that the desired LOS angle is achieved. 

Because of errors in the AGS (due to sensors, navigation, maneuver execution, etc), the desired LOS is 

not achieved at exactly the targeted TPI time. To determine when the desired LOS will be achieved and, 

thus, when to perform the maneuver, a direct transfer search guidance routine is available in the AGS 

(DEDA entry 410+30000), During this routine, the astronauts determine total velocity required to 

rendezvous, and perform the TPI maneuver based upon achieving a desirable value (TBD) of total 

velocity. The alternate direct transfer guidance routine (DEDA entry 410+40000) is used to actually 
perform the maneuver. 

There are two modes that can be used for the TPI maneuver. Tables 2.2-19 and 2. 2-20 define the time 

quantities of interest in each mode. 

Table 2.2-19. Time (Minutes) of Interest for TPI Search Routine 

  

  

| Address Quantization Equation Symbol Description 

1 310 0.01 : T, Input quantity. TPI search assumes TPI to 
occur in Tq minutes. 

373 0.1 tigc AGS computer time of TPI maneuver; 
output quantity. 

307 0.01 6 Input quantity. Time from TPI to intercept 
(assuming no burns after TPI). 

311 0.01 Ty Time to go until intercept; output quantity 

313 0.01 Tperg Time to perifocus of present LM orbit         
=( Q-..-O6#o82- 2 OOOO 00 F 
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Table 2.2-19. Time (Minutes) of Interest for TPI Search Routine (cont) 
  

  

Address Quantization Equation Symbol Description 

377 0.1 t AGS computer time 

306 0.01 a Time increment prior to rendezvous at 
which node is created 

312 0.01 Js Stable orbit offset         
  

Table 2.2-20. Time (Minutes) of Interest for TPI Execute Routine 

  

Address Quantization Equation Symbol Description 
  

  
373 0.1 tigc Either input quantity or quantity obtained 

from TPI search mode. This is AGS 
computer time of the TPI maneuver. 

310 0.01 Ta Time to go until TPI maneuver; output 
quantity. 

307 0.01 36 Input quantity. Time from TPI to intercept 
(assuming no burns after TPI). 

31L 0.01 Ty Time to go until intercept; output quantity. 

313 0.01 Therg Time to perifocus of present LM orbit 

377 0.1 t AGS computer time 

306 0.01 st Time increment prior to rendezvous at 
which node is created 

312 0.01 zp Stable orbit offset         
  

Epoch times input to the AEA via the DEDA are in units of minutes with a quantization level of 1/10 

minutes or 6 seconds. Epoch data used in the AGS for navigation updates via the DEDA must be valid at 

a multiple of 1/10 minute. If not, position errors of three miles for lunar missions could result due to 

roundoff of epoch time via the DEDA. 

External AV Routine. The external 4V routine accepts components of a velocity-to-be-gained vector in 

local vertical coordinates entered via the DEDA. A commanded attitude maintains the LM X-axis toward 
the resultant of the velocity-to-be-gained vectors in real time, independent of the required burn time. 

When ullage is sensed, and thereafter until the AEA is switched from the external AV, the external AV 

components remain fixed in inertial space. If the external AV routine (DEDA entry 410+50000) is 
initiated early or late, the desired orbit at cutoff is not achieved. Large timing errors result in large 

differences between the actual orbit obtained and the orbit desired. 

The AGS can maintain the LM in any attitude in a local vertical coordinate frame during free flight. The 

LM can be pitched at the orbital rate to maintain the X-axis along the local horizontal, using the external 

AV routine. A fictitious velocity-to-be-gained vector is entered via the DEDA to obtain the desired 

attitude. 

2,2.3.3.8 Abort Guidance Section - Descent or Ascent Engine and Thrust Chamber Assembly Burn. 

When the LM is under AGS control during coasting flight, the AGS can fire the descent or 

ascent engine or thruster(s). The AEA is programmed in such a manner that translational thrust is applied 
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in certain nominal directions. (Refer to table 2.2-21.) The nominal cant angle used by the AGS is con- 

trolled by two constants in the AEA computer (DEDA-accessible in octal): 

e  4K7 - Cant angle (radians) of thrust vector in the pitch plane. DEDA address 566. 

Positive sign indicates thrust vector is canted from the +X-body-axis 

toward the +Z-body-axis. 

© 4K8 - Cant angle (radians) or thrust vector in the yaw plane. DEDA address 
602. Positive sign indicates thrust vector is canted from the +X-body- TY 
axis toward the +Y-body-axis. 

Table 2.2-21. Abort Guidance Section - Translational Thrust 

  

  

Engine Direction of Thrust Assumed by AEA 

Descent +X-body-axis 

Ascent Canted. Cant angle data are used by AEA to 
account for canted thrust direction. 

TCA The +X, #Y, +Z thrust chamber assemblies 
assumed to thrust along #X-, +Y-, +Z-body- 
axes, respectively.         

Before in-orbit maneuvers, the astronauts choose which TCA(s) will be used. The AGS must 

be informed, via the DEDA, of the decision to fire the ascent engine, so that steering transients will not 

occur at the start of the burn. Before AGS-controlled orientation to the desired thrust attitude, the fol- 

lowing DEDA selection should be entered or verified: g ‘ion e entere J 

e DPS or RCS: DEDA entry 411+00000 

e APS: DEDA entry 411+10000. 

Regardless of the selection, the AEA assumes the canted thrust direction whenever the 

APS-on discrete is received. (See figure 2. 2-21.) 

  

        
     

    
    
   

To ‘AEA ASSUMES 
STEERING Apress APS DISCRETE APS OFF NONCANTED 

(2) THRUST VECTOR LOGIC    

    AEA ASSUMES CANTED THRUST VECTOR IN ~ 
STEERING EQUATIONS 

STEERING 
200uK6258 

Figure 2.2-21. Canted Thrust Selection Logic YJ 
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Descent or Ascent Engine Burn. To prepare for an engine burn under AGS control, the following con- 
ditions are required: 

e Condition No, 1 - The GUID CONT switch must be set to AGS. This removes the 
followup signal to the AGS. 

e Condition No. 2 - The MODE CONTROL: AGS switch must be set to AUTO. This 

transmits an auto discrete to the AGS and removes the AGS from attitude hold. 

e@ Condition No. 3 - The ABORT pushbutton must be pressed. This arms the DPS. 

e Condition No. 4 - The ABORT STAGE pushbutton must be pressed. This arms 

the APS. 

@ Condition No. 5 - +10000 must be entered into DEDA address 400. This enables 

the engine-on signal and guidance steering. 

Conditions No. 1, 2, and 5 are sufficient for the AGS to assume control and orient the LM with the 

selected guidance routine. However, to fire the descent or ascent engine additional conditions (conditions 

No. 6 or 7, and 8 must be met). 

Velocity To Be Gained. For the engine-on discrete to be issued to the CES, one of the following conditions 

must be met: 

e@ Condition No. 6 - The magnitude of the velocity-to-be-gained vector, as computed 

in the AEA, must exceed 100 feet per second. 

e@ Condition No. 7 - The component (sign and magnitude) of the velocity-to-be-gained 

vector must exceed the engine tailoff AV value (currently +2.1 fps). 

Ullage. Before an engine can be fired, the AGS must sense ullage. Ullage must be supplied manually by 

pressing the + X TRANSL pushbutton until the engine fires. The condition governing the AEA recognition 

of ullage is as follows: 

e Condition No. 8 - The AEA recognizes whether the sensed velocity change per 

2-second compute cycle equals or exceeds 0.2 fps in the +X-body-axis direction 
for three consecutive compute cycles. 

If the sensed velocity increment drops below 0.2 fps on a 2-second compute cycle, an engine-off discrete 

is sent to the CES. Before the engine can be fired again, the AGS must again establish the ullage 

recognition condition. During the powered-flight abort staging sequence, the sensed velocity accumulated 

over any 2-second period will exceed 0.2 fps; therefore, ullage is maintained and the AEA generates 
continuous engine-on signals. 

Satisfaction of Ullage Condition Due To Angular Accelerations. The maximum distance between the ASA 

and the LM center of gravity is approximately 10 feet in the +X-body-axis direction and 5 feet in the 
+Z-body-axis direction. There is effectively no displacement in the Y-body-axis direction. Because 

the ASA is offset in the Z-direction, angular accelerations about the pitch axis could cause the pillage 

condition to be satisfied. The required angular acceleration is slightly greater than 1° /second2 and must 

exist for a minimum of 6 consecutive seconds. 

If all conditions for engine burn, except the ullage condition, are satisfied and the LM is to be reoriented 

through a large angle under AGS control, the engine STOP pushbutton must be pressed until LM reorienta- 
tion has occurred, to avoid sending the engine-on command. 
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Conditions for descent or ascent engine burn are as follows: 

e To fire the descent engine, conditions No. 1, 2, 3, 5, 8, and either or both 6 

and 7 are sufficient. 

e To fire the ascent engine, conditions No. 1, 2, 4, 5, 8, and either or both 6 
and 7 are sufficient. 

Lunar Surface Lift-Off. On the lunar surface ullage is automatically generated and the orbit insertion 

guidance routine generates a large value of velocity to be gained. To ascend to orbit insertion, the 
following are required: 

e The GUID CONT switch must be set to AGS; the MODE CONTROL: AGS switch, to 
AUTO. 

@ The submode must be guidance steering (DEDA entry 400+10000). 

e@ The AEA guidance routine must be orbit insertion (DEDA entry 410+00000). 

e@ The ABORT STAGE pushbutton must be pressed. The AGS will issue an engine-on 
discrete igniting the ascent engine. 

Manual Engine Operation, If an engine is fired by pressing the engine START pushbutton, it can only be 
shut down by pressing the engine STOP pushbutton (unless fuel depletion or staging occurs first). If the 
engine is manually fired, the AGS will not shut it down. When an engine is manually fired, the astronauts 
can monitor 4Vgx (quantized at 1 fps) via DEDA address 500 and press the engine STOP pushbutton when 

AVgx is near zero. 

Thrust Chamber Assembly Burns. TCA translation can be used with AGS, steering control when the 
following are performed: 

e@ Conditions No. 1, 2, and 5 must be established in sufficient time for the LM to 

orient to the desired thrust attitude. 

@  DEDA address 500 must be selected for AVgx readout. 

e The ATT/TRANSL must be set to the desired number of jets (2 or 4). 

@ The engine STOP pushbutton must be pressed. This inhibits the engine-on 
discrete. 

@ The ABORT or ABORT STAGE pushbutton must be pressed. This provides for 
attitude hold at the end of the burn. 

e At maneuver time, use the TTCA to null the DEDA reading. 

e When 4Vgx equal zero, reduce thrust to zero. 

2.2.3.3.9 Abort Guidance Section - Thrust Termination. 

When the LM is under PGNS control, the AGS outputs engine-on or engine-off discretes, 
which are followups of the actual engine condition. These discretes are inhibited when the GUID CONT 
switch is in the PGNS position. When the LM is under AGS control, the engine-off discrete is sent to the 
CES when the velocity-to-be-gained magnitude falls below the threshold value. 
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Ascent or Descent Engine. When the AGS sends an engine-off discrete to the CES, the ascent or descent 
engine thrust automatically terminates, provided the engine was not turned on by pressing the engine 
START pushbutton. Under AGS control, the engine-off discrete is generated if any of the following 
conditions occur: 

¢ Velocity-to-be-gained magnitude is equal to or less than 100 fps and the component 
of the velocity-to-be-gained vector resolved along the +X-body-axis is equal to or 
less than 2.1 fps. 

e Ullage recognition signal (less than 0.2 fps sensed AV in a 2-second computer 
cycle) is lost. 

e Address 400 does not contain the value +10000. 

Attitude Hold. If the MODE CONTROL: AGS switch is set to ATT HOLD during an AGS-controlled 
powered maneuver, the AGS is placed in an engine followup mode. The existing LM attitude and the 
engine-on discrete to the CES are maintained; an engine-off discrete is inhibited by the MODE CONTROL: 
AGS switch. The astronauts can assume manual attitude control by moving the ACA out of detent. When 
this option is used, thrust must be manually terminated. Returning the ACA to the detent position and 
setting the MODE CONTROL: AGS switch to AUTO allows the AGS to resume guidance control; thrust 
terminates when the velocity-to-be-gained magnitude has decreased to the threshold established for 
engine shutdown. 

Thrust Chamber Assemblies. The following procedure applies to each axis individually if axis-by-axis 
translation is being performed (LM in attitude hold) or to the X-body-axis if AGS steering is used: 

© Monitor, via the DEDA, the velocity-to-be-gained magnitude in the appropriate 
thrust direction. (Refer to table 2. 2-22.) 

e Terminate thrust manually with the TTCA when velocity to be gained (along the 
appropriate axis) is zero. 

In the AGS steering mode, the LM is placed in attitude hold when thrust terminates. If the thruster burn 
has continued long enough (longer than 6 seconds) for the ullage recognition signal to be generated in the 
AEA, the AGS switches to attitude hold when 4Vgx is equal to, or less than, 2. lfps. If the burn is too 
short for ullage recognition or if thrusting along the Z-body-axis, the AGS orients the LM +X-body-axis 
along the direction of the residual AV vector after thrust termination. This could produce an undesired 
LM rotation in an attempt to align the +X-body-axis along the residual AV vector. 

Table 2.2-22, Abort Guidance Section - Thrust Directions 
  

  

  

DEDA (Least Significant Digit) 

Quantity* DEDA Address Units Lunar Mission 

Vex 500 fps 0.1 

Vey 501 fps 0.4 

AVgz 502 fps 0.1         
*These quantities are computed every 40 milliseconds and updated on the DEDA display 
every half second.       
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In addition, in the AGS steering mode, when velocity to be gained is less than 15 fps and the sensed AV in 

the +X-body-axis direction exceeds 0.2 fps in a 2-second computer cycle, the AEA ceases updating the 

desired thrust direction. To avoid undesired LM rotations, the procedure for performing TCA burns of 
less than 15 fps when AGS steering is used is as follows: 

@ The GUID CONT switch must be set to AGS; the MODE CONTROL: AGS switch, to 

AUTO. 

e@  DEDA entry 400+10000 (guidance steering) must be verified. 

e Immediately preceding the maneuver (within 10 seconds), the MODE CONTROL 

switch must be set to ATT HOLD. 

@ 4Vgx must be monitored via DEDA address 500. 

e@ The maneuver must be performed with the +X TRANSL pushbutton. 

e TCA thrusting must be terminated when OVex is zero. 

If the option to perform a Z-body-axis thruster burn with the LM Z-body oriented in the desired thrust 

direction is chosen (DEDA entries 400+20000 and 507+10000), set the MODE CONTROL: AGS switch 
to ATT HOLD when velocity to be gained along the Z-body-axis is less than 15 fps. 

2.2.3.3.10 General Operation of Abort Guidance Section. (See figure 2.2-22.) 

Control of the LM by the AGS depends on the settings of various cabin switches and on DEDA 

entries. Attitude control, using the RCS, must be under mode control [ROLL, PITCH, and YAW 

ATTITUDE CONTROL switches (panel 3) set to MODE CONT]. 

For the AGS to effect guidance steering (not merely attitude hold) and engine control, the 
GUID CONT switch must be set to AGS and the MODE CONTROL: AGS switch must be set to AUTO. For 

nominal DPS operation, the ENG ARM switch is set to DES and the engine START pushbutton is pressed. 

For abort DPS operation, the ABORT pushbutton (panel 1) is pressed to arm the descent engine. Ascent 
engine operation is similar to descent engine operation, except that the ENG ARM switch is set to ASC. 
For APS operation in abort situations, with the descent stage attached, the ABORT STAGE pushbutton 

(panel 1) is pressed to arm the ascent engine. 

The MODE SEL, ATTITUDE MON, and RATE/ERR MON switches (panels 1 and 2) are used 
to monitor AGS maneuvers. When these switches are set as indicated in figure 2.2-21, the FDAI's 
X-pointer indicators, and the ALT and ALT RATE indicators display the information required to monitor 

AGS operations. 

The AGS STATUS switch (panel 6) provides power to the AGS when the AC BUS B: AGS and 
STAB/CONT: ASA and AEA circuit breakers are closed. With the AGS STATUS switch set to OFF, 
closing the ASA circuit breaker causes the ASA to be in a temperature-controlled condition. Closing the 

AEA circuit breaker causes power to be applied to the AEA. Closing the AGS circuit breaker applies 
15-volt (rms), 400-cps power to the AGS power supply. 

Initial conditions for AGS operation require that the AGS STATUS switch be set to STANDBY, 

then to OPERATE. The time between closing the circuit breakers and setting the AGS STATUS switch to 

OPERATE should be 40 minutes; for at least the last 25 minutes, the switch should be set to STANDBY. 

Degraded performance is available after 10 minutes in the standby mode. When the AGS STATUS switch 
is set to OFF, the AEA has no functional capability. After 20 seconds in the standby mode, the AEA can 
accept the CDU zero signal and integrate the PGNS Euler angle changes. Complete AFA capability is 

afforded when the switch is set to OPERATE. In the operate mode, the AEA enters a core-priming 
routine that ensures that the memory is properly magnetized. 

AGS operations are performed mainly through two DEDA addresses: 400 and 410. (Refer 
to table 2.2-11.) Address 400 is the AGS submode selector; address 410, the guidance routine selector, 
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The selected routine is computed every 2 seconds, regardless of the submode selected. The AGS does 
not respond to orient the LM in accordance with the routine selected, unless DEDA address 400 (mode 
selector) is set to +00000 (attitude hold), +10000 (guidance steering), or +20000 (Z-axis steering). 

When the LM is under full AGS control, the engine-on signal cannot be generated unless the 
guidance steering submode is selected. The engine-on signal is automatically generated after ullage has 
been sensed for three (DEDA-accessible constant) consecutive computer cycles (2 seconds per cycle). 
The AGS recognizes ullage to have occurred when the average acceleration in the +X-direction exceeds 
0.1 fps2. (The average acceleration is DEDA-accessible.) The ASA (containing the accelerometers) is 
located ahead of the center of gravity (in the +X-direction). Therefore, LM rotations cause sensed 
accelerations in the -X-direction. For this reason, LM rotations cannot cause the AGS to sense that 

ullage has occurred. 

When the LM is not under full AGS control (neither the ABORT nor ABORT STAGE push- 
button has been pressed, or the MODE CONTROL: AGS switch is not set to AUTO, or the GUID CONT 
switch is not set to AGS), the AGS issues engine commands (on or off) that duplicate actual engine 
operation. 

Under full AGS control, the ascent or descent engine is automatically commanded off when 
the velocity to be gained in the +X-direction is less than the nominal ascent engine thrust decay velocity 
and if the total velocity to be gained is less than a prescribed threshold (a DEDA-accessible constant 
currently set at 100 fps). This dual check maintains the engine on if an abort occurs during powered 
flight with the LM incorrectly oriented for the abort maneuver and the velocity to be gained large (greater 
than the 100-fps threshold). 

When the velocity to be gained (LM under full AGS control) is less than 15 fps and the 
sensed thrust acceleration level in the +X-direction is greater than 0.1 fps2, the desired thrust direction 
is fixed in inertial space (a form of attitude hold). If this were not done, the LM desired attitude might 
go through an undesirably wide excursion in an attempt to achieve perfect velocity cutoff conditions, 
Large variations near the end of a maneuver are undesirable. The velocity cutoff errors incurred by 
fixing the desired attitude before engine cutoff are small. After the maneuver is completed, small cutoff 
errors can be removed (if desired) by the axis-by-axis velocity trim capability of the AGS. 

The descent stage is staged (when the AGS is in control) by pressing the ABORT STAGE 
pushbutton. The staging sequence begins only when engine-on commands are issued. During a thrusting 
maneuver, the staging sequence begins immediately upon pressing the ABORT STAGE pushbutton (assum- 
ing that all panel controls that transfer control of the LM to the AGS have been set properly). The AGS 
senses sufficient average thrust acceleration throughout the staging maneuver to maintain ullage. When 
the AGS receives verification from the CES that the ascent engine is on, the AGS automatically enters the 
attitude hold submode. After a prescribed interval, between zero and 10 seconds (DEDA-controlled, 
presently set at 1 second), the AGS automatically enters the normal guidance steering submode. 

When the PGNS controls the LM (GUID CONT switch set to PGNS), the AGS is in the followup 
mode. Manual control of the LM by the astronauts (MODE CONTROL: PGNS switch set to ATT HOLD, 
attitude controller out of detent) also causes the followup signal to be routed to the AGS. In the followup 
mode, the AGS follows the PGNS by routing engine commands (on or off) in accordance with ascent or 
descent engine operation and provides zero attitude control error signals. The AGS provides attitude 
error signals (corresponding to the AEA guidance solutions) for the FDAI's when the PGNS is in control, 
the MODE CONTROL: PGNS switch is set to AUTO, the ATTITUDE MON switch is set to AGS, and the 
RATE/ERR MON switch is set to LDG RDR/CMPTR. 

2.2.3.4 Rendezvous Radar, (See figure 2.2-23.) 

The RR provides LOS range, range rate and antenna angular data to the LGC and to the LM 
cabin displays. By DEDA entry, the AEA is supplied with range and range rate data for a computer- 
controlled (LGC or AEA) rendezvous of the LM and CSM. 

The RR, when search-sweeping or tracking and locked on to the RR transponder in the CSM, 
is a continuous-wave coherent system, which uses phase-lock techniques in the radar and in the trans- 

ponder. When operating with the LGC, the RR derives range, range rate, and shaft and trunnion angle 
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data and routes these data to the LGC. The AEA state vector is automatically updated by range and range 
rate data from the LGC or by manually inserting this data via the DEDA. Range is determined by meas- 
uring the time delay between the transmitted signal and the received signal. Range rate is determined by 
measuring the two-way Doppler shift of the carrier signal received from the transponder. The RR has 
an unambiguous range capability from 80 feet to 400 nm and a range rate capability from -4, 900 to 
+4, 900 fps. 

Range and range rate data are accepted by the LGC only upon program demand. The CDU 
continuously receives the shaft and trunnion angles, converts them to digital form, and sends these data 
to the LGC upon program demand. In addition to the RR outputs to the LGC, range and range rate are 
displayed in the cabin. The shaft and trunnion angles and angle rates are indicated as elevation and 
azimuth angles by the X-pointer indicator and as pitch and yaw rates by the FDAI on panels 1 and 2. The 
azimuth and yaw indications are derived from the trunnion angles; the elevation and pitch indications, 
from the shaft angles, 

The RR consists of an antenna assembly and an electronics assembly. The antenna assembly 
multiplies the 102. 425-mce carrier signal generated in the electronics assembly by 96, to obtain the 
9832. 8-mc transmitter signal. In free flight, the LGC computes the LOS angle to the CSM and then points 
the LM +Z-axis to the CSM target. The LGC designates the RR antenna angles, pointing the RR antenna 

to the target, so that the 9832. 8-mc transmitter signal can be acquired by the transponder. 

The transponder sweeps +104 kc about its nominal 9792-mc transmitter frequency until the 
RR 9832-me signal is detected. Concurrent with automatic detection, the transponder halts the frequency 
sweep and acquires the RR transmitter signal by phase locking to the carrier frequency. The transponder 
side-steps the RR transmitter signal 40.8 mc to 9792 mc and transmits the 9792-mce signal for acquisition 
by the RR. 

The RR search-sweeps until it acquires the transponder-transmitted signal, then locks on to 
the 9792-me carrier frequency. At this time the radar angle-tracking loop is closed between the RR and 
the transponder. The RR modulates its transmitted 9832. 8-me signal with range tones. The transponder 
demodulates the RR-transmitted signal and modulates its 9792-mc signal with the range tones phase- 
coherent with the range tones present on the received RR transmitted signal. 

The transponder signal is received by a four-port feedhorn. The feedhorn, arranged in a 
simultaneous lobing configuration, is located at the focus of a Cassegrainian antenna. (See figure 2. 2-24). 
If the transponder is directly in line with the RR antenna boresight, the transponder signal energy is 
equally distributed to each port of the feedhorn. If the transponder is not directly in line, the signal 
energy is unequally distributed among the four ports. 

The RF signal passes through a polarization diplexer to a comparator, which processes the 

RF signal to develop sum and difference signals. The sum signal represents the sum of energy received 
by all feedhorn ports (A+B+C+D). (See figure 2.2-24.) The difference signals, representing the differ- 
ence in energy received by the feedhorn ports, are processed along two channels: a shaft-difference 
channel and a trunnion-difference channel. The shaft-difference signal represents the vectoral sum of 
the energy received by the vertically adjacent ports (A+D)-(B+C) of the feedhorn, The trunnion-difference 
signal represents the vectoral sum of the energy received by the horizontally adjacent ports (A+B)-(C+D) 
of the feedhorn. The comparator outputs are heterodyned with the transmitter frequency (9832.8 mc) to 
obtain three 40. 8-mc IF signals. The sum channel (reference), trunnion channel, and shaft channel of 
the preamplifiers amplify their respective IF signals, which are then routed to the receiver subassembly 

of the electronics assembly. 

The electronics assembly furnishes crystal-controlled signals, which drive the RR trans- 
mitter and provide a reference for processing the return signal. The electronics assembly also supplies 

servo drive signals for antenna positioning and angle tracking. The frequency synthesizer subassembly 
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Figure 2,2-24. Rendezvous Radar Antenna Assembly 

develops the carrier frequency (102.425 mc), which is multiplied, by 96, to 9832.8 me (X-band) in a multi- 
plier chain in the antenna assembly and phase modulated by three tones (200 cps, 6.4 kc, and 204.8 kc). 
The tones are generated by a reference generator in the range tracker. The receiver subassembly pro- 
cesses the three 40-mc IF preamplifier outputs in three separate channels. The three 40. 8-mc IF signals 
(sum, trunnion, and shaft) are converted into 6.8-mc IF signals. The sum signal (6. 8-mc IF) is fed to 
the range tracker subassembly. 

The range tracker sequentially compares the phase of the 200-cps, 6.4-kc, and 204. 8-ke 
return modulations with the phase of the reference signals from a reference counter, to provide range 
information to the signal data converter. This operation cannot take place until the frequency tracker has 

locked up and the LGC has issued an auto track enable signal so that the range tracker can lock up. 
Comparison of the phase of the return and reference signals provides unambiguous ranging from 80 feet 
to 400 nm. The range output is fed to the LGC and to the cabin displays. 

The sum signal output of the receiver subassembly is also fed to the frequency tracker sub- 
assembly. The received frequency is not constant; it varies with the range rate between the LM and the 
CSM. The difference in frequency (Doppler frequency) is a function of the rate of change of range. By 
measuring the Doppler frequency, the range rate may be determined. The frequency tracker subassembly 
detects the Doppler frequency by continuously comparing the received frequency, after it has been con- 
verted to 6.8 mc in the receiver subassembly, with a reference frequency. A voltage-controlled 
oscillator (VCO) in the frequency tracker subassembly is maintained at the received frequency plus 
Doppler frequency by means of an automatic phase-lock loop. Any change in Doppler frequency results 
in a corresponding change in VCO frequency. The instantaneous frequency of the VCO is a function of 
range rate. Range rate data are fed to the LGC and to the cabin displays. 

The Doppler frequency component must be eliminated from the ranging and antenna- 
positioning circuits because it would cause inaccuracies. Therefore, the loop that controls the VCO 
frequency encompasses part of the receiving circuits. A feedback loop removes the Doppler frequency 

from the ranging and antenna-positioning circuits, but maintains the VCO at the received frequency 
(6.8 mc + Doppler frequency). 
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After double conversion to 1.7 mc in the receiver, the trunnion- and shaft-difference signals 
are demodulated, using the sum signal as a reference. The trunnion- and shaft-difference (pointing error) 
signals obtained are used to torque gyros, which then provide trunnion- and shaft-axis servo drive signals 
for correcting antenna pointing errors.. The position of the transponder with respect to the RR boresight 
determines the antenna pointing error signals generated. With the RR boresight facing above or below 
the transponder, a shaft pointing error signal is generated only in the shaft angle error detector. With 
the RR boresight facing to either side of the transponder, a trunnion error pointing signal is generated. 
AnAGC loop in the receiver subassembly makes the output of the angle error detector dependent on the 
antenna angle error only, and independent of signal amplitude. The output of the angle error detector 
causes the motor of the antenna trunnion and shaft to position the antenna so that the boresight is aligned 

with the CSM. 

A gyro-stabilization loop compensates for vehicle angular motion. When tracking the trans- 
ponder, RR antenna attitude indicates the direction of the transponder with respect to the LM. Resolvers 
transform the antenna-to-LM vehicle angles into electrical signals, which are fed to the LGC through the 
CDU. When the antenna is in antenna orientation No. 1, angular data are also routed to the LM displays. 

2.2.3.4,1 | Modes of Operation. 

The RR operates in three modes: automatic tracking, slew (manual), and LGC control. The 
RENDEZVOUS RADAR selector switch (panel 3) is used to select the mode of operation. 

Automatic Tracking Mode. The automatic tracking mode is selected by setting the RENDEZVOUS RADAR 
selector switch to AUTO TRACK. This mode enables the RR to track the CSM automatically after it has 
been acquired; tracking is independent of LGC control. When this mode is selected, tracking is maintained 
by comparing the received signals from the shaft and trunnion channels with the sum channel signal. The 
resultant error signals drive the antenna, thus maintaining track. 

Slew Mode. The slew (manual) mode is selected by setting the RENDEZVOUS RADAR selector switch to 

SLEW. This mode enables an astronaut to slew the antenna manually to a position for acquisition of the 
CSM. 

LGC Control Mode. The LGC control mode is selected by setting the RENDEZVOUS RADAR selector switch 
to LGC. In this mode, the LGC automatigally controls antenna positioning, initiates automatic tracking 
once the CSM transponder is acquired, and controls change in antenna orientation. When this mode is 

selected, the RR sends a RR power-on/LGC discrete to the LGC. Automatic control of RR search and 
acquisition is provided by the PGNS, which transmits LGC-derived slewing commands to position the RR 
antenna. 

2,2.3.4.2 General Operation. (See figure 2.2-25.) 

The LGC positions the radar antenna at an angle such that its transmitted continuous-wave 

radiation can be received at the transponder. When the antenna is within 0.5° of the LGC-estimated 

direction to the transponder (a total maximum antenna pointing error of 2.5°), the LGC provides an auto- 

track-enable signal that initiates the tracking function. The antenna boresight may be as much as 2.5° 

off the target LOS due to cumulative mechanical, electrical, and LGC programming errors. After the 

frequency tracker has locked up with the transponder carrier frequency (9792 mc), the RR angle-tracks 
the transponder target. The enable signal causes the RR to track the target automatically, independent of 

LGC control. During tracking, the RR supplies shaft and trunnion angles to the LGC via the CDU analog- 

to-digital converters. 

The shaft and trunnion resolver outputs are routed through the SHFT/TRUN < switch 

(panel 1) and the RATE/ERR MON switch to the FDAI error needles. With the RATE/ERR MON switch 

set to RNDZ RADAR, the shaft angle signals are applied to the pitch error needle and the trunnion angle 
signals are applied to the yaw error needle. The SHFT/TRUN < switch provides the desired scaling 

factor (45° or +50°) for the resolver outputs. With the RATE/ERR MON switch set to RNDZ RADAR, the 

shaft and trunnion rates, corresponding to RR boresight angular rates, are routed through the 

X-POINTER SCALE switch (panels 1 and 3) for display on the X-pointer indicator (panels 1 and 2): the 

ELEV RT and AZ RT placarding on the indicators are illuminated. The setting of each X-POINTER 

SCALE switch determines whether the X. 1 or X1.0 placarding on the associated indicator is illuminated. 
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The RR angle-tracking loop cannot be completed until the transponder is phase locked to the 
RR signal and the RR receiver is phase locked to the transponder signal. In the RR, lock-on to the 
transponder signal (9792 mc) activates ranging modulation and the ranging tracking error is nulled within 
11 seconds after the RR locks on to the transponder signal or after the LGC issues the auto-track-enable 

discrete, whichever is completed last. After range and range rate lock-on are completed, the RR issues 
a data-good discrete to the LGC. The NO TRACK light (panel 3) is extinguished. Range and range rate 
data are now available to the LGC and to cabin displays. Besides shaft and trunnion angles, angle rate 
data are available to cabin displays. 

If the target is lost during LGC mode tracking, the NO TRACK light goes on, indicating that 
the RR is not locked on to the CSM. A no-track signal supplied to the CWEA causes the RNDZ RDR 
caution light (panel 2) to go on. The PGNS takes control and positions the antenna to regain acquisition 
and automatic tracking. The acquisition sweep generator in the frequency tracker begins to sweep and 
continues sweeping until acquisition is achieved and angle tracking is restored. When ranging circuits 
in the electronics assembly achieve lock-on, the data-good discrete is restored, allowing range and range 
rate from the electronics assembly to be accepted by the LGC and routed through the RNG/ALT MON 
switch (set to RNG/RNG RT) to the RANGE and RANGE RATE indicators (panel 1). 

With the RENDEZVOUS RADAR selector switch set to SLEW, the RR is operated in the slew 
mode, using the SLEW and SLEW RATE switches (panel 3). With the SLEW RATE switch set to HI, the 
slew rate is a nominal 7° per second; with the switch set to LO, the slew rate is a nominal 1.3° per 
second. The astronaut can slew the antenna in the desired direction by holding the SLEW switch in the 
required position (UP, DOWN, LEFT, or RIGHT) and using the proper slew rates for the periods of time 
required. When automatic tracking is desired, the RR must be placed in the automatic-tracking mode or 
LGC mode. 

Setting the RADAR TEST switch to RNDZ implements the RR self-test. The TEST/MONITOR 
switch and the SIGNAL STRENGTH indicator (panel 3), provide readout of the test parameters for AGC, 
transmitter power, and shaft- and trunnion-angle errors. Shaft- and trunnion-angle rates are read on the 
X-pointer indicator; angles, on the FDAI. The range and range rate self-test parameters are monitored 
on the RANGE and RANGE RATE indicators. The astronauts can monitor antenna temperature, using the 
TEMP MONITOR switch and the TEMP indicator on panel 3. If antenna temperature exceeds the tempera- 
ture limits (-15.6° to 148. 8°F), the CWEA turns the HEATER caution light (panel 2) on. 

In the LGC control mode, the antenna is automatically reoriented from antenna orientation 
No. I to antenna orientation No. II by LGC-programmed slewing commands. This antenna reorientation 
involves a specific combination of single-axis, alternate shaft and trunnion slewing to move the antenna to 
within the desired region. Dual-axis control commences after the antenna reaches the desired region. 

The PGNS gains control of the RR antenna when the LGC receives the RR power-on/LGC 
discrete. This signal is initiated, with the PGNS: RNDZ RDR circuit breaker closed, by setting the 
RENDEZVOUS RADAR selector switch to LGC. The LGC initializes the control loops by sending the zero 
RR-CDU discrete to the CDU (RR channels). This discrete clears the read counters in the trunnion and 
shaft CDU section and inhibits transmission of incrementing pulses from the read counters. The error 
counters are also cleared and inhibited by a logic circuit within the CDU. The LGC removes the zero 
discrete to enable the read counters and issues a RR-CDU error-counter-enable discrete to enable the 
error counters. The LGC then begins sending pulses representative of positioning angles to the digital- 
to-analog converters. The resulting analog signal is routed to the radar electronics to position the 
antenna. The signals are applied to the antenna-mounted gyros, which are torqued, and the resulting 
error signals are applied to the servomotors via servoamplifiers. Positioning data are obtained from the 
resolver signals. These data are applied to the analog-to-digital converter in the CDU, which converts 
the positional angles to digital pulses and then routes these pulses to the LGC. 

In positioning the antenna to LOS with respect to the CSM, the LGC commands a maximum 

slew rate of 7° per second until the antenna boresight is within 7° of LOS with the CSM target. Within 
7° of LOS, the LOS slew rate decrease (in degrees per second) is equal to the angular error decrease 
(in degrees) between the antenna boresight and the LOS with respect to the CSM. The slew rate decreases 
and then terminates when the RR acquires the CSM target. 
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\ 2.2.3.4.3 | Antenna Orientation. (See figures 2. 2-26 and 2, 2-27.) GN&Cs 

The attitude of the antenna axis with respect to the LM axes depends on its antenna orienta- 
tion. There are two types of antenna orientation: antenna orientation No. I and antenna orientation No. II; 
both can be manually initiated by the astronauts by DSKY entries. The operational and mechanical limits 
for antenna orientation No. I and II are depicted in figures 2. 2-26 and 2.2-27, respectively. The RR 
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FX-AXIS Notes: 
90° 1. The X, ¥ and Z axes shown are the LM axis. 

4 2. All positions defined in degrees are the 
1 ‘antenna boresight direction. The -+ Z-axis 

pla SHAFT (PITCH) | (forward) is the zero (0°) reference. 
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-X-AXIS. 
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ANTENNA COVERAGE (MECHANICAL LIMITS) 006.9 

Figure 2.2-27, Rendezvous Radar - Antenna Orientation No. II 

antenna performs within the operational limits with optimum accuracy and minimum degradation. The 
operational limits are the LGC program limits and operational slewing limit: For antenna orientation 
No. I and II, the antenna mechanical limits are the shaft and trunnion mechanical coverages, stated in 
boresight angular degrees, from one hardstop to the other hardstop. The shaded areas on the vector 
diagrams of the figures denote the mechanically restricted areas in boresight angles. The actual 
mechanical limits are 90° from the boresight mechanical limits. The hardstops act against the trunnion 
and shaft axis; they prevent damage to the RR antenna and LM body. 
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Antenna Orientation No. I. This orientation is used for transponder tracking during rendezvous operation. 
With reference to the +Z-axis, orientation No. I provides LOS operational shaft coverage from -70° to 
+60° and LOS operational trunnion coverage from -55° to +55°. 

Antenna Orientation No. II. This is an overhead orientation, used during lunar stay and subsequent 
ascent. With respect to the +Z-axis, orientation No. II provides LOS operational shaft coverage from 
+45° to +155°. LOS operational trunnion coverage from -55° to +55° is with respect to the -Z-axis. 

In orientation No. I, the antenna is rotated 180° about the trunnion axis from orientation No. I to obtain 
the required angle coverage. 

2.2.3.5 Rendezvous Radar Transponder. 

The RR transponder consists of an electronics assembly (figure 2. 2-28) and an antenna 
assembly (figure 2.2-57). The electronics assembly contains the following functional subassemblies: 

microwave, receiver, carrier lock loop, tone modulation detector, and power supply. The transponder 
antenna receives the 9832. 8-mc phase-modulated signal transmitted from the RR. The received signal is 
routed through a waveguide to the microwave subassembly. A unidirectional circulator in the microwave 
subassembly transfers the received signal to a mixer, where it is mixed with an internally generated 

9792-m¢ signal. The output of the mixer is the difference frequency of 40.8 mc, which is fed to the 
receiver subassembly. 

The receiver subassembly mixes the 40. 8-mc signal generated in the carrier lock loop sub- 
assembly, to provide a tone-modulated difference frequency of 6.8 mc. This signal is applied to a 

coherent detector in the tone modulator detector subassembly, along with a 6. 8-me reference signal from 
a VCO in the carrier lock loop subassembly. Range tones are extracted by coherent demodulation. After 
the range tones are demodulated, they are filtered, amplified, and sent to a phase modulator in the 
microwave subassembly. Simultaneously, the phase modulator receives a 9792-mc unmodulated signal 
derived, by frequency multiplication, from the 6. 8-me reference signal in the carrier lock loop subassem- 
bly. 

The phase modulator of the microwave subassembly modulates the transponder transmitter 

9792-mc signal with the same range tones, from the tone modulation detector subassembly, that were 
previously removed from the received RR signal. The modulated range tones are kept phase-coherent 
with the range tones of the received RR signal. The transponder phase-modulated transmitter signal goes 
through a circulator to the antenna, where it is propagated for interception by the RR. 

2.2.3.5.1 Modes of Operation. 

The transponder operates in three basic modes: transponder, beacon, and self-test. 

Transponder Mode. The transponder operates in this mode while it is receiving RR transmitter signals. 
In this mode, the transponder provides a continuous-wave, phase-modulated signal whose frequency 
(9792 mc) is 40.8 me lower than that of the RR-transmitted signal. The transponder phase-modulating 
tones are the same as the RR phase-modulating tones: 200 cps, 6.4 kc, and 204.8 kc. 

Beacon Mode. The transponder is in this acquisition mode when it is operational and no signal is received 
from the RR. A sweep generator and an acquisition logic portion of the carrier lock loop subassembly 
cause a frequency sweep scan of +104 ke about the transponder nominal frequency (9792 mc). When the 
transponder antenna receives RR-transmitted signals that exceed minimum signal strength, a threshold 
detector in the carrier lock loop subassembly provides a d-c level to stop the sweep generator and permit 
tracking. 

Self-Test Mode. The self-test mode enables the astronauts to check transponder performance. The self- 
test mode is initiated by application of an external self-test signal. This test verifies frequency lock-on 

and AGC response at a simulated 200-nm range. A self-test oscillator (figure 2.2-28) in the microwave 
subassembly provides a 40. 8-mc test signal for the first mixer preamplifier. When the 40. 8-mc test 
signal is applied, the first mixer stage is bypassed. When the self-test mode is not used, the self-test 
oscillator is deenergized. 

—_— 
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2.2.3.5.2 General Operation. (See figure 2. 2-29.) 

After it is energized and placed in operation, the transponder operates automatically in 
conjunction with the RR. Transponder turn-on, monitoring and self-test capabilities are provided by the 
CSM cabin controls and indicators. Figure 2.2-29 shows transponder signal flow through switches and 
indicators and the location of these switches and indicators in the CSM cabin. 

To place the transponder in operation, the RNDZ XPNDR FLT BUS circuit breaker is closed, 

then the RNDZ XPNDR switch is set to HEATER. This action feeds 28 volts dc to the oven in the tone 
modulation detector subassembly. The oven heats the 204, 8-ke and 6.4-ke band-pass filters to the oper- 
ating temperature (+160°F). A minimum waiting time of 15 minutes is necessary before the RNDZ 
XPNDR switch is set to PWR. This waiting time prevents degradation in RR range accuracy due to 

temperature. With the switch set to PWR, 28 volts dc is routed to the power supply subassembly. 

At the output of the microwave assembly, a power monitor provides a d-c readout propor- 

tional to transmitter output power. 

voltmeter permit monitoring transmitter power, AGC, and frequency lock. 

readouts for those parameters are: 

SYSTEM TEST Switch (S2) 

Position A 

Position B 

Position C 

RNOZ XPNOR 
TEST sw 

® « 
Aire essai 

A TEST ENABLE 

A FREQUENCY-LOCK INDICATION 

A AGC_MONITOR B 

TRANSMITTER POWER 

  

RNoz 
XPNOR Fur pus 

  

  

    
     

Parameters 

Transmitter power 

AGC 

Frequency lock 

Frequency unlocked 

-——— systems test 

Asc FREO Lock 
£ oper acc ° 

28-VDC 
FLT BUS 

Note: 
A See transponder electronic 

‘essembly block diagram. 

  

The SYSTEM TEST switches (S1 and $2) and the SYSTEM TEST d-c 

The proper d-c voltage 

D-C Voltage Readout 

1.0 to 5.0 volts 

1.0 to 4,5 volts 

4.0 to 5.0 volts 

020. 8 volts 

cs 
HY-AXIS, cs 

HK-AXIS 
rwo 

si 
Tens 82 

sé 
MI 

cs 
Z-AXIS 

$3 
SM SWITCH AND 

DISPLAY LOCATIONS 

    

   

00K 265 

Figure 2.2-29. Transponder - Functional Flow Diagram 
  

GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 
Mission___LM Basic Date 15 December 1968 Change Date. Page 2.2-115



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 
ee 

The astronauts use the RNDZ KPNDR TEST SW switch to initiate the self-test enable signal 
for transponder self-test. This signal energizes a self-test oscillator in the microwave subassembly 

(figure 2.2-28) and bypasses the first mixer stage. The astronauts then verify transponder performance 

by using the SYSTEM TEST switches and SYSTEM TEST d-c voltmeter to monitor for the proper d-c 

voltage indications, as designated in the preceding paragraph. 

2.2.3.6 Landing Radar. (See figure 2. 2-30.) 

The LR is designed for a lunar-landing mission. It senses the velocity and altitude of the 

LM relative to the lunar surface by means of a three-beam Doppler velocity sensor and a radar altimeter. 

Velocities are calculated by measuring the Doppler shift along three beams of microwave energy. LM 

altitude from the lunar surface is derived from slant range. Slant range is calculated from the frequency- 

deviation difference between the altimeter transmitted and received signals, resulting from the frequency 

modulation of the transmitted signal and the time delay between the transmitted and received signals. 

Velocity and range data are made available to the LGC as 15-bit binary words; the nominally forward and 

lateral velocity data, to the LM displays as d-c analog voltages; and the range and range rate data, to 

the LM displays as pulse-repetition frequencies (PRF). 

The LR, located in the LM descent stage, consists of an antenna assembly and an electronics 
assembly. The antenna assembly forms, directs, transmits, and receives four microwave beams (three 

velocity and one altimeter). Two interlaced phased arrays transmit the velocity and altimeter beams. 
Four broadside arrays receive the reflected energy of the three velocity beams and the altimeter beam; 

there is one broadside array for each radar beam. The electronics assembly searches, tracks, pro- 
cesses, converts, and scales the Doppler and CW/FM returns, which provide the velocity and slant range 
information for the LGC and the LM controls and displays. 

During lunar descent, the LR antenna assembly transmits three velocity beams (10.51 gc) 
and an altimeter beam (9.58 gc) to the lunar surface. Three separately received velocity beams contain 

three Doppler velocities with Doppler sign sense. Mixing the received three velocity beams with the 

continuously sampled, transmitted beams, extracts three separate Doppler audio-frequency (AF) spectrum 

signals (D1, D2, and D3), each with Doppler sign sense. The received altimeter beam is compared with 

the continuously sampled, transmitted altimeter beam to extract a range frequency (FR) with Doppler 

(D4) and Doppler sign sense. The Doppler is subtracted later, leaving Doppler-compensated range fre- 
quency. The LM altitude is derived from the Doppler-compensated range frequency. 

In the acquisition mode, frequency trackers in the electronics assembly use 1, 200-cps, low- 

pass filters to scan wide-band, Doppler AF spectrum signals (D1, D2, D3, and D4) for four separate 

narrow-band spectrums. These spectrums correspond to Doppler power spectrums along the centers of 

the received velocity and altimeter beams. When the frequency trackers acquire these narrow-band 

Doppler frequencies, they go into the tracking mode and the LGC receives velocity and range data-good 

discretes. 

In the tracking mode, the frequency trackers track the four narrow-band frequencies. The 

four frequencies, each with Doppler sign sense, convey opening or closing velocities and range, centered 
and parallel to the four returned microwave beams (three velocity and one altimeter). 

By adding and scaling in accordance with antenna coordinate velocity formulas, the velocity 

data computers within the electronics assembly compute the antenna coordinate velocities (Vxa, Vya, and 

Vza) from the Doppler frequencies on the three returning velocity beams. The term Vxa represents 
range rate; Vya, lateral velocity; and Vza, approximate forward velocity. The range frequency plus 

Doppler frequency is applied to a range converter, which cancels the unwanted Doppler frequency, leaving 

a range frequency as a high- or low-altitude PRF. The range frequency, as a PRF, is applied to a signal 
data converter and is available to the ALT indicator (panel 1). 

When all Doppler velocity frequency trackers are locked to the discrete Doppler frequencies 
on the three returning velocity beams, the antenna coordinate velocities, in PRF form, are gated to the 
signal data converter. The lateral and forward velocities (Vya and Vza, respectively) are now also 
available to the X-pointer indicator (panels 1 and 2) as d-c analog voltages. The altitude rate (Vxa) is 

now also available to the ALT RATE indicator as a PRF. By use of radar-data select commands and a 

readout command, the LGC causes the signal data converter to shift out, in sequence, the Vxa, Vya, Vza, 

and range data as separate 15-bit serial binary words. 

i 
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When LM altitude drops to 2, 500 feet or less, the electronics assembly frequency trackers 
switch to narrow-band filters for tracking. An altitude mode control signal increases the frequency- 

deviation rate of the transmitted altimeter signal (9.58 gc) from +4 mc to £20 mc. A low-altitude PRF 

(range frequency) is gated to the ALT indicator and a low-altitude scale factor discrete is sent to the LGC. 
Using the LDG ANT switch on panel 3, the antenna can be manually positioned to antenna position No. 1 

(descent) or antenna position No. 2 (hover). With the switch set to AUTO, the LGC automatically com- 
mands the antenna to antenna position No. 2 when the LM goes through a pitch-up maneuver at 8,000 to 

9, 000 feet. 

Antenna temperature, altimeter and velocity sensor power, and other parameters are moni- 

tored with LM displays. A LR self-test is initiated with a LM control. The self-test command enables 

simulated velocity Dopplers (9.6 kc) and simulated range (19.2 kc). LR performance is then evaluated 
from simulated antenna coordinates and altitude, as monitored on LM displays. 

2.2.3.6.1 Signal Processing. (See figure 2.2-31.) 

The LR extracts the positive and negative Doppler shifts from the returning velocity beams 

and the frequency range + Doppler from the returning altimeter beam. The LR processes the beam 

Doppler shifts (D1, D2, and D3) to derive the LR antenna coordinate velocities (Vxa, Vya, and Vza) data. 

In processing the frequency range + Doppler, the LR compensates for the + Doppler and multiplies the 

received frequency range by cos 15° to derive a nearly true LM altitude with respect to the lunar surface. 

These velocity and range (altitude) data are made available to the LGC as 15-bit serial binary words; the 

velocity data, to the LM displays as d-c analog voltages; and the range and range rate data, to the LM 

displays as PRF. 

In the antenna assembly, the velocity sensor oscillator multiplier (VSOM) generates a 

109.479-mc signal, which is multiplied by 96 and power-amplified to produce the 10. 51-gc velocity beam 

(200 milliwatts minimum) that is propagated by a multiple-waveguide phased array to the lunar surface. 
Three separate broadside arrays receive three-reflected velocity beams, each conveying a positive or 

negative Doppler shift. The received Doppler (F14D1) is mixed at the balanced mixer with a continuously 
sampled, transmitted fundamental frequency (F1) to extract the AF Doppler shift with Doppler sign sense. 

At the balanced mixer output, a quadrature pair retains the Doppler sign sense of the returned velocity- 

beam signal by having one line 0° reference with respect to the other line (#90°). When there is a closing 

Doppler velocity, the +90° line leads the 0° reference line by +90°. At the balanced mixer outputs, AF 
Doppler shifts with Doppler sign sense are proportional to the opening or closing velocity between the LM 

and the lunar surface along the centers of the velocity beams. 

The oscillator/modulator and altimeter transmitter multiplier develops the 9.58-ge fre- 

quency-modulated altimeter beam (175 milliwatts minimum) that is propagated to the lunar surface by a 

multiple-waveguide phased array. The altimeter broadside array receives the reflected altimeter beam. 
At a balanced mixer, the received signal is compared with a sampled transmitted signal to obtain the 

frequency-modulated difference. A quadrature pair retains the received signal Doppler sense. This 

frequency difference without Doppler is proportional to the time difference between transmitted and 

received signals. The slant range is derived from this time difference. The range converter later 

cancels the undesired Doppler, leaving Doppler-compensated range frequency. 

The three velocity Doppler shifts (D1, D2, and D3) with Doppler sign sense, and the altimeter 

range frequency with Doppler (D4) and Doppler sign sense, are applied to dual AF amplifiers. At rela- 
tively high altitudes, the dual AF amplifiers provide 88-db gain. When signal strength becomes excessive, 

usually due to low altitudes, the 33-db gain amplifiers are switched out and the frequency trackers only 

receive signals with 55-db gain. 

Each Doppler velocity sensor (DVS) frequency tracker acquires and then tracks AF Doppler 

frequencies to obtain an average Doppler frequency corresponding to a Doppler shift at the velocity beam 

power spectrum center. The Doppler-shift frequency is superimposed on a 614.4-ke subcarrier for 

processing by a velocity data converter. Each frequency tracker functions in an acquisition loop or a 

tracking loop. The acquisition loop sweeps the tracking loop to within its acquisition (pull-in) capability. 

When the Doppler signal plus noise (S+N) exceeds the out-of-band noise factor (N) by 3 db, the frequency 

tracker locks on to a narrow band of Doppler frequencies corresponding to the velocity beam center. It 

also provides a tracker lock-on (TL) signal to determine LR operational status. The tracking loop, 

GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 
Page 2.2-118 Mission LM Basic Date __15 December 1968 Change Date 
 



ANTENNA ASSEMBLY [| ELECTRONICS ASSEMBLY 

(et DVS FREQ TRACKE! ON 

fi 1051 V5 oscimop 200 WIN mw VS. XMTR [or { d x96 }-$~<< ! (esc) 109.479 aray E> me 

VS DUAL AF AMPL AND SW 

  
01 

  

  

          

D3 
  

DT AMPL. 55-DB GAIN SIGNAL     

  Fit 88.DB GAIN SIGNAL 
  

  

   
    

    

    

    

    

   

  

                        
      
  

  

    

  

THRESHOLD quan Pair [oy 7° 
a MIXER AND ao DETECTOR 

Ov ace BS UAL 1 Ze 90° 
ARRAY PREAMPL | 88-DB GAIN SIGNAL 

35-D8_ GAIN SIGNAL FORCED 
SEARCH 

quan par [7 Zoe 
mixer ang |e : [——* GAIN STATED] OVS FREQ TRACKER a 0? Ze 90 D2 AMPL (SAME AS D1) 
  

D2 RCVR ps 02 D2 (SAME AS D1) ARRAY PREAMPL    

    

  QUAD PAIR 
MIXER AND. 
DUAL 03 f= 90 
PREAMPL 

    

  

        

D3 _RCVR 
‘ARRAY       ° D3 AMPL (SAME AS D1) 

j}-—_——+ 9.6 KC LO 
SELF-TEST QUAD 9.6 KC £90" GEN AND ATTEN 

    
    

    

    

| FORCED nig SEARCH 
     

   
    
   

      

   
     

    

  

   
ALTM DUAL AF AMPL AND SW FO FR 

          

uao Paik [FR = 04 JO" 
  ALi De MIXER AND. RCVR UAL FR + D4fe 90 D4 AMPL (SAME AS D1) RANGE FREQ 

ARRAY PREAMPL [ep TRACKER   

        D4 (SAME AS D1)     ‘SELF-TEST QUAD. 
GEN AND ATTEN   

      F2 
  

ALTM XMTR MULTIPLIER 
  SIGNAL DATA|RAN 

MICROWAVE |__200 CONVERTER 
teverer — [* aw 

MIN 

ALTM D4 0 £2, 9.58 GC 
xmre > 

ARRAY   
  

  

      

  

  PWR 99.79 MC (NOM) 14 MW 
      401 >0 

401<0 ADDER 
402 >0 suBT 
402<0 

  

    

       

      

  ALTM OSC/MOD. 

      
  

          

9.6 KC 
19.2 KC 

    
  

    SELF-TES 
ciRcurts 

      
        

    ces. | sawroomm ow 
GEN 10.1 [Tarren 

BLANKING 

             



NICS ASSEMBLY 

DVS FREQ TRACKER DI 

  

  

  

        

  

__ FC +01 Zot 

¥ FC + D1 90" CONVERTER D1 SSB sie Fo = py MoD PF ° } +» 
4} —— tm DIGITAL x4 401 xer fe Inrecraror|—el Yeo AND To lwixer ano[——T[ >] eo 

ofa SePAR A} mur SEP 4FC = 401 ES 
LPF | SWEEP. ¥ BANDWIDTH CONTROL) [paca Fo = 201 A SIGN iN c SIN Gp GEN ti DETECTOR Ss ste] a 

PF THRESHOLD SWEEP CONT a DETECTOR on AND sleW SW [or sign t 
fC #201 FORCED SEARCH   

      
  

    

  

       
   

    
  
       

VD CONVERTER SUBASSEMBLY 

  

  

  

      

    

  

    
        

      

  

  
  

  

  
  

    
      
   

           
      

      

              

      

    
    

  

DVS FREQ TRACI 
D2 (SAME AS 

      

        

DVS FREQ TRACI 

    
    

D3 (SAME AS D1) 

   

  

    

  

FC = D2/ot   

  

eR] C= 92/00 
py foe 

D2 SIGN 
BANDWIDTH CONTROL 
FC = 03/0" 

  

   

      

  

   

   

     

CONVERTER 

    
KERT 03 

(SAME AS D1) 

  

CONVERTER D3 
(SAME AS D1) 

a 

402<0 
2 

v2 [or    
CONTROL 

       

   
   

  
  

BANDWIDTH    
  

20-SEC aw 
DELAY mu 

  

  

BANDWIOTH 
CONT CKTS   

  

  fe-FC/ 104 +4 vos. 
    

rr i 03>0 Tos 

© 403<0   

BANDWIDTH CONTROL 

  

’) ROG 
  

O4 

® 
6   

TRACKER LOCK-ON (TL) 
LOGIC GATES     

  

      
      

  

    

  

   
    

    

  

FORCED T1R 
SEARCH 

FC + FR 

      

   

RANGE FREQ 
TRACKER 

     
    

D4 (SAME AS D1) 

    
  

  

        

  

              

RANGE FREQ CONV REF FRED GEN Oa FR st D4 (SYNC TO 1) 
E Foo" veo L_4f¢_fauao Gen], rer 

04. 1 FREQ oIV |" FREG 
FROST (Fc) 

DIGITAL sync] veo) 13 FORCED SEARCH 
‘MIXER TUNE cicult 

T*] aNo 46 PHASE STROBE 
SEPAR SIGN isc. No.1 

[*]orrector SEUFTEST CMD 
Ona 

              

       

    

   

    

     

         

  

          
      

  
  

LAT VEL_(Vya) 
FWD VEL (Vz0) 
‘ALT_RATE (Vea) 

  

  

   

   
    

   

    

  

CONVERTER 

       
     

    

    

  

SIGNAL DATA/RANGE 
ALTITUDE MODE CONTROL 

  

      

        
  

      

    
  

  

    
             

  

    RESET STROBE 

  

  

  

  

  
  

        

  

       
          

        

    

  

  

      
  

     
   
sT COMMAND A 

  
                              

  

   

      

  

t — RANGE FREO (FR) SIGN ADDER: 
—— oerector [—*]“susr p+ + 

t 
401 >0 l4(01 + 02) >of TIMING [CTR 15-8IT COUNTER wico—=] sg e860 cares 402>0-m| — SuBT 4 Se | BEOr 02) (01 } ba\< xs 402.< 0 —m ‘ N<9 L— TRANSFER GATES t® a (|r (mi + 11290 a PD_HicH-atr pre sre 96 Ke [————} “ 

SELF-TEST FC/64 FC/16——} AUT SHIFT REGISTER Our 
192 KC | circus be re/32 Fc/104——» ODE LOW-ALT PRE 

ALTITUDE MODE CONTROL 

RANGE LOW-SCALE FACTOR 
A Ser TES 

—_—____ 

  

Mission LM 
 



    

    
   

    
    

  

                   

    

x4 401 
FREQ 
MULT   

SIGN 

LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

VD COMPUTER SUBASSEMBLY 

D/A CONV 
AND GATE 

OIGITAL 
ADDER 

ANO SUBST 
   

     

   PULSE DRIVER 
liad AND GATE vo (01 ~ 02)    

  

      DETECTOR 

  
  

   

  

       

      

R LOCK-ON (TL) 
YGIC_GATES 

12) PO 

CEO SEARCH 
carcuit 

  

RCH 
LAT VEL (Vyo} 
FWO VEL {Vzo] 
AUT RATE (Vx0) 

81 COUNTER 

O11 
ANSFER GATES 

  

    
AIF REGISTER 

LM Mission 

  

   
   
    

   
    
    

    

  

     

  

   

    

      

ourPur 
GATES 

  

oncom] O/A CONV 
ANO GATE 

    
DIGITAL 
ADDER 

AND SUBT     PULSE DRIVER 
AND GATE     

  

   

  

Veo CMPTR 
Vio = K (02 - 03) 

  
  

DETECTOR   PULSE DRIVER 
OIGITAL AND GATE ‘ADDER 
ANO SUBT 

      
    
    

Vx0 CMPTR 
Yao K (D1 + 03)         

  

   
    

  

PULSE DRIVER 
AND GATE   
  

  

   
           

  REF FREQ 
GENERATOR      

   
     

   

FC—o> SYNC FREQ 

  

    

VEL STROBES 
(x0, Vyo. V20) 

Notes: 
1. Ronge frequency tracker differences: 

+ Blonking gote ot step low-poss filter input 
+ Dither oscilloter acting on integrotor 
+ Sweep control does not sweep negative. 

    

RANGE STROBE 

2. M& See landing rador 
functional flow diagram. 

     
    

    

  

RADAR DATA 
3. © Signol flow within diagrom 

between some enclosed numbers. 
OATA READOUT CMO 

Figure 2.2-31. Landing Radar - Block Diagram 

GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 
Basic Date 15 December 1968 Change Date 

        

(See note 2.) 

    UT Vet (yo) 

    WO VEL (Vz0} 

ALT RATE 
SIGN SENSE    

           

      

       

AUT RATE (Vxo) 

8 2000ms.2 

Page 2, 2-119/2.2-120 

forte



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

—_—_——— 

basically a narrow-band AFC circuit, smoothes and tracks the Doppler-shift frequency corresponding to 

the Doppler power spectrum at the velocity beam center. Doppler sign sense is retained and the fre- 

quency tracker output is a pure sinusoid, at 614.4 ke + Doppler offset frequency (FC+D1), (FC#D2), and 
(FC+D3). When the Doppler velocity frequency trackers achieve tracker lock-on, tracker lock-on dis- 

cretes enable a velocity data-good (VDG) discrete to the LGC, When any velocity frequency tracker is not 

locked on, a velocity data-no-good (VDNG) discrete notifies the IS. When the range frequency tracker is 

not locked on to the frequency shift of the returned altimeter beam, a range data-no-good (RDNG) discrete 
is sent to the IS. 

A frequency tracker may have a false tracker lock-on due to locking on a minor lobe of 

another beam. This condition is referred to as cross-lobe lock-on. The astronauts determine whether 

the LR data displayed is authentic by comparing these data with expected values. The LGC also conducts 

a reasonableness test on all incoming LR data. In both cases, the LR data consists of LM altitude and 

velocity components: forward velocity (Vza), lateral velocity (Vya), and altitude rate (Vxa). If the LGC 

reasonableness test fails, an LGC alarm notifies the astronauts. An astronaut can force the frequency 

trackers back into the acquisition loop (forced search) by setting the RADAR TEST switch to LDG for 

2 seconds. In forced search, all trackers are forced to perform a search sweep, after which they 

reacquire their respective spectrums. 

From the DVS frequency trackers, each Doppler offset frequency is applied to a converter 

in the velocity data (VD) converter subassembly. From the Doppler offset frequency, the converter 

removes the subcarrier (center frequency), synchronizes and multiplies the Doppler offset frequency by 

four to retain the quadrature phases, indicates Doppler sign sense and, based on Doppler sign sense, 

provides an output to computers within the VD computer subassembly. From each converter output, a 

Doppler signal (4D<0 or 4D>0) goes to the computers within the VD computer subassembly. The notation 

4D>0 means four times Doppler offset frequency with positive Doppler (closing velocity); the notation 

4D<0, four times Doppler offset frequency with negative Doppler (opening velocity). 

When a frequency tracker output becomes less than 1.47 ke (Doppler frequency), a bandwidth 

control circuit switches the frequency tracker to its narrow band-pass frequency operation (tracking) by 

switching the low-pass filters from 1200 cps to 500 cps.’ When an altitude mode control discrete indicates 

an altitude less than 2,500 feet, bandwidth control circuits switch all the frequency trackers to their 

narrow band-pass frequency operation. The frequency trackers are not switched again into their high 

band-pass frequency operation unless the LM altitude exceeds 2, 800 feet. 

From the 4D<0 and 4D>0 signals, VD computers obtain the velocity beam Doppler products 
(D1, D2, and D3) with Doppler sign sense. The computers convert these Doppler products into antenna 
coordinates velocities Vxa, Vya, and Vza. With the velocity frequency trackers locked on, the VDG dis- 

cretes gate the lateral (Vya) and forward (Vza) velocities, in d-c voltage form, to the X-pointer indicators; 
the altitude rate (Vxa), as a PRF with altitude rate sign sense, to the ALT RATE indicator. The altitude 

rate sign sense conveys positive or negative Doppler velocity. The VDG discretes also gate the Vxa, Vya, 

and Vza, as PRF, to the signal data circuits of the signal data/range converter subassembly. 

From the range frequency converter output, the range frequency with Doppler (D4) and 

Doppler sign sense is applied to range converter circuits of the signal data/range converter subassembly. 

When discretes TL1 and TL2 are present, these circuits use a computer quantity Vxa to cancel the Doppler, 

leaving Doppler-compensated range frequency as a PRF. The range converter circuits derive the quantity 

Vxa by adding the Doppler products D1 and D2 and then multiplying the resultant sum by 15/16. The range 
frequency, as a PRF, is applied to an altitude mode switch circuit and to the signal data circuits. When 

the range frequency PRF is equivalent to 2, 500 feet or less, a low-range PRF is gated out to the ALT 

indicator. A mode (M) discrete changes the altimeter oscillator/modulator frequency-deviation rate 

from #4 mc to +20 mc and switches the frequency trackers to narrow band-pass frequency operation. 

The M discrete also enables a range low-scale factor discrete to the LGC. The signal data circuits 

convert the radar data, in PRF form, into the LGC 15-bit format. An LGC strobe command enables 

signal data circuits to read out particular radar data (Vxa, Vya, Vza, or range). 

—_ ——————————— 
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2.2.3.6.2 General Operation. (See figure 2. 2-32.) 

Using the LM controls and indicators, the astronauts can monitor the LM velocities, LM 
altitude, and LR transmitter power and temperature; apply power to heat the antenna and power to the LR; 
initiate LR self-test; and place the antenna in position No. 1 (descent) or 2 (hover). The LR self-test 
permits operational checks of the LR without radar returns from external sources. 

The HEATERS: LDG RDR circuit breaker (panel 11) is closed at the launch pad and left 
closed for the mission duration. This circuit breaker activates an antenna temperature control, which et 

applies power to antenna heaters to protect antenna components against the spatial cold when power is not 
applied to the LR. Closing the PGNS: LDG RDR circuit breaker applies power to the LR power supply 
and removes heater power from the antenna. The activated LR furnishes the antenna with 30 watts 
minimum of dissipated power. 

The LR is first turned on and self-tested for 5 minutes during LM checkout before separa- 
tion from the CSM. The self-test is accomplished by activating the LR with the PGNS: LDR RDR circuit 
breaker, waiting 2 minutes for adequate warmup, and setting the RADAR TEST switch on panel 3 to LDG. 
A self-test command activates self-test circuits, which apply simulated Doppler signals (9.6 kc) to the 
LR velocity sensors and simulated lunar range signals (19.2 kc) to the altimeter sensor. After processing 
by the antenna and electronics assemblies, these simulated self-test signals are monitored for expected 
LM simulated forward and lateral velocities, with the X-pointer indicators, and for expected LM simu- 

lated altitude and altitude rate, with the ALT and ALT RATE indicators. 

To monitor the LM simulated forward and lateral velocities with the X-pointer indicator on 
panel 1, switches on panel 1 are set to the following positions: MODE SEL to LDG RADAR, RATE/ERR 
MON to LDG RDR/CMPTR, and X-POINTER SCALE to HI MULT or LO MULT. The HI MULT position 
provides a 200-fps scale and lights the X10 multiplier placard on the X-pointer indicator. The LO MULT 
position provides a 20-fps scale. To monitor altitude and altitude rate, the RNG/ALT MON switch on 
panel 1 is set to ALT/ALT/RT and the MODE SEL switch is left at LDG RADAR. 

Altimeter transmitter and velocity transmitter power is monitored by setting the TEST/ — 
MONITOR selector switch to ALT XMTR and VEL XMTR and observing the SIGNAL STRENGTH meter. 
A half-scale reading indicates an acceptable minimum power-output level. LR antenna temperature is 
monitored by setting the TEMP MONITOR selector switch to LDG and observing the TEMP indicator for 
an indication within the operating temperature range of +50° to +150° F. 

If the range frequency tracker fails to lock on, the velocity data-no-good or range data-no- 

good discrete are sent to the PCMTEA and are telemetered to MSFN. Antenna temperature data are also 
telemetered. 

After a successful LR self-test, the LR is deactivated and the RADAR TEST switch is set to 
OFF. The LR is self-tested again before the start of LM powered descent, approximately 70, 000 feet 
above the lunar surface. The LR is placed in lunar operation at approximately 50, 000 feet and remains 

operational until lunar touchdown. 

Altitude is available to the LGC and on the ALT indicator at approximately 25,000 feet. The 
slant range data are corrected by a cos 15° multiplication for a better indication of LM true altitude above 
the lunar surface. At approximately 18,000 feet, the forward (Vza) and lateral (Vxa) velocities are avail- 
able to the LGC and on the X-pointer indicators. 

When the LM reaches an altitude of 200 feet, it makes a final pitch maneuver to orient the 
X-axis perpendicular to the lunar surface. All velocity vectors should be near zero fps. This is done — 
to permit the astronauts to make final, visual selection of the most desirable landing site and to manually 
control the soft touchdown at the selected site. During this critical phase of the mission, the astronauts 

obtain altitude and velocity data from the LR on the LM displays. The astronauts can select an automatic 
or a manually controlled landing. 

— 
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In addition to displaying raw LR data, the displays can provide LR corrected/modified 

PGNS data. The LGC "knows" LR antenna position and vehicle attitude. This enables the LGC to per- 

form the necessary calculations for coordinate transformation; that is, changing the LR-antenna-based 

velocities and slant range to true altitude, altitude rate, and forward and lateral velocity. Because this 

coordinate-transformed information is more directly usable to the astronaut, PGNS information is 

ordinarily displayed during powered descent. LR raw data are displayed only as a cross-check and/or 

if a problem occurs in the PGNS coordinate transformation. When touchdown is accomplished, the LR 

is deactivated by opening all LR circuit breakers. 

2.2,3.6.3 Antenna Positions. 

The LR antenna is oriented to position No. 1 (descent) or 2 (hover), Position No. 1 orients 

the antenna boresight 24° with respect to the LM X-axis. In position No. 2, the antenna boresight is 

parallel to the LM X-axis and perpendicular to the Z-axis; the angle between the antenna boresight and 

the altimeter beam is 20.4°. (See figure 2. 2-33.) 

The LR antenna position is determined by the setting of the LDG ANT switch (panel 3). 

Antenna position No. 1 is selected by setting the LDG ANT switch to DES; antenna position No. 2, with 

the switch set to HOVER. If the switch is set to AUTO, the LGC commands the antenna to position No. 2 

at the proper point on the descent trajectory. 

With the LDG ANT switch set to AUTO, the LGC commands the LR antenna to position No. 2 

when the LM pitch indicates that the LM is ready to execute the high-gate pitch-up maneuver. During this 

maneuver, the LR antenna is tilted to position No. 2 at approximately 8, 000 to 9,000 feet above the lunar 
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surface. The LR antenna position command energizes a DSKY relay solenoid, thereby applying an antenna 
position No. 2 discrete to a pedestal motor switch, which switches a pedestal motor driver to the position 
No. 2 activate command line. From the antenna pedestal motor driver, a current-amplified signal is 
routed through a closed cam-limit switch to drive the tilt-actuator motor. The driven motor tilts the LR 

antenna to position No. 2. 

When the antenna reaches position No. 2, a cam mechanism cuts off the motor drive signal 

by opening the position No. 2 activate command limit switch. Any movement of the antenna, out of posi- 
tion, closes a cam-limit switch, causing the LR antenna to be driven back. In antenna position No. 2, 
only the position No. 1 activate command and position No. 2 indication switches are closed. A position 
No. 2 indication discrete is sent to the LGC, which uses this discrete to transform radar data into inertial 
coordinates for guidance computations. Only an antenna position No. 1 command can activate the tilt- 
actuator motor to drive the LR antenna to antenna position No. 1. 

The LR antenna is commanded manually by setting the LDG ANT switch to DES or HOVER. 
In the DES position, an antenna position No. 1 antenna command causes the tilt-actuator motor to drive 
the antenna to position No. 1. Only the position No. 2 activate command and position No, 1 indication 
switches are closed. A position No. 1 discrete is sent to the LGC, which uses this discrete to transform 

radar data into inertial coordinates for guidance computations. Only an antenna position No, 2 command 

can activate the tilt-actuator motor to drive the LR antenna to antenna position No. 2. In the HOVER posi- 

tion, a direct antenna position No. 2 discrete causes the tilt-actuator motor to drive the antenna to posi- 
tion No. 2. 

2.2.3.6.4 Antenna Beam Configuration. (See figure 2. 2-33.) 

The antenna beam configuration provides the LR with velocity Doppler and range information 
relative to the LM and the lunar surface. The Doppler shift along each velocity Doppler beam (D1, D2, 
and D3) is directly proportional to velocity along the beam between the LM and the lunar surface. A 
closing velocity beam conveys positive Doppler sense; an opening velocity beam, negative Doppler sense. 
By linearly frequency-modulating the altimeter beam carrier frequency, the frequency difference between 
the transmitted and received altimeter beams becomes the range frequency with Doppler component. The 

Doppler component is removed later, leaving a Doppler-compensated range frequency, which is propor- 
tional to the beam transit time. 

Regardless of whether the LR antenna is in position No. 1 or 2, the beam angle relationships 
remain the same between the received altimeter and velocity beams and the antenna boresight. By using 
formulas based on these beam angle relationships, the LR derives the LR antenna coordinate velocities 

Vxa, Vya, and Vza. 

Above 2,500 feet, the altimeter X-band (9. 58 gc) microwave energy has a frequency-devia- 
tion range of +4 mc; below 2,500 feet, a frequency-deviation range of +20 mc. Transmitter microwave 
energy samples are continuously mixed with the return energy. The resultant frequency difference 

(range frequency) is proportional to a sawtooth frequency-deviation rate, and two times the distance to 

the lunar surface. 

The DVS transmitting array, consisting of parallel waveguides with E-plane slots, forms 

and propagates the velocity beam microwave energy for detection by three-separate DVS receiving arrays. 

Each receiving array is structurally positioned for maximum gain in the direction of the corresponding 

transmitted beam. The altimeter beam transmitting array consists of parallel waveguides with H-plane 

slots. Each returning velocity two-way beam width is 3.7° E-plane and 7.3° H-plane. The returning 
altimeter two-way beamwidth is 3.9° E-plane and 7.5° H-plane. 

In antenna position No. 1, the beam group center is displaced in the X-Z plane by 24° from 

LM -X-axis toward the -Z-axis. In antenna position No. 2, the beam group center is parallel to the LM 

X-axis and the computed velocities are therefore LM velocities. Range is always range along the 
altimeter beam. 
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At approximately 25, 000 feet, the LR should detect velocity beams No. 1 and 2 and the 
altimeter beam. When this occurs, altitude is displayed on the ALT indicator and remains available to 
the LGC until lunar touchdown. The displayed slant range data are corrected by a cos 15° multiplication 
for a better indication of true altitude to the lunar surface. 

Due to the LM altitude, relative beam angles, and presently assumed lunar backscatter 
coefficient, the LR will not acquire the velocity beam No. 3 reflected microwave energy until approxi- 
mately 18,000 feet. The velocity data then are available to the LGC and velocities Vya and Vza can be 

\ displayed on the X-pointer indicators. In the LM high-gate pitch-up maneuver, the LR antenna is tilted 
to position No. 2 (hover). The antenna group beam center is now parallel with the LM X-axis. 

Antenna position No. 1 and beam angles are selected to optimize rahge accuracy at 15,000 
feet. Antenna position No. 2 and beam angles are selected to optimize range and velocity accuracy from 
8, 600-foot altitude to lunar touchdown. 

2.2.3.7 Control Electronics Section. (See figure 2. 2-34.) 

The CES processes attitude and translation signals when operating in the primary guidance 
mode or the abort guidance mode. 

When operating in the primary guidance mode, the CES performs the following functions: 

e@ Converts RCS commands to the required electrical power to operate the RCS 
solenoid valves 

e Accepts discrete (on and off) descent engine gimbal commands ahd, upon receipt 

of an on command, causes the descent engine to move about its gimbal axes 

@  Aceepts LGC and manual engine on and off commands and routes them to the 
MPS to fire or stop the descent or ascent engine 

— 
e@ Accepts LGC and manual thrust commands to throttle the descent engine 10% 

to 92.5% of its range 

e ' Provides manual attitude and translation commands to the LGC. 

When operating in the abort guidance mode, the CES performs the following functions: 

e Accepts attitude error signals from the AGS, or manual attitude rate commands 

from the ACA's and rate-damping signals from the RGA, and fires the RCS 

TCA's to achieve attitude control 

e@ Accepts manual translation commands and fires the TCA's to accelerate the LM 

in the desired direction 

e Automatically gimbals the descent engine for trim control in accordance with 

signal polarity 

e Accepts AGS and manual engine on and off commands and routes them to the 

descent or ascent engine 

e Accepts manual throttle commands to control descent thrust. 

e@ Accepts manual rotational low amplitude acceleration open loop commands. ry 

The CES comprises two ACA's, two TTCA's, four electronic assemblies and an 800-cps 

synchronization loop. An ACA and a TTCA are provided in the LM cabin, for each astronaut; they are 
right- and left-hand controls, respectively. The electronic assemblies include the ATCA, RGA, DECA, 
and two GDA's. Although they are not major assemblies, the S&C control assemblies and the gimbal 
angle sequencing transformation assembly (GASTA) of the CES are discussed in paragraph 2.2.4.6.8 

\_U and 2, 2.4.6.9 to provide comprehensive coverage of the CES. 
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2.2.3.7,1 Attitude Controller Assemblies. (See figure 2. 2-35.) 

The ACA's are three-axis, pistol-grip controllers. Either astronaut can command attitude 
changes, using his ACA. The ACA is installed with its longitudinal axis approximately parallel to the 
LM X-axis so that vehicle rotations correspond to astronaut hand movement when operating the ACA. 
Clockwise or counterclockwise rotation of the ACA about its longitudinal axis commands yaw right or yaw 
left, respectively. Forward or aft movement of the controller commands vehicle pitch down or up, 
respectively. Left or right movement of the controller commands roll left or right, respectively. The 
ACA performs the following functions: 

e Supplies attitude rate commands proportional to ACA handle displacement, to the 

LGC and ATCA 

e Supplies low amplitude pulse rotational acceleration open loop commands to ATCA/ 
RCS during AGS control 

e@ Supplies an out-of-detent discrete each time the ACA handle is out of the neutral 
position 

e Supplies a followup discrete to the AEA each time the ACA is out of detent, when 
the AGS is in control and operating in the attitude hold mode. The followup dis- 
crete is present at all times. 

e Provides a switch for the push-to-talk function, required for communications. 

e@ Supplies 2-jet direct operation under AGS control, through the RCS secondary 
coils 

e Provides for 4-jet direct operation, which is available at all times, through the 
RCS secondary coils as a manual override. 

The ACA's are also used in an incremental landing point designator (LPD) mode, which is 
available to the astronauts during the final approach phase. In this mode, the angular error between the 
designated landing site and the desired landing site is nulled by repetitive manipulation of an ACA. LPD 
signals from the ACA are directed to the LGC, which issues commands to move the designated landing 
site incrementally along the Y-axis and Z-axis. 

2,2.3.7.2 | Thrust/Translation Controller Assemblies. (See figure 2. 2-36.) 

Either astronaut's TTCA can be used for manual control of LM translation in any axis, de- 
pending on the setting of the THROTTLE-JETS select lever. The THROTTLE position is selected for 
translation control, using the descent engine and the thrusters; JETS, for translation control, using only 
the thrusters. 

Due to the TTCA mounting position, LM translations correspond approximately to astronaut 
hand movement when operating the TTCA. Moving the TTCA to the left or right commands translation 
to the left or right respectively along the Y-axis. Moving the TTCA inward or outward commands 
translation forward or aft respectively along the Z-axis. Moving the TTCA upward or downward com- 
mands translation up or down respectively, along the X-axis when the THROTTLE-JETS select lever 
is set to JETS. When the select lever is set to THROTTLE, up or down movement of the TTCA in- 
creases or decreases, respectively, the magnitude of descent engine thrust. Regardless of the select 
lever position selected, the TTCA can command translation along the Y-axis and Z-axis using the RCS 
thrusters. 

2.2.3.7.3 | Attitude and Translation Control Assembly. (See figure 2. 2-37.) 

The ATCA processes signals from the ACA, TTCA, RGA, and AEA in the AGS mode and 
from the LGC in the PGNS mode. The ATCA provides control of LM translation and rotation in all three 
axes, using the thrusters. Automatic and manual control are available in the primary guidance and abort 
guidance modes. 
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The ATCA performs the following functions in the primary guidance mode: 

e Under automatic attitude hold control, conditions the thruster commands from the 
LGC 

© Supplies regulated 800-cps, three-phase and single-phase power to the RGA, and 
reference 800-cps, single-phase power to the FDAI's, AGS, IS, backup RR 
servo transducers (manual mode). 
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Supplies regulated d-c power to the DECA, ACA, TTCA, and S&C control assem- 

blies and internal d-c power to the ATCA 

Accepts externally generated ground discretes at the primary jet drivers pre- 

amplifiers during the digital autopilot (DAP) mode for RCS actuation 

ATCA performs the following functions in the abort guidance mode: 
Accepts 800-cps attitude error signals, rate command signals, and rate gyro 
signals for the purpose of generating on and off thruster commands 

Sums, amplifies, limits, demodulates, and deadband attitude and rate (command 
and gyros) signals to produce vehicle rotation commands. 

Determines, by combination of rotation and translation commands in the logic 

circuitry, the appropriate pulse ratio modulators and jet solenoids to be 

energized. Proper thruster selection provides the desired rotation and trans- 

lation. 

Accepts external open-loop, low-level rotation commands directly at the logic net- 

works (pulse mode) 

Provides trim signals to the DECA 

Provides d-c voltages to the ACA, TTCA, DECA, and the control panel, and 

internal d-c voltages to the ATCA 

Provides synchronized 800-cps, three-phase power to the RGA.and 800-cps single- 

phase power to the ACA, TTCA, RGA, AGS, FDAI's, IS (during manual mode 
only), and RR backup servo transducers 

Accepts and processes mode-changing external signals to effect changes in rate gain 
due to changes in vehicle inertia (during APS or DPS operations), a change in 
deadbands (manually set), and a change in 2 jet - 4 jet rotation commands, but 
dependent upon engine propulsion modes. 
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In the primary guidance mode, only the primary preamplifiers are enabled by the GUID 
CONT switch. The circuits in the ATCA remain fully active when used with the PGNS, but automatic and 

manual steering and translation commands from the jet selection logic are inhibited at the PRM outputs. 

Regulated d-c power and the synchronized 800-cps power are still supplied from the ATCA. In this 

functional mode, the ATCA electronically switches the thruster command ground discretes from the a 

LGC to provide driving power for RCS jet solenoid actuation and provides vehicle rotation rates to the 

FDAI's. In the abort guidance mode, only the abort preamplifiers are enabled and thruster signals from 

the pulse ratio modulators are switched to drive the RCS primary solenoids. The BAL CPL switch 

(panel 1) must be set to ON to enable all 16 abort preamplifiers. If the BAL CPL switch is set to OFF, 

the four abort preamplifiers that control the upward-firing thrusters (A1U, B2U, A3U, and B4U) are dis- 

abled, if necessary, to optimize conditions during ascent engine firing. 

In the abort guidance mode, pitch, roll, and yaw signals are processed in three similar 
channels. Attitude error signals from the AGS are applied to the ATCA in the automatic mode and the 
attitude hold mode with the ACA's in detent. When the DEAD BAND switch (panel 3) is set to MIN (narrow 

deadband), the error signals are first passed through limiters to prevent excessive vehicle rates. The 

limiters maintain the vehicle rates at a maximum of 10°/sec in pitch and 5°/sec in roll and yaw during 

descent or ascent phases. When the DEAD BAND switch is set to MAX (wide deadband), the limiter is 
eliminated. The error signals are next summed with rate-damping signals from the RGA. In the attitude 
hold mode, with an ACA out of detent, proportional attitude-rate commands are summed with the RGA 
rate-damping signals. The gains of the summing amplifiers are changed when the LM is staged, to 

account for the change in vehicle moment of inertia. The summed a-c signals are changed to dc by keyed 
demodulators and filters. In the roll and pitch channels, the demodulator output is routed to the DECA to 
control descent engine trim. The deadband circuitry provides for a wide deadband (-5° to +5°) or a 
narrow deadband (-0.3° to +0.3° roll and pitch; 0.4° to +0.4° yaw). If the ascent or descent engine is 
turned on, the narrow deadband is automatically selected. When the engines are turned off, the deadband 

depends upon the setting of the DEAD BAND switch. 

In the automatic and attitude hold modes, the attitude error signals from the deadband cir- 
cuits are routed to the logic summing amplifiers, which drive the proper pulse ratio modulator (PRM) and 
reaction jet driver. In the pulse mode, d-c voltage discretes from the ACA's are directly routed to the 

logic summing amplifiers. Using one summing amplifier to drive one thruster or the other in the eight 
opposing pairs, depending on the polarity of the ACA output, eliminates the possibility of wasting fuel by 
simultaneously firing opposing thrusters. Roll, pitch, and X axis translation are controlled by the vertical 
thrusters; yaw, Y-axis translation, and Z-axis translation, by the horizontal thrusters. The eight summing 

amplifiers combine the attitude signals andtranslation commands from the TTCA and apply the resultant 
signals to eight PRM'’s. Logic circuitry determines whether two or four thrusters (jets) fire for X-axis 
translation, pitch, and roll, as well as, the net number of jets activated by combination signals. Also manual 

operation of 2 or 4 jets in X-translation and pitch or rollona single axis basis is possible using ATCA, 

The eight PRM's generate pulses, whose width and frequency vary according tothe input volt- 
age, to control the duty cycle of the thrusters. The pulse output of each PRM is fed to a pair of solenoid 
driver preamplifiers and jet drivers. Each pulse fromthe PRM fires one of a pair of opposing thrusters, 
depending on the polarity of the input voltages to the PRM. When the pulse is applied, the jet drivers, 
which act as solid-state switches, supply a ground path tothe solenoid coil of the thruster. This action 
completes anelectrical path forthe solenoid coil, and the thruster fires for the duration of the PRM pulse. 

2.2.3.7.4 Rate Gyro Assembly. 

The RGA senses pitch, roll, and yaw rates and applies the 800-cps rate signals to the ATCA. 

The ATCA uses the 800-cps rate signals to rate-damp the attitude control loop when the AGS is in control. 

Rate signals are displayed on the FDAI from monitor points at the ATCA inputs. 

2,2.3.7.5 Descent Engine Control Assembly. (See figure 2. 2-38.) 

The DECA processes four descent-engine-controlling outputs, as follows: 

¢ —Engine-throttling commands from the astronauts (manual) and the PGNS (automatic) 

e  PGNS or ATCA signals to position the GDA's to control engine trim 

e Engine arm commands to actuate the fuel and oxidizer isolation valves in the 
descent engine 

e On and off commands to control descent engine ignition and shutdown, 

« Issues GDA operation and DC supply failure notification to IS 
ee 
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Figure 2.2-38. Descent Engine Control Assembly - Simplified Block Diagram 

2.2.3.7.6 Gimbal Drive Actuators 

The GDA's, under control of the DECA, tilt the descent engine along the pitch and roll axes 
so that the thrust vector goes through the LM center of gravity. One GDA controls the pitch gimbal, the 

other controls the roll gimbal. 

2.2.3.7.7 Control Electronics Section Modes of Operation. 

The PGNS, in conjunction with the CES, provides automatic control of LM attitude, transla- 

tion, and descent or ascent propulsion maneuvers. Automatic control can be overridden by the astronauts, 

with manual inputs. As backup for PGNS control, the AGS, supplemented by manual inputs, can be used 
if the PGNS malfunctions. Table 2.2-23 contains a summary of the CES modes of attitude control. 

Attitude Control. (See figure 2.2-39.) LM attitude is controlled by X, Y, and Z axes. There are five 

modes of attitude control: automatic, attitude hold, pulse, direct, and hardover (manual override). The 

automatic and attitude hold modes are selected with the MODE CONTROL: PGNS or AGS switch; the 
pulse and direct modes, with the ATTITUDE CONTROL: ROLL, PITCH, and YAW switches. 

Automatic Mode. The automatic mode provides fully automatic attitude control. During PGNS control, 

the LGC generates the required thruster commands and routes them to the ATCA. The jet drivers in the 

ATCA provide thruster on and off commands to selected RCS primary solenoids for attitude changes. In 

the abort guidance mode, roll, pitch, and yaw attitude error signals are generated in the AGS and sent to 

the ATCA. These error signals are passed through limiters and then are combined with damping signals 

from the RGA, demodulated, passed through selectable deadband circuits, jet select logic circuits, 
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Table 2.2-23. Control Electronics Section - Summary of Modes of Attitude Co 

Switches and Guidance Manual Attitude Manual Translation Attituds 

Mode Positions Signals Control Control Dampin 

Automatic MODE CONTROL: PGNS sw - Automatic steering N/A Linear translation of Accompli 

(PGNS AUTO and translation are (See remarks LM by on-and-off in LGC 

control) GUID CONT sw - PGNS performed by LGC for manual firing of thrusters 
ATTITUDE CONTROL: ROLL, commands to jet override) when TTCA is moved 

PITCH, and YAW sw - drivers. out of detent 
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hold ATT HOLD accomplished by commands are LM by on-and-off in LGC 
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Automatic MODE CONTROL: AGS sw - Automatic steering N/A Linear translation of Rate gyro 
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ATTITUDE CONTROL: ROLL, command changes override) when TTCA is moved. steering 
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Attitude MODE CONTROL: AGS sw - Automatic sta- Applied attitude Translation com- Rate gyro 

hold ATT HOLD bilization signals, rate commands mands along LM signals su 
(AGS GUID CONT sw - AGS which maintain are proportional | axes by on-and-off med with 
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PITCH, and YAW sw - ment. LM atti- | when TTCA is signals 
MODE CONT tude is held to moved out of 

acquired value detent 
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AUTO or ATT HOLD signals interrupted mands angular mands along LM ing in axis 
GUID CONT sw - AGS on individual-axis acceleration axes by on-and-off selected   ATTITUDE CONTROL: ROLL, 
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PULSE (selected on individual- 
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basis.   through low- 
frequency puls- 
ing of thrusters 
(two jets).     firing of thrusters 

when TTCA is moved 

out of detent     
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Table 2.2-23. Control Electronics Section - Summary of Modes of Attitude Control (c 

Switches and Guidance Manual Attitude Manual Translation Attitude 
Mode Positions Signals Control Control Damping 
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Figure 2,2-39, Attitude and Translation Control Schematic (Sheet 1 of 2) 
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Figure 2.2-39. Attitude and Translation Control Schematic (Sheet 2 of 2) 
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PRM's and jet driver amplifiers, which fire the RCS jets. The jet select logic determines which jets fire GN&C 
to correct the attitude errors. In the primary and abort guidance modes, the astronaut can override 
attitude control about all three LM axes by initiating hardover commands with the ACA. 

Attitude Hold Mode. This is a semiautomatic mode, in which either astronaut can command an attitude 
change at an angular rate proportional to ACA displacement. LM attitude is held when the ACA is in the 
detent (neutral) position. In the primary guidance mode, rate commands proportional to ACA displace- 
ment are sent to the LGC, The LGC operates on these commands and provides signals to the jet drivers 

in the ATCA to command rotation rates by means of the thrusters. When the ACA is returned to the 
neutral position, LM rotation stops and the LGC maintains the new attitude. In the abort guidance mode, 

with the ACA in the neutral position, LM attitude is held by means of AGS error signals. When an ACA 
is moved out of the detent position, the attitude error signals from the AGS are set to zero. Rate com- 

mands proportional to ACA displacement are processed in the ATCA, and the thrusters are fired until 

the desired vehicle rate is achieved. When the ACA is returned to the detent position, the vehicle rate is 

reduced to zero and the AGS holds the LM in the new attitude. 

Pulse Mode. The pulse mode (minimum impulse control) is selected by a DSKY entry (verb 76) when the 

PGNS is in control and operating in the attitude hold mode. For minimum impulse control, the LGC 

commands a minimum impulse burn for each movement of the ACA beyond 2.5° of the detent position. 
The ACA must be momentarily returned to the detent position between each impulse command. The 

maximum rate at which minimum impulses can be commanded is approximately five per second. In this 

mode, the astronaut performs rate damping and attitude steering. When the AGS is in control, the pulse 

mode is an open-loop mode. It is selected on an individual-axis (roll, pitch, and yaw) basis by setting 
the appropriate ATTITUDE CONTROL switch (ROLL, PITCH or YAW) to PULSE. When the pulse mode 
is selected, automatic attitude control about the selected axis is disabled and a fixed train of pulses is 
generated when the ACA is displaced. To change attitude in this mode, the ACA must be moved past I 

2.5° from detent; this commands acceleration about the selected axis. To terminate LM rotation, an 

opposite acceleration about the same axis must be commanded. 

Direct Mode. The direct mode is also an open-loop acceleration mode. It is selected on an individual- 

axis basis by setting the appropriate ATTITUDE CONTROL switch (ROLL, PITCH or YAW) to DIR. 
Automatic AGS attitude control about the selected axis is disabled and direct commands to two thrusters 
are routed to the RCS secondary solenoids when the ACA is displaced 2.5°. The thrusters fire con- 

tinuously until the ACA is returned to the detent position. 

Hardover Mode. In an emergency, the ACA can be displaced to the maximum limit (hardover position) 
to command an immediate attitude change about any axis. This displacement applies signals directly to 
the RCS secondary solenoids to fire four thrusters. This maneuver can be implemented in any attitude 
control mode. 

Translation Control. (See figure 2.2-39.) Automatic and manual translation control are available in all 

three axes, using the RCS. Automatic control consists of thruster commands from the LGC to the jet 

drivers in the ATCA. These commands are used for translations of small velocity increments and for 

ullage settling before ascent or descent engine ignition after coasting phases. Manual control in the 

primary guidance mode consists of on and off commands from a TTCA, through the LGC, to the primary 
preamplifiers. In the abort guidance mode, only manual control is available. Control consists of on 
and off commands from a TTCA to the jet selected logic in the ATCA, The voltage is sufficient to saturate 
the PRM's and provide control of the thrusters. RCS thrust (+X -axis) is available when the +X TRANSL 

pushbutton is pressed. The secondary solenoids of the four downward-firing thrusters (B1D, A2D, B3D, 
A4D) are energized as long as the +X TRANSL pushbutton is pressed. 

Descent Engine Control. (See figure 2.2-40.) Descent engine control accomplishes major changes in 
LM velocity. 

Ignition and Shutdown. Descent engine ignition is controlled by the PGNS and the astronaut through the 

CES. Before ignition, the engine must be armed by setting the ENG ARM switch (panel 1) to DES. This 
action sends an engine arm discrete to the LGC and to the S&C control assemblies. Engine-on commands 
from the LGC or AGS are routed to the DECA through the S&C control assemblies. When it receives the 

engine arm and start discretes from the S&C control assemblies, the DECA commands the descent engine 

on. The engine remains on until an engine-off discrete is initiated with either stop pushbutton (panels 5 
and 6). An engine-off discrete is generated when the AV reaches a predetermined value. The astronauts 
can command the engine on or off, using the engine START (panel 5) and stop pushbuttons. 
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Throttle Control, Descent engine throttle (thrust) can be controlled by the PGNS and/or the astronauts. 
Automatic throttle (increase/decrease) signals from the LGC are sent to the DECA. The analog output of 
the DECA controls descent engine thrust from 10% to maximum thrust (92.5%). In the automatic mode 
(THR CONT switch set to AUTO), the astronauts can use the TTCA's to increase descent engine thrust. 
When the THR CONT switch is set to MAN, the astronaut has complete control over descent engine thrust. 
If a TTCA is used for throttle control, X-axis translation capability is disabled. 

Trim Control. Descent engine trim is automatically controlled during the primary guidance and abort 
guidance modes, to compensate for center-of-gravity offsets during descent engine operation. In the 
primary guidance mode, the LGC routes trim on and off signals in two directions, for each gimbal axis, 
to the DECA. These signals operate power control circuitry, which drives the GDA's. In the abort 
guidance mode, Y- and Z-axis signals that drive the GDA's are routed from the ATCA to the DECA. The 
GDA's tilt the descent engine along the Y-axis and Z-axis a maximum of +6° or -6° from the X-axis. 

GDA's are activated during periods when descent engine is armed. 

Ascent Engine Control. (See figure 2.2-41.) Ascent engine ignition and shutdown can be initiated by the 
PGNS, AGS, or the astronaut. Automatic and manual commands are routed to the S&C control assemblies, 
These assemblies provide logically ordered control of LM staging and engine on and off commands. The 
S&C control assemblies provide a positive command for fail-safe purposes if the engine-on command is 
interrupted. In the event of an abort stage command while the descent engine is firing, the S&C control 
assemblies provide a time delay before commanding LM staging and ascent engine ignition. The time 
delay ensures that descent engine thrusting has completely stopped before the LM is staged. 

2.2.3.8 Power Distribution. (See figure 2, 2-42.) 

Each section of GN&CS receives its power independently of the other sections, from the 
CDR's and the LMP's buses through the circuit breakers on panels 11 and 16, respectively. The flight 
displays associated with the GN&CS receive power from CDR's a-c and d-c buses. When power is sup- 
plied to a particular display, a power-on indicator is energized. For the X-pointer, THRUST, RANGE, 
and RANGE RATE indicators, the power-on indicator is a lamp; for the FDAI's, flags are used. The 
MISSION TIMER and the EVENT TIMER do not have power-on indicators. 

2.2.3.8.1 | PGNS Power Distribution. 

The LGC receives 28-volt d-c primary power from the PGNS; LGC/DSKY circuit breaker. 
The primary power is used by power supplies within the LGC to develop +14- and +4-volt de power. 
These outputs are used for logic power within the LGC. The +14-volt d-c power supply also provides an 
input to the DSKY power supplies. The +4-volt d-c power supplies (2) of the LGC provide power for the 

standby and operate modes of LGC operation. 
   

The standby mode of operation is initiated by pressing the PRO pushbutton on the DSKY, 
after keying the appropriate setup command (verb-noun combination), During standby, the LGC is put 
into a restart condition and the +4- and +14-volt d-c supplies are switched off. This places the LGC in 
a low-power mode in which only the LGC timer and a few auxiliary assemblies are operative. The DSKY 
power supply receives +28 and +14 volts dc and an 800-pps sync from the LGC. The power supply de- 
velops 275-volt, 800-cps power for the DSKY electroluminescent displays. 

The power and servo assembly (PSA) receives input power from the PGNS: LGC/DSKY, 
IMU STBY, and IMU OPR circuit breakers. The input voltage is 27,542.5 volts dc, with transient limits 
between 24.0 and 31.8 volts dc. In addition to the d-c input from the EPS, the PSA power supplies re- 
quire clock pulses (800 pps, 3.2 kpps, and 25.6 kpps) from the LGC. The PSA power supplies are as 
follows: 

28-volt, 800-cps, +1% power supply 

28-volt, 800-cps, 0°¢, +5% power supply 

28-volt, 800-cps, -90°¢ , +5% power supply 

-28-volt, de power supply 

28-volt, 3,200-cps power supply 
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i GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 

Page 2,2-150 Mission LM Basic Date 15 December 1968 Change Date 15 June 1969 

  

   



    

   

  

    

    

         

    
      

  
  
  
  

   

    

       

  

      

     
   

ED RELAY BOX 
SYSTEM A 

  

        
  

      

    

   

  

        
  

  

  

  

      
    

    
  

  

          
  

    
        

  

   

        

                  

CABLE CUTTING. 
Ta 

Ké TIME 
Quan 3 a DELAY 

sv = somsec | boyy AGING ;4— 28-v0C BOLTS ly 
TO STAGING Lo 

EXPLOSIVE i“— 

rH PRORULS Devices Lis + ape“ ' mre‘ 

Ay wes SKA KS TIME 
28.V0C DELAY 
BUS = 50 MSEC | d—we 28 

+ fe 
DEADFACING K2 

1a 28-v00 = 

rz 
1 1 28-006 

KIO 

pe 7v0c = 

29-v0C 7 
TO RCS i—_ INTER ‘ 

CONNECT| ED t 

Bus KI R3 Ra 

= =D 1 
COMMON = 

ACTUATOR 
IsoL wes 0 BATTERY & Lit 0 earrery 

COMMON 

ED RELAY BOX SYSTEM B 
IDENTICAL TO SYSTEM A) RELAY 

2 
RELAY 

Ki 
CABLE CUTTING ReLay eS 
Quad 1, 3 TO STAGING . STAGE 

explosives STAGING QUAD 2, 4 SEQUENCING Rey Pg 
NUTS 10 DEVICES DEADFACING ciRcUTS



  

  

  

        

  

  

  

   
  

  

     ED BATTERY A 

  

  

      
    

    

ASC Ho Set 
TANK 1 
® orn 
TANK 2 

  

  

  

  

     
Bho 

MASTER ARM 
on   ® oF 

  

  

  
Bu 
Br       

  
  

[eSTABICONTS 

coR’s 
28-VOC 
Bus 

CSTABICONTS, 

Ay    

LP's 
28-VOC 

Bus 

30062732



/STABICONTS, 

Q 
  Teer HEATERS Pons 

        
hs 

  

vo awe Ho 75 Ame mace 020 ANP Hs ane C22 ane x 
‘oN     

     
    
   

     

       

  

  
  800 PPS /2av, 800 CPS, 5%, 

3200 PPS 25.6 KPPS 2BV, 800 CPS, 5% - 90" 
2BV, 800 CPS, 1% 19 
2BV, 3200 CPS, 1% 

  

            

  

au 
1800 CPS OPERATE 
5% AND 1% ] (27-5 VOC) 
28 

    

+2
0 

vo
r 

+2
8 

vo
c 

+1
20
 

vo
c 

              

  

  12.8 KPPS 

  
PRIMARY GUIDANCE 

AND NAVIGATION SECTION   2av, 800 CPS 
  

ABORT GUIDANCE SECTION 2Bv, 800°€E5, 1» 

28v, 800 CPS, 3° 
   

3 
FROM ATCA   

          
Ca awe C2 ane       

‘COR'S 115V_400_CPS BUS 

FAC BUS Bo AC BUS ATrAC BUS BAC BUS AT. 
ILMP’S_28-VDC_BUS| ihe taste ‘ton 

arn O 036 8 
@



  

FUGHT 
  ATERS PGNS A a HEATERS ——— = pons > PDISPLAYS 9. 

  

So ame He We HOO C2 ae H(2 awe 

  

  

oT 

        

       

    

RADAR SECTION     ENG ARM 
LMP'S. STOP ‘asc COR’S STOP 
PUSHBUTTON PUSHBUTTON 

    

  TO TICA, ACA 
AND GASTA 

+15 voc 
= 15 VOC 
+43 vor 

FROM ATCA 

  
      ORBITAL RATE DISPLAY- 

EARTH AND LUNAR 

  

HC ane 22 ane Ho ane Hoo ane 2 ame   
  

  

FAC BUS BAC BUS An AC BUS Bo AC BUS a 
a ton Set — 

eo .° 3 3 - 
o 

Fig 

: Gl 
Mission. LM Bas



o 
BUS 

2 AMP 
G 

LMA790-3-LM. 

  

APOLLO OPERATIONS HANDBOOK 
SUBSYSTEMS DATA 

STABICONT 

  

  

  
MP 

Mission. 

ENG ARM ase 

LM 

° 0 
coR's STOP 
PUSHBUTTON 

LMP'S_28-VDC_BUS| 

     
S&C CONTROL 
ASSEMBLY NO. 1 
{RELAY LOGIC)   

STAB[CONT 

9 

asc noon Fon 
(+28 voc)        

L 

o 

Figure 2.2-42. GN&CS Power Distribution (Sheet 1 of 2) 

GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 
Basic Date 15 December 1968 

      

   

         

     

ASCENT 
ENGINE 
SECTION 
P/O MPS. 
——24 

Change Date__ 15 June 1969 

  

  

    
5 

|    

A 

fe a00ums228. 

Page_2, 2-151



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

STABICONT 

    

  

       

   

ICOR'S. 28-VDC_BUS 

ATITTUDE CONTROL 
       4 CASA JET 

   

  

       

    

   

ENABLE nose com mooecour—monttowr parser arses 

@ | @= = Otro rast rast nase | 
oiskete oe 1M = ia F/O RCS 

Qe ' | ----1 ' S ENABLE | \pmove cont | I 1 
. © PULSE Loge 1 
— o>~———> DISABLE } oD FROM IS J $10 seconoary 1 cous 

| 2 2-JET DIRECT j 
ACA ACA PROP ENABLE I 1 

8 Li-- 4 
DISABLE 

' 
   

  

  

          

    

    

   

| enaste rev, so0crs, 16 

DISABLE 
S$ & C CONTROL 28V, 800 CPS, 1%] ASSEMBLY NO. 3 am 4 

28V, 800 CPS, 
DESCENT 
ENGINE 
SECTION 
Pio mes A 

   

  nc ONL amd 
    

28V, 800 CPS, 14] 
EXCITATION] 

    

Des ENG 
MD OVRD. 

  

  

—StAs/conT— = STAB[CONT 
use Gen 

8 oO 

Figure 2.2.42. GN&CS Power Distribution (Sheet 2 of 2) 
  

: GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 

Page__2.2-152 Mission_LM Basic Date 15 December 1968 Change Date 15 June 1969 

1.6 KPPS 

[OFF wat crt 

uggont woot donot H2 ane 3 acs 

  

en) 

690 

           
       

    
      

    
      
   

  

   

    

   

    

ATCA 

| Sorr 

    



= PGNs — 

   

    
FROM PSA 

EI 

5    

To 
DECA 

+43 voc 

+15 voc 
   

    

  

ATT HOLD | Sopp 

OFF BAL cr 

ONTROL & 

iB0 

FLIGHT DISPLAYS.   

eo 98 

  

GA ‘STA, 

Tc aN 

e 0 
  

2 AMP Ho ane 

       
MISSION TIMER 

(HOURS MINS = SEC 
EVENT TuMER 
MINS msec 

P= 
mi 

  

  

  

ana 
ee 

eter 
ts 
et) 

  

    

  
    

    

    

   

  

     
Pee eat 

Az RY x1 XI LAT VEL 

  
  

—— att 015? —_, ‘ven na 

 



  Lays. 

maRust 

  

  
  

e300um.720.2 

 



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMSDATA 
  

(Pages 2. 2-153 thru 2, 2-158 intentionally left blank). 

ed 
j GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 

Mission. LM Basic Date 15 December 1968 Change Date_ 15 June 1969 Page 2. 2-153



WS 

LMA790-3- LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 
  

The 800-cps power supplies provide the PGNS with 1%, 5% -90°¢, and 5% 0° power, The 
28-volt, 800-cps, 1% power supply provides the IMU resolver excitation, servo amplifier demodulator 

reference, a reference signal to the FDAI's, a reference to the coupling data unit, RR resolver excitation, 

and ACA excitation, The 28-volt, 800-cps, 5% power supply provides the -90° and 0° excitation power for 
the gyro wheels, the IMU blowers, PIPA fixed heater power, and bias heater power. The -28-volt d-c power 

supply provides negative d-c inputs to the a-c amplifiers used in the inertial loops and power to the three 
gimbal servoamplifiers in the stabilization loops and to the pulse torque assembly power supply to gen- 

erate -20 volts de for use in accelerometer loops. The 28-volt 3,200-cps power supply provides the 
IMU with 28-volt power, which is then reduced through a transformer to 2- and 4-volt levels. The power 

supply provides excitation voltages (2 and 4-volts) for signal ducosyn signal-generator excitation and for 
magnetic suspension winding excitation for the torque and signal ducosyns of the IRIG's and PIPA's. The 

3,200-cps output is also used as a reference for the demodulator of the gimbal servoamplifier in all 

modes of operation, except the coarse-alignment mode. 

The pulse torque assembly (PTA) derives input power from the PSA when the IMU operate 

command is generated. The PTA power supply is synchronized by a 12. 8-kpps clock pulse from the LGC. 

The PTA power supply provides +20 volts d-c to the three binary current switches in the PIPA loops and 
+120 volts de to the binary current switch and d-c differential amplifier in the fine-alignment electronics 

associated with the stabilization loops of the IMU. The PTA also provides three separate +28-VDC 

precision voltage references to each of the three PIPA d-c differential amplifiers. 

The CDU power supplies (+4-vde and +14-vde) receive 28 volts, 800 cps, and +28 volts de 

(IMU operate signal) from the PSA, and a sync pulse from the LGC. The power supplies provide a reg- 

ulated output voltage for use in the CDU logic circuitry. Under full load conditions, the +4-vde power 

supply is required to provide +4-volts de +1%, at 2,5 to 3,0 amperes. 

The signal conditioner assembly (SCA) receives its operating power from the PSA. The 

operating power includes IMU operate and IMU standby +28 volts de used for B+ voltage in the SCA 

circuits, and reference voltages consisting of 800-cps and 3, 200-cps 1% feedback voltage from the IMU. 

Three additional reference voltages (2.5 volts de for bias, an 800-cps square wave, and a 3, 200-cps 
square wave) are generated in the SCA. 

The AOT receives 115 volts ac for illumination of the reticle, from the AC BUS A and the 

AC BUS B: AOT LAMP circuit breakers. The heaters in the AOT receive power from the CDR's d-c 
bus through the HEATERS: AOT circuit breaker. 

2.2.3.8.2 AGS Power Distribution. 

All power (ac and dc) required by the ASA is provided by the ASA power supply, which 
receives 28-volt d-c power from the STAB/CONT: ASA circuit breaker (panel 16). The power supply 
provides regulated 28 volts dc for current regulators, +12 volts de to bias amplifiers in the accelerom- 
eters, +4 volts de for use in a frequency countdown subassembly and the gyros, -12 volts de for use in 

the gyros, -6 volts dc for use as bias for the gyros, and -2 volts dc for use as bias in the frequency 
countdown subassembly. A-C voltages are provided for the accelerometer gyros and pulse torquing 
servo assemblies by 28-volt, 800-cps inputs from the ATCA. 

The AEA uses two power supplies. One operates in the standby and operates modes. It 
supplies power to clock countdown circuits and for the three integrating registers of the input-output 

subassembly. The other power supply operates in the operate mode and supplies power to the remainder 

of the AEA. These power supplies receive 28-volt d-c power from the STAB/CONT: AEA circuit 

breaker (panel 16) and 115-volt, 400-cps power from the AC BUS B: AGS circuit breaker (panel 11). 
They also receive 28-volt, 800-cps power from the ATCA power supply for synchronization. The operate 
power supply provides -2, +4, +6, +13.5, +14, -13.5, and -18 volts de. 

The DEDA operating power consists of +4 and -2 volts de supplied by the operate power 
supply of the AEA. 

2,2.3,8.3 Radar Power Distribution. 

The RR and LR receive 28-volt d-c power for the antenna heaters from the HEATERS: LDG 
RDR, RNDZ RDR STBY, and RNDZ RDR OPR circuit breakers (panel 11). 
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The RR receives power from the CDR's d-c and a-c buses through the PGNS: RNDZ RDR 
and the AC BUS A: RNDZ RDR circuit breakers (panel 11), respectively. The 28-volt d-c power applied 
to the RR power supply subassembly, provides regulated outputs of +26, +25, +12, -12, +6, and +4.3 
volts de. The 115-volt a-c power drives the servo electronics associated with the antenna assembly. 

The LR receives 28-volt d-c power from the CDR's d-c bus through the PGNS: LDG RDR 
circuit breaker (panel 11) for its low-voltage d-c power supply. The regulated outputs of the power 
supply are +25.3 volts de for the altimeter and the velocity sensor; for the other functional areas of the 
LR, +25, -25, +4, and -2 volts de. 

2.2.3.8.4 CES Power Distribution. 

The CDR's and LMP's 28-volt d-c buses and the CDR's 115-volt a-c bus supply power to the 
CES. The ACA receives 28-volt d-c power from the CDR's bus for 2 jet direct control through the 
STAB/CONT: ATT DIR CONT circuit breaker. DC excitation from the ATCA is used by the ACA to 
generate pulse command. Proportional rate commands are generated from a 28-volt, 800-cps signal 
from the ATCA. This input to the ACA signal is also used by the TTCA during AGS control, for gener- 
ation of throttle commands. During PGNS control, the PSA supplies the excitation voltage for the TTCA. 

The TTCA receives +15 volts de via an S&C control assembly from the ATCA power supply for the gener- 
ation of translation commands. The STAB/CONT: ATT DIR CONT circuit breaker also provides power 
for the secondary coils of the TCA's during the direct mode and when the +X-TRANSL pushbutton is used. 

The ATCA primary power supply receives 28 volts dc from the LMP's but through the 

STAB/CONT: ATCA circuit breaker. When the ATCA/AGS circuit breaker is on and GUID CONT switch 
is set to AGS and the MODE CONTROL: AGS switch is set to ATT HOLD or AUTO the thruster drivers 

are enabled. When the BAL CPL switch is set to ON, the 28 volts from the circuit breaker enables the 
four upward-firing thrusters. Power from the circuit breakers is also used to test the RGA, using the 

GYRO TEST switches (panel 3), 

The ATCA primary power supply provides regulated +15, -15, and 44.3 volts de for the 
ATCA and other GN&CS equipment, and +6 and -6 volts de for the ATCA only. The power supp'y is 
synchronized by a 1, 6-kpps signal (square wave) to generate a regulated 28--volt, 800-cps, i¢ output 
and a regulated, isolated, 28-volt, 800-cps, 30 output for RGA gyro spin motor excitation. Single 
phase is also supplied for AEA signal reference excitation. If the synchronizing pulses are lost, the power 
supply runs free at 800 cps +1%. Another ATCA power supply uses the 28-volt d-c input to generate re- 
dundant -4.7 volts de for use within the ATCA, for jet solenoid driver bias. Also, 28-volts, 800 cps 
power is supplied to the RR as "backup" power and to the IS and the rate displays as reference. 

The STAB/CONT: DECA PWR circuit breaker supplies +28 volts dc to the descent engine 

control circuit in the DECA. When the descent engine is armed, this input power is routed to the actua- 

tor isolation valves of the descent engine. The power supply of the DECA consists of a reference power 

supply and an auxiliary power supply. The reference supply receives +15 and -15 volts dc from the #4.3 vde 

ATCA power supply. D-C active regulators in the reference supply convert the +15 and -15 volts de to 

+6 and -6 volts dc, respectively. The 6-volt outputs of these regulators are very stable; they are used as 

a source for a voltage divider, which supplies the reference voltages to the comparators. 

The auxiliary power supply receives 400-cps power from the CDR's a-c bus through the AC 

BUS A: DECA GMBL circuit breaker. The power supply rectifies and filters the a-c power to supply 

+22 and -22 volts de for the DECA manual throttle circuit and +22 volts de for the power failure time- 

delay circuit. During an ATCA power failure, the auxiliary power supply provides +6 volts de to the 

descent-engine control circuit and enables full thrust of descent engine. In addition, +22- and -22-volt 

d-c reference voltages are used for a power failure monitor circuit in the DECA, The +15- and -15-volt 

d-c inputs to the reference power supply are also connected with the +22- and -22-volt d-c inputs, 

respectively, to supply the manual throttle circuit if the 22-volt d-c supplies fail. 

Power from the STAB/CONT: DES ENG CONT circuit breaker enables the engine control 

circuits in the DECA. This power is interrupted when the ABORT STAGE pushbutton is used or when the 

ABORT or STOP pushbuttons are used. The STAB/CONT: ENG START OVRD, AELD (2), ABORT 

STAGE (2), ENG ARM, and DES ENG OVRD circuit breakers are used in conjunction with the relay logic 

of the DECA and S&C control assemblies to accomplish ascent or descent engine control. 
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The GASTA receives 115 volts ac from the CDR's a-c bus through the AC BUS A: GASTA = 

  

circuit breaker and 28 volts de from the CDR's d-c bus through the FLIGHT DISPLAYS: GASTA circuit 

breaker. These two inputs energize the computer servo in the GASTA. 

2,2.3.8.5 ORDEAL Power Distribution. 

The ORDEAL receives 115 volts ac from the CDR's a-c bus through the AC BUS B: ORDEAL 
circuit breaker and 28 volts dc from the CDR's d-c bus through the FLIGHT DISPLAYS: ORDEAL circuit 

breaker, The 115-volt a-c power lights the ORDEAL panel and drives the resolvers. The d-c power is 

used for switching. 

2.2.4 MAJOR COMPONENT/FUNCTIONAL DESCRIPTION 

2.2.4.1 Primary Guidance and Navigation Section. 

2,2.4.1.1 Navigation Base. (See figure 2. 2-43.) 

The navigation base is a lightweight mount that supports, in critical alignment, the IMU, 
ASA, and AOT. It consists of a center ring with four legs that extend from either side. The IMU is 

mounted to the ends of one side of the four legs. The AOT and the ASA are mounted to the opposite ends 

of the legs. The navigation base is bolted to the LM structure above the astronauts' head, with three 
mounting pads on the center ring. An electrical grounding strap is attached to the center ring and to the 

LM structure. 

2.2.4.1,2 Inertial Measurement Unit, (See figure 2.2-44.) 

The IMU uses three Apollo 25-inertial reference integrating gyros (IRIG's) to sense changes 
in stable member orientation, and three 16-pulse integrating pendulous accelerometers (PIPA's) to sense 
velocity changes. The 25-IRIG's are fluid- and magnetically-suspended, single-degree-of-freedom 

gyros with a 2.5-inch-diameter case. The 16-PIPA's are fluid- and magnetically-suspended, pendulum- 
type devices with a 1, 6-inch-diameter case. The IMU gimbals consist of an outer gimbal mounted to the 

case, a middle gimbal mounted to the outer gimbal, and an inner gimbal (stable member) mounted to the 
middle gimbal. All three gimbals are spherical, have 360 degrees of freedom, and are positioned by 
torque motors. The IMU also consists of a failure detection assembly and a temperature control assem- 

bly. The complete IMU weighs approximately 42 pounds. 

Inertial Reference Integrating Gyros. The IRIG's are the sensing elements of the IMU stabilization loop. 

(Refer to paragraph 2.2.3.2.1.) The three gyros are mounted on the stable member, with their input 

axes mutually perpendicular, Any change in the attitude of the LM changes the attitude of the stable mem- 

ber and is sensed by one or more of the gyros. The gyros convert this displacement into an error signal 
which is amplified and fed to the IMU gyro torquing loop. The gyro-torquing loop repositions the stable 

member until this error signal is nulled and the original attitude of the stable member is reestablished. 

  

2000M4.200 

Figure 2.2-43. Navigation Base 
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Figure 2,2-44. IMU Gimbal Assembly 

The gyros tend to maintain their attitude with respect to inertial space. If a gyro is forced to rotate 
about the input axis which is perpendicular to the wheel spin axis, it responds with a torque about the out- 
put axis (which is perpendicular to the spin and input axes), The spin axis is displaced from its normal 
(null) alignment with the spin reference axis by an amount equal to the angle through which the output axis 
has rotated, The spin reference, input, and output axes are always mutually perpendicular. 

The construction of the IRIG's is similar to that of conventional single-degree-of-freedom gyros. The 
IRIG's consist of a wheel assembly, spherical (sealed) float, cylindrical case, single generator ducosyn, 
and torque generator ducosyn. The gyroscopic wheel is mounted within the sealed float on a shaft per- 

pendicular to the axis of the float and spins on preloaded ball bearings. The wheel is driven by a 

hysteresis synchronous motor in an atmosphere of helium which prevents corrosion of the ferrous parts 

and provides good transfer of heat. The helium in the float is at a pressure of one-half atmosphere. The 
torque generator ducosyn is mounted on one end of the float shaft; the signal generator ducosyn is mounted 

at the other end. VY 

The space between the float and the case is filled with a suspension and damping fluid. This fluid is 

maintained at the same density as the float, thereby suspending the float with respect to the case and re- 

moving the friction between the float pivot and bearing. The fluid density is kept equal to the density of 
the float by maintaining the gyro and its fluid at the proper temperature. The fluid also damps the float 
oscillations with respect to the case. The space immediately surrounding the float is entirely filled with 
fluid. Most of the nonfunctional space within the gyro case is consumed by damping blocks which assist 

in the control of the damping coefficient. 
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mounted as a single unit. Each ducosyn contains two separate stators, which are mounted to the case, 
and two separate rotors, which are mounted on a common ring on the float assembly. The signal gen- 
erator ducosyn is mounted, in the IRIG's, on the positive output-axis end of the float to provide magnetic 
suspension. The transducer microsyn provides an electrical analog signal proportional to the position of 
the float. A torque generator ducosyn is mounted on the negative output-axis end of the float to provide 

magnetic suspension. The transducer microsyn converts an electrical error signal into torque about the 
output axis, The IRIG magnetic suspension assembly and the primary of the signal generator require 
4-volt, 3,200-cps, single-phase excitation. In addition to the magnetic and fluid suspension, the IRIG's 
have a set of pivots and bearings on the output axis. 

The ducosyns consist of a separate magnetic suspension assembly and a separate transducer microsyn = 

Pulse Integrating Pendulous Accelerometers. The PIPA's are the sensing elements of the IMU acceler- 

ometer loops. The three accelerometers are mounted with the IRIG's on the stable member, with their 
input axes mutually perpendicular. Any change in LM velocity is sensed by one or more of the acceler- 

ometers. The PIPA's route the change in velocity through the accelerometer loops to the LGC. The 

LGC, in turn, issues accelerometer drive signals to torque the PIPA's back to their null position. 

The PIPA is basically a pendulum-type device consisting of a cylinder with a pendulous float pivoted with 

respect toa case. The axis of the pivot defines the output axis. The space between the pendulous float 
and the case is filled with fluid. A signal generator ducosyn is mounted on the positive end of the output 
axis to provide magnetic suspension and output signals indicative of rotational position of the float. A 
torque generator ducosyn also acts as a transducer to convert torque signals, in the form of electrical 
pulses, into mechanical torque about the output axis. A 2-volt rms, 3,200 cps 1¢ excitation is required 

for the PIPA magnetic suspension and the primary winding of the signal generator. 

The float body is a cylinder of berylium, which is fitted to a shaft on which the float pivots. The rotors 

of the ducosyns are mounted on the ends of the float body. The complete float assembly is in the main 

housing assembly and the space serves as both a fluid suspension for the float and as a viscous damping 
gap for the fluid. The main housing contains a bellows assembly to take up the expansions and contrac- 
tions of the fluid during heating. The end housings contain the ducosyn stators and the pivot bearing. 
The magnetic suspension units have tapered stator poles and a tapered rotor so that megnetic suspension 
forces are developed in both the axial and radial directions. The main housing assembly is completely 
covered by a case, which provides magnetic shielding and hermetically seals the unit. Heating coils 
between the main housing and case heat the suspension fluid to the proper temperature. All electrical 
signals are routed through the torque generator end of the case. 

When an acceleration is sensed along the input axis of the accelerometer, the float rotates from the null 

position. This rotation is sensed by the signal generator ducosyns. The reference excitation voltage of 
the signal generator is synchronized with the LGC clock, which is the reference for all GN&CS and loop 
timing. 

The output of the secondary of the signal generator ducosyn consists of two amplitude- modulated, sup- 

pressed-carrier signals: one of zero phase; the other, mphase. These two 180° out-of-phase signals 

are phase shifted 45° from the reference excitation (by the effect of a resistor in series with the secondary 
winding) and amplified by a preamplifier mounted on the stable member. 

Inner Gimbal Assembly. The inner gimbal (IG), referred to as the stable member, is free to rotate 360° 
about its axis. The stable member is machined from a solid block of cold-pressed and sintered beryl- 

lium; holes for mounting the IRIG's, PIPA's and the associated electronics are bored in the block. The 

stable member inputs and outputs are routed through a 40-contact slipring on each end of the inner gimbal 

axis (IGA). Angular data are transmitted by multispeed transmitter resolvers (1X and 16X), which 
supply 800-cps signals. to the CDU's. A gyro error resolver, mounted on the negative end of the IGA, is 

used in the stabilization loop to transform gyro error into gimbal axis error. A d-c torque motor, 

mounted on the positive end of the axis, is used in the stabilization loop to position the stable member. 

Middle Gimbal Assembly. The middle gimbal (MG) is suspended by two intergimbal assemblies inside the 
outer gimbal. The MG supports the inner gimbal. Each intergimbal assembly provides 360 degrees of 
freedom. However, to avoid gimbal lock, rotation is restricted within +85° to -85°, Each intergimbal 
assembly contains a duplex pair ball bearing (one fixed; one floated) and a 40-contact slipring for routing 
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electrical inputs and outputs. A multispeed transmitter resolver, mounted on the negative end of the 
middle gimbal axis (MGA), transmits angular data. A d-c torque motor is mounted on the opposite end 
of the axis. 

Outer Gimbal Assembly. The outer gimbal (OG) is similar to the MG; it is suspended inside the supporting 
case by two intergimbal assemblies. Each intergimbal assembly provides 360 degrees of freedom for the 
outer gimbal axis (OGA). Each intergimbal assembly contains a duplex pair ball bearing (one fixed, one 
floated), and a 50-contact slipring for routing electrical inputs and outputs. A multispeed transmitter 
resolver (1X and 16X) is mounted on the negative end of the OGA. A d-c torque motor is mounted on the 
opposite end of the axis. Two thermostatically controlled axial-flow blowers mounted in the outer gimbal 
walls move air from the vicinity of the middle gimbal to the walls of the case, where heat is carried 
away by water-glycol solution circulating through passages in the case. 

IMU Case. The IMU case is a spherical enclosure, which supports the inner, middle, and outer gimbals. 
The outside diameter of the case is approximately 12.5 inches. The walls of the case contain coolant 
passages through which a water-glycol solution is circulated to dissipate heat generated by inertial 
components and electronic modules. Two quick-disconnect fittings connect the coolant passages to the 
primary coolant loop of the ECS heat transport section. 

IMU Temperature Control Assembly. (See figure 2.2-45.) The IMU temperature control assembly 
maintains the temperature of the three IRIG's and three PIPA's within required limits during IMU 

standby and operating modes, The assembly supplies and removes heat, as required, to maintain IMU 
heat balance with minimum power consumption. Heat is removed by convection, conduction, and radia- 
tion, The natural convection, used during the IMU standby mode, is changed to blower-controlled forced 
convection during IMU operating modes, Forced convection between the middle gimbal and the water- 
glycol-cooled gimbal case is shown in figure 2.2-46. The IMU is sealed to maintain internal air pressure 
at 1 atmosphere to provide the required natural and forced convection, The temperature control assem- 
bly consists of a temperature control circuit, a blower control circuit, and a temperature alarm circuit. 

The temperature control circuit applies the required nominal heat (+130°4°F) to the inertial components. 
This circuit includes six IRIG end-mount heaters, three PIPA end-mount heaters, a temperature control 
thermostat assembly mounted on the stable member, two stable member heaters, an anticipator heater, 
and a temperature control module that turns the heaters on and off, as necessary. There are three addi- 
tional PIPA end-mount heaters; these are not controlled by the control module, but operate continuously 
when 28-volt, 800-cps IRIG power is applied. Power for the other heaters is 28 volts de. 

The blower control circuit removes heat, as required, to maintain heat balance. This circuit includes a 
blower control thermostat assembly mounted on the stable member, two axial blowers mounted on the 
outer gimbal, and a blower control module that turns the blowers on and off, as necessary. The blowers 
are turned off when the temperature exceeds +139°30.2°F; they do not operate during the IMU standby 
mode, 

The temperature alarm circuit monitors the temperature control assembly. The alarm circuit contains 
an alarm thermostat for high-temperature sensing (>+134°10.2°F), an alarm thermostat for low-temper- 
ature sensing (<+126°10.2°F), and a temperature alarm module that provides a discrete to the LGC 
during normal-temperature operation (+126° to +134°10.2°F). When an out-of-limit temperature occurs, 
the TEMP light on the DSKY goes on. 

IMU Failure-Detection Assembly. (See figure 2. 2-47.) The IMU failure-detection circuits monitor the 

800-cps phase B power supply, 3,200-cps power supply, inner gimbal servo error, middle gimbal servo 
error, and outer gimbal servo error. When a malfunction occurs, the failure-detection circuits provide 
an IMU failure signal to the LGC. The LGC processes the failure signal and routes it through the DSKY 
as an ISS warning indication to the warning indicators on panel 1. An IMU temperature out-of-limit con- 

dition routes a signal through the LGC to the DSKY to turn on the TEMP condition indicator. 
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2,2.4,1.3 Coupling Data Unit. (See figure 2. 2-48.) 

The CDU performs analog-to-digital conversion, digital-to-analog conversion, moding, and 
failure detection. It is a sealed container, which encloses 34 modules of 10 types. The 10 types of 
modules make up five almost identical channels: one each for the inner, middle, and outer gimbals and 
one each for the RR shaft and trunnion gimbals, Several CDU modules are shared by all five channels. 

Analog-to-Digital Conversion, (See figure 2.2-48.) Analog signals are received by the CDU from the 
IMU or the RR 1X and 16X resolvers, The magnitude of these signals is indicative of the degree of angu- 
lar displacement, 

The five channel inputs are phase shifted and attenuated by the switching logic and coarse-fine mixing 
circuit. The signals are used as an input to an error detector circuit, The error detector monitors the 
phase and amplitude of the 800-cps error output of the mixing and attenuation circuit. The phase of the 
signal determines whether the digital signal to be generated is positive or negative. The amplitude of the 
signal determines whether the digital pulses, equivalent to 20 arc seconds of gimbal displacement, are 
generated at 800 pps or 12.8 kpps. The digital pulse train is the input to a 16-bit binary read counter. 

The read counter, with binary stages designated as 29 to 215, counts the pulse train generated by the rate 
select and up-down logic circuitry. The 20 (least significant) bit output is transmitted to the LGC as a 
gimbal angle change (46¢) equivalent to 40 arc seconds. This is the only information pertaining to gimbal 
angles or angle changes that is transmitted from the CDU to the LGC. During the ISS coarse-alignment 
mode of operation, a Abe of 160 arc seconds per pulse is transmitted from the 22 output stage to the error 
counter of the CDU. The two stages (29 and 25) and the remainder of the read counter permit accumula- 
tion of the gimbal angle, with the least significant bit equivalent to 20 arc seconds of gimbal angle and the 
most significant bit (215) equivalent to 180° of gimbal displacement. The read counter can accumulate a 
total gimbal angle of 359°59'40'. The contents of the read counter are not accessible for readout or dis- 
play at any time. 

The primary function of the read counter is to provide the incremental ¥angles to be used in the coarse- 
fine mixing and switching logic for mechanization of the trigonometric identity sin (¢-¥). When the read 
counter has accumulated value yequal to the angle ¢, the input to the error detector is nulled and the read 
counter does not receive additional input pulses until a change in gimbal angle occurs. During certain 
ISS modes of operation, the read counter receives a reset pulse that sets the counter to zero. 

This command is generally given when the system is energized, to permit the gimbals and the read 
counter to come into agreement with each other before using the gimbal angle information stored in the 
computer. 

Digital-to-Analog Conversion. (See figure 2.2-48.) The error counter, a nine-bit (20 to 28) counter, is 
used primarily in the conversion of digital data to its analog equivalent. With only one exception, coarse 
alignment, the error counter is operated solely from LGC input data, Each pulse into the error counter, 
whether from the LGC or from the read counter, is equivalent to 160 arc seconds of gimbal angle dis- 
placement or attitude error. The counter must be enabled by an error-counter enable discrete from the 
LGC. When attitude error is to be displayed, the counter accumulates the pulse train from the LGC and 
maintains that value until the LGC either counts the value down or removes the error-counter enable dis- 
crete. In the coarse-alignment mode of operation, the read counter, as it accumulates increasing gimbal 
angles due to a coarse repositioning of the gimbal, can cause the contents of the error counter to decrease 
toward zero. 

When the binary stages of the error counter are switched, switches in the 800-cps ladder network of the 
digital-to-analog converter are opened or closed. As the ladder switches are closed, an 800-cps analog 

signal, whose amplitude is proportional to the contents of the error counter and whose phase is deter- 
mined by a positive or negative value stored in the error counter, is generated in the digital-to-analog 
converter. If the LGC moding control has selected a coarse-alignment or attitude error display mode, 
the 800-cps signal is used without conversion to de. If the error counter contents are indicative of an 
LGC-calculated forward and lateral velocity signal, the 800-cps, 0- or 7-phase signal is converted from 

ac to de for use as a display drive signal. 
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Moding. The moding section of the CDU receives the following discretes from the LGC: 

e ISS CDU zero 

e ISS error-counter enable 

@ RRCDU zero 

e RR error-counter enable 

e ISS coarse alignment 

@ Display inertial data (DID). 

The DID command is routed to the LGC and the CDU, moding section by setting the MODE SEL switch to 

PGNS. The LGC discretes are buffered and processed, by the moding section, to the proper logic levels 

and timing for use in other sections of the CDU. The CDU zero discrete resets the read counter to zero, 

Upon termination of the discrete, the read counter again accumulates the number of pulses equivalent to 

the actual gimbal angle. The CDU zero discrete, besides being used in the CDU, is sent to the AGS to 

initialize the PGNS angle input registers and start accumulation of PGNS alignment signals. 

Failure Detection. (See figure 2.2-49.) Failure-detection circuits monitor CDU circuitry for malfunc- 

tions. The failure-detection circuits monitor ISS CDU channel performance and RR CDU channel per- 
formance; they operate identically for both. Upon detection of an out-of-tolerance condition, an ISS CDU 

failure or RR CDU failure discrete is issued to the LGC. The ISS CDU fail discrete causes the LGC to 
issue a failure discrete to the caution and warning electronics for display. A RR CDU fail discrete 
causes the TRACKER condition indicator on the DSKY to go on. 

2.2.4.1.4 Pulse Torque Assembly. 

The PTA consists of 17 electronic modular subassemblies mounted on a common base. There 

are four binary current switches. One furnishes torquing current to the three IRIG's and the other three 

furnish torquing current to the three PIPA's. The four d-c differential amplifier and precision voltage ref- 

erence subassemblies regulate torquing current supplied through the binary current switches. 

The three a-c differential amplifier and interrogator subassemblies amplify accelerometer 
signal generator signals and convert them to plus and minus torque pulses. The gyro calibration module 
applies plus or minus torquing current to the IRIG's when commanded by the LGC, The three PIPA cali- 

bration modules compensate for the differences in inductive loading of accelerometer torque generator 
windings and regulate the balance of plus and minus torque. A pulse torque isolation transformer couples 
torque commands, data pulses, interrogate pulses, switching pulses, and synchronizing pulses between 
LGC and PTA, Power for the other 16 subassemblies is supplied by the pulse torque power supply. 

2.2.4.1.5 Power and Servo Assembly. 

The PSA provides a central point for the PGNS amplifiers, modular electronic components, 

and power supplies. The PSA is on thé cabin bulkhead behind the astronauts, It consists of 14 subas- 

semblies mounted to a header assembly. Connectors and harnesses are integral to the header assembly. 

A thin cover plate, mounted on the PSA, hermetically seals the assembly. During flight, this permits 
pressurization of the PSA to remain at 15 psi. 

The three gimbal servoamplifiers supply the torquing signals for the IMU gimbals. IMU 

moding is accomplished by the relay module. A -28-volt d-c power supply supplies power to the gimbal 

servoamplifiers and pulse torque power supply. The PSA contains one amplifier and one automatic 

amplitude control, filter and multivibrator subassembly for the 3,200 cps, 1% power supply. (Refer to 
paragraph 2,2.3.4.1.) The amplifier supplies 28 volts, 3,200 cps to the ducosyn transformer on the 

stable member and to the gimbal servoamplifiers; the automatic amplitude control, filter, and multi- 

vibrator subassembly regulates amplifier operation. 
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Figure 2,2-49. CDU - Failure Detection Logic 

An amplifier and an automatic amplitude control, filter and multivibrator subassembly is 
also associated with the 800-cps power supply. This amplifier supplies 28 volts, 800 cps, for IMU re- 
solver excitation and provides a reference signal for an 800-cps, 5% amplifier which in turn provides a 
reference for another 800-cps, 5% amplifier. These two amplifiers, 90° apart in phase, supply 28 volts, 
800 cps, for the IMU blowers, gyro wheels, and the PIPA heaters. The IMU load compensation subas- 
sembly provides power-factor correction for 800-cps, 1%, and 5% supplies. The 28-volt IMU operate 
power from the CDR's 28-volt d-c bus is filtered by the PGNS supply filter subassembly. 

The IMU auxiliary subassembly indicates out-of-tolerance condition of the 3,200-cps, the 
28-volt 800-cps 1% and the 28-volt 800-cps 5% and the gimbal error signals; provides IMU turn-on moding 
discretes; and indicates IMU temperature out-of-tolerance condition to GSE through the umbilical of the 
launch umbilical tower (LUT). . 

2,2.4.1.6 Signal Conditioner Assembly. 

The SCA preconditions PGNS measurements to a 0- to 5-volt d-c format before the signals 
are routed to IS. There are three types of output signals from the SCA: PB, PU, and PD. The PB type 
are preconditioned analog signals derived from a bipolar signal. The PU type are preconditioned analog 
signals derived from a unipolar signal. The PD type are preconditioned bilevel discretes. The PB type 
identifies signals that are referenced to the 2,5-volt d-c bias supply. The SCA consists of four signal- 
conditioning modules, which are listed, with signal description and telemetry number, in table 2. 2-24, 
The SCA is mounted piggyback on the PSA. 

The gimbal resolver signal-conditioning module conditions the inner, middle, and outer 
gimbal resolver sine and cosine signals. 

The IRIG and PIPA signal-conditioning module conditions the inner, middle, and outer 

gimbal IRIG error signals and the X-, Y-, and Z-PIPA error signals. This module also generates a 
3,200-cps, square-wave reference signal required to operate the SCA circuits. 
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Table 2,2-24. Signal Conditioner Assembly - Signal Conditioning Modules 

  

  

  

  

Signal-Conditioning Telemetry 
Module Signal Description No. 

Gimbal resolver Sine of IG 1X resolver output GG2112V 
Cosine of 1G 1X resolver output GG2113V 
Sine of MG 1X resolver output GG2142V 

Cosine of MG 1X resolver output GG2143V 
Sine of OG 1X resolver output GG2172V 
Cosine of OG 1X resolver output GG2173V 

IRIG and PIPA IG IRIG error GG2107V 
MG IRIG error GG2137V 
OG IRIG error GG2167V 

X-PIPA signal generator output GG2001V 
Y-PIPA signal generator output GG2021V 

Z-PIPA signal generator output GG2041V 
3,200 eps, 28-volt supply GG1331V 

CDU, PIPA temper- Pitch CDU digital-to-analog output GG2219V 
ature, and 2.5-vde 

bias Yaw CDU digital-to-analog output GG2249V 
Roll CDU digital-to-analog output GG2279V 
IMU standby/off GG1513x 

PIPA temperature GG2300T 

LGC operate GG1523x 
PCM 2.5-vde TM bias GG1110V 
IMU 28-volt, 800-cps, 1% GG1201V 

Radar resolvers and Sine of RR shaft 1X resolver output GG3304v 
120-yolt PIPA supply 

Cosine of RR shaft 1X resolver output GG3305V 

Sine of RR trunnion 1X resolver output GG3324v 

Cosine of RR trunnion 1X resolver output GG3325V 

120-vde pulse torque reference GG1040V         

The CDU, PIPA temperature, and 2.5-volt d-c bias signal-conditioning module conditions 
the pitch, roll, and yaw CDU digital-to-analog converter outputs, the PIPA temperature sensor signal, 
ISS 28-volt standby power, and 800-cps 1% amplifier output. This module also supplies the 2.5-volt d-c 
bias for the bipolar measurements. 

The radar resolvers and 120-volt PIPA supply signal-conditioning module conditions the sine 
and cosine signals from the shaft and trunnion 1X resolvers of the RR antenna assembly, and the 120-volt 
output of the pulse torque power supply. This module also supplies an 800-cps, square-wave reference 
signal to the SCA circuits. 

2.2.4.1.7 Alignment Optical Telescope. 

The AOT, mounted on the navigation base to provide mechanical alignment and a common 
reference between the AOT and IMU, is a unity-power, periscope-type device with a 60° conical field of 
view. It is operated manually by the astronauts. The AOT has a movable shaft axis (parallel to the LM 
X-axis) and a line-of-sight axis (approximately 45° from the X-axis). ' 
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The AOT is essentially an L-shaped device approximately 36 inches long, and consists of an 

upper section and an eyepiece. Structural components, such as housing and mounts, are machined from 
beryllium; spacers and similar parts are made of aluminum. A pressure strain seal is used to seal the 
cabin from space environment. 

The AOT optics (figure 2, 2-50), consists of two sections: shaft optics and eyepiece optics. 
The shaft optics section is a -5 power complex that provides a 60° field of view. The eyepiece optics 
section is a +5 power complex that provides shaft and trunnion angle measurements. 

The inner housing, which is part of the upper section and rotates within an outer housing, 
contains the components of the shaft optics section. Objective and relay lenses and a prism are centrally 
aligned and axially located within the inner housing. 

The relay lens assembly is positioned near the bottom of the inner housing with the objective 
lens assembly above it. The head prism and its mounting form the uppermost part of the objective lens 
assembly and protrude through the top of the outer housing. 

The objective lenses, consisting of six spherical lens elements and one aspherical element, 

focus the image at the eyepiece side of the aspherical field lens. The aspherical field lens collects the 

light rays.and transmits them to the relay lenses. Image diameter at the first focal plane is approxi- 
mately 6 x 10-4 inches, The relay lens assembly transfers and focuses the image at the second focal 

plane located at the AOT reticle. The aperture between the lens cells functions as a field stop, limiting 

the field of view to 60°. The head prism is fixed in elevation, with the center of its field of view 45° 

above the Y-Z plane, The prism collects light from a 60° segment of the celestial sphere and refracts it 
to the prism hypotenuse. The light reflects from the hypotenuse, emerges from the output face of the 
prism, and impenges on the first element of the objective lens assembly. 

The eyepiece optics section is the assembly through which the astronaut views the images of 

the stars on the reticle. The eyepiece optics consists of a glass window, a mirror, the reticle, and the 

eyepiece lenses. The glass window is mounted between the relay lens assembly and the eyepiece optics 
provides a seal between the two assemblies, The mirror, mounted between the window and the eyepiece 

optics at an angle of 45°, reflects the image from the relay lenses into the eyepiece lenses. The reticle 
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The reticle is positioned between two plano-plano glass disks. The reticle pattern is etched on one disk 

and covered by the other for protection. The disks are clamped together and mounted to a gear train, 

which drives the reticle counter. 

  

is at the second focal plane, coincident with the image and concentric with the AOT optical centerline. = 

cc) 

The AOT reticle pattern consists of crosshairs and a pair of Archimedes spiral lines, The 
vertical crosshair, an orientation line designated the Y-line, is parallel to the LM X-axis when the 
reticle is at the 0° reference position. Actually, the vertical crosshair (upper quadrant) is a pair of 
radial lines that facilitate accurate superimposition of target stars between them, The horizontal cross- 
hair, designated the X-line, is perpendicular to the orientation line. The pair of spiral lines are one- 
turn spirals, originating from the center of the reticle and terminating at the top of the vertical crosshair. 

Ten miniature red lamps mounted around the reticle prevent false star indications caused by 
imperfections in the reticle and illuminate the reticle pattern, Stars will appear white, reticle imperfec- 
tions, red, Heaters prevent fogging of the mirror due to moisture and low temperatures during the mis- 
sion, The AOT mirror heaters receive operating power through the HEATERS: AOT circuit breaker 
(panel 11). This power is applied 30 minutes before initially using the AOT and is then left on for the 
remainder of the mission. 

A reticle control enables manual rotation of the reticle for use in lunar surface alignments. 
A counter on the left side of the AOT, provides angular readout of the reticle rotation, The counter reads 
in degrees to within +0,02° or +72 seconds. The maximum reading is 359.98°, then the counter returns 
to 0°, Interpolation is possible to within #0.01°. 

A rotatable eyeguard is fastened to the end of the eyepiece section, The eyeguard is axially 
adjustable for head position. It is used when the astronaut takes sightings through the AOT with his face- 
plate open, This eyeguard is removed when the astronaut takes sightings with his faceplate closed; a fixed 
eyeguard, permanently cemented to the AOT, is used instead, The fixed eyeguard prevents marring of 
the faceplate when pressed against the eyepiece, 

A high-density filter lens, supplied as auxiliary equipment, prevents damage to the astro- 

naut's eyes due to accidental direct viewing of the sun or if the astronaut chooses to use the sun as a 
reference, The filter mounts on a threaded portion of the fixed eyeguard, 

2.2.4,1.8 Computer Control and Reticle Dimmer Assembly. 

The computer control and reticle dimmer assembly (CCRD) is mounted on the AOT guard. A 

thumbwheel on this control box enables the astronauts to adjust the brightness of the AOT reticle lamp when 

star-sighting. MARK X and MARK Y pushbuttons, also on this assembly, are used by the astronauts to 

send discrete signals to the LGC when star-sighting for an IMU in-flight alignment. The REJECT push- 

button is used if an invalid mark discrete has been sent to the LGC. The assembly routes heater power to 

the AOT and supplies reticle lamp power. The reticle-dimming circuit consists of a thumbwheel-con- 

trolled potentiometer (which protrudes from the side of the CCDR), two diodes, a control transistor, and 
a transformer. 

2,2.4,1.9 LM Guidance Computer. (See figure 2. 2-51.) 

The LGC contains a timer, sequence generator, central processor, priority control, an 

input-output section and a memory. The main functions of the LGC are implemented through execution of 

programs stored in memory. Programs are written in a machine language called basic instructions. A 

basic instruction can be an instruction word or a data word. All words for the LGC are 16 bits long. 

In memory, data words contain a parity bit, 14 magnitude bits, and a sign bit. A binary 1 in 
the sign bit indicates a negative number; a binary 0, a positive number. Instruction words contain a 12- 

bit address code and a three-bit order code. Normally, the address code represents the location of a 

word in memory or the central processor. The order code defines the data flow within the LGC, and the 

address code selects the data that is to be used for computations. The order code represents an opera- 

tion to be performed on the data whose location is represented by the address code. The order code of 

each instruction is entered into the sequence generator, which controls data flow and produces a different 

sequence of control pulses for each instruction, Each instruction is followed by another instruction. To 

specify the sequence in which consecutive instructions are to be executed, the instructions are normally 

stored in successive memory locations. The address of the instruction to be executed next is derived by 

adding the quantity one to the address of an instruction being executed. Execution of an instruction is 

complete when the order code of the next instruction is transferred to the sequence generator and the 
relevant address is in the central processor. 
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The central processor performs arithmetic operations and data manipulations on information 
accepted from memory, the input channels, and priority control. Arithmetic operations are performed 
using the binary 1's complement numbering system. The central processor performs all operations under 
the control of pulses generated by the sequence generator. 

All words read out of memory are checked for the correct parity, and a bit is generated 
within the central processor for all words written into memory. The LGC uses odd parity; an odd number 
of binary 1's including the parity bit is associated with all the words stored in memory. The central 
processor also supplies data and control signals through the output channels and provides interface for 
the various subsystems. 

The LGC operates in an environment in which many parameters and conditions change in a 
continuous manner. The LGC, however, operates in an incremental manner, operating only one param- 
eter ata time. Therefore, for the LGC to process the parameters, the LGC hardware is time shared. 

The time sharing is accomplished by assigning priorities to the LGC processing functions. These 
priorities are used by the LGC so that it processes the highest priority processing function first. Time 
sharing is implemented by one of the following: 

e@ Counter interrupt (a hardware function) 

e Program interrupt (a hardware and program control program) 

e@ Program-controlled processing (program control function). 

Each of the foregoing has a relative priority with respect to each other; also within each 
there are a number of processing functions, each having a priority level relative to the other processing 
functions within the group. Most of the processing performed by the LGC is in the program controlled 
processing category. During this processing the LGC is controlled by the program stored in the LGC 
memory. 

The counter interrupt processing has the highest priority functions. A counter interrupt 
input that requires processing causes the processing of either program-controlied function or interrupt 
to be suspended, After processing the counter interrupt, control is returned to the processing that was 
suspended. Program interrupts are the next highest priority type of processing. This type of process- 
ing causes suspension of any program controlled processing. A program interrupt cannot interrupt or 
suspend the processing of a counter interrupt or the processing of another program interrupt, but an 
inhibit, initiated through program action, can be set so that the program interrupt processing cannot 
interrupt the program-controlled processing. Program-controlled processing is the lowest priority type 

of processing. Any counter interrupt or program interrupt processing causes the program-controlled 
processing to be suspended. The LGC has 10 program interrupt conditions, These interrupts, in order 
of priority, are as follows: 

@ Time 6 interrupt (T6 RUPT) 

© Time 5 interrupt (T5 RUPT) 

© Time 3 interrupt (T3 RUPT) 

e Time 4 interrupt (T4 RUPT) 

e Key interrupt No. 1 (KYRPT 1) 

¢ Key interrupt No. 2 (KYRPT 2) or Mark interrupt (MKRPT) 

@ Uplink interrupt (UPRUPT) 

@ Downlink interrupt (DNKRPT) 

« Radar interrupt (RADRPT) 

e Hand controller interrupt (HNDRPT). 
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The time 6, 5, 3, and 4 interrupt conditions are internal interrupts initiated by the LGC. 
The first key interrupt is initiated when a DSKY pushbutton is pressed. A mark signal, indicating a 
sighting, initiates the second key interrupt. The uplink interrupt indicates completion of an uplink word. 
The radar interrupt is generated when a complete radar work is received. As the ACA is moved out of 
detent the hand controller interrupt is initiated. 

   

Before a priority program can be executed, the current program must be interrupted. The 
contents of the program counter and any intermediate results contained in the central processor should 
be preserved. The priority control produces an interrupt request signal, which is sent to the sequence 
generator. The signal, acting as an order code, executes as instruction that transfers the contents of the 
program counter and any intermediate results to memory. The interrupt request signal also transfers 
the priority program address from priority control to the central processor and, then, to memory through 
the write lines. As a result, the first basic instruction word of the priority program is entered into the 
central processor, from memory, and execution of the priority program begins. The last instruction of 
each priority program restores the LGC to normal operation, provided no other interrupt request is 
present, by transferring the previous contents of the program counter and intermediate results from their 
storage locations in memory back to the central processor. 

Data pertaining to the flight, which include real time, acceleration, and IMU gimbal angles, 
are stored in memory locations called counters. The counters are updated as soon as new data becomes 

available. Data inputs to priority control are called incremental pulses. Each incremental pulse pro- 
duces a counter address and a priority request. The priority request signal is sent to the sequence 
generator as an order code. The control pulses produced by the sequence generator transfer the counter 
address to memory through the write lines of the central processor. The control pulses also enter the 
contents of the addressed counter into the central processor. 

Real time, which is used in solving guidance and navigation problems, is maintained within 
the LGC, in the main time counter of memory. The main time counter provides a 745. 65-hour (approxi- 
mately 31 days) clock. Incremental pulses are produced in the timer and sent to priority control to 
increase the main time counter. The LGC clock is synchronized with ground elapsed time (GET) which 
is "time zero" at launch. The LGC time is transmitted once every second by downlink operation for com- 
parison with the GET of MSFN. 

Incremental transmissions occur in the form of pulse bursts from the output channels to 
the CDU, the gyro fine alignment electronics, and the radars, The number of pulses and the time 
at which they occur are controlled by the LGC program. Discrete outputs originate in the output channels 
under program control. These outputs are sent to DSKY and other subsystems. A continuous pulse train 
at 1.024 mc originates in the timing output logic and set as a synchronization signal to the timing elec- 
tronics assembly in the IS. 

The uplink word from MSEN via the digital uplink assembly (DUA) is supplied as an incre- 
mental pulse to priority control. As this word is received, priority control produces the address of the 

uplink counter in memory and requests the sequence generator to execute the instructions that perform 
the serial-to-parallel conversion of the input word. When the conversion is completed, the parallel word 
is transferred to a storage location in memory by the uplink priority program. The uplink priority 
program also retains the parallel word for subsequent downlink transmission. Another program converts 

the parallel word to a coded display format and transfers the display information to the DSKY. 

The downlink operation of the LGC is asynchronous with respect to the IS. The IS supplies 
all the timing signals necessary for the downlink operation. (Refer to paragraph 2.2.2 for interface 

discussion. ) 

Through the DSKY, the astronaut can load information into the LGC, retrieve and display 
information contained in the LGC, and initiate any program stored in memory. A key code is assigned 
to each keyboard pushbutton. When a DSKY pushbutton is pressed, the key code is produced and sent to 
an input channel of the LGC. A signal is also sent to priority control, where the signal produces the 
address of a priority program stored in memory and a priority request signal. The priority request 
signal is sent to the sequence generator, This results in an order code and initiates an instruction for 
interrupting the program in progress and for executing the key interrupt No. 1 priority program stored 
in memory. This program transfers the key code temporarily stored in an input channel, to the central 
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processor, where it is decoded and processed. A number of key codes are required to specify an address 
or a data word. The program initiated by a key code also converts the information from the DSKY key- 

board to a coded display format. The coded display format is transferred by another program to an 
output channel ofthe LGC and sent to the DSKY for display. The display is a visual indication that the key 
code was properly received, decoded, and processed by the LGC. 

Timer. The timer generates the timing signals required for operation of the LGC. It is the primary 
source of timing signals for all subsystems. 
  

The master clock frequency, generated by an oscillator, is applied to a clock divider logic circuit. The 

clock divider logic divides the master clock frequency into gating and timing pulses at the basic clock 
rate of the LGC (1024 kpps). This basic clock rate is also applied to a scaler and a time pulse generator, 
The scaler further divides the output of the clock divider logic into pulses and signals which are used for 
gating, for generating rate signal outputs, and for accumulating time. The time pulse generator produces 
a recurring set of time pulses which define a specific memory cycle during which access to memory and 
data flow take place within the LGC. 

Sequence Generator, The sequence generator executes the instructions stored in memory, processes 

instruction codes and produces control pulses that regulate data flow of the LGC. The control pulses 
control the operations assigned to each instruction and the data stored in memory. 

The sequence generator consists of an order code processor, a command generator, and a control pulse 
generator, The sequence generator receives order code signals from the central processor and priority 

control. These signals are coded by the order code processor and supplied to the command generator. 
Another set of control pulses are used for gating the order code signals into the sequence generator at the 
end of each instruction. The command generator decodes the input signals and produces instruction 
commands which are supplied to the control pulse generator. 

The control pulse generator receives 12 time pulses from the timer. These pulses occur in cycles and 
are used for producing control pulses in conjunction with the instruction commands. There are five types 
of control pulses: read, write, test, direct exchange, and special purpose. Information in the central 
processor is transferred from one register to another by the read, write, and direct exchange control 
pulses. The special purpose control pulses regulate the operation of the order code processor. The test 

control pulses are used within the control pulse generator. Branch test data from the central processor 
change the control pulse sequence of various functions. 

Central Processor, The central processor performs all arithmetic operations required of the LGC, 
buffers all information coming from and going to memory, checks for correct parity on all words coming 
from memory, and generates a parity bit for all words written into memory. The central processor 
consists of flip-flop registers; write, clear, and read control logic; write amplifiers; a memory buffer 
register; a memory address register; a decoder; and parity logic. 

Primarily, the central processor performs operations dictated by the basic instructions of the program 
stored in memory. Communication within the central processor is accomplished through write ampli- 

fiers. Data flow to or from memory to the registers, between individual registers, or into the central 
processor from external sources. Data are placed on the write lines and are routed to a specific register 
or to another part of the central processor under control of the write, clear, and read logic. This logic 
accepts control pulses from the sequence generator and generates signals to read the contents of a 
register onto the write lines and to write the contents into another register of the central processor or 
another area of the LGC. The particular memory location is specified by the contents of the memory 
address register. The address is fed from the write lines into this register, the output of which is 
decoded by the address decoder logic. Data are subsequently transferred from memory to the memory 
buffer register. The decoded address outputs are also used as gating functions within the LGC. 

External inputs through the write amplifiers include the contents of the erasable and fixed memory bank 
registers, all interrupt addresses from priority control, control pulses associated with specific arithme- 
tic: operations, and the start address for an initial start condition. Information from the input and output 
channels is placed on the write lines and routed to specific destinations within or external to, the central 

processor. 
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Priority Control. The priority control establishes a processing priority for operations that are performed 
by the LGC. Priority control is related to the sequence generator in that it controls the instructions to 
the LGC. The priority control processes input-output information and issues order code and instruction 
signals to the sequence generator and a 12-bit addresses to the central processor. 

The priority control consists of start, interrupt, and counter instruction control circuits. The start 

instruction control circuit initializes the LGC if the program works itself into a trap, if a transient power 
failure occurs, or if the interrupt instruction control is not functioning properly. The LGC is initialized 
with the start order code signal, which not only commands the sequence generator to execute the start 

instruction, but resets other circuits. When the start order code signal is being used, issued, a stop 
signal is sent to the timer. This signal stops the time pulse generator until all essential circuits have 
been reset and the start instruction has been initiated by the sequence generator. 

The interrupt instruction control forces execution of the interrupt instruction by sending the interrupt 

order code signal to the sequence generator, and the 12-bit address to the central processor. There are 

10 addresses, each of which accounts for a particular function that is regulated by the interrupt instruc- 
tion control. The interrupt instruction control links the DSKY, telemetry, and time counters to the 
program, The interrupt addresses are transferred to the central processor by read control pulses from 
the sequence generator. The input-output circuits are the source of the DSKY, telemetry, and time 

counter inputs. The interrupt instruction control has a built-in priority chain which allows sequential 

control of the 10 interrupt addresses. The decoded addresses from the central processor control the 

priority operation. 

The counter instruction control is similar to the interrupt instruction control in that it units input-output 

functions to the program. It also supplies 12-bit addresses to the central processor and instruction sig- 

nals to the sequence generator. The instruction signals cause a delay (not a interruption) in the program 
by forcing the sequence generator to execute a counter instruction. The addresses are transferred to the 
central processor by read control pulses. The counter instruction control also has a built-in priority of 
the 29 addresses it can supply to the central processor. The priority is also controlled by decoded 

counter address signals from the central processor. The counter instruction control contains an alarm 

detector, which produces an alarm if an incremental pulse is not processed properly. 

Input-Output Interfaces. The input interface receives signals from the PGNS and other sources. (Refer 
to table 2.2-25.) These signals are conditioned and isolated by the input interface before they are routed 

into the LGC logic circuitry. The output interface conditions and isolates the LGC output signals before 

routing them to their assigned destinations. The input and output circuits of the LGC include storage and 

gating devices, which are referred to as input-output channels, 

Most input and output channels are flip-flop registers. Certain discrete inputs are applied to individual 
gating circuits which are part of the input channel structure. Input data are applied directly to the input 

channels; there is not write process as in the central processor. However, the data are read-out to 

the central processor under program control. The input logic circuits accept inputs that cause interrupt 

sequences within the LGC. These incremental inputs (acceleration data from the PIPA's, etc) are applied 
to the priority control circuits and, subsequently to associated counters in erasable memory. 

Outputs from the LGC are placed in the output channels and are routed to specific systems through the 
output interface circuits, The operation is identical with that in the central processor. Data are written 
into an output channel from the write lines and read-out to the interface circuits under program control. 
The downlink work is also loaded into an output channel and routed to the IS by the downlink circuits. The 

output timing logic gates synchronization pulses (fixed outputs) to the PGNS. These are continous outputs 
since the logic is specifically powered during normal operation of the LGC and during standby. 

Channel No. 1, This channel is the L-register of the LGC. 

Channel No. 2. This channel is the quotient (Q) register of the LGC. 

Channel No. 3. This channel is the high-order scaler. The channel furnishes a 14-bit 

positive number whose least significant bit has a weight of 5.12 seconds. The maximum content of the 

register is 23,3 hours, 

GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 

Mission. LM Basic Date__15 December 1968 Change Date. Page_2.2-179 

(Ete



LMA790-3- LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

Channel No. 4. This channel is the low-order scaler. The channel furnishes a 14-bit 
positive number whose least significant bit has as a weight of 1/3200 second. The maximum content of 

the register is 5.12 seconds. 

Channel No, 5 and 6. These output channels have eight bit positions and are associated with 

the RCS thrusters. The channel outputs are used for LM translation and rotation. The thruster com- 

mands from the channels are fed to preamplifiers of the jet drivers in the CES. The driver amplifier 

outputs are fed to the RCS to provide required control. The alphanumeric designation in the "bit position" 

columns indicates which of the 16 thrusters is controlled by that bit. A logic 1 in any of the bit positions 

causes the appropriate thruster to be fired. 

Channel No. 7. The channel is the fixed, external memory register. It is associated with 
selection of word locations in the fixed memory. The channel has three bit positions. 

Channel No. 10. The information in this channel is routed to the DSKY, which illuminates 

the various electroluminescent displays associated with the DSKY. 

Channel No. 11. All the information in this channel is routed to the DSKY condition indi- 
cators. If bit positions No, 1 through 7 contain a logic 1, the appropriate indicator goes on. Bit positions 

No. 13 and 14 contain the on-off commands for the ascent or descent engine (dependent on the setting of 

the ENG ARM switch). 

Channel No. 12. This output channel contains the discrete commands that are used by the 

PGNS. Bit positions No. 13 and 14 contain the discretes issued to the radar section. 

Channel No. 13. The first four bits of this channel are associated with the radars. The 

content of bit positions No. 1 through 3 defines which data are to be supplied by the radars to the LGC. 

(Refer to table 2, 2-26.) Bit position No. 4 contains the radar data strobe, When a ''1" has been entered 

into bit position No. 4 simultaneously with the necessary selection bits in bit positions No, 1 through 3, 

the LGC starts to transmit one of the six control signals. While the control signal is being transmitted, 

a sync pulse is also transmitted. When the radar receives the sync pulses, it sends data pulses to the 
LGC. Bit positions No. 12 through 14 are program interrupt priority control commands. Bit position 

No. 6 is not used. 

Channel No. 14. Bit positions No. 6 through 15 are associated with the ISS. CDU drive 
signals (bit positions No. 11 through 15) are generated when the bit position contains a logic 1. More than 
one of these signals can be generated simultaneously. Bit positions No. 7 and 8 select a gyro to be torqued 
positively or negatively and then applies a 3, 200-cps signal to the appropriate gyro. The appropriate 
signal is determined by the configuration of bits No. 7 through 9. If bit positions No. 6 and 10 are a logic 
1, a 3,200-cps pulse train is routed to the gyro electronics specified by bit positions No. 7 through 9. 

Channel No. 15. This input channel has five bit positions. Whenever a pushbutton on the 
DSKY is pressed, a five-bit code is entered into this channel. 

Channel No. 16, This input channel has five bit positions. If a MARK pushbutton on the 
AOT is pressed, a logic 1 is entered into bit positions No. 3, 4, or 5. This initiates an interrupt routine 
within the LGC. Bits No. 6 and 7 receive discretes from the RATE OF DES switch (panel 5), commanding 
an increase or decrease in the rate of descent, 

Channel No. 30. This input channel consists of 15 bit positions and uses inverted logic. 

Bit position No. 1 informs the LGC that an abort, using the descent engine, has been 
commanded. This position is filled by either crewman pressing the ABORT pushbutton, 

Bit position No. 2 informs the LGC that staging has occurred. This signal is generated 

in the Explosive Devices Subsystem. 

Bit position No. 3 informs the LGC that the crew has armed the ascent or descent 
engine by setting the ENG ARM switch to the appropriate position. 
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Channel | Name 1 2 3 4 5 6 

1 | L-register 
2 | Q-register | 
3 | Scaler 2 
4 | Scaler 1 

5 | Pitch RCS BAU RCS A4D RCS A3U RCS B3D RCS B2U RCS A2D RCS A 
Yaw on on on on on on on 

6 | Roll RCS B3A RCS B4F RCS ALF RCS A2A RCS B2L RCS A3R RCSA 
on on on on on on on 

7 | rex? FE 6 
register 

10 | DSKy Relay bit 2 VEL caution Relay bit 4 ALT caution | Relay bit 6 Relay 
lamp lamp 

u_| sky IsS warning | CMPTR UPLINK ACTY| TEMP caution | KEY REL VERB/NOUN | OPR I 
light (panel 1) | ACTY lamp status lamp lamp status lamp | flash status 

12 | GN&cs Zero RR RR error- Horizontal Coarse-align | Zero IMU IMU error- 
discretes | CDU counter enable] vel low scale | enable cpu counter enable 

13° | Lee Radar ¢ Radar b Radar a Radar Inhibit Block inlink Downli 
discretes (Refer to table 2, 2-26.) activity uplink word ¢ 

14 | IMU Outlink Altitude Altitude ‘Thrust Gyro enable Gyro b 
discretes | activity rate indicator indicator drive 

15 | Main Key 1 Key 2 Key 8 Key 4 Key 5 
DSKY 

16 | Navigation Mark X Mark Y Mark Positive rate | Negati 
REJECT of descent of des 

30 | GN&cs Abort Stage verify Engine Abort Automatic DID RR CE 
discretes armed Stage throttle failure 

31 | Translation |+ Elevation | - Elevation + Yaw - Yaw + Azimuth - Azimuth +X-tre 
and rotation | (LPD) (LPD) (LPD) (LPD) 

32 | Impulse RCS A4D and | RCS A3U and | RCS BAU and | RCSB3Dand | RCS B1D and | RCS ALU and | RCSB 
AAR failed. | A3R failed. BAF failed. BBA failed. BIL failed. | AIF failed. BAL fz 

33. | Optics RR power on | RR range RR data LR data LR position LR po: 
(LGC) automatic low scale good good No. 1 No. 2 

34 | Downlink 1 First of two words 
      Downlink 2   Second of two words            
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fable 2.2-25, LGC Input-Output Channel Assignments 

Bit Positions 

5 6 7 8 9 10 u 12 

RCS B2U RCS A2D RCS ALU RCS B1D 
on on on on 

RCS B2L, RCS A3R RCS AAR RCS BLL 
on on on. on 

FF FE 6 FET 

Relay bit 9 Relay bit 10 Relay bit 11 Relay Rel ALT caution | Relay bit 6 Relay bit 7 Relay bit $ 
  

  

  

  

  

  

   

  

  

  

  

  

  

  

  

                    
  

lamp address 1 add 

KEY REL VERB/NOUN | OPR ERR ‘Test connect Test connect Caution Eng 
status lamp | flash status lamp outbit outbit reset, con 

Zero IMU IMU error- pID + Pitch trim ~ Pitch trim + Roll trim - Roll trim LR 
cDU counter enable enable con 

Inhibit Block inlink Downlink Enable RHC Test Enable Reset Res 
uplink word order RHC counter read alarms standby trap tray 

Gyro enable Gyro b Gyroa Gyro Gyro Shaft angle ‘Trunnion angle | 97 
minus activity CDU drive CDU drive 2 

Key 

Mark Positive rate gative rate 
REJECT of descent of descent 

Automatic DID RR CDU IMU G&N control IMU cage IMU CDU IMI 
throttle failure operate of S&C failure 

* Azimuth = Azimuth +X-translation | -X-translation | +Y-translation | -Y-translation | +Z-translation | -Z-translation | Att 
(LPD) (LPD) 

RCS B1D and | RCS A1U and RCS B2U and RCS A2D and Gimbal off Apparent 
BLL failed. AIF failed. B2L failed. A2A failed, gimbal fail 

LR data LR position LR position LR velocity LR range Block Uplink Downlink PI 
good No, 1 No, 2 data good low scale uplink too fast too fast fail 
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ssignments 

9 10 i 12 13 4 15 Chamnel 

’ 1 
2 
3 
4 

5 

6 

7 

Relay bit 9 Relay bit 10 Relay bit 11 Relay Relay Relay Relay 10 
address 1 address 2 address 3 address 4 

Test connect Caution Engine-on Engine-off 11 
outbit reset command command 

+ Pitch trim - Pitch trim + Roll trim = Roll trim LR position | RR auto track | ISS turn-on 12 
command or enable complete 

RHC Test Enable Reset Reset Reset Enable T6 13 
read alarms standby trap trap trap interrupt 

Gyro Gyro Shaft angle ‘Trunnion angle | 7CDU gyoDU oxcDU 14 
minus activity CDU drive CDU drive “drive drive ‘drive 

15 

16 

IMU G&N control IMU cage IMU CDU IMU failure | ISS turn-on Temperature 30 
operate of S&C failure request in limits 

+Y-translation | -Y-translation | +Z-translation | -7-translation | Attitude hold | Automatic ACA out of 31 
stabilization detent 

Gimbal off ‘Apparent 32 
gimbal fail 

LR range Block Uplink Downlink PIPA LGC Oscillator 33 
low scale uplink too fast too fast failed. alarm 

34 

35                   

eo 
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' Mission. 

Bit position No. 4 informs the LGC that an abort, using the ascent engine, has been fa , 
commanded. Die 

Bit position No. 5 informs the LGC that it is in control of descent engine throttle. 

Bit position No. 6 requests the LGC to supply forward and lateral velocity signals to 
the X-pointer indicators, 

Bit position No. 7 contains a logic 1 when a failure has occurred in a radar CDU channel. 

Bit position No. 9 contains a logic 1 when the IMU is in the operate mode. I 

Bit position No. 10 informs the LGC that PGNS is in control of the LM. 

Bit position No. 11 indicates that the IMU cage condition exists in the ISS. 

Bit position No. 12 indicates that a failure has occurred in an inertial CDU channel. 

Bit position No. 13 indicates that a malfunction has occurred in the IMU stabilization 
loop. 

Bit position No. 14 indicates that the ISS has been turned on or commanded to be 
turned on. 

Bit position No. 15 indicates that the stable member temperature has not exceeded its 
design limits. 

Table 2,2-26,.. Channel 7 Radar Fixed Extension Bits 

  

  

Function Bit 1 Bit 2 Bit 3 
a b ce 

RR range rate 0 0 0 

RR range 0 0 1 

LR Vx 1 0 0 

LR V. 1 0 1 
y 

LRV, 1 1 0 

LR range 1 1 1             

Channel No. 31. This input channel has 15 bit positions and uses inverted logic. 

LM 

Bit positions No. 1 and 2 indicate positive and negative pitch manual input commands, 
respectively, from the ACA. These bits are used for elevation changes when the 
landing point designator (LPD) is used. 

Bit positions No. 3 and 4 indicate positive and negative yaw manual input commands, ' 
respectively, from the ACA. 

Bit positions No. 5 and 6 indicate positive and negative. roll manual input commands, 
respectively, from the ACA. These bits are used for azimuth changes when the LPD 
is used, 
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Bit positions No. 7 through 12 indicate positive and negative X, Y, and Z translation 
commands from the TTCA. These signals command LM translation by on-and-off 
firing of the thrusters, under LGC control. 

Bit position No. 13 indicates that the CES is operating in the attitude hold mode. 

Bit position No, 14 indicates that the CES is operating in the automatic mode. 

Bit position No, 15 informs that LGC that the ACA is out of detent, 

Channel No. 32. This input channel has 15 bit positions and uses inverted logic. 

Bit positions No, 1 through 8 inform the LGC of a thruster pair shutoff, so that the 
LGC immediately ceases to command the thruster pair on and compensates for its loss. 

Bit position No, 9 informs the LGC that the descent engine pitch and roll gimbal drive 
actuators have been shut off by the astronaut. 

Bit position No. 10 informs the LGC that the DECA has detected an apparent failure of 
the pitch or roll trim loop. 

Channel No, 33, This input channel has 15 bit positions and uses inverted logic. 

Bit position No, 2 indicates that RR power is on and the RR mode selector switch 
(panel 3) is set to LGC. 

Bit position No, 3 indicates that the RR scale factor is on low scale, This signal is 
implemented automatically by the RR at a range of less than approximately 50 
nautical miles. 
Bit positions No, 4 and 5 indicate that the RR and LR range trackers have locked on. 

Bit positions No. 6 and 7 indicate the position of the LR antenna. 

Bit position No. 8 indicates that the LR velocity trackers have locked on. 

Bit position No. 9 indicates that the LR scale factor is on low scale. This signal is 
implemented by the LR at approximately 2,500 feet. 

Bit position No, 10 is used to inhibit reception of data via uplink, This signal is 
always in the logic "0" state. 

Bit positions No. 11 and 12 indicate that PGNS telemetry rate is too high. 

Bit position No. 13 indicates failure in an accelerometer loop. 

Bit position No. 14 indicates an LGC internal malfunction. 

Bit position No. 15 indicates that the LGC oscillator stopped. 

Channels 34 and 35. These outputs channels provide 16-bit words, including a parity bit, 
for downlink telemetry transmission. 

Memory. Memory provides the storage capability for the LGC; it is divided into two sections: erasable 
memory and fixed memory. The erasable memory has a storage capacity of 2,048 words; the fixed 
memory, 36,864 words. The erasable memory is a random-access, destructive-readout storage device. 
Data stored in the erasable memory can be altered or updated. The fixed memory is a nondestructive 
storage device. Data stored in the fixed memory are unalterable, because the data are hardwired and 
readout is nondestructive. 

Both memories contain magnetic-core storage elements. In the erasable memory, the storage elements 
form a core array; in the fixed memory, the storage elements form three core ropes. The erasable 
memory has a density of one word per 16 cores; the fixed memory, eight words per core. Each word 
is located by an address. 
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“th the fixed memory, addresses are assigned to instruction words to specify the sequence in which they 
are to be executed; blocks of addresses are reserved for data, such as constants and tables. Information 
is placed into the fixed memory permanently by weaving patterns through the magnetic cores. Informa- 
tion is written into assigned locations in the erasable memory with the DSKY, uplink, or program 
operation, 

Both memories use a common address register (S-register) and an address decoder in the central proc- 
sor. When the S-register contains an address pertaining to the erasable memory, the erasable 
emory cycle timing is energized. Pulses sent to the erasable memory cycle timing then produce strobe 

signals for the read, write, and sense functions. The erasable memory selection logic receives an 
address and a decoded address from the central processor and produces selection signals, which permit 
data to be written into, or read out from, a selected storage location. When a word is read out from a 
storage location in the erasable memory, the location is cleared. A word written into the erasable 
memory, through the memory buffer register in the central processor, by a write strobe operation, A 
word read from a storage location is applied to the amplifiers. The amplifiers are strobed and the 
information is entered into a buffer register of the central processor. The memory buffer register re- 
ceives information from both memories, 

The address in the S-register energizes the fixed memory cycle timing when a location in the fixed 
memory is addressed. Pulses sent to the fixed memory cycle timing produce the strobe signals for 
the read and sense functions, The selection logic receives an address from the write lines and a decoded 
address from the S-register, and produces selection signals for the core rope. The content of a storage 
location in the fixed memory is strobed from the fixed memory sense amplifiers to the erasable memory 
sense amplifiers and then entered into the memory buffer register of the central processor. 

Alarm-Detection Network, The alarm-detection network consists of temperature, voltage, scaler, double 
frequency scaler oscillator, memory clamping, and the warning filter and integrator circuits. The 
alarm-detection network monitors LGC operation. If an LGC failure is detected, a failure signal is 
vuted to the DSKY for display. An LGC power failure is also displayed by the LGC warning light (panel 1). 

\—«.2.4,1.10. Display and Keyboard Assembly. (See figure 2.2-52.) 

The DSKY consists of a keyboard, display panel, condition indicators, anda relay package. 
The keyboard enables the astronauts to insert data into the LGC and to initiate LGC operations. Through 
the keyboard, the astronauts can also control ISS moding. The DSKY display panel provides visual indi- 
cations of data being loaded into the LGC, LGC condition, and LGC program. The display panel also 
provides the LGC with a means of displaying or requesting data. The condition indicators display PGNS 
status and malfunctions. The controls and displays associated with the DSKY are discussed in section 3. 

Keyboard, The DSKY keyboard is used to insert or read out LGC data. The keyboard consists of 10 
nuinerical pushbuttons (0 to 9), two sign pushbuttons (+ and -), and seven instruction pushbuttons (ENTR, 
CLR, VERB, NOUN, RSET, PRO, and KEY REL), All the pushbuttons, except the PRO pushbutton, I 
have five-bit codes associated with them; they convey information to the LGC. The PRO pushbutton is 
hardwired into the LGC power supplies. 

Displays and Indicators, There are two types of displays on the DSKY: control displays and data displays, 
Each display can display any decimal character or remain blank. The indicators on the DSKY are re- 
ferred to as condition lights; they represent various PGNS operating conditions. Each control display 
(VERB, NOUN, and PROG) can display two decimal characters or remain blank, The VERB and NOUN 
*‘isplays can alsoflash. The data displays are three separate registers, referred to as R1, R2, and R3. 

ch register can display as many as five decimal characters, with or without a plus or minus sign, or 
\__emain blank. Each of the 11 condition lights on the DSKY is labeled with the PGNS condition it repre- 

sents; it goes on if that condition occurs. The condition lights and the conditions they represent are 
described in section 3, 

Relay Package. The relay package consists of a relay matrix and decoding circuits. 

The inputs entered from the keyboard, as well as other information, appear on the displays after process- 
‘ag by a program. Display of information is accomplished through the relay matrix. A unique code for 

2 characters to be displayed is formed by 15 bits from output channel No. 10 in the LGC. Bits No. 12 
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Figure 2,2-52,. Display and Keyboard Assembly - Block Diagram rH 
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through 15 are decoded by the decoding circuits, and, along with bits No. 1 through 11, energize specific 

relays in the matrix, causing appropriate characters to be illuminated. The information displayed is the 

result of a key code punched in by the astronaut, or is LGC-controlled information. The display charac- 

ters are formed by electroluminescent segments, which are energized by a voltage from the power 

supply, routed through relay contacts. Specific inputs from the PGNS are also applied, through the LGC, 

to certain relays in the matrix through output channel No, 10 of the LGC. The resulting relay-controlled 

outputs are caution signals to the PGNS. 

2.2.4.2 Abort Guidance Section, 

2.2.4,2.1 Abort Sensor Assembly. (See figure 2. 2-53.) 

The abort sensor assembly comprises three gyros, accelerometers, and pulse-torquing 

servoamplifiers, a power supply, a frequency countdown subassembly, and temperature control circuits. 

Only the X-axis gyro and accelerometer are shown in figure 2.2-53; the other gyros and accelerometers 

receive identical signals from the frequency countdown subassembly and power supply. The accelerom- 

eters and gyros (one eachfor each LM axis) sense LM body-axis motion with respect to inertial space, 

The accelerometers sense acceleration along the LM orthogonal axes. The gyros sense motion around 

the orthogonal axes, The gyros and accelerometers are securely fastened to each of the LM X, Y, and 

Z axes so that motion along or around one or more axis is sensed.by one or more gyros or accelerom- 

eters. 

Accelerometers, Each accelerometer is used in a closed servo loop in which the sensing mass (pendulum) 
is displaced by acceleration along the input axes. Fluid between the pendulum and housing provides damp- 

ing for the servo loop. 

An inductive pickoff device of the accelerometer detects pendulum displacement. This displacement 

produces an a-c error signal, which is fed to a pulse torquing servoamplifier, where it is demodulated 

and changed to a d-c voltage. The d-c voltage is fed to a pendulum torquer, which produces a force equal 

and opposite to the acceleration force. The pendulum. torquer output returns the pendulum to its null 

position. A d-c voltage proportional to acceleration is obtained from a precision resistor in series with 

the pendulum torquer. This d-c voltage is a direct measure of acceleration. 

Gyros. (See figure 2.2-54.) The gyros are of the single-degree-of-freedom type; they can process in 

only one phase of three orthogonal axes. The spin axis is the axis of rotation for the gyro spin motor. 

For any force exerted at right angles to the spin axis (in the plane of the input axis), a precession occurs 

because the gyro flywheel resists changes in the position of the plane in which it developes its angular 

momentum, The developed opposing force acts in a third plane and tends to cause rotation of the gyro 

float. Therefore, for any rotation about the gyro input axis, force is developed to cause rotation about 

the gyro output axis, Each gyro comprises two major assemblies: a primary structure and a spin motor 

assembly. 

  

Primary Structure. The primary structure is formed by two machined castings, which support a float 

and a pickoff and torquer. Two sapphire endstones in the primary structure support the float pivots. 

Part of the primary structure is filled with a high-density viscous fluid that supports the float and com- 

pletely fills the space between the primary structure and the float. A bellows at one end of the primary 

structure expands and contracts with changes in gyro temperature to prevent damage to primary struc- 

ture. The float provides structural support for the gyro spin motor and wheel, and a frictionless support 

for the output pickoff. The specific gravity of the viscous fluid in the gyro changes with changes in 

temperature; for this reason, the temperature of the gyros must be closely maintained. An advantage of 

floatation is viscous damping, which provides an integrating action that makes the gyro float less sus- 

ceptible to vibration and shock along its input axis and cushioning of the float against shock and vibration 

along its output axis. 

Each gyro has thermistors mounted on its case to sense temperature. Thermistor resistance is 

5, 3761100 ohms at a nominal gyro temperature of +120° F; the temperature gradient, 112 ohms°/F at 
120°F, The thermistor leads are routed to the ASA test connector. 
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Figure 2,2-53, Abort Sensor Assembly - Detailed Block Diagram 
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Figure 2,2-54. Abort Guidance Section - Gyro Assembly 

The pickoff and torquer are installed in one end of the primary structure. The pickoff is an air-core 
differential transformer that has a four-pole primary and a two-pole secondary winding. The torquer is 
an eight-pole, D'Arsonval-type torque generator. 

The pickoff can be considered as a transformer that has a stationary primary winding and a rotatable 
secondary winding. The primary, attached to the primary structure, is excited by a 22-volt, 8-kc signal 
from the ASA power supply. The secondary consists of an unexcited winding within the torquer core; the 
secondary rotates with the float. Because of its position relative to the excited primary, no voltage is 
induced in the secondary when the float is in its null position. When the float is rotated in either direction, 
the relative position of the secondary to the excited primary changes and the excited primary induces an 
a-c voltage in the secondary, The magnitude of this voltage is proportional to the amount of float dis- 
placement, and its phase is indicative of the direction of float displacement. This voltage is phase-de- 

modulated by pulse torquing servoamplifier electronics, quantized, and converted to a torquing signal that 
is fed black to the torquer to return the float to the null position. The current flowing in the torquer, 
which is attached to the float and rotates with it, sets up a magnetic field that reacts with the field pro- 
duced by a permanent magnet attached to the primary structure. The reaction between the magnetic field 
produced in the torquer coil and the magnetic field produced by the permanent magnet creates sufficient 
torque to return the float to its null position. Heat produced by current flow through the torquing coil 
adversely affects temperature-sensitive components of the gyro, The resultant errors appear in the 

output as displacing forces, which are minimized by the forced limit cycle mode. The forced limit cycle 
mode keeps the average heat around the gyro equal, which enables gyro drift to be predictable. 

Spin Motor Assembly. The spin motor assembly is a four-pole, synchronous, hysteresis motor that is 
housed within the float. The assembly includes a wound-pole stator secured to the gyro float by stator 
shaft supports. Three-phase excitation of the stator produces a rotating magnetic field. The motor 
maintains at synchronous speed any load that it can accelerate from a dead standstill, The float chamber 
housing is filled with helium, which carries heat away from the motor. Each gyro has an auxiliary 
inductive pickoff near its motor. The pickoff is excited by a small magnet on the flywheel, each time the 
magnet passes the pickoff; for each revolution of the motor flywheel, a pulse is induced in the pickoff. 
The output from the pickoff is routed to the test connector so that, during test, motor velocity can be 

measured. 
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Frequency Countdown Subassembly. The frequency countdown subassembly controls timing functions. 
iE receives a 1-microsecond pulse, with a repetition rate of approximately 7.8 microseconds (128 kpps), 

as the basic clock signal from the AEA. The subassembly processes these 1-microsecond pulses to 
generate signals for control of the timed functions of the other assemblies in the ASA. The following 
seven fundamental signals are generated by the frequency countdown subassembly: 

e 64-kpps, 1-microsecond signal 

e 1-kc ramp signal 

e Early blanking gate (0 to’3 blocking gates) 

e Late blanking gate (61 to 64 blocking gates) 

e@ 8-kpps synchronizing signal 

e@ 400-pps signals 

e 1-kc utility pulse. 

64-kpps, 1-Microsecond Signal. The 64-kpps, 1-microsecond-wide signal is the fundamental digit or bit 
representing the quantized analog signals from the gyros or accelerometers. These pulses (hereinafter 
called quanta) are gated through the pulse torquing servoamplifiers by a time-modulated signal produced 
in the gyro or accelerometer torquing loops. The number of quanta permitted as outputs from each pulse 
torquing servoamplifier during each forced limit cycle is dependent on the magnitude and direction of the 
force displacing the gyro or accelerometer sensors and the time this force is acting. If a force providing 
a 50 per second displacement of the referenced axis acts for one-half second, the gyro output magnitude 
indicates a total change of 2.5° in the angular position of the referenced'axis. Similarly, if a force 
providing an accelerometer displacement equivalent to 5 fps acts for one-half second, the magnitude of 
the accelerometer output indicates a change in speed of 2.5 fps along the referenced axis. 

For the gyros and their respective pulse torquing servoamplifiers, after algebraic manipulation of the — 
nominal quanta count of 32 pulses per limit cycle, each quantum has the weight of 0.00088049°. For the 

accelerometers and ther respective pulse torquing servoamplifiers, each quantum has the weight of 

0.003125 fps. Thus, for a positive output angle of 2.5°, the referenced gyro pulse torquing servoampli- 
fier provides a total of 18, 840 pulses (out of a possible maximum of 30,500) during the one-half second 
that the force acts on the gyro input (or reference) axis. For an output velocity of +2.5 fps, the refer- 
enced accelerometer pulse torquing servoamplifier provides 16, 800 pulses (out of a possible maximum of 
30,500) during the one-half second that the displacing force acts on the accelerometer sensitive axis. For 
a gyro-sensed negative output angle of 2.5°, the gyro pulse torquing servoamplifier provides a total of 
13, 160 pulses (out of a possible minimum of 1,500). For a velocity of -2.5 fps, the accelerometer pulse 
torquing servoamplifier provides 15,200 pulses (out of a possible minimum of 1, 500). 

1-ke Ramp Signal. The 1-kc ramp signal provides the basic timing functions for the dither signal used to 
retorque the accelerometers and gyros. This signal is applied to all pulse torquing servoamplifiers. 

Early Blanking Gate (0 to 3 Blocking Gate). The early blanking gate is a ptilse that occurs at the start 
of each forced limit cycle and whose width is equal to the width of three quantized pulses (approximately 
46.8 microseconds). The early blanking gate provides a quanta-limiting function when the dither signal 
duty cycle is three or less pulses wide, to prevent occurrence of 0% duty cycle. A 0% duty cycle is 
equivalent to maximum negative torque acting’on the sensors and produces scale factor nonlinearities, 
which are suppressed by a three-pulse limit. When the dither signal duty cycle is three or less pulses 
wide, the limiting function is enabled. Less than three pulses from a gyro pulse torquing servoamplifier VY 
represents an angular displacement about the gyro input axis of (3 - 32) x 103 x 8,805 x 10-4, or approxi- 
mately -25.6°. Three or less pulses from an accelerometer pulse torquing servoamplifier represents an 
angular displacement about the accelerometer input axis of (3 - 32)x 103x3.125x 10-3, or approximately 
-90, 625 fps. 

Late Blanking Gate (61 to 64 Blocking Gate). The late blanking gate is a pulse that occurs at the end of 

each forced limit cycle and whose width is equal to the width of three quanta periods (approximately 46.8 
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microseconds), The late blanking gate is used to prevent a 100% duty cyele. The output from a gyro 

pulse torquing servoamplifier represents an angular displacement of (61 - 32) x 103 x 8,805 x 10-4, or 
approximately +25.6°, When the duty cycle is more than 61 pulses wide, the output from an accelerom- 

eter pulse torquing servoamplifier represents a velocity of (61 - 32) x 103 x 3,125 x 10-3, or +90, 625 
fps. 

8-kpps Synchronizing Signal. The 8-kpps synchronzing signal synchronizes the dce-to-de converter in the 

ASA power supply. The converter contains a Royer oscillator, which drives the main output power stage 

of the converter. When power is applied, the oscillator free-runs at approximately 6 kc. When the d-c 

outputs come up to the proper voltage, power is supplied to the frequency countdown subassembly, which 

then provides an 8-kpps synchronizing signal for the oscillator. The oscillator then drives the main 

power stage of the converter at an 8-ke rate. Use of a separate oscillator driver and a power output 

stage reduces the starting power requirements. 

400-pps Signals. The 400-pps signals generated in the frequency countdown subassembly are used to 
develop the gyro spin motor drive. There are four of these signals: one primary and three secondary. 

The primary signal is developed from the basic 8-ke synchronizing signal and is used as a reference for 

comparing the secondary signals. The three secondary signals are a 400-pps signal 180° out of phase 

with the reference (antireference), a 400-pps signal 90° out of phase with the reference (quandrature), 
and a 400-pps signal 180° out of phase with the quadrature signal (antiquadrature), All these signals are 
applied to the ASA power supply for further signal processing. 

1-ke Utility Pulse. The 1-kc utility pulse has a 50% duty cycle at the forced limit cycle rate. This pulse 
triggers the ramp generator in the ASA, and synchronizes test equipment to the forced limit cycle period 

during test. 

Fast Warmup Controller. The fast warmup controller provides heater power to bring the ASA up to 
operating temperature within the allotted warmup time. The controller comprises a thermal sensor, two 

flat-pack resistive networks, four transistor matched pairs, two zener diodes, and three ordinary diodes. 
Three heater control transistors and three heaters mounted on the controller housing are also part of the 
fast warmup circuitry. The thermal sensor senses the internal ASA temperature and provides a propor- 

tional d-c analog to the regulation and heater driver electronics that maintain the total fast warmup power 

constant, 

Fine Temperature Controller. The fine temperature controller maintains ASA operating temperature at 

a nominal 120°:0.2° F. For maximum operating efficiency, the controller is directly supplied with 
28-volt d-c power from the LM primary power source. The controller has two thermal sensors, which 

sense ASA internal temperatures and provide a proportional d-c analog to the detecting electronics. The 

controller provides switched, rather than continuous, power to the activate temperature heaters. It 
comprises four transistor matched pairs, three resistive flat-pack networks, two integrated circuit 
amplifiers, and a unijunction transistor operated as a ramp generator. A transistor matched pair and a 

single transistor used as a heater control device, mounted on the housing, are also part of the fine tem- 

perature controller. 

Power Supply. All a-c and d-c power required by the ASA is provided by its power supply, which receives 

28-volt primary power and synchronizing signals from the frequency countdown subassembly. In addition 

to the d-c voltages for use by ASA subassemblies, other d-c voltages are produced by the power supply 

for its internal use. The a-c voltages are used by the accelerometers, gyros, and pulse torquing servo- 
amplifiers, The subassemblies of the ASA that use a-c and d-c power are as follows: 

@ The +28-volt d-c power is used by the current regulators and budget drivers in 
each pulse torquing servoamplifier. 

e@ The +12-volt d-c power is used to bias the amplifiers in the accelerometers and 
to bias integrated circuit amplifiers in the pulse torquing servoamplifiers, 

e The +4-volt d-c power is used in the frequency countdown subassembly and the 

pulse torquing servoamplifiers to bias logic integrated circuit modules. 

e The -12-volt d-c power is used as bias voltage in the pulse torquing servo- 

amplifiers. 
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e The -6-volt d-c power is used as bias voltage in the pulse torquing servo- 
amplifiers. 

e The -2-volt d-c power is used as bias in the frequency countdown subas- 
sembly and to bias logic integrated circuit modules in the pulse torquing 
servoamplifiers. 

© The 6,3-volt, 8-kc power is used by the demodulators in the pulse torquing 
servoamplifiers, 

e The 22-volt, 8-ke power is used to excite the pickoffs in the gyros. 

e The 1.5-volt, 8-kce power is used to excite the pickoffs in the 
accelerometers, 

e The 29-volt, 400-cps, three-phase power is used to drive the gyro spin 
motors, 

2.2.4.2.2 Abort Electronics Assembly. (See figure 2. 2-55.) 

The AEA comprises a memory, central computer, input-output subassemblies and power 
subassemblies. 

Memory. The memory is divided into two sections: temporary memory and permanent memory. In the 
temporary memory, each core is threaded by a sense winding, an inhibit winding, an X-selection wind- 
ing, and a Y-selection winding. All windings, except the inhibit winding, are single turn. There are 18 
sense and inhibit windings. They thread all cores in a single bit plane. Each bit phase has an associated 
sense amplifier and inhibit driver, In the permanent memory, each core is threaded by a sense winding 
and Y-selection winding. An X-selection winding is present only if the core is to containa0. The sense 
windings, Y-selection windings, and sense amplifiers are common to the temporary and permanent 
memories. 

The binary state of a core is read by applying equal pulses to the X and Y drive lines that cross the de- 
sired bit. This applies an effective full-select current +Ig to the selected core and drives it to the 1 
state. All other cores threaded by the pulsed X and Y drive lines receive +I5/2. If, while reading, the 
selected core is changing from the 0 state to the 1 state, a signal is present across the sense winding. 
This signal is read by the sense amplifier as a 0. If the core is in the 1 state at the start of reading, no 

signal appears across the sense winding. Absence of a signal is read by the sense amplifier as a1. In 
the permanent memory, a selected core that is threaded by both an X-selection and a Y-selection winding 
switches from the 0 state to the 1 state and is, therefore, readasa0Q. A selected core that is not 
threaded by an X-selection receives only a pulse of +Ig/2 and is thereby always read as a 1. 

When a bit is read, the core is left in the 1 state. To achieve nondestructive readout, the word read 
must be written back into the memory. When writing, equal pulses (-Ig/2) are applied to the X- and 
Y-selection lines. Because the polarity of these selection currents is opposite to that used in reading, 
the X- and Y-drivers must be bidirectional. Applying -Is/2 to an X- and Y-selection line causes the 
selected bits to switch to the 0 state. If a1 is to be written in the temporary memory, +Is/2 is applied 

to the inhibit line simultaneously with pulsing of the XK and Y lines, The inhibit current pulse overlaps the 
X- and Y-selection currents to preclude partial switching of the selected core to the 0 state. 

The system logic is such that only 0's can be written into the memory. The 1 state is brought about by 
inhibiting the writing of 0's. Therefore, the cores of the word selected must be set to the 1 state before 
information can be written into the cores. This core setting is accomplished by performing the read 
operation, which sets all cores to the 1 state, before the write operation. No inhibit current is required 
in the permanent memory because all cores that were in the 0 state can be restored to 0 by applying X 
and Y write currents (-Ig/2 each). Cores that were in the 1 state remain 1's because they were subjected 
to a total current of only -I,/2. 
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The memory operates in three modes: read-restore, read-clear, and clear-write. At the beginning of a 
memory cycle, the central computer supplies the memory with an initiate-memory-cycle signal, a mode 
signal, and an address. Address information is in a 12-bit address register in the central computer. 
Decoding is performed within the memory. The address register always contains the address location at 
the beginning of a memory cycle. During the read-restore mode, the contents of the location specified 
by the address register are read from the memory into the memory register (M-register), The read- 
restore mode is used for the temporary and permanent memories. The read-clear mode is similar to the 
read-restore mode, except that the information is not restored to the memory. This mode applies only 
to the temporary memory and when it is unnecessary to restore information after reading. In the clear- 
write mode, the contents of the M-register are written into the location specified by the address register. 
The word to be written is transferred into the M-register during the second microsecond of the memory 
cycle. 

  Central Computer. The central computer consists of eight data and control registers (L, R, P, A, Q, 
M, X, and C), a data bus, an 18-bit parallel adder, and two timing and control registers. The data and 
control registers are interconnected via the parallel data bus. There are, however, some nondata-bus 

parallel paths through the adder. Operations are executed by appropriately timed transfer of information 
between these registers, between memory and the M-register, and between the A-register anda specified 
input or output register. The functions of the eight data and control registers are discussed in paragraph 

2.2.3.3, 

Data Bus. The data bus consists of gates through which data (up to 18 bits in parallel) may transfer from 
one register to another. A typical transfer consists of 18 bits of data from the A-register to the M- 
register. When this occurs, the timing and control logic generates two control signals. The first control 
signal gates all 18 bits of the A-register onto the data bus for 2 microseconds (some data bus transfers 
take 3 microseconds); at the same time, the second control signal gates the contents of the data bus into 
the clocked set input of the 18 M-register flipflops. At the end of the second microsecond, the M- register 
is clocked and the information transfer is complete. 

For several transfers from the data bus, both true and complement information is gated into the receiving 
register. However, for transfers into the P-register only selected true signals are gated; therefore, this 
register must always be cleared to 0's beforé receiving new information For transfers into X-, C-, and 
M-registers, only selected complement signals are gated; these registers must be cleared to 1's before 
receiving new information. Information transfer into most registers is via the clocked set-reset inputs at 
the appropriate clock time; however, the three registers (C, P, and X) connected as ripple counters are 
loaded from the data bus via the flip-flop direct set-reset inputs. 

Adder, The 18-bit parallel adder changes the contents of the A-register by adding or subtracting informa- 
tion (true or complement data, respectively) from the M-register. Three microseconds are required for 
the carry to propagate and the correct sum to be available at the adder outputs after the M-register in- 
formation is gated into the adder. At the end of the 3-microsecond period, the sum is clocked into the 
A-register, replacing its previous contents (augend). A one-bit shift (either left or right) may be imple- 
mented simultaneously by gating the output of the adder into adjacent bits of the A-register, The data bus 
is not used to interconnect the adder with the A-register or M-register. 

Timing and Control Registers. The timing and control registers generate 11 signals, which are logically 
combined to produce all the timing required for all operations of the central computer. 

Input-Output Subassembly, The input-output subassembly consists of special registers, counters, ampli- 
fiers, and gates, which operate independently of the central computer, except when specifically accessed 
by a particular input or output order. There are basically four types of registers in the input-output 
section. The PGNS angles are accumulated in three integrator registers, each of which consists of a 

15-flip-flop shift-register, a half-adder/subtractor, and control logic. The registers shift 15 bit posi- 
tions at 512 ke upon receipt of each new pulse input, to serially add or subtract one from the previous 

count. The counting is inhibited momentarily when an input transfer to the A-register via the data bus is 
required. The registers are reset to zero by a 51.2-kc pulse input on the CDU zero line. Data from the 
ASA gyros and accelerometers are accumulated in six 11-bit flip-flop ripple counters. The inputs to 
thése counters are inhibited when they are accessed by the central computer; they are reset to 0 after 

each access. The four-bit DEDA register, the 18-bit input telemetry register, the 24-bit output 
telemetry register, and the 15-bit register that is time shared for altitude and altitude rate are all 

  

4 GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 
“Mission LM Basic Date __15 December 1968 Change Date Page 2.2-195



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

implemented as shift registers. The first three of these registers are asynchronous (shifted by an ex- 
ternal shift clock); the other one has associated shift controls and generates shift clocks in the AEA, In 
each case, shifting is inhibited during parallel access by the central computer. All the other registers 
are static flip-flop registers. The D/A registers are loaded in parallel, via the data bus, from the A- 
register, The discrete register is changed by setting or resetting a specific flip-flop within the register 
with a specific output order (unique address); the A-register is not involved in changing the discrete 
register. 

Combinations of certain individual input-output addresses can be made, within an input or output instruc- 
tion, to facilitate setting or resetting a group of registers or discretes. Only addresses that have the 
same most Significant octal character can be combined. To combine one or more addresses, each 
address (excluding the most significant character) is added numerically. For example, combining the 
addresses of all six 11-bit counters would result in an address of 6177, An input instruction with the 
address 6177 would reset all the counters. 

Integrator Registers. Three integrator registers accumulate PGNS angles 6, ¢, and ¥. The PGNS angles 
are represented by asynchronous pulse train signals, with a frequency range of 0 to 6.4 kpps. Each 

integrator register has two input lines: one for positive pulses and one for negative pulses. These reg- 
isters operate during the standby mode, when the central computer logic is off. 

The integrator registers are up-down counters that serially add or subtract one count per pulse input. 
Each integrator register consists of an input buffer section, a shift control section, and a 15-bit shift 
register section with half-adder and control logic, The input buffer section synchronizes incoming PGNS 

pulses with the AEA clock and provides temporary storage for one pulse. The shift control section allows 
the register to shift the appropriate number of times for each pulse input from the input buffer. 

Input Counters. Six input counters accumulate ASA gyro and accelerometer data. These data (AVx, Wy, 
dVz, 4Q, 4R, and AP) are represented by pulse trains with a frequency range of 0 to 64 kpps. These 
pulses are asynchronous to the AEA. The input consists of an input buffer section and an 11-bit ripple 

counter with control logic. 

Downlink Telemetry Register. The downlink telemetry register is an 18-bit input register. It receives 
a serial 40-bit PGNS downlink telemetry word. The first 18 bits are retained in the register. The 40-bit 

word is shifted into the register by externally controlled shift pulses at a rate of 51.2 kpps. These shift 
pulses are asynchronous to the AEA. A 1 in the input data is represented by a pulse (coincident with a 
shift pulse); a 0, by lack of a pulse. A stop pulse from the external control indicates the end of a trans- 
mitted word. The register is used by GSE to enter data into the central computer, but cannot be used by 
GSE and telemetry simultaneously. An 18-bit word is used by the GSE. The register consists of a shift 

pulse buffer section and a 18-bit shift register section with shift control logic. The shift pulse buffer 

section synchronizes the input shift pulses with the AEA and provides a delay between data pulses received 
and shift pulses received. 

Altitude-Altitude Rate Register. The altitude-altitude rate register is a 15-bit output register. It is used 
to output, serially, altitude and altitude rate data. A 1 in the output data is represented by a pulse; a 0, 

by lack of a pulse. There are separate output data and output shift pulse lines for the altitude and altitude 
rate. An output discrete selects the data and shift pulse lines to be used, Before data are entered into 
the register, the output discrete corresponding to the desired output must be set. 

Output Discretes. There are 11 output discrete flip-flops in the AEA. Each discrete can be used inde- 

pendently of the others. Except for the two DEDA discrete flip-flops, all the output discrete flip-flops 

are set and reset by different addresses. The DEDA output discrete flip-flops are automatically reset by 

the hardware; they cannot be reset by the program. The DEDA discrete flip-flops are clock-set by the 
appropriate output instructions, and clock-reset 1 microsecond later. These discretes output a single 

pulse, nominally 1-microsecond wide, each time the flip-flop is set. The test mode failure output dis- 
crete is automatically set if the 20-millisecond timing pulse occurs during any instruction other than the 

delay instruction. The engine-on output discrete flip-flops are automatically reset during the power turn- 

on sequence. The altitude and altitude rate output discretes have a common reset address. These dis- 

crefes are used for internal control of the altitude-altitude rate register. They enable the desired serial 

data and shift pulse output lines. The GSE output discretes are used to gate out a 128-kpps pulse train. 
The ripple carry inhibit output discrete is used internally to test the adder carry mechanism. 
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The output telemetry register, a 24-bit output register, outputs telemetry 
serial data or GSE serial data. The telemetry data word is 24 bits long; the GSE data word, 18 bits long. 

Telemetry and GSE cannot use the register simultaneously. A 1 in the output data is represented by a 
Each data word is shifted out with the most significant bit first. Data in 

the register are shifted out by asynchronous, externally controlled, shift pulses at a rate of 51.2 kkps. 
Twenty-four shift pulses are sent for telemetry data; 18, for GSE data. The external control sends a stop 
pulse to the output telemetry register when all shift pulses have been sent. 

The telemetry word list comprises a 50-word block of data. (Refer to table 2,2-27.) Each output telem- 
etry word comprises 24 bits (a six-bit identification (ID) code followed by an 18-bit central computer word). 

Table 2,2-27, Abort Electronics Assembly - Telemetry Word List 
  

  

          

Lunar | Least 
Word | ID Code | Equation | Binary | significant 
No. | (Octal) | Symbol | Scaling | Bit Weight | Unit Description 

1 o1 541 - - DEDA readout mode flag; 1 in sign bit indicates DEDA 
processing is in readout mode. 

2 02 DD - - - | Most recent DECA data word in computer units 

8 o3 | 638 - - - | DEDA clear mode flag; 1 in sign bit indicates DEDA 
processing is in clear mode, 

4 04 an 
5 05 ayy 1 216 | _ | Row No. 1 of direction cosine matrix 

6 06 ayy 

1 o7 =| ADST - - - | Octal address associated with most recent DEDA 
communication 

8 10 ag 

9 ul agg 1 2716 | _ | Row No. 8 of direction cosine matrix 

10 @ agg 

uu 13 h 2%} 28 feet | LM altitude above mean earth (lunar) surface 

12 “4 

13 15 zr as 28 feet | Components of LM inertial position 

“4 16 
15 7 EONSI0| — - - - | Engine-on indicator and GUID CONT switch 

16 | 20 

a 21 ty as3| 28 feet | Components of CSM inertial position 

1s | 22 

19 23 ty as 8} 28 feet | Predicted value of LM radius at completion of current 
guidance routine, except in external Av 

20 24 wy. 

21 25 Wy 3 2714 | fs _| Compensated incremental velocity components accumu- 
lated per 20 milliseconds along X-, Y-, or Z-body axis 

22 | 26 a, by corresponding X, Y, or Z accelerometer       
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Table 2,2-27,. Abort Electronics Assembly - Telemetry Word List (cont) 
  

  

  
          

Lunar Least 

Word | ID Code | Equation| Binary | Significant . 
No. | (Octal) | Symbol | Scaling] Bit Weight | Unit Description 

23 27 ty | 1 2716 see | Least significant half of AGS absolute time 

2 i 24 30 Bay | 

25 31 day -6 2716 rad | Compensated incremental components per 20 milli- 
seconds of vehicle rotation about X-, Y-, or Z-body- 

26 32 Aa, axis, measured by X, Y, or Z gyro. 

27 33 Tp 9 28 sec | Time to LM engine burnout 

28 34 

29 35 v 13 22 fps | Components of present LM inertial velocity vector 

30 36 

31 37 43,5 LT 1 - Ullage counter for telemetry 

32 40 

33 41 13 22 fps | Components of CSM inertial velocity vector 

34 42 

35 43 h 13 22 fps | LM altitude rate 

36 44 Wg 13 22 fps | Magnitude of velocity to be gained for existing 
guidance mode 

Vpo 13 272 fps _|(Predicted velocity to be gained in CDH burn 

37 45 Vp 13 2-2 fps_|{Total velocity to rendezvous in TPI 

38 46 3 - - Sig for telemetry 

18 2 see (Time from nominal CSI burn to CDH burn correspond- 
ing to best cost function for this computing cycle 

39 47 18 2 sec |{Time from present to TPI maneuver 

40 50 

41 5L Xp 1 2 l6 -  |,Components along X, Y, and Z inertial axes of unit 
vector commanding desired pointing direction for LM 

42 52 X-body-axis 

43 53 t 18 al sec | Most significant half of AGS absolute time 

44 54 Soo - = = Function selector by which submode logic is selected 

via DEDA 

45 55 B's = = = Discretes that make up discrete word one 

46 56 ar 23 28 feet |)Differential LM-CSM altitude after CDH burn 

cha 23 2 feet |)Transfer orbit perifocus altitude in TPI 

47 57 aur 23 28 feet | Perifocus altitude of present LM orbit 

48 60 

“49 61 vg 13 2% fps _| Sensed velocity increments along LM body-axis 
50 02               
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The identification code represents the sequential position of the telemetry word in the word list 

(01g to 62g). The data "equation symbol" are the same as those used in the AGS software program. The 

central computer word contains codes or numeric data, The numeric data are in binary 2's complement 

format. The most significant bit (bit No. 0) is a sign bit (0 for positive data; 1 for negative data), The 
remaining bits are numbered (1 through 17), from most significant to least significant. 

DEDA Register. The DEDA register is a four-bit input-output register, which receives or sends four 

bits of serial data. A 1 in the serial data is represented by a pulse;.a 0, by lack of a pulse. Data are 
shifted in or out by asynchronous, externally controlled, shift pulses at a rate of 64 kpps. These input 

shift pulses are gated out as data pulses when the DEDA register is in an output mode. Bits No. 1 through 
4 of the DEDA Register are transferred to bits No. 1 through 4 of the accumulator during an input instruc- 

tion and loaded with bits No. 14 through 17 of the accumulator during an output instruction. The DEDA 

register consists of a shift pulse buffer section and a four-bit shift register with control logic. 

Clock Countdown Subassembly. The clock countdown subassembly developes 512-kpps, 128-kpps, and 
64-kpps and 50-pps timing signals from the 1.024-mc system clock. The clock countdown subassembly 

consists of a toggle flip-flop, three counter sections, and associated gating. 

Power Subassemblies. Two independent power supplies are associated with the central computer. One 

functions in the standby and operate mode; it supplies power to clock-countdown circuits and to three in- 

tegrating registers. The other power supply functions only in the operate mode; it supplies power to the 

remainder of the central computer. The outputs of the latter power supply are available in sequence so 

as not to compromise the memory, monitors the input voltage and output voltages and provides a control 

signal (PS13). The control signal is true if the central computer is in the operate mode, the input voltage 
is at least 20 volts de and all output voltages are at the proper levels. 

Startup. To place the central computer in operation, the operator sets the AGS STATUS switch from 

STANDBY to OPERATE. The power subassemblies then apply power to the central computer in a pre- 

determined sequence. When all operate voltages are at their proper levels, power supply signal PS13 

remains 0 for at least 10 microseconds. During this 10-microsecond period, certain initial conditions 

are established in.the central computer. These conditions are such that the central computer automat- 

ically accesses an instruction from a predetermined meimory location. Central computer operation then 

continues under normal program control. 

Shutdown. The central computer shuts down if the power supply input voltage drops below 20 volts de; it 

restarts automatically when the proper input voltage is restored. If the central computer shuts down 

after reading from memory, but before restoring memory, information is lost.. This is prevented by 

completing the current memory cycle while preventing initiation of additional memory cycles during 

shutdown. When the power supply input voltage is restored (20 volts dc) and the current memory cycle 
is completed, the central computer is ready to go through its startup sequence, 

2.2.4.2.3 Data Entry and Display Assembly. (See figure 2.2-56.) 

DEDA operation involves the display; shift register; bit, digit, and cycle counters; a data 

transfer sequencer; pushbutton entry, and data-AEA transfer. 

  

Display. The three most significant digit positions (1, 2, and 3) of the shift register are decoded to form 

the address display. The next positiort (4) is decoded to form the sign display, The remainder of the 

digit positions (5,-6, 7, 8, and 9) are decoded to form the data display. The decoded digit for each 

numeric display provides an output for each segment of the display. The display segments for each digit 

are activated, via drivers, by outputs from the decoding logic associated with the respective four-bit digit 

positions of the shift register. The,all 1's code in any digit position of the shift register deactivates the 
decode outputs, blanking the digit display. 

Shift Register. The shift register accumulates and holds all information entered with the pushbuttons 

ed from the central computer for display. The shift register contains 36 bits comprising 

nine digits. Codes presented from the pushbuttons are entered directly into the four least significant bits 

of the register and positioned for display. Address and data bits transferred from the central computer 

are entered into the least significant bit position of the register. Address and data bits to be transferred 

to the central computer are taken from the most significant bit position of the register. 
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Figure 2,2-56. Data Entry and Display Assembly - Detailed Block Diagram JS 
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Bit, Digit, and Cycle Counters. The bit counter is a six-bit ripple counter. The counter accumulates 
the number of clock pulses gated to the shift register and, in conjunction with the digit and cycle counter, 
controls positioning of digit codes in the shift register as they are entered with the pushbuttons. The 
bit counter also controls the transfer sequence as information is transferred to or from the central 
computer. The digit counter, a five-bit shift register counter that is incremented on the final count of 

the bit counter, detects operator errors. Error’s arise when pushbuttons are pressed out of sequence, 
while entering data into the shift register. Such errors cause the OPR ERR light to go on. The cycle 
counter is a four-bit shift register whose main purpose is to control the cycling of inputs to the shift 
register. 

Data Transfer Sequencer. The data transfer sequencer consists of a two-step counter and flip-flops that 
buffer and control data transferred from the central computer. The sequencer controls the timing of shift 
pulses and information bits transferred to or from the central computer and provides control for shifting 
the contents of the shift register during the transfer. 

Pushbutton Entry. To enter data with the pushbuttons, the CLR pushbutton must be pressed. This action 
sets the entire shift register, which blanks the display and resets the digit, bit, and cycle control 
counters, and operator error logic circuits. A flip-flop that enables the keyboard (pushbutton) control 
logic is also set. This flip-flop is reset when the ENTR or READOUT pushbutton is pressed. 

The CLR, ENTR, and READOUT pushbuttons, when pressed, engage two separate, isolated switches, 
each of which routes a signal. When the CLR pushbutton is pressed, one signal clears the display; the 
other is routed to the AEA, preparing it for an entry or readout operation. When the ENTR or READOUT 
pushbutton is pressed, one signal prepares the DEDA for information transfer; the other, triggers the 
start of AEA command operation. If the CLR, ENTR, or READOUT pushbuttons are not pressed far 
enought to actuate both switches, only one signal is routed instead of two and the resulting incomplete- 
operation depends upon which switch closes, 

As the pushbuttons are pressed, binary coded decimal (BCD) signals are fed to gates, which, in parallel, 
set or reset the four least significant flip-flops of the shift register. These gates are controlled by the 
pushbutton strobe, a delayed pulse generated in the keyboard control logic. The pushbutton strobe also 
sets bit counter enable flip-flop and cycle control flip-flop, The bit counter enable flip-flop enables a 

gate, which feeds clock pulses to the shift register. When clock pulses add up to 31, as counted by the 
bit counter, another gate is enabled. This gate resets the bit counter enable flip-flop on the next clock 
(pulse 32), terminating the shift register clocks, and enables a clock pulse that is fed to the digit counter, 
incrementing the counter by one. 

Digit codes entered into the shift register are positioned in their proper location by the cycle counter as 
the register is clocked, The first digit is positioned in the most significant end of the shift register, the 
second digit in the next most significant digit location, and so on until the ninth (last) digit is entered. 
The cycle counter positions the digit codes by enabling gates, which cause the information in the shift 
register to circulate out of the most significant end intothe eighth digit position in the register while hold- 
ing the current pushbutton input in the least significant digit position. Ata time determined by the current 
state of the digit and bit counters, a gate that resets the cycle control flip-flop to allow the current input 
to shift through the register, behind the information previously entered, is enabled. 

If pressing the ENTR or READOUT pushbutton results in an operator error or if either pushbutton is 
pressed during an operator error condition, the central computer recognizes the error by detecting 1's 
in positions that normally contains 0's. Pressing the CLR pushbutton resets the operator flip-flop. 

Data-AKA Transfer, Upon entering nine digits into the shift register with the pushbuttons, and visual 
verification that an operator error condition does not exist, the ENTER pushbutton may be pressed to 
start the data transfer sequencer. The central computer responds to the enter signal by sending a shift-in 
discrete to the DEDA. This discrete sets a flip-flop, which initiates data transfer to the central com- 
puter, Data are transferred in a two-step operation controlled by the data transfer sequencer. During 
the first step of the shift-in sequence, the most significant bit of the shift register is gated with a 1- 
microsecond-wide clock pulse and fed to an output circuit. During the second step of the shift-in sequence, 
a shift pulse is fed to the central computer, the contents of the shift register are shifted one bit position, 
and the bit counter is incremented by one. 
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Each shift-in discrete results in four cycles of the data transfer sequencer or transfer of one digit. The Wo/ 
central computer sends shift-in pulses until the entire word is transferred. As the contents of the reg- 
ister are shifted from the most significant end, 1's are shifted into the least significant end. The display 
is blank after all digits have been transferred. Because of the data transfer sequencer four-cycle 
operation, the address digits, which are coded in three bits (octal), and the sign digit, which is coded in 
one bit, are alloted four bits in the shift register. The extra bits are used to provide redundant codes 
for blanking the respective displays or detection of an operator error by the central computer. 

To display a word within the central computer, the three-octal-digit address of the word is entered into j 
the shift register and the READOUT pushbutton is pressed. The central computer responds by sending — 
shift-in discretes, which transfer the address digits to the central computer, The central computer then 
sends a series of shift-out discretes. Each shift-out discrete sets a control flip-flop, which enables the 
shift register to enter bits transferred from the central computer. 

During the first step of the shift-out sequence, a shift pulse is fed to the central computer, which trans- 
mits a data bit back to the DEDA. The DEDA stores the data bit in a buffer flip-flop. During the second 
step, the buffered data bit is shifted into the least significant bit of the shift register as the register 
contents are shifted one bit position. Simultaneously, the bit counter is incremented by one. As for 
shift-in discretes, the data transfer sequencer cycles four times for each shift-out discrete; the computer 
must send a shift-out discrete before transfer of each digit. 

The central computer may continually update the DEDA display by sending repeated sequences of nine 
shift-out discretes with accompanying data. Pressing the HOLD pushbutton stops the central computer 
from sending shift-out discretes after the next full word has been transferred to the DEDA; the contents 
of the shift register remain unchanged. Pressing the READOUT pushbutton causes the central computer 
to resume sending shift-out discretes; the contents of the shift register change accordingly. In this mode 
of operation, pressing the READOUT pushbutton does not cause an operator error. 

2.2.4.3 Rendezvous Radar, 

2,2.4.3.1 Antenna Assembly. (See figure 2. 2-24.) / 

The RR antenna is an amplitude-comparison, simultaneous-lobing, directional device that 
provides accurate angle and angle rate tracking information, The 24-inch-diameter parabolic primary 
reflector of the radar antenna has a conventional four-port Cassegrainian feedhorn. The radiation from 

the feedhorn illuminates a hyperbolic secondary reflector located to reflect the feedhorn- radiated RF 
energy back to the primary reflector. Use of the hyperbolic reflector uniformly illuminates the parabolic 
reflector with RF energy and results in the formation of a narrow, highly directional beam, The antenna 
operates in the X-band region of the microwave spectrum and possesses an overall power gain of 32 db. 
The signal radiated from the antenna is circularly polarized to minimize signal losses due to variations in 

attitude that occur between the LM and CSM. The antenna beamwidth is nominally 3.5°. 

The antenna pedestal and base of the antenna assembly are mounted on the external struc- 
tural members of the LM. The antenna pedestal supports the shaft-axis members, including the shaft 
resolver and servomotor. The trunnion axis is perpendicular to, and intersects, the shaft axis, which 
supports the trunnion-axis members through the trunnion resolver and servomotor. The antenna re- 

flectors and the microwave and RF electronics components are assembled at the top of the trunnion axis. 

This assembly is tounterbalanced by the trunnion-axis rotating gyroscope package, mounted below the 
shaft axis. Both groups of components, mounted opposite each other on the trunnion axis, revolve about 
the shaft axis. This balanced arrangement enables balanced driving torques and reduces the servo re- 
quirements and weight. The microwave, radiating, and the gimbaling components, and other internally 
mounted components, have flexible cables that connect the outboard antenna components to the inboard 
electronics assembly, A flexible cable wrap-up system is used at the trunnion- and shaft-bearing joints. WH 

The RR shaft- and trunnion-axis resolvers transmit angular position to the LGC via the 
CDU RR channels. The LGC uses these angle position data in conjunction with range and range rate to 
update the state vector. The RR also provides data to LM cabin displays for use by the astronauts in 
evaluating the rendezvous phase of the mission. 

YS 
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2.2.4,3.2 Electronics Assembly. (See figure 2, 2-23.) 

The electronics assembly consists of. the following subassemblies: receiver, frequency 
synthesizer, frequency tracker, self-test, antenna control amplifier, range tracker, signal data con- 
verter, and instrumentation converter. 

Receiver Subassembly. The receiver subassembly is an amplitude-comparison, triple-conversion, 
three-IF-channel unit that generates shaft and trunnion error signals for an antenna servo loop when 
angle-tracking the target with the radar antenna. It also functions as an intermediate signal path for 
received signals, which are used by the frequency tracker and range tracker. An AGC loop in the re- 
ceiver subassembly maintains a constant signal output to the other subassemblies despite variation in 
signal input. This ensures that the angle error is a function of the angle error signals, not a function of 
signal amplitude. The receiver subassembly consists of three channels: sum channel (reference), 
trunnion-axis difference channel, and shaft-axis difference channel. 

The receiver subassembly also contains phase-sensitive detectors for generating angle error signals, an 
IF distribution amplifier unit for supplying reference channel signals to the range and frequency trackers, 
and a local oscillator-mixer for generating a second local-oscillator signal. The second local-oscillator 
frequency is obtained by heterodyning the frequency tracker VCO output and a reference frequency. This 
produces a sum frequency that is 6.8 mc lower than the incoming 40. 8-mc Doppler-shifted frequency. 
At the second mixer, the Doppler frequency shift is removed; all subsequent signal processing is accom- 
plished at fixed carrier frequencies. 

Frequency Synthesizer Subassembly, The frequency synthesizer subassembly supplies the other RR 
subassemblies and the antenna assembly with coherent reference frequencies, which provide extreme 
accuracy and a high degree of stability. Multiplying and dividing circuits, local oscillators, amplifiers, 
and mixers are used in the frequency synthesizer to provide five output frequencies whose functions and 
destinations are listed in table 2, 2-28. 

The frequency synthesizer subassembly contains two oscillators. One oscillator operates at 102.425 mc; 
it provides an input to a chain multiplier in the antenna assembly. The chain multiplier multiplies the 

- input by a factor of 96 to produce the radar transmitter frequency (9832.8 mc). The other oscillator 
produces a frequency of 1.7 mc. Multiplication and division of this frequency provides the other fre- 
quencies required for RR operation. (The 1.7-mce oscillator is controlled in frequency by comparison of 
its 102. 425-me output with the 102. 425-mce oscillator. ) 

Frequency Tracker Subassembly. The frequency tracker subassembly is a phase-lock loop that detects, 
acquires, and phase-tracks the received signal in the receiver subassembly sum channel. In addition, 
the frequency tracker provides Doppler frequency and sense outputs, and frequency lock-on indication, 

Table 2,2-28. Frequency Synthesizer - Output Frequencies 

  

  

Frequency (me) Function Destination 

5.1 Third mixer excitation Receiver 

6.8 Reference signal Frequency tracker and range 
tracker 

7.0125 Doppler bias mixer excitation Frequency tracker 

27.2 Second mixer reference Receiver 

102.425 Transmitter excitation Antenna assembly, multiplier chain 
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The frequency tracker phase-locks a VCO with the return signal. A sweep circuit varies the VCO fre- 
quency across the expected Doppler frequency range -(-100 to +100 kc). The presence of a carrier signal 
within the locking range, when sensed through a narrow (1 kc) filter by a threshold circuit, stops the 
sweep and permits the VCO to phase-lock. The phase detector has a 6,8-mc reference signal, supplied 
by the frequency synthesizer subassembly. An error signal from the receiver subassembly drives the 
VCO to a frequency, which, when mixed with a 27. 2-mce signal at the receiver second IF oscillator pro- 
duces a 1,7-me signal that passes through the 1-kc filter. The VCO, which is tracking the Doppler-shifted 
carrier and is used as a local oscillator, removes the Doppler frequency shift from all signals in the 
succeeding IF stages. The sweep generator stops sweeping the VCO when the acquisition logic and the 
threshold detector produce a frequency tracker lock-on discrete. When this discrete and the auto-track 
enable discrete are present together, the range tracker subassembly and the auto angle track circuits are 
enabled. 

Self-Test Subassembly. The self-test subassembly is used to perform a qualitative test to verify proper 
operation of the RR electronics. The test provides range, range rate, and angle error data for a simu- 
lated 200-nm signal. Basically, the self-test subassembly provides a means of inserting, into the antenna 
assembly, signals that simulate RF inputs to the RR. Range rate information is contained in a fixed IF 
offset of 10 kc, corresponding to a velocity of 500 fps. Range information is placed on the crystal oscil- 
lator frequency by a varactor phase modulator driven by three-tone phase shifters. Angle error informa- 
tion is simulated by square-wave phase modulation of the difference channel signals, which switches the 
phase of the difference channels between 90° and 270° with respect to the sum channel signal. 

The self-test circuits are enabled when the RADAR TEST switch is set to RNDZ. The RANGE and RANGE 
RATE indicators should read 200 nm in range and -500 fps in range rate and the antenna should be driven 
in alternate directions, as indicated by the FDAI error needles. 

  

Antenna Control Amplifier Subassembly. The antenna control amplifier subassembly contains amplifiers 
for driving the antenna shaft- and trunnion-axis servomotors, amplifiers for driving the gyro torquer 
coils, and voting logic for switching between the redundant and primary gyros in the event of a malfunction 
of the pair of gyros inuse. The amplifiers, in conjunction with the antenna components and receiver 

subassembly, form inner and outer closed loops for each axis. The inner (stabilization) loop maintains 
the antenna boresight axis fixed in inertial space in the presence of vehicle motion, as sensed by the gyros. “—~ 
The outer (tracking) loop further maintains the antenna boresight on the target, using the tracking error 
signals from the receiver. In the designate mode, the tracking loop is open and LGC-designated antenna 
position data, or manual slew data, are accepted by the subassembly. The LGC designates the antenna 
boresight to the target, and supplies an automatic tracking enable signal for the RR when within 0.5° of 
the computer target LOS. The possibility of side-lobe lock-on is made negligible by limiting the antenna 
boresight displacement from the computed target LOS to within 0.5° before closing the tracking loop. 
Allowing for a 1° error in the computer LOS with respect to the actual LOS to the CSM and a 1° boresight 
error for the RR-to-IMU alignment, the total misalignment is limited to 2.5°, which is adequate to pre- 
vent an antenna side-lobe lock-on, (The first sidelobe stable tracking point is 6° off boresight.) The 
antenna then continuously tracks the target by maintaining the monopulse receiver angle error signals at 
null, The antenna may also be manually slewed, at either of two selected LOS rates. In this case, the 
enable signal required to close the automatic tracking loop is supplied by setting the RENDEZVOUS 
RADAR selector switch (panel 3) to AUTO TRACK. 

The antenna shaft and trunnion are positioned by 32-pole, brushless, permanent-magnet-rotor- type 
motors, The motors are driven by pulse-width-modulated drive signals applied to their sine and cosine 
windings. The direction of motor rotation is reversed by reversing the motor winding across the pulse- 
width- modulated drive voltage. 

A gyro voting circuit, consisting of performance comparison and logic-switching circuits, automatically 
detects a malfunctioning gyro and removes it from the control loop, There are two pairs of gyros; one — 
pair ata time is used to stabilize the antenna, Either pair can be used. The voting circuit determines 
whether the active pair contains a failed gyro by comparing the outputs of the gyros, three at a time. If 
a failure or degradation occurs in the pair in use, the other pair is automatically switched into the 
antenna-stabilizing network. 

— 
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For certain types of gyro failure, and when slewing or designating at high angular rates, the voting logic 

can switch to the pair containing the failed gyro. This results in loss of angle control, and unpredictable 

antenna motion. 

A RR GYRO SEL switch permits manual override of the gyro voting logic. The switch is on the AOT 

guard. The AUTO position permits normal voting operation. Setting the switch to PRIM or SEC selects 

the primary or secondary pair of gyros, respectively, without voting operating. Normally, the switch 

is set to PRIM; in case of suspected gyro malfunction, it is set to SEC. 
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Range Tracker Subassembly. The range tracker subassembly determines the range to the transponder by 

measuring the relative phase delay between the tones that modulate the transmitted and the received sig- 

nals. The transponder reply signal, after undergoing dual frequency conversion in the RR antenna 

assembly and receiver subassembly is applied as a 6, 8-mce signal to the coherent detector of the range 

tracker subassembly. This signal is demodulated in the coherent detector, which uses a 6,8-mce quad- 

rature reference. The individual sine-wave range tone signals are extracted from the receiver noise by 

use of band-pass filters. The range phase delay, proportional to range, is measured independently on 

each of the three tone signals in a closed tracking loop, using three locally generated reference square 

waves each of which has variable phase with respect to the transmitted signals. The phase of the refer- 

ence square waves is adjusted until they have matching phase with respect to each of the received signals. 

The phases match when each reference square wave is in quadrature with the phase of the corresponding 

received tones. The reference square waves are digitally produced by comparison between a running 

high-speed counter and a low-speed range counter. The low-speed range counter is driven upward or 

downward, until phase null is achieved in each of three tone phase detectors, by incremental range pulses 

obtained from a voltage-to-PRF converter. Above 50.6 nm, the converter is controlled by weighted in- 
tegration of two of the three phase-detector error signals; below 50.6 nm, by one of the error signals. 

Signal Data Converter Subassembly. (See figure 2.2-57.) The signal data converter subassembly con- 
sists of a computer interface board and an input-output amplifier board; it provides the electrical interface 

between the RR and the LGC for range and range rate data. It also supplies an 18-bit range word for the 
displays and routes the RR control signals from the control panel. The computer interface board contains 

a 15-bit binary counter, a 15-bit shift register, two strobe gate generators and associated data transfer 
logic, and six discrete interface circuits. The input-output amplifier board contains relay drivers, pulse 
shapers, a signal shaper, and antenna servo control logic. Depending on the control signals from the 
LGC, the computer interface board provides either range or range rate data to the LGC. 
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Figure 2.2-57. Rendezvous Radar Digital Data Transfer - Functional Flow Diagram 
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The LGC requests range data by sending strobe pulses on three lines at a rate of 3,200 pps. One strobe 
line supplies a continuous train of reset pulses for timing. A burst of 256 pulses is sent on a second 
strobe line to read the range into the register. After a strobe interval of 80 milliseconds (read time), 

the LGC sends a burst of readout pulses on a third line to obtain the data. In this operation, the range 
data are transferred automatically from the range counter to the 15-bit shift register. The range data 
are transmitted to the LGC in true and complement forms on two separate lines. 

The LGC requests range rate data by sending pulses on the reset strobe line and a burst of pulses on the 
range rate gate strobe line at a rate of 3,200 pps. Both sets of pulses are routed through a gate generator 
to provide three outputs, as follows: 

e Reset pulses to clear the 15-bit binary counter 

e Range rate pulse to control the duration of the counting period 

e Transfer pulses to activate the 15-bit transfer logic. 

The range data routed to the LGC can have either of two different scale factors. Range low-scale factor 
switching is automatically implemented by the RR at ranges of 50.58 nm or less. The RR has an 18-bit 
accumulator (counter) for transferring range data to the 15-bit shift register. Only 15 of 18 bits are gated 
to the shift register, to be sent to the LGC. At ranges greater than 50.58 nm, the 15 most significant bits 
are transferred. At ranges less than 50.58 nm, the 15 least significant bits are transferred. The range 
scale factor determines whether the 15 least significant bits or 15 most significant bits from the counter 
are gated to the shift register, The RR sends a discrete signal (RR range low-scale factor) to inform the 
LGC that low-scale-factor radar operation is in effect. The low-scale factor of the transferred range 
data is 9,38 feet/bit; the high-scale factor, 75.04 feet/bit. RR scale factor switching does not occur dur- 
ing range data transfer. 

Instrumentation Converter Subassembly. The instrumentation converter subassembly provides the follow- 
ing Signals, which are obtained as outputs from a power monitor converter and data-no-good/no- track 
converter: 

e Transmitter power output to cabin display (SIGNAL STRENGTH indicator on 
panel 3) 

e Data-no-good signal to telemetry 

e No-track signal to cabin display (NO TRACK light on panel 3), 

The instrumentation converter subassembly consists of a power monitor converter and a data-no-good 
and no-track converter. The power monitor converter output indicates the RR transmitter power output. 

A d-c analog voltage from a directional coupler and diode rectifier in the antenna assembly is chopped by 
a 20-ke square wave, amplified, and demodulated. The d-c analog signal is filtered and then routed to 
the SIGNAL STRENGTH indicator, where it indicates RR transmitter power output. 

The data-no-good and no-track converter monitors the signal data converter subassembly for a data-no- 
good condition. A data-no-good condition exists when either range or range rate lockon is missing. This 
converter generates data-no-good and no-track signals upon detection of a data-no-good condition. Routed 

to the IS, the data-no-good signal enables the lighting of the RNDZ RDR caution light (panel 2) and the 
telemetering of the no-track condition to MSFN. The no-track signal also enables the lighting of the 
RNDZ RADAR: NO TRACK light. 

2.2.4.4 Rendezvous Radar Transponder. 

2.2.4.4.1 Antenna Assembly. (See figure 2. 2-58.) 

The transponder antenna assembly is mounted tilted 15° from the normal to the surface of 
the Service module. The antenna assembly, located close to the transponder electronics assembly, is 
approximately 159 inches forward of the Service module aft section, with CSM-axis coordinates of 40° 
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Figure 2.2-58. Transponder Antenna Assembly 

from +Z-axis, 50° from +¥Y-axis, and 75° off +X-axis. The antenna, a wide-angle-of-coverage horn, 
has an on-axis gain of approximately +7 db. Out to the limits of antenna coverage (60°), the antenna 
gain is never less than 0 db. 

NL The antenna part of the assembly consists of a Y-type, two-porthole, waveguide-horn with 
a circular ground plane, The antenna is protected by, and isolated from, an aluminum-phosphate radome 
connected to a cork- insulated fiberglass housing mounted on the Service module fairing. The radome and 
housing protect the antenna from dust and thermal and abrasive blastoff effects. The radome composition 
permits optimum microwave reception and transmission with minimum deterioration of signal strength 
and characteristics, 

The antenna is coupled, by waveguide sections, to the transponder electronics assembly. A 
waveguide flange connects the antenna base to an antenna waveguide flexible adapter. A coupling flange 
connects the flexible adapter to a waveguide transmission line. 

2,2,.4,4,2 Electronics Assembly. (See figure 2. 2-28.) 

The electronics assembly consists of the following subassemblies: microwave, receiver, 
carrier lock loop, tone-modulation detector, and power supply. 

Microwave Subassembly. The microwave subassembly couples the antenna to the receiving and trans- 
mitting circuits of the transponder. A circulator in the microwave subassembly permits dual use of the 
antenna for both transmitting and receiving without significant leakage of the transmitted signal into the 
receiver circuits. The signals transmitted from the RR are routed through the circulator to the mixer, 
The circulator permits signal transfer in the direction of the mixer only, The mixer combines the re- 
ceived signal with a 9792-me signal developed in the X96 frequency multiplier. The mixer output, a 
40.8-mce IF signal, is amplified by a preamplifier and routed to the receiver subassembly. The X96 
frequency multiplier develops the 9792-mce signal by multiplying the 102-mce output of the carrier lock 
loop subassembly by 96, The 9792-mce signal is used as the carrier frequency for the transponder trans- 
mitter signal. The 9792-mce signal is applied to the three-tone phase modulator, where the range tones 
from the originally received signal are phase modulated onto the newly generated transponder carrier 
signal (9792-mce plus Doppler); this signal is transmitted for RR acquisition. 
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The modulated output of the three-tone phase modulator is coupled to the antenna waveguide through the \ j 
circulator. The modulated transmitted energy enters one port of the circulator, whose magnetic and RF 
fields cause it to be rotated clockwise to the output port and out to the antenna. 

When enabled, the self-test circuit applies 12 volts de to an oscillator. The oscillator provides a 40. 8-mc 
test signal, which is applied to the preamplifier of the first mixer. This self-test signal takes the place 
of the 40. 8-me output of the mixer and is used to self-test the receiver subassembly. 

Receiver Subassembly, The 40.8-mc IF signal from the microwave subassembly is amplified by the first 
IF amplifier and applied to the second mixer. The amplifier output is mixed with a 34-me signal from the \ 

carrier lock loop subassembly to produce a 6. 8-mc output. 

The 6.8-me signal is routed through an 8-ke band-pass filter to produce a narrow-band signal and through 
a 200-ke band-pass filter to produce a wide-band signal. The narrow- and wide-band signals are both fed 
to the threshold detector of the carrier lock loop subassembly to permit comparison of the noise levels of 
the two signals. The 6, 8-mce IF signal is also routed to the tone-modulation detector subassembly through 
an output buffer and gating circuit. 

The receiver subassembly also provides an AGC loop for the transponder electronics assembly. The 

AGC loop comprises the preamplifier of the first mixer in the microwave subassembly and the first IF 
amplifier in the receiver subassembly. The narrow-band output of the 8-kc band-pass filter is passed, 
through a 1-ke filter, to the AGC amplifier and detector, By filtering out the noise, the narrow-band 
filter assures that AGC response is mostly determined by the received signal level. The AGC loop main- 
tains the 6.8-me receiver output signal constant despite the variation of the signal input from the RR. 

Carrier Lock Loop Subassembly. The acquisition logic and sweep generator circuit produces a sawtooth 

output, which sweeps the VCO linearly with time. By use of a difference amplifier, the lock-up and 
threshold detector compares the respective signal power of a 6.8-mc wide-band (100 kc) signal with a 
1-ke limited-band signal (+10 db) extracted from the wide-band signal. When the signal power of the 
+500-cps signal (1-ke limited-band signal) exceeds that of the 6. 8-mc wide-band signal, a stop-sweep 
signal is sent to the acquisition logic and sweep generator. The sweep generator stops its linear-timed, 
sawtooth sweep of the VCO. The VCO phase positioning is now controlled by error signals generated by ~— 
the modulator, which derived these signals by comparing the VCO output with the 6. 8-me narrow-band 
signal, The difference amplifier switches in a notch filter to remove the 200-cps phase modulation from 
the error signal. The error signal enables a relay to produce the VCO tune signal. Through the acquisi- 
tion logic and sweep generator, the VCO tune signal drives the VCO phase positioning to make and keep the 
VCO output phase-coherent with the 6. 8-mc narrow-band signal. 

The lock-up detector also compares the 6. 8-me narrow-band signal with the output of the VCO. When the 
two signals are phase-locked, the detector produces a frequency lock-on discrete, which is used to gate 
the 6. 8-me signal out of the receiver subassembly. The 6,8-mce output of the VCO is used as a reference 
signal in the tone-modulation detector subassembly, This 6. 8-mce signal is also multiplied by five ina 
frequency multiplier to produce a 34-me signal, which is routed to the second mixer in the receiver sub- 
assembly and to the X3 frequency multiplier. The 102-mc output of the X3 frequency multiplier is applied 
to the microwave subassembly. 

Tone- Modulation Detector Subassembly. Routed from the output buffer and gate (receiver subassembly), 
the 6.8-mce signal, with RR-transmitted Doppler and three tones, is compared with the 6.8-me reference 
signal at the coherent detector (tone-modulation detector subassembly), The coherent detector uses the 
reference signal to ensure that the transponder transmitter signal will be frequency-coherent with the RR 
transmitter signal, The output of the coherent detector is routed to three parallel band-pass filters and 

amplifier and phase-adjust circuits, one each of 200 cps, 6.4 kc, and 204.8 kc. The 6.4- and 204.8-ke 
tone filters are in an oven whose temperature is controlled to 160°#1° F to stabilize tone phase shift. SS 
Each strip of circuits filters, amplifies and phase-adjusts its respective tone before it is routed to the 
phase modulator in the microwave subassembly. 

Power Supply Subassembly. The power supply subassembly provides all the secondary power (+25, +12, 
and -12 volts dc) required by the transponder electronics assembly. 
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Figure 2.2-59. Landing Radar Antenna Assembly 

2.2.4.5 Landing Radar, 

2.2.4.5.1 Antenna Assembly. (See figure 2.2-59.) 

The LR antenna assembly is mounted on an antenna pedestal, which is bolted to the underside 

of the descent stage. In antenna position No. 2 (hover), the antenna transmitting and receiving arrays face 

directly downward; the antenna is parallel to the LM Z-axis and perpendicular to the LM X-axis. Two 

interlaced transmitting phased arrays propagate cross-polarized (90° out of phase) velocity (10.51 gc) and 

altimeter 9.58 gc) microwave energy to the lunar surface. Four receiving broadside arrays (DVS beams 

No. 1, 2, and 3, and the altimeter beam) are each structurally positioned so their maximum-gain direc- 

tion coincides with the center of the corresponding transmitted microwave beam. To effect this cross- 

polarization, the velocity sensor transmitting and receiving arrays have E-wall slots in their multiwave- 

guides, and the altimeter transmitting and receiving arrays have H-wall slots in their multiwaveguides. 

A nonabsorptive finish, thermal blanket, and external thermal shield partially protect the antenna 

assembly against the effects of the descent engine plume and the thermal conditions of space. 

Inside the antenna assembly, four microwave mixers, four dual audio-frequency preampli- 

fiers, a velocity sensor transmitter, an altimeter transmitter, and a frequency modulator are mounted on 

a platform underneath the interlaced transmitting arrays. Specially cut waveguide sections, phase 

shifters, isolators, and waveguide couplers provide optimum matching, minimize VSWR, and obtain 

proper phase relationships between the transmitters and transmitting phased arrays and between the four 

microwave mixers and the four receiving arrays. At the back of each receiving array and at right angles 

“to its parallel waveguides, a coupling waveguide is positioned to collect received microwave energy equally 
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from each of the multiple waveguides. The microwave energy is routed through specially cut waveguide 
sections to a microwave, quadrature-pair balanced mixer. Phase shifters and isolators within the wave- 
guide sections maintain the 40/490 phase relationships and thereby retain the Doppler velocity sign 
sense of the received microwave energy. Ata dual preamplifier (figure 2.2-31), this Doppler sign sense 
is further retained by quadrature-pair lines (<0° and <+90). When the received microwave energy con- 
veys a closing Doppler velocity, the <#90° line leads the <0° line by +90°. A microwave leveler, be- 
tween the altimeter transmitting array and the altimeter transmitter multiplier, minimizes amplitude 
modulation of the frequency- modulated transmitter signal by smoothing the amplitude fluctuations. 

The antenna pedestal has a tilt mechanism for tilting the antenna to either of two positions 
and an electrical interface between the antenna assembly and the LR electronics assembly. On command 
initiated by the LGC or the LDG ANT switch, a tilt-actuator motor moves the antenna to position No, 1 
(descent) or 2 (hover). In the descent position, the antenna group beam center is tilted 24° with respect 
to the LM X-axis; in the hover position, it is parallel to the LM X-axis. During a lunar-landing mission, 
the antenna is initially set to the descent position for the descent phase. When the LM pitch-up maneuver 
occurs, the LGC commands the antenna to the hover position. The antenna remains in the hover position 
until lunar touchdown. 

Quadrature- Pair Balanced Mixers. (See figure 2.2-31.) Three quadrature-pair balanced mixers remove 
the AF Doppler components with Doppler sign sense from the three received velocity beams. At the 
balanced mixers, the received velocity beam signals (D1, D2, and D3) are mixed with a continuously 
sampled, transmitted velocity beam signal (10.51 gc) to extract the AF. Doppler shifts and Doppler sign 
sense. The three balanced mixer outputs go to three dual AF preamplifiers. At each of the three bal- 
anced mixer outputs, a quadrature pair retains the Doppler sign sense of the returned velocity beam 
signal; the AF Doppler frequency with Doppler sign sense is proportional to the opening or closing velocity 
between the LM and the lunar surface along the center of the received velocity beam. 

One quadrature-pair balanced mixer extracts the range frequency with AF Doppler shift and Doppler sign 
sense. The received altimeter signal is compared with a continuously sampled, transmitted altimeter 
beam signal (9.58 gc) to obtain a range frequency. At the mixer output, a quadrature pair retains the 
Doppler sign sense. The range frequency, without the AF Doppler shift and Doppler sign sense, is pro- 
portional to the time difference between the received and transmitted altimeter beams. The range 
frequency with AF Doppler shift and Doppler sign sense is routed to a dual AF preamplifier. 

Dual Audio- Frequency Amplifiers, (See figure 2.2-31.) The Doppler audio spectrum paired signals from 
the balanced mixers are applied to dual audio-frequency amplifiers. Each pair of amplifiers amplifies 
the Doppler-paired signals to obtain a total gain of 88 db at low received signal levels. Because excessive 

signal strengths at low altitudes may overdrive the frequency tracker, a threshold detector monitors the 
output level of the 55-db gain amplifiers. When the 55-db gain signals exceed 300 millivolts, a switched 
AGC action cuts out the 33-db gain amplifiers. A low-gain discrete notifies the frequency tracker of the 
lowered amplitude condition. 

Velocity Sensor Oscillator/Modulator. (See figure 2.2-31.) The velocity sensor oscillator/multiplier 
transmits a continuous-wave, 10-51-ge signal through a three-beam, electronically tilted phased array. 
An oscillator generates a 104. 478-mc fundamental frequency, which is power amplified and frequency 
multiplied by a multiplier-varactor chain to produce the 10,51-gc transmitter signal (200 milliwatts 
minimum power). The transmitter signal is applied to the velocity sensor phased array through a direc- 
tional coupler and specially cut waveguide sections. A sample of transmitter power is picked off and 
then routed through a power monitor for display by the SIGNAL STRENGTH indicator. Low-power 
transmitter signals are routed from 20-db directional couplers to three velocity sensor microwave 
mixers, where they function as local-oscillator signals for RF-to-AF conversion, Each resulting audio- 
frequency Doppler component is proportional to the Doppler velocity along the corresponding received 
beam. 

Altimeter Transmitter/Multiplier. (See figure 2.2-31.) The altimeter transmitter/multiplier, consists 
of a power amplifier and a varactor multiplier. The altimeter oscillator/modulator applies a sawtooth, 
frequency- modulated, 99.79-me signal, which is swept at a 130-cps repetition rate, to the transmitter. 
The 99.79-me signal is power amplified and then frequency multiplied by the multiplier-varactor chain to 
produce a 9,58-ge transmitter signal (175 milliwatts minimum power), which is applied to the altimeter 
phased array through a microwave leveler, a directional coupler, and specially cut waveguide sections. 
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The microwave leveler minimizes amplitude fluctuations, to prevent unwanted amplitude modulation of 
the frequency- modulated transmitter signal. The 9.58-ge transmitter signal frequency deviation is +4 mc 
at LM altitudes in excess of 2,500 feet; +20 mc, at 2,500 feet and less. A sample of transmitter power is 
picked off and then routed through a power monitor for display by the SIGNAL STRENGTH indicator. A 
low-power transmitter signal (9.58 gc) is fed from a directional coupler to a quadrature-pair balanced 
mixer, where it is continuously compared and mixed with the received altimeter signal, The resulting 
frequency difference, between the transmitted and received signals, is the range frequency, which is 
proportional to the sawtooth frequency-deviation rate and twice the distance to the reflecting surface. An 
RF-to-AF conversion also results in an audio-frequency Doppler component, which is proportional to the 

velocity along the received altimeter beam. This unwanted Doppler component is subsequently cancelled, 
leaving a Doppler-compensated range frequency. The LM altitude is derived from the Doppler-compen- 

sated range frequency. 

Altimeter Oscillator/Modulator. (See figure 2.2-31.) The altimeter oscillator/modulator generates 
sawtooth, frequency-modulated, 99. 78-mc average center-frequency signals swept at a 130-cps repetition 
rate. The frequency-deviation rate is +41.6 kc (nominal) at LM altitudes in excess of 2,500 feet; +208 ke 
(nominal), at 2,500 feet and less. This frequency-modulated signal (14 milliwatts nominal) is applied to 
the altimeter transmitter/multiplier. 

Oscillator circuits develop 130-cps square waves, which are applied to a sawtooth generator. The saw- 
tooth-generator outputs are linear sawtooth waveforms, with a sweep time of 7,000 microseconds and a 
flyback time of 700 microseconds. Through a switch attenuator, a VCO is swept by sawtooth waveforms 
of suitable voltage amplitude. An AFC loop minimizes the VCO center-frequency drift. The VCO output 
is power amplified and frequency multiplied to become the frequency-modulated, 99.79-mc average center 
frequency. 

An altitude mode control signal applied to the switch attenuator determines whether the VCO center fre- 
quency is swept at a high or low frequency-deviation rate, A high frequency-deviation rate is initiated 
when the LM altitude exceeds 2,500 feet. A blanking signal from the range frequency tracker controls 
and maintains the sawtooth-generator sweep and flyback times (7,000 microseconds and 700 micro- 

seconds, respectively). 

Antenna Pedestal, (See figure 2.2-59.) The antenna pedestal serves as the electrical and mechanical 
interface between the antenna assembly and the LM. It also positions the antenna in either of its two 
operating positions (descent and hover), Antenna positioning is performed by a tilt-actuator (d-c revers- 
ible) motor controlled manually with the LDG ANT switch, or automatically by an LGC command if the 

switch is set to AUTO. The AUTO position is the normal mission position; it allows the LGC to switch 
the antenna from the descent position to the hover position at 8,000 to 9,000 feet. 

A position is selected by the application of +28 volts on the appropriate control line. A limit switch, 
which opens when the antenna reaches the selected position, removes power from the actuator. Travel 

time to either antenna position is less than 10 seconds. In each antenna position, a spring-tension, 400- 
pound preload prevents the antenna from vibrating off its selected position. The 10-second travel time is 
necessary because of this stressed preload. Nominal power drain is 15 watts during this travel time. 

Antenna- position indication is provided by a separate set of switch contacts, which is located in the an- 
tennal pedestal. The indication provided by the switch contacts is used to generate an antenna position 

No. 1 or 2 discrete to the LGC. 

Antenna Heaters and Temperature Control. (See figure 2.2-31.) The antenna assembly, designed for a 
temperature range of 0° to 185° F, is mounted off a surface whose temperature can vary from -260° to 
+260° F during translunar and lunar-orbital periods. An external thermal shield, thermal blankets, and 
a nonabsorptive finish partially protect the antenna from spatial temperature extremes. When the LR is 
operating, sufficient heat is dissipated to maintain antenna temperature within +55° and +150° F. 

When the LR is not operating, an antenna temperature control and antenna heaters maintain antenna tem- 
perature within +55° to +70° F. The antenna heaters are cal-rod heating elements that are imbedded in 

the antenna transmitting-array support structure. With the HEATERS: LDG RDR circuit breaker closed 

and the PGNS: LDG RDR circuit breaker open, +28 volts de is applied to the antenna heater control, 
which then furnishes heater power (through a power amplifier) to the antenna heaters. Using thermistors 
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to monitor antenna temperature and controlling switch circuits, the antenna heater control switches in the 

power amplifier to apply power to the heaters when antenna temperature drops below +55° F; it switches 

out the power amplifier when antenna temperature exceeds +70° F. 

To assure accurate LR frequency tracking, when the LR is not operating, the monitored antenna tempera- 

ture must not be less than +50° F and should not exceed +70° F. With the LR turned on, the antenna 
temperature must be within +50° and +150°F to assure velocity and range data accuracy. When the 

PGNS: LDG RDG circuit breaker is closed, the LR is activated and antenna heater power is turned off. 

An antenna temperature sensor conveys antenna temperature signals to the TEMP indicator (panel 3). 

2.2.4,5.2 Electronics Assembly, (See figure 2.2-31.) 

The electronics assembly contains four frequency trackers, a velocity data converter sub- 

assembly, a velocity data computer subassembly, and a signal data/range converter subassembly. The 

electronics assembly provides the LGC and LM displays with inputs that correspond to the range along 

the altimeter beam and antenna coordinate velocities with respect to the LM axes. 

Doppler Velocity Frequency Trackers. Three Doppler velocity frequency trackers convert the broadband 

outputs of the dual AF preamplifiers (antenna assembly) to discrete Doppler AF components. Using a 

variable oscillator and narrow-band, low-pass filters, each frequency tracker acquires and tracks the 

Doppler frequency corresponding to the Doppler power spectrum at the center of the returned velocity 

beam. The resultant Doppler audio frequency is superimposed on a 614. 4-ke subcarrier for further 

processing by a converter within the velocity data converter subassembly, Doppler sign sense represen- 

tative of opening or closing velocity is interpreted and preserved through the frequency trackers, and a 

VDG discrete is sent to the LGC, when all the Doppler velocity frequency trackers are locked on to the 

discrete Doppler audio frequencies at the centers of the received velocity beams. Each Doppler velocity 

frequency tracker scans, acquires and tracks the Doppler AF component at the center of the correspond- 

ing velocity beam. 

Range Frequency Tracker. The range frequency tracker operates in a manner similar to that of the 

Doppler frequency trackers. From a dual AF preamplifier, this frequency tracker receives 2 broadband 

output containing a range frequency with Doppler AF component. The frequency tracker scans, acquires, 

and tracks a narrow band of Doppler frequencies, which corresponds to the center of the returned altim- 

eter beam. When the frequency tracker is locked on to the Doppler AF component and the two rear velocity 

beam trackers are tracking, a RDG discrete is sent to the LGC. The range frequency with Doppler AF 

component is sent to a range frequency converter. 

Velocity Data Converter Subassembly. The velocity data converter subassembly contains three velocity 

data converters, a range Converter, a reference frequency generator, a bandwidth control circuit, and 

logic gates. From the Doppler velocity frequency trackers, each Doppler offset frequency with quadra- 

ture phases of 0°, 90°, 180°, and 270° is applied to a converter in the velocity data converter subas- 
sembly. The converter removes a 614,4-kc subcarrier from the Doppler offset frequency, synchronizes 

and multiplies the Doppler offset frequency by four to retain the quadrature phases, indicates Doppler 

sign sense, and, based on Doppler sign sense, provides an output to computers within the velocity data 

computer subassembly. From each of three converter outputs, a Doppler signal (4D >0 to 4D <0) goes to 

the computers within the velocity data computer subassembly. The expression 4D>0 denotes four times 

the Doppler offset frequency with positive Doppler (closing velocity); 4D<0, four times the Doppler offset 

frequency with negative Doppler (opening velocity). 

The range frequency converter operates in a manner similar to that of the velocity data converters. From 

the range frequency tracker, the range frequency converter receives a range frequency and a Doppler off- 

set frequency with quadrature phases of 0°, 90°, 180°, and 270°. The range frequency converter removes 

the center frequency from the Doppler offset frequency and retains the Doppler sign sense. It then routes 

the range frequency with Doppler frequency and Doppler sign sense to range converter circuits of the sig- 

nal data/range converter subassembly. 

The bandwidth control circuit, basically a frequency comparator, switches all the Doppler velocity fre- 

quency trackers to narrow band-pass operation (tracking) when an altitude mode discrete indicates an 
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altitude of 2,500 feet and less. When a Doppler velocity frequency tracker output is less than 1.47 ke feNEtot 

(Doppler frequency), the circuit switches the frequency tracker to narrow band-pass operation by switch- 
ing the low-pass filters from 1,200 cps to 500 cps. 

Logic gates monitor tracker lock-on discretes from the four frequency trackers (three Doppler velocity, 
and range). When all the Doppler velocity frequency trackers are locked on, discretes TL1, TL2, and 

TL3 enable a VDG discrete to the LGC. When the range frequency tracker is locked on and discretes 

TL1 and TL2 are present, the RDG discrete is enabled and routed to the LGC, The reference frequency 
\_ generator provides all the reference frequencies necessary for LR operation. 

Velocity Data Computer Subassembly. The velocity data computer subassembly consists of three com- 

puters, which compute antenna coordinate velocities Vxa, Vya, and Vza from the discrete Doppler 

components with Doppler sign sense (4D <0 and 4D>0) received from the Doppler velocity frequency 
trackers. With these velocity frequency trackers locked on, VDG discretes gate the lateral (Vya) and 

forward (Vza) velocities, in d-c voltage form, to the X-pointer indicators; the altitude rate (Vxa), as a 

PRF with altitude rate sign sense, to the ALT RATE indicator. The altitude rate sign sense conveys 

positive or negative Doppler velocity, The VDG discretes also gate Vxa, Vya, and Vza, as PRF, to the 
signal data circuits of the signal data/range converter subassembly. 

Signal Data/Range Converter Subassembly. The signal data/range converter subassembly consists of 
signal data and range converter circuits and an altitude mode switch. From the range frequency con- 
verter output, the range frequency with Doppler (D4) and Doppler sign sense is applied to the range 

converter circuits. When discretes TL1 and TL2 are present, these circuits use a computer quantity 
Vxa' to cancel the Doppler with Doppler sign sense, leaving Doppler-compensated range frequency in 

pulse-train form, The range converter circuits derive Vxa' by adding the Doppler products D1 and D2 
and multiplying the sum by 15/16. The range frequency, as PRF, -X is applied to the altitude mode switch 
circuit and to the signal data circuits, When the range PRF is equivalent to 2,500 feet or less, a low- 

altitude PRF is gated to the ALT indicator. A mode (M) discrete changes the altimeter oscillator/ 
modulator frequency-deviation range from +4 mc to 420 mc. The discrete switches the frequency 

\ trackers to narrow band-pass operation. The M discrete also enables a range low-scale factor discrete 

“~~ to the LGC, 

  

The signal data circuits convert the radar data, in PRF form, into the LGC 15-bit format. An LGC 

strobe command enables the signal data circuits to read out particular radar data (Vxa, Vya, Vza, or 

range). For lateral velocity (Vya), LGC strobe command Vya strobes input gates to gate in the Vya pulse 
train, allowing 80 milliseconds to be counted into a 15-bit counter. On LGC readout command, the Vya 

data in a shift register is read out in serial binary form to the LGC. Upon receiving the Vya data, the 

LGC subtracts a number equal to 0.80 x CF to extract, in serial binary form, a Doppler value with 

Doppler sign sense. The Doppler value with Doppler sign sense is computed against a scale factor to 

convert the serial binary value to lateral velocity in feet per second. 

2.2.4.6 Control Electronics Section, 

2,.2.4.6.1 Attitude Controller Assemblies. (See figure 2. 2-60.) 

The ACA is used for closed-loop proportional rate commands in the attitude hold mode and 

for open-loop acceleration commands in the pulse, direct, and hardover modes. (See figure 2. 2-61.) 

For ACA proportional control, a 28-volt, 800-cps signal is applied to the primary coil of 

three proportional transducers. The secondary voltage of each transducer is proportional to ACA dis- 

placement about its input axis (one each for the roll, pitch, and yaw axes). When ACA displacement 

\— exceeds 1.25° nominally, two sets of switch contacts close. One set of contacts sends an out-of-detent . 
discrete to the LGC and a followup discrete to the AEA if the MODE CONTROL: PGNS switch is set to 

ATT HOLD. The other set of contacts sends a proportional secondary voltage to the LGC or the ATCA. 

The output gradient voltages are 0. 35 volt/degree of ACA displacement (2° to 10° nominally). Positive : 
rotation commands generate in-phase voltage; negative commands, 180° out-of-phase voltage. 

During attitude control (ATTITUDE CONTROL: ROLL, PITCH, or YAW switch set to 

MODE CONT) when the minimum pulse mode is selected via the DSKY and the PGNS is in control, the 

\ LGC common applied to the plus and minus switches of the ACA is returned to the LGC when the ACA is 
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Figure 2.2-60, Attitude Controller Assembly - Angular Displacements 

™@ displaced more than2.5° nominally. Whenthe AGSis in control and the pulse mode is selected for a given 
axis (ATTITUDE CONTROL: ROLL, PITCH, or YAW switch set to PULSE), positive or negative d-c voltages 
are applied to the plus and minus switches of the ACA. When the ACA is displaced 2.5° or more from 
neutral, a positive or negative d-c voltage is applied to the ATCA. A positive voltage commands a posi- 
tive acceleration (pulsed) about the selected axis; a negative voltage commands negative acceleration. 
With the ATTITUDE CONTROL: ROLL, PITCH, or YAW switch set to DIR, 28 volts de is applied to two 
RCS secondary solenoids when the ACA is displaced more than 2.5° nominally. 

In any attitude control operation, if the ACA is moved 12° nominally or more in any axis 
(hardover mode), the ACA activates four thrusters via the secondary coils. With either the MODE CON- 
TROL: PGNS or AGS switch set to ATT HOLD and the ATTITUDE CONTROL: ROLL, PITCH, and YAW 
switches (one or more) set to MODE CONT, the ACA can command LM attitude changes about the se- 
lected axis or about as many as three axes simultaneously. 

2.2.4.6.2 Thrust/Translation Controller Assemblies. (See figures 2. 2-62 and 2. 2-63.) 

Two pairs of limit switches are located about each TTCA axis and a nonlinear potentiometer 
is located along the longitudinal axis. One pair of limit switches (for each axis) provides a discrete to 
the LGC when the astronaut operates the TTCA 0. 25 inch out of its neutral position. The discrete com- 
mands the LGC to issue translation change commands. 

When the AGS is controlling the vehicle, one pair of limit switches for each axis issue on and 
off translation commands directly to the RCS jet logic and driver circuitry. The nonlinear potentiometer 
provides an electrical output, which is proportional to TTCA displacement, when the THROTTLE-JETS 
select lever is set to THROTTLE. These signals are routed to the DECA to command proportional con- 

trol of thrust (magnitude). The nonlinear characteristic provides increased servo characteristics. 
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Figure 2.2-62. Thrust/Translation Controller Assembly - Angular Displacements 

2,2.4.6.3 Attitude and Translation Control Assembly. (See figure 2. 2-64.) 

The ATCA consists of an attitude error signal conditioner-limiter, rate signal summation 
amplifier, demodulator-filter network, deadband circuits, jet select logic, pulse ratio modulators, and 
solenoid driver preamplifiers and jet solenoid drivers. 

Attitude Error Signal Conditioner- Limiter. To provide the proper scale factor, impedance match, and 
limiting, the 800-cps attitude error signal is passed through a signal conditioner-limiter before summa- 
tion with the rate gyro signal. Limiting the attitude error prevents command of excessive vehicle rates 

™@ during narrow deadband operation only subject to ascent or descent conditions. The limiting action of 
the limiter is eliminated during wide deadband operation. 

Rate Signal Summation Amplifier. The attitude error and rate and ACA signals are a-c summed and 
amplified before demodulation by the amplifier, because they are all synchronized to the 800-cps power 
source. Amplification and summing at this point helps to minimize error caused by drift. 

Demodulator- Filter Network. A keyed demodulator is used to convert summed and amplified error sig- 
nals todc. The synchronized 800-cps power source of the ATCA is used for the demodulator reference. 
An active filter is used to obtain 12-db/octave attenuation for frequencies above 18 cps. The filtered roll 
and pitch signals are routed to the DECA for descent engine trim. 

Deadband Circuits. Either of two deadband circuits can be selected manually with the DEAD BAND 
switch. The wide deadband (DEAD BAND switch set to MAX) is used for coasting-period limit cycling 
to conserve fuel, The narrow deadband (DEAD BAND switch set to MIN) is used during periods when 
the ascent or descent engine is thrusting. In addition to the manual capability, an automatic minimum 
deadband override is provided for use during ascent or descent engine thrusting. 

Jet Select Logic. (See figure 2, 2-65.) For any combination of analog rotation and translation signal 
inputs to the ATCA, this logic provides signals to the proper thrusters. Maximum moment control of 
4 jets for combinational commands occurs whenever they are commanded. When the ascent or descent 
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engine is thrusting, the ascent engine latching device of an S&C control assembly automatically puts 
the logic in four-thruster roll and pitch operation. In four-thruster operation, the logic corrects roll 
or pitch errors with four thrusters. This provides additional attitude gain to compensate for possible 
engine thrust-vector misalignment. The X-TRANSL switch (panel 1) enables the astronauts to com- 
mand four-thruster X-axis translation to provide additional thrust capability along the vehicle X-axis. 

Pulse Ratio Modulators. The PRM's accept the net output signal + or - of the logic network d-c 
summing amplifiers. The eight PRM's consists of a zero crossover detector, an absolute value cir- 
cuit, output gating, and the PRM circuit. The PRM's accept d-c analog signals from the thruster selec- 
tion logic, detect the polarity, and route the pulsed output to the proper jet driver. The zero crossover 
detector detects the polarity of the d-c input, and provides enabling signals to the appropriate gates 
when the input signals exceed the threshold level (0.5 volt), In this manner simultaneous thrusting of 
opposing jets is prevented. Because the PRM circuit operates on positive inputs only, the absolute 
value circuit is required, to invert negative inputs and pass positive inputs to the PRM. The outputs 
of the zero crossover detector and the PRM circuit, applied to AND gates, produce a train of pulses 
at the output of the PRM when the two inputs are coincident. 

—Z 

Solenoid Driver Preamplifiers and Jet Solenoid Drivers. Thirty-two solenoid driver preamplifiers ac- 
  

cept pulsed inputs from the 16 PRM outputs when the AGS is used or from the 16 PGNS outputs when the 
primary guidance mode is used. When the AGS is used, its 16 preamplifiers are enabled with 28-volt 
d-c power and the PGNS preamplifiers are disabled, and vice versa. The jet solenoid drivers, driven 
by either one set of preamplifiers or the other, control the firing of their respective thrusters by pro- 
viding a ground to the fuel and oxidizer solenoids through output transistors, When the AGS is selected 
and the main engine (ascent or descent) is firing, X-axis rotation logic inputs cause one or two of the 
vertical thrusters to fire and oppose the engine thrust. To prevent this from occurring, the BAL CPL 
switch can be used to disable four of the preamplifiers. Setting the X- TRANSL switch to 4 JETS and the 
BAL CPL switch to OFF provides two-thruster roll and pitch error corrections without opposing the 
engine thrust. 

2,2,4.6.4 Rate Gyro Assembly. (See figure 2. 2-66.) 

The RGA consists of three single-degree-of-freedom rate gyros mounted so that they sense — 
vehicle roll, pitch, and yaw rates. Each gyro can measure input rates from -25° to +25° per second; 
each has self-test features, Each rate gyro senses a rate of turn about its input axis, which is perpendic- 
ular to the spin and output axes, This rate of turn is dependent on the gimbal position of the gyro. An 
analog output (rate of turn) is obtained from the stator-rotor pickoff, which is positioned by the precession 
of the gimbal. The pickoff voltages are continously fed tothe FDAI rate indicators and the ATCA. In 
abort guidance these rate signals are effective in damping vehicle rates. 

Three-phase, 26-volt, 800-cps power generated in the ATCA is applied to the motor of each 

gyro. Pickoff excitation (28-volt, 800-cps power generated in the ATCA) is applied to the primary coil 

of a microsyn pickoff. The secondary coil picks off an 800-cps voltage proportional to the precession of 
the gyro and, hence, proportional to the LM rate about the gyro input axis (0. 140 vrms/deg/sec). 
Polarity is arranged so that an inphase pickoff voltage indicates a positive rate; a 180° phase pickoff 
voltage, a negative rate. 

The self-test capability consists of a spin motor rotation test and a self-test torquier (gim- 
bal torquer). The self-test torquer applies torque to the movable gimbal. When 28 volts dc is applied to 
windings Ll and L2, the secondary of transformer T1 should pick off a voltage equivalent to a 5°/sec 
rotation, The direction of torquing is reversed by changing the polarity of the d-c voltage. 

2,2.4.6.5 Descent Engine Control Assembly. (See figures 2. 2-67 through 2. 2-70.) 

To initiate manual throttle commands only, the THR CONT switch (panel 1) must be set to 
MAN. (See figure 2. 2-66.) During manual throttle control, LGC throttle commands are interrupted and 
only manual commands are displayed on the THRUST indicator. Manual throttle commands consist of 

a-c voltages, proportional to the active TTCA X-axis displacement, which are applied to the DECA, 

The active TTCA always provides at least a 10% command, These commands drive a non- 
linear circuit that provides the desired thrust level. With nonlinear thrust levels, more resolution is 
obtained at the lower levels. (See figure 2.2-70. Once the nonlinear region of the TTCA is reached, the 

TTCA should be displaced to its hard stop to prevent erratic descent engine operation. 
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Figure 2,2-64, Attitude and Translation Control Assembly - Detailed Block Diagram 
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Figure 2.2-66, Rate Gyro Assembly - Schematic and Vector Diagram 

To apply automatic throttle commands to the descent engine, the THR CONT switch must be 
set to AUTO, The automatic commands appear on two separate lines (throttle increase and throttle 
decrease) as 3,200-cps pulse inputs to an integrating d-c counter (up-down counter). Each pulse corre- 
sponds to a 2.7-pound thrust increment. Throttle increases can drive the counter up to 12 volts, which, 
when combined with the TTCA fixed 10% output in the descent engine throttle servoamplifier, corresponds 
to 92.5% thrust. 

During automatic throttle operation, the LGC-commanded thrust is summed with the output 
of the TTCA, When the TTCA is in its minimum position, the LGC-commanded thrust is summed with 
the fixed 10% output of the TTCA. When an active TTCA is displaced from its minimum position, the 
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Figure 2,2-67. Descent Engine Control Assembly - Throttle Control Diagram 

amount of manual thrust commanded is summed with the LGC-commanded thrust to produce the desired 
resultant. In this case, the TTCA overrides LGC control of descent engine thrust. The total thrust 

NL commanded (automatic and/or manual) cannot exceed 92.5%, Automatic thrust commands desired by the 
LGC are always 10% of thrust lower than required to compensate for the TTCA fixed output. 

In the primary guidance mode, the LGC provides automatic trim control (see figure 2. 2-68). 
When the LGC determines the required descent engine trim it provides a trim command to the DECA, on 
a positive trim line or a negative trim line for the roll or pitch axis, The trim command is routed by 

a malfunction logic circuit and to a power-switching circuit, which applies 115-volt, 400-cps power to 

the proper GDA. The power-switching circuit is controlled by the malfunction logic. The GDA tilts the 

descent engine and provides a 400-cps feedback signal (proportional to engine position) to the DECA, 

es 
as 
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Figure 2.2-69. Descent Engine Control Assembly - Engine Control Diagram 

The DECA demodulates and differentiates the feedback signal; the resultant signal is fed back to the mal- 
function logic circuit. The malfunction logic generates a trim failure signal that removes the 400-cps 
power from the power-switching circuit. The signal is generated, and routed to the LGC and the IS, if 
any of the following conditions exist: 

The GDA is not moving in the commanded direction. 

The malfunction circuitry fails. 

The transducer fails. 

The 400-cps motor rotates without a command, 

The 400-cps motor fails, 
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Figure 2.2-70, Throttle Control vs TTCA Displacement 

In the abort guidance mode, roll and pitch trim signals are received from the roll and pitch A 

error channels in the ATCA. A comparator and threshold circuit in the DECA generates negative or 

positive trim commands and routes them to the malfunction logic, which controls the power- switching 

circuits as in the primary guidance mode. 

2,2.4.6.6 Gimbal Drive Actuators. (See figure 2. 2-71.) 

Each GDA consists, primarily, of a single-phase motor, a feedback potentiometer, and 

associated mechanical devices. Each GDA can extend or retract 2 inches from the midposition to tilt the 

descent engine a maximum of +6 or -6° along the Y-axis and Z-axis. 

On and off signals are supplied to the GDA's from the power gate circuits in the DECA. The 

DECA provides 115-volt, 400-cps power to the GDA motor, which controls the stroke of the GDA ata 

rate of 0.0662 inch per second (7.5 volts per inch) +10% in a positive or negative direction along the 

Y-axis and Z-axis. Gimbal position signals are supplied by the feedback potentiometer to a failure-de- 

tection circuit in the DECA. 

2,2.4.6.7  800-cps Synchronization Loop. (See figure 2. 2-72.) 

Because the CES uses 800-cps analog signals as a reference, the various assemblies must 

be synchronized. In the primary guidance mode, the ACA's and TTCA's receive 28-volt, 800-cps signals 

from the power and servo assembly of the PGNS. The proportional attitude commands to the LGC are 

either in phase or 180° out of phase with this 800-cps signal. In the abort guidance mode, the ACA's and 

TTCA's receive 28-volt, 800-cps signals from the ATCA. The proportional attitude commands fed back 

to the ATCA are now synchronized with the ATCA power supply. The AGS and RGA receive 28-volt, 

800-cps signals from the ATCA; their outputs returned to the ATCA are synchronized. The FDAI's also 

| receive the 800-cps synchronization voltage to properly display the RGA signals. In turn, the ATCA it- ~ 

YS 

self is synchronized to the clock (1600 pps) of the PCMTEA, however it can run free as it's own source 

should this synchronizing pulse be lost, 
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2,2.4,6.8 

process, switch, and/or distribute the various signals associated with the GN&CS, 
also processes automatic and manual ascent or descent engine on and off commands. 
for the ascent engine commands are called the ascent engine latching device (AELD). 

400-CPS MOTOR 

  

  

CUTAWAY 

Figure 2, 2-71, 

S&C Control Assemblies, 

SCREW JACK 

FROM DECAs 

TO DECA 

Gimbal Drive Actuator 

The S&C control assemblies contain three similar assemblies, 
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GDA 
EXTEND COMMAND 

RETURN 
GDA 
RETRACT COMMAND    

GDA TRANSDUCER 
400-CPS POWER 

Riu. 

SCHEMATIC A200UK6-194 

The S&C control assemblies 
One of the assemblies 
The circuits used 
The ascent engine 

commands are processed, and engine ignition and shutdown commands are sent to the ascent engine and 
staging sequence commands are sent to explosive devices, The first time that the ascent engine is ig- 
nited, the engine-on command starts the staging sequence, using the Explosive Devices Subsystem. The 
S&C control assemblies contain a memory circuit that maintains the ascent engine on if the automatic on 
signal is lost, until an automatic off signal or a manual stop command is received, 

2,2.4,6,9 

2.2.4.7 

FDAI. 
control on the ORDEAL panel. 
the FDAI's. 

Descent engine commands are processed and sent to the DECA. These commands (descent 
engine arm, and automatic and manual engine on and engine off) are processed again by the DECA for 
descent engine ignition and shutdown. 

Gimbal Angle Sequencing Transformation Assembly. 

The GASTA operates in conjunction with the FDAI's. 
gimbal angle signals from the IMU before they are applied to the FDAI's to drive the FDAI sphere. 
GASTA converts 26-volt, 800-cps signals from the IMU to 15-volt, 400-cps signals. 
IMU must be routed through the GASTA for conditioning. 
ditioning) function, its gimbal angle signals are routed directly to the FDAI's. 

Orbital Rate Display - Earth and Lunar, (See figure 2. 2-74.) 

The GASTA conditions the analog 

(See figure 2. 2-73.) 

The signals from 
Because the AGS has its own GASTA (or con- 

The ORDEAL is an electromechanical device that contains a piar of resolvers, one for each 
The resolvers are driven by a stepper motor, at the orbital rate selected with the ALT SET 

They may be switched directly into the pitch total attitude channels of 

The resolvers provide a display of LM attitude with respect to a local horizontal reference 
frame. They transform the pitch angle in accordance with their shaft position, which is drivenby a digital 
rate servo. The desired shaft rate is obtained by controlling the pulse rate, which is applied to the 
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    1.6 KPPS,     800 CPS, 10 

    
ATCA POWER SUPPLY    

      800 CPS, 1 

800 CPS, 1 

  

    

  

PITCH, ROLL, 
AND YAW 

RATE INDICATORS. 

  

    

  8.9000.190 

Figure 2.2-72. Control Electronics Section - 800-cps Synchronization Loop 

stepper motor, This pulse rate is derived from the LM 400-cps frequency supply as required by digital 
logic. Because the transformation is made in the pitch channel only, it is imperative that the inertial 
reference be aligned with the +Y-axis of the reference along the cross product of the velocity vector (V) 
and the position vector from the center of earth (R). 

The ORDEAL is used after obtaining the LM attitude with respect to the local horizontal, 
from the LGC, The selected FDAI (Commander's or LM Pilot's) is slewed to this angle. The ORDEAL 
then torques its resolvers at the orbital rate, specified by the ALT SET control, of a circular orbit. 

2.2.5 FAILURE MODES. SS 

The GN&CS failure modes and the effect on mission capability are given in tables 2.2-29 
through 2,2-33, Tables 2,2-29, 2.2-30, 2.2-31, and 2.2-32 cover failure modes of the PGNS, AGS, 
radar, and CES, respectively. Table 2.2-33 covers failures associated with the GN&CS controls and 
displays. 
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Figure 2,2-73, Gimbal Angle Sequence Transformation Assembly Schematic Diagram 
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Table 2.2-29. Primary Guidance and Navigation Section - Failure Modes 

  

Failure J Indication Vehicle Capability 
  

CCRD pushbutton switches or LGC 
logic failed. 

DSKY ENTR or PRO pushbutton 
switches failed, 

DSKY 275-volt, 800-cps power 
supply failed. 

DSKY relay package failed. 

Numeric pushbutton switch 
failed open, 

Inertial channels of CDU analog- 
to-digital conversion section 
failed, 

Inertial channels of CDU digital- 
to-analog conversion section 
failed. 

IMU failed. 

IMU entered gimbal lock and 
inertial reference is lost. 

IMU temperature control 
assembly failed. 

PIPA failed. 

*14-vde power to ISS CDU failed. 

+14-vde power to RR CDU failed.     

Mark verb continues flashing 
on DSKY after crew re- 
sponse. 

DSKY responds abnormally. 

DSKY responds abnormally. 

Numeric segments in PROG, 
VERB, or NOUN indicator 
or in registers (R1, R2, or 
R38) are missing. 

Numeric segments in PROG, 
VERB, or NOUN indicator 
or in registers (R1, R2, or 
R3) are missing. 

ISS warning light goes on. 

ISS warning light goes on. 

ISS warning light goes on. 

GIMBAL LOCK light on 
DSKY goes on. 

TEMP light on DSKY goes 
on. 

MASTER ALARM and ISS 
warning light go on during 
thrusting. PROG light 
goes on if failure occurs 
during non-thrusting. 

MASTER ALARM, and ISS 
warning light go on. 

TRACKER light on DSKY 
goes on,   

PGNS star sightings are impossible. 
If thrusting is to be performed, AGS 
must be used, because PGNS prethrust 
calculations require state vector up- 
date. 

Capability of inserting data and 
initiating or controlling LGC operations 
is lost. 

Electroluminescent displays are lost. 

DSKY displays are lost or cannot be 
properly operated. 

Capability of loading failed digit is lost. 
MSFN can update and control LGC. 

CDU cannot supply inertial data to 
LGC. LGC can only perform functions 
that do not require IMU inputs. 

CDU cannot supply inertial data from 
LGC. 

AIL ISS functions are lost. 

IMU gimbal angles will hold at present 
attitude. 

IMU stabilization loop accuracy is 
degraded and velocity measurement 
accuracy is lost. 

LGC can be used for all functions that 

do not require PIPA data. Thrust 
maneuver should not be performed 
under PGNS control. 

CDU cannot transfer RR and ISS data 
to and from LGC. Attitude error signals 
are not available and normal IMU align- 
ment is disabled. 

Use of RR under LGC control is lost. 
RR can be used in automatic track and 
slew modes.     

  

LGC failed. MASTER ALARM and LGC PGNS functions are lost. 

L i warning light go on. 
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Abort Guidance Section - Failure Modes 

  

Failure Indication Vehicle Capability 
  

  

AEA power supply failed. 

AGS self-test failed. 

ASA heater failed. 

Auto discrete (8,) failed off, 

CDU zero discrete from LGC 
failed. 

DEDA failed, 

AEA power supply failed. 

AGS self-test detected failure. 

DEDA failed. 

CLR pushbutton switch failed 
open, OPR ERR light failed 
on, digit pushbutton switch f 
failed closed, + or - push- 
button switch failed closed, 
or READOUT pushbutton 

switch failed open, 

+ or ~ pushbutton switch 
failed open.   

AGS warning light on panel 1 
goes on, 

AGS warning light goes on. 
DEDA does not display 
+10000 within 8 to 30 seconds 
after initiation of self-test. 

AGS warning light goes on. 

Attitude error needles are 
at zero. 

PGNS and AGS total attitude 
displays disagree in one or 
more axes immediately 
following PGNS/AGS align- 
ment, 

DEDA response is abnormal 
(registers are blank). 

AGS warning light goes on. 

AGS light goes on and 
DEDA displays self- 
test status: 

412 + X0000 
X =1 -Test successful 
X = 3 -Logic test failed. 
X =4 - Memory test 

failed, 
X =7 ~ Logic and 

memory test 
failed. 

  

DEDA responds abnormally. 

DEDA responds abnormally. 

DEDA responds abnormally.   

AGS functions are lost 

AGS operations are not recommended. 

ASA functions are lost, which precludes 
loss of gyro and accelerometer data to 
AEA, 

AGS attitude error computations are 
limited to attitude hold, 

PGNS/AGS alignment should not be 
attempted. AGS is aligned, using 
backup orbital technique. 

Readout and enter functions are lost. 

AGS functions are lost. 

AGS operations are recommended. 

Readout and enter functions are lost. 
AGS flight display data are still 
available, but become less reliable 
because AGS cannot be aligned, up- 
dated, or calibrated. 

Readout and enter functions are lost. 
AGS flight display data are still avail- 
able, but become less reliable because 
AGS cannot be aligned, up-dated, or 
calibrated. 

Enter function is restricted to all + or 
all - data. If + pushbutton switch failed 
open, AGS cannot be aligned, updated, 
or calibrated, AEA routines are lost.   
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Table 2.2-30, Abort Guidance Section - Failure Modes (cont) 

  

Failure Indication Vehicle Capability 

  

  

OPR ERR light failed (on or off). 

One electroluminescent light 
failed off. 

DEDA failed or DEDA-to- 
AEA interface failed. 

ASA accelerometer failed or 
READOUT pushbutton switch 
failed open, 

ACA out-of-detent switch or 
relay failed closed during AGS 
operation. 

Followup discrete (83) failed on. 

Auto discrete (Bq) failed off. 

Followup discrete (£. 3) failed 
off, 

CDU zero from LGC failed or 
one of six AEA Euler angle 
inputs failed. 

Inertial ASA heaters and 
associated circuitry failed.     

DEDA responds abnormally. 

DEDA responds abnormally. 

AGS initialization complete 
code is not displayed within 
10 seconds after DSKY dis- 
play changes or goes blank. 

DEDA AV display does not 

change during thrusting. 

Attitude error needles 
failed at zero. 

Attitude error needles 
failed at zero. 

Attitude error needles 
failed at zero. 

Attitude error signals are 
not zero when GUID CONT 

switch is set to PGNS and 
AGS selector (SOO) is 

zero. 

Attitude error signals 
are not zero when MODE 
CONTROL switch is set 
to ATT HOLD and ACA is 
out of detent, 

PGNS and AGS total attitude 
displays disagree in one or 
more axes immediately 
following PGNS/AGS 
alignment. 

AGS warning light and 
HEATER caution light 
goon.   

Operator error display is lost. 

Readouts may be ambiguous. 

DEDA enter and readout capability is 
lost, AGS flight display information 
(FDAI, lateral veleoity, altitude, and 
altitude rate) is available. 

AGS can drive FDAI and can be aligned to 
IMU. 

AGS capability of automatically turning 
MPS on or off is lost. AGS can compute 
and display guidance acquisition steering 
attitude signals, and retain attitude hold 
capability when MODE CONTROL: AGS 
switch is set to AUTO, 

Attitude hold mode is lost. 

AGS attitude error computation is 
limited to attitude hold, 

Rotation at 10°/sec may occur when 
switching to AGS. 

Capability of changing AEA attitude hold 
inertial reference with ACA is lost. 

PGNS/AGS alignment should not be 
attempted. AGS may be aligned, using 
backup orbital technique. 

AGS is seriously degraded or inoperable.     —— 
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Table 2,2-31. Radar - Failure Modes 

  

Failure Indication Vehicle Capability 
  

  

RR transmitter failed, 

NO TRACK light failed on. 

RR frequency tracker failed, 

RR range tracker failed. 

Transponder failed. 

NO TRACK light failed off, 

CDU RR channels failed, 

RR power supply voltages 
failed off, 

RR signal data converter failed 
or data-good signal from RR to 
LGC is lost. 

LR signal data converter failed 
or data-good signal from LR to 
LGC is lost. 

RR heater power supply failed. 

LR heater power supply failed.   

RNDZ RDR caution light goes 
on and SIGNAL STRENGTH 

indicator does not read 2.1 
when TEST/MON selector 
switch is set to XMTR PWR, 

NO TRACK light is on, but 
RNDZ RDR caution light is 
off. 

RNDZ RDR caution light does 
on and range rate data dis- 
played are no good, 

RNDZ RDR caution light 

goes on and range rate 
data displayed are good. 

RNDZ RDR caution light 
and NO TRACK light go on, 

RNDZ RDR caution light 
goes on. 

TRACKER light on DSKY 
goes on when RR is under 
LGC control. DSKY 

registers and FDAI error 
needles do not display 
input shaft and trunnion 

angles. 

RR is inoperative and 
RNDZ RDR caution light 

goes on. 

RR does not function 
properly and RNDZ RDR 
caution light goes on. 

LR does not function properly. 
ALT and/or VEL caution 

“lights on DSKY go on. 

RR is inoperative and 
HEATER and RNDZ RDR 
caution lights go on. 

LR is inoperative.   

RR/transponder failures necessitate 
MSFN and/or CSM assistance and use 
of LGC-derived data when performing 
rendezvous. 

While in RR automatic tracking mode, 
NO TRACK light is not usable for 
monitoring. 

RR/transponder failure necessitate 
MSFN and/or CSM assistance and use 
of LGC-derived data when performing 
rendezvous. 

RR maintains tracking and provides good 
range rate data, good shaft and trunnion 
angles to FDAI error needles, and good 
azimuth and elevation rates to X-pointer 
indications. 

All RR tracking functions are lost. 

NO TRACK light is not usable for 
monitoring, 

RR is not usable under LGC control, 

RR operation is available, using slew 
and automatic track modes. 

Primary mission objectives are not 

affected, but functional check of RR 

cannot be performed. 

Primary mission objectives are not 
affected, but functional check of RR 
cannot be performed. 

Failure has no effect on LR performance 
check, 

Primary mission objectives are not 
affected, but functional check of LR 
cannot be performed. 

Primary mission objectives are not 
affected, but functional check of LR 
cannot be performed. 
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Table 2,2-32, Control Electronics Section - Failure Modes 

  

Failure Indication Vehicle Capability 
  

  

-4, 7-vde regulated ATCA power 
supply that provides bias voltage 
to RCS jet preamplifiers failed. 

26-volt, 800-cps, 3¢ power 
failed or 28-volt, 800-cps, 
1¢ power failed. 

CWEA failed. 

28-volt, 800-cps, 1¢ power 
failed. 

CES d-c (ATCA) power supply 
failed. 

8, or B, internal discretes to 

abs failed on or relay driver in 
AELD failed. 

Automatic throttle circuit of 
DECA failed. 

AELD failed, 

Enable voltage to abort 
preamplifiers failed.   

PRE AMPS caution light goes 
on. 

CES AC warning light goes 
on and damping is lost. 

CES AC or CES DC 
warning light goes on. 

CES AC warning light and 
PRE AMPS caution light 
goes on. 

CES DC warning light goes 
on. 

MPS thrusts as soon as 
engine is armed. 

DPS does not respond 
to thrust increase 

command. 

MPS does not shutdown 
automatically. 

LM drifts. This is 
characterized by absence 
or RCS firings in one or 
more axis, increasing 
error of FDAI total 
attitude and/or error 
needles in one or more 
axis,   

Itis impossible to determine whether one 
or both bias voltages failed or are out of 
limits. If both bias voltages are lost, 

noise in ATCA or vehicle ground lines 
may cause intermittent signal RCS jet 
firings. RCS jet firing is not affected 
otherwise. 

AGS cannot maintain attitude or control 
vehicle rotation. Manual throttle 
control of DPS is also lost during AGS 
control. 

Onboard capability of monitoring CES 
ac or de is lost. 

AGS cannot maintain attitude or control 
vehicle rotation. Manual throttle control 
of DPS is also lost during AGS control. 

CES d-c failure may cause DPS to go 
to 100% thriist level if fired (PGNS or 
AGS), and/or erratic RCS thrust control 
(AGS) and DECA power failure monitor 
limits are exceeded. Depending on 
which d-c power supply failed or is de- 
graded, one or more of following con- 
ditions may exist. 

Deadband is inoperative. 
© Jet select logic is inoperative. 
© PRM's are not operational. 

  

ENG THR CONT: ENG ARM switch 
must be used as on and off control for 
MPS, 

Automatic shutdown is still enabled 
and DPS can be manually throttled. 

Engine ignition occurs as soon as engine 
is armed. 

AGS proportional mode, pulse mode, 
attitude hold, guidance steering, and 
translation are lost.     
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Table 2.2-32, Control Electronics Section - Failure Modes (cont) 

  

Failure Indication Vehicle Capability 
  

  

Enable voltage to primary 
preamplifiers failed. 

Roll, pitch, or yaw relay in 
ATCA failed open. 

ACA out-of-detent switch 
failed closed. 

CDR's or LMP's ACA hard- 
over switch failed closed. 

ATCA solenoid driver failed 
off. 

CDR's or LMP's ACA out-of- 
detent switch failed open. 

Relays of S&C control 
assembly No, 2 failed open 
or ATTITUDE CONTROL 
switch failed to PULSE or 

DIR position, 

ACA 2,5° switch failed closed. 

ROLL, PITCH, or YAW 
switch failed. 

ACA 2.5° switch failed open.   

LM drifts. This is 
characterized by absence 
of RCS firings in one or 
more axis, increasing 
error of FDAI total attitude 
and/or error needles in 
one or more axis. 

LM remains in automatic 
mode. 

FDAI error needles did not 
establish new reference 
when ACA was returned to 
detent. 

RCS propellant consumption 
increases, RCS jet firing 
is continuous, and/or 
attitude error needles 
oscillate at high rate with- 
in deadband. 

Response to ACA commands 
or proportional mode com- 
mands is abnormal. 

Proportional mode response 
is abnormal or response to 
ACA commands is abnormal. 

LM does not respond when 
ACA is rotated in selected 
axis, and FDAI error 
needles remain at zero 
when ACA is moved out of 
detent. 

Jets fire immediately when 
pulse or direct mode is 
selected. 

Jets do not fire when ACA 
is rotated in positive or 
negative direction in all 
axes and there is no coupled 
motion in any axis. 

ACA pulse or direct mode 
commands responds 
abnormally.   

If both FDAI's establish new reference, 
PGNS attitude hold discrete is verified. 
PGNS proportional mode, attitude hold, 
guidance steering, and translation are 
lost. 

AGS proportional mode, attitude hold, 
and guidance steering available in 
affected axis. Pulse mode is lost. 

Neither PGNS nor AGS can display 
attitude error. 

CDR's or LMP's ACA four-jet capability 
is lost. 

Thruster pair affected by failed solenoid 
driver is lost. Dynamic compensation 
in control, though degraded. 

Proportional and minimum impulse 
modes, using affected ACA, are lost. 

Proportional mode (PGNS or AGS) in 
failed axis is lost. 

Pulse and direct modes of control in 
affected axis are lost. 

Pulse and direct modes of control in 
affected axis are lost. (Can only be 
controlled from panel switch.) 

Pulse and direct modes of control in 
affected axis are lost. 
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Table 2.2-32. Control Electronics Section - Failure Modes (cont) 

  

  

Failure 

TTCA 28-volt power failed, 

Rate gyro failed on. 

GDA failed. 

DECA auxiliary 22-vde power 

supply 
1. Amplitude is.out of 

tolerance. 

2. Voltage is suddenly lost. 

ATCA -15-, +15-, and +4.3-vde 
supplies failed off at output, 

Relay K12 (S&C control 
assembly No. 2) did not set. 

Automatic thrust control logic 
of DECA failed. 

Contacts of relay K20 or K10 in 
S&C control assembly No. 1 
are shorted. 

DAP in control; status relay K7 

of S&C control assembly No. 2 
failed in set position, 

Relay K13 of S&C control 
assembly No. 1 failed open or is 
shorted. 

Automatic ascent engine-on loop, 
relay K207, relay K14, logic cir- 
cuits, and/or driver failed open. 

TE 

  

Indication 

Normal translation, using 
TTCA, is absence, if only 
one RCS jet fires, high 
oscillation rate on error 
needles is present. Lack 
of, or degraded, accel- 
eration exists. Reading 
on RCS QUANTITY 
indicator (panel 2) re- 
mains constant, 

FDAI rate needles pro- 
vides abnormal reading. 

ENG GMBL caution light 
goes on, 

1. Power fail monitor may 
operate if sufficiently 
out-of-tolerance. 

2. Power fail monitor 
is inhibited. 

CES DC warning light goes 
on, 

RCS TCA's do not fire 
in PGNS mode, 

THRUST indicator has 
erroneous reading. 

BATTERY caution light 
goes on. 

NO ATT light on DSKY and 
PGNS caution light go on. 

Staging does not take place 
and ascent engine cannot 
be automatically fired. 

Staging does not take place 
and ascent engine cannot 
be automatically fired.   

Vehicle Capability 

Affected TTCA cannot command trans- 
lation maneuver while PGNS is in 
control, 

RCS control is curtailed while AGS is 
in control. 

Descent engine cannot be gimbaled. 
Therefore, DPS burn capability is 
seriously degraded. 

1. DPS manual throttle capability is 
degraded. Descent engine may 
go to FTP, 

2, DPS manual throttle capability is 
somewhat degraded. 

Entire DECA, except descent engine 
control logic, is disabled. Descent 
engine can be started with DES ENG 
CMD OVRD switch (panel 3). 
Descent engine will go to FTP. 

It may be impossible to stabilize 
vehicle while in PGNS mode and during 
main propulsion firings. Relay is 
overridden by using AGS. 

DPS automatic throttle capability is lost. 

Full thrust would result in shorter burns 

for DPS (if at full throttle). 

Switchover from descent to ascent 
batteries is required due to loss of 
descent batteries. 

Under PGNS control, attitude control is 

lost. Attitude control is regained by 

switching to AGS control or to manual 
control if in PGNS. 

Staging is manually accomplished with 
STAGE switch, Ascent engine is 
manually fired with engine START push- 

button. 

Staging is manually accomplished with 
STAGE switch. Ascent engine is man- 
ually fired with START pushbutton.     

Mission. LM 
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Table 2. 2-33. Integrated GN&CS Flight Controls and Displays - Failure Modes 

  

‘ailure Indication Vehicle Capability 
  

ORDEAL failed. 

One of three AFA attitude error 
channels failed open. 

One of three LGC attitude error 

signals failed open or biased. 

DEAD BAND switch failed open 
in previous position, 

  

FDAI rate needle failed. 

THR CONT switch failed open 
in AUTO position. 

ENG ARM switch was inadvert- 
ently switched to ASC or individual 
contacts failed, 

IMU CAGE switch (panel 1) failed 
on or is shorted. 

ABORT STAGE pushbutton was 

inadvertently pressed. 

ABORT STAGE pushbutton switch 
jammed between open and closed 
positions. 

ABORT switch has shorted 
contact, 

BAL CPL switch contacts are 

shorted to ground. 

THR CONT switch contacts 
that route auto disable discrete 
to DECA shorted when switch 
was set to AUTO,   

Total attitude is abnormal. 

AGS is in followup and 
attitude error is not zero 

in one axis. Other axes 

are held at zero, 

Attitude error is zero in 

one axis. Other axes 
display actual attitude 
errors. 

Attitude error is zero in 
one axis. Other axes 
display actual attitude 
errors. 

FDAI rate needles provide 
abnormal reading. 

DSKY continues to flash 
V50 N25 after crew 
response, and THR 
CONT switch discrete is 
not present when LGC 
input channel verification 
is performed. 

Descent engine cannot be 
started. If engine is 
firing, it will shut down. 

Stable member gimbals 
lock up, causing ISS 
warning light to go on. 

Descent engine, if firing, 
shuts down and staging 
takes place. There is no 
indication during ascent 
engine burn. 

Ascent engine does not 
fire and ascent tanks will 
not become pressurized. 

Start abort diserete is 
+sent to LGC. 

All thrusters are disabled 
when operating in AGS 
mode. RCS TCA caution 
light goes on, 

Automatic control of 

descent engine thrust is 
impossible.     

ORDEAL function is lost. 

FDAI attitude error is nonzero value 
in affected axis. One FDAI attitude 
error display is lost in one axis. 

  

Failure affects display only. 

Maximum or minimum deadband 
capability is lost in one axis. 

Automatic maneuvering, rate commands, 
and attitude hold are lost in affected 
axis when AGS is in control. 

Automatic thrust control is lost, but 
manual control is still available. 

DPS burns cannot be performed 

During any main propulsion burn, 
vehicle may not stabilize, due to loss 
of attitude data to LGC, 

Failure precludes DPS testing. 

Staging capability exists, using 
and ENG ARM switches. 

  

Future DPS burns may be lost (dependent 
on LGC programming). 

If PGNS is functioning, DAP must be 
used to enable thrusters (GUID CONT 
switch is set to PGNS.) 

Manual control must be used to test 
descent engine (THR CONT switch is 
set to MAN),   
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3. Integrated GN&CS Flight Controls and Displays - Failure Modes (cont) 

  

Failure Indication Vehicle Capability 
  

GUID CONT switch failed in 
PGNS position. 

Either MODE CONT switch 

failed in OFF position or 
between contacts. 

  

RR selector switch failed 

open in LGC position. 

  

RADAR TEST switch failed 
in OFF or RNDZ position. 

ATTITUDE CONTROL: ROLL, 
PITCH, or YAW switch failed 
open or in MODE CONT, 
PULSE, or DIR position. 

        

| -PTCA/TRANSL switch (CDR or 
LMP) (panel 4) failed open. 

X TRANSL switch failed on. 

Engine stop pushbutton jammed 
when pressed. 

AGS STATUS switch failed in 
OFF or STANDBY position. 

STAB/CONT: ABORT STAGE 
circuit breaker failed open. 

  

AC BUS B: 
failed open. 

AGS circuit breaker 

STAB/CONT: DES ENG CONT 
circuit breaker failed open. 

  

PG LGC/DSKY circuit breaker 
failed open. 

PGNS: IMU OPR circuit breaker 

failed open.     

AGS cannot be used as 
backup. 

Vehicle cannot be 
stabilized with RCS. 

Verb 50 noun 25 continues 
to flash on DSKY after 
crew response. 

LR self-test cannot be 

performed. 

ACA pulse or direct mode 
commands respond abnor- 

mally. Response is lost 
in both positive and 
negative direction as ACA 

is rotated. 

Normal translation, using 
TCA, is lost.     

Vehicle dynamics are 
abnormal. 

Engine (Ascent or descent), 
if firing, shuts down. 
Ascent engine cannot be 
started if staging 
occurred. 

When setting AGS STATUS 
switch from STANDBY to 

OPERATE, AGS warning 
light goes on. 

Ascent engine does not 
fire or cannot perform 
FITH, using ABORT 
STAGE pushbutton, 

AGS is lost and AGS 
warning light goes on. 

Manual DPS burns are 
lost. 

LGC cannot be initialized. 

Attitude indicators display 
erratic reading and IMU 
CAGE switch has no effect 
on attitude indicators.   

Failure has no effect on PGNS operation, 
but AGS cannot be used as backup, 

Mission objectives are curtailed: 

vehicle control is limited to direct mode, 
using ACA, ACA cannot command 

proportional mode or pulse mode 
maneuvers. TTCA is not affected, but 
MPS burns must be manually terminated. 

Automatic rendezvous, using RR, under 
LGC control is lost, 

Radars cannot be checked. 

Pulse or direct mode control in affected 
axis is lost. 

Affected TTCA cannot command trans-— 
lation maneuvers when PGNS is in 
control. 

Affected thruster pair is lost. 

Main propulsion burns are lost. 

Backup capability of AGS is lost 
because AEA power supply is 
inhibited. 

DES ENG CMD OVRD switch and 
redundant descent engine shutoff 
valve feed are lost. Staging is 
accomplished with STAGE switch, 

There is no backup capability if PGNS 
malfunctions. 

ABORT pushbutton and descent engine 
are disabled. 

Primary mission objectives are lost. 

PGNS control is lost.     

  

GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM: 
Mission LM Basic Date 15 December 1968 Change Date_15 March 1969 Page _2.2-241 

(NE te



  

LMA‘90-3-LM 

APOLLO OPERATIONS HANDBOOK 
SUBSYSTEMS DATA 

Table 2.2-33, Integrated GN&CS Flight Controls and Displays - Failure Modes (cont) 

  

Failure Indication Vehicle Capability 
  

PGNS: IMU STBY circuit breaker 
failed open. 

PGNS: RNDZ RDR circuit breaker 

failed open. 

STAB/CONT: DECA PWR circuit 
breaker failed open. 

STAB/CONT: ATCA PGNS circuit 
breaker failed open. 

AC BUS A: DECA GMBL circuit 
breaker failed open. 

HEATERS: RNDZ RDR OPR 
circuit breaker failed open. 

HEATERS: LDG RDR circuit 
breaker failed open. 

AC BUS A and AC BUS B: AOT 
LAMP circuit breaker failed open. 

STAB/CONT: ATCA circuit 
breaker failed open. 

STAB/CONT: 
failed open. 

ASA circuit breaker 

| STAB/CONT: 
failed open. 

AEA circuit breaker 

STAB/CONT: ENG ARM circuit 
breaker failed open.   

DSKY TEMP caution light goes| 
on when IMU temperature 
drops out of limits. 

RNDZ RDR caution light goes 
on and RR is inoperative. 

CES DC warning light 
goes on or DPS burn is 
lost. 

PGNS stability control 
(DAP) is lost. 

Descent engine cannot be 
gimbaled. 

RNDZ RDR and HEATER 
caution lights go on. 

HEATER caution light 
go on, 

Reticle cannot be seen 
through AOT eyepiece. 

AGS stability control 

(AAP) is lost. 

AGS warning light goes 
on. 

AGS warning light goes 
on. 

Nominal APS or DPS auto- 
matic engine arm cannot 
be performed.     

PGNS performance degrades 
as IMU temperature drops. 

RR is lost. 

DPS burn is available, using DES ENG 
CMD OVRD switch, 

AGS stability control (AAP) is available 
with ATCA (AGS) circuit breaker. 

TTCA cannot command descent engine 
to 92.5% (maximum) thrust, but DPS 
burn is available, 

RR is lost. 

LR is lost. 

AOT objective is lost. 

If DAP is available, stability control 
is completely lost; otherwise, DAP 
must be used to control vehicle. 

ASA heaters and AGS are lost. PGNS 
performs all mission objectives. 

AEA and AGS are lost. 
all mission objectives. 

PGNS performs 

Descent or ascent engine must be fired 
with engine START pushbutton and 
MASTER ARM switch. 

  

2.2.6 PERFORMANCE AND DESIGN DATA, 

The performance and design data for the GN&CS sections are given in tables 2, 2-34 
through 2, 2-39, 

Table 2. 2-34. Primary Guidance and Navigation Section - Performance and Design Data 
  

Navigation base 

Weight 

Diameter 

Leg length (approx) 

  

3 pounds 

14 inches 

10 inches 
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Table 2.2-34. Primary Guidance and Navigation Section - Performance and Design Data (cont) ratte 

Inertial measurement unit 

Weight (approx) 42 pounds 

Diameter 12.5 inches 

Temperature TBS 

Alignment optical telescope 

Number of detent positions 6 

Field of view 60° 

Counter readout 000, 00° to 359. 98° 

Counter resolution 436 arc seconds 

Computer control and reticle dimmer assembly 

Height 3-3/8 inches 

Width 4-3/8 inches 

Depth 2,5 inches 

Weight 3 pounds 

Pulse torque assembly 

Height 2-1/2 inches 

Width 11 inches 

Depth 13 inches 

Weight 15 pounds 

Pressure TBS 

Power and servo assembly 

Height 2.675 inches 

Width 8.875 inches 

Depth 23.5 inches 

Weight 20 pounds 

Coupling data unit 

Number of channels 5 

Height 5.5 inches 

Width 11.33 inches       
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Table 2.2-34. Primary Guidance and Navigation Section - Performance and Design Data (cont) 

  

  

Coupling Data Unit (cont) 

Depth 

Weight 

LM guidance computer 

Computer type 

Internal transfer 

Memory 

Erasable 

Fixed 

Word length 

Number system 

Circuitry type 

Machine instructions 

Regular 

Involuntary 

Peripheral 

Program interrupt options 

Counter interrupt options 

Memory cycle time 

Add time 

‘Telemetry 

Uplink 

Downlink 

Basic clock oscillator 

LGC power supplies 

Logie 

Parity 

20 inches 

35 pounds 

Automatic, electronic, digital, general-purpose, and 
control 

Parallel (all bits simultaneously) 

Random access 

Coincident-current core; 2, 048-word capacity 

Core rope; 36,864-word capacity 

16 bits 

Binary 1's complement - for manipulation 

Flat pack, NOR micrologic 

56 total 

42 total 

9 total - associated with counter interrupts and program 
interrupts 

5 total (for ground testing only) 

10 total 

29 total 

12 microseconds 

24 microseconds 

synced from PCM 

Up to 1,000 bits/second 

Telemetry start and end pulses at 50 or 10 pps 

2,048 me 

One 4-volt switching regulator 

One +14-volt switching regulator | 4-¢ input power 

Positive (Positive de = binary 1; 0 volts = binary 0) 

Odd 

  

Operated from 28-volt   
——————————————————— ——————————————S SS 
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Table 2, 2-35. Abort Guidance Section - Performance and Design Data 

  

Primary power 

ASA clock 

DEDA clock 

AEA clock 

AEA memory 

Number of bits 

Cycle time 

ASA temperature range 

AEA and DEDA logic levels 

AEA temperature range 

2814 volts de, 90 watts 
11542. 3 volts ac, 400 eps, 45%, 3.5 watts 

128 kpps 

TBS 

128 kpps 

1, 02442 pps 

Zero: 0 to 0.5 volt de 
One: +3 to +5 volts de 

4,096 words 

18 bits per memory word 

5 microseconds 

+60° to +80° F 
  

Table 2. 2-36. Rendezvous Radar and Transponder - Performance and Design Data 
  

Rendezvous radar 

Radiated power 

Antenna design 

Antenna diameter 

Antenna gain 

Gyroscopes 

Modulation 

Receiver channels   
Radar transmitted frequency 

Radar received frequency 

Angle-tracking method 

Antenna beamwidth (3-db points) 

Antenna side-lobe level 

Receiver noise figure 

Receiver intermediate frequencies 

9832.8 me 

9792.0 me + doppler 

300 mw (nominal) 

Cassegrainian 

Amplitude monopulse 

24 inches 

32 db (nominal), 31.5 db at beam center, 28.0 db at 2° off 
boresight 

4,0° 

-18 db adjacent to main lobe 

Four (two redundant) 

Phase modulation by three tones: 200 cps, 6.4 ke, and 
204.8 ke 

Reference, shaft (pitch), and trunnion (yaw) 

10 db (maximum) 

40.8, 6.8, and 1.7 me   
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Table 2.2-36. Rendezvous Radar and Transponder - Performance and Design Data (cont) 

  

Rendezvous radar (cont) 

Maximum range (unambiguous) 405 nm 

Minimum range 80 feet 

Range accuracy Bias: 1500 feet or 0, 05%, whichever is greater, for 
ranges > 50. 6nm 
480 feet for ranges <50. 6 nm 

Random (3¢): 80 feet or 1% for ranges between 80 feet and 
5nm 
300 feet or 1/4% for ranges between 5 and 400 nm 

Range data output 15-bit serial format 

Range scale factor 

400 to 50.6 nm 75, 04 feet/bit 

50.6 nm to 80 feet 9.38 feet/bit 

Range rate +4,900 to -4,900 fps 

Range rate scale factor 19.91 pps/fps 

Range rate accuracy 41 fps, 30 random 
41 fps, bias 

Complete acquisition time (range 15 seconds 
and range rate) 

Angular accuracy 

Range Maximum error (mr) 
Random 

  

400 nm 4 8 

300 nm 3 8 

200 nm 2 8 

5nm 2 8 

2nm 5 8 

lnm 10 8 

80 feet 10 8 

Angle rate accuracy 

Range Maximum error 

400 nm 0,4 mr/sec 

200 nm to 80 feet 0.2 mr/sec     
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Table 2.2-36. Rendezvous Radar and Transponder - Performance and Design Data (cont) 

  

Transponder 

Antenna 

Transmitted frequency 

Received frequency 

Coherence ratio 

Radiated power 

Antenna coverage 

Acquisition time 

Intermediate frequencies 

First IF 

Second IF 

Modulation 

Range 

Weight 

Input power 

Heater 

4-inch Y-horn, linearly polarized, 12-inch interconnecting 
waveguide 

9792 me (RR frequency 9832.8 me x 240/241) 

9832.8 me 4 one-way Doppler 

240/241 

300 mw 

160° by 105° (fixed position on CSM) 

1.8 seconds with 98% probability, with -123-db signal at 
antenna (range: 400 nm) 

40.8 me 

6.8 me 

PM by three tones (200 cps, 6.4 ke, 204.8 ke) 

80 feet to 400 nm 

16. 0 pounds 

75 watts 

20 watts (maximum) 
  

Table 2, 2-37. Landing Radar - Performance and Design Data 

  

  
Velocity sensor 

Radar altimeter 

Altitude capability 

Velocity capability 

Weight (approx) 

Power consumption 

Heater power consumption 

Altimeter antenna 

Type 

Gain (two-way) 

Continuous-wave, three-beam 

CW/FM 

40, 000 feet 

Acquisition at 24, 000 feet altitude 

43.5 pounds 

125 watts de (nominal) 
147 watts de (maximum) 

44 watts de (maximum) 

Planar array, space-duplexed 

50.4 db   
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Landing Radar - Performance and Design Data (cont) 

  

Altimeter antenna (cont) 

RF power 

Beamwidth (two-way) 

Velocity sensor antenna 

Type 

Gain (two-way) 

RF power 

Beamwidth (two-way) 

‘Transmitter 

Velocity sensor frequency 

Radar altimeter frequency 

Warmup time 

FM sweep duration 

Transmitter frequency 

Velocity sensor 

Altimeter 

Acquisition time 

Velocity sensor 

Altimeter 

Primary power 

Electronics assembly temperature range 

100 mw (minimum) 

3.9° E-plane 
6.5° H-plane 

Planar array, spaced-duplexed 

49.2 db 

200 mw (minimum) 

3.67° E-plane 
7.34° H-plane 

10. 51 ge 

9.58 ge 

1 minute 

0.007 second 

10.510 kme 45 me 

9.580 kme +5 me 

12 seconds (maximum) 

12 seconds (maximum) 

25 to 31,5 volts de (nominal) 
3.5 to 6.5 amperes 

  

-20° to +110° F 
  

Table 2.2-38. Control Electronics Section - Performance and Design Data 

  

Attitude and translation controller assembly 

Input signals Attitude error, command rate, and rate gyro output 

Operating frequency 800 eps       
ee OOS 
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Table 2,2-38. Control Electronics Section - Performance and Design Data 

  

  

Attitude and translation controller assembly (cont) 

Cooling 

Temperature range 

Rate gyro assembly 

Input power 

Starting power 

Steady-state power 

Transient power 

Sensitivity 

Input range 

Conduction through mounting flanges 

0° to +160° F 

Single- and three-phase, 800 cps 

18 watts (maximum; three-phase) 

watts (maximum; three-phase) 8.5 
1.5 watts (de) 

1.0 watt (single phase) 
40 watts (de) 

0.05° per second 

-25° to +25° per second 

Input rate frequency 2044 eps 

Descent engine control assembly 

A-C input power nominal voltage 115 vrms 

Steady-state voltage limits 

Operating temperature range 

D-C input power nominal voltage 

A-C power consumption 

Transient peak 

Steady-state average 

D-C power consumption 

Transient peak 

Steady-state average 

Total power consumption 

Transient 

Steady-state 

Gimbal drive actuator 

A-C power 

A-C power consumption (steady-state 
average) 

#2.5 to -2.5 vrms 

+57° to +97° F 

+4, +15, +28, and -15 volts de 

6 watts (maximum) 

3 watts (maximum) 

5 watts (maximum) 

5 watts (maximum) 

27.6 watts (maximum) 

7.9 watts (maximum) 

11522.5 vrms, single phase, 400 cps 

35 watts   
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Table 2.2-38. Control Electronics Section - Performance and Design Data (cont) 

a 
  

Gimbal drive actuator (cont) 

Stroke +2 to -2 inches 45% 

Gimbal position +6° to -6° 45% 

Gimbal rate 0.2°/sec +10% 

Frequency of operation 5.0 cps (maximum) 

Attitude controller assembly 

Operating power 28 volts, 800 cps 

‘Type of sensor Proportional transducer 

Displacement 0.28 volt/degree 

Thrust/translation controller assembly 

Operating power 28 volts, 800 cps 

Type of sensor proportional transducer 

  

Table 2.2-39. Orbital Rate Display - Earth and Lunar - Performance and Design Data 

  

Operating power 

AC 11542. 5 vrms, single phase, 400 cps 

pe 2823 volts 

Power consumption 

AC 4 watts at 0.9 power factor (minimum) 

pe 4 watts 

Range of orbital altitude 10 to 310 nm (calibrated in 5-nm steps) 

Operating temperature range 0° to +160° F 

Weight 5.5 pounds 
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NW 2.2.17 OPERATIONAL LIMITATIONS AND RESTRICTIONS, 

2.2.7.1 General, 

The following operational limitations and restrictions pertain to the GN&CS as a whole. 
Limitations and restrictions that pertain to specific portions of the GN&CS are covered in paragraphs 
2.2.7.2 through 2.2.7.7. 

\ e The IMU, ASA, and LGC must not be placed in their operate modes until after 15 
nad minutes of sublimator operation. If this requirement is not observed, erroneous 

and changing IMU, ASA, and LGC outputs occur during temperature cycling. 

e Before and during all AV maneuvers, narrow deadband operation must be used to 
achieve proper control of the thrust vector, for trajectory accuracy. Failure to 
comply with this procedure produces an unacceptable level of uncertainity in the 
trajectory. 

@ The AGS must be updated to the PGNS within 5 minutes before any burn, to minimize 
error due to drift. In addition, the time from first star fix to completion of AGS 
alignment must not exceed 16 minutes for powered descent and ascent. If updating 
is not performed, erroneous data may be stored in the AEA, resulting in trajectory 
anomalies if the PGNS fails and the AGS is required for abort, 

@ Continuous heating must be provided for the ASA, IMU, RR, and LR to maintain 
minimum survival temperature levels, If survival heating fails, permanent 
degradation or damage of the assemblies may result. 

e For accurate updating of AGS state vectors, using the RR, the separation distance 
between the LM and the CSM must not exceed 100 nm. 

2.2.7.2 Primary Guidance and Navigation Section. 
  

\ The operational limitations and restrictions for the PGNS are as follows: 

e IMU fine alignment must be completed at some time prior to any main engine burn, 
the elapsed time between alignment and the engine burn is dictated by the allowable 
burn dispersions. A fine alignment must be performed 20 minutes prior to the 
powered descent and ascent to and from the lunar surface. The time from the first 
star fix to completion of the IMU alignment must not exceed 10 minutes. These 
times are established to compensate for stable member drift, which would result in 
an unacceptable level of error in thrust vector alignment. 

e@ The IMU requires an operating time of 30 minutes, for temperature stabilization, 
after switching from standby to operate. The first 90 seconds are required by the 
IMU gyros, to acquire synchronous rotor speed; the remaining time is for temper- 
ature stabilization. If the IMU is used during this time, scale factor changes 
resulting from varying temperature cause degraded attitude data, 

e@ A gimbal lock condition exists if the outer and inner gimbals come within 20° of 
each other. When these two gimbals become coplanar, attitude data is lost and 
torquing requirements become infinite. 

e@ To maintain the LGC reference time, the LGC off mode is not used except 
during sublimator dryout, If the reference time is lost, it is reestablished 
by the astronauts with DSKY inputs. 

e@ The LGC must be in the operate mode when the IMU is switched to operate, because 
IMU moding is performed by LGC commands. If this requirement is not observed, 
the IMU, which places itself in the cage mode at initial IMU operate turn-on, I 
will not disengage cage automatically. 

e The AOT field of view must cover a suitable starfield, because LGC programming 

for IMU alignment is based on specific star requirements. IMU alignment will be 
inadequate if this requirement is not observed, 

— 
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@ The periphery of the AOT field of view must not be within 15° of the sun, because ~— 
sunlight interferes with the optical assembly, 

e The AOT heaters must be on continuously from 30 minutes before first use of the 
AOT until after last use, to prevent fogging of the lens. 

@ The AOT must be in the stowed position (azimuth control set to CL) when not in 
use, to protect the viewing face from RCS plume impingement and space particles. 
Failure to observe this requirement may result in damage to the lens and will 
result in inaccurate IMU alignment, 

e The RR antenna must be positioned for minimum interference with the AOT when 
performing IMU alignment; otherwise, the RR occults a large portion of the AOT 
field of view. The minimum position for the RR antenna is orientation No. I (shaft 
angle of -77,2°, trunnion angle of 0°). 

e During initial turn-on of the PGNS, the LGC and DSKY power must be turned on at 
least 20 seconds before the CWEA is turned on. Failure to observe this restriction 
could result in a false alarm condition (LGC warning). 

2,2,7,3 Abort Guidance Section, 

The operational limitations and restrictions for the AGS are as follows: 

e@ At least 25 minutes must be allowed for ASA warmup, to stabilize the inertial 
components, otherwise, operation is degraded. 

e@ AEA operation is terminated automatically if its power subassembly d-c input 
voltage drops below 20 volts dc. 

@ The ASA gyro rate must not exceed 25°/second; otherwise, output is degraded. — 

@ The AGS update for PGNS/AGS alignment must be completed within 5 minutes 
before any burn, The time from the first star sighting to the completion of AGS 
alignment must not exceed 90 minutes for powered descent and ascent to and from 
the lunar surface, (Earth orbital mission times are a function of mission re- 
quirements.) Exceeding or not following these restrictions will result in degraded 
data stored in AEA which will cause trajectory anomalies. 

2.2.7.4 Rendezvous Radar, 

The operational limitations and restrictions for the RR are as follows: 

e If the RR antenna has been unstowed (for instance, to use the AOT), it cannot be 
restowed from inside the LM and must be inspected for discoloration and 
structural damage before separating from the CSM. 

e The HEATERS: RNDZ RDR - OPR circuit breaker (panel 11) must be closed 2.5 
hours before the RR is used. If the RR temperature is not increased from survival 
heating level to operating heating level, the RR may be inoperative or its per- 
formance may be degraded. 

@ Mechanical movement of the RR shaft cannot exceed +68° and ~148° referenced to 
the X-axis, due to mechanical stops. Trunnion-axis movement is restricted from 
-70° to -110° about the +Z-axis. " 

YS —— 
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NY When switching the RR antenna from orientation No. I to orientation No. II, 35 to fol X00) 

45 seconds must be allowed, The time delay is required because of time required 

for slewing the antenna, 

@ Manual operation of the RR antenna is only available in orientation No. I. If this 

restriction is not observed, readout of antenna angles is impossible, because 

display of RR antenna angles is restricted to orientation No, I. 

e@ The RR must be operated within joint specification restrictions on timeline and 

NL thermal inputs into the antenna assembly, Components will overheat, resulting in 

degraded operation or possible complete loss of the RR, if operational limitation is 

not adhered to, 
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“— e@ Before any LGC-controlled maneuver based on RR angular data, 15 minutes of 
continuous tracking must be completed by the RR. The LGC must compensate for 
RR-IMU angular misalignment (bias) error. If this requirement is not observed, 
inaccurate data is fed to the LGC, resulting in excessive fuel consumption. 

e During RR-IMU bias determination, the LM-CSM LOS must be within 30° of the 
LM +Z-axis. If this requirement is not observed, computation of required AV 
corrections is degraded, resulting in excessive use of the RCS. 

@ While on the moon, the RR antenna must be pointed away from the lunar surface, 
— with the antenna boresight approximately parallel to the X-axis. Exceptions to 

this are when the RR is tracking the CSM and during AOT operation. Possible 
damage to the RR due to thermal overload will result in degraded performance if 
this restriction is not observed. 

2.2.7.5 Landing Radar. 

The operational restrictions and limitations for the LR are as follows: 

e The LR must be allowed to warm up for 1.5 minutes for temperature stabilization; 
otherwise, degraded and changing output will result. 

e The LR must be operated within a specific mission timeline; otherwise, the com- 
ponents will overheat and degraded operation or possible loss of the LR will 

result. 

2.2.7.6 Control Electronics Section. 

The operational limitations and restrictions for the CES are as follows: 

© The static operating load limit for the GDA is 2, 900 pounds. 
WS @ The TTCA provides control over the throttle magnitude, from 10% to 92.5 % of 

maximum thrust. 

e Linearity of thrust commanded must be +5% over the entire throttling range. 

@ When the ascent engine is on, RCS +X thrusters are used only for pitch and roll 
control (and therefore add to aV), except as needed when large commands occur 
or when moments due to center-of-gravity offset exceed the unbalanced couples 
control boundary. For AGS operation, manual switching to balanced couples may 
be required during powered ascent at a predetermined time based on prelaunch 
center-of-gravity predictions. If -X TCA's are used, excessive fuel consumption 

results because a portion of the AV provided by the ascent engine is cancelled while 
overcoming the unbalance created by the center-of-gravity offset. 

e@ Before and during 4V maneuvers minimum (narrow) deadband is commanded, If 
this restriction is not followed, an uncertainty in trajectory will result. 

2.2.7.7 Orbital Rate Display - Earth and Lunar, 

The operational limitations and restrictions for the ORDEAL are as follows: 

e The ORDEAL shall be used only when the LM is ina circular orbit. If this re- 

striction is not observed, FDAI pitch displays are degraded. 

— e The ORDEAL is limited to altitudes between 10 and 310 nm, If these limits are 
exceeded, outputs are degraded. 

2.2.8 TELEMETRY MEASUREMENTS. 

The GN&CS telemetry data are given in table 2.2-40. ''(R)" in the "Telemetry Range" 
column signifies a real-time telemetry measurement. 
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Table 2.2-40. Guidance, Navigation, and Control Subsystem - Telemetry Measurements 

  

Telemetry Range 

  

        
    

Code Description (Nominal) Display Range Crew Display 

GG0001x | PGNS downlink data (to Digital code (R) None 
telemetry) 

GGO117H | Altitude (LGC) 0 to 60. 5K feet 0 to 60.5K feet ALT indicator 

GGOLI8L | Altitude rate (LGC) -700 to +700 fps -700 to +700 fps ALT RT indicator 

GG0119L | Forward velocity (LGC) -200 to 4200 fps -20 to 420 fps or X-pointer indicator 
-200 to +200 fps 

GG0120L | Lateral velocity (LGC) -200 to +200 fps -20 to 420 fps or X-pointer indicator 
-200 to +200 fps 

GG1020V | LGC +14-vde supply 0 to 20 vde (14 vde) None 

GG1030V | LGC +4-vde supply 0 to 5 vde (4 vde) None 

GGLO40V | 120-vde pulse torque 85 to 135 vde (120 vde) None 
reference voltage (R) 

GG1070v | CDU +4-vde supply level 0 to 5 vde (4 vde) None 

GG1100V_ | -27.5-vde supply 0 to -35 vde None 
(-27.5 vde) 

GG1110V_ | PCM 2.5-vde TM bias 0 to 5 vde (2.5 vde) (R) None 

GG1201V | IMU 28-volt, 800-cps, 0 to 31.1 vrms None 
1% supply (28 vrms) (R) 

GG1202V_ | IMU 28-volt, 800-cps, 0 to 33.6 vrms None 
5% supply (28 vrms) 

GG1203V | IMU 28-volt, 800-cps, 0 to 38.6 vrms None 
5% supply (28 vrms) 

GG1331V | 3.2-ke, 28-volt supply 0 to 31.1 vrms None 
(28 vrms) (R) 

GG1500V_ | IMU operate +28-vde level] 0 to 35 vde (28 vde) None 

GG1510V | IMU standby +28-vde level] 0 to 35 vde (28 vde) None 

GG1513x | IMU standby/off Off or on (R) None 

GG1520V | LGC operate +28-vde 0 to 35 yde (28 vde) None 
level 

GG1523x_ | LGC operate Off or on (R) None 

GG2001V | X PIPA SG output, in- -2.5 to 42.5 vrms (R) None 
phase 

GG2011V | X PIPA mode check (7 volts p-p) None 

GG2021v | Y PIPA SG output, in- -2.5 to 42.5 vrms (R) None 
phase 

| GG2031V | Y PIPA mode check (7 volts p-p) None 

_t+__   
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Table 2.2-40. Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  

Telemetry Range 
| Display Range 

  

  

              

  

Code Description (Nominal) Crew Display 

GG2041v | Z PIPA SG output, in- -2.5 to 42.5 vrms (R) None 
phase 

GG2051V | Z PIPA mode check (7 volts p-p) None 

GG2106V_ | IG servo error, total 0 to 3 vrms None 

GG2107V | IG servo error, in- -3 to 43 vrms None 
phase (zero) (R) 

GG2110C IG torque motor input -0.5 to +0.5 amp (R) None 

GG2112V | IG 1X resolver output, -20.25 to +20,25 None 
sine vrms (R) 

GG2113V IG 1X resolver output, -20,25 to +20, 25 None 

cosine vrms (R) 

GG212z2V | IG 1X resolver output, 0 to 28 vrms 0° to 360° FDAI 
sine 

GG2123V | IG 1X resolver output, 0 to 28 vrms 0° to 360° FDAI 
cosine 

GG2136V | MG servo error, total 0 to 3 vrms None 

GG2137V MG servo error, in- -3 to +3 vrms None 

phase (zero) (R) 

GG2140C | MG torque motor input -0.5 to +0.5 amp (R) None 

GG2142V MG 1X resolver output, -20,25 to +20.25 None 

sine vrms (R) 

GG2143V | MG 1X resolver output, -20.25 to +20, 25 None 
cosine vrms (R) 

GG2152V MG 1X resolver output, 0 to 28 vrms 0° to 360° FDAI 

sine 

GG2153V | MG 1X resolver output, 0 to 28 vrms 0° to 360° FDAI 
cosine 

GG2L66V | OG servo error, total 0 to 3 vrms None 

GG2167V__| OG servo error, in- 3 to +3 vrms None 
phase (zero) (R) 

GG2170C__| OG torque motor input -0,9 to 40.9 amp (R) None 

GG2172V OG 1X resolver output, -20,25 to +20,25 None 

sine vrms (R) 

GG2173V OG 1X resolver output, -20.25 to +20, 25. None 

cosine vrms (R) 
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Table 2.2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  

  

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GG2182v | OG 1X resolver output, 0 to 28 vrms 0° to 360° FDAI 
sine 

GG2183v_ | OG 1X resolver output, 0 to 28 vrms 0° to 360° FDAL 
cosine 

GG2217V_ | Pitch attitude error 0 to 10 vrms -2° to +2° FDAI 
(PGNS) 

GG2219v | Pitch CDU digital-to- -5 to +5 vrms None 
analog output (zero) (R) 

GG2220V | IG CDU fine error 0 to 1.5 vrms (zero) None 

GG2221V | IG CDU coarse error 0 to 5 vrms (zero) None 

GG2247V | Roll attitude error 0 to 10 vrms -2° to 42° FDAI 
(PGNS) 

GGz249v | Yaw CDU digital-to -5 to +5 vrms None 
analog output (zero) (R) 

GG2250V | MG CDU fine error 0 to 1.5 vrms (zero) None 

GG2251V | MG CDU coarse error 0 to 5 vrms (zero) None 

GG2277V | Yaw attitude error 0 to 10 vrms -2° to 42° FDAL 
(PGNS) 

GG2279V_| Roll CDU D/A -5 to +5 vrms None 
converter output (zero) (R) 

GG2280v | OG CDU fine error , 0 to 1.5 vrms (zero) None 

GG2281V | OG CDU coarse error 0 to 5 vrms (zero) None 

GG2300T PIPA temperature +120° to +140°F None 
(#180°F) (R) 

GG2302X_ | IMU heater off On or off None 

GG2303x_| IMU blower off On or off None 

GG3304v_ | RR shaft 1X resolver -21,5 to +21.5 vrms None 
output, sine (R) 

GG3305V_ | RR shaft 1X resolver -21,5 to +21.5 vrms None 
output, cosine (R) 

GG3311V_ | RR shaft CDU fine 0 to 1.5 vrms (zero) None 
error 

GG3312v | RR shaft CDU coarse 0 to 5 vrms (zero) None 
error 

GG3321V | RR trunnion CDU fine 0 to 1.5 vrms (zero) None 
error               
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Table 2,2-40, Guidance Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  

  

        
  

      

  

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GG3322V RR trunnion CDU coarse 0 to 5 vrms (zero) None 
error 

GG3324V | RR trunnion 1X resolver 21,5 to +21.5 vrms (R) None 
output, sine 

GG3325V RR trunnion 1X resolver -21,5 to +21.5 vrms (R) None 
output, cosine 

GG4300T LGC temperature +47° to +122°F None 

GG6020T PIPA temperature 447° to +122°F None 

GG6021T PSA temperature +47° to +122°F None 

GG9001X LGC (warning) Contact closure (R) LGC warning light 

GG9002X 18S (warning) Contact closure (R) ISS warning light 

GG9006V IMU temperature out of None 
limits 

GH1204x | ACA out of detent Contact closure (R) None 

GH1211V Automatic throttle 0 to 2.5 vde None 
increase, 3.2 kpps 

GH1212V Automatic throttle 0 to 2,5 vde None 
decrease, 3.2 kpps 

GH1214X Automatic engine-on Contact closure (R) None 
command 

GH1217X Automatic engine-off Contact closure (R) None 
command 

GH1230X Ascent engine-arm 0 br 28 vde (R) None 
commanded 

GH1240V X-translation command -10, 0, or +10 vde (R) None 

GHi24iv | Y-translation command -10, 0, or +10 vde (R) None 

GHi242v | Z-translation command -10, 0, or +10 vde (R) None 

GH1247V | Yaw logic input error -13 to +13 vde None 
(#0.5 vde) (R) 

GH1248V Pitch logic input error -13 to +13 vde None 
(40.5 vde) (R) 

GH1249V | Roll logic input error -18 to +13 vde None 
(40.5 vde) (R) 

GH1260X Ascent engine on-off to Contact closure (R) None 
propulsion 
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Table 2,2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  

  

  
    

      

  

c Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GH1283X | Abort stage command Contact closure (R) None 

GH1286X | Engine fire override Contact closure (R) None 

GH1301X | Descent engine-on to (2.6 to 15 vde) (R) None 
propulsion 

GHI311V Manual thrust command 0% to 100% 0% to 100% THRUST indicator 

GH1313V_ | Pitch GDA position -15 to +15 vrms None 
(40.5 vrms) (R) 

GH1314V_| Roll GDA position -15 to 115 vrms None 
(extent/retract) (40.5 vrms) (R) 

GH1318X | Pitch trim extend 4 vde (on) or 28 vde None 
command from LGC (off) 

GH1319X | Pitch trim extend 4 vde (on) or 28 vde None 
command from LGC (off) 

GH1320X | Pitch GDA extend/re- 115 vrms (extend) None 
tract commands 185 vrms (retract) 

GH1323X | Pitch trim failure Contact closure (R) ENG GMBL 
caution light 

GH1330X | Roll trim failure Contact closure (R) ENG GMBL 
caution light 

GH1331V | Automatic thrust 0% to 100% 0% to 100% THRUST indicator 
command 

GH1343X | Roll trim extend from 4 vde (on) or 28 vde None 
LGC (off) 

GH1344X | Roll trim retract from 4 vde (on) or 28 vde None 
LGC (off) 

GH1345X_| Roll GDA retract/ 115 vrms (retract) None 
extend 135 vrms (extend) 

GH1348X_ | Descent engine arm 0 or 28 vde (R) None 
(DECA out) 

GH1349V_ | Descent engine arm 0 to 15 vde None 
(DECA out) 

GH1397V_ | Yaw rate gyro null 30 millivolts None 
(0.8 ke) 

GH1398V | Pitch rate gyro null 30 millivolts None 
(0.8 ke) 

GH1399V_ | Roll rate gyro null 30 millivolts None 
(0,8 ke) 

GH1401V_ | RGA spin motor line 23 to 29 vrms (26 vrms) CES AC 
A-B (0.8 ke) warning light 
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YU Table 2.2-40. Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GH1402V | RGA spin motor line B-C 23 to 29 vrms (26 vrms) CES AC warning 
(0.8 ke) light 

GH1403V_| RGA spin motor line C-A 23 to 29 vrms (26 vrms) CES AC warning 
Yo (0.8 ke) light 

GH1405V_| RGA pickoff excitation 26 to 30 vrms (28 vrms) CES AC warning 
(0.8 ke) light 

GH1406V_ | +15-vde supply 14 to 16 vde (15 vde) CES DC warning 
light 

GH1407V_ | -15-vde supply -16 to -14 vde (-15 vde) CES DC warning 
light 

GH1408V | 4.3-vde supply 3.8 to 4.8 vde (4.3 vde) CES DC warning 
light 

GHI418sv | Jet No, B4U driver On or off (R) RCS TCA warning 
output light 

GHI419V | Jet No. A4D driver On or off (R) RCS TCA warning 
output light 

GHI420V | Jet No. B4F driver On or off (R) RCS TCA warning 
output light 

GH1421V | Jet No. A4R driver On or off (R) RCS TCA warning 
—S output light 

GH1422V | Jet No. A8U driver On or off (R) RCS TCA warning 
output light 

GH1423v | Jet No. B3D driver On or off (R) RCS TCS warning 
output light 

GH1424V_ | Jet No. B3A driver On or off (R) RCS TCA warning 
output light 

GH1425V | Jet No, A3R driver On or off (R) RCS TCA warning 
output light 

GH1426v | Jet No, B2U driver On or off (R) RCS TCA warning 
output light 

GH1427V | Jet No. A2D driver On or off (R) RCS TCA warning 
output light 

GH1428V | Jet No. A2A driver On or off (R) RCS TCA warning 
output light 

GH1429V | Jet No, B2L driver On or off (R) RCS TCA warning 
NS output light 

GH1430V_ | Jet No. A1U driver On or off (R) RCS TCA warning 
output light 

—— 
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Table 2,2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  z Telemetry Range 

  

    

Deseription (Nominal) Display Range Crew Display 

GH1431V | Jet No. BID driver output | On or off (R) ROS TCA warning 
light 

GH1432V | Jet No. AIF driver output | On or off (R) RCS TCA warning 
light 

GH1433V | Jet No. BIL driver output | On or off (R) RCS TCA warning 
light 

GH1434v_ | Jet No. BAU LGC 0 or 28 vde None 
command 

GH1435V | Jet No, A4D LGC 0 or 28 vde None 
command 

GH1436V | Jet No. BAF LGC 0 or 28 vde None 
command 

GH1437V | Jet No. A4R LGC 0 or 28 vde None 
command 

GH1438V | Jet No. A3U LGC 0 or 28 vde None 
command 

GH1439V | Jet No, B3D LGC 0 or 28 vde None 
command 

GH1440V_ | Jet No. B3A LGC 0 or 28 vde None 
command 

GHi44iv | Jet No. ASR LGC 0 or 28 vde None 
command 

GH1442V | Jet No. B2L LGC 0 or 28 vde None 
command 

GH1443V | Jet No. A2D LGC 0 or 28 vde None 
command 

GH1444V_ | Jet No. A2A LGC 0 or 28 vde None 
command 

GH1445v | Jet No. B2L LGC 0 or 28 vde None 
command 

GH1446v_ | Jet No. AlU LGC 0 or 28 vde None 
command 

GH1447V_ | Jet No. BID LGC 0 or 28 vde None 
command 

GH1448v | Jet No. AIF LGC 0 or 28 vde None   command     
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Table 2,2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  

Telemetry Range 

  

    
  

      
  

  

Code Description (Nominal) Display Range Crew Display 

GH1449V Jet No, BIL LGC 0 or 28 vde None 
command 

GH1450V Pitch trim error -14 to +14 vde None 

GH1452V Roll trim error -14 to +14 vde None 

GH1453V Yaw demodulator output -14 to +14 vde None 

GH1455V Yaw attitude error -5 to +5 vrms (R) None 
(0,8 ke) 

GH1456V. Pitch attitude error -5 to +5 vrms (R) None 
(0.8 ke) 

GH1457V Roll attitude error -5 to +5 vrms (R) None 
(0.8 ke) 

GH1461V Yaw RGA signal -3.5 to +3.5 vrms (R) None 
(0.8 ke) 

GH1462V Pitch RGA signal -3,5 to +3.5 vrms (R) None 
(0.8 ke) 

GH1463V_ Roll RGA signal -3.5 to +3.5 vrms (R) None 
(0,8 ke) 

GH1488V Primary -4,7 vde -5.2 to -4.2 vde PRE AMPS 

(4.7 vde) caution light 

GH1489V Backup -4.7 vde -5.2 to -4,2 vde PRE AMPS 
(-4.7 vde) caution light 

GH1439V | +6-vde supply 5.4 to 6.6 vde CES DC 
(6 vde) warning light 

GH1494V -6-vde supply -6.6 to -5.4 vde CES DC 
(-6 vde) warning light 

GH1497V Yaw RGA signal -3,5 to +3.5 vrms -2 to +2°/sec or FDAI 
(0.8 ke) -20° to +20°/sec 

GH1498V Pitch RGA signal -3.5 to +3.5 vrms -2° to +2°/sec or FDAL 
(0.8 ke) -20° to +20°/sec 

GH1499V Roll RGA signal -3.5 to +3.5 vrms -2° to 42°/sec or FDAI 
(0.8 ke) 20° to +20°/sec 

GH1501X Roll RGA SMRD on 0 to 1.6 kpps None 
torquer line 

GH1502X Pitch RGA SMRD on 0 to 1.6 kpps None 
torquer line 
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Table 2.2-40, Guidance, Navigation, and Control Subsystem ~ Telemetry Measurements (cont) 

  

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 
  

GH1503X Yaw RGA SMRD on 0 to 1,6 kpps None 
torquer line 

GH1603X_ | Deadband select (wide) 0 or 28 vde (R) None 

GH1621X | Guidance select switch Contact closure (R) None 
(AGS) 

GH1628X | Roll attitude control Contact closure (R) None 
select (pulsed/direct) 

GH1629X | Pitch attitude control Contact closure (R) None 
select (pulsed/direct) 

GH1630X_ | Yaw attitude control Contact closure (R) None 
select (pulsed/direct) 

GH1641X | AGS mode control (auto) On or off (R) None 

GH1642X | AGS mode control (att hold) | On or off (R) None 

GH1643X_ | PGNS mode select (auto) On or off (R) None 

GH1644X_| PGNS mode select (att hold) | On or off (R) None 

GH1852V | Manual throttle command 0.54 to 3.0 vrms None 
(0.8 ke) 

GH1893X | X-translation override 0 or 28 vde (R) None 

GH1896X | Unbalanced couples Contact closure (R) None 

GHD001X | AGS downlink data (R) None 
{to telemetry) 

GI3137X_ | AVy (¥ incremental 0 to'64 kpps None 
velocity) 

GI3138X_ AV, (Z incremental 0 to 64 kpps None 

velocity) 

GI3151V Sin a(to total -15 to +15 vrms 0° to 360° FDAI 
attitude display - 
0.4 ke) 

GI3152V_ | Cos «(to total -15 to +15 vrms 0° to 360° FDAL 
attitude display - 
0.4 ke) 

GI3153V_} Sin B (to total -15 to #15 vrms 0° to 360° FDAL 
attitude display - 
0.4 ke) 

GI3154V_—| Cos B (to total -15 to +15 vrms 0° to 360° FDAI 
attitude display - 
0.4 ke)               
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Table 2.2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 
  

  

            
  

  

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GI3155V Sin 7(to total attitude -15 to +15 vrms 0° to 360° FDAL 
display - 0.4 ke) 

GI3156V Cos (to total attitude -15 to +15 vrms 0° to 360° FDAL 
display - 0.4 ke) 

GI3166V Ex (yaw attitude -4,5 to 4.5 vrms -1.7° to #1.7° FDAI 
d -14.4° to error to display) (zero) ee 

GI3167V Ey (pitch attitude -4,5 to 4.5 vrms -1,7° to 41.79 FDA 
error to display) (zero) and -14.4° to 

+14,4° 

GI3168V Ez (roll attitude -4,5 to +4.5 vrms -1.7° to +1.7° FDAI 
error to display) (zero) and -14.4° to 

+14,4° 

GI3171X 4S P (yaw inerease 0 to 64. kpps None 
angle) 

GI3172X ASR (roll increase 0 to 64 kpps None 
angle) 

GI3173X ASQ(pitch increase 0 to 64 kpps None 
angle) 

GI3175X ASA clock (128 kpps) None 

GI3176T Block temperature 0° to 250°F None 
reference (120°F) 

GI3177X CDU zero TBD None 

GI3178X +A AIG (from PGNS) 0 to 6.4 kpps None 

GI3179X -AAIG (from PGNS) 0 to 6.4 kpps None 

GI3180X +MAMG (from PGNS) 0 to 6.4 kpps None 

GI3181X -AAMG (from PGNS) 0 to 6.4 kpps None 

GI3182X +A A0G (from PGNS) 0 to 6.4 kpps None 

GI3183X -AAOG (from PGNS) 0 to 6.4 kpps None 

GI3184X AGS initialization (down- Digital code None 
link data) 

GI3196X PGNS downlink shift (51.2 kpps) None 
pulses 

L | 
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Table 2,2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  

  

  
    

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GI3198X_| PGNS downlink stop (50 kpps) None 
pulses 

GI3203H | Altitude to display 0 to 70K feet 0 to 400 nm ALT indicator 

GI3204L | Altitude rate to display -8, 200 to +8, 200 ~700 to +700 fps ALT RT indicator 
fps 

GI8205L | Vy (lateral velocity to -200 to +200 fps -20 to +20 fps or | X-pointer indicator 
display) -200 to 4200 fps 

GIs214v | ASA +28 vde 25.2 to 30.8 vde AGS warning light 
(28 vde) 

Giszisv_ | ASA +12 vde 10.8 to 13.2 vde AGS warning light 
(12 vde) 

G13232 AEA test mode failure Off or on AGS warning light 

G13233F | ASA 28v/400 cps 385 to 415 cps AGS warning light 
(400 eps) 

G13301T | ASA temperature 0° to +250°F None 
(+120°F) (R) 

GI3305X__| AGS condition Contact closure (R) None 
(warmup) 

G13306x | AGS condition Contact closure (R) None 
(standby) 

GI3311X | V, (X incremental 0 to 64 kpps None 
velocity) 

GI3340v | Ex (yaw altitude -4.5 to 4.5 vims None 
error null) 

GIss41v | Ey (pitch attitude 4,5 to +4.5 vrms None 
error null) 

Giss42v | Ez (roll attitude error -4.5 to +4.5 virms None 
null) 

GI3343x | X-gyro SMRD 0 to 200 pps None 

G13344x | Y-gyro SMRD 0 to 200 pps None 

GI3345X__| Z-gyro SMRD 0 to 200 pps None 
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Table 2.2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

[ 1 Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

+ 
GI3351V -3.0 to -4.5 vde (to -3.0 to -4.5 vde None 

DEDA) (-3.7 vde) 

GI3352V. +4 to +5 vde 44,0 to +5,0 vde None 
(to DEDA) (4.5 vde) 

GI3353X DEDA data (to Digital code None 
DEDA) 

GI3354x DEDA adéress/data Digital code None 
(from DEDA) 

GI8355X DEDA shift pulses (64 kpps) None 
(from DEDA) 

GI3356X Shift four bits in (12,5 kpps) None 
(to DEDA) 

GI3357X Shift four bits out (12.5 kpps) None 
(to DEDA) 

GI3358F DEDA clock (to (128 kpps) None 
DEDA) 

GI3401V Sin a(to total attitude -15 to +15 vrms None 
display) 

GI3402V Cos a(to total attitude -15 to +15 vrms. None 
display) 

GI3403V Sin A(to total attitude -15 to +15 vrms None 
display) 

GI3404V Cos 8(to total attitude -15 to +15 vrms None 
display) 

GI3405V. Sin (to total attitude -15 to +15 vrms None 
display) 

GI3406V. Cos ¥ (to total attitude -15 to +15 vrms None 
display) 

GI7031X GSE (input register Off or on None 
unloaded) 

GN7521X LR range data no good Contact closure 

GN7523L LR altitude rate -700 to +700 fps -700 to +700 fps ALT RT indicator 

GN7524L LR lateral rate -200 to +200 fps -20 to +20 fps or X-pointer indicator 
-200 to 4200 fps 
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Table 2.2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  

Code Description 
Telemetry Range 

(Nominal) Display Range Crew Display 

  

GREGSISE 

GN7529V 

GN7530V 

GN7531V 

GN7532V 

GN7533V 

GN7534V 

GN7535V 

GN7536V 

GN7537V 

GN7545E 

GN7546E 

GN7547V 

GN7548V 

GN7549V 

GN7550V 

GN7563T 

GN7567V 

GN7568V 

GN7569V     

LA. foroawa' rate 

ER range. dita, 

  

LR range gate strobe 

LR Vxa gate strobe 

LR Vy, gate strobe 

LR Vza gate strobe 

LR LGC antenna position 
command 

LR reset strobe 

LR counter readout 
command 

LR counter output (0) 

LR counter output (1) 

LR velocity transmitter 
RF power out 

LR altimeter trans- 

mitter RF power out 

LR Dj tracker lock 

LR Dg tracker lock 

LR Dg tracker lock 

LR altimeter tracker 
lock 

LR antenna temperature 

LR gain state D1 

LR gain state D2 

LR gain state D3     

BRD HH DOO Ss 

G to $6..5K feet 

4 to 10 vde (7 vde) 

4 to 10 vde (7 vde) 

4 to 10 vde (7 vde) 

4 to 10 vde (7 vde) 

0 or 28 vde 

4 to 10 vde (7 vde) 

4 to 10 vde (7 vde) 

4 to 10 vde (7 vde) 

4 to 10 vde (7 vde) 

0 to 500 mw 

0 to 500 mw   
N/A 

N/A 

N/A 

N/A 

-200° to +200° F(R) 

-0,85 to +6,6 vde 

-0.85 to +6.6 vde 

-0,.85 to +6,6 vde   

= BP DP S-OF 
-200 to 4206: fps 

0 to 5 units 

0 to 5 units 

  

Rupainter incheator | 

ALT/ALT RT 
indicator 

None 

None 

None 

None 

None 

None 

None 

None 

None 

SIGNAL STRENGTH 
indicator (panel 3) 

SIGNAL STRENGTH 
indicator (panel 3) 

None 

None 

None 

None 

TEMP indicator 

(panel 3) 

None 

None 

None 
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Table 2,2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  
  

  

  
Mission, 

  

  
  

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GN7570V | LR gain state D4 -0.85 to 46.6 vde None 

GN7571V | LR -25 vde -27 to 0 vde None 
(-25 vde) 

GN7s72v | LR 425 vde 0 to 27 vde (25 vde) None 

GN7573V | LR #25 vde 0 to 27 vde (25 vde) None 

Gn7s74v | LR 4 vde 0 to 6 vde (4 vde) None 

GN7575V_ | LR -2 vde -4 to 0 vde (-2 vde) None 

GN7576V | LR antenna position 0 or 28 vde None 
No. 1 indication 

GN7577V_ | LR antenna position 0 or 28 vde None 
No. 2 indication 

GN7582E | LR velocity transmitter 0 to 500 mw None 
RF power output 

GN7583E | LR altimeter trans- 0 to 500 mw None 
mitter RF power output 

GN7584V | LR mode control 0 or 25 vde None 

GN7585F | LR self-test TBD None 

GN7586F | LR range transmitter TBD None 
blanking signal 

GN7589V | D1 at angle 0° 0, 0025 to 1.26 vde None 

GN7590V_ | D2 at angle 0° 0, 0025 to 1.26 vde None 

GN7591V | D3 at angle 0° 0, 0025 to 1.26 vde None 

GN7592V_ | Fp at angle 0° 0.0025 to 1.26 vde None 

GN7593V | D1 at angle 90° 0, 0025 to 1.26 vde None 

GN7594V | D2 at angle 90° 0.0025 to 1.26 vde None 

GN7595V | D8 at angle 90° 0, 0025 to 1.26 vde None 

GN7596V | Fp at angle 90° 0.0025 to 1.26 vde None 

GN7599F | LR self-test altimeters None 
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Table 2.2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  

  

            

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GN7609H_ | RR shaft angle (1X) ~70° to +155° -5° to 45° or FDAI 
-50° to +50° 

GN6710R | RR shaft angle rate -10° to +10°/see -2 to #2 mrad/see | X-pointer in- 
or -20 to #20 dicator 
mrad/sec 

GN7611H | RR trunnion angle (1X) -70° to +70° 5° to +5° or FDAL 
-50° to +50° 

GN7612R | RR trunnion angle rate -10° to -10°/sec -2 to #2 mrad/see | X-pointer in- 
or 20 to 120 dicator 
mrad/see 

GN7613H | RR range (transponder TBD 0 to 400 nm ALT/ALT RT 
mode) indicator 

GN7614L | RR range rate (PRF) -700 to +700 fps -700 to +700 fps ALT/ALT RT 
indicator 

GN7615V__| RR auto track enable 0 or 4 vde None 

GN7618V | RR #4-vde supply 0 to.6 vde (4 vdey None 

GN7619V_ | RR +6-vde supply 0 to 8 vde (6 vde) None 

GN7620V_ | RR -12-vde supply -14 to 0 vde (-12 None 
vde) 

GN7621LX_| RR no-track indication Contact closure (R) NO TRACK light 
and RNDZ RDR 
caution light 

GN7623V | RR range strobe 4 to 10 vde (7 vde) None 

GN7624V_| RR range rate strobe 4 to 10 vde (7 vde) None 

GN7625V | RR reset strobe 4 to 10 vde (7 vde) None 

GN7626X_| RR counter readout 4 to 10 vde (7 vde) None 
command 

Gn7627V_ | RR "0" data 4 to 10 vde (7 vde) None 

GN7628V | RR "1" data 4 to 10 vde (7 vde) None 

GN7629V_ | RR +12 vde 0 to 14 vde (12 vde) None 

GN7630V_ | RR 425 vde 0 to 27 vde (25 vde) None 

GN7631V_ | RR 25 vde (multiplier 0 to 27 vde (25 vde) None 
chain) 

GN7636V_| RR range low scale 0 or 28 vde None 
factor 

t   
ee een eo 

: GUIDANCE, NAVIGATION, AND CONTROL SUBSYSTEM 

Page_ 2, 2-268 Mission_LM Basic Date 15 December 1968 Change Date



  

LMA790-3- LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

Table 2.2-40. Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 
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Telemetry Range 

Code Description (Nominal) Display Range Crew Display 

GN7637V RR power on and select 0 or 28 vde None 
switch set to LGC 

GN7638V RR trunnion 16X resolver 0 to 5 vrms None 
sine 

GN7639V RR shaft 16X resolver 0 to 5 vrms None 
sine 

GN7642E RR RF power output 0 toS5 mw 0 to 5 units SIGNAL STRENGTH 
indicator (panel 3) 

GN7644V RR ATM output (trunnion) 0 to 5 vde (2,5 vde) 0 to 5 units SIGNAL STRENGTH 
indicator (panel 3) 

GN7645V RR ATM output (trunnion) 0 to 5 vde (2.5 vde) None 

GN7646V RR ATM output (shaft) 0 to 5 vde (2.5 vde) 0 to 5 units SIGNAL STRENGTH 
indicator (panel 3) 

GN7647V RR ATM output (shaft) 0 to 5 vde (2.5 vde) None 

GN7648V RR ATM output (AGC) 0 to 5 vde 0 to 5 units SIGNAL STRENGTH 
indicator (panel 3) 

GN7649V RR shaft motor sine 0 to 28 vrms None 

GN7650V | RR trunnion motor sine 0 to 28 vrms None 

GN7652V RR shaft motor cosine 0 to 28 vrms None 

GN7653V_ RR trunnion motor 0 to 28 vrms None 
cosine 

GN7655V_ RR 15-vrms a-c power, 14 to 16 vrms None 
single-phase (15 vrms) 

GN7656V | RR 15-vrms a-c power, 15 to 25 vrms None 
two-phase (20 vrms) 

GN7681F RR tone No, 3 TBD 

GN7682F RR tone No, 2 TBD 

GN7683F RR tone No. 1 TBD 

GN7686V RR 800/400-cps 0 to 30 vrms (28 vrms) 
reference 

GN7696F RR reference (fre- TBD 
quency synthesizer)   
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Table 2.2-40, Guidance, Navigation, and Control Subsystem - Telemetry Measurements (cont) 

  

Telemetry Range 

     
   

cosine 

Code Description (Nominal) Display Range Crew Display 

GN7698V | RR trunnion 16X resolver | 0 to 5 vrms None 
cosine 

GN7699V | RR shaft 16X resolver 0 to 5 vrms None 

  

    
   

   

   

   

   

   

   

    

GN7723T RR antenna temperature 

GN7723T RR antenna temperature 

GN7724 RR shaft compensated 
gyro error 

GN7725, RR trunnion compensated 
gyro error 

GN7726 RR shaft manual slew 
input 

GN7727 RR trunnion manual slew 
input   GN7728 RR 1.7-me IF signal 
(trunnion) 

GN7729 RR 1.7-me IF signal 
(reference) 

GN7730 RR 1,7-me IF signal 
(shaft) 

GY0050X Abort commanded 
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2.3 MAIN PROPULSION SUBSYSTEM. 

2.3.1 INTRODUCTION. 

The Main Propulsion Subsystem (MPS) consists of the descent propulsion section (DPS) 

(figure 2. 3-1) and the ascent propulsion section (APS). Each section is complete and independent of the 

other and consists of a liquid-propellant rocket engine with its own propellant storage, pressurization, 

and feed components. The DPS provides the thrust to control descent to the lunar surface. The APS 

provides the thrust for ascent from the lunar surface. In case of mission abort, the APS and/or DPS can 

place the LM into a rendezvous trajectory with the CSM from any point in the descent trajectory; there is 

a deadman zone immediately above the lunar surface, where abort cannot be accomplished. The choice of 

engine to be used depends on the cause for abort, on how long the descent engine has been operating, and 

on the quantity of propellant remaining in the descent stage. 

GIMBAL DRIVE DESCENT ENGINE 
ACTUATOR 
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Figure 2.3-1. Descent Propulsion Section - Component Location 
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Both propulsion sections use identical hypergolic propellants: a 50-50 mixture, by weight, 
of hydrazine (N2H4) and unsymmetrical dimethylhydrazine (UDMH) as the fuel; nitrogen tetroxide 
(N204), as the oxidizer. The injection ratio of oxidizer to fuel is 1.6 to 1, by weight. 

Basic operation of the two propulsion'sections is similar. In each section, gaseous helium 
forces the propellants from their tanks, through propellant shutoff valves, tothe engine injectors. The DPS 
uses supercritical helium for propellant pressurization; the APSuses ambient gaseous helium. The primary 
reason for using supercritical helium is the weight saving obtained, due to its greater density. Both the 
descent and ascent engine assemblies consist of a combustion chamber, where the propellants are mixed 
and burned; an injector that determines the spray pattern of the propellants injected into the combustion 
chamber; and propellant control valves and orifices that meter, start, and stop propellant flow to the 
engine upon command. The descent engine, which is larger and produces more thrust than the ascent 
engine, is throttleable for thrust control and is gimbaled for thrust vector control. The ascent engine is 
neither throttleable nor gimbaled. Redundancy of vital components in both propulsion sections provides 
a high reliability factor. 

Before starting the descent or ascent engine, proper propellant settling must be established. 
This is accomplished by moving the LM in the +X-direction to cause the propellants to settle at the 
bottom of the tanks. As the propellants are consumed, tank ullage increases and more propellant settling 
time is required for each subsequent engine start. The +X-translation is accomplished by operating the 
Reaction Control Subsystem (RCS) downward-firing thrust chamber assemblies (TCA's). Two or all 
four downward-firing TCA's can be selected, depending upon whether RCS propellant conservation (two 
TCA's) or a shorter RCS firing time (four TCA's) is the major consideration. 

2.3.2 DESCENT PROPULSION SECTION INTERFACES. (See figure 2. 3-2.) 

The DPS receives 28-volt d-c and 115-volt a-c primary power through the Commander's 
and LM Pilot's buses of the Electrical Power Subsystem (EPS). The outputs of the DPS pressure and 
temperature transducers and liquid-level sensors are processed in the Instrumentation Subsystem (IS) 
and are transmitted via the Communications Subsystem (CS) to MSFN: The IS also processes the DPS 
caution and warning and display signals. The Explosive Devices Subsystem (EDS) opens explosive valves 
in the DPS to enable propellant tank pressurization and venting, 

The Guidance, Navigation and Control Subsystem (GN&CS) issues automatic on and off 
commands, gimbal drive actuator commands, and thrust level commands to the descent engine. The 
automatic on and off commands and thrust level commands can be overriden manually. Descent engine 
arming and ignition are controlled by automatic guidance equipment, or by the astronauts through the 
stabilization and control (S&C) control assembly and the descent engine control assembly (DECA). A 
descent engine arm signal is sent to the S&C control assembly when an astronaut sets the ENG ARM 
switch (panel 1) to DES or when he presses the ABORT pushbutton (panel 1) preparatory to starting a 
mission abort program, using the descent engine. Engine-on signals from the LM guidance computer 
(LGC) or abort guidance section (AGS) are sent to the DECA through the S&C control assembly. The 
DECA turns the descent engine on upon receiving the arm and the engine-on signals. If DECA power 
fails, the DES ENG CMD OVRD switch (panel 3), in the ON position, will supply an alternate voltage 
source to keep the engine firing. The engine remains on until the engine-off command is received from 
the automatic guidance equipment. The astronauts can also generate engine on and off commands 
manually; these commands override the automatic commands. A manual start is accomplished (after 
propellant tank pressurization with ambient helium) by arming the descent engine and pressing the START 
pushbutton (panel 5). Either astronaut can shut off the descent engine by pressing his STOP pushbutton 
(panels 5 and 6) or by pressing the ABORT STAGE pushbutton (panel 1). An abort-stage command results 
in immediate descent engine shutdown, automatically followed by ascent propellant tank pressurization, 
and enabling of circuitry for stage separation and ascent engine firing. Stage separation and ascent engine 
firing occurs when the ascent engine-on command is issued. 

Descent engine throttling is controlled by the LGC or the astronauts. The throttling-range 
limitations are from minimum thrust (approximately 10% of 10,500 pounds) to approximately 60%, and 
full throttle (approximately 92.5%). The range between 65% and 92.5% is a transient region that cannot 
be used for extended periods because excessive engine erosion occurs in this zone. Under normal condi- 
tions, the engine cannot be operated in the transient region because automatic throttle com- 
mands above 65% automatically produce a full throttle output. Only in case of malfunction can inadvertent 
throttling occur in the transient region, in which case manual correction must be made. Automatic 
throttle increase and decrease signals from the LGC are sent to an integrating counter in the DECA. The 
————— eee 
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analog output of the DECA controls descent engine thrust. In the automatic mode, the thrust/translation 
controller assemblies (TTCA's) can be used by the astronauts to increase descent engine throttle (over- 
riding the automatic throttle command); the TTCA's cannot be used, however, to decrease the throttle 
command. (Refer to paragraph 2.3,3,3.1.) In the manual throttle mode, the astronauts have complete 
control over descent engine thrust. ca 

The primary guidance and navigation section (PGNS) of the GN & CS, or the AGS, auto- 
matically controls descent engine gimbal trim, to compensate for center-of-gravity offsets during descent 
engine firing. In PGNS operation, the LGC sends trim on and off signals in two directions, for each 
gimbal axis, to the DECA. These signals operate power control circuitry, which drives the two gimbal 
drive actuators (GDA's). In AGS operation, Y- and Z-axis error signals from the attitude and translation 
control assembly (ATCA) are sent to the DECA to drive the GDA's. The GDA's tilt the descent engine 
along the Y-axis and Z-axis a maximum of 6° from the center position. Tne ENG GMBL switch (panel 3) 
permits removing GDA power to interrupt the tilt capability if the ENG GMBL caution light (panel 2) goes 
on, indicating a malfunction. 

The DPS modes of operation are discussed in detail in paragraph 2.2.3.7. The control 
circuitry is shown in figure 2. 2-40. 

2.3.3 DESCENT PROPULSION SECTION FUNCTIONAL DESCRIPTION. 

The DPS consists of an ambient helium bottle and a cryogenic helium storage vessel with 
associated helium pressurization components; two fuel and two oxidizer tanks with associated feed com- 
ponents; and a pressure-fed, ablative, throttleable rocket engine. The engine can be shut down and 
restarted, within operational limitations and restrictions (paragraph 2.3.7), as required by the mission. 
At the fixed full-throttle position, the engine develops a nominal thrust of 9, 870 pounds; it can also be 
operated within a nominal range of 1,050 to 6,800 pounds of thrust. 

The engine is mounted in the center compartment of the descent stage cruciform; it is 
suspended, at the throat of the combustion chamber, on a gimbal ring that is part of the engine assembly. 
The gimbal ring is pivoted in the descent stage structure, along an axis normal to that of the engine pivots. 
The engine can be tilted up to +6° or -6°, by means of the GDA's, to ensure that the thrust vector passes 
through the LM center of gravity. 

Functionally, the DPS can be subdivided into a pressurization section, a propellant feed 
section, and an engine assembly. 

2.3.3.1 Pressurization Section, (See figure 2. 3-3.) 

Before earth launch, the propellant tanks are only partly pressurized, so that the tanks will 
be maintained within a safe pressure level under the temperature changes that can occur between the time I 

the tanks are loaded and launch. Before initial engine start, the ullage space in each propellant tank re- 
quires additional pressurization. This initial pressurization (prepressurization) is accomplishedwith am- 
pient helium. (Supercritical helium cannot be used because the helium circulating through the fuel/helium 
heat exchanger may freeze the fuel before fuel flow is established.) A pressure transducer at the outlet port . 
of the ambient helium bottle supplies a signal through the HELIUM MON selector switch (panel 1), when 
set to AMB PRESS, to the HELIUM indicator (panel 1) to enable the astronauts to check the status of the 
bottle before initial engine start. The propellant tanks are prepressurized by opening explosive valves 
in the ambient helium line and in the lines leading to the fuel and oxidizer tanks. The valve in the am- 
bient helium line prevents helium flow from the storage bottle before prepressurization. The compati- 
bility valves in the lines leading to the fuel and oxidizer tanks prevent propellant vapors from degrading 
the upstream components due to prolonged exposure before pressurization. 

After setting the MASTER ARM switch (panel 8) to ON, the DES PRPLNT ISOL VLV switch 
(panel 8) is set to FIRE to open the fuel and oxidizer compatibility valves. The DES START He PRESS. 
switch (panel 8) is then set to FIRE, opening the ambient helium isolation explosive valve. Ambient 
helium flows from the storage bottle through the open explosive valve and through a filter, where debris 
from the explosive valve is trapped. The ambient helium enters the main pressurization line downstream 
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circuit breaker is cycled, or when the ascent and descent stages separate.) Under regulator failure ' 
conditions, the astronauts must close the solenoid valve in the malfunctioning leg and open the solenoid 

valve in the redundant leg, to restore normal propellant tank pressurization. The normally open (pri- 
mary) solenoid valve is closed by momentarily setting the DESCENT He REG 1 switch (panel 1) to CLOSE; 
the DESCENT He REG 1 talkback above the switch then provides a barber-pole display. The normally 

closed (secondary) solenoid valve is opened by momentarily setting the DESCENT He REG 2 switch to 
OPEN; the DESCENT He REG 2 talkback above the switch then provides a gray display. (Both solenoid 
valves may be closed during the coast periods of descent, to prevent inadvertent tank overpressurization 
due to possible helium leakage through the pressure regulators. ) 

The primary and secondary helium flow paths merge downstream of the regulators to form 
a common helium pressurization manifold. Transducers monitor the manifold pressure; they provide 
continuous telemetry signals to MSFN, and signals that cause the DES REG warning light to go on when 
the sensed pressure exceeds 260 psia or drops below 220 psia. The manifold routes the helium into two 
flow paths: one path leads to the oxidizer tanks; the other, to the fuel tanks. Each path has a quadruple 
check valve assembly in a series-parallel arrangement. The quadruple check valves isolate the up- 
stream components from the corrosive propellant vapors and prevent hypergolic action, as a result of 
backflow from the propellant tanks, in the helium pressurization manifold. After passing through the 
compatibility explosive valves, the helium flows into the top of the fuel and oxidizer tanks. Diffusers 
at the top of the tanks uniformly distribute the helium throughout the ullage space. Helium crossover 
lines maintain a balanced ullage pressure in the tanks containing the same propellants. 

Immediately upstream and in parallel with the propellant tanks, each helium flow path con- 
tains a relief valve assembly to protect the propellant tanks against overpressurization. The assemblies 
(a burst disk in series with a relief valve) vent pressure in excess of approximately 275 psia and re- 
seal the flow paths after overpressurization is relieved (254 psia). Thrust neutralizers eliminate uni- 
directional thrust generated by the excaping gas. To prevent leakage through single point relief valves 
during normal operation, the burst disks are located upstream of the relief valves. The burst disks 
rupture at a pressure between 260 and 275 psi; the relief valves open fully at 275 psi to pass the entire 
helium flow from a failed-open regulator preventing damage to the propellant tanks. 

Two vent lines, in parallel with the relief valve assemblies, include an explosive valve in 
series with a normally closed solenoid valve for each propellant tank. The vent lines are intended for 
planned depressurization of the tanks after lunar landing, when temperature rise of the supercritical 
helium and heat soak-back from the engine (after shutoff) causes pressure buildup in the tanks. (The 
propellants need not be settled during the venting procedure.) The planned venting arrangement protects 
the astronauts against untimely venting of the tanks through the relief valve assemblies. The fumes are 

vented overboard, through the relief valve thrust neutralizers at the fuel and oxidizer pressurization line M& 
vents. (See figure 2.3-1.) If the helium pressurization line is open, the supercritical helium in the 

cryogenic storage vessel will be vented together with the propellant tanks. The supercritical helium will 
vent rapidly until pressure drops to approximately 350 psia, then the pressure remaining in the cryogenic 
storage vessel will decrease with the decreasing propellant tank pressures. To open the vent lines, the ' 
MASTER ARM switch is set to ON and the DES VENT switch (panel 8) is set momentarily to FIRE, opening 
both explosive vent valves simultaneously. the MASTER ARM switch is then set to OFF. The oxidizer 
tank and pressurization line is vented by setting the OXID VENT switch (panel 8) to OPEN; the OXID 

VENT talkback will change to gray. Venting of the line is monitored by setting the PRPLNT TEMP/ 
PRESS MON switch (panel 1) to DES 1 and the HELIUM MON selector switch (panel 1) to SUPCRIT 

PRESS. When the OXID PRESS indicator indicates less than 20 psia, the HELIUM MON selector ' 
switch is set to OFF, the OXID VENT switch is set to CLOSE, and the OXID VENT talkback will change 
to abarber-pole display. To vent the fuel tank and pressurization line, the FUEL VENT switch is 

set toOPEN, changing the FUEL VENT talkback to gray. When the FUEL PRESS indicator indicates 

less than 20 psia, the FUEL VENT switch is set to CLOSE, causing the FUEL VENT talkback to pro- 
vide a barber-pole display. 

2.3.3.2 Propellant Feed Section. (See figure 2. 3-3.) 

Each pair of propellant tanks (containing like propellants) is manifolded into a common 
delivery line. Each pair is also interconnected by a double crossfeed piping arrangement to maintain a 
positive pressure balance across the upper (helium) and lower (propellant) portions. 

  

MAIN PROPULSION SUBSYSTEM 

‘Mission LM Basic Date - 15 December 1968 Change Date _15 September 1969 Page 2.3-9



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

————————  —eeSSSSeSFeSeSeFeFeFeFeFeFs 

Helium pressure in the propellant tanks is monitored on the FUEL and OXID PRESS in- — 
dicators (panel 1), propellant temperature in the tanks is monitored on the FUEL and OXID TEMP 
indicators. The PRPLNT TEMP/PRESS MON switch selects the set of fuel and oxidizer tanks (No. 1 
or No. 2) for monitoring. Each propellant tank has its own temperature transducer to supply temp- 
erature signals to the indicator. One pressure transducer in the fuel pressurization line and one in 
the oxidizer pressurization line supply pressure signals to the indicators. Therefore, the pressure 
reading remains constant regardless of whether tank No. 1 or 2 monitored. Propellant quantity re- 
maining in the tanks is monitored on the OXIDIZER and FUEL QUANTITY indicators (panel 1). The 
PRPLNT QTY MON switch selects the set of fuel and oxidizer tanks (No. 1 or 2) for monitoring. 

Pressurized helium, acting on the surface of the propellant, forces the fuel and oxidizer into 
the delivery lines through a propellant retention device that maintains the propellant in the delivery lines 
during negative-g acceleration (up to acceleration in excess of -2g). The oxidizer is piped directly to 
the engine assembly; the fuel circulates through the fuel/helium heat exchanger before it is routed to the 
engine assembly. Each delivery line contains a trim orifice and a filter. The trim orifices provide 
engine interface pressure of approximately 220 psia at full throttle position for proper propellant use. 
The filters prevent debris, originating at the explosive valves or in the propellant tanks, from contami- 
nating downstream components. 

2,.3.3.2.1 Propellant Quantity Gaging System. (See figure 2.3-4.) 

The propellant quantity gaging system (PQGS) enables the astronauts to continuously moni- 
tor the quantity (from 95% full) of propellants remaining in the four tanks. The PQGS is of the capacitance 
type. It consists of four quantity-sensing probes with low-level sensors, a control unit, two QUANTITY 
indicators, the PRPLNT QTY MON switch, and the DES QTY warning light. During a lunar-landing mis- 
sion, the PQGS will be turned on approximately 10 seconds before engine ignition and shut off approximately 
10 seconds after engine shutdown, The continuous PQGS power-on time is limited to 45 minutes. This 
limitation safeguards the thermal capability of the electronic components which, if exceeded, could result 
in erroneous indications. The PROPUL: PQGS circuit breaker (panel 16) is used to apply or remove 
PQGS power. The PRPLNT QTY MON switch selects a set of propellant tanks (fuel and oxidizer tanks i 
No, 1 or 2) to be monitored on the FUEL and OXIDIZER QUANTITY indicators. With the PRPLNT QTY 
MON switch set to OFF, the QUANTITY indicators remain lit; however, the digital readouts on the indi- 
cators blank out. With the PRPLNT QTY MON switch set to DES 1 or DES 2 and the descent engine shut 
off, the QUANTITY indicator readings remain stable until a zero-g condition develops, at which time the 
readings drift and become indeterminate. 

The low-level sensors provide a discrete signal to cause the DES QTY warning light to go 
on when the propellant level in any tank is down to 9.4 inches (equivalent to 5, 6% propellant remaining, 
or sufficient for 116 seconds of engine burn at hover thrust (approximately 25%)). The MASTER ALARM 
pushbutton/light and the 3-kc tone are not activated when the DES QTY warning light is energized to 
prevent distraction of the astronauts during the most critical phase of the lunar landing mission. The 
PQGS has an estimated uncertainty tolerance of 1.3% of full tank capacity for cabin display and telemetry 
transmission. This tolerance is reduced to 1% in the 8% to 25% propellant quantity range where the 
PQGS performs at a higher accuracy. 

The quantity-sensing probes are double-walled; one probe is installed to run vertically 
through the center of each propellant tank. Each probe has a 20-volt d-c input. Varying resistance, 
caused by propellant consumption, causes the output signal to vary from 5 volts dc to zero, in direct 
proportion to propellant quantity. The output signals, processed through the probe circuitry, are sent 
directly to the control unit. 

The control unit converts the probe output signals to provide the following: 

@ Indications of the quantity of propellant remaining in the tanks, on the QUANTITY 
indicators 

@ Conditioned signals, corresponding to propellant quantities in each of the four tanks, 
to the telemetry registers 

e A warning signal when the propellant in any of the four tanks is depleted to a pre- 
determined level. 

ss — 
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2.3.3.3 Engine Assembly, (See figures 2.3-5 and 2.3-6.) 

Fuel and oxidizer enter the engine assembly through interface flanges on opposite sides of 
the engine. The fuel line has a tap-off branch (pilot valves actuation line) that leads through two actuator 

isolation valves (arranged in parallel for redundancy) to the four solenoid-operated pilot valves. The 
fuel in this line is routed, through the pilot valves, to the actuators, where it is used as actuation fluid 
to open the propellant shutoff valves. The main fuel and oxidizer flow is routed through respective flow 
control valves, then each flow path splits into two parallel paths that route the propellants through the 
redundant propellant shutoff valves. The propellant shutoff valve assemblies are in a series-parallel 
arrangement. The series redundancy prevents open failure; the parallel redundancy prevents closed 

failure. The valves open simultaneously to permit propellant flow to the engine while it is operating; 
they close simultaneously to terminate propellant flow at engine shutdown. At the two upstream fuel 
shutoff valves, venturis restrict the fuel flow so that the oxidizer reaches the injector between 40 and 50 

milliseconds before the fuel. This precludes the possibility of a fuel lead, which would result in rough 
engine starts. Downstream of the propellant shutoff valves, the parallel paths merge to form one fuel 
and one oxidizer path. The fuel passes through a final trim orifice and enters the variable-area injector 
manifold, where a concentric annulus of fuel flow is formed. The oxidizer is routed, through the center 

element of the injector, to the combustion chamber, where it mixes with the fuel for combustion. 

Before initial engine operation and during engine shutdown, the solenoid-operated actuator 
isolation valves (pre-valves) are closed to prevent possible fuel loss in the pilot valve actuation line due 
to leakage at the pilot valves. The actuator isolation valves are opened by setting the ENG ARM switch 
to DES. This enables the actuation fuel to flow to the pilot valves just before the pilot valves are opened. 
When the START pushbutton is pressed (or an engine-on command initiated), the four solenoid-operated 
pilot valves open simultaneously, permitting the actuation fuel to open the propellant shutoff valves, thus 
routing fuel and oxidizer to the combustion chamber. During the start, the solenoids in the pilot valves 
unseat the caged balls from the inlet ports and seat them against the overboard vent ports; fuel enters 
the actuator cavities. The actuator pistons are connected to rack-and-pinion linkages that rotate the 

balls of the shutoff valves 90° to the open position to permit propellant flow to the injector. The series- 
parallel redundancy in the valve arrangement provides for positive start and shutdown. During shutdown, 
the solenoids in the pilot valves are deenergized and the vent ports are open. The spring-loaded actua- 

tors close the shutoff valves. Residual actuation fuel is vented overboard through four separate lines 

that lead to vent ports at the bottom of the descent stage. (See figure 2.3-1.) 

The propellant in the main fuel and oxidizer lines flows through cavitating-venturi-type 
flow control valves that control propellant flow to the engine below the 60% throttle setting. Transition 
from cavitation to noncavitation occurs between 70% and 80%. At full throttle, and during momentary 
transition through the full throttle to 60% range, engine throttling takes place primarily in the pintle 
assembly of the injector and in the flow control valves. At approximately 70% of maximum thrust, cavi- 

tation commences in the throats of the flow control valves, causing the valves to function as cavitating 
venturis down to minimum thrust. Once cavitation begins, the propellant-metering function is entirely 

removed from the injector; flow is controlled entirely by the flow control valves. 

The throat area of the flow control valves is regulated by a close-tolerance, contoured, 
metering pintle that is linked directly to the injector sleeve. The linkage is operated by a single actuator 
so that movement of the actuator simultaneously adjusts the pintles in the flow control valves and the 
movable sleeve in the injector. The fuel and oxidizer are injected at velocities and angles compatible 

with variations in weight flow. At full throttle, engine operation is conventional. As the engine is throt- 
tled down, the pintles in the flow control valves are moved to decrease the flow control area in the 
venturis so that the pressure drop across the valves balances out the differential between engine and 

injector inlet pressures. At the same time, the injector orifice areas are decreased so that the injection 
velocities and impingement angles of fuel and oxidizer are maintained at near-optimum condition for 
combustion efficiency. 

The injector consists of a faceplate and fuel manifold assembly with a coaxial oxidizer feed 
tube and an adjustable (metering) orifice sleeve. Oxidizer flows through the center tube and out between 

a fixed pintle and the bottom of the sleeve; the fuel orifice is an annular opening between the sleeve con- 

tour and the injector faceplate. The fuel flows behind the face of the injector to cool the faceplate. Some 
fuel, tapped off the fuel manifold is used for barrier cooling of the wall. The fuel is emitted in the form 
of a thin cyclindrical sheet; the oxidizer, in a series of individual sprays. The oxidizer sprays break up 
the fuel stream and establish the injector pattern at all thrust settings. 
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Figure 2.3-6. Descent Engine and Head End Assembly 

The mechanical linkage that connects the pintle of the flow control valves and the injector 
sleeve is pivoted about a fulcrum attached to the injector body. Throttling is controlled by the throttle 
valve actuator, which positions the linkage in response to electrical input signals. At maximum thrust, 
the actuator positions the linkage to fully open the flow control valves and injector apertures. As com- 
manded thrust is reduced, the actuator reduces the flow at the flow control valves and moves the injector 
orifice sleeve to reduce the apertures. As the adjustable orifice sleeve moves upward, the area of the 
propellant orifices increases. 

2.3.3.3.1 Descent Engine Control. 

After the engine is manually armed by setting the ENG ARM switch to DES, it can be fired 
automatically or manually. Under manual control, the engine can be started and stopped by the Com- 
mander by pressing the START and STOP pushbuttons on panel 5; it can be stopped by the LM Pilot by 
pressing the STOP pushbutton on panel 6. The mode of thrust control is determined by the THR CONT 
switch (panel 1). When this switch is set to AUTO, engine thrust is controlled by the LGC. When the 
switch is set to MAN, the Commander's or LM Pilot's TTCA (depending on the setting of the MAN 
THROT switch, panel 1) controls the engine thrust. In the automatic mode, the TTCA is still operational. 
It is normally set against its hard (low) stop, where it supplies a 10% thrust command that is summed with 
the LGC command, resulting in a combined thrust command to the descent engine. For example, if the 
required thrust is 50%, the LGC commands 40%, which is augmented by the 10% obtained from the TTCA. 
If the TTCA is moved from the hard stop, it supplies a greater portion of the combined command and the 
LGC command decreases accordingly. Thus, for the required 50% thrust, the TTCA may now command 
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20%; the LGC, 30%. If the TTCA is moved to a setting such that it commands more than the required 
thrust, it overrides the automatic command (the LGC portion becomes zero) and descent engine thrust is 
determined entirely by the TTCA setting. 

The dual-scale CMD THRUST and ENG THRUST indicator (panel 1) displays commanded 
manual or automatic thrust on the CMD scale and actual engine thrust on the ENG scale, The ENG scale 
input is derived from a pressure transducer in the combustion chamber, because thrust is proportional to 
chamber pressure. At full throttle positionthe ENG scale reads 92. 5% (actual full-throttle-position thrust) 
while the CMD scale reads between 92.5% and 100%. At all other throttle settings (10% to 60% throttling 
range) the ENG and CMD scales normally display identical readings of the actual engine thrust. Display 
of dissimilar readings indicates that the engine is not following the thrust commands or that transfer from 
automatic to manual throttle control is in process. As shown in the example given previously, if the 
TTCA is displaced from the hard stop in the automatic mode, for 50% required thrust, the TTCA may 
command 20% while the LGC contributes 30%. The ENG scale of the THRUST indicator will read 50%; 
however, the CMD scale (where LGC command is summed with a 10% bias) will read 40%. As the TTCA 
is moved to increasing throttle settings, the CMD scale readings decrease. When the CMD scale reading 
has dropped to 10%, the LGC no longer supplies any portion of the thrust command and the TTCA is in 
control. At this point, a smooth transfer from the automatic mode to the manual mode is accomplished 
by setting the THR CONT switch to MAN. The CMD and ENG scales will now indicate identical readings. 
(For the preceding example, both pointers will align at 50%.) Very slight deviations between CMD and 
ENG scale readings may occur as engine operating time increases. The deviations are due to combustion 
chamber erosion, which causes chamber pressure to decay slightly. 

The T/W (thrust/weight) indicator (panel 1) is used primarily to monitor X-axis accelera- 
tion during lunar landing and lift-off. The T/W indicator is a self-contained accelerometer that displays 

instantaneous X-axis acceleration in lunar-g units (1 lunar g = 5.23 ft/sec2). Inasmuch as a given 
throttle setting provides a specific acceleration when the vehicle has a given mass, the T/W indicator 
can be used as backup for the THRUST indicators to monitor engine performance. 

2.3.4 DESCENT PROPULSION SECTION MAJOR COMPONENT/FUNCTIONAL DESCRIPTION. 

2.3.4.1 Explosive Valves. (See figure 2. 3-7.) 

An ambient helium isolation valve, a supercritical helium isolation valve, a fuel compati- 
bility valve, an oxidizer compatibility valve, a fuel vent valve, and an oxidizer vent valve are the 
explosive valves used in the DPS. These valves normally are closed; they are controlled by the EDS 
control and fire circuits and, when fired, fully open and remain open. To prevent valve failure in the 
closed position, each explosive valve has two cartridges that are fired from redundant systems in the 
EDS. A cartridge is fired by applying power to the initiator bridgewire for a few milliseconds. The 
resultant heat fires the initiator, generating gases in the valve explosion chamber at an extremely high 
rate. The gases drive the valve piston into the valve housing to open the valve by shearing a closure 
disk and aligning the piston port permanently with the pressure line plumbing. 

2.3.4.2 Cryogenic Helium Storage Vessel. 

The cryogenic helium storage vessel is double walled; it consists of an inner spherical tank 
and an outer jacket. The void between the tank and the jacket is filled with aluminized mylar insulation and 
evacuated to minimize ambient heat transfer into the tank. The vessel has fill and vent ports, a burst 
disk assembly, and an internal helium/helium heat exchanger. The inner tank is initially vented and 
loaded with liquid helium at approximately 8° R; the fill sequence is completed by closing the vent and 
introducing a high-pressure head of gaseous helium. As the high-pressure, low-temperature gas (at 
approximately 14° R) is introduced, the density and pressure of the stored helium are increased. At 
the end of pressurization, the density of the stored supercritical helium is approximately 8.2 pounds per 
cubic foot, and the final pressure is approximately 80 psi. 

The burst disk assembly (figure 2.3-7A) prevents hazardous overpressurization withinthe ves- @ 
sel. It consists of two burst disks in series, with a normally open, low-pressure vent valve between the 
disks. The burst disks are identical; they burst ata pressure between 1,881 and 1,967 psid to vent the en- 
tire supercritical helium supply overboard. A thrust neutralizer at the outlet of the downstream burst disk 
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diverts the escaping gas into opposite directions to prevent unidirectional thrust generation. The vent 
valve prevents low-pressure buildup between the burst disks if the upstream burst disk leaks slightly. 
The valve is open at pressures below 150 psia. It closes when the pressure exceeds 150 psia, so that, 
for faster leaks, the pressure buildup will eventually rupture the downstream burst disk and all super- 
critical helium will be vented. 

  

2.3.4.3 Fuel/Helium Heat Exchanger. 

\ 4 Fuel is routed directly from the fuel tanks to the two-pass fuel/helium heat exchanger. The 
~heat exchanger transfers heat from the fuel to the supercritical helium, which is warmed to operating 
temperature by flowing through the two separate heat exchanger passes. The fuel/helium heat exchanger 
is of finned tube construction; the first and second helium passages are in parallel crossflow with 
respect to the fuel. All parts are stainless steel; each’fin is lap brazed to an adjacent fin and to the 
side panels to increase structural rigidity. Helium flows in the tubes and fuel flows in the outer shell 
across the bundle of staggered, straight tubes. 

2.3.4.4 Helium Isolation Solenoid Valves. (See figure 2.3-8.) 
  

These helium isolation valves are two-coil, latching, solenoid-operated valves that shut off 
helium flow through one leg of redundant flow lines if the pressure regulator in the leg fails open. The 
valves are actuated by the DESCENT He REG 1 and REG 2 switches (panel 1). A position indicator 
switch in each valve feeds a signal to the DESCENT He REG 1 and REG 2 talkbacks to indicate whether 
the particular valve is closed (barber-pole display) or open (gray display). 

The valve poppet is part of the "open" armature and shaft assembly. When the "latch open" 
coil is energized, the poppet leaves the valve seat as the "open" armature slides into the latched position, 
overcoming the force of the closing spring. The latch balls become seated in the "open" armature detents 
to maintain the valve open after the "latch open" coil is deenergized. To close the valve, the latch re- 
‘ease coil is energized, causing the latch armature and pin assembly to slide back, overcoming the force 

: the latch spring. As the pin moves back, the latch balls drop out of the detents in the "open" armature 
‘\— and the force of the closing spring pushes and maintains the poppet firmly against the valve seat. The 

normally closed, internal bleed valve opens if seepage past the moving valve seals causes a pressure 
buildup in the valve housing. An arc suppression circuit, consisting of two zener diodes across each coil, 
eliminates the induced voltage generated when the coil is deenergized. 
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QL Figure 2.3-8. Helium Isolation Solenoid Valve, Latched-Open Position 
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2.3.4.5 Helium Pressure Regulators. (See figure 2. 3-9.) 

The primary and secondary helium pressure regulators are two separate units contained in 
a common housing. Each regulator is supplied from a separate helium pressurization line, but both 
feed into a single outlet manifold. Each pressure regulator consists of a direct-sensing main stage and a 
pilot stage. The valve in the main stage is controlled by the valve in the pilot stage, which senses small 
changes in the regulator outlet pressure (Pr) and converts these changes to proportionally large changes 
in control pressure (Pc). The main stage valve poppet is positioned for varying flow demands by changes 
in the control pressure acting on the main stage bellows sensor. 

A reduction in flow demand causes a rise in the regulator outlet pressure because flow from 
the regulator exceeds the new downstream demand. The rise in outlet pressure reduces the pilot valve 
output, thereby reducing flow into the main stage chamber. Because the pilot stage chamber bleeds 
directly into the regulator outlet line, reduced flow into the chamber causes a proportional reduction 
in the control pressure, which, in turn, moves the main stage valve poppet toward the closed position. 
The resultant reduced flow through the main stage valve matches the downstream demand. An increase 
in the downstream demand causes a reduction in outlet pressure, which tends to open the pilot valve. 
The resultant increase in control pressure causes the main stage valve poppet to open more to meet the 
increased downstream demand. 

The flow limiter at each regulator inlet restricts maximum flow through the regulator to 
19 pounds of helium per minute so that the propellant tanks are protected if the regulator fails open. 
The filter downstream of the flow limiter prevents particles, which could cause excessive leakage at 
lockup or regulation malfunction, from reaching the main stage and the pilot valve seats. The 
control pressure relief valve prevents control pressure from exceeding the regulator outlet pressure 
by more than 150 to 200 psi, by venting main stage chamber pressure into the outlet line. This 
relief valve operates only if the pilot 
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Figure 2.3-9. Descent Propulsion Section - Helium Pressure Regulators 
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valve fails; it does not interfere with normal pressure regulator operation. The overstroke relief valve 
at the main stage bellows sensor prevents the regulated outlet pressure from overshooting its limit. 

2.3.4.6 Relief Valve Assemblies. (See figure.2. 3-10.) 

The relief valve assemblies are downstream of the burst disk assemblies in the helium 
pressurization line. The helium enters the relief valve chamber and acts against the relief valve dia- 
phragm, overcoming the force of the relief valve spring and lifting the poppet off its seat. This opens the 
helium pressurization line to vent excess helium overboard. A thrust neutralizer at the outlet port pre- 
vents generation of unidirectional thrust. The cylindrical filter in the relief valve chamber prevents par- 
ticles from lodging in the valve seat. When helium pressure drops below the reseat pressure, the relief 
valve closes to prevent further helium loss. Before burst disk rupture, the light vent spring keeps the 
relief valve poppet slightly off its seat. This prevents pressure buildup in the relief valve chamber in 
case of a slight burst disk leak. If the pressure in the relief valve chamber exceeds approximately 8 psi, 
the force of the vent spring is overcome and the relief valve poppet closes. Pressure then continues to 
build up and work against the relief valve diaphragm. When the pressure reaches approximately 260 psi, 
the relief valve cracks. 

2.3.4.7 Burst Disk Assemblies. (See figure 2. 3-11.) 

Each helium pressurization line leading to the propellant tanks has a burst disk assembly 
upstream of the relief valve assembly. The function of the burst disk assembly is to protect the relief 
valve from corrosion by the propellant. Between 260 and 275 psia system pressure the burst disk will 
rupture, permitting the relief valve to function. When the inlet pressure reaches the burst pressure 
range, the coil-spring-loaded disk assembly and the belleville spring inner support assembly, which are 
connected by the burst disk, move downstream together. The disk assembly seats first and because the 
burst disk cannot withstand the force on the inner support assembly, it ruptures. The disk assembly is 
moved upstream by the coil spring, opening the flow passage. 
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Figure 2.3-10. Descent Propulsion Section - Relief Valve Assembly 
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Figure 2.3-11.. Descent Propulsion Section - Burst Disk Assembly 

2.3.4.8 Propellant Storage Tanks. 

The propellant supply is contained in four cylindrical, spherical-ended titanium tanks of 
identical size and construction. Two tanks contain fuel; the other two, oxidizer. Each pair of tanks con- 
taining like propellants is interconnected at the top and bottom to ensure even distribution of propellant 
and pressurizing helium. A diffuser at the helium inlet port (top) of each tank distributes the pressuriz- 
ing helium uniformly into the tank. An antivortex device in the form of a series of vanes, at each tank 
outlet, prevents the propellant from swirling into the outlet port, thus precluding inadvertent helium 
ingestion into the engine. Each tank outlet also has a propellant retention device (negative-g can) that 
permits unrestricted propellant flow from the tank under normal pressurization, but blocks reverse pro- 
pellant flow (from the outlet line back into the tank) under zero-g or negative-g conditions. This arrange- 
ment ensures that helium does not enter the propellant outlet line as a result of a negative-g or zero-g 
condition or propellant vortexing; it eliminates the possibility of engine malfunction due to helium 
ingestion. 

2.3.4.9 Throttle Valve Actuator. (See figure 2.3-12.) 

The throttle valve actuator is a passively redundant, electromechanical, linear-motion 
servoactuator which moves the throttle linkage in response to an electrical input command. Moving the 

throttle linkage simultaneously changes the position of the flow control valve pintles and the injector 
sleeve. Changing the position of the flow control valve pintles varies the amount of fuel and oxidizer 
metered into the engine and thus changes the magnitude of engine thrust. The throttle valve actuator is 
located between the fuel and oxidizer flow control valves; its housing is rigidly attached to the engine head 
end and its output shaft is attached to the throttle linkage. 

The actuator is controlled by three electronic channels, which power three d-c torque 

motors on a common shaft. The motor shaft supplies the input to the ball screw, which converts rotary 

motion to the linear motion of the throttle valve actuator output shaft (total excursion is 0,754 + 0.01 inch). 

Nonjamming mechanical stops prevent overtravel of the output shaft in the retracted and extended posi- 

tions. All mechanical moving parts of the actuator are within a hermetically sealed portion of the unit 

(pressurized to 0.25 psia with a 9 to 1 mixture of nitrogen and helium). A diaphragm-type leak indicator 

in the cover of the hermetically sealed portion of the actuator provides visual evidence of loss of vacuum 

within the unit. Five potentiometers are ganged to the torque motor shaft through a single-stage plane- 

tary reduction gear (potentiometer drive gears). Three of these potentiometers supply position feedback 

information to the three motor amplifier channels, one to each channel. One of the other two potentiom- 

eters provides throttle actuator shaft position data for telemetry to MSFN, the other one is a spare. 
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The automatic and manual command signal input voltages are summed and fed into the non- 
linear shaping network to provide the nonlinear position versus command required to nullify other non- 
linearities in the engine and provide an overall signal that represents linear thrust versus command volt- 
age. This signal is summed with the voltage output of the position feedback potentiometer. If the two 
voltages are of equal magnitude, but positive polarity, the error voltage is zero. If they are not equal, 
a positive or negative error voltage is generated. (The error voltage is positive if the command signal 
is greater; negative, if the feedback voltage is greater.) The error voltage is summed with a preset in- 
put from the bias network (used to trim the actuator) and is then conditioned and fed into a preamplifier. 
The preamplifier output is summed with the preamplifier outputs of the other channels to control the 
power amplifier that drives the torque motor (clockwise or counterclockwise). As the motor rotates the 

ball screw, the position feedback potentiometer is driven by the planetary gearing. A current-limiting 
circuit senses motor current and, through feedback, limits the current to 3 amperes per channel under 
normal conditions. A current-cutback circuit senses motor voltage and, under conditions indicative of 
power transistor failure, provides an input to the current-limiting circuit, causing it to limit the 
current to approximately 0.75 ampere per channel. 

The redundancy within the throttle valve actuator ensures that failure of any one electrical 
component will not cause the actuator to fail. Failure of one preamplifier channel will be nullified by the 
cross coupling and high-gain feedback and will result in a negligible positioning error. Failure of a 
power amplifier or torque motor circuit is detected by the current-cutback and/or current-limiting cir- 
cuits, and any erroneous output is reduced to a level that can be overcome by the other two channels with- 
out detrimental effects. 

The throttle valve actuator provides a fail-safe system in the event selective malfunctions 
external to the throttle valve actuator occur. If either the primary 28-volt d-c power, the command and 
reference voltages, or the +15- or -15 volt reference voltage is lost, the throttle valve actuator causes 
the descent engine to automatically thrust at full throttle position. If 28-volt d-c power is lost while the 
descent engine is firing, the throttle valve actuator cannot sustain control, it will be driven to the full 
throttle position by the hydraulic loads imposed by the propellant pressures on the flow control valves 
and the injector. (If there are no hydraulic loads, the throttle valve actuator moves to the position of 

Il balanced mechanical loads.) Loss of the -15-volt reference voltage causes the potentiometer feedback 
voltage to drop to zero. Asa result, only the positive command voltage is in control, and the throttle 
valve actuator moves to the full throttle position. If the +15-volt reference voltage fails, the failure- 
detection circuit that monitors this voltage provides a signal that causes the throttle valve actuator to 
move to the full throttle position. The power source for the command voltage is the +15 volt power 
supply that supplies the input to the plus side of the throttle valve actuator reference. Therefore, loss of 

Bf the command voltage also results in loss of the reference voltage, which causes the throttle valve 
actuator to move to the full throttle position. (Loss of the command voltage alone would cause the throttle 
valve actuator to move to the minimum thrust position.) 

2.3.4.10 Flow Control Valves.. (See figure 2. 3-13.) 

The oxidizer and fuel flow control valves are on the side of the engine, immediately down- 
stream of the propellant inlet lines. They are secured to the throttle valve actuator mounting bracket. 
The flow control valve pintle assemblies are mechanically linked to the throttle valve actuator by a 
crossbeam. 

The flow control valves are cavitating venturis with movable pintle sleeves. 
Engine throttling is initiated by an‘electrical signal to the throttle valve actuator, commanding an in- 
crease or decrease in engine thrust. Operation of the throttle valve actuator drives the crossbeam to 
a new position, thus changing the position of the pintles in the flow control valves. This axial movement 
of the pintles decreases or increases the pintle flow areas to control propellant flow rate and thrust. Be- 
low an approximate 70% thrust setting, flow through the valves cavitates,. and hydraulically uncouples 

the propellant transfer system (and thereby, the flow rate) from variations in combustion chamber pres- 
sure. The movable pintle sleeve, ‘shaft-driven through the valve body, is sealed by two flexible bellows. 
Shear pins in the bearing sleeves permit the valve bearings to operate in redundant modes (rolling or 
sliding) to improve reliability. Normally, the bearings roll; however, under an excessive load, the shear 

pins give to permit the bearings to slide. Both pintle sleeve shafts are attached to a yoke that is driven 

by the throttle valve actuator. 
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Figure 2. 3-13. Flow Control Valve 

2.3.4.11 Propellant Shutoff Valve Assemblies. 

Each of the four propellant shutoff valve assemblies consists of a fuel shutoff valve, an 
oxidizer shutoff valve, a pilot valve, and a shutoff valve actuator. The shutoff valve actuator and the fuel 
shutoff valve are in a common housing. The oxidizer shutoff valve is in a separate housing to isolate fuel 
from oxidizer. It is actuated by a mechanical linkage driven from the fuel shutoff valve. The fuel and 
oxidizer shutoff valves, downstream of the flow control valves, are exposed to the full propellant pressure 
before engine firing. Propellant leakage at the valve seats is vented overboard. 

2.3.4.11.1 Pilot Valves and Shutoff Valve Actuators. 

The four solenoid-operated pilot valves control the actuation fluid (fuel) for the fuel and 
oxidizer shutoff valves. Normally, the pilot valves are closed, the solenoids are deenergized, and the 

actuation fluid is shut off by action of the spring-loaded solenoid plungers on the ball poppet seated in the 
lower pilot valve seats. The back side of the actuator chamber is vented to preclude a fuel buildup 

caused by leakage of the pilot valves, and overpressurization caused by an excessive fuel temperature 
increase. When the pilot valves are open, all solenoids are energized, and the actuation fluid (at approxi- 

mately 200 psia) acts against the spring-loaded actuator plunger to open the oxidizer and fuel shutoff 
valves. At this point, the pilot valve poppets are forced against the upper valve seats, sealing off the 
vent port. When the electrical signal is removed, the valve poppets return to their lower seat to seal off 
the actuation fluid. The propellant shutoff valves are closed by the return action of the actuator piston 

springs, which expels the fuel entrapped in the cylinders and valve passages through the pilot vent port. 

2.3.4.11.2 Fuel and Oxidizer Shutoff Valves. 

The fuel and’ oxidizer shutoff valves are mechanically linked, fuel-actuated ball valves that 
are arranged in a series-pardllel Canfiguration. The valve housings are made of aluminum alloy. The 
ball element operates against a spriny-loaded Teflon seat to assure positive sealing when the valve is 
closed. All ball valves are supportedpy ball bearings. The individual valves are rotated by a rack-and- 
pinion-gear arrangement, which tranSlates the linear displacement of the pistons in the shutoff valve 
actuators. 

2,3.4.12 Variable-Area Injector. (See figure 2,3-14.) 

The variable-area injector consists of a pintle assembly, drive assembly, and manifold as- 
sembly. The pintle assembly introduces the propellant uniformly into the combustion chamber. The drive 
assembly has a twofold function: first, it serves as a passage for conducting the oxidizer into the pintle 
assembly; second, it contains the bearing and sealing components that permit accurate positioning of the 
injector sleeve. The injector sleeve varies the injection area so that near-optimum injector pressure 
drops and propellant velocities are maintained at each thrust level. The primary function of the manifold 
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Figure 2.3-14. Variable-Area Injector - Quarter Section 

assembly is to distribute the fuel uniformly around the outer surface of the sleeve. Fuel enters the mani- 
fold assembly and is passed through a series of distribution plates near the outer diameter of the 
assembly. 

At the center of the manifold, the fuel passes through a series of streamlined hole rings that 
suppress fuel flow discontinuities. From this point, the fuel is admitted into a narrow passage formed by 
two parallel conical surfaces (the manifold body and a faceplate). The passage smoothes out remaining 
gross fuel discontinuities and assists in cooling the injector face. The fuel then passes onto the outer 
surface of the sleeve, past a fuel-metering lip. The fuel is injected as a hollow cylinder so that it 
reaches the impingement zone with a uniform circumferential velocity profile and without atomizing, at 
all flow rates. The oxidizer is injected through a double-slotted sleeve so that it forms a large number of 
radial filaments. Each filament partially penetrates the fuel cylinder and is enfolded by fuel in such a 
way that, following fast liquid-phase reactions and gas evolution, little preferential separation of oxidizer 
and fuel can occur. For given propellant densities, overall mixture ratio, and injector geometry, there 
is a range of propellant injection velocity ratios that result in maximum mixture ratio uniformity through- 
out the resultant expanding propellant spray. When they occur, the liquid-phase reactions generate gas 
and vapor that atomize and distribute the remaining liquid oxidizer and fuel uniformly in all directions, 
resulting in high combustion efficiency. A separate fuel manifold feeds the barrier cooling orifices to 
minimize engine erosion. 

2.3.4.13 Combustion Chamber and Nozzle Extension. (See figure 2. 3-15.) 

The combustion chamber consists of an ablative-cooled chamber section, nozzle throat, and 
nozzle divergent section. The ablative sections are enclosed in a continuous titanium shell and jacketed 
in a thermal blanket composed of aluminized nickel foil and glass wool. A seal prevents leakage between 
the combustion chamber and nozzle extension. 

The nozzle extension is a radiation-cooled, crushable skirt, made of columbium with an 
aluminide coating. It is attached to the combustion chamber case at a nozzle area ratio of 16 to 1 and 
extends to an exit area ratio of 47.4 to 1. 

2.3.4.14 Gimbal Ring and Gimbal Drive Actuators. 

The gimbal ring is located at the plane of the combustion chamber throat. It consists of a 
rectangular beam frame and four trunnion subassemblies. The assembly permits up to +6° or -6° roll 
and pitch trim control of the engine. A description of the two gimbal drive actuators is given in para- 
graph 2.2.4.6. 
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Figure 2.3-15. Descent Engine Combustion Chamber, Nozzle Extension, and Heat Shield 

2.3.5 DESCENT PROPULSION SECTION FAILURE MODES. 

The DPS failure modes and the effect on mission capability are given in table 2.3-1. 

Table 2,3-1, Descent Propulsion Section - Failure Modes 

Failure Indication Vehicle Capability 

Primary helium isolation solenoid DESCENT He REG 1 talkback Secondary helium isolation solenoid 
valve failed closed. provides barber-pole display. valve must be opened. 

Secondary helium isolation DESCENT He REG 2 talkback Failure does not affect vehicle 
solenoid valve failed open. provides gray display. capability. 

Primary pressure regulator DES REG warning light goes Vehicle capability is not affected, 
NW | failed open. on. except for loss of pressure regulator 

redundancy. Primary helium isola- 
tion solenoid valve must be closed 

immediately (to minimize helium 
loss through relief valve assem- 
blies) and secondary helium isolation 
valve must be opened. 

  

NT 
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Table 2. 3-1. Descent Propulsion Section - Failure Modes (cont) 
  

Failure Indication Vehicle Capability 
  

Primary pressure regulator failed 
closed. 

Secondary pressure regulator 
failed open. 

Secondary pressure regulator 
failed closed. 

Propellant leak 

Helium leak 

Supercritical helium isolation 

explosive valve did not open. 

Supercritical helium isolation 
explosive valve has internal 
leak. 

Helium filter is clogged. 

Fuel or oxidizer compatibility 
explosive valve did not open. 

Fuel or oxidizer filter is 

clogged. 

Inoperative linkage in flow control 
valves or mechanical failure of 
throttle valve actuator. 

Pilot valve vents freeze. 

DES REG warning light goes ‘on 

No indication 

Reading on FUEL and OXID 
PRESS indicators does not in- 
crease and reading on HELIUM 
indicator (HELIUM MON selec- 
tor switch set to AMB PRESS) 
does not decrease when DES 
START He PRESS switch is set 
to FIRE. 

OXIDIZER and FUEL QUAN- 
TITY indications are not equal. 

Readings on HELIUM indica- 
tor and FUEL and OXID 
PRESS indicators decrease. 

DES REG warning light goes 

on. 

Reading of HELIUM indicator 
(HELIUM MON selector switch 
set to SUPCRIT PRESS) does 
not decrease. 

Reading on HELIUM indicator 
(HELIUM MON selector switch 
set to SUPCRIT PRESS) de- 
creases before supercritical 
helium isolation explosive 
valve is fired. 

Decaying ullage pressure is 
indicated on FUEL and OXID 
PRESS indicators. DES REG 
warning light may go on, 

Insufficient pressure is indicated 
on FUEL or OXID PRESS indi- 
cator. 

Readings on CMD and ENG 
THRUST indicators do not 
coincide. 

Readings on CMD and ENG 
THRUST indicators do not 
coincide. 

Engine cannot be shut down 

Secondary helium isolation valve 
must be opened to maintain correct 
pressure. 

Vehicle capability is not affected, 
because secondary helium isolation 
solenoid valve is normally closed. 

Ambient helium cannot be used for 

prepressurization. Initial pressure 
must be relied upon for engine 
start. Pressure regulator redun- 
dancy is lost. 

Termination of DPS operation could 
be necessary. 

Termination of DPS operation could 
be necessary. 

DPS operation must be terminated. 
Short burn (25 to 30 seconds) is 
possible, using ambient helium 
bottle. 

DPS start is curtailed. (Fuel may 
be frozen in fuel/helium heat ex- 
changer and could result in ex- 
plosion at descent engine firing.) 

Termination of DPS operation 
could be necessary. 

DPS start is curtailed. 

DPS operation must be terminated. 

DPS operation must be terminated. 

Subsequent DPS starts are lost.           
ee 
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~~ 2.3.6 DESCENT PROPULSION SECTION PERFORMANCE AND DESIGN DATA. 

The performance and design data for the DPS are given in table 2. 3-2. 

Table 2. 3-2. Descent Propulsion Section - Performance and Design Data 

  

    
  

Pressurization section 
QY 

Ambient helium bottle 

Volume 1 cubic foot 

Initial filling weight of helium 1,12 pounds 

Initial helium pressure and temperature 1,600 psia at +70° F 

Usable helium 1 pound 

Proof pressure 2,338 psi 

Burst pressure 2,625 psi 

Cryogenic helium storage vessel 

Nominal storage pressure and temperature 1,555 psia at -400° F 

Maximum storage pressure and temperature 1,710 psia at -320° F 

Volume 5.9 cubic feet 

Density 8.2 pounds per cubic foot 

— Initial filling pressure and temperature 80 psia at -450° F 

Initial filling weight at charge pressure 48.5 pounds 

Usable helium 41.9 pounds 

Proof pressure 2,274 psia 

Burst pressure 3,420 psia 

Burst-disk rupture pressure 1,881 to 1,967 psid 

Helium filters 

Nominal filtration 5 microns 

Absolute filtration 15 microns 

Helium pressure regulators 

Outlet pressure 245+3-3 psia at inlet pressure of 400 to 1750 psia 
245+3-5 psia at inlet pressure of 320 to 400 psia 

VL Normal operation flow rate range (nominal) 0.52 to 5.5 pounds per minute 

Nominal flow rate at full throttle 5.2 pounds per minute 

Inlet pressure range 320 to 1,750 psia 

Lockup pressure (maximum) 253 psia at inlet pressure of 400 to 1750 psia 
255 psia at inlet pressure of 320 to 400 psia 

Maximum flow rate 19 pounds per minute 

WY 
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Table 2.3-2. Descent Propulsion Section - Performance and Design Data (cont) 
  

Pressurization section (cont) 

Quadruple check valve assemblies 

Opening pressure 2 to 2. 88 psid 

Maximum pressure drop 4,0 psi at full throttle 

Relief valve assembly 

Burst-disk rupture pressure 260 to 275 psi 

Relief valve cracking pressure 260 psi 

Full-flow pressure 275 psi 

Fully open flow rate 10 pounds per minute 

Reseat pressure (minimum) 254 psi 

Propellant feed section 

Propellant tanks 

  

Capacity (each tank) 62.8 cubic feet 

Total fuel 6, 982 pounds 

Total oxidizer 11, 067 pounds 

Ullage volume (minimum) 1,728 cubic inches 

Usable fuel 6,759 pounds 

Usable oxidizer 10, 730 pounds 

Unusable fuel 222.8 pounds 

Unusable oxidizer 336.4 pounds 

Nominal tank ullage pressure (at full 235 psia 
throttle position) 

Proof pressure 360 psia 

Burst pressure 405 psia 

Nominal propellant temperature +70° F 

Propellant temperature range +50° to +90° F 

Engine interface inlet pressure (trim orifice 22242 psia 
output at full throttle position) 

Propellant filters     Nominal filtration 40 microns 

Absolute filtration 60 microns 

Fuel filter rated flow 13. 3 pounds per second 

Fuel filter maximum pressure drop 2 psi 

Oxidizer filter rated flow 21.2 pounds per second 

Oxidizer filter maximum pressure drop 3 psi __ 4 
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Table 2.3-2. Descent Propulsion Section ~ Performance and Design Data (cont) 
  

Engine Assembly 

  
  

Nominal engine thrust (full throttle) 9,870 pounds (94%) 

Minimum engine ‘thrust 1,050 pounds (10%) 

Nominal combustion chamber pressure 103. 4 psia 

Engine-gimbaling capability +6° or -6° for trim control along Y-axis and 
Z-axis 

Propellant injection ratio (oxidizer to fuel) 1.6 tol 

Approximate weight 360 pounds 

Overall length 85 inches 

Nozzle exit diameter 59 inches 

2.3.7 DESCENT PROPULSION SECTION OPERATIONAL LIMITATIONS AND RESTRICTIONS, 

The operational limitations and restrictions for the DPS are as follows: 

e The landing gear must be deployed before descent engine firing. If not deployed, 
the landing gear would be in the path of the descent engine plume and would be 
damaged. 

© Before descent engine starts, the RCS +X-axis thrusters must be fired to settle the 
propellants under weightless conditions. Unsettled or insufficiently settled pro- 
pellants will result in rough or erratic starts that could lead to engine failure. 

e@ Propellant bulk temperatures before descent engine start must be between +50° and 
+75° F, If temperature limits are exceeded, the resultant rough combustion may 

adversely affect engine-component performance, and ullage pressure limitations 
may be exceeded. 

@ The descent engine must not be operated 
In this range, operation of the cavitating 

in the throttling range of 65% to 92.5%. 
venturis of the flow control valves be- 

comes unpredictable and may cause an improper fuel-oxidizer mixture ratio, which 
will result in excessive engine erosion and early combustion chamber burn-through. 
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@ The descent engine must be shut down before propellants are depleted to within 
10 seconds of burn time remaining, until capability to burn safely to depletion is 
established. If this requirement is not met, fuel or oxidizer may become depleted, 
causing possible ingestion of helium into the combustion chamber. 

e@ The DPS must not remain pressurized longer than 3.5 days before the anticipated 
termination of use. If this limit is exceeded, the pressurization section compo- 
nents may fail to operate because of the corrosive nature of the propellants. 

@ The descent engine combustion chamber must not be subjected to more than 910 
seconds of engine operation or 17,510 pounds of propellant burn (tanks depleted), 
whichever comes first. Exceeding this limitation will cause the engine to operate 
with a severely charred combustion chamber, possibly resulting in burn-through. 

DESCENT PROPULSION SECTION TELEMETRY MEASUREMENTS. 

The DPS telemetry data are given in table 2.3-3, '(R)" in the "Telemetry Range" column 
signifies a real-time telemetry measurement. Real-time telemetry points are shown in figure 2.3-3. 

Table 2.3-3. Descent Propulsion Section - Telemetry Measurements 
  

  

    

Telemetry Range Crew 
Code Description (Nominal) Display Range Display 

GQ3015P Ambient helium prepres- 0 to 1, 750 psia 0 to 1,750 psia HELIUM indicator 
surization bottle pressure 

GQ3018P Helium regulator outlet 0 to 300 psia <219.2 psia; DES REG warning 
manifold pressure (235 psia) (R) >259. 1 psia light 

GQ3025P Helium regulator outlet 0 to 300 psia None 
manifold pressure (235 psia) (R) 

GQ3435P Supercritical helium 0 to 2,000 psia None 
supply tank pressure (1, 250 psia) (R) 

GQ3603Q Fuel tank No. 1 quantity 0% to 95% (R) None 

GQ3604Q Fuel tank No. 2 quantity 0% to 95% (R) None         
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Table 2. 3-8. Descent Propulsion Section - Telemetry Measurements (cont) 
  

  

Telemetry Range Crew 
Code Description (Nominal) Display Range Display 

GQ36LIP Engine interface fuel 0 to 300 psia None 
pressure (210 psia) ®) 

6Q3718T Fuel tank No. 1 fuel bulk +200 to +120° F +40° to +100° F FUEL TEMP 
temperature (70° F) (R) indicator 

GQ3719T Fuel tank No. 2 fuel bulk +20° to +1200F +40° to +100° F FUEL TEMP 
temperature (#70° F) (R) indicator 

GQ4103Q Oxidizer tank No. 1 0% to 95% (R) None 
quantity 

6Q4104Q Oxidizer tank No. 2 0% to 95% (R) None 
quantity 

GQ4a1P Engine interface oxidizer 0 to 300 psia None 
pressure (210 psia) (R) 

GQ4azisT Oxidizer tank No. 1 420° to 120° F +40° to +100° F OXID TEMP 
oxidizer bulk temperature | (+70° F) (R) indicator 

GQaz19T Oxidizer tank No, 2 +20° to +120 F +40° to +100° F OXxID TEMP 
oxidizer bulk temperature | (+70° F) (R) indicator 

GQ4455X Propellant tanks liquid Contact closure (R) 116 seconds DES QTY warning 
level low burn time at light 

25% thrust 

GQ6510P ‘Thrust chamber pressure 0 to 200 psia 0% to 100% ENG THRUST 
(110 psia) (R) indicator 

GQ6806H Throttle valve actuator 0% to 100% (R) None 
position 
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2.3.9 ASCENT PROPULSION SECTION INTERFACES. (See figure 2. 3-16.) 

The APS receives 28-volt d-c and 115-volt a-c primary power through the Commander's 
and LM Pilot's buses of the EPS. The outputs of the APS pressure and temperature transducers, low- 
level sensors, and valve position indicator switches are processed in the IS and are transmitted via the 
CS to MSFN. The IS also processes the APS caution and warning signals. The EDS opens explosive 
valves in the APS to enable propellant tank pressurization. Interconnect plumbing between the APS pro- 
pellant tanks and the RCS thrust chamber assembly feed lines permits the RCS to use APS propellants 
during certain mission phases, thereby conserving the RCS propellant supply. 

The GN&CS issues automatic on and off commands to the ascent engine. Ascent engine 
arming, ignition, and shutdown can be initiated by automatic guidance equipment (PGNS or AGS) or by the 
astronauts. The automatic and manual commands are sent to the S&C control assemblies, which provide 
sequential control of LM staging and engine on and off commands. The ascent engine is armed manually 
by setting the ENG ARM switch to ASC or pressing the ABORT STAGE pushbutton. (Either action auto- 
matically shuts off the descent engine if it is firing.) After setting the ENG ARM switch to ASC (and after 
initial propellant tank pressurization), the ascent engine can be started manually by pressing the START 
pushbutton and stopped by pressing either STOP pushbutton. In the event of an abort-stage commandwhile 
the descent engine is firing, the S&C control assemblies provide a time delay before commanding LM 
staging and ascent engine firing. This delay ensures that the descent engine has stopped thrusting before 
staging occurs, To stop the ascent engine after an abort-stage start, the ABORT STAGE pushbutton must 
be reset (pressed a second time) to release the switch. (This procedure is necessary because the ABORT 
STAGE pushbutton disables the STOP pushbutton. ) The manual commands override the commands issued 
by the automatic guidance equipment. 

The APS modes of operation are discussed in detail in paragraph 2.2.3.7. The control 
circuitry is shown in figure 2, 2-41. 

2.3.10 ASCENT PROPULSION SECTION FUNCTIONAL DESCRIPTION, 

The APS consists of a constant-thrust rocket engine that is not gimbaled, two propellant 
tanks, two helium tanks, and associated propellant feed and helium pressurization components. (See 
figure 2,3-17.) The engine is installed in the midsection of the ascent stage; it is canted so that the 
center line is tilted 1.5° from the X-axis, in the +Z-direction. The engine develops 3, 500 pounds of 
thrust in a vacuum, sufficient to launch the ascent stage from the lunar surface and place it into a pre- 
determined lunar orbit. The engine can be shut down and restarted, within operational limitations 
and restrictions (paragraph 2.3.14), as required by the mission. 

Functionally, the APS can be subdivided into a pressurization section, a propellant feed 
section, and an engine assembly. 

2.3.10.1 Pressurization Section. (See figure 2.3-18.) 

The propellants are pressurized by gaseous helium, supplied from two identical tanks and 
routed through redundant flow lines into the propellant tanks. The helium is stored at a nominal pressure 
of 3,050 psia at a nominal temperature of +70° F. A pressure transducer and a temperature transducer 
at each tank outlet port are connected to the HELIUM indicator via the HELIUM MON selector switch. 
Before staging, the pressure transducers also supply a signal to the IS that will cause the ASC PRESS 
warning light to go on when the pressure in either helium tank is less than 2,773 psia. This alerts the 
astronauts to identify and isolate the faulty tank. The HELIUM MON selector switch selects the tank 
temperature or pressure to be displayed. When a caution or warning light goes on, a signal is routed 
from the CWEA to light the MASTER ALARM pushbutton/lights (panels 1 and 2) and to provide a 3-kc 
tone in the astronaut headsets. Pressing either MASTER ALARM pushbutton turns off both lights and 
terminates the tone, but has no effect on the caution or warning light. If the ASC PRESS warning light 
goes on because pressure in either helium tank is less than 2,773 psia, the light goes off upon separation 
of the descent and ascent stage. (The input to this warning light also originates at the fuel and oxidizer 
engine inlet pressure transducers. Refer to paragraph 2.3. 10.3.) 

Before initial ascent engine operation, the helium isolation explosive valves prevent the 
helium from leaving the tanks. These valves can be opened individually or simultaneously. The propel- 
lants are not pressurized until shortly before initial ascent engine start. To accomplish initial pressuri- 
zation, the helium isolation explosive valves and the fuel and oxidizer compatibility explosive valves 
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(upstream of the propellant tanks) are opened simultaneously. Normally, propellant pressurization is 
initiated by setting the ASCENT He SEL switch (panel 8) to BOTH. If the HELIUM indicator shows a leak 
(zero or decaying pressure) in one of the tanks, the ASCENT He SEL switch is set so that only the ex- 
plosive valve leading from the nonleaking tank opens, thus preventing helium loss through the leaking 
tank via the helium interconnect line (downstream of the explosive valves). The MASTER ARM switch 
is then set to ON and the ASCENT He PRESS switch is set to FIRE and released, firing the explosive 
valves in the APS, A filter in each helium flow path traps debris from the explosive valve. 

Downstream of the filter, each helium flow path has a normally open latching solenoid 
valve and two series-connected pressure regulators. The downstream regulator is set to a slightly 
higher output pressure than the upstream regulator; the regulator pair in the primary flow path produces 
a slightly higher output than the pair in the secondary (redundant) flow path. This arrangement causes 
lockup of the regulators in the redundant flow path after the propellant tanks are pressurized, while the 
upstream regulator in the primary flow path maintains the propellant tanks at their normal pressure of 
184 psia. If either regulator in the primary flow path fails closed, the regulators in the redundant flow 
path sense a demand and open to pressurize the propellant tanks. If an upstream regulator fails open, 
control is obtained through the downstream regulator in the same flow path. Because the downstream 
regulator normally does not control the output pressure, an open failure of this regulator has no effect. 

If both regulators in the same flow path fail open, pressure in the helium manifold increases above the 

acceptable limit of 220 psia, causing the ASC HI REG caution light (panel 2) to go on. This alerts the 
astronauts to the fact that the failed-open regulators must be identified and the helium isolation solenoid 
valve in the malfunctioning flow path must be closed so that normal pressure can be restored. The 
regulator outlet pressure is sensed by redundant pressure transducers that supply inputs to the IS, for 

telemetry to MSFN. One of these pressure transducers supplies the input signal to the ASC HI REG 

caution light. Excessive pressure is vented by the relief valve assemblies in parallel with the propellant 
tanks, The solenoid valve is closed by setting the ASCENT He REG 1 or REG 2 switch (panel 1) to 
CLOSE; the talkback above the switch will change to a barber-pole display. 

The primary and secondary helium flow paths merge downstream of the regulators to form 
a common helium manifold. The manifold routes the helium into two flow paths: one path leads to the 
oxidizer tank; the other, to the fuel tank. A quadruple check valve assembly, a series-parallel arrange- 
ment in each path, isolates the upstream components from corrosive propellant vapors. The check 
valves also safeguard against possible hypergolic action in the common manifold resulting from mixing 
of propellants or fumes flowing back from the propellant tanks. Two parallel compatibility explosive 
valves, downstream of each quadruple check valve assembly, seal off the propellant tank inlets, isolating 
the fuel and oxidizer (liquid and vapor) before initial ascent engine start. This reduces contamination 
problems involving helium components and prolongs the life of the pressure regulators. The fuel and 
oxidizer compatibility explosive valves are opened simultaneously with the helium isolation explosive 
valves before initial engine start. The four compatibility valves are arranged so that two fuel compati- 
bility valves and two oxidizer compatibility valves, in parallel paths, lead to their propellant tanks. One 

fuel and one oxidizer compatibility valve has dual cartridges, the other two are fired by single cart- 
ridges. (See figure 2. 3-20.) 

Immediately upstream of the fuel and oxidizer tanks, each helium path contains a burst 
disk and relief valve assembly to protect the propellant tanks against overpressurization. This assembly 

vents pressure in excess of approximately 245 psia (relief valve cracking pressure) and reseals the flow 
path after overpressurization is relieved. A thrust neutralizer eliminates unidirectional thrust generated 
by the escaping gas. To prevent leakage through a faulty relief valve during normal operation, the burst 
disk is located upstream of the relief valve. The burst disk ruptures at a pressure slightly below the 
relief valve setting. The relief valves can pass the entire helium flow from a failed-open pair of regu- 
lators, preventing damage to the propellant tanks. 

2.3,10.2 Propellant Feed Section, (See figure 2. 3-18.) 

The APS has one oxidizer tank and one fuel tank. Each tank has a temperature transducer 
that supplies propellant temperature signals to the FUEL and OXID TEMP indicators, and a pressure 
transducer that supplies ullage pressure signals to the FUEL and OXID PRESS indicators. (The same 
TEMP and PRESS indicators are used for the APS and DPS.) APS data are displayed when the PRPLNT 
TEMP/PRESS MON switch is set to ASC. A low-level sensor in each propellant tank causes the ASC QTY 
caution light (panel 2) to go on when the remaining propellant in either tank is sufficient for only 10 sec- 
onds of engine operation. The ASC QTY caution light is inhibited when the ascent engine is not operating. 
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Helium flows into the top of the fuel and oxidizer tanks. Diffusers at the top of the tanks — 
uniformly distribute the helium throughout the ullage space. The outflow from each propellant tank 
divides into two paths. In the primary path, each propellant flows through a trim orifice to the propellant 
filter in the engine assembly, and then to the isolation and bipropellant valve assemblies (propellant 
shutoff valves). The trim orifice provides an engine interface pressure of 170 psia for proper propellant 
use. The secondary path connects the ascent propellant supply to the RCS. This interconnection, at the 
normally closed ascent feed solenoid valves (part of the RCS), permits the RCS to burn asvent propel- 
lants, providing the APS is pressurized and the ascent or descent engine is operating when the RCS 
thrusters are fired. A line branches off the RCS interconnect fuel flow path and leads to two parallel 
actuator isolation solenoid valves. From there, this line routes fuel to the engine pilot valves that actu- 
ate the propellant shutoff valves in the engine assembly. The normally closed actuator isolation valves 
prevent possible fuel loss through a leaking pilot valve before initial engine operation or during engine 
shutdown. The actuator isolation valves, and the propellant shutoff pilot valves in the engine assembly, 
are opened and closed simultaneously by engine-on and engine-off commands. 

2,.3.10.3 Engine Assembly. (See figure 2. 3-19.) 

The ascent engine is a fixed-injector, restartable, bipropellant rocket engine with an abla- 

tive combustion chamber, throat, and nozzle extension. Fuel and oxidizer enter the engine assembly 
through inlet ports at the interface flanges and are routed through the propellant filters and the propel- 
lant shutoff valves (isolation and bipropellant valve assemblies) to the injector; a separate fuel path 
(actuator pressure line) leads to the pilot valves, where fuel pressure actuates the propellant shutoff 
valves. 

Propellant flow to the engine combustion chamber is controlled by a valve package assem- 
bly, trim orifices, and an injector assembly. The valve package assembly consists of eight propellant 
shutoff ball valves that make up the two fuel-and-oxidizer-coupled isolation valve assemblies and the 
two fuel-and-oxidizer coupled bipropellant valve assemblies, four actuators, and four solenoid-operated 

pilot valves. Inside the valve package assembly, the fuel and oxidizer passages divide into dual flow 
paths, with two series ball valves in each flow path. The paths rejoin at the valve package outlet. The 
propellant shutoff valves are arranged in fuel-oxidizer pairs; each pair is operated from a single crank- — 
shaft assembly by an individual fuel-pressure-operated actuator. Shaft seals and vented cavities prevent 

fuel and oxidizer from coming into contact with each other due to seepage along the shafts. 

After the ascent propellants have been pressurized, the ascent engine can be started manu- 
ally by setting the ENG ARM switch to ASC and by pressing the START pushbutton. Automatic starts 
are initiated by LGC or AGS engine-on commands. At engine start, the two actuator isolation valves in 
the propellant feed section, and the four pilot valves, are opened simultaneously, routing fuel into the 

actuator feed line and to the four pilot valves. When the solenoids of the pilot valves are energized, the 
pilot valve spools slide away from the fuel inlet ports and block the overboard vent ports. Fuel enters 
the actuator chambers and extends the actuator pistons, cranking the propellant shutoff valves 90° to 
the fully open position. The propellants now pass through the shutoff valves and trim orifices directly 
to the injector. The orifices determine the thrust level of the engine and the mixture ratio of the pro- 
pellants by trimming the pressure differentials of the fuel and oxidizer. The physical characteristics 
of the injector establish an oxidizer lead of between 40 and 50 milliseconds. This precludes the possi- 
bility of fuel lead, which would result in rough engine starts. 

At engine cutoff, the pilot valve solenoids are deenergized, opening the actuator ports to 
the overboard vents so that residual fuel in the actuators is vented into space. (See figure 2.3-17 for 
vent locations.) With the actuation fuel pressure removed, the actuator pistons are moved back by 
spring pressure, causing the propellant shutoff valves to turn 90° to the closed position. 

The ascent engine assembly has transducers and valve position indicator switches for 
sensing fuel and oxidizer inlet pressures, thrust chamber pressure, and propellant shutoff valve posi- 
tions. The transducer outputs are converted to telemetry data in the IS. These data are transmitted to 
MSFN, where they are used to monitor the performance of the ascent engine. The pressure transducers 

that sense the blanket pressure at the fuel and oxidizer bipropellant valves send a signal to cause the 
ASC PRESS warning light to go on when the fuel or oxidizer pressure drops below 120 psia before and 
after stage separation. The light goes off when adequate propellant pressure is restored. 

—————— 
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2.3.11 ASCENT PROPULSION SECTION MAJOR COMPONENT/ FUNCTIONAL DESCRIPTION. 

2.3,11.1 Explosive Valves. (See figure 2.3-20.) 

A high-pressure helium isolation valve at each helium tank outlet, two low-pressure fuel 

compatibility valves (in parallel), and two low-pressure oxidizer compatibility valves (in parallel), are 
the explosive valves used in the APS. Normally, all helium isolation valves and compatibility valves 

are opened simultaneously by a command from the EDS control and fire circuits (or from the ABORT 

STAGE pushbutton on panel 1). The ASC He SEL switch (normally set to BOTH) permits isolating a de- 

fective helium tank by setting the switch to TANK 1 or TANK 2, thereby firing either helium isolation 

valve individually. The ASC He SEL switch determines which helium isolation valves will be opened, 

regardless of whether manual, automatic, or abort stage fire commands are issued. To prevent valve 

failure in the closed position, the two high-pressure helium isolation valves have dual cartridges that 

are fired simultaneously by redundant systems in the EDS. The fuel and oxidizer compatibility valves 

ee 
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are in redundant parallel flow paths. To ensure propellant tank pressurization, one fuel valve and one 

oxidizer valve are fired by dual cartridges, the other two compatibility valves are fired by single cart- 

ridges. A cartridge is fired by applying power to the initiator bridgewire for a few milliseconds. The 

resultant heat fires the initiator, generating gases in the valve explosion chamber at an extremely high 

rate. The gases drive the valve piston into the valve housing to open the valve by shearing a closure ry 

disk and aligning the piston port permanently with the pressure line plumbing. 

2.3.11.2 Helium Isolation Solenoid Valves. (See figure 2.3-8.) 

The helium isolation solenoid valves in the APS are identical with those in the DPS except 

that they are actuated by the ASCENT He REG 1 and REG 2 switches and their position indicator switch 

signal is fed to the ASCENT He REG 1 and REG 2 talkbacks. (Refer to paragraph 2.3.4.4 for a descrip- 
tion of the helium isolation solenoid valves. ) 

2.3.11.3 Helium Pressure Regulator Assemblies. (See figure 2.3-21.) 

Each helium pressure regulator assembly consists of two individual pressure regulators 

connected in series. The downstream regulator functions in the same manner as the upstream regula- 

tor; however, it is set to produce a higher outlet pressure so that it becomes a secondary unit that will 

only be in control if the upstream regulator (primary unit) fails open. 

Each pressure regulator unit consists of a direct-sensing main stage and a pilot stage. The 

valve in the main stage is controlled by the valve in the pilot stage which senses small changes in the 

regulator outlet pressure (Pr) and converts these changes to proportionally large changes in control 
pressure (Pc). The main stage valve poppet is positioned for varying flow demands by changes in the 
control pressure acting on the main stage piston. A reduction in flow demand causes a rise in the regu- 

lator outlet pressure because flow from the regulator exceeds the new downstream demand. The rise in 

outlet pressure decreases the pilot valve output, thereby reducing flow into the main stage chamber. 

Because the main stage chamber bleeds directly into the regulator outlet line (through a fixed orifice), 
reduced flow into the chamber causes a proportional reduction in the control pressure, which, in turn, 

moves the main stage valve poppet toward the closed position. The resultant reduced flow through the 

main stage valve matches the downstream flow demand. An increase in the downstream demand causes 

PRIMARY SECONDARY 
REGULATOR REGULATOR 

PILOT STAGE 
BELLOWS.   

PLUNGER. 

PILOT STAGE 
CHAMBER. 

  

PILOT STAGE 
POPPET: 

FILTER 

MAIN STAGE 
POPPET FLOW 

u 
MAIN STAGE ITER 
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MAIN STAGE 
CHAMBER, 00uma211     

Figure 2.3-21. Ascent Propulsion Section - Helium Pressure Regulator Assembly 
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a reduction in outlet pressure which tends to open the pilot valve. The resultant increase in control 
pressure causes the main stage valve poppet to open, thus meeting the increased downstream demand. 

The flow limiter at the outlet of the main stage valve of the secondary unit restricts maxi- 
mum flow through the regulator assembly to 5.5 pounds of helium per minute, so that the propellant tanks 
are protected if the regulator fails open. The filter at the inlet of the primary unit prevents particles, 
which could cause excessive leakage at lockup, from reaching the regulator assembly. 

2.3.11.4 Relief Valve Assemblies. (See figure 2. 3-22.) 

Each helium pressurization line leading to the propellant tanks has a relief valve assembly 
that consists of a burst disk in series with a relief valve. The redundancy within each relief valve as- 
sembly ensures against helium loss during normal operation and protects the propellant tanks against 
inadvertent overpressurization. The burst disk is held in place by the automatic initiator assembly. 
When pressure in the pressurization line exceeds approximately 226 psi, the tensile member breaks, 
causing the helium pressure and the force of the initiator spring to rupture the burst disk. The helium 
then enters the relief valve chamber and acts against the relief valve piston, overcoming the main poppet 
spring, and lifting the poppet off its seat. This opens the helium pressurization line to vent the excess 
helium overboard. A thrust neutralizer at the oulet port prevents generation of unidirectional thrust. 
A filter at the inlet to the relief valve chamber prevents particles from lodging in the valve seat. When 
helium pressure drops below the reseat pressure, the relief valve poppet closes to prevent further 
helium loss. Before burst disk rupture, the light bleed valve spring keeps the bleed poppet slightly off 
its seat. This permits a low pressure to be vented and prevents pressure buildup in the relief valve 
chamber in case of a slight burst disk leak. If the leakage pressure builds up, the force of the bleed 
valve spring is overcome and the bleed poppet closes. Pressure then continues to build up and work 
against the relief valve piston, When the pressure reaches approximately 245 psi, the relief valve 
cracks. 

2.3,11.5 Propellant Storage Tanks. 

The propellant supply is contained in two spherical titanium tanks. The tanks are of 
identical size and construction. On tank contains fuel; the other, oxidizer. A helium diffuser at the 
inlet port of each tank distributes the pressurizing helium uniformly into the tank. An antivortex device 
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Figure 2.3-22. Ascent Propulsion Section - Relief Valve Assembly 
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(a cruciform at each tank outlet) prevents the propellant from swirling into the outlet port, precluding 

helium ingestion into the engine. Each tank outlet also has a propellant retention device that permits 
unrestricted propellant flow from the tank under normal pressurization, but blocks reverse propellant 
flow (from the outlet line back into the tank) under zero-g or negative-g (better than -2g) conditions. 
This arrangement ensures that helium does not enter the propellant outlet line while the engine is not 
firing, thus it eliminates the possibility of engine malfunction due to helium ingestion. A low-level 
sensor in each tank (approximately 4.5 inches above the tank bottom) supplies a discrete signal that 
causes the ASC QTY caution light to go on when the propellant remaining in either tank is sufficient for 
approximately 10 seconds of burn time (43 pounds of fuel, 69 pounds of oxidizer). 

2.3,11.6 Valve Package Assembly. (See figure 2.3-23.) 

At the propellant feed section/engine assembly interface, the oxidizer and fuel lines lead 
into the valve package assembly. The individual valves that make up the valve package assembly are in 
a series-parallel arrangement to provide redundant propellant flow paths and shutoff capability. The 
valve package assembly consists of two bipropellant valve assemblies, two isolation valve assemblies, 
and four solenoid-operated pilot valve and actuator assemblies. Each bipropellant valve assembly and 
each isolation valve assembly consists of one fuel shutoff valve and one oxidizer shutoff valve. These 
are ball valves that are operated by a common shaft, which is connected to its respective pilot valve and 
actuator assembly. Shaft seals and vented cavities prevent the propellants from coming into contact with 
each other. Separate overboard vent manifold assemblies drain the fuel and oxidizer that leaks past 
the valve seals, and the actuation fluid (fuel in the actuators upon pilot valve closing), overboard. (See 
figure 2.3-17.) The eight shutoff valves open simultaneously to permit propellant flow to the engine 
while it is operating; they close simultaneously to terminate propellant flow at engine shutdown. The 
two isolation valve assemblies are exposed to the full pressure of the propellant feed system. The four 
nonlatching, solenoid-operated pilot valves control the actuation fluid (fuel) for the isolation and bipro- 
pellant valve assemblies. Normally, the solenoids are deenergized, and the actuation fuel is shut off by 
action of the spring-loaded spools blocking the inlet ports. The back sides of the actuator chambers are 
vented to eliminate fuel buildup due to leakage. When the solenoids are energized, all pilot valves are 
opened and the actuation fuel enters the actuators where it acts against the spring-loaded actuator piston 
to open the shutoff (ball) valves. At this point, the pilot valve spools seal off the vent port. When the 
electrical signal is removed, spring action forces the valve spools to seal off the actuation fuel. The 
propellant shutoff valves are closed by the return action of the actuator piston springs, and the actuation 
fuel trapped in the actuator chamber and valve passages is expelled through the pilot valve vent ports. 

2.3,11.7 Injector Assembly. 

The injector assembly consists of the propellant inlet lines, a fuel manifold, a fuel 
reservoir chamber, an oxidizer manifold, and an injector orifice plate assembly. It takes longer to 
fill the fuel manifold and reservoir chamber assembly. Consequently, the oxidizer reaches the com- 
bustion chamber approximately 50 milliseconds before the fuel, resulting in smooth engine starts. The 
injector orifice plate assembly is of the fixed-orifice type, which uses a baffle and a series of perimeter 
slots (acoustic cavities) for damping induced combustion disturbances. The baffle is Y-shaped, with a 
120° angle between each blade. The baffle is cooled by the propellants, which subsequently enter the 
combustion chamber through orifices on the baffle blades. The injector assembly face is divided into two 
combustion zones: primary and baffle. The primary zone uses impinging doublets (one fuel and one 
oxidizer), which are spaced in concentric radial rings on the injector assembly face. The baffle zone 
(1.75 inches downstream from the injector face) uses impinging doublets placed at an angle to the in- 
jector face radius. Film-cooling of the combustion chamber wall is achieved by injecting fuel through 
orifices spaced around the perimeter of the injector. Parallel orifices inject fuel parallel to the engine 
centerline; canted orifices inject fuel against the chamber wall to form a film of fuel. The nominal 
propellant temperature is +70° F as it enters the injector. The temperature range is +50° F to +90°F; 
the fuel temperature is within 10° F of the oxidizer temperature. The temperature range at engine 
start may be +40° to +200°F (restart at peak heat soakback). 
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Figure 2.3-23. Ascent Engine Assembly 

2.3.11.8 Combustion Chamber Assembly. 

The combustion chamber assembly consists of an engine case and mount assembly and a 
plastic assembly, which includes the nozzle extension. The engine case and mount assembly is bonded 

and locked to the plastic assembly to form an integral unit. The plastic assembly provides ablative 
cooling for the combustion chamber; it consists of the chamber ablative material, the chamber insulator, 

the nozzle extension ablative material, and a structural filament winding. The chamber ablative material 
extends from the injector to an expansion ratio of 4.6. The chamber insulator, between the ablative 

material and the case, maintains the chamber skin temperature within design requirements. The 

ablative material of the nozzle extension extends from the expansion ratio of 4.6 to 45.6 (exit plane) and 
provides ablative cooling in this region. The structural filament winding provides the structural support 
for the plastic assembly and ties the chamber and nozzle extension sections together. 
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The APS failure modes and the effect on mission capability are given in table 2, 3-4, 

Table 2.3-4. Ascent Propulsion Section - Failure Modes 

  

Failure Indication Vehicle Capability 
  

Primary helium isolation 
solenoid valve failed closed. 

Secondary helium isolation 
solenoid valve failed closed. 

Primary downstream pres- 
sure regulator failed open. 

Primary upstream pressure 
regulator failed open. 

Secondary upstream or 
downstream pressure regu- 
lator failed open. 

  

Primary or secondary pair 
of pressure regulators 
failed open. 

Propellant tank leaks. 

  

Fuel or oxidizer filter is 

partially clogged. 

Helium isolation explosive 
valve for tank No. 1 or 2 
failed closed. 

  

  Helium tank No. 1 or 2 leaks.   

ASCENT He REG 1 talkback 

provides barber-pole display. 
Ullage pressure indicated on 
FUEL and OXID PRESS indica- 

tor is slightly below nominal 
value. 

ASCENT He REG 2 talkback 
provides barber-pole display. 

No indication. 

Ullage pressure indicated on 
FUEL and OXID PRESS in- 

dicator is slightly above 
nominal value. 

No indication. 

ASC HI REG caution light goes 
on, FUEL and OXID PRESS 
indicators indicate approxi- 
mately 250 psia. HELIUM 
indicator indicates rapidly de- 
caying pressure. 

    

FUEL or OXID PRESS indicator 
indicates decaying pressure. 
ASC PRESS warning light may 
goon. ASC QTY caution light 
may go on. 

ASC PRESS warning light goes 

on. HELIUM indicator indicates 

decaying pressure. 

Combustion is unstable due to 
improper fuel-oxidizer ratio. 

HELIUM indicator pressure 
indication of effected tank 
does not decrease.   

Failure does not affect vehicle 
capability. 

Failure does not affect vehicle 

capability. 

Failure does not affect vehicle 
capability. 

Failure does not affect vehicle 
capability. 

Failure does not affect vehicle 
capability. 

Some helium ‘and pressure regulator 
redundancy is lost. Helium 
isolation solenoid valve in affected 
leg must be closed immediately to 
minimize helium loss through relief 
valve assemblit 

  

Depending on amount of leakage, 
APS operation is shortened, subse- 
quent APS operation is lost, or 
APS operation is immediately 
curtailed. 

Depending on amount of leakage, 
APS operation is shortened, sub- 
sequent APS operation is lost, or 
APS operation is immediately 
curtailed. 

  

Subsequent APS operation may be 
lost. 

APS operation may be shortened 
due to loss of half of helium 
supply.   

  

2.3.13 ASCENT PROPULSION SECTION PERFORMANCE AND DESIGN DATA, 

The performance and design data for the APS are given in table 2. 3-5, 
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Table 2.3-5. Ascent Propulsion Section - Performance and Design Data 

  

  

Pressurization section 

Helium tank initial filling weight 

Minimum usable helium weight 

Helium tank initial pressure and temperature 

Helium tank volume 

Helium tank maximum operating pressure and 
temperature 

Helium tank proof pressure 

Helium tank burst pressure 

Helium filters 

Absolute filtration 

Nominal filtration 

Helium pressure regulator assemblies 

Primary path outlet pressure 
Upstream regulator 
Downstream regulator 

Secondary path outlet pressure 
Upstream regulator 
Downstream regulator 

Maximum lockup pressure 

Maximum outlet flow rate (each 
regulator path) 

Inlet pressure range 

Nominal helium flow rate 

Quadruple check valve assemblies 

Opening pressure 

Maximum operating inlet pressure 

Maximum pressure drop 

Compatibility explosive valves operating 
pressure range 

Relief valve assembly 

Burst-disk rupture pressure 

Relief valve cracking pressure 

Full-flow pressure 

Reseat pressure (minimum) 

Fully open flow rate (minimum) 

6.5 pounds per tank 

5. 1 pounds per tank 

3,050 psia at +70° F 

3.35 cubic feet 

3,500 psia at +140° F 

4,650 psia at +160° F 

5,250 psia at +160° F 

15 microns 

5 microns 

18424 psia 
19024 psia 

17644 psia 
18244 psia 

208 psia 

5.5 pounds per minute 

400 to 3,500 psia 

1.45 pounds per minute 

2.0 to 2, 88 psid 

270 psia 

4.5 psi at 2.18 pounds per minute 

100 to 270 psia 

226 to 250 psia 

245 psia 

250 psia 

225 psia 

4 pounds per minute 
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Table 2.3-5. Ascent Propulsion Section - Performance and Design Data (cont) 

  

  

    
  

  

Propellant feed section | 

Propellant tanks vt 

Capacity (each tank) 36 cubic feet 

‘Total fuel 2,008 pounds 

Total oxidizer 3,179 pounds 

Ullage volume (minimum) 0.5 cubic foot per tank at +90° F 

Usable fuel 1,937 pounds 

Unusable fuel 71 pounds 

Usable oxidizer 3,087 pounds 

Unusable oxidizer 92 pounds 

Propellant temperature range +50° to +90° F 

Nominal propellant temperature +70° EF 

Nominal ullage pressure 184 psia 

Proof pressure 333 psia 

Burst pressure 375 psia 

Trim-orifice outlet pressure 16544 psia 

Engine assembly 

Propellant filters 

Nominal filtration 175 microns 

Absolute filtration 200 microns 

Fuel flow rate 4.3 pounds per second 

Oxidizer flow rate 7.0 pounds per second 

Propellant injection ratio (oxidizer to fuel) 1.6:1 

Engine thrust 3,500 pounds 

Injector inlet pressure 

Steady-state operation 170 psia I 

Engine start to 90% of rated thrust 0.310 second 

Engine shutdown to 10% of rated thrust 0. 200 second 

Combustion chamber pressure 120 psia 

Nominal propellant temperature at injector inlet +709 F 

Approximate maximum weight 180 pounds I 

Overall length 47 inches 

Nozzle exit diameter 34 inches J 
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2.3.14 ASCENT PROPULSION SECTION OPERATIONAL LIMITATIONS AND RESTRICTIONS. 

The operational limitations and restrictions for the APS are as follows: 

  

e Propellant tank pressure before pressurization must be between 62 and 205 psia. 

i If these limits are exceeded during dynamic loading, structural failure in the pro- 
pellant tanks may result, causing loss of the LM. 

@ Propellant bulk temperature before ascent engine start must be between +50° and 

+90° F, If the temperature limits are exceeded, the engine performance will be 

degraded. 

e Before ascent engine starts (except FITH with DPS burn), the RCS +X-axis 
thrusters must be fired to establish proper propellant tank ullage, to settle the 
propellants under weightless conditions, and to prevent helium from entering the 
RCS interconnect lines. Unsettled or insufficiently settled propellants may result 
in rough or erratic starts that could lead to engine failure. 

e During a manned burn only, it is desirable that the ascent engine be shut down be- 
fore the propellants are depleted to within 10 seconds of burn time remaining. 
Engine operation can be erratic during propellant depletion. 

e@ The APS must not remain pressurized longer than 24 hours before anticipated 
termination of use. If this limit is exceeded, the pressure regulator assemblies 
will exceed their qualified propellant exposure time. 

e In the blow-down mode, it is not desirable that the ascent engine be operated when 
chamber pressure has decayed to less than 112 psia. Ata pressure of less than 
112 psia, firing should be terminated unless engine operation is critical to mission 
success. 

2.3.15 ASCENT PROPULSION SECTION TELEMETRY MEASUREMENTS, 

The APS telemetry data are given in table 2.3-6. '(R)" in the "Telemetry Range" column 
signifies a real-time telemetry measurement. Real-time telemetry points are shown in figure 2. 3-18. 

Table 2. 3-6. Ascent Propulsion Section - Telemetry Measurements 

  

  

      

‘Telemetry Range Crew 
Code Description (Nominal) Display Range Display | 

GPO0001P. Helium tank No. 1 pressure 0 to 4, 000 psia 1. 0 to 4,000 psia 1, HELIUM indicator 

(8, 250 psia) (R) 2. <2,773 psia 2. ASC PRESS 
before pres- warning light 
surization 

Gpo00zP | Helium tank No. 2 pressure | 0 to 4,000 psia 1. 0 to 4,000 psia | 1. HELIUM indicator 
(3,250 psia) (R) 2, <2,773 psia 2. ASC PRESS 

before pres- warning light 
surization 

Gp0018P | Regulator outlet manifold 0 to 300 psia None 
pressure (195 psia) (R)     
  

—_— 
4 MAIN PROPULSION SUBSYSTEM 

Page_ 2.3-48 Mission LM __ Basic Date_15 December 1968 Change Date__15 June 1969



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

  

  

              

  

Table 2.3-6. Ascent Propulsion Section ~ Telemetry Measurements (cont) 

Telemetry Range Crew 
Code Description (Nominal) Display Range Display 

GP0025P | Regulator outlet manifold 0 to 300 psia < 219.5 psia ASC HI REG 
pressure (195 psia) (R) caution light 

GP0201T | Helium tank No. 1 tem- -200° to +200° F -200° to +200° F HELIUM indicator 
perature (70° F) ®) 

GP0202T | Helium tank No. 2 tem- -200° to +200° F -200° to +200° F HELIUM indicator 
perature (70° F) (R) 

GP0318X | Helium primary path Contact closure (R) ASCENT He REG 1 
solenoid valve closed talkback 

GP0320X | Helium secondary path Contact closure (R) ASCENT He REG 2 
solenoid valve closed talkback 

GP0718T | Fuel tank fuel bulk tem- 420° to +120° F +40° to +100° F FUEL TEMP 
perature (+70° F) (R) indicator 

GP0908x | Fuel tank fuel level low Contact closure (R) 10 seconds burn ASC QTY caution 
time light 

GP1218T | Oxidizer tank oxidizer +20° to +120° F +40° to +100° F OXID TEMP 
bulk temperature (+709 F) (R) indicator 

GP1408x | Oxidizer tank oxidizer Contact closure (R) 10 seconds burn ASC QTY caution 
level low time light 

GP1501P | Fuel isolation valve inlet 0 to 250 psia <119.8 psia ASC PRESS 
pressure (165 psia) @) warning light 

GP1503P | Oxidizer isolation valve 0 to 250 psia <119.8 psia ASC PRESS 
inlet pressure (165 psia) (R) warning light 

GP2010P | Thrust chamber pressure 0 to 150 psia None 
(110 psia) (R) 

Gp2997U | Isolation and bipropellant Contact closure (R) None 
valves A A position 
(Composite of GP1801X - 
Isolation valves A not open, 
GP1805X - Bipropellant 
valves A not open, 
GP1811X - Isolation 
valves A not closed, 
GP1813X ~ Bipropellant 
valves A not closed) 
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Table 2.3-6. Ascent Propulsion Section - Telemetry Measurements (cont) 

  

  

Telemetry Range Crew Code Description (Nominal) Display Range Display 

GP2998U | Isolation and bipropellant Contact closure (R) None 
valves B A position 
(Composite of GP1802X - 
Isolation valves B not open, 
GP1806X ~ Bipropellant 
valves B not open, 
GP1812X -~ Isolation valves 
B not closed, GP1814X - 

Bipropellant valves B 
not closed) 
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INTRODUCTION, 

The Reaction Control Subsystem (RCS) stabilizes the LM during descent, helps to maintain 
the desired trajectory during ascent, and controls LM attitude and translation about, or along, all axes 
during hover, rendezvous, and docking maneuvers, It also provides acceleration for propellant settling 

Attitude and translation are controlled with 16 RCS thrust 
chamber assemblies (TCA's), which are fed by the RCS propellant supplies or by propellants from the 
ascent propulsion section (APS) of the Main Propulsion Subsystem (MPS). The 16 TCA's are arranged 
in clusters of four, mounted on four outriggers that are equally spaced around the LM ascent stage. In 
each cluster, two TCA's are mounted parallel to the LM X-axis, facing in opposite directions; the other 

two are spaced 90° apart, in a plane normal to the X-axis and parallel to the Y-axis and Z-axis. (See 
figure 2.4-1.) Four plume deflectors are attached to the descent stage, extending upward to the nozzle 
of each downward-firing TCA. These deflectors are shields that prevent the downward exhaust plume 
from damaging the LM structure. 

eight TCA's (two in each cluster), The arrangement of the TCA's is such that either system, func- 

The RCS consists of two parallel, independent systems (A and B), which, under normal 
conditions, function simultaneously. Each system has its own pressurized propellant supply that feeds 

tioning alone, can provide complete control in all axes, with some translation effects, Moreover, if the 
propellant supply of one system is depleted or fails, a crossfeed capability permits routing propellants 
from the operative system to all 16 TCA's, 

pressure, enters the propellant tanks and forces the fuel and oxidizer to the TCA's. Here, the 

MAIN SHUTOFF HELIUM-PRESSURE- THRUSTER VALVES TANK REGULATING PACKAGE ISOLATION 
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Fuel and oxidizer are loaded into bladders within the propellant tanks and into the manifold 
plumbing that extends from the tanks through the normally open main shutoff valves and isolation valves 
up to the TCA solenoid valves. Before separation of the LM from the CSM, the TCA's are heated to 
their operating temperature and the explosive valves are fired. Gaseous helium, reduced to a working 
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propellants are blocked by normally closed fuel and oxidizer valve assemblies until a thruster-on 
command is issued. As the selected TCA receives a thruster-on command, its fuel and oxidizer valve 
assemblies open to route the propellants through the TCA injector into the combustion chambers, 
where they impinge and ignite. Malfunctioning pairs of TCA's or a malfunctioning system can be iso- 
lated and made inoperative by manually closing switches on the REACTION CONTROL portion of 
panel 2. Each switch is connected to a fuel and an oxidizer valve so that the fuel and oxidizer supply is 
shut off simultaneously. Talkbacks on panel 2 indicate the status of the RCS valves. 

2.4.2 SUBSYSTEM INTERFACES. (See figure 2. 4-2.) 

Transducer and valve position indicator switch outputs that originate in the RCS are proc- 
essed by the Instrumentation Subsystem (IS). The operational measurements that are monitored 
throughout the mission are transmitted via the Communications Subsystem (CS) to MSFN.. The IS also 
processes RCS caution and warning signals. The RCS propellant tanks are pressurized immediately 
before separation of the LM from the CSM, by firing of explosive valves by the Explosive Devices 

Subsystem (EDS). Interconnect plumbing between the TCA feed lines and the APS propellant tanks 
permits the RCS to use APS propellants during certain phases of the mission, thereby conserving the 
RCS supply. The RCS receives 28-volt d-c primary power through the Commander's and LM Pilot's 
buses of the Electrical Power Subsystem (EPS). 

The Guidance, Navigation, and Control Subsystem (GN&CS) provides commands that select 
and fire TCA's for durations ranging from a pulse of less than 1 second to steady-state operation. The 
TCA's can be operated in an automatic mode, an attitude hold mode, or a manual override mode. RCS 
operation can be controlled by the primary guidance and navigation section (PGNS) or by the abort 
guidance section (AGS). A detailed description of RCS operation by the GN&CS is given in paragraph 
2.2.3.7. The control circuitry is shown in figure 2, 2-39, 

Normally, translation and attitude are controlled by the PGNS in the automatic mode, in 
which all navigation, guidance, stabilization, and steering functions are controlled by the LM guidance 
computer (LGC). Under AGS control, the abort electronics assembly (AEA) and the attitude and transla- 
tion control assembly (ATCA) take the place of the LGC. 

The attitude hold mode provides semiautomatic operation. In this mode, either astronaut 

can manually determine attitude changes by displacing his attitude controller assembly (ACA), and 
three-axis translation changes by displacing his thrust/translation controller assembly (TTCA). When 
the ACA is displaced, an impulse proportional to the amount of displacement is routed to the LGC. The 
LGC uses this impulse to perform steering calculations and to generate a thruster-on command. The 
thruster-on command is routed to appropriate jet drivers in the ATCA, firing selected TCA's. A display 
and keyboard {(DSKY) input to the LGC determines whether the LGC commands an angular rate change 

proportional to ACA displacement, or a minimum impulse for each ACA displacement. When the ACA 
is returned to the detent position, the LGC sends a command to hold the attitude. For translation, 
displacement of the TTCA sends a discrete to the LGC, which sends a thruster-on command to selected 
TCA's. When the TTCA is returned to neutral, the TCA's are turned off. 

In the attitude hold mode, under AGS control, the AEA generates attitude errors that are 
summed, in the ATCA, with proportional rate commands from the ACA and a rate-damping signal from 
the rate gyro assembly (RGA). The ATCA then performs the steering calculations and generates the 
thruster on and off commands.’ Two or four X-axis TCA's for translation maneuvers and a manual 
override for attitude control in each axis (2-jet direct) can be selected. The four upward-firing TCA's 
can be inhibited to conserve RCS propellants during the ascent engine thrust phase, 

The manual override mode, under PGNS or AGS control, overrides the automatic mode. 
The four-jet hardover command from. the ACA is a manual override command, which is applied directly 
to the TCA's, The hardover output fires four TCA's simultaneously. 

For MPS propellant-settling maneuvers, two or four downward-firing TCA's can be se- 
lected. Under PGNS control, the selection is manually keyed into the DSKY for routing to the LGC. 
Under AGS control, the selection:is made by setting the X TRANSL switch (panel 1) to the 2. JETS or 

4 JETS position, Under manwal control, pressing the +X TRANSL pushbutton (panel 5) provides a 
command to operate the four downward-firing TCA's, which continue firing until the pushbutton is 
released, Firing two TCA's conserves RCS propellants; however, it requires a longer firing time to 
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“settle the MPS propellants. Before staging, firing of four TCA's may be necessary because thermal 
impingement on the descent stage skin limits operating time for the downward-firing TCA's to 15 sec- . 
onds. 

2.4.3 FUNCTIONAL DESCRIPTION. (See figure 2. 4-3.) 

. Functionally, each RCS system (A or B) can be subdivided into a helium pressurization 
section, a propellant section, a propellant quantity measuring device, and eight TCA's. All RCS com- 
ponents are located in the ascent stage. Because RCS systems A and B are identical, only one system RCS 

— is described, 

2.4.3.1 Helium Pressurization Section, 

Approximately 1 pound of gaseous helium, at a nominal pressure of 3,050 psia at +70° F, is 
stored in the helium tank, Flow from the tank separates into two parallel paths. Each flow path contains 
a normally closed explosive valve that isolates the helium tank from the downstream components before 
RCS pressurization. A sensor (part of the propellant quantity measuring device) in the helium tank 
senses the pressure-temperature ratio of the helium, The sensor output is conditioned and routed to 
the A or B QUANTITY indicator (panel 2), which indicates the combined (fuel and oxidizer) percentage 
of propellants remaining. A pressure transducer at the outlet port of the helium tank monitors the 
helium pressure, It supplies a signal to the PRESS indicator (panel 2) when the TEMP/PRESS MON 
selector switch (panel 2) is set to He. (When the switch is set to He, the X10 light of the PRESS indicator 
goes on to indicate that the values displayed must be multiplied by 10.) The pressure transducer also 
supplies a signal that causes the RCS caution light (panel 2) to go on, when helium pressure at the tank 
outlet port drops below 1,700 psia. When a caution or warning light goes on, a signal is routed from the 
caution and warning electronics assembly (CWEA) in the IS to light the MASTER ALARM pushbutton/ 
lights (panels 1 and 2) and to provide a 3-kc tone in the astronaut headsets. Pressing either MASTER 
ALARM pushbutton/light turns off both lights and terminates the tone, but has no effect on the caution or 
warning light. 

   ~— When the MASTER ARM switch (panel 8) is set to ON and the RCS He PRESS switch is set 
to FIRE, the explosive valves open simultaneously to pressurize the RCS. Because of the redundant 
paths, failure of one explosive valve does not affect pressurization of the propellant tanks. Downstream 
of the explosive valves, the two flow paths merge and the helium flows through a filter that prevents 
contamination of downstream components by trapping debris generated by firing the cartridges in the 
explosive valves, A restrictor orifice, downstream of the filter, dampens the initial helium surge, 
thereby minimizing the possibility of rupturing the burst disk in the downstream pressure relief valve 
assemblies, 

Downstream of the restrictor, the flow path contains two series-connected pressure 
regulators. The primary (upstream) regulator is set to reduce pressure to approximately 181 psia. 
The secondary (downstream) regulator is set for a slightly higher output (approximately 185 psia). In 
normal operation, the primary regulator provides proper propellant tank pressurization, A pressure 
transducer senses the pressure at the output of the regulators and provides an input to the PRESS 
indicator via the TEMP/PRESS MON selector switch (PRPLNT position). If one regulator fails closed, 
or if both regulators fail open, the downstream pressure decreases or increases beyond acceptable 
limits (minimum pressure of 165 psia; maximum pressure of 218.8 psia) and the RCS A REG or RCSB tf 
REG warning light (panel 1) goes on. (If the main propellant shutoff valves are closed, this warning 
light is inhibited and does not go on, regardless of the pressure at the helium regulator manifold.) 
Downstream of the pressure regulators, a helium manifold divides the flow into two paths: one leads to 
the oxidizer tank; the other, to the fuel tank. Each flow path has quadruple check valves in a series- 
parallel arrangement to prevent backflow of propellant vapors into the helium manifold if seepage occurs 
in the propellant tank bladders, The helium flows through the check valves into the propellant tanks. 
A relief valve assembly at the inlet port of each propellant tank protects the propellant tank against 
overpressurization, If pressure in the helium lines exceeds 220 psia, a burst disk in the relief valve 
assembly ruptures. When the pressure reaches 232 psia, helium is vented overboard through the relief 
valve vent port, When the pressure drops below 212 psia, the relief valve closes, permitting normal 
system operation, 
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* 2.4.3.2 Propellant Section, 

Each RCS system has an oxidizer tank and a fuel tank, -The propellant is in a bladder inside 

the tank. Helium enters the void between the bladder and.the tank wall and acts upon the bladder to 

provide positive propellant expulsion at all times. A temperature transducer at the fuel tank senses fuel 

temperature, and supplies a signal to the TEMP indicator (panel 2) when the TEMP/PRESS MON selector 

switch is set to PRPLNT. Because fuel and oxidizer temperatures are identical under normal condi- 

tions, the TEMP indicator displays fuel temperature as propellant temperature, 

From the tank bladder, the propellants flow through the normally open main shutoff valves 

into separate manifolds that lead to the TCA's, If a malfunction occurs upstream of the main shutoff 

valves or if propellants of one system are depleted, setting the MAIN SOV switch (panel 2) to CLOSE 
closes both main shutoff valves in the system simultaneously and isolates the system's propellant tanks 

from its TCA's, ‘The MAIN SOV talkback provides a gray display when either or both valves are open, 

a barber-pole display when both valves are closed. After the propellant supply of a system is shut off, 

the crossfeed valves between the system A and B manifolds can be opened to enable operation of all 

CA's, but using propellants from only one system. This is accomplished by setting the CRSFD switch 
(panel 2) to OPEN. When either or both crossfeed valves (fuel and oxidizer) are closed, the CRSFD 
talkback provides a barber-pole display. When the valves are open, the talkback is gray, 

During ascent engine thrusting, APS propellants may be used by the RCS (within the oper- 
ational limitations and restrictions listed in paragraph 2.4.7). Fuel and oxidizer from the APS enter 

the RCS at the interconnéct ports and flow through a filter that prevents contamination of the RCS 

components. Downstream of the filters, the propellant lines divide so that a separate fuel and oxidizer 

line interconnects with the RCS system A and system B propellant lines, Normally, the interconnect 
lines are blocked by the ascent feed interconnect valves, which prevent APS propellants from entering 

the RCS. The valves 'can be opened in fuel-oxidizer pairs to interconnect the APS with RCS system A or 
B, or systems A'and B simultaneously. The redundant arrangement of these valves (figure 2. 4-4) 

prevents APS fuel or oxidizer from inadvertently entering the RCS. Normally, the secondary (upstream) 
valve in each ascent interconnect line is closed and the primary (downstream) valve is open.. The ASC 

FUEL and ASC OXID talkbacks provide a barber-pole display when either or both valves are closed. 

When both valves in the line are open (by use of ASC FEED 1 and ASC FEED 2 switches on panel 2), the 

talkbacks provide a gray display. 

Each system manifold feeds propellants to eight TCA's, two in each cluster. The thruster 

pair isolation valves normally remain open during RCS operation. They can be closed to isolate 

malfunctioning or damaged TCA's, The valves are controlled in pairs (fuel and oxidizer) by the QUAD 

switches (panel 2), Each QUAD switch provides or terminates fuel and oxidizer flow to a pair of like 

system TCA's in one cluster, A microswitch in each QUAD switch sends an inhibit signal to the LGC 

when the QUAD switch is set to CLOSE. This prevents automatic thruster-on commands to be issued to 

TCA's whose propellant supply has been shut off. When both isolation valves (fuel and oxidizer) are 
closed, the QUAD talkback for the specific thruster pair provides a barber-pole display. When either 

or both valves of a pair are open, the talkback is gray. A filter upstream of each isolation valve pre- 

vents contaminants from entering the TCA's. 

2.4.3.3 Propellant Quantity Measuring Device. (See figure 2. 4-5.) 

The propellant quantity measuring device (PQMD) measures the total quantity of propellants 

(sum of fuel and oxidizer) in the fuel and oxidizer tanks, The analog voltage output of the PQMD is fed to 

the QUANTITY indicator and is displayed on the A and B scales (one for each,RCS system) as percentage 
of propellant remaining in the tanks. 

The PQMD measures the quantity of propellant by first sensing the pressure/temperature 

ratio of the gas in the helium tank. This ratio is directly proportional to the mass of the gas. An analog 
computer then subtracts this mass from the total helium mass in the system, to obtain the helium mass 
in the propellant tanks. This value is used to compute the volume of gas in the ullage of the propellant 

tanks. Finally, the volume of the gas in the propellant tanks is subtracted from the total tank volume to 
obtain the total quantity of propellant remaining in the tanks. ‘The QUANTITY indicator reading before 
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the explosive helium isolation valve exceeds 100%, so that after the valve is opened and the helium in the helium tank becomes less dense, the indicated quantity is 100%. During periods of inten- sive TCA firing, when the RCS propellants are consumed at a very high rate, the QUANTITY indicator displays a minus error of 5% to 10% for several minutes, 

The input device of the PQMD is a Wheatstone bridge that senses pressure/temperature (P/T) ratio, The bridge is energized by a bridge amplifier in the analog computer, The analog com- puter contains a power supply, three amplifiers, and three internal system-calibrating adjustments. a, The output voltage of the P/T sensor is applied to the preamplifier. The amplified signal is fed to the output amplifier, which sums this signal with an input reference voltage and provides an analog output (0 to 5 volts) to the QUANTITY indicator. The power supply receives an input voltage from the RCS SYS B: PQGS DISP circuit breaker (panel 16). 
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2.4.3.4 Thrust Chamber Assemblies, (See figure 2. 4-6.) 

The TCA clusters are enclosed in thermal shields, with the TCA combustion chamber out- 
board of the second rib and the nozzle protruding from the shield. The thermal shields aid in maintaining 
a temperature-controlled environment for the propellant lines from the ascent stage to the TCA's, 
minimize heat loss, and reflect radiated engine heat and solar heat. 

Each TCA contains an oxidizer solenoid valve and a fuel solenoid valve, which, when open, 
pass propellant through an injector into the combustion chamber, where ignition occurs, Each solenoid 
valve contains a primary (automatic) coil and a secondary (direct) coil, either of which, when energized, 
opens the valve. Primary power (28 volts) is applied to the TCA primary coils via the RCS SYS A and 

RCS SYS B: QUAD TCA circuit breakers (panels 11 and 16, respectively). (See figure 2.4-7.) Each 
circuit breaker controls power to the primary coils of two TCA's in each quad. In the automatic mode, 
the on and off commands are applied to the primary coils of the TCA's. When a manual override com- 
mand (such as attitude hardover or +X-translation) is issued, the command is applied directly to the 
secondary coils of the TCA's. 

For attitude control, the duration of TCA firing ranges from a pulse to steady-state opera- 
tion. The pulse mode is used for small attitude changes in the selected axis. In this mode, TCA 
operation lasts for less than 1 second: the minimum pulse for TCA firing (at 21 volts) is 13 milliseconds. 
In the steady-state mode, operation lasts for 1 second or longer. For a short-duration pulse (figure 
2,4-8), engine thrust is just beginning to rise when the shutdown command is given, and only a very 
small amount of propellant is injected into the combustion chamber. Under these conditions of minimum 
impulse, the full 100 pounds of thrust cannot be achieved and TCA operation is comparatively inefficient. 
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Figure 2.4-8, TCA Firing - Thrust Versus Time 

If the pressure regulator in the helium pressurization section fails closed, TCA operation ft 

continues briefly, until helium pressure drops below the acceptable limit and propellants are no longer 
injected into the TCA combustion chamber. If both pressure regulators fail open, the relief valves in 
the pressurization section vent the helium overboard; however, TCA operation continues until near- 
depletion of the helium. In either type of pressurization failure, use of the eight TCA's of the affected 
system is lost until the main shutoff valves are closed and the crossfeed valves are opened to allow the 

operative system to supply propellants to the TCA's of the malfunctioning system. 

Initial combustion occurs in a preigniter cup which raises the main combustion chamber 

pressure for satisfactory TCA ignition. Fuel and oxidizer pass through preigniter tubes to their re- 
spective preigniter injection orifices. The fuel is sprayed into the preigniter cup; the oxidizer is 
ejected and impinges with the fuel, causing spontaneous ignition and establishing combustion in the 
preigniter cup. The main fuel flow is routed through four equally spaced holes in the side of the pre- 
igniter tube, to a chamber that channels the fuel to an annulus. The annulus routes fuel to three 

concentric fuel rings. Fuel is sprayed from eight orifices in the outermost ring onto the combustion 

chamber wall, where it forms a boundary layer for cooling. The intermediate middle ring has eight 
orifices that spray fuel onto the outer wall of the preigniter cup. This fuel cools the preigniter cup 
before it vaporizes. Eight primary fuel orifices of the middle ring eject fuel to mix with the oxidizer. 

The main oxidizer flow is routed through four equally spaced holes in the side of the oxidizer preigniter 
tube, toa chamber that supplies the eight primary oxidizer orifices of the innermost ring. The eight 
primary oxidizer orifices and eight primary fuel orifices are arranged in doublets, at angles to each 

other, so that the emerging propellant streams impinge. Due to the hydraulic delay built into the injector, 

ignition at these eight doublets occurs approximately 4 milliseconds later than ignition inside the pre- 
igniter cup. 
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REACTION CONTROL SUBSYSTEM 

Mission LM Basic Date _15 December 1968 Change Date_15 September 1969 Page _2.4-15



  

LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

When the thruster-off command is given, the primary or secondary coils become deener- 

gized, releasing the armature poppets. Spring and propellant pressure return the armature poppet of 

each valve to its seat, shutting off propellant flow into the injector. Propellant trapped in the injector is 
ejected and burned for a short time, while thrust decays to zero pounds. 

2.4.3.4,1 Thrust Chamber Assembly Failure-Detection System. (See figure 2. 4-7.) 

The failure-detection system can detect thruster-on or thruster-off failures when the RCS 
is under PGNS or AGS control, A thruster-on or a thruster-off failure produces the same indication in 

that it causes the RCS TCA warning light (panel 1) to go on and the QUAD talkback associated with the 
failed TCA to provide a red display. Setting the QUAD switch to CLOSE isolates the malfunctioning TCA, 
causing the QUAD talkback to change to a barber-pole display and the RCS TCA warning light to go off, 
A microswitch in the QUAD switch applies an inhibit signal to the LGC to prevent the valves of the mal- 

functioning TCA from being cycled. 

Thruster-On Failures. A thruster-on failure is defined as a TCA thrusting condition without an on 

command from the GN&CS. If a thruster-on failure occurs, opposing TCA's fire when it becomes 
necessary to nullify the effect of the failed-on TCA, For example, if TCA A4D fails on, TCA's A2D and 
B4U receive on commands. A tabulation of opposing TCA's is given in figure 2. 4-9. 

All thruster-on commands are routed through the CWEA which detects the presence of opposing command 

signals, The commands, from the jet drivers, to turn on particular TCA's are routed to the thruster 
failure-detection system, where they are applied simultaneously to two AND gates in each failure- 
detection circuit, When a thruster-on command (command A4D, figure 2. 4-7) the opposing thruster-on 
commands (commands B4U and A2D) are applied simultaneously to the AND gates, the result is an 
on-failure signal that is applied to the flip-flop via the OR gate. Setting the flip-flop causes the RCS 
TCA warning light to go on and the respective QUAD talkback to provide a red (TCA failure) display. 
Setting the related QUAD switch (SYSTEM A: QUAD 4) to CLOSE applies a reset signal to the flip-flop 

and counter, turning off the RCS TCA warning light. 

Thruster-Off Failures, A thruster-off failure is defined as a nonthrusting condition with an on command 
from its jet driver. With an on command to TCA A4D (figure 2, 4-8), and the absence of a response from 

the pressure switch in the TCA, an off-failure signal is initiated at the AND gate. The TCA pressure 
switch closes by the time a maximum pressure of 10.5 psia is sensed in the combustion chamber; it 
opens by the time pressure has decayed to a minimum of 3 psia. If the jet driver signal from the AND 

gate lasts longer than 80 milliseconds, it is inverted and applied to the set side of the flip-flop via the 

OR gate. Asa result, the RCS TCA warning light and the respective QUAD talkback provide a failure 
indication. Under normal operating conditions, the TCA's may not respond to all individual on com- 
mands, if these commands (pulses) are of short duration (less than 80 milliseconds). Pulse skipping is 
not critical until a number of consecutive short pulses are skipped. When six short pulses have not 

produced a thruster-on response, the seventh consecutive pulse, regardless of duration or whether it 

produces TCA firing or not, will cause the counter to generate a failure output. The counter output sets 
the flip-flop via the OR gate, causing the RCS TCA warning light and the respective QUAD switch to 

provide a failure indication, 

2.4.3.4.2 Heaters, 

Thirty-two heaters are used to heat the 16 TCA's; two of the heaters are attached to each 

TCA flange. The heaters are fed by a 28-volt d-c input; each heater consumes 17.5 watts at 24 volts. 

One heater of each TCA receives power from the SYS A/B-1 circuit breaker of its respective cluster; 

the other heater, from the SYS A/B-2 circuit breaker. In effect, two redundant, independently operating 
heating systems are used to heat each TCA cluster. The heaters normally operate in an automatic mode, 
in which redundant thermal switches (two connected in parallel for each heater) sense the TCA injector 
head temperature and turn the heaters on and off, as required, to maintain TCA temperature within the 
required range. The primary thermal switches are set to maintain TCA temperature at +140°+8° F; the 
redundant thermal switches are set for +147°17° F. A 2° deadband permits the temperature to drop 2° 
below the turn-on temperature. 
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are set to AUTO to cycle the heaters on and off to maintain the desired temperature. 

to OFF, the circuit is interrupted and the heaters in the particular cluster are off. 
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Figure 2. 4-9. 

+X-AXIS 

   
Reaction Control Subsystem - Thruster-On Failure Correction 

Aa00u4 147 

The heaters of system A/B-1 are connected directly to their circuit breakers and cycle on 

and off, as required, unless the appropriate circuit breaker (HEATERS RCS SYS A/B-1: QUAD circuit 
breakers on panel 11) is opened. The heaters of system A/B-2 are connected to their circuit breakers 

(HEATERS: RCS SYS A/B-2 QUAD circuit breakers on panel 16) through four three-position switches 

(one for each cluster), Normally, these switches (RCS SYS A/B-2 QUAD 1 through QUAD 4 on panel 3) 
With the switch set 

With the switch set 

to MAN, the thermal switches are bypassed and the heaters remain on regardless of the temperature. 

temperature transducers, one for each quad. 

The astronauts can determine the temperature of each cluster by using the TEMP MONITOR | 

selector switch and TEMP indicator (panel 3). The inputs to the TEMP indicator originate at four 

The heaters of the off-temperature cluster can be dis- 

connected from the electrical power supply by opening the appropriate heater QUAD circuit breaker. 
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2.4.4 MAJOR COMPONENT/ FUNCTIONAL DESCRIPTION. 

2.4.4.1 Explosive Valves. 

The explosive valves are single-cartridge-actuated, normally closed valves. Setting the 
MASTER ARM switch (panel 8) to ON and momentarily holding the RCS He PRESS switch to FIRE com- 
pletes the circuit between the explosive-valve cartridge and the EDS buses. A cartridge is fired by 
applying power to the initiator bridgewire for a few milliseconds. The resultant heat fires the initiator, 
generating gases in the valve explosion chamber at an extremely high rate. The gases drive the valve 
piston into the valve housing to open the valve by shearing a closure disk and aligning the piston port 
permanently with the pressure line plumbing. 

2.4.4.2 Helium Pressure Regulator Assembly, (See figure 2. 4-10.) 

The helium pressure regulator assembly consists of two individual pressure regulator units 
connected in series. Both regulator units function in the same manner, however, the downstream regu- 
lator is set to produce a higher outlet pressure so that it becomes a secondary unit that will only be in 
control if the upstream regulator (primary unit) fails open. 

Each pressure regulator unit consists of a direct-sensing main stage and a pilot stage. The 
valve in the main stage is controlled by the valve in the pilot stage, which senses small changes in the 
outlet pressure (Pr) and converts these changes to proportionally larger changes in control pressure 
(Pc). The main stage valve poppet is positioned for varying flow demands by changes in control pressure 
acting on the main stage piston, 

During normal RCS operation, the helium flow rate through the regulator assembly is 
relatively low. Consequently, the main stage valve poppet remains closed. The pilot stage valve poppet 
is held open by the pilot stage spring, permitting helium to flow into the regulator outlet line through a 
fixed orifice in the main stage piston. The outlet pressure, sensed by the pilot stage bellows, acts 
against the force of the pilot stage spring to maintain the regulator output at a constant preset pressure. 
The flow limiter at the regulator assembly outlet port restricts maximum flow through the regulator 
assembly so that the propellant tanks are protected if both regulator units fail open. The filter at the 
regulator assembly inlet prevents particles, which could cause excessive leakage at lockup, from reaching 
the valve seats, 

2.4.4.3 Relief Valve Assemblies, (See figure 2.4-11.) 

Each helium pressurization line leading to the propellant tanks has a relief valve assembly 
that consists of a burst disk, a relief section, and a vent. The burst disk ensures against helium loss 
while the system is under normal operating pressure; it protects the propellant tanks against overpres- 
surization by rupturing if the pressure reaches approximately 220 psi. During normal operation (burst 
disk is intact), the vent is open. This creates a vent path that prevents pressure buildup in the relief 
section in case of a slight burst disk leak, If the leakage pressure builds up to 150 psi, the action of the 
vent spring is overcome and the vent poppet closes. When line pressure in the system exceeds approxi- 
mately 220 psi, the pressure forces the belleville spring to snap over, causing the burst disk to hit the 
punch, This results in a nonfragmentation-type rupture, After the burst disk is ruptured (or after the 
vent poppet closes), the helium pressure acts against the relief poppet, which cracks at approximately 
232 psi. The relief poppet reseats at approximately 212 psi. The vent poppet reopens when the relief 
section pressure has dropped to approximately 20 psi. The filter upstream of the relief section prevents 
particles from lodging in the relief poppet seat. 

2.4.4.4 Fuel and Oxidizer Tanks. (See figure 2, 4-12.) 

The propellants are stored in cylindrical titanium-alloy tanks with hemispherical ends. 
The propellant is in a Teflon bladder, which is chemically inert and resistant to the corrosive action of 
the propellants, The bladder is supported by a standpipe running lengthwise in the tank. The propellant 
is fed into the tank from a fill point accessible from the exterior of the LM. A bleed line that extends 
up through the standpipe draws off gases trapped in the bladder. Helium flows between the bladder and 

I the tank wall and acts upon the bladder to provide positive propellant expulsion. 
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Figure 2.4-10. Helium Pressure Regulator Assembly 
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Figure 2.4-11. Relief Valve Assembly 
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Figure 2.4-12. Propellant Tank Assembly 

2.4.4.5 Thrust Chamber Assembly. (See figure 2. 4-6.) 

2.4.4.5.1 Fuel and Oxidizer Valve Assemblies, 

The fuel valve assembly and oxidizer valve assembly are normally closed, two-coil, 
solenoid valves. Each valve consists of a spool assembly, spring, armature, and seat assembly. A 
filter at the inlet of each valve provides final filtration of the propellants before they reach the injector. 
The fuel and oxidizer valve assemblies are identical, except for the seat assemblies and spool assem- 
blies, The exit diameter of the metal seat of the oxidizer valve assembly is larger than that of the fuel 

valve seat, The fuel valve spool assembly gives a faster armature response than the oxidizer valve spool 
assembly, resulting in a nominal electrical fuel lead of 2 milliseconds. 

The seat assembly retains the spring and armature in the cavity of the spool assembly. The 
load maintains constant pressure on the armature, forcing the armature's poppet-type head into the 
angled seat to form an integral seal. A passage in the armature permits propellant to enter the seat-area 
cavity. The spool assembly consists of a concentric metal body with a three-hole mounting flange; it 
contains two independent coils (primary and secondary) wound on a magnetic core. 

2.4.4.5.2 Injector Head Assembly. 

The injector head assembly provides support for the fuel and oxidizer valve assemblies, the 
mounting flange for the combustion chamber seal and combustion chamber, the fuel passages to the fuel 
annulus, the pressure pickup tap for measuring combustion chamber pressure, and a propellant impinge- 

ment arrangement (eight-on-eight doublets with unlike impingement) for mixing propellants. The injector 
head assembly consists of an injector head housing, injector insulator, injector insert, and preigniter 
inserts (fuel and oxidizer). The injector insulator provides thermal insulation between the fuel and oxi- 
dizer valves and the injector head housing. The injector head assembly has four concentric rings of equally 
spaced holes on its face, and a preigniter cup. 

2.4.4.5.3 | Combustion Chamber and Extension Nozzle. 

The combustion chamber consists of a coated molybdenum combustor. The extension 
nozzle is fabricated from L 605 cobalt base alloy; eight stiffening rings are machined around its outer 
surface. The combustion chamber and expansion nozzle are joined together by a large coupling nut and 
lockring, The combustion chamber is mounted on the injector head assembly, with an attach ring as- 
sembly and bolts. 
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FAILURE MODES. 

The RCS failure modes and the effect on mission capability are given in table 2. 4-1. The 
propellant latching solenoid valves can fail in the open or closed position; they are more likely to fail in 
their normal operating position. 

Table 2.4-1. 

When a TCA pair cannot be fired because of a failure, a subsequent 
selective TCA failure could result in inability to stabilize the vehicle. 

Reaction Control Subsystem - Failure Modes 

  

Failure Indication Vehicle Capability 
  

failed 

open. 

valve( 

Relief 

  

Explosive valve(s) 
closed. 

Regulator(s) failed 

Quadruple check 
s) failed open. 

valve burst 
disk is blown and 

  

If one valve fails in system, there is no indi- 
cation. 

If both valves fail, PRESS indicator does not 
show increase in pressure over previous in- 
dication, with TEMP/PRESS MON selector 
switch set to PRPLNT. 

If one regulator in system fails, PRESS 
indicator might indicate slight increase in 
pressure, with TEMP/PRESS MON switch 
set to PRPLNT. 

If both regulators of system fail open, RCS A 
REG (or RCS B REG) warning light goes on. 
PRESS indicator indicates pressure above 
218 psia, with TEMP/PRESS MON selector 
switch set to PRPLNT. RCS caution light 
will go on when helium tank pressure drops 
below 1, 700 psia. 

If one check valve fails, there is no indica- 
tion. 

if all check valves (two in series on fuel side 
and two in series on oxidizer side) fail in 
system, hypergolic action could take place in 
the helium manifold. It is improbable that this 
would happen. 

PRESS indicator indicates rapid decrease in 
pressure, with TEMP/PRESS MON selector 

  

Failure of one valve in system A 
or B does not affect vehicle 
capability. 

system A or B cannot be pressur- 
ized. However, functioning system 
can supply propellants to inoperative 
system if crossfeed valves are 
opened. Vehicle capability is affected 
due to reduced propellant supply. 

Failure of one regulator in system 
A or B does not affect vehicle 
capability. (System A or B functions 
with relief pressure until depletion 
of helium supply.) 

System A or B is inoperative. 
However, functioning system can 
supply propellants to inoperative 
system if crossfeed valves are 
opened. Vehicle capability is af- 
fected due to reduced propellant 
supply. 

  

Failure of one check valve in 
system A or B does not affect 
vehicle capability. 

System A or B is inoperative. 
However, functioning system can 

  

  

    

  

relief valve failed switch set to He, RCS caution light will go supply propellants to inoperative 
open. on when helium tank pressure drops below system if crossfeed valves are 

1, 700 psia. opened. Vehicle capability is 
affected due to reduced propellant 
supply. 
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Reaction Control Subsystem - Failure Modes (cont) 

  

Failure Indication Vehicle Capability 
  

  

Main shutoff 

led open. 

  

Main shutoff valve 
failed closed. 

Main shutoff valve 
leaks. 

Isolation valve 
failed open. 

Isolation valve 
failed closed. 

Thruster fuel 
and oxidizer 

valves failed open 
or closed. 

Thruster fuel or 
oxidizer valve 
leaks. 

   

Heaters     

MAIN SOV talkback does not provide barber- 
pole display when MAIN SOV switch is set 
to CLOSE   

If one main shutoff valve fails closed, MAIN 
SOV talkback does not indicate this condition. 
PRESS indicator indicates lower pressure at 
failed valve, with TEMP/PRESS MON selec- 
tor switch set to OXID MANF or FUEL 
MANF, 

   
    

Leak may not be detected. 

QUAD talkback does not provide barber-pole 
display when QUAD switch is set to CLOSE. 

If one isolation fails closed, QUAD talkback 
does not indicate this condition. Associated 

TCA pair will not operate. 

TCA warning light goes on. 

No indication 

No positive or reliable indication. Because 
cluster temperature is the warning param- 
eter, this temperature, under most RCS 
operating modes, will not be reduced below 
+120° F to indicate heater failure. In 
addition, under some unique RCS 
operating modes, cluster temperature 
would drop below +120° F with or 
without heater(s) failure. Combined 
with certain unique duty cycles, 
heater(s) failure could lead to TCA 
combustion chamber failure.   

System cannot be interconnected 
to the APS, 

System A or B is inoperative. How- 
ever, functioning system can supply 
propellants to inoperative system if 
crossfeed valves are opened. Vehicle 
capability is affected due to reduced 
propellant supply. 

Vehicle capability may be reduced 
slightly. 

Fuel or oxidizer cannot be isolated 
from associated TCA pair. Asso- 
ciated RCS SYS A (or SYS B): QUAD 
TCA circuit breaker is normally 
opened to prevent primary TCA sole~ 
noid coil from being energized. 

Efficiency of vehicle is reduced 
slightly due to loss of two TCA's. 

Efficiency of vehicle is re- 
duced slightly due to loss of 
two TCA's. 

Severe leak can cause heater failure 
indication or lead to TCA combustion 
chamber failure, 

If heater(s) failure occurs, there is 
no indication as to which heater 
failed, it is impossible to determine 
which TCA pair to isolate.   
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a, Table 2.4-1. Reaction Control Subsystem - Failure Modes (cont) 

Failure Indication Vehicle Capability 

TCA Combustion TCA warning light goes on. Malfunctioning TCA pair is re- 
Chamber failure moved from system operation by 

setting SYSTEM A (or SYSTEM B) a 
: QUAD switch to CLOSE. Efficiency 

WS of vehicle is reduced slightly. 

Helium tank leaks. PRESS indicator indicates decaying pressure Leaking system may be used to 
when TEMP/PRESS MON selector switch depletion. Other system can then 
is set to He. RCS caution light goes on at supply propellants via crossfeed 
1,700 psia. valves. Vehicle capability is 

affected due to reduced propellant 
supply. 

Helium filter is RCS A REG or RCS B REG warning light may system with clogged filter is in- 
clogged. go on, operative. Other system can 

supply propellants via crossfeed 
valves. Vehicle capability is 
affected due to reduced propellant 
supply. 

One of eight TCA's related to failed circuit breaker do Efficiency of vehicle is reduced 
QUAD circuit not fire, slightly due to loss of two TCA's, 
breakers failed 
open, 

2.4.6 PERFORMANCE AND DESIGN DATA. 

The performance and design data for the RCS are given in table 2.4-2. The values listed 

are nominal unless otherwise specified. 

Table 2.4.2. Reaction Control Subsystem - Performance and Design Data 

Helium pressurization section 

Helium tank volume (at ambient pressure) 910 cubic inches 

Helium tank initial fill pressure and temperature 3, 050150 psia at +70° F 

Helium weight (initial fill conditions) 1.03 pounds 

Helium tank maximum working pressure 3,500 psia 

Helium operating temperature range +40° to +100° F 

Helium tank proof pressure 4,650 psia 

Helium tank burst pressure 5,250 psia 

Helium filter efficiency 5 microns nominal 

NL 12 microns absolute 

Primary regulator pressure output 18133 psia 

Primary regulator lockup pressure 188 psia maximum       
SOE 
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Table 2.4-2. Reaction Control Subsystem - Performance and Design Data (cont) 

  

  

Secondary regulator pressure output 

Secondary regulator lockup pressure 

Flow rate through pressure regulator assembly 
(single TCA operation) 

Quadruple check valve assembly cracking 
pressure 

Quadruple check valve assembly reverse 
leakage rate 

Relief valve burst-disk rupture pressure 

Relief valve venting pressure 

Relief valve reseat pressure 

Propellant section 

Oxidizer 

Oxidizer tank volume (including ullage) 

Oxidizer tank ullage volume 

Oxidizer flow rate to each TCA 

Available oxidizer in each system 

Oxidizer loaded in each system (tank and 

manifold) 

Fuel 

Fuel tank volume (including ullage) 

Fuel tank ullage volume 

Fuel flow vate to each TCA 

Available fuel in each system 

Fuel loaded in each system (tank and 
manifold) 

Propellant tank working pressure 

Propellant tank proof pressure 

Propellant tank burst pressure 

Propellant storage temperature range 

Propellant pad pressure 

Propellant temperature 

18523 psia 

192 psia maximum 

0. 036 pound per minute 

5 to 7 psid 

5 , 5 x10” see/sce of helium 

220 psia 

232 psia 

212 psia minimum 

Nitrogen tetroxide (N,O,) 

2.38 cubic feet 

231.5 cubic inches 

0.240 Ib/see 

194.1 pounds minimum 

208.8 pounds 

  

50-50 mixture of hydrazine 
(NgH4) and unsymmetrical 
dimethylhydrazine (UDMB) 

  

1,91 cubic feet 

117 cubic feet 

0.117 Ib/sec 

99.3 pounds minimum. 

107.7 pounds 

176 psia 

333 psia 

375 psia 

+40° to +100° F 

50 psia 

470° F 

  

  
—— 
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Table 2.4-2. Reaction Control Subsystem - Performance and Design Data (cont) 

  

  

Propellant section (cont) 

Propellant filter efficiency 

Ascent feed filter efficiency 

Main shutoff valves, thruster pair isolation 
valves, ascent feed interconnect valves, 
crossfeed valves: 

AP oxidizer flow 
AP fuel flow 
Response Time 

Thrust chamber assembly 

Engine thrust 

Nozzle expansion ratio 

Chamber-cooling method 

Combustion chamber pressure 

Propellant injection ratio (oxidizer to fuel) 

Heater operating power and type 

Oxidizer inlet pressure (steady state) 

Fuel inlet pressure (steady state) 

Approximate weight 

Overall length 

Nozzle exit diameter 

5 microns nominal 
18 microns absolute 

15 microns nominal 
25 microns absolute 

2 psi at 0.88 pound per second 
2.5 psi at 0.88 pound per second 
0.25 second at 250-psi inlet 
pressure 

100 pounds 

40 tol 

Fuel-film cooling and radiation 

96 psia 

2.05 tol 

28 volts de; resistance-wire 
element 

170210 psia 

170310 psia 

5.25 pounds 

13.5 inches 

5.75 inches   
  

2.4.7 

  

Mission, 

OPERATIONAL LIMITATIONS AND RESTRICTIONS. 

The operational limitations and restrictions for the RCS are as follows: 

@ The RCS/APS interconnect valves must not be opened until the LM is experiencing 
a force in the +X-direction (+X-axis acceleration), The interconnect valves must 
be closed 10 seconds before ascent engine shutdown (except when the downward- 
firing (+X-axis) TCA's are to be fired beyond APS shutdown, in which case the 
interconnect valves must be closed 10 seconds before downward-firing TCA shut- 
down). This ensures that minimum helium enters the RCS from the APS. Failure 
to meet this requirement may result in erratic thrusting and possible TCA failure. 

Caution should be exercised in operating the TCA's when propellant tank temperature Ml 
is less than +40° F or exceeds +100° F, TCA performance outside the propellant 
temperature limits has not been determined. 
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e If the RCS heaters have been turned off after the TCA's have been fired, the TCA's 
must be warmed before subsequent firing. A cold TCA cannot be fired safely, and 
TCA failure may occur if this requirement is not observed. 

e@ Maximum allowable continuous firing time for the downward-firing TCA's (unstaged) 
is 15 seconds. If this firing time limit is exceeded, damage to the descent stage 
thermal insulation may result. 

® Maximum allowable continuous firing time for the upward-firing (-X-axis) TCA's 
in clusters No. 1, 3, and 4 is 30 seconds. If this firing time limit is exceeded, 
damage to the S-band steerable antenna, the VHF antenna, and the RR antenna may 
result due to overheating. 

   

@ The TCA's must not be fired if cluster temperature is less than +120° F, If some 
heaters fail, a TCA may be as cool as +85° F while the TEMP indicator (panel 3) 
indicates +120° F for the cluster with the failed heaters. Firing a TCA whose tem- 
perature is less than +85° F may result in an explosion. 

2.4.8 TELEMETRY MEASUREMENTS. 

The RCS telemetry data are given in table 2.4-3. ''(R)'"' following an entry in the ''Telemetry 
Range" column signifies a real-time telemetry measurement. Real-time telemetry points are shown in 
figure 2. 4-13. 

Table 2.4-3, Reaction Control Subsystem - Telemetry Measurements 

  

  

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GR1085Q System A propellant 0% to 108. 2% (R) OH to 100% QUANTITY indicator 
quantity 

GR1095Q | System B propellant 0% to 108. 2% (R) | 0% to 100% QUANTITY indicator 
quantity 

GR1101P | Helium tank A pressure 0 to 8,500 psia 1,0 to 4, 000 psia 1. PRESS indicator 
(R) 2. <1, 696 psia 2. RCS caution light 

GR1102P Helium tank B pressure 0 to 3,500 psia 1.0 to 4, 000 psia 1. PRESS indicator 
(R) 2, <1, 696 psia 2. RCS caution light 

GR1201P Helium regulator A 0 to 350 psia 1.0 to 400 psia 1. PRESS indicator 
output pressure 2, <164.4 psia 2. RCS A REG 

>204.3 psia warning light 

GR1202P. Helium regulator B 0 to 350 psia 1.0 to 400 psia 1. PRESS indicator 
output pressure (181 psia) (R) 2. <164.4 psia 2. RCSB REG 

>204.3 psia warning light               

ee 
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Table 2.4~-3. Reaction Control Subsystem - Telemetry Measurements (cont) 
  

  

  
  

        
    

  

  

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GR2121T | Fuel tank A temperature +20? to +120? F 420° to +120 F TEMP indicator 
(70 F) (R) 

GR2122T Fuel tank B temperature +20° to +120° F 420° to +120 F MP indicator 
(+70? F) (R) 

GR2201P | Fuel manifold A pressure 0 to 350 psia 0 to 400 psia indicator 
(175 psia) (R) 

GR2202P | Fuel manifold B pressure 0 to 350 psia 0 to 400 psia PRESS indicator 
(175 psia) (R) 

GRS8201P | Oxidizer manifold A pressure 0 to 350 psia 0 to 400 psia PRESS indicator 
(175 psia) (R) 

GR3202P Oxidizer manifold B pressure 0 to 350 psia 0 to 400 psia PRESS indicator 
(175 psia) (R) 

GR5031X ‘Thrust chamber B4U Contact RCS TCA warning 
pressure closure (R) light 

GR5032X ‘Thrust chamber A4D Contact RCS TCA warning 
pressure closure (R) light 

GR5033X Thrust chamber B4F Contact RCS TCA warning 
pressure closure (R) light 

GR5034X Thrust chamber A4R Contact RCS TCA warning 
pressure closure (R) light 

GR5035X Thrust chamber A3U Contact RCS TCA warning 
pressure closure (R) light 

GR5036X Thrust chamber B3D Contact RCS TCA warning 
pressure closure (R) light 

GR5037X Thrust chamber B3A Contact RCS TCA warning 
pressure closure (R) light 

GR5038X Thrust chamber A3R Contact RCS TCA warning 
pressure closure (R) light 

GR5039X Thrust chamber B2U Contact RCS TCA warning 
pressure closure (R) light 

GR5040X Thrust chamber A2D Contact RCS TCA warning 
pressure closure (R) light 

GR5041X | Thrust chamber A2A Contact RCS TCA warning 
pressure closure (R) light 

GR5042X | Thrust chamber B2L Contact RCS TCA warning 
pressure closure (R) light 
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Table 2.4-3. Reaction Control Subsystem - Telemetry Measurements (cont) 

  

Telemetry Range 

  

Code Description (Nominal) Display Range Crew Display 

GR5043X | Thrust chamber A1U Contact RCS TCA warning 
pressure closure (R) light 

GR5044X_| Thrust chamber B1D Contact RCS TCA warning 
pressure closure (R) light 

GR5045X | Thrust chamber AIF Contact RCS TCA warning 
pressure closure (R) light 

GR5046X | Thrust chamber BIL Contact RCS TCA warning 
pressure closure (R) light 

GR6001T | Quad cluster No. 4 420° to +200° F_ | -60° to +260° F ‘TEMP indicator 
temperature (R) (panel 3) 

GR6002T | Quad cluster No. 3 +20° to +200° F -60° to +260° F TEMP indicator 
temperature (R) (panel 3) 

GR6003T | Quad cluster No. 2 +20° to +200° F -60° to +260° F TEMP indicator 
temperature (R) (panel 3) 

GR6OMT Quad cluster No, 1 +20 to +200° F -60° to 4260° F TEMP indicator 
temperature ®) (panel 3) 

GR9609U_ | Main shutoff valves A Contact SYS A MAIN SOV 
closed. (Composite of closure (R) talkback 
GR2461X - Fuel main 
shutoff valve A closed, 
GR3461X - Oxidizer 
main shutoff valve A 
closed. ) 

GR9610U | Main shutoff valves B Contact SYS B MAIN SOV 
closed. (Composite of closure (R) talkback 
GR2462X - Fuel main 
shutoff valve B closed, 
GR3462X - Oxidizer 
main shutoff valve B 
closed. ) 

GR9I613U Manifold crossfeed Contact CRSFD talkback 
valves are not closed. closure (R) 
(Composite of 
GR2361X - Fuel 
manifold crossfeed 
valve is not closed, 
GR2362X - Oxidizer 
manifold crossfeed 
valve is not closed. )               
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Table 2.4-3, Reaction Control Subsystem - Telemetry Measurements (cont) 
  

Code Description 
Telemetry Range 

(Nominal) 

— 

Display Range Crew Display 
  

GR9631U 

GR9G32U 

GR9641U 

GR9642U 

GR9I661U 

GR9662U 

GR9663U   

Ascent fuel interconnect 

valves A open, (Composite 
of GR7001X - Ascent 

interconnect primary fuel 
valve A is open, GR7010X - 
Ascent interconnect second- 

ary fuel valve A is open.) 

Ascent fuel interconnect 

valves B open. (Composite 
of GR7002X - Ascent 

interconnect primary fuel 
valve B is open, GR7012X - 
Ascent interconnect second- 

ary fuel valve B is open.) 

Ascent oxidizer interconnect 
valves A open. (Composite 
of GR7003X - Ascent 
interconnect primary oxi- 
dizer valve A is open, 
GR7009X - Ascent inter- 
connect secondary oxidizer 
valve A is open.) 

Ascent oxidizer interconnect 
valves B open. (Composite 
of GR7004X - Ascent inter- 
connect primary oxidizer 
valve B is open, GR7011X - 
Ascent interconnect second- 

ary oxidizer valve B is open.) 

TCA isolation valves A4 
closed. (Composite of 
GR4261X - TCA isolation 

fuel valve cluster 4 system 
A closed, GR4269X ~ TCA 
isolation oxidizer valve 
cluster 4 system A closed.) 

TCA isolation valves B4 

closed. (Composite of 
GR4262X - TCA isolation 
fuel valve cluster 4 system 
B closed, GR4270X - TCA 
isolation oxidizer valve 
cluster 4 system B closed.) 

‘TCA isolation valves A3 

closed. (Composite of 
GR4263X - TCA isolation 

fuel valve cluster 3 system 
A closed, GR4271X - TCA 
isolation oxidizer valve 
cluster 3 system A closed.)     

Contact closure 
(R) 

Contact closure 

(BR) 

Contact closure 

(R) 

Contact closure 
(R) 

Contact closure 
(R) 

Contact closure 

(R) 

Contact closure 
(R)     

SYSTEM A ASC 
FUEL talkback 

SYSTEM B ASC 
FUEL talkback 

SYSTEM A ASC 
OXID talkback 

SYSTEM B ASC 
OXID talkback 

SYSTEM A QUAD 4 
talkback 

SYSTEM B QUAD 4 
talkback 

SYSTEM A QUAD 3 
talkback   
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Table 2.4-3, Reaction Control Subsystem - Telemetry Measurements (cont) 

  

Code Description 
Telemetry Range 

(Nominal) Display Range Crew Display 
  

GR9664U 

GR9665U. 

GR9666U 

GR9667U. 

GR9668U.     

‘TCA isolation valves B3 
closed. (Composite of 
GR4272X - TCA isolation 
oxidizer valve cluster 3 
system B closed, GR4264X - 

TCA isolation fuel valve 
cluster 3 system B closed.) 

TCA isolation valves A2 

closed. (Composite of 
GR4265X - TCA isolation 
fuel valve cluster 2 system 
A closed, GR4273X - TCA 
isolation oxidizer valve 
cluster 2 system A closed.) 

‘TCA isolation valves B2 
closed, (Composite of 
GR4266X - FCA isolation 

fuel valve cluster 2 system 
B closed, GR4274X - TCA 

isolation oxidizer valve 

cluster 2 system B closed.) 

‘TCA isolation valves Al 
closed, (Composite of 
GR4267X - TCA isolation 
fuel valve cluster 1 system 
A closed, GR4275X - TCA 
isolation oxidizer valve 

cluster 1 system A closed.) 

‘TCA isolation valves BL 
closed. (Composite of, 
GR4268X - TCA isolation 
fuel valve cluster 1 system 
B closed, GR4276X -TCA 
isolation oxidizer valve 
cluster 1 system B closed.)   

Contact closure 
(R) 

Contact closure 
(R) 

Contact closure 
(R) 

Contact closure 
(R) 

Contact closure 
(®)     

SYSTEM B QUAD 3 
talkback 

SYSTEM A QUAD 2 
talkback 

SYSTEM B QUAD 2 
talkback 

SYSTEM A QUAD 1 
talkback 

SYSTEM B QUAD 1 
talkback 
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Nw 2.5 ELECTRICAL POWER SUBSYSTEM 

2.5.1 INTRODUCTION. 

The Electrical Power Subsystem (EPS), principal source of electrical power for the LM, 
consists of a d-c section and an a-c section. Both sections supply operating power to respective elec- 
trical buses, which supply all LM subsystems through circuit breakers. The descent stage batteries 
(No, 1 through 4) provide power to the LM until the docked phases of the mission, at which time the 
batteries are disconnected and the LM receives electrical power from the CSM. The descent stage 

NY contains four batteries; provision is made for removing battery No. 1. During descent 
propulsion section (DPS) operation, the ascent stage batteries (No. 5 and 6) are paralleled with the 
descent stage batteries to ensure at least the minimum voltage output (26.5 volts dc) at the subsystem's 
buses in the event of a descent battery failure. Ascent stage battery power is introduced before staging, Es 
at which time the descent battery power is terminated and descent feeder lines are severed. Ascent 

stage battery power is then used until final docking and astronaut transfer to the CSM are completed. 

The EPS batteries are controlled and protected by electrical control assemblies, a relay 

junction box, and a deadface relay box, in conjunction with the control and display panel. Primary a-c 
power is provided by two inverters, which supply 11512. 5-volt, 400+0. 4-cps (synced condition), a-c power 
to LM subsystems. The operating frequency of the inverters is 400+10 cps, in the nonsynced, free- 
running condition. 

Electrical power is distributed to LM subsystems via the LM Pilot's d-c bus, the Com- 
mander's d-c bus, and a-c buses A and B, A complete listing and description of the d-c and a-c circuit 
breakers is in section 3. Secondary d-c power distribution is provided by two sensor power fuse assem- 
blies, which supply d-c power to sensors of the Environmental Control Subsystem (ECS), Reaction 
Control Subsystem (RCS), and Main Propulsion Subsystem (MPS). 

Batteries in the Explosive Device Subsystem (EDS) provide primary power to trigger LM 
explosive devices. (Refer to subsection 2.8.) These batteries are in addition to those in the EPS. 

25.2 SUBSYSTEM INTERFACES. 

2.5.2.1 External Power and Signal Interface. (See figure 2. 5-1.) 

The EPS provides the primary source of electrical power for the LM during the mission and 
is the distribution point for externally generated power during prelaunch and docked operations. The 
EPS interfaces with all functional subsystems of the LM. The Commander's and LM Pilot's buses supply 
28 volts dc; a-c buses, A and B, supply 115-volt, 400-cps ac. Prelaunch d-c and a-c power is initially 
supplied to the EPS from external ground power supplies: d-c power to the Commander's and LM Pilot's 
buses and a-c power to a-c bus A. (The a-c power can be routed through circuit breakers to a-c bus B.) 
Approximately 7 hours before launch, ground-supplied power is discontinued and d-c power is connected 
from the launch umbilical tower (LUT) to the LM Pilot's bus via the relay junction box (RJB). The EPS 

distributes internally generated d-c and a-c power from launch until LM-CSM docking, atwhich time LMpower @ 

is shut down and the CSM supplies 28 volts dc to the Commander's bus. (The d-c power can be routed 
through circuit breakers to the LM Pilot's bus.) Ground return is effected via the floating translunar bus. 

(Ground return in the LM is generally accomplished through the metal structure, whereas ground return 

in the CSM is isolated from the CSM structure.) Before LM-CSM separation, all LM internally supplied 
electrical power (ac and dc) is restored. 

Circuits in electrical control assemblies (ECA's) of the EPS monitor and control LM elec- 
trical power. The circuits route discrete output signals if operating limits are exceeded. The output 
signals are fed to the Instrumentation Subsystem (IS) for conditioning before subsequent indicator, talk- 

back, or component caution light display and telemetering. The EPS monitoring signals are representa- 
tive of malfunctioning batteries, battery currents and terminal voltages, and feed line/battery status. The 
conditioned analogs of these signals are then routed from electronic replaceable assemblies (ERA's) No. 1 
and No. 2 in the IS to EPS panel 14 for related display. In addition, primary-bus-monitoring signals are 
connected from the LM Pilot's and Commander's 28-volt buses and a-c bus A to the IS for conditioning 
and subsequent voltage display on panel 14. Synchronization pulses (6.4 kpps) are supplied from the 
pulse-code-modulation and timing electronics assembly (PCMTEA) of the IS to the inverters to accurately 

control a-c output frequency. An inverter inhibit signal path is completed in the caution and warning 
electronics assembly (CWEA) of the IS when the INVERTER switch (panel 14) is set to OFF. 

ESE ee 
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Pressing the ABORT STAGE pushbutton (panel 1) supplies an automatic abort stage command 
from the Guidance, Navigation, and Control Subsystem (GN&CS) to the RJB, with a return path via the 

EDS circuit interrupters. Abort staging initiates a switchover from descent d-c power to ascent d-c power 

before stage separation. 

2.5.2.2 Internal Power Interface. (See figure 2. 5-2.) 
  

Battery-generated d-c power is initially supplied to the Commander's and LM Pilot's buses 
for distribution through circuit breakers, Inverter-generated a-c power is initially supplied to a-c buses 
A and B for distribution to all subsystems, except the ECS and EDS. The a-c buses supply 115-volt, 400- 
cps, regulated power through circuit breakers, Figure 2.5-2 shows the circuit breakers associated with 
specific subsystems, circuit breaker amperage ratings, and reference designations. 

2.5.3 FUNCTIONAL DESCRIPTION. (See figures 2. 5-3 through 2. 5-5.) 

2.5.3.1 General, 

The basic EPS power distribution is shown in figure 2.5-3. Four descent stage batteries 5 

and two ascent stage batteries make up the EPS d-c section power source. The output of each battery is 
applied to an ECA. The descent stage ECA's provide an independent control circuit for each descent 
battery. The ascent stage ECA's provide four independent battery control circuits, two control circuits 

for each ascent battery. Reverse-current (R/C), and overcurrent (O/C) conditions are monitored by the 
ECA's. Temperature is monitored within each battery, the overtemperature (O/T) signal is enabled by 
the ECA's. Each ECA battery control circuit can detect a bus or feeder malfunction and operate a main 
feeder contactor (MFC) associated with the malfunctioning battery to remove the battery from the EPS dis- 
tribution system (overcurrent only). Only the ascent power backup contactors do not have overcurrent 
protection. 

Descent stage battery power (figure 2. 5-4) is controlled and monitored by the descent ECA's, 
which switch and apply the power to the RJB and the deadface relay box (DRB). The power feeders of 
descent batteries No. 1 and2 are routed through the RJB deadface relay to the LM Pilot's circuitbreaker panel @ 
(16). The power feeders of batteries No. 3 and 4 are routed through the DRB deadface relay to the Com- 
mander's circuit breaker panel (11). This circuit arrangement provides for deadfacing all descent battery 
power in the event of normal staging or abort staging situations. Ascent stage battery power (figure 2. 5-5) 
is controlled and monitored by the ascent ECA's, where the power is switched and applied, through power 

feeders, to terminal junction points at the RJB and DRB. 

Ascent and descent battery main power feeders are routed through circuit breakers to the 
d-c buses. From the d-c buses, d-c power is distributed through circuit breakers to all LM systems. 

Two inverters, which make up the EPS a-c section power source, supply all a-c power re- 
quirements of the LM. The INVERTER switch (panel 14) connects either inverter to the circuit breakers 
that supply the a-c buses. Closing the appropriate AC BUS A and AC BUS B circuit breakers on panel 11 
connects the selected inverter to feed the a-c buses. Either inverter can supply the LM a-c load re- 
quirements. 

2.5.3.2 D-C Section. 

The EPS d-c section consists of the four descent stage batteries, two descent stage ECA's, ' 
two relay switching boxes, two ascent stage batteries, two ascent stage ECA's, a control panel, two 
circuit breaker panels, and two sensor power fuse assemblies. After ground facility power is discon- 
nected, the descent stage batteries are connected at their low-voltage (LV) taps. These batteries are 
under light load (less than 200 watts) at this time; therefore, the LV taps (at the 17th cell of the 20-cell 
batteries) are used to facilitate discharge of the inherent initial high voltage of the battery. 

During normal EPS operation, beginning with subsystem activation, the descent battery high- 
voltage (HV) taps are selected with the HI VOLTAGE switches (panel 14). Power is then fed from the 
descent stage batteries through their associated ECA's (batteries No. 1 and2 through ECA No. 1, batteries No. 3M 
and 4 through ECA No. 2) to the ascent stage via the RJB and DRB, terminating at the LM Pilot's and 

Commander's d-c buses. The battery feeders are connected to the d-c buses through the 100-ampere 

EPS: BAT FEED TIE circuit breakers (panels 11 and 16). 

From the d-c buses, d-c power is then distributed to the LM subsystems and to the EPS in- 
verters through circuit breakers on panels 16 and 11. During noncritical phases of normal operation, the 
30-ampere EPS: CROSS TIE BAL LOADS circuit breakers (panels 11 and 16) are closed to distribute un- 
balanced loads between buses so that the batteries discharge evenly. The ascent stage batteries supply 
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d-c power to the LM Pilot's and Commander's buses in essentially the same manner as the descent stage —Z 
batteries. The batteries are selected with the ASCENT POWER switches (panel 14). The corresponding 
descent and ascent stage batteries (by respective bus) are paralleled during DPS operation, and the EPS: 
CROSS TIE circuit breakers (panels 11 and 16) are opened, thereby isolating the Commander's and LM 
Pilot's d-c buses. 

Descent batteries No. 1 and 2 supply power to a power feeder in ECA No. 1. Descent 
batteries No. 3 and 4 are connected to separate power feeders in ECA No. 2 and are jumpered to the 
power feeder of the other batteries at the output of the ECA and at the 100-ampere EPS: BAT FEED TIE 
circuit breakers, Failure of battery No. 3 or 4 therefore permits the other batteries to supply both power — 
feeders. A power feeder short while operating on descent battery power is detected by an overcurrent- 
sensing circuit in the respective ECA, which disconnects the one or two descent batteries associated with 
the shorted power feeder. The d-c buses are isolated from the shorted feeder by opening the respective 
EPS: BAT FEED TIE circuit breakers. During an emergency, either operating d-c bus can supply power 
to the inoperative isolated bus if the EPS: CROSS TIE BUS circuit breakers (panels 11 and 16) are closed. 
A similar condition, whereby a shorted feeder is automatically isolated, exists when operating on both 
ascent batteries. However, the battery associated with the shorted feeder can be connected manually to 
the power feeder of the other ascent battery by setting the respective BACK UP FEED switch (panel 14) to 
ON, thereby permitting continued use of the battery. 

2.5.3.3 A-C Section. 

A-C power is provided to LM subsystems by either of two identical, redundant inverters; it 
is controlled by the EPS: INV 1 and INV 2 circuit breakers (panel 11 and 16, respectively), the INVERTER 
switch, and the AC BUS A; BUS TIE or AC BUS B; BUS TIE circuit breakers on panel 11. The EPS: INV 1 
or INV 2 circuit breaker supplies 28 volts dc from the LM Pilot's or Commander's 28-volt d-c bus to the 
chosen normally synced inverter, where the de is changed to 115-volt, 400-cps, a-c power (350 volt- 
amperes, steady-state). The INVERTER, switch selects the output of either inverter and routes it to the 
a-c buses via the respective AC BUS; BUS TIE circuit breakers. Normally, inverter No. 2 is energized 
when the LM subsystems are first activated and connected to the a-c buses. Inverter No. 1 functions as — 
backup during the mission, except that it is the operating inverter during DPS and APS engine burns. An 
a-c bus voltage and frequency readout signal is supplied from a-c bus A, via the AC BUS A: AC BUS VOLT 
circuit breaker (panel 11), to the IS for telemetry and caution light display. An out-of-tolerance frequency 
(less than 398 cps or more than 402 cps) or low-voltage condition (less than 112 volts ac) causes the IN- 
VERTER caution light (panel 2) to go on. The astronaut determines the cause of the malfunction and per- 
forms corrective action. The INVERTER caution light goes out when the malfunction is remedied. (When 
the INVERTER caution light goes on, the MASTER ALARM pushbutton/light on panel 1 and 2 also goes on 

and a tone is generated for the astronaut headsets. Pressing either MASTER ALARM pushbutton/light 
extinguishes the pushbutton/lights and terminates the tone.) When set to AC BUS, the POWER/TEMP MON 
selector switch (panel 14) selects a-c bus A for voltage display on the VOLTS indicator (panel 14); the 
reading on the AMPS indicator has no significance. 

2.5.3.4 Power Monitoring. 

The primary a-c and d-c voltage levels, d-c current consumption, and the status of all 
main power feeders must be monitored periodically to ensure availability of proper power for all LM 

subsystems, throughout the mission. This monitoring is normally the responsibility of the LM Pilot, 
who controls the ELECTRICAL POWER panel (14). This panel has talkbacks that indicate main power 
feeder status, indicators that display battery and bus voltages and battery current, and component caution 
lights that are used for detecting shorted buses or main power feeder lines and for isolating a malfunc- 
tioning battery. Availability of redundant a-c and d-c power permits the astronaut to disconnect, substitute, 
or reconnect batteries, feeder lines, buses, or inverters to assure a continuous electrical supply. Na, 

2.5.3.4.1 Battery Status-Monitoring Circuits. (See figure 2. 5-6.) 

Talkbacks on panel 14 indicate the status of the descent and ascent batteries (on or off the 
line). A DESCENT POWER talkback barber-pole display signifies that the related battery is disconnected 

from its main power feeder; a gray display, showing LO, that the battery low-voltage tap is connected tothe 
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power distribution system via the main power feeder; a gray display, that the high-voltage tap is connect- 

ed to the power distribution system. A DES BATS talkback gray display signifies that the descent battery 
outputs are connected to the ascent stage; a barber-pole display, that these power lines are discon- 

nected and the ascent stage is isolated electrically from the descent stage. The ASCENT POWER talk- 

backs indicate that their related ascent battery is connected (gray) or disconnected (barber pole) from 

the respective normal feed or backup feed main power feeder lines. 

When a descent battery is disconnected from its main feeder line, its related talkback pro- 

vides a barber-pole display. Setting a HI VOLTAGE (or LOW VOLTAGE) switch (panel 14) to ON 

energizes the related high-voltage ( or low-voltage) MFC relay in the respective ECA. The relay con- 

tacts close, permitting a signal to pass to a buffer signal stage in ERA No. 2 of the IS. D-C power, 

supplied to the buffer stage from the LM Pilot's d-c bus, passes to the talkback upon arrival of the ECA 

output signal. Output closure signals of the high-voltage (or low-voltage) signal buffer stages are con- 

nected to individual coils (in the talkback assembly), which, when energized, activate talkbacks to dis- 

play the status of the batteries. In addition, receipt of an ECA output signal at the signal buffer stages 

causes an event signal to be routed to the PCMTEA of the IS, for telemetry. Three conditions are as- 

sociated with each descent battery: high-voltage tap on the power feeder line, low-voltage tap on the 
power feeder line, and battery completely off the power feeder line. 

Four conditions are associated with each ascent battery: battery on or off the normal power 
feeder line (for that particular battery) and battery on or off the backup power feeder line. These con- 

ditions are determined by the setting of the NORMAL FEED and BACK UP FEED switches (panel 14). 
Operation of the ASCENT POWER talkbacks and generation of the activating signals are similar to that of 
the DESCENT POWER talkbacks, except that each signal buffer stage output closure signal is routed to 
an individual talkback, and each talkback provides only two displays (gray or barber pole). Telemetry 
signals are also generated within the PCMTEA for ascent battery monitoring. 

2.5.3.4.2 Battery Voltage- and Current-Monitoring Circuits. (See figure 2. 5-7.) 

The VOLTS and AMPS indicators (panel 14) enable monitoring the terminal voltage and 
current draw of each descent battery (high-voltage tap for voltage only) and ascent battery. In addition, 
the VOLTS indicator, when used in conjunction with the POWER/TEMP MON selector switch and the ED 
VOLTS switch (panel 14), monitors the terminal voltage of ED batteries A and B of the EDS. Except 
that a descent ECA controls two batteries and an ascent ECA controls one battery, the voltage- and 
current- monitoring circuits of each EPS battery are essentially the same. Therefore, the voltage- 
and current-monitoring circuits of only one EPS battery are described. 

The positive terminal of the EPS battery is connected through a 1/8-ampere fuse (in the 
respective ECA) to an attenuator in ERA No. 2 of the IS. The attenuator input signal is in the range of 
0 to 40 volts dc. The resultant attenuator output (0 to 5 volts dc) is an analog of the input signal. This 

output is routed directly to its assigned terminal of the POWER/TEMP MON selector switch. When the 
switch is set to the battery position (BAT 1 through BAT 6), the analog is routed to the positive terminal 
of the VOLTS indicator and displayed. (The indicator scale is graduated from 20 to 40 volts dc; although 
the input signal is of considerably smaller magnitude.) Only the high-voltage positive tap of each descent 
battery is monitored in this manner. Each ascent battery has only one positive terminal. 

Battery current flowing through the main feeder line (normal or backup feeder for ascent 
batteries; high- or low-voltage feeder for descent batteries) is sensed by the related current monitor coil 

in its respective ECA. Each battery has an individual current monitor. The monitor senses the magnitude 
of current flow through the associated main feeder line and provides a representative analog output. This 
analog is routed to a specific terminal (assigned by battery number) on a deck of the POWER/TEMP MON 
selector switch, as are the current analogs of all other ascent and descent batteries. When the switch is 
set to the battery position, the analog is routed to the positive terminal of the AMPS indicator and dis- 
played. (The indicator scale is graduated from 0 to 120 amperes, although its input signal is of con- 
siderable smaller magnitude.) Ascent battery current is read directly from the indicator; for descent 
battery current, the indicator reading must be halved. 

The positive and negative terminals of the two ED batteries are connected to respective con- 
tacts of the ED VOLTS switch. When the switch is set momentarily to BAT A or BAT B, that particular 
battery is connected to signal conditioner (SC) No. 1 in the IS. The SC output is a conditioned analog (0 to 
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+5 volts dc) that represents the actual ED battery terminal voltage (0 to +40 volts de), which is routed 
to the ED/OFF terminal of the POWER/TEMP MON selector switch, for voltage monitoring. 

2.5.3.4.3 Primary Bus Voltage-Monitoring Circuits. (See figure 2. 5-8.) 

The Commander's d-c bus, the LM Pilot's d-c bus, and a-c bus A are monitored periodi- 
cally for the proper voltage level, to ensure application of adequate power to all LM subsystems.. Mon- 
itoring is accomplished by selecting the bus, with the POWER/TEMP MON selector switch, and reading 
the associated voltage on the VOLTS indicator (the readings on the AMPS indicator have no significance). 
D-C bus voltages are read directly from the indicator scale, which is graduated from 20 to 40 volts dc; 
for a-c readings, conversion is required. The d-c scale is equivalent to a range of 62.5 to 125 volts ac, 
when monitoring the a-c bus, The indicator green band is equivalent to the nominal a-c range of 112 to 
118 volts. 

The Commander's d-c bus is connected via the EPS: DC BUS VOLT circuit breaker (panel 
11) to an attenuator in ERA No. 1 of the IS. The attenuated signal is routed to the CWEA and through an 
isolation amplifier. The 0- to 5-volt attenuated d-c signal is an analog, which is fed to the PCMTEA for 
telemetry and to the CDR terminal of the POWER/TEMP MON selector switch. Except that it is pro- 
cessed through ERA No. 2, the LM Pilot's d-c bus analog is connected to the SE terminal of the switch 
in like manner. The attenuated analogs of the Commander's and LM Pilot's d-c bus voltages are fed 
through buffer amplifiers and an OR gate. If the d-c voltage on either bus drops below 26.5 volts, a 
CWEA relay is energized; its contacts close to provide a ground return to the DC BUS warning light 
(panel 1), causing it to go on. The warning light goes off when the bus voltage is again within limits. 

A-C bus A (115 volts) is connected via the AC BUS A: AC BUS VOLT circuit breaker 
(panel 11) to a frequency-to-de stage and an ac-to-de stage in ERA No. 1. The d-c output signals are 
fed to the CWEA and to isolation amplifiers. The amplifier outputs are fed to the PCMTEA for telemetry. 
A 0- to 5-volt d-c analog signal from the ac-to-dc stage isolation amplifier is sent to the AC terminal of 
the POWER/TEMP MON selector switch. Selecting this switch position routes the analog signal to the 
positive terminal of the VOLTS indicator. The output signals of the frequency-to-de and ac-to-de con- 
verters are also fed through buffer amplifiers and an OR gate to an AND gate in the CWEA. An inhibit 
signal is routed to this AND gate when the INVERTER switch is set to OFF, thereby inhibiting signal 
passage. Setting the switch to 1 or 2 removes the inhibit signal and enables the age. If the a-c bus A 
voltage is less than 112 volts, or if the a-c bus frequency is less than 398 cps or more than 402 cps, a 
CWEA relay is energized; its contacts close to provide a ground return to the INVERTER caution light 
(panel 2), causing it to go on. The INVERTER light goes off when the a-c bus voltage and frequency 
are again within limits. 

2.5.3.4.4 | Malfunctioning-Battery Isolation Circuitry. (See figure 2.5-9.) 

The BATTERY caution light (panel 2) goes on when there is an overtemperature, overcurrent, 
or reverse-current condition in any EPS battery. The malfunction isolation circuitry associated with each 
battery, within its respective ECA, is essentially the same. Only the isolation circuitry of one battery in 
ECA No, 1 is discussed. 

D-C. power from the related SC in the IS is supplied to the paralleled array of mal- 
function relay contacts within ECA No. 1. Thermal sensors, in parallel within the battery, close if 
any cells overheat; a reverse~current or overcurrent condition causes the respective relays in the 

ECA to become energized and related relay contacts close. If either of these conditions exists, the 
d-c power from the SC flows through the respective set of contacts back to the SC and to a CWEA 
OR gate. The OR-gate output energizes a CWEA relay that provides a ground return to the BATTERY 
caution light, causing it to go on. The caution light goes off when the malfunction that caused it to 
go on is eliminated. 

The d-c signal fed back to the SC from the ECA activates an event gate, which provides a 
channeled signal to the pulse code modulator of the IS, for telemetry. This same d-c signal also activates 
a contact closure gate, completing a circuit from the BAT FAULT component caution light (panel 14) to the 
respective battery terminal of the POWER/TEMP MON selector switch. Setting the switch to this battery 
position applies a ground return to the light, causing it to go on, The malfunctioning battery is identified 
by the placarded switch position. The light goes off when the malfunction is corrected, or the battery is 
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removed from its main power feeder line by momentarily setting the respective switch (panel 14) to 
OFF/RESET. 

2.5.3.5 EPS Stages of Operation. 

The EPS operates in seven basic stages, as follows: 

e@  GSE-vehicle ground power supply (VGPS) to LM until T-7 hours (ac and de) 

e@  GSE-launch umbilical tower (LUT) power to LM from T-7 hours until T-30 minutes 

(de only) 

@ Descent stage power from T-30 minutes through CSM rendezvous and docking 
(descent batteries on low-voltage taps) 

e@ Lunar orbit - CSM/LM power 

@ Descent stage power (descent batteries manually switched to high-voltage taps) 

e@ Ascent stage power (on normal main feeders). 

® Staging (normal or abort) 

2.5.3.5.1 | GSE-Supplied Prelaunch Power. (See figure 2. 5-10.) 

Before earth launch, a-c and d-c power are supplied to the LM by the VGPS. An umbilical 
cable or a portable power supply is carried onboard the LM and connected to two GSE connectors: one 
located under each center side console. At approximately T-7 hours, the VGPS power is replaced by 

LUT power. The SLA/LM assembly is now connected to the LUT by umbilical cable. LUT power is 
supplied to the LM Pilot's bus through the RJB. LUT remote control includes LUT deadface relay (LDR) 

set and reset commands, and LM high- and low-voltage off and low-voltage on signals. The LDR sup- 
plies power through the LM Pilot's main power feeders to the LM Pilot's d-c bus. D-C power is supplied 
to the Commander's bus through the EPS: CROSS TIE circuit breakers. 

2.5.3.5.2 Descent Stage Power (Low-Voltage Taps). 

At T-30 minutes, the LUT resets the LDR and connects the EPS descent battery low-voltage 

taps to the respective feeder lines. The descent batteries supply limited power to certain critical equip- 
ments from T-30 minutes until completion of CSM transposition and docking. 

2.5.3.5.3 Lunar Orbit - CSM/LM Power. (See figure 2. 5-11.) 

On completion of CSM rendezvous and docking, an astronaut connects power and control 

umbilical cables from the LM to the CSM. The CSM deactivates LM power and then supplies power to the 
LM critical equipment, using the LM translunar negative bus. CSM/LM control logic prohibits CSM power 
to the LM power distribution system while the LM descent stage batteries are on the main power feeder 

lines, CSM/LM control logic is as follows: 

- @ CSM deactivates LM power (low voltage off) 

e CSM initiates CSM power to LM 

e@ CSM deactivates CSM power to LM 

e CSM initiates LM power on (low voltage on). 

2.5.3.5.4 Descent Stage Power (High-Voltage Taps). 

Each of the three descent batteries has a HI VOLTAGE and LOW VOLTAGE switch and a talk- 
back on panel 14. Descent stage battery low-voltage and off/reset control lines are routed through the 

ee 
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RJB to the appropriate ECA; high-voltage control lines are routed directly to the respective ECA. 
Additional low-voltage and off/reset control is effected within the RJB through internal logic control sig- 
nals. Descent battery No. 2 supplies electrical power to the LM Pilot's d-c bus via ECA No. 1 and 
the RJB. Descent batteries No. 3 and 4 supply the Commander's d-c bus via ECA No. 2 and the DRB. 

2.5.3.5.5 Ascent Stage Power. 

Each of the two ascent batteries has a NORMAL and BACK UP feeder switch and related 
talkbacks on panel 14. Battery No. 5 normally supplies power to the LM Pilot's d-c bus via ECA No, 3. 
Battery No. 6 normally supplies power to the Commander's d-c bus via ECA No. 4. 

2.5.3.5.6 Staging - Normal or Abort (See figure 2. 5-12). EE 

Before stage separation, the LM d-c bus loads are transferred from the descent stage 

batteries to the ascent stage batteries; d-c power to the bus power distribution system is maintained 

uninterrupted. Automatic transfer is initiated by pressing the ABORT STAGE pushbutton (panel 1); 
this applies 28 volts de to the EPS abort stage relays in the RJB. These relays close the normal main 
feed contactors (MFC's) of each ascent ECA (if the ECA's have not been selected previously in the 
backup feed mode). After the ascent stage battery MFC's have placed the ascent stage batteries on the 
line, additional abort stage relay ccntacts supply an off/reset signal through the RJB, to each descent 
stage battery and to the deadface relays (DFR's). Transfer from descent stage battery power to ascent 
stage battery power can also be initiated manually. In manual transfer, the ascent batteries must be 
placed on the line before initiating transfer with the DES BATS switch (panel 14). This is accomplished 
by setting the ASCENT POWER switches (panel 14) to ON, setting appropriate DESCENT POWER 
switches (panel 14) to OFF/RESET, then setting the DES BATS switch to DEADFACE. Auxiliary DFR 
contacts in the RJB and DRB provide direct control of the DES BATS talkback for monitoring the 
deadface operation. 

2.5.4 MAJOR COMPONENT/FUNCTIONAL DESCRIPTION. 

2.5.4.1 Descent Stage Batteries. 

The four descent stage batteries (No. 1 through 4) are identical. Each battery is I 
composed of silver-zinc plates, with a potassium hydroxide electrolyte. Each battery has 20 cells, 
weighs 135 pounds, and has a 400-ampere-hour capacity (25 amperes at 28 volts de for 16 hours, at 
+80° F) when discharged in accordance with the nominal power profile of the mission. The batteries can 

operate in a vacuum while cooled by an ECS cold rail assembly to which the battery heat sink surface is 

mounted. If one descent stage battery fails, the remaining descent stage batteries can provide sufficient 

power for a curtailed mission. Five thermal sensors monitor cell temperature limits (+145° +5° F) within 
each battery; they cause the BATTERY caution light to go on to alert the astronaut to a battery overtem- 
perature condition. The batteries initially have high-voltage characteristics; a low-voltage tap is pro- 
vided (at the 17th cell) for use from T-30 minutes through transposition and docking. The high-voltage tap 
is used for all other normal LM operations. (Manual switchover from low to high voltage usually occurs 
when the battery has discharged to approximately 90% of capacity (less then 27 volts d-c bus voltage). ) 
Normally, the battery high- or low-voltage outputs are connected to the main feeder lines, using the 

DESCENT POWER switches, but electrical contactor switching is ultimately performed in the battery's 

respective ECA. Normally, the descent stage batteries are paralleled so that all batteries discharge 

evenly. See figure 2.5-4 for a functional block diagram of descent stage battery power distribution. The 

terminal voltages of a descent battery are as follows: 

Nominal voltage - 30.0 volts de 

Minimum voltage during 40-ampere discharge - 28.0 volts de 

Maximum voltage (under load) - 32.5 volts de 

2.5.4.2 Ascent Stage Batteries. 

The two ascent stage batteries (No. 5 and 6) are identical. Each battery is composed of 

silver-zine plates, with a potassium hydroxide electrolyte. Each battery weighs 125 pounds, and has a 
296-ampere-hour capacity (50 amperes at 28 volts dc for 5.92 hours, at +80° F) when discharged in 
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accordance with the nominal power profile of the mission. The batteries can operate in a vacuum while 
cooled by ECS cold rails to which the battery heat sink surface is mounted. The nominal operating tem- 
perature of the ascent stage batteries is approximately +80° F. Battery temperature in excess of +145° 
+5° F closes a thermal sensor, causing the BATTERY caution light to go on. (The light does not go on if 
the ascent battery normal main feed contactor is open.) The astronaut then takes corrective action to 
eliminate the faulty battery. Two ascent stage batteries ordinarily supply the d-c power requirements, 
from normal staging to final docking of the ascent stage with the orbiting CSM or during any malfunction 
that requires separation of the ascent and descent stages. However, if one ascent stage battery fails, the 
remaining battery provides sufficient power to accomplish safe rendezvous and docking with the CSM. 
during any part of the mission. 

The ascent batteries do not have low-voltage taps; inherent high-voltage characteristics are 
eliminated because the batteries operate with sufficient loading to bring the batteries to the proper partial 
discharge voltage. Normally, the ascent state batteries are paralleled to ensure that both batteries dis- 
charge evenly. See figure 2.5-5 for a functional block diagram of ascent stage battery power distribution. 
The terminal voltages of an ascent stage battery are as follows: 

Nominal voltage - 30.0 volts de 

Minimum voltage (with two ascent batteries) - 28.0 volts dc 

Minimum voltage (with one ascent battery (abort)) - 27.5 volts de 

Maximum voltage (under load) - 32.5 volts dc. 

2.5.4.3 Descent Stage Electrical Control Assemblies. (See figure 2. 5-13.) 

The two descent stage ECA's protect and control the descent stage batteries. Each 
ECA has a set of control circuits for each battery accommodated. A failure in one set of battery control 
circuits does not affect the other set. The primary function of the ECA is to connect the two related 
batteries or one battery to the associated main feeder line through the LV or HV MFC's. The protective 
circuits of the ECA automatically disconnect a descent stage battery if an overcurrent condition exists, 
and cause the BATTERY caution light to go on if a battery overcurrent, reverse-current, or overtem- 
perature condition is detected. 

Analogs of battery voltage and current (monitored constantly in the ECA) are routed to the 
IS to provide indications on the VOLTS and AMPS indicators (panel 14). Battery talkbacks (low voltage, 
high voltage, and off) receive drive signals derived from ECA-supplied discrete levels processed 
through the IS. The major elements in the descent stage ECA's are LV and HV MFC's, current 
monitors, overcurrent relays, reverse-current relays, and power supplies. An auxiliary relay supplies 
system logic contact closures to other control assemblies in the LM power distribution system. 

The MFC's are electrically interlocked to prevent closing an HV contactor when an LV con- 
tactor is already closed, and vice versa. This prevents short-circuiting the tapped sections of the re- 
spective descent stage battery. The MFC's are operated with the DESCENT POWER HI VOLTAGE and 
LOW VOLTAGE switches. 

The ECA current monitor produces isolated outputs for the IS, overcurrent relay, and re- 
verse-current relay from the battery current that flows through the HV or LV MFC's. The current 
monitor supplies a d-c level (proportional to battery current) to the overcurrent relay. Voltage in the 

relay circuit builds up until the close coil of the overcurrent relay is energized (reflecting 150 to 200 
amperes for approximately 13 to 100 seconds), at which time the HV or LV contactor opens to 
disconnect the battery from its power feeder. The magnitude of battery current is inversely proportional 
to the time it takes for the close coil of the relay to be energized; the greater the initial overcurrent, the 
less time required for tripping. The overcurrent relay is sensitive to magnitude; it therefore follows 
the overcurrent trip characteristics. The relay must be reset manually (OFF/RESET position of the 
DESCENT POWER HI VOLTAGE or LOW VOLTAGE switches) once it is tripped. A lockout relay 
(LOR) ensures that the battery cannot be turned on unless the overcurrent relay has been reset. For 
each overcurrent circuit, the ECA provides an alarm signal to the caution and warning circuits in 
the IS, causing the BATTERY caution light to go on, 

The reverse-current relay causes the BATTERY caution light to go on when current flow in 
the direction opposite to normal current flow exceeds 10 amperes for at least 4 seconds. Unlike the 
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overcurrent relay, the reverse-current relay does not open the related MFC's and is self-resetting 
when the current monitor ceases to detect a reverse-current condition. During reverse-current 

conditions, the related MFC must be switched open manually by setting the DESCENT POWER 
switches to OFF/RESET. The descent stage ECA power supplies provide ac for current-monitor 
excitation, and regulated de for the other ECA circuits. 

2.5.4.4 Ascent Stage Electrical Control Assemblies. (See figure 2. 5-14.) 

The two ascent stage ECA's individually control and protect the two ascent stage batteries 
in nearly the same manner as the descent stage ECA's control and protect the descent stage batteries. 
Each ascent stage ECA contains electrical power feeder contactors, an overcurrent relay, a reverse- 
current relay, and a current monitor. Each ascent stage battery can be connected to its normal or 

backup main feeder line via the normal MFC or the backup main feed contactor (BU MFC) in its respective 
ECA. Both batteries are thereby connected to the primary d-c power buses. The normal feeder line has 
overcurrent protection; the backup feeder line does not. Otherwise, the ascent stage ECA's function the 
same as the descent stage ECA's. The ascent stage ECA's provide reverse-current monitoring, over- 
current protection, and contact closures for indicators. The MFC's and BU MFC's in the ascent stage 
ECA's are manually operated with the respective ASCENT POWER switches. 

2.5.4.5 Relay Junction Box. (See figure 2. 5-10.) 

The RJB provides the following: 

e Control logic and junction points for connecting external prelaunch power (via the 
LUT) to the LM Pilot's d-c bus 

© Control and power junction points for connecting descent stage and ascent stage 
ECA's to the LM Pilot's bus 

e Deadfacing of half of the power feeders between the descent and ascent stages. 

The RJB provides control of all LV contactors (on and off) from the LUT and CSM, and 
control of all low- and high-voltage descent power contactors (off) on receipt of an abort stage command. 
On and off control of ground facility power through the LUT is provided by the LDR. The RJB includes 
abort logic relays, which, when energized by an abort stage command,’ close the ascent stage battery 
MFC's and open the deadface relays. The RJB deadface relays provide on and off control of the main 
power feeder or descent battery No. 2. These relays are opened and closed with the DES BATS 

switch, or are opened automatically when the abort logic relays close. The deadface relays in the RJB 
deadface half of the main power feeders between the descent and ascent stages; the other half of the 
power feeders is deadfaced by the deadface relays in the DRB. The ascent stage then provides primary 
d-c power to the LM. 

2.5.4.6 Deadface Relay Box. (See figure 2.5-12.) 

The DRB contains a deadface relay, which controls the output of descent stage batteries No. 

3 and 4 in the same manner as the RJB deadface relay controls descent stage battery No. 2. Because 
the Commander's and LM Pilot's circuit breaker panels are located on opposite sides of the LM cabin, 
two individual deadfacing facilities (one for each circuit breaker panel) provide a physically expedient 
deadfacing process. 

2.5.4.7 Inverters. (See figure 2.5-15.) 

Two redundant 400-cps inverters individually supply the primary a-c power required in the 
LM. Inverter output is controlled by application of 28 volts dc from the Commander's or LM Pilot's 28- 
volt d-c bus through the EPS: INV 1 and INV 2 circuit breakers, the INVERTER switch, and the AC BUS 
A and AC BUS B: BUS TIE circuit breakers. The inverters are identical; therefore, only the inverter 
No. 1 circuitry is discussed. The 28 volts de is applied through an electromagnetic interference (EMI) 
filter and an input filter to a dc-to-de converter. The regulated output of the converter is changed to a 
400-cps square wave in the inverter stage. The output of the inverter stage is controlled by 400-cps 
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Figure 2.5-15. Inverter No. 1 - Block Diagram 

pulse drives developed from a 6. 4-kilopulse-per-second (kpps) oscillator, which is, in turn, synchronized 
by timing pulses from the IS. The output of the inverter stage is 40040.4 cps, synchronized; 400110 cps, 
with a free-running oscillator. The 6.4-kpps oscillator output is divided precisely by 16 in the divider 
logic circuit and routed to the inverter stage, the electronic tap changer, and short-circuit protection 
circuits. The electronic tap changer sequentially selects the output of the tapped transformer in the in- 
verter stage, converting the 400-cps square wave to an approximate sine wave of the same frequency. The 
output filter minimizes harmonic distortion. The voltage regulator maintains the inverter output at 115 
volts ac +1% during normal load conditions by controlling the amplitude of the de-to-de converter output. 
The voltage regulator also compensates for variations in the d-c input and a-c output load. 

Setting the INVERTER switch to 1 routes the inverter No. 1 output to the AC BUS A: BUS 
TIE INV 1 circuit breaker for a-c bus A application and to the AC BUS B: BUS TIE INV 1 circuit breaker 
for a-c bus B application. A-C power at bus A is monitored for proper voltage amplitude and frequency 
by the IS via the AC BUS A: AC BUS VOLT circuit breaker (panel 11), When the voltage at bus A is less 
than 112 volts ac, or the frequency is less than 398 cps or more than 402 cps, the INVERTER caution light 
goes on. The light goes off when the malfunction is remedied. 

2.5.4.8 Circuit Breaker and EPS Control Panels. 

All primary a-c and d-c power feed circuits are protected by appropriately rated circuit 
breakers on the Commander's and LM Pilot's buses. The two d-c buses are electrically connected by the 
main power feeder network. Functionally redundant LM equipment is placed on both d-c buses (one on 
each bus), so that each bus can individually perform a mission abort during emergencies. EPS circuit 
controls and monitoring displays are on panel 14. Section 3 contains a description of all EPS controls 
and displays. Circuit breaker characteristics are given in table 2. 5-1. 

ooo 
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Table 2.5-1, Circuit Breaker Characteristics 

  

D-C circuit breaker 

Operating voltage 28 volts 

Operating voltage limit 32.5 volts 

‘Transient voltage limits 50 volts above, 100 volts below 
operating voltage 

Ripple voltage Less than 1.5 volts, peak 

A-C circuit breaker 

  

Steady-state operating voltage 115 + 2.5 volts rms 

‘Transient voltage limits 90 to 188 volts, peak 

Transient voltage recovery time 170 milliseconds 

2.5.4.9 Sensor Power Fuse Assemblies. (See figure 2. 5-16.) 

Two sensor power fuse assemblies, in the aft equipment bay, provide a secondary d-c bus 
system that supplies excitation to ECS, RCS, and MPS transducers that develop display and telemetry 
data. During prelaunch procedures, the INST: SIG SENSOR circuit breaker (panel 16) is open, and 
primary power is supplied to the assemblies from the Commander's 28-volt d-c bus, via the EPS: DC 

@ BUS VOLT circuit breaker (panel 11) and the closed contacts of relay K6 in panel 11. The coil of K6 is 
energized by the ground-supplied GSE umbilical cable. Before launch, the GSE umbilical is disconnected 
and K6 is deenergized. Closing the INST: SIG SENSOR circuit breaker supplies power directly to the 
sensor power fuse assemblies from the LM Pilot's 28-volt dc bus. With this circuit breaker closed, 
closing the EPS: CROSS TIE circuit breaker(s) on panel 11 supplies redundant power from the Com- 
mander's 28-volt dc bus, Each assembly comprises a positive d-c bus, negative return bus, and 40 fuses. 
All sensor return lines are routed to a common ground bus. 

2.5.5 FAILURE MODES. 

The EPS failure modes and the effect on mission capability are given in table 2. 5-2. 

Table 2,5-2. Electrical Power Subsystem - Failure Modes 

  

  

  

  

Vehicle Capability “| 

Failure Indication 

Before Staging After Staging 

Descent Stage Power | 

One descent BATTERY caution light goes Abbreviated mission may still N/A 
battery failed. on. BAT FAULT compo- be effected, using remaining 

nent caution light goes on descent batteries. 
when POWER/TEMP MON 
switch is set to failed battery. 
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RETURN 
bus 

TANK NO. 1 PRESSURE . 
TANK NO. 2 PRESSURE oO 

TANK PRESSURE . 

RGE PRESSURE - PRIMARY LOOP: . 

RGE PRESSURE - REDUNDANT LOOP: . 

|ANK QUANTITY ry 

ANK NO. 1 QUANTITY: ry 

ANK NO. 2 QUANTITY . 

RESSURE. . 

RESSURE . Notes 
1, Except for fuses F39 ond F40 in assembly 

449, which are rated at 0.5 ampere, all 
fuses are rated ot 0.25 ampere. 

2. Spare fuses (not shown) ore provided in 
assemblies 449 and 4410. 

REGULATOR A OUTPUT PRESSURE n 
REGULATOR 6 OUTPUT PRESSURE oS 
PRESSURE a 
PRESSURE . 

0 A PRESSURE . 
0 & PRESSURE a 

1 PRESSURE r 

TOR OUTPUT MANIFOLD PRESSURE o 

ow . 

VEL LOW . 

‘ALVE INLET PRESSURE . 
IN VALVE INLET PRESSURE Oo 

PRESSURE . 

[OR OUTPUT MANIFOLD PRESSURE (REDUNDANT) . 
SEMBLY A410 

[OR OUTPUT MANIFOLD PRESSURE o 

  : FUEL PRESSURE oy 

mR 

I I 
RETURN | UM TANK PRESSURE oy 

Bus PRESSURE . 

    

   

   

    

OXIDIZER PRESSURE: . APS FUEL TANK ULLAGE PRESSURE 

  

2 PRESSURE o | 

  

      
R OUTPUT MANIFOLD PRESSURE (REDUNDANT) . APS OXIDIZER TANK ULLAGE PRESSURE | 

IUM TANK PRESSURE (REDUNDANT)- ° DPS FUEL TANK NO. 1 ULLAGE PRESSURE 

IENTATION REFERENCE POWER SUPPLY. ° DPS AMBIENT HELIUM BOTTLE PRESSURE | 

a     

B.2001M4-109 

Figure 2.5-16, Sensor Power Fuse Assemblies - Simplified Power Distribution Diagram 
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Table 2.5-2. Electrical Power Subsystem - Failure Modes (cont) 
  

  

  

  

Ww 
Vehicle Capability 

Failure Indication 

Before Staging After Staging 

Descent Stage Power 

‘Two or more BATTERY caution light goes | Mission must be severely curtailed. | N/A 
\ descent batteries | on. BAT FAULT compo- Mission may be aborted, with un- 

  

failed. 

One bus or main 
feeder line failed 
(panel 11 EPS: 
CROSS TIE 

circuit breakers 
open). * 

One bus or main 
feeder line failed 
(panel 16 EPS: 
CROSS TIE 

circuit breakers 
open). * 

nent caution light goes on 
when POWER/TEMP MON 
switch is set to failed 
battery. 

DC BUS warning light and 
DC FEEDER FAULT compo- 

nent caution light go on, 
and associated DESCENT 
STAGE talkbacks provide 
barber-pole display. 

C/W PWR caution light and 
DC FEEDER FAULT comp- 
ponent caution light go on, 
and all DESCENT POWER 
talkbacks provide barber- 
pole display. 

staged vehicle rendezvousing with 
CSM (using ascent power and re- 
maining descent power); vehicle 
may be staged, followed by nor- 
mal resumption of ascent stage 
mission procedures (using ascent 
power) and rendezvous and dock- 
ing with the CSM. 

Mission must be aborted after 
faulty bus or main feeder line is 
isolated from power distribution 
network and ascent power is sup- 
plied to operational feeder. 

Mission must be aborted after 
faulty bus or main feeder line is 
isolated from power distribution 
network and ascent power is sup- 
plied to operational feeder. 

See ascent stage 
power section of 
table. 

See ascent stage 
power section of 
table. 

  

Ascent Stage Power 
  

            
  

QU 

One ascent BATTERY caution light goes Mission must be aborted, Rendez- Mission must be 

battery failed. on. BAT FAULT compo- vous and docking by unstaged aborted. Remaining 
: nent caution light goes on vehicle may be achieved, using ascent battery is suf- 

when POWER/TEMP MON one ascent battery and remaining _| ficient to ensure safe 
switch is set to failed descent power. rendezvous and 

battery. docking of LM 
ascent stage and CSM. 

One bus or main DC BUS warning light, C/W | N/A Mission must be 
feeder line failed PWR caution light, and DC aborted. Faulty 

(panel 11 or 16 FEEDER FAULT component bus or main feeder 

EPS: CROSS TIE caution light go on and line must be isolated 

circuit breakers associated ASCENT from power 
open). * POWER talkbacks provide distribution network, 

barber-pole display. and associated battery 
must be removed 
from faulty feeder 
line (and respective 
bus) and connected 
to remaining bus. 

QO 

*A d-c bus or main feeder line short with the EPS: CROSS TIE circuit breakers closed results in automatic 

opening of these circuit breakers. (Batteries feeding into the short will automatically be removed). The 
effect of the short on vehicle capability is then as stated. 

NY 
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‘able 2,5-2. Electrical Power Sub: tem — 

  

‘ailure Modes (cont) 

  

  

Failure Indication 

Vehicle Capability 
  

Before Staging After Staging 
  

Ascent Stage Power (cont) 
  

INVERTER caution light 
goes on with INVERTER 
switch set to 1. 

Inverter No. 1 
failed. 

INVERTER caution light 
goes on with INVERTER 
switch set to 2. 

Inverter No, 2 
failed. 

A-C bus failed. INVERTER caution light 
goes on with INVERTER 
switch set to 1 or 2, 

Mission must be aborted after 
inverter No. 2 is selected to 
replace inverter No. 1. 

  

Redundant inverter No, 1 output 
is sufficient to continue nominal 
mission, 

Faulty bus must be isolated from 
a-c power distribution network, 
with remaining a-c bus continuing 
to operate normally. 

Same as mission 
effect before 
staging. 

Same as mission 
effect before 
staging. 

Same as mission 

effect before staging. 

  

D-C Electr: ical Power - General 
  

‘Talkbacks (panel 14) do not 
display proper command 
feedback. 

Control of any 
ascent battery or 
any two descent 
batteries is lost.     Mission must be aborted, using Same as mission   remaining available power. effect before 

staging.       

2.5.6 PERFORMANCE AND DESIGN DATA. 

The performance and design data for the EPS are given in table 2. 5-3. 

Table 2.5-3. Electrical Power Subsystem - Performance and Design Data 

  

A-C Section 

Inverter input voltage 

Inverter output (with 
PCMTEA sync) 

Inverter output (with 
internal syne) 

Normal load range 

Maximum overload at 
constant voltage output 

D-C Section 

Steady-state bus voltage limits 

Nominal supply bus voltage 

Transient voltages   

24 to 32 volts de 

11541.2 volts rms, 40020.4 eps, 
single-phase 

115£1.2 volts rms, 400110 eps, 
single-phase 

0 to 350 volt-amperes (at power 
factors 0.65 lagging to 0.80 leading) 

525 volt-amperes for 10 minutes 

26.5 to 32.5 volts de 

28 volts de 

50 volts above or below nominal 

supply voltage     
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Electrical Power Subsystem ~ Performance and Design Data (cont) 

  

Power requirements 

  

      

Ascent ECA's 84 watts, momentarily during battery 
switching; 10 watts, steady-state 

Descent ECA's 84 watts, momentarily during battery 
switching; 20 watts, steady-state 

EPS displays 2 watts 

2.5.7 OPERATIONAL LIMITATIONS AND RESTRICTIONS. 

The operational limitations and restrictions for the EPS are as follows: 

e@ When EPS batteries are in use, the primary glycol cooling loop (ECS) must be 
operating. If this restriction is not observed, EPS components will be damaged. 
The only deviation to this is at low power levels (200 watts or less); then batteries 
can operate for 8 hours without cooling. 

e When supplying power, temperature must be maintained between +29° and +100°F. 
If this restriction is exceeded, battery could be damaged or voltage output could go 
out of specification (less than 26.5 volts dc). 

@ Maximum continuous inverter power output must not exceed 350 volt-amperes. De- 
mand can go to 525 volt-amperes for up to 10 minutes. If this limitation is ex- 
ceeded, inverter components could be damaged. 

e Maximum CSM power to LM during docked coast phases is approximately 296 watts 
peak (average is approximately 108 watts). If this restriction is exceeded, circuit 
breakers in the CSM will trip, shutting off power to the LM. 

e Available ascent electrical energy is 17. 8 kilowatt-hours at maximum steady-state 
current drain of 50 amperes per battery, at 28 volts dc. Available descent electrical 
energy is 46.9 kilowatt-hours maximum at steady-state current drain of 25 amperes 

per battery, at 28 volts de. 

e During descent engine burns, the corresponding descent and ascent stage batteries 
(by supplied bus) must be paralleled to preclude a low bus voltage due to descent 
battery failure. 

e AlLEPS: CROSS TIE circuit breakers must be opened during descent engine burns. 
If this restriction is not observed, a short on one bus will affect the other bus. 

@ Maximum current drain on one ascent battery during ascent engine burns (abort 
condition) is 104 amperes. At higher current drains, the d-c bus voltage may 
drop below the low operating limit. 

e Inverter output voltage must never drop below 110 volts ac; otherwise the DECA 
may become inoperative. 

2.5.8 TELEMETRY MEASUREMENTS. 

The EPS telemetry data are given in table 2.5-4, "(R)" in the "Telemetry Range" column 
signifies a real-time telemetry measurement. Real-time telemetry points are shown in figures 2. 5-4 
and 2.5-5 (d-c circuits) and 2. 5-15 (a-c circuits). 
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Table 2.5-4. Electrical Power Subsystem - Telemetry Measurements 

  

  

GC4365X 

GC4366X   tap 

Battery No. 
tap 

3 high-voltage 

Battery No. 
tap 

3 low-voltage   Contact closure (R) 

Contact closure (R)     

Telemetry Range Crew 
Code Description (Nominal) Display Range Display 

Gc0020x | LM umbilical release 0 to 28 vde None 

GCO0071V A-C bus voltage 0 to 125 vac (115 vac) (R) 1. 62.5 to 125 vac 1. VOLTS indicator 

2. <112 vac 2. INVERTER 

caution light 

Gco1ssF | A-C bus frequency 380 to 420 cps (400 eps) (R)|_ >398 eps, INVERTER 
>402 cps caution light 

GC0201V* | Battery No. 1 voltage 0 to 40 vde (28 vde) (R) 20 to 40 vde VOLTS indicator 

GCo0202v | Battery No. 2 voltage 0 to 40 vde (28 vde) (R) 20 to 40 vde VOLTS indicator 

GCo203V | Battery No. 3 voltage 0 to 40 vde (28 vde) (R) 20 to 40 vde VOLTS indicator 

Gco204v | Battery No. 4 voltage 0 to 40 vde (28 vde) (R) 20 to 40 vde VOLTS indicator 

GC0205V | Battery No. 5 voltage 0 to 40 vde (28 vde) (R) 20 to 40 vde VOLTS indicator 

GC0206V | Battery No. 6 voltage 0 to 40 vde (28 vde) (R) 20 to 40 vde VOLTS indicator 

Gco301v_ | Commander's bus voltage | 0 to 40 vde (28 vde) (R) 20 to 40 vde VOLTS indicator 

GCo302v | LM Pilot's bus voltage 0 to 40 vde (28 vde) (R) 20 to 40 vde VOLTS indicator 

GC1201C* Battery No. 1 current 0 to 60 amperes (R) 0 to 120 amperes: AMPS indicator 

+2 

GC1202C Battery No. 2 current 0 to 60 amperes (R) 0 to 120 amperes AMPS indicator 

+2 

Gc1203¢ | Battery No. 3 current 0 to 60 amperes (R) 0 to 120 amperes | AMPS indicator 
+2 

GC1204C Battery No. 4 current 0 to 60 amperes (R) 0 to 120 amperes AMPS indicator 

+2 

GC1205C Battery No. 5 current 0 to 120 amperes (R) 0 to 120 amperes AMPS indicator 

GC1206C Battery No. 6 current 0 to 120 amperes (R) 0 to 120 amperes AMPS indicator 

GC4361X* | Battery No. 1 high-voltage | Contact closure (R) SE BAT 1 talk- 
tap back (gray) 

GC4362X* Battery No. 1 low-voltage Contact closure (R) SE BAT 1 talk- 

tap back (white) 

GC4363X | Battery No. 2 high-voltage | Contact closure (R) 
tap 

GC4364X Battery No. 2 low-voltage Contact closure (R) SE BAT 2 talk- 

  

back (white) 

CDR BAT 3 talk- 
back (gray) 

CDR BAT 3 taik- 
back (white) 

  

    If battery No, 1 is installed. 
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Table 2.5-4. Electrical Power Subsystem - Telemetry Measurements (cont) 

Telemetry Range Crew 
Code Description (Nominal) Display Range Display 

GC4367X__| Battery No. 4 high-voltage | Contact closure (R) CDR BAT 4 talk- 
tap back (gray) 

GC4368X__| Battery No. 4 low-voltage | Contact closure (R) CDR BAT 4 talk- 
tap back (white) 

GC4369X__| Battery No, 5 on Contact closure (R) BAT 5 BACK UP 
Commander's bus CDR FEED 

talkback 

GC4370X | Battery No. 6 on Contact closure (R) BAT 6 NORMAL 
Commander's bus CDR FEED 

talkback 

Gc4371X__| Battery No. 5 on LM Contact closure (R) BAT 5 NORMAL 
Pilot's bus 

GC4372X__| Battery No. 6 on LM Contact closure (R) BAT 6 BACK UP 
Pilot's bus SE FEED 

talkback 

GC4381X_ | Auxiliary relay No. 1 Contact closure None 
condition 

GC9961U* | Battery No. 1 malfunction | Contact closure (R) BATTERY caution 
(Composite of GC3511X - light and BAT 
O/T, GC4301X - O/C, FAULT compo- 
GC4321X - R/C) nent caution light 

GC9962U | Battery No. 2 malfunction | Contact closure (R) BATTERY caution 
(Composite of GC3512X - light and BAT 
O/T, GC4302X - O/C, FAULT compo- 
GC4322X - R/C) nent caution light 

GC9963U | Battery No. 3 malfunction | Contact closure (R) BATTERY caution 
(Composite of GC3513X - light and BAT 
O/T, GC4303X - O/C, FAULT compo- 
GC4323X - R/C) nent caution light 

GC9964U | Battery No, 4 malfunction | Contact closure (R) BATTERY caution 
(Composite of GC3514X - light and BAT 
O/T, GC4304X - O/C, FAULT compo- 
GC4324X - R/C) nent caution light 

GC9965U | Battery No. 5 malfunction | Contact closure (R) BATTERY caution 
(Composite of GC3515X - light and BAT 
O/T, GC4305X - O/C, FAULT compo- 
GC4325X - R/t nent caution light 

Battery No. 6 malfunction | Contact closure (R) BATTERY caution 
(Composite of GC3516X - light and BAT 
O/T, GC4306X - O/C, FAULT compo- 
GC4326X - R/C) nent caution light 

*If battery No. 1 is installed,   
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2.6 ENVIRONMENTAL CONTROL SUBSYSTEM, 

2.6.1 INTRODUCTION 

The Environmental Control Subsystem (ECS) provides a habitable environment for two astro- 
nauts for a maximum of 48 hours while the LM is separated from the CSM, and permits the astronauts to 
decompress and repressurize the cabin up to four times. It also controls the temperature of electronic 
equipment and provides water for drinking, cooling, fire extinguishing, and food preparation. 

The major portion of the ECS is in the cabin. Part of the equipment-cooling loop and two 
oxygen tanks are in the aft equipment bay. Two water tanks are in the upper midsection. A third (larger) 
oxygen tank and a third (larger) water tank are in the descent stage. (See figures 2.6-1 and 2. 6-2.) 
Power for the ECS is supplied from the Electrical Power Subsystem. (See figures 2. 6-3 and 2.6-5.) The 
ECS (figure 2, 6-4) comprises an atmosphere revitalization section (ARS), an oxygen supply and cabin 
pressure control section (OSCPCS), a water management section (WMS), a heat transport section (HTS), 
and provisions for supplying oxygen and water to the Portable Life Support System (PLSS). 

2.6.1.1 Atmosphere Revitalization Section. 

The ARS consists of the suit circuit assembly, suit liquid cooling assembly, and steam 
flex vent. The suit circuit assembly is a closed-loop recirculation system that cools and ventilates the 
pressure garment assemblies (PGA's); maintains a desirable level of carbon dioxide in the atmosphere; 
removes odors, particles, noxious gases, and excessive moisture: enables control of the temperature of 
oxygen flow to the PGA's; and if required, automatically isolates the PGA's from the system. The suit 
liquid cooling assembly circulates and controls the temperature of water in the liquid cooled garment 
and circulates cabin air, when required. The steam flex duct carries steam discharged from the suit 
circuit water sublimator, when operating, to ambient vacuum. 

WATER Gas 
GASEOUS GROUND SERVICING — GROUND SERVICING 

OXYGEN TANK DISCONNECT DISCONNECT QUAD 2 WATER TANK     

  

   

  

   

        

   

    

    

    

  

   

INTERSTAGE 
DISCONNECT’ 

OXYGEN, QUAD 1 
FLEX HOSE 

WATER-GLYCOL. 
FLEX HOSE 

OXYGEN HIGH-PRESSURE 
CONTROL ASSEMBLY 

  
OXYGEN FILL VALVE 

DISCONNECT 

QUAD 3. 

  

— WATER-GLYCOL c BATTERY COLD RAIIS ‘MANIFOLD 
c-a00une7 

Figure 2.6-1. Environmental Control Subsystem - Component Location (Sheet 1 of 3) 
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Oxygen circulation is maintained by centrifugal fans.--Heating-and-cooling-is accomplished 
by passing the oxygen through heat exchangers, where heat is either surrendered to, or picked up from, 
the coolant of the HTS. Water separators are used to remove excess moisture after the cooling phase. 

2.6.1.2 Oxygen Supply and Cabin Pressure Control Section. 

The OSCPCS stores gaseous oxygen and maintains cabin and suit pressure by supplying oxy- 
gen to the ARS. This replenishes losses due to crew metabolic consumption and cabin or suit leakage. 
There are three oxygen supplies; one in the descent stage provides oxygen during the descent and lunar- 
stay phases of the mission, and two in the ascent stage, are used during the ascent and rendezvous 
phases of the mission. 

2.6.1.3 Water Management Section. 

The WMS supplies water for drinking, cooling, fire fighting, and food preparation; for 
refilling the PLSS cooling water tank. It also provides for delivery of water from ARS water separators 
to HTS sublimators and from the water tanks to ARS and HTS sublimators. 

The water tanks are pressurized before launch to maintain the required pumping pressure 
in the tanks. The descent stage tank supplies most of the water required until staging occurs. After 
staging, water is supplied by the ascent storage tanks. 

Pressure regulated water from the tanks along with ARS water is delivered to the HTS sub- 
limators via manually controlled shut-off valves. A manual disconnect and shut-off valves are provided 
for the control and utilization of ascent and descent tank water for drinking, food preparation, fire ex- 
tinguishing and PLSS refills. 

2.6.1.4 Heat Transport Section, 

The HTS consists of a primary coolant loop and a secondary coolant loop. The secondary 
loop serves as a backup loop and functions in the event the primary loop fails. A water-glycol solution 
circulates through each loop. The primary loop provides temperature control for batteries, electronic 
equipment that requires active thermal control, and for the oxygen that circulates through the cabin and 
PGA's. The batteries and electronic equipment are mounted on cold plates and rails through which 
coolant is routed to remove waste heat. 

The cold plates used for equipment that is required for mission abort contain two separate 
coolant passages; one for the primary loop and one for the secondary loop. The secondary coolant loop, 
which is used only if the primary loop is inoperative, serves only these cold plates. 

In-flight waste heat rejection from both coolant loops is achieved by the primary and second- 
ary sublimators which are vented overboard. A coolant pump recirculation assembly contains all the HTS 
coolant pumps and associated check and relief valves. Coolant flow from the assembly is directed through 
parallel circuits to the cold plates for the electronic equipment and the oxygen-to-glycol heat exchanger 
in the ARS. 

2.6.2 SUBSYSTEM INTERFACES. 

An absolute pressure transducer in the descent oxygen tank feed line generates an output 
proportional to tank pressure. The output is routed to the IS, where it is conditioned to provide a 
telemetry signal, a caution indication, and, through the O2/HgO QTY MON selector switch (panel 2), a 
display on the Og QUANTITY indicator. When tank pressure drops below 135 psia (approximately 5% of 
capacity), a signal is routed to the Op QTY caution light. Momentarily setting the O2/HgO QTY MON 
selector switch to C/W RESET extinguishes the light. 

A pressure transducer in the fill line of each ascent oxygen tank generates an output that is 
also conditioned in the IS to provide a telemetry signal, a caution indication, and a display on the Oo 
QUANTITY indicator. The quantity of oxygen remaining in the tanks is read on the indicator by setting the 
selector switch to ASC 1 or ASC 2, as applicable. The Og QTY caution light goes on if, before staging, the 
pressure in either ascent oxygen tank is less than 684 psia (less-than-full condition). After staging, the 
signal that causes this indication is inhibited; instead, the light goes on when pressure in ascent tank No. 1 
is less than 100 psia. The caution light is extinguished by setting the selector switch to C/W RESET. 
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2.6.3 FUNCTIONAL DESCRIPTION. 

The functional description of each of the four major ECS sections is supported by a func- 
tional flow diagram which, to reduce complexity, does not contain electrical circuitry. Figure 2.6-5 
shows all ECS electrical circuits, and all ECS interfaces with the Electrical Power Subsystem (EPS) and 
Instrumentation Subsystem (IS). 

2.6.3.1 Atmosphere Revitalization Section. (See figure 2. 6-6.) 

The ARS is a recirculation system that conditions oxygen by cooling or heating, and dehumidify- 
I ing and deodorizing it for use within the PGA's and cabin, and circulates water through the liquid coolant 

garment to provide cooling during peak heat loads. The major portion of the ARS is contained within the 
suit circuit assembly. 

In normal operation the SUIT ISOL valve is set to SUIT FLOW and conditioned oxygen flows 
to the PGA's and is discharged through the return umbilical to the suit circuit. Suit circuit pressure, 
sensed at a point downstream of the suits, is referenced to the oxygen regulators that control pressure by 
supplying makeup oxygen to the suit circuit. The suit circuit relief valve protects the suit circuit 
against overpressurization, by venting to cabin ambient. : 

The CABIN position of the suit gas diverter valve is used during pressurized-cabin opera- 
tion, to divert sufficient conditioned oxygen to the cabin to control carbon dioxide and humidity levels. 
Pulling the valve handle selects the EGRESS position to isolate the suit circuit from the cabin. The 

EGRESS position is used for all unpressurized cabin operations as well as closed suit mode with pres- 
surized cabin. An electrical solenoid override automatically repositions the valve from CABIN to 
EGRESS when cabin pressure drops below the normal level or when EGRESS is selected on PRESS REG A 
or PRESS REG B. 

With the suit gas diverter valve set to CABIN, cabin discharge oxygen is returned to the 
suit circuit through the cabin gas return valve. Setting the CABIN GAS RETURN valve to AUTO enables 
cabin pressure to open the valve. When the cabin is depressurized, differential pressure closes the 
valve, preventing suit pressure loss. 

A small amount of oxygen is tapped from the suit circuit upstream of the PGA inlets and fed 
to the carbon dioxide partial pressure sensor, which provides a voltage to the PART PRESS COg indicator 
(panel 2). 

The primary and secondary carbon dioxide (COg) and odor removal canisters are connected 
to form a parallel loop. The primary canister contains a LM-size cartridge; the secondary canister, a 
PLSS-size cartridge. A debris trap in the primary canister cover prevents particulate matter from 
entering the cartridge. A relief valve in the primary canister permits flow to bypass the debris trap if 
it becomes clogged. Oxygen is routed to the COg and odor removal canisters through the canister 
selector valve. The carbon dioxide level is controlled by passing the flow across a bed of LiOH; odors 
are removed by absorption in activated charcoal. When carbon dioxide partial pressure reaches or 
exceeds 7.6 mm Hg, as indicated on the PART PRESS COg indicator, the COz component caution light 
and ECS caution light go on. The COg CANISTER SEL valve is then set to SEC, placing the secondary 
canister onstream. This unlocks the cover on the PRIM COg CANISTER. The PRIM CO2 CANISTER 
VENT pushbutton is pushed to release pressure from the canister before the canister cover.is removed. 
The primary cartridge is replaced, the canister cover is installed, and the COg CANISTER SEL valve is 
set to PRIM, placing the primary canister back onstream. The ECS caution light is extinguished by the 
lowering of the carbon dioxide partial pressure below 7.6 mm Hg. The COg component light is on when 
the CO level is above 7.6 mm Hg, or CO canister select valve is in the SEC position. 

From the canisters, conditioned oxygen flows to the suit fan assembly, which maintains 
circulation in the suit circuit. Only one fan operates at atime. The CB ECS: SUIT FAN 1 is closed and 
the SUIT FAN selector switch is set to 1 to initiate suit fan operation. At startup, a fan differential 
pressure sensor is in the low position (low AP), which, through the fan condition signal control, energizes 
the ECS caution light and SUIT FAN component caution light. The lights remain on until the differential 
pressure across the operating fan increases sufficiently to cause the differential pressure sensor to move 
to the normal position. If the differential pressure drops to 6.0 inches of water or less, the lights go on 

—— 
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and switchover to fan No. 2 is required. The ECS caution light goes off when No. 2 fan is selected and 
the suit fan warning light goes on. The suit fan component light goes off when fan No. 2 comes up to 
speed and builds up normal differential pressure. The SUIT/FAN warning and SUIT FAN component 
caution lights go off if fan No. 2 differential pressure reaches 9.0 inches of water. The fan check valve 
permits air to pass from the operating fan without backflow through the inoperative fan. 

From the check valve, the conditioned oxygen passes through a sublimator to the cooling 
heat exchanger. The sublimator cools the oxygen under emergency conditions. Normally, the sub- 
limator is inoperative; it is placed in operation when the secondary evaporator flow (SEC EVAP FLOW) 
valve of the water control module is opened because a failure in the primary heat transport loop renders 
the cooling heat exchanger inoperative. Heat transfer to the coolant in the heat exchanger reduces gas 
temperature and causes some condensation of water vapor. 

The conditioned oxygen is next routed to two, parallel-redundant water separators through 
the water separator selector (WATER SEP SEL) valve. One separator, selected by pushing (SEP 1) or 
pulling (SEP 2) the WATER SEP SEL valve handle, is operated at a time. The separator is driven by the 
gas flowing through it. Moisture removed from the oxygen is discharged under a dynamic head of pres- 
sure sufficient to ensure positive flow from the separator to the WMS. A water drain carries some water 
from the separators to a surge (collection) tank outside the recirculation system. 

The conditioned oxygen from the water separator is mixed with makeup oxygen from the 
OSCPCS to maintain system pressure. The mixture flows through the regenerative (heating) heat ex- 
changer, where the temperature may be increased, to the suit isolation valves. The suit temperature 
control (SUIT TEMP) valve on the water control module controls the flow of coolant through the regenera- 
tive heat exchanger. Setting the valve to INCR HOT increases oxygen temperature; setting it to DECR 
COLD reduces the temperature. 

If a PGA tears while the SUIT ISOL valves are set to SUIT FLOW, the valves are automatic- 

ally repositioned to SUIT DISC when suit circuit pressure drops to 2.9 psia minimum (can close between 
2.9 and 3,4 psia), actuated by the suit circuit pressure switch. This action isolates the PGA's from the 
ARS, At the same time, the CABIN REPRESS valve automatically opens, repressurizing the cabin. 

2.6.3.1.1 Suit Liquid Cooling Assembly. (See figure 2.6-6A.) 

The suit liquid cooling assembly assists in removing metabolic heat by circulating cool water 
through the liquid-cooled garment (LCG). A pump maintains the flow of warm water returning from the LGC 
through the water umbilical hoses. An accumulator in the assembly compensates for system volumetric 
changes and leakage. A mixing bypass valve controls the quantity of water that flows through the water- 
glycol heat exchanger for removal of heat; the remaining water is bypassed around the heat exchanger. This 
bypassed (warm) water, mixed with the cool water downstream of the heat exchanger, flows through the water 
umbilical hoses back to the LCG. A fan circulates cabin air. 

2.6.3.2 Oxygen Supply and Cabin Pressure Control Section. (See figure 2. 6-7.) 

The ECS descent stage oxygen supply hardware consists of the following: descent oxygen 
tank, high pressure fill coupling, high pressure oxygen control assembly, interstage flex line, descent 
stage disconnect. The descent tank pressure transducer is part of the IS and generates an output pro- 
portionate to tank pressure. 

The ascent stage oxygen supply hardware consists of the following: ascent stage disconnect, 
interstage flex line, oxygen module, two ascent oxygen tanks, PLSS hose, PLSS oxygen disconnect (GFE), 
and the cabin pressure switch. Two automatic pressure relief and dump valves, one in each hatch, are 
provided to protect the cabin from overpressurization. Two ascent stage tank pressure transducers and 
a selected oxygen supply transducer are part of the IS and operate in conjunction with the OSCPS. 

The OSCPCS stores gaseous oxygen, replenishes the ARS oxygen, and provides refills for 
the PLSS oxygen storage tank. Before staging, oxygen is supplied from the descent stage oxygen tank. 
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Figure 2,6-6A, Suit Liquid Cooling Assembly, Schematic Flow Diagram 
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After staging, or if the descent tank is depleted, the ascent stage oxygen tanks supply oxygen to the oxy- 
gen control module. The high-pressure assembly in the descent stage, and the oxygen control module in 
the ascent stage, contain the valves and regulators necessary to control oxygen in the OSCPCS. Two 
cabin relief and dump valves vent excess cabin pressure. 

The descent tank pressure, approximately 2,730 psia, is reduced to a level that is com- 
patible with the components of the oxygen control module, approximately 900 psig, by a high-pressure 
regulator, A series-redundant bypass relief valve protects the descent oxygen tank against over- 
pressurization. In addition, a series-redundant overboard relief valve protects the oxygen control 
module against excessive pressure caused by a defective regulator or by flow through the bypass relief 
valve. If the pressure on the outlet side of the regulator rises to a dangerous level, the burst diaphragm. 
assembly vents the high pressure assembly to ambient. A poppet in the burst diaphragm assembly 
reseats when pressure in the high pressure assembly is reduced to approximately 1,000 psig. Descent 
oxygen flows through the interstage disconnect to the oxygen module and is controlled with the descent 
oxygen shutoff (DES Og) valve. The interstage disconnect acts as a redundant seal to prevent loss of oxy- 
gen overboard after staging. 

When ascent stage oxygen is required, the ascent oxygen shutoff (#1 and 42 ASC Og) valves 
are used to select their respective tank. A mechanical interlock prevents the valves from being opened 
unless the descent oxygen shutoff valve is closed. The mechanical interlock may be overridden (if the 
descent oxygen shutoff valve cannot be closed and the ascent oxygen shutoff valves must be opened) by 
pressing the INTLK OVRD pushbutton on the oxygen control module. 

From the oxygen shutoff valves, oxygen is routed to oxygen demand regulators (PRESS REG 
A and PRESS REG B), a PLSS FILL valve, and a cabin repressurization and emergency oxygen (CABIN 
REPRESS) valve. The PLSS FILL valve connects to the PLSS oxygen tank through a flexible service 
hose. A check valve in the PLSS disconnect is opened when the hose is connected. The valve automat- 
ically closes when the hose is disconnected. The oxygen demand regulators maintain the pressure of the 
suit circuit at a level consistent with normal requirements. Both regulators are manually controlled 
with a four-position handle; both are ordinarily set to the same position. The CABIN position is selected 
during normal pressurized-cabin operations, to provide oxygen at 4,8:0,2 psia. Setting the regulators 
to EGRESS maintains suit circuit pressure at 3,810.2 psia. The DIRECT Og position provides an un- 
regulated flow of oxygen into the suit circuit. The CLOSE position shuts off all flow through the regulator. 
In the CABIN and EGRESS positions, the regulator is internally modulated by a reference pressure from 
the suit circuit. The demand regulators are redundant; either one can fulfill the ARS oxygen requirements. 

If both demand regulators are set to CABIN or DIRECT Og and cabin pressure drops to 
3.7-4,45 psia, the cabin pressure switch energizes the cabin repressurization valve, and oxygen flows 
through the valve into the cabin. If cabin pressure builds up to 4.40-5.0 psia, the cabin pressure switch 
deenergizes the valve solenoid, shutting off the oxygen flow. The valve can maintain cabin pressure at 
3.5 psia for at least 2 minutes following a 0.5-inch-diameter puncture of the cabin. It responds to signals 
from the cabin pressure switch during pressurized-cabin operation and to a suit circuit pressure switch 
during unpressurized operation. Manual override capabilities are provided. 

The two cabin relief and dump valves are manually and pneumatically operated. They pre- 
vent excessive cabin pressure and permit deliberate cabin decompression. The valves automatically 
relieve cabin pressure when the cabin-to-ambient differential reaches 5.4 to 5.8 psid. When set to AUTO, 
the valves can be opened manually with their external handle. The valve in the overhead hatch can dump 
cabin pressure from 5.0 to 0.08 psia in 180 seconds without cabin inflow. The valve in the forward hatch 
requires 310 seconds to dump the same amount of cabin pressure because of the flow restriction caused by 
the bacteria filter, In addition to relieving positive pressure, the valves relieve a negative cabin pres- 
sure condition. 

To egress from the LM, the oxygen demand regulators are set to EGRESS, turning off the 
cabin fans and closing the SUIT GAS DIVERTER valve; the CABIN GAS RETURN valve is set to EGRESS; 
and cabin pressure is dumped by setting the cabin relief and dump valve to OPEN. A bacteria filter on 
the cabin side of the cabin relief and dump valve in the forward hatch removes 95% of all bacteria larger 
than 0.5 micron from the dumped oxygen. When repressurizing the cabin, the cabin relief and dump valve 
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is set to AUTO, the PRESS REG A and PRESS REG B valves are set to CABIN, and the CABIN GAS 

RETURN valve is set to AUTO. The CABIN warning light goes on when the regulators are set to CABIN, 
and goes off when the cabin reaches the actuation pressure of the cabin pressure switch. 

2.6.3.3 Water Management Section, (See figure 2. 6-8.) 

The WMS stores water for metabolic consumption, evaporative cooling, fire extinguishing 
and PLSS water tank refill. It controls the distribution of this stored water and the water reclaimed 
from the ARS by the water separators. Reclaimed water is used only for evaporative cooling, in the 
ECS sublimators. Water is stored in a tank in the descent stage and two identical smaller tanks in the 
upper midsection of the ascent stage. All three tanks are bladder-type vessels, which are pressurized 
with nitrogen before launch. The controls for the WMS are grouped together on the water control module 
located to the right rear of the LM Pilot's station. 

Water from the descent stage water tank is fed through a manually operated shutoff valve 
(DES H20), and a check valve, to the PLSS HgO DISCONNECT. Water quantity is determined by a water 
quantity measuring device, which is a temperature compensated pressure transducer. This senses the 
temperature/pressure ratio of the tank-pressurizing nitrogen, computes the volume of the water, and 
generates an output analogous to that volume. The output is displayed on the HgO QUANTITY indicator 
(panel 2) after the O2/H2O0 QTY MON selector switch is set to DES. If the quantity of water in the tank 
drops to 16%, the WATER QTY caution light goes on. When the DES Hg0 valve is set to OPEN, high- 
pressure water is available for drinking, food preparation, PLSS fill, and fire extinguishing. 

When the vehicle is staged, the descent interstage water feed line is severed by the inter- 
stage umbilical guillotine, and water is supplied from the ascent stage water tanks. Water quantity in 
each ascent stage tank is measured and displayed in the same manner as descent water quantity, the 
O2/H20 QTY MON switch is set to ASC 1 or ASC 2, as required. The WATER QTY caution light goes on 
when a less-than-full (95%) condition exists in either tank or when the tank water levels are unequal by 
15% or more. Water from ascent stage water tank No. 1 is fed to the PLSS HgO0 DISCONNECT through 
the ascent water (ASC H20) valve for drinking, food preparation, PLSS fill, and fire extinguishing. 

Water from the three water tanks enters the water tank selector (WATER TANK SELECT) 
valve which consists of two water diverting spools. Setting the valve to DES or ASC determines which 
tank is on-line. 

When using the descent tank, water is supplied to the primary manifold (which consists of 
the primary pressure regulators and the primary evaporator flow No. 2 valve) by setting the WATER 
TANK SELECT valve to DES. The water flows through the series primary pressure regulators, which 
control water discharge pressure in response to suit circuit gas reference pressure, at 0.5 to 1.0 psi 
above this gas pressure. With the PRIM EVAP FLOW valve set to OPEN, the water is routed through 
a flow limiter tothe primary sublimator. The flow limiter is provided to limit the water flow rate during the 
sublimator start-up period. Discharge water from the water separator is routed through the secondary 
spool of the selector valve and joins the water from the primary pressure regulators. Setting the se- 
lector valve to ASC routes water from the ascent tanks through the primary pressure regulators and, with 
PRIM EVAP FLOW No. 1 valve set to OPEN, to the primary sublimator. Water flow from the water 
separators is not changed by selection of the ASC position. If the primary pressure regulators fail, an 
alternative path to the primary sublimator is provided by setting the primary evaporator flow No. 2 
(PRIM EVAP FLOW #2) valve to OPEN. Water then flows directly from the ascent water tanks through 
the secondary pressure regulator, and the primary evaporator flow No. 2 valve through the flow limiter 
to the primary sublimator, 

Under emergency conditions (failure of the primary HTS loop), water from the ascent tanks 
is routed through the secondary manifold (secondary pressure regulator) by setting the SEC EVAP FLOW 
valve to OPEN. This allows for flow of water to the second in series pressure regulator through flow 
limiters, to the secondary sublimator and the suit circuit sublimator. Discharge water from the water 
separators is also diverted to the sublimators. To divert water, the finger latch on the WATER TANK 
SELECT valve is lifted and the valve is set to SEC. 
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2.6.3.4 Heat Transport Section, (See figure 2. 6-9.) 

The HTS consists of two closed loops (primary and secondary) through which a water-glycol 
solution is circulated to cool the suit circuits, cabin atmosphere, and electronic equipment. Coolant is 
continuously circulated through cold plates and cold rails to remove heat from electronic equipment and 
batteries. For the purpose of clarity, the primary and secondary coolant loops, and the primary and 
secondary coolant loop cold plates and rails are discussed separately in the following paragraphs. When 
necessary, the primary loop is also a heat source for the cabin atmosphere. Heat is removed by absorp- 
tion and is rejected to space by sublimation. 

2.6.3.4.1 Primary Coolant Loop. 

The primary coolant loop is charged with coolant at GSE fill points and is then sealed. The 
glycol pumps force the coolant through the loop. The glycol accumulator maintains a constant head of 
pressure (5. 25 to 9 psia, depending on coolant level) at the inlets of the primary loop glycol pumps. 
Coolant temperature at the inlets is approximately +40°F, A switch in a low-level sensor trips when 
only 105% of coolant volume remains in the accumulator. When tripped, the switch provides a telemetry 
signal and causes the GLYCOL caution light (panel 2) to go on. 

The coolant is routed to the pumps through a filter which has a bypass to maintain flow if 
the element becomes clogged. Each pump has a capability of providing a minimum of 3.7 pounds per 
minute coolant flow at 40°F with a pressure rise of 30 psid when subjected to a voltage of 28 vde. They 
are started by closing the ECS: GLYCOL PUMP 1 and 2 circuit breakers and setting the GLYCOL 
selector switch to PUMP 1 or PUMP 2, If the operating pump does not generate a minimum differential 
pressure (AP) of 742 psi (or if the pump AP drops below 3 psid after primary pump operation has been 
initiated), the 4P switch generates a signal to energize the ECS caution light and the GLYCOL PUMP 
component caution light. Manually selecting the other pump deenergizes the lights when the onstream 
pump develops a minimum 4P of 5.0 to 9.0 psi. If both pumps fail, the secondary loop is activated by 
setting the WATER TANK SELECT valve to SEC, setting the GLYCOL pump switch to INST (SEC), and 
closing the ECS: GLYCOL PUMP SEC circuit breaker. Automatic transfer from primary pump No. 1 to 
primary pump No. 2 is initiated by closing the ECS: GLYCOL AUTO TRANFR circuit breaker and setting 
the selector switch to PUMP 1. When transfer is necessary, the caution lights go on, the transfer is 
accomplished, and the ECS caution light goes off. The glycol pump component light remains on. 

If primary loop AP exceeds 33 psi, the pump bypass relief valve opens and routes the cool- 
ant back to the pump inlet, relieving the pressure. The valves start to open at 33 psi, are fully open at 
a maximum of 39 psia, and reseat at a minimum of 32 psia. Check valves prevent coolant from feeding 
back through an inoperative primary pump. 

Part of the coolant leaving the recirculation assembly flows to the suit circuit heat ex- 
changer to cool the suit circuit gas of the ARS. The remainder of the coolant flows to electronic 
equipment mounted on cold plates. The flow paths then converge and the coolant is directed to the liquid 
cooling garment water glycol heat exchanger to cool suit water as required. The coolant then flows 
through the aft equipment bay cold rails. A portion of the warmer coolant flow returning from the aft 
equipment bay cold rail can be diverted to the suit circuit regenerative heat exchanger through the suit 
temperature (SUIT TEMP) control valve to increase suit inlet gas temperature. The diverted flow 
returning from the heat exchanger, combined with the bypassed coolant, is routed to the primary 

sublimator. 

The sublimator decreases the temperature of the coolant by rejecting heat to space 
through the sublimation of water followed by the venting of the generated steam through an overboard 
duct. A thrust deflector located above the duct exit port diffuses the exhaust steam thereby decreasing 
the thrust effect on the vehicle. Pressure regulators in the sublimator water feed line maintain a water 
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YY outlet pressure at 0.5 to 1.0 psid above the referenced suit circuit pressure. This regulated water outlet 
pressure will be above 4,0 psia and will normally be below 7.0 psia. During the suit pressure integrity 
check, the regulated water outlet pressure can be as high as 10 psia for a short duration of time. The 
sublimator inlet and outlet temperatures are sensed by a temperature transducers, which provide telem- 
etry signals. Coolant from the sublimator flows through the ascent and descent battery cold rails, then 
returns to the recirculation assembly. 

Two, self-sealing disconnects upstream and downstream of the glycol pumps permit servic- 
ing and operation of the HTS by GSE. Interstage disconnects are installed in coolant lines that connect to / 
the descent stage. Before staging, coolant flows through the ascent and descent stage battery cold rails. ~~ 
After staging, the interstage disconnects separate, the lines are sealed by spring-loaded check valves, 
and the full coolant flow enters the ascent stage battery cold rails. 

2,6.3.4.2 Secondary Coolant Loop. 
The secondary (emergency) coolant loop provides thermal control for those electronic as- 

semblies and batteries whose performance is necessary to effect a safe return to the CSM, Cooling is 
provided by the secondary sublimator, The procedure for starting up the secondary loop is discussed in 
paragraph 2. 6.3.4.1. 

The secondary loop is also charged with coolant at GSE fill points and is sealed. A second- 
ary accumulator identical to the primary accumulator maintains a positive secondary pump inlet pressure. 
As with the primary the pump is protected by filter which has a bypass to maintain a flow if the element 
becomes clogged. A pump bypass relief valve relieves excessive pressure by routing coolant back to the 
pump inlet. A check valve at the discharge side of the glycol pump prevents coolant flow from bypassing 
the HTS during GSE operation. The coolant from the pump passes through the check valve, to the second- 
ary passage of the cold plates and cold rails of the electronics and batteries cold plate section. Waste 
heat is absorbed by the coolant. The warm coolant then flows to the secondary sublimator. 

The secondary sublimator operates in the same manner as the primary sublimator in the 
primary coolant loop. Water for the sublimator is provided when the SEC EVAP FLOW valve is set to 
OPEN. The coolant returns to the pump for recirculation. 

2.6.3.4.3 Cold Plates and Rails. (See figure 2. 6-9.) 

Equipment essential for mission abort is mounted on cold plates and rails that have two 
independent coolant passages, one for the primary loop and one for the secondary loop. 

Primary Coolant Loop Cold Plates and Rails. 

The cold plates and rails in the primary coolant loop are arranged in three groups: upstream 
electronics, aft equipment bay, and batteries. 

Coolant from the recirculation assembly flows into parallel paths that serve the upstream 
electronics cold plate group. In this group, the data storage equipment assembly (DSEA) is cooled by 
cold rails; the remainder of the group, by cold plates. The cold plates are located in the pressurized and 
unpressurized areas of the LM. The flow rates through the parallel paths are controlled by flow re- 
strictors, installed downstream of each cold plate group. The first upstream electronics flow path cools 
the suit circuit heat exchanger. The second flow path cools five cold plates mounted on the pressurized 
side of the equipment tunnel back wall. The third path serves the integrally cooled IMU and the rate gyro 
assembly (RGA) cold plate, both located in the unpressurized area (on the navigation base). The fourth 
path cools the abort sensor assembly (ASA) and pulse torque assembly (PTA) cold plates. All the plates 
for the fourth path are in the unpressurized area above the cabin; the ASA is on the navigation base (AOT). 
The fifth path serves the tracking light electronics (TLE), gimbal angle sequencing transformation as- 
sembly (GASTA), lighting control assembly (LCA), and DSE plates: one in the unpressurized area in 
front of the cabin, a second one in the control and display panel area, a third one below the cabin floor, 
and another one on the left wall of the cabin, 

The aft equipment bay is cooled by eight cold rails; the flow is in parallel. The batteries 
are cooled by cold rails. The ascent batteries are in the center section of the aft equipment bay; the 
descent batteries are in Quads 1 and 4 of the descent stage. During the descent phase, the coolant flow 

  

ENVIRONMENTAL CONTROL SUBSYSTEM 

Page 2. 6-22 Mission _LM___ Basic Date _15 December 1968 Change Date 
 



  

  

    

   
      

  

        
      

    

  

      

  

      

  

  

      

  

      
  

  

  

  

  

  

  

  

      

  

  

    

  

  

    
  

  

  

  

  

  

          
  

  

      

    

  

  

              
       

    

  

  

  

        

  
                

  

            

        

   

      

    

  

      

CAUTION —_ — 
i ius] — exreco. 

LOW LEVEL -<10 + 5% PRIMARY SECONDARY TEMPERATURE >50° F GLYCOL GLYCOL secre ACCUMULATOR ACCUMULATOR aie 
— Tr 

T 
\S SES 

& Hi SECONDARY ne A me eT TTT ON \ RETURN | SE 
ome PRIMARY \ (IE rope = = — RETURN \ PT 
Krum x T \ 

\ 
X == 

\ 
\ PUMP BYPASS rume evrass \_) RELIEF VALVES RELIEF VatvE 

AS 

1 1 = 
es} 

A m_| fi SECONDARY 
= 

> auntie = = - sa pe L count aay ae (ls \s il i CEN too ni | eer 

ise Te ASA imu — sun is Taco y 
Flow EXCHANGER \ A ie GASTA PTA RGA 

‘cpu cA { 

N cou DSE 
\ <I 
\ PSA                 

  

  

  

  

  

          

  

                
      
    
  

  
  
 



  

  

  

      

/ \\ SECONDARY 

  

  

  

    
    

      

      

  

  

  

  

  

  

    
  

  

    

  

   

   

       

  

   

              

  

      

  

    
    
     

                    

                        
        

  

  

  

RGA 

jetYco 
ACCUMULATOR 

SESS SEX SEX 

4\ vent 
SECONDARY OVERBOARD 
RETURN: I = === 

qT SECONDARY WATER 
PT] Ie; SUBLIMATOR + water 

FEED 

\ 
pump ByPAss C) SSG py ALVE 

L— SUIT GAS NEN 
p+“ Flow _ ww 4 Bs 
REGENERATIVE == 
HEAT 
EXCHANGER 

SECONDARY LE 2580\ FILL at 8 MA w/a L| oouNer oot 
Seger / hia on AFT EQUIPME 
count AND ASCENT 
ee 7] oovatN ap Tr 4 hoy t t 1 i [¢ 

atl     
TEL 

PRIMARY WATER Loy He notte 
‘SUBLIMATOR CS T N52 a 

‘WATER i — 
i FEED = 

SSG. [L085 CG 

    

  

            

  
  

                  

    
  

  

    

  

                    
                  

  

  
  

  

  

=a 

SUIT LIQUID ; 
y COOLING ASSEMBLY 

. WG 
SEN SES SN 

{ wv TT 
WATER-GLYCOL Descet HEAT EXCHANGER L 

= NSS 

Mission.



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

—_—_ 

  

  

  

  

y Lie) 
    

  

    
  

  

  

  
    

  

T EQUIPMENT BAY COLD RAILS 
AND ASCENT BATTERY COLD RAILS 

‘it ale a Te Te ay Tet                                 

                    
        
      

  

  

                      

    

  

  
                      

  

      

N 
1 N 
V 

Moy te 1 1 
wt le] = 

| N = aes N = 
— N N 

TEN Note 
Flow arrows denote primory 

Le - - heat transport loop oper- 

L INTERSTAGE INTERSTAGE 
DISCONNECT DISCONNECT LEGEND 

SEK GRY Primary water 
    

  

—
_
 

    ——— Secondary water 
glycol   

  

  

9 ESCENT STAGE COLD RAILS 
J J ERE Water 

Conditioned mmm Serer 
— doouns30 

            
                      
  

Figure 2.6-9. Heat Transport Section - Simplified Functional Flow Diagram 
  

ENVIRONMENTAL CONTROL SUBSYSTEM 
Mission LM Basic Date_15 December 1968 Change Date 15 June 1969 Page 2.6-23/2. 6-24



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

————— 

is split between the descent batteries and the ascent batteries; the ascent batteries are not used during 
this time. When the stages are separated, quick-disconnects break the coolant lines and seal the ends; 
all coolant then flows through the ascent battery cold rails. 

Secondary Coolant Loop Cold Plates and Rails. 

The secondary coolant loop is for emergency use. Only cold plates and cold rails that have 
two independent passages (one for the primary loop and one for the secondary loop) are served by this 
loop. 

In the upstream electronics area, the secondary coolant flow is split between three cold 
plates (RGA, ASA, and TLE) in parallel. The flow rate is controlled by flow restrictors downstream of 
the TLE and RGA. After these three plates, the secondary loop cools the ascent battery cold rails and 
the aft equipment bay cold rails in a series-parallel arrangement. The coolant first flows through three 
ascent battery cold rails in parallel, then through eight aft equipment bay cold rails in parallel. 

2.6.4 MAJOR COMPONENT/ FUNCTIONAL DESCRIPTION. 

2.6.4.1 Atmosphere Revitalization Section. 

2.6.4.1.1 Suit Circuit Assembly. 

Suit Circuit Relief Valve. The SUIT CIRCUIT RELIEF valve is an aneroid-operated, poppet-type valve 
that protects the suit circuit against overpressurization. The valve has AUTO, OPEN, and CLOSE 
positions. Two externally mounted microswitches provide telemetry signals when the OPEN or CLOSE 
position is selected. 

In the AUTO position, the valve responds to pressure sensed by the aneroid, and cracks open at ap- 
proximately 4.3 psia to prevent overpressurization of the suit loop by allowing oxygen flow to the cabin. 
At 4.7 psia, the valve is fully open and flows approximately 7.8 pph at +90°F. The valve reseats at 
approximately 4.3 psia. In the OPEN position, the valve handle displaces the poppet from the seat to 
open the valve, regardless of pressure. In the CLOSE position, if the valve fails to reseat, the automatic 
poppet is left open, but an auxiliary poppet is closed, maintaining pressure. 

Suit Gas Diverter Valve. (See figure 2.6-10.) The SUIT GAS DIVERTER valve is a manuually operated, 
two-way valve (one inlet and two outlets) with a solenoid override in one direction. The valve is on the 
ECS package above the oxygen control module. When the valve handle is pushed into CABIN position, 
oxygen is directed into the cabin, The valve is maintained in this position, against main valve spring 
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Figure 2.6-10. Suit Gas Diverter Valve - Functional Schematic 
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pressure, by a deenergized solenoid. Pulling the valve handle to EGRESS position overrides the solenoid 
and permits the valve to reposition to its upper seat, blocking flow to the cabin. 

An automatic closed-to-cabin feature is provided. If cabin pressure falls to below normal level while the 
valve is set to CABIN, the solenoid is energized by the cabin pressure switch, and the main spring re- 
turns the valve to the EGRESS position. Electrical power is also supplied to the diverter valve when the 
PRESS REG A and PRESS REG B valves are set to EGRESS. The diverter valve has a valve-position- 
indicating switch that provides a telemetry signal when the valve is in the EGRESS position. 

Cabin Gas Return Check Valve. The CABIN GAS RETURN check valve is a spring-loaded, flapper-type 
valve. The valve has AUTO, OPEN, and EGRESS (closed) positions. In the AUTO position, the valve 
automatically permits cabin gas to return to the suit circuit. When the cabin is depressurized, the suit 
circuit pressure closes the valve, preventing backflow into the cabin. The OPEN and EGRESS positions 
provide manual override of the AUTO position. Valve-position-indicating switches provide telemetry 
signals when the valve is set to OPEN or EGRESS. 

CO2 Canister Selector Valve and CO2 and Odor Removal Canisters. The COg canister selector (COg 
CANISTER SEL) valve is a dual-flapper-type valve that routes flow through the COg and odor removal 
canisters, The valve has PRIM and SEC positions. One flapper is at the inlet to the canisters: the 
other, at the outlet. 

  

Each canister contains a cartridge filled with lithium hydroxide (LiOH) and activated charcoal. The pri- 
mary canister cover has a debris trap, which may be replaced before, but not during, flight. A relief 
valve in the canister permits flow to bypass the debris trap if it becomes clogged. The canister selector 
valve is sufficiently leakproof to permit replacement of cartridges, with the cabin unpressurized. 

The PRIM position permits suit circuit gas to flow through the primary canister. When replacing a 
saturated primary cartridge, the COg CANISTER SEL handle is set to SEC. This unlocks the PRIMARY 
CO2g CANISTER cover. A relief valve (VENT PUSH) equalizes the pressure of the cabin and the interior 
of the canister before canister cover removal. A finger latch, part of the canister cover, is released 
before the cover is rotated to OPEN. 

Suit Circuit Fans, Each suit circuit fan is operated by a 28-volt d-c brushless motor. A full radial-type 
rotor with a vaneless diffuser is used; it moves approximately 24 cfm at 25,000 +500 rpm. Fan operation 
is controlled by the SUIT FAN selector switch. The fans permit operation at sea level for checkout 
purposes. An input voltage of 15 vdc is provided for this purpose. 

Suit Circuit Sublimator. The suit circuit sublimator has a water inlet and a steam outlet that is vented 
overboard. Water and suit circuit gas both make a single pass through the unit, which comprises a 
stack of modules of several layers of porous plates, water, steam, and suit circuit gas passages. The 
sublimator rejects suit circuit heat to space if the suit circuit heat exchanger is inoperative. 

Suit Circuit Heat Exchanger. The suit circuit heat exchanger is a duct-shaped unit of aluminum plate- 
and-fin construction. It has a single pass for both the coolant and the suit circuit gas and is used to re- 
move excess heat in the ARS. Heat is transferred to the HTS coolant supplied to the heat exchanger. 

Water Separator Selector Valve. The water separator selector (WATER SEP SEL) valve is a manually 
operated, flapper-type valve that enables selection of either of two water separators. The valve handle 
is pushed in for separator No. 1 and pulled for separator No. 2. 

Water Separators. (See figure 2.6-11.) Two water separators are connected in parallel, but only one is 
used at a time. Saturated gas and free moisture fed into the separator come in contact with the inlet 
stator blades, which direct the flow onto a rotor at the proper angle. Most of the entrained moisture 
collects on the rotating perforated plate, which centrifuges the water into a rotating water trough. A 
stationary pitot tube, placed tangentially to the rotating trough, picks up the removed water and discharges 
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Figure 2.8-11. Water Separator - Functional Schematic 

it to the WMS. The pitot pumping action creates a dynamic head of pressure sufficient to ensure positive 
flow from the water separator to the WMS. Water passing through the perforated plate collects on a 
rotating conical drum and is fed into the water trough. The oxygen flow drives the rotating parts of the 
separator, 

Each water separator mounts an angular velocity transducer, which is a self-generating magnetic pickup 
that senses the rotation of the separator shaft. The pickup develops a signal whose frequency is con- 
verted to a voltage level with respect to separator rpm, in a signal conditioner unit. A water drain boss 
on each separator drains the cavity between the rotating drum and the outer shell of the unit. Plumbing 
attached to each drain boss carries water away from this area and dumps it into a surge (collection) tank 
outside the suit circuit. 

Suit Circuit Regenerative Heat Exchanger. The suit circuit regenerative heat exchanger is of the alumi- 
num plate-and-fin type. Heat from the circulating warm coolant is transferred to the oxygen which makes 

a single pass through the unit while the coolant makes two passes. 

Suit Temperature Control Valve. The suit temperature control (SUIT TEMP) valve is a manually operated 
diverter valve that controls coolant flow through the suit circuit regenerative heat exchanger. Setting the 
valve to INCR HOT increases the temperature; setting it to DECR COLD reduces the temperature. 

Suit Isolation Valves. (See figure 2.6-12.) The suit isolation (SUIT ISOL) valves are manually operated, 
two-position dual-ball valves. In the SUIT FLOW position, suit-circuit gas is directed through the valve 
into the PGA, and from the PGA back into the suit circuit. In the SUIT DISC position, the valves keep the 
gas in the suit circuit bypassing the PGA's and preventing flow in either direction between the suit circuit 
and PGA's. 

Setting the valve handle to SUIT FLOW loads a solenoid operated spring return mechanism. A signal from 
the suit circuit pressure switch energizes the solenoid releasing the return mechanism, which turns the 
valve to SUIT DISC. The ACTUATOR OVRD lever enables manual release of the return mechanism to 
the SUIT DISC position. A valve position indicator switch provides a telemetry signal for SUIT DISC 
position. 

Carbon Dioxide Partial Pressure Sensor. (See figure 2.6-13.) The carbon dioxide partial pressure 
sensor, in the suit circuit assembly, is a single-beam, dual-wavelength, filter photometer, with ratio 
readout. The sensor operates on the infrared-absorption principle. It measures the amount of infrared 
energy absorbed by the carbon dioxide in a gas sample that passes through the sensor, by comparing 
transmitted energy of two different wavelengths in the infrared spectrum. (One wavelength is absorbed 
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by carbon dioxide; the other is a reference.) This establishes an amplified ratio signal that is indicated 
as a d-c voltage proportional to the partial pressure of carbon dioxide in the gas sample. 

The sensor has two sections: optics and electronics. The optics section has the infrared energy source 
(a small tungsten lamp), a collimating lens, a lens that reimages the source on the dual filter, an aper- 
ture to fix the source image on the dual filter, and a lens that reimages the chopped and filtered source 
image onto the detector target. The electronics section detects and decodes the signal, computes the 
ratio and, then, reads out a continuous d-c voltage proportional to the partial pressure of carbon dioxide 
in the gas sample. The sensor provides an electrical signal to the PART PRESS COg indicator, to CWEA 
and a telemetry signal to indicate the carbon dioxide level in the gas supplied to the astronauts. 

2.6.4.1.2 Suit Liquid Cooling Assembly. 

Water-Glycol Heat Exchanger. The water-glycol heat exchanger transfers heat from the warm water 
returning from the LCG to the coolant of the heat transport section. This heat exchanger is of the cross- 
counterflow, single-pass water and multipass coolant type. 

Liquid Garment Cooling Valve. The LIQUID GARMENT COOLING valve is a manually operated diverter 
valve that controls waterflow to the water-glycol heat exchanger. Part or all of the water may be manu- 
ally diverted around the heat exchanger to provide varying degrees of cooling, depending upon astronaut needs. 

Water Accumulator. The water accumulator consists of an aluminum housing, diaphragm, spring, 
diaphragm piston guide, and diaphragm piston. The system water pressure opposes the spring action in 
the accumulator to maintain the correct pressure level in the water loop. The accumulator serves as a 
reservoir to make up for system leakage and volumetric changes due to temperature fluctuations. 

Water Pump. The water pump is of the diaphragm type; it circulates water through the suit liquid cool- 
ing assembly. A voltage regulator steps down the 28 volts de to 16 + 2 volts de for pump operation. 
Portable Recharge Adapter. The portable recharge adapter serves as the connection between the PLSS 
drink line and the multiple water connector of the suit liquid cooling system. Bleed-off capability is 
provided in the adapter to relieve pressure in the event of overfilling of the system. Both astronauts 
are disconnected from the cooling system when recharging. 
ae 
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Figure 2.6-13, Carbon Dioxide Partial Pressure Sensor - Functional Schematic 
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Suit Umbilical Water Hoses. The water umbilical hoses circulates water between the LCG and the suit 
liquid cooling assembly. The hoses are flexible silicon rubber, covered with Beta-cloth. 

Cabin Fan. The cabin fan recirculates cabin atmosphere for ventilation. The fanhas a brushless d-c motor. 

Multiple Water Connectors. The multiple water connectors are quick-disconnects that connect the water 
umbilical hoses to the LCG receptable on the astronauts outer suit. The connectors provide dual flow 
into, and out of, the LCG. Poppet valves minimize leakage during connecting and disconnecting. 

Cabin Fan. The fan motor is of the brushless, d-c type; and operates on 28 volts de with an input power 

of 35 watts average, 110 watts peak. The fan circulates cabin gas and can move approximately 5 pounds 

of air per minute at 13,000 rpm. The fan permits operation at sea level for checkout purposes. An 

input voltage of 15 volts de is provided for this purpose. 

2.6.4.2 Oxygen Supply and Cabin Pressure Control Section. 

2.6.4,2.1 Descent Oxygen Tank. 

The descent oxygen tank is in quadrant 3 of the descent stage. The tank holds 48.01 pounds 

of oxygen, stored at a pressure of 2,850 psia. The tank provides six PLSS refills at 0.92 pounds each 
and four cabin repressurizations at 6.6 pounds each. The tank is filled through a high-pressure fill port, 

which is capped and lockwired before launch. 

2.6.4.2.2 High-Pressure Oxygen Control Assembly. (See figure 2.6-14.) 

The major components of the high-pressure oxygen control assembly are a high-pressure 

oxygen regulator, a bypass-oxygen pressure relief valve, an overboard relief valve, and a burst dia- 

phragm assembly. 

High-Pressure Oxygen Regulator. (See figure 2.6-15.) The internally series redundant high-pressure 
oxygen regulator receives high-pressure oxygen from the descent oxygen tank and regulates the pressure 
to 875 to 960 psia. If the upstream (primary) regulator sensor fails, the valve fails open, permitting the 
downstream (secondary) regulator to control outlet pressure. Descent oxygen that enters the regulator 
is sensed by the primary sensor. As the pressure builds up inside the sensor, it expands and allows the 
primary valve poppet to move towards its seat, regulating the outlet pressure to the secondary regulator. 

The secondary regulator operates the same as the primary regulator. 

Bypass Oxygen Pressure Relief Valve. (See figure 2.6-16.) The bypass oxygen pressure relief valve 
protects the descent oxygen tank against overpressurization by bypassing the high-pressure oxygen regu- 
lator. The valve is designed to fail in the open condition if it malfunctions. Pressure acting on the 
plunger-and-bellows-assembly displaces a belleville spring causing its inside diameter to increase. This 

removes the force exerted by the belleville spring against the thin-walled tube around the plunger and 

allows inlet oxygen to vent to the outlet port. If the relief valve malfunctions (bellows ruptures), oxygen 
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Figure 2.6-14. High Pressure Oxygen Control Assembly - Functional Schematic 

is diverted to the guide chamber, causing the guide to close a seal. This places the valve in the failed- 
open condition and bypasses the oxygen to a secondary (identical) relief valve. 

Overboard Relief Valve. (See figure 2.6-17.) The series-redundant overboard relief valve vents oxygen 
to ambient when the pressure downstream of the high-pressure oxygen regulator reaches 1,025 psig. The 
valve is fully open at 1,090 psig and reseats at 985 psig at +75°F, System pressure at the first stage re- 
lief valve is not relieved overboard, due to the force of the poppet load spring. System pressure is also 
fed to both capsule sensing elements. When system pressure reaches 1,025 psig, the capsule sensing 
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Figure 2.6-15. High-Pressure Oxygen Regulator - Functional Schematic 

q GUIDE GUIDE CHAMBER 

PLUNGER AND 
BELLOWS ASSEMBLY 

SEAL 
TUBE 

BELLEVILLE SPRING. 

‘ouriet port @ 

_ 

INLET 
so0une240 

Figure 2.6-16. Bypass Oxygen Pressure Relief Valve - Functional Schematic 
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Figure 2.6-17. Overboard Relief Valve - Functional Schematic 

elements expand, displacing the fail-safe pistons and exerting a force on the belleville lever springs. 
Belleville-lever-spring motion about the fulcrums opens the poppet valves. 

The relief valve has a fail-open feature. If a capsule sensing element leaks, the oxygen is dumped into 
the leakage chamber. This leakage bleeds overboard; however, its flow rate is restricted by a bleed 
orifice in the piston. This allows leakage chamber pressure to build up to force the poppet valve open. 
As the piston is displaced to its full travel, proof-pressure stops and seals make contact, preventing 
further loss of oxygen overboard. The valve can flow from 0 to 50 pounds per hour at an inlet pressure 
of 1, 100 psig. 

Burst Diaphragm Assembly. (See figure 2.6-18.) The burst diaphragm assembly opens when the flow 
from the descent oxygen tank exceeds the relieving capability of the overboard relief valve. An aluminum 
disk in the inlet port of the burst diaphragm assembly ruptures at a system pressure between 1, 300 and 
1,400 psig. System pressure causes the diaphragm support to move away from the disk, causing it to 
rupture. The disk support poppet opens, and vents the descent oxygen tank. The diaphragm assembly 
permits a minimum flow of approximately 10 pounds per minute. When descent tank pressure is reduced 
to 1,000 psia, the disk support poppet reseats to maintain sufficient oxygen for one cabin repressurization 
up to 1 hour after disk rupture. 

2.6.4.2.3 Ascent Oxygen Tanks. 

Two identical tanks supply all the oxygen required for metabolic consumption and to compen- 
sate for cabin and/or suit circuit leakage, oxygen component leakage, and loss due to cabin puncture, 
subsequent to switchover to ascent consumables, Both tanks are in the aft equipment bay. Oxygen flow 
from either tank is controlled by individual oxygen shutoff valves on the oxygen control module. 

‘ ENVIRONMENTAL CONTROL SUBSYSTEM 

Page__ 2. 6-32 Mission __LM Basic Date ___15 December 1968 Change Date



_LMA790-3-LM- 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

\      DISK SUPPORT 
POPPET 

      
= p 

MAIN F A MAIN OVERBOARD IB Lp 3 4 fim OVERBOARD VENT 
5 qi BURST DISK 4 VENT 

RUPTURED. A Ea 
BURST DISK 

RESEATED POSITION OPEN POSITION 30004239 

Figure 2.6-18. Burst Diaphram Assembly - Functional Schematic 

2.6.4.2.4 Oxygen Filters. 

Filters at the inlets to the oxygen control modale and the PLSS disconnect remove particu- 
late matter from the oxygen. Filtering capability is 18 microns nominal and 40 microns absolute. 

2.6.4.2.5 Oxygen Control Module, (See figure 2. 6-2.) 

The oxygen control module is mounted on the suit circuit package located to the right rear 
of the LM Pilot's station. It consists of a cast housing that contains filters, a PLSS oxygen shutoff valve 
(PLSS FILL), descent and ascent oxygen shutoff valves (DESCENT Og, ASC Og No. 1, ASCENT Og No. 2), 
oxygen demand regulators (PRESS REG A, PRESS REG B), and a-‘cabin repressurization and emergency 
oxygen valve (CABIN REPRESS). An interlock prevents opening the ascent oxygen shutoff valves until the 
descent oxygen shutoff valve is closed. 

PLSS and Oxygen Tank Shutoff Valves. Four positive-action, manually operated shutoff valves control 
oxygen flow into the oxygen control module. Rotating the valve handle to OPEN displaces a spring-loaded 
seal. The valves have detents in the OPEN and CLOSE positions; mechanical stops on the handle prevent 
overtravel. 

Oxygen Demand Regulators. (See figure 2.6-19.) Two, parallel oxygen demand regulators (PRESS REG 
A and PRESS REG B) regulate oxygen from the tanks to the suit circuit. Both regulators are manually 
controlled by individual four-position selector handles. Suit circuit pressure is fed back to an aneroid 
bellows that actuates a poppet. Rotating the valve handle to CABIN or EGRESS changes the spring force 
acting on the poppet and establishes two outlet pressure levels. 

Selecting the DIRECT Og position, fully opens the valve. With an upstream pressure of 900 psia and a 
temperature of +70°F, one regulator can flow approximately 7.0 pounds per hour into the suit circuit. In 
the CLOSE position, an auxiliary poppet stops all flow through the regulator. Each regulator has one valve 
position indicator (VPI) switch, and two functional switches that control electrical circuits in the ECS. I 

Cabin Repressurization and Emergency Oxygen Valve. (See figure 2. 6-20.) The cabin repressurization 
and emergency oxygen (CABIN REPRESS) valve is a solenoid-operated valve with manual override 
(MANUAL and CLOSE positions). It is used to repressurize the cabin after a deliberate decompression 
and provides an emergency flow of oxygen if the cabin is punctured. If the cabin is punctured and the 
diameter of the hole does not exceed 0.5 inch, the valve can maintain cabin pressure at 3.5 psia for at 
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Figure 2,6-19. Oxygen Demand Regulator - Functional Schematic 

VALVE POSITION INDICATOR     

  

  

0 a 
oxycen ws Y en FROM = 4 TANKS Sy 
    

     

  

— 

      

INLET VALVE SOLENOID 

TO CABIN 
PRESSURE 
‘SWITCH 

HANDLE, 

A-3000M«97 

Figure 2.6-20, Cabin Repressurization and Emergency Oxygen Valve - Functional Schematic 
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least 2 minutes, allowing the astronauts to return to a closed-suit environment. The cabin repressuriza- 
tion and emergency oxygen valve is controlled by a three-position handle on the oxygen control module. 

When the AUTO position is selected, valve operation is controlled by the solenoid, which is actuated by 
the cabin pressure switch. If either oxygen demand regulator is set to CABIN or DIRECT Og and cabin 
pressure drops below normal, the cabin pressure switch energizes the solenoid. This moves the valve 
yoke to open the inlet valve and permits oxygen from the oxygen manifold to flow through the valve into the 
cabin, If cabin pressure increases to normal, the cabin pressure switch deenergizes the solenoid and 
spring action closes the valve. Setting both oxygen demand regulators to CLOSE or EGRESS disables the 
circuitry to the solenoid through the cabin pressure switch, provided suit pressure does not drop below mini- 
mum psia. When supplied by the descent GOX tank, flow is 4 pounds per minute maximum; when supplied 
by the ascent tank, 8 pounds per minute at 700 psia. 

  

When the MANUAL position is selected, the handle shaft actuates a cam that moves the yoke to open the 
inlet valve and establish flow to the cabin. 

In the CLOSE position an auxiliary poppet is forced onto its seat, shutting off the flow. Ea 

2.6.4.2.6 Cabin Relief and Dump Valves. (See figure 2. 6-21.) 

A cabin relief and dump valve is installed in each hatch. The valve has a differential-pres- 
sure, servo-actuated poppet valve that prevents cabin overpressurization and permits deliberate (manual) 
dumping of cabin pressure. Each valve is controlled with either of two handles: one, inside the cabin; 
the other, outside, The inside handles can be used to select three positions (DUMP, AUTO, or CLOSE). 
The outside handles have only a DUMP position. A bacteria filter mounts on the forward cabin relief and 
dump valve. 

Normally, the cabin relief and dump valves are set to AUTO. In this position, the valves 
are operated by the servo valve. One side of the servo valve diaphragm is exposed to cabin pressure; the 
other side is vented overboard. When the cabin-to-ambient pressure differential reaches approximately 

\N_5.4 psi, the servo valve diaphragm overcomes the servo spring pressure and unseats the servo valve. 
This vents the spring side of the main poppet to ambient and causes a lower pressure. Cabin pressure on 
the main poppet overcomes the force of the main poppet spring and opens the valve. Oxygen is vented 
overboard and cabin pressure is reduced to an acceptable value. When the pressure differential is 5.8 
psi, one fully open dump valve can dump 11.1 pounds of oxygen per minute overboard. When the valve 
handle inside the cabin is set to AUTO, the valve can be opened manually from outside. 

Setting the internal handle to DUMP unseats the poppet. The valve in the overhead hatch 
can dump the cabin pressure from 5,0 to 0.08 psia in 180 seconds without cabin oxygen inflow; the forward 
hatch valve (with filter) in 310 seconds. Setting the handle to CLOSE prevents the valve from opening at 
normal pressures, if the servo valve fails. 

Pressure transducers associated with each valve provides a telemetry signal to indicate 
when the valves are relieving cabin pressure. 

Oxygen Bacteria Filter. A filter on the cabin side of the forward cabin relief and dump valve removes 
bacteria from the dumped cabin oxygen. The filter can be installed and removed by an astronaut in the 
cabin. It removes 95% of all bacteria larger than 0.5 micron. 

2,6.4,2.7 Cabin Pressure Switch. 

Na The cabin pressure switch monitors cabin pressure and enables electrical signals to con- 
trol related ECS functions. The switch is an absolute-pressure device that consists of three separate 
hermetically sealed microswitch capsules. The capsules are set to provide switch closure when cabin 
pressure decays to 3.7 - 4.45 psia during pressurized-cabin operation. If this occurs with either oxygen 
demand regulator in cabin mode, the suit gas diverter valve closes, the cabin repressurization and 
emergency oxygen valve opens, and the CABIN warning light goes on. Increasing cabin pressure to 
4.40 - 5.0 psia opens the cabin pressure switch circuits, closes the cabin repressurization and emer- 
gency oxygen valve, and deenergizes the CABIN warning light. 
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Figure 2.6-21. Cabin Relief and Dump Valve - Functional Schematic 

2.6.4.3 Water Management Section. 

2.6.4.3.1 Descent Stage Water Tank. 

The descent stage water tank is an aluminum tank with an internally mounted standpipe and 
bladder. The bladder contains the water; the space between the tank and bladder is charged with nitro- 
gen according to a schedule dependent on the load (48.2 psia maximum at +80°F). The nitrogen squeezes 
the water out of the bladder through the standpipe and into the system. The tank outlet is connected to the 
water control module. Water from the descent water tank is routed through the WATER TANK SELECT 
valve by setting it to DES. 

valve. The valve has OPEN and CLOSE positions. In the OPEN position, the valve provides high- 
| Descent Water Valve. The descent water (DES Hg) valve is a manually operated, poppet-type shutoff 

pressure water flow from the descent tank to the water dispenser. 

2.6.4.3.2 Ascent Stage Water Tanks. 

The ascent stage water tanks are in the overhead unpressurized portion of the cabin. They 

are similar with the descent stage water tank, but are smaller. An initial nitrogen charge of 48.2 psia 

at +800°F is used in each tank. The tank outlets are connected to the water control module. Water from 

the ascent water tanks is routed through the WATER TANK SELECT valve by setting it to ASC. 

Ascent Water Valve. The ascent water (ASC HO) valve, at the top of the water control module, is a 
manually operated, poppet-type shutoff valve. ‘The valve has OPEN and CLOSE positions. In the OPEN 
position, the valve provides high-pressure water flow from the ascent tank to the water dispenser. 
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2.6.4.3.3 Water Quantity Measuring Device. 

A water quantity measuring device (WQMD) for each of the three water tanks measures the 

quantity of water in the tank. The analog voltage output of the WQMD is fed to the QUANTITY indicator 

and is displayed on the H2O scale as percentage of water remaining in the tanks. 

The WQMD measures quantity of water by sensing the pressure/temperature ratio of the tank 
pressurizing gas. This ratio decreases as the gas expands in expelling the water. Ananalog computer 
subtracts a voltage inversely proportional to the pressure/temperature ratio from a set constant voltage 

which represents total volume of the tank. The result, tank volume minus gas volume, is water volume. 

The input device of the WQMD is a Wheatstone bridge that senses pressure/temperature 

(P/T) ratio. The bridge is energized by a bridge amplifier in an analog computer. The analog computer 

contains a power supply, two amplifiers, and three internal system-calibrating adjustments. The output 

voltage of the P/T sensor is applied to the output amplifier, which sums this signal with the input refer- 
ence voltage and provides an analog output (0 to 5 volts) to the ECS H20 QUANTITY indicator. The power 
for the WQMD supply receives an input voltage from the CB INST: SIG SENS. 

2.6.4.3.4 Water Control Module. (See figure 2.6-2.) 

The manual controls of the WMS are grouped together on the water control module. The module 

consists of acast aluminum manifold in which check valves, shutoff valves, water tank selector valve, and 

water pressure regulators, are mounted. All the interconnecting passages, and brackets to mount and support 

the foregoing components as well as to mount the assembly itself, are an integral part of the cast housing of the 

module. Each water tank outlet is connected to the module, which diverts the water to selected flow paths. 

Check Valves. There are five check valves in the water control module: one ineach tank feed line, and one in 

each discharge line from the ARS water separators. The check valves prevent water flow from the module 

to the water tanks and water separators. One other check valve is in the descent HO line and is external 
to the water module. 

Water Tank Selector Valve. (See figure 2.6-22.) The water tank selector (WATER TANK SELECT) valve is 
a manually operated, three-position, two-spool valve. The two spools (primary and secondary), linked to 

the valve handle, rearrange the internal ports to establish proper flow paths. The valve has DES, ASC, 

and SEC positions. 

In the DES position, the primary spool establishes a flow path between the descent water tank and the pri- 

mary water manifold. In the ASC position, the primary spool establishes a flow path between the ascent tanks 

and the primary water manifold. To select the SEC position, the mechanical handle lock must be released. 

To release the lock the finger latch is lifted; this unlatches the ball locks. When the lifting force is 
removed, the return spring slides the lockpin to the unlocked position and the valve handle can be moved to 

the SEC position. This action moves the secondary spool, which diverts flow from the ARS water separators 

to the secondary manifold and routes water from the ascent water tanks to the secondary manifold. 

Water Pressure Regulators. (See figure 2.6-23.) Four water pressure regulators are in the WMS. Two 

are in series in the primary manifold, and one is in the secondary manifold and one is located external 

to the water module in the water pressure regulator module. The regulators contain a spring-loaded 

diaphragm that senses the differential between ARS reference pressure and the downstream water pres- 

sure. The diaphragm moves a balanced lever attached to a metering poppet. The water discharge pres- 

sure is maintained at 0.5 to 1.0 psi above the reference pressure. 

Primary Evaporator Flow Valve No. 1. The primary evaporator flow No. 1 (PRIM EVAP FLOW #1) valve 

is a manually operated, poppet-type shutoff valve. Ithas OPEN and CLOSE positions. Inthe OPEN position 
the valve allows flow from the ascent or descent water tanks, through the primary regulators, to the 

primary sublimator. 

Primary Evaporator Flow Valve No. 2. The primary evaporator flow No. 2 (PRIM EVAP FLOW #2) valve 
is a manually operated, poppet-type shutoff valve. It has OPEN and CLOSE positions. In the OPEN posi- 

tion, the valve acts as a backup to the primary evaporator flow valve to provide ascent tank water from the 

secondary water manifold to the primary sublimator. 

  

Secondary Evaporator Flow Valve. The secondary evaporator flow (SEC EVAP FLOW) valve is a man- 
ually operated, poppet-type Shutoff valve. It has OPEN and CLOSE positions. The valve controls water 
flow from the secondary water manifold to the secondary sublimator and to the suit circuit sublimator. 
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Figure 2,6-22. Water Tank Selector Valve - Functional Schematic 

Water Pressure Regulator Module. The water pressure regulator module consists of a pressure regulator 
and a manifold. The module is in the secondary water circuit, downstream and in series with the sec- 
ondary water pressure regulator in the water control module. 

2.6.4.4 Heat Transport Section. 

2.6.4.4,1 Coolant Accumulator. 

The coolant accumulator consists of a two-piece aluminum cylinder that contains a movable VY 
spring-loaded piston bonded to a diaphragm. The fluid-side contains approximately 46 cubic inches (max) 
of fluid under pressure. The pressure varies, directly with fluid level, from 5.6 psia at 5% level to 
8.0 psia at 80% level. The accumulator maintains a head of pressure on the glycol pump inlets to prevent 
cavitation and replaces coolant lost through subsystem leakage. The piston moves in response to volu- 
metric changes caused by temperature variations in the primary loop or by leakage. The accumulator 
spring side is vented to space. There is one accumulator in the primary loop and an identical one in the 
secondary loop, 

VY 
eee 
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Figure 2.6-23, Water Pressure Regulator - Functional Schematic 

The accumulators have a low-level sensor with a switch that trips when only 10+5% of the 
coolant volume remains. The switch is mounted on top of the accumulator. A tube extending from the 
top of the accumulator, houses a rod attached to the piston. The switch provides a telemetry signal. 

2.6.4.4.2 Coolant Filters. 

The primary coolant filter has a filtering capability of 35 microns absolute. It has an 
integral pressure relief bypass feature that opens at 0.27 to 0.4 psid to maintain coolant flow to the 
pumps if the filter becomes clogged. The secondary coolant filter has a filtering capability of 45 microns 
absolute. It also has an integral pressure relief valve which opens at 0.8 to 1.0 psid to maintain coolant 
flow to the secondary pump if the filter becomes clogged. 

2,6.4.4.3 Coolant Pumps. 

The three coolant pumps are identical. Two pumps are connected in the primary loop; the 
third pump in the secondary loop. The pumps are of the sliding-vane, positive-displacement type; they 
are driven by 28-volt d-c brushless motors. The motors are of wet or submerged design and are cooled 
by the recirculating coolant. 

With a fixed system configuration, pump speeds will vary with changes in coolant tempera- 
ture and pump input voltages. Aa result, system coolant flow rates may vary from 4.4 to 5.4 lbs/hr 
causing a primary pump pressure rise of 12 to 25 psi and secondary pump pressure rise of 8 to 18 psi. 
Pump inlet pressure will vary from 5 to 8 psia depending on accumulator level. 

2.6.4.4.4 Deleted. 
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Figure 2.6-24. Deleted. 

2.6.4.4.5 Deleted. 

2.6.4.4.6 Suit Temperature Control Valve. 

The suit temperature control valve is a manually operated diverter valve. The amount 
of warm coolant flowing through the suit circuit regenerative heat exchanger is regulated by the handle, 
which can be turned from HOT to COLD. 

2.6.4.4.7 | Sublimators. 

The porous-plate-type sublimators (one in the. primary loop and another in the secondary 

loop) are identical, except that the primary sublimator has a larger capacity. Each sublimator has a 

coolant inlet and outlet, a water inlet, and a steam outlet. Water makes one pass through the 

unit; coolant makes six passes through the primary sublimator and four passes through the sec- 

ondary sublimator. For proper sublimator operation, water pressure must exceed 4.0 psia but be 

less than 6.5 psia except that at the primary sublimator can withstand a transient fluctuation to 

10.6 psia during the suit pressure integrity test for a period of 5 minutes. The water pressure 
must also be less than the suit circuit static pressure plus the head pressure from the water separa- 

tors to the sublimator. 

The unit rejects heat to space by sublimation of ice. Water from the WMS flows through 

the water passages, into the porous plates, and is exposed to space environment. The vacuum pressure 

is below the triple point of water; this causes an ice layer to develop within the pores and on the inner 

surface of the plates. As the hot coolant flows through the sublimator passages, heat transfers from the 
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coolant to the water and to the ice layer. The ice sublimates from the solid state to steam without pass- 
ing through a liquid state, rejecting its heat load overboard through a duct. The thickness of the ice 
layer varies with the heat load imposed on the sublimator, resulting in a regulated output temperature 
over a range of input temperatures. 

If the heat load entering the sublimator drops below its low limit, the ice layer expands and 
may completely fill the water passages. The expanding ice layer may rupture the sublimator. If the 
heat load is too high, the ice layer melts. If the water pressure is too high, a breakthrough of the ice 
layer may occur, forcing water through the porous plates. In these.cases, heat rejection by the sub- 
limator is greatly reduced because ice is not sublimated. Water: consumption is excessive because there 
is no restraining ice layer. 

2.6.4.4.8 Flat Cold Plates and Cold Rails. 

Electronic equipment that requires active temperature control is cooled by cold plates and 
cold rails. Most cold plates are installed between electronic equipment and LM structure in a manner 
that minimizes heat transfer from the structure to the coolant, to avoid a reduction of the coolant cooling 
capacity. The surrounding structure and equipment may have a temperature range of 0° to +160°F. The 

remaining flat cold plates are installed directly on the electronic equipment without making contact with 
the LM structure. Cold rails are used in the aft equipment bay, in the descent stage and in the DSEA. 
The IMU has an integral cooling circuit. Cold plates and cold rails for equipment essential for mission 
abort have two independent coolant passages, one for the primary loop and one for the secondary loop. 

The flat cold plates are brazed assemblies with,inlet and outlet fittings. . The coolant flows 
between two parallel sheets, which are connected by fins for increased heat transfer and structural 
strength. The internal fin arrangement of these cold plates ensures sufficient flow distribution. 

The cold rails are channel-and-tube type éxtrusions; the tubular part forms the inside 
center of the channel. The tube has fins and, at the ends, coolant inlet and outlet fittings. The cold 
rails are installed in a parallel arrangement, with equal space between the rails to accommodate equip- 
ment designed for mounting on cold rails. Each cold rail (except the first and the last one) cools two 
adjacent rows of equipment. ! : 

To increase heat transfer in a space environment, an interface material is used between the 
electronic equipment (except the DSEA) and the cold plates or cold rails. The interface material (sili- 
cone rubber with an aluminum oxide additive) is applied in liquid form to the equipment surface before 
installation and is vulcanized at room temperature after the equipmerit is mourited. Electronic replace- 
able assemblies can be installed on, and removed from, their cold plates or cold rails without disturbing 
the coolant circuit. Repeated rémoval'and installation requires removal of old, and application of new, 
interface material. The IMU has flexible line connections and quick-disconnects to facilitate IMU re- 
placement, if required. 

2.6.5 FAILURE MODES. 

The ECS failure modes and the effect on mission capability are given in table 2-41, 

Table 2.6-1. Environmental Control Subsystem - Failure Modes 
  

Failure Indication Vehicle Capability 
  

Heat exchanger(s) 

1. Internal leak Loss of suit circuit cooling Remaining mission objectives are 
lost. 

2. External leak Same as above Remaining mission objectives are 
lost. Primary coolant loop is lost 
and cabin becomes contaminated. 

Suit circuit assembly cracked. SUIT/FAN warning light goes on and Suit circuit gas goes to cabin curtail- 
SUIT PRESS indicator reads low. ing mission. Astronauts can live in 

cabin environment. Abort mission.     
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Environmental Control Subsystem - Failure Modes (cont) 
  

Failure Indication Vehicle Capability 
  

Descent oxygen tank interface 
with the oxygen control module 
{OCM) has ruptured or has ex- 
ternal leak. 

Interface with OCM has external 
leak. 

OCM cracked or ruptured. 

Burst diaphragm ruptured. 

Oxygen interstage disconnect 
did not disconnect at staging. 

Oxygen interstage disconnect 
leak before staging. 

Interface between OCM and flex 
hose has external leak. 

Ascent oxygen tank ruptured or 
has external leak. 

Descent oxygen filter clogged. 

DES Og valve jammed on open- 
ing or has external leak through 
stem. 

#1 ASC Og or #2 ASC 02 valve 
has external leak through stem. 

CABIN REPRESS valve failed 
open. 

PRESS REG A or PRESS REG B 
valve has external leak through 
stem. 

Plumbing between OCM and suit 
circuit assembly ruptured or has 
external leak. 

Descent water tank has external 
leak or is ruptured. 

Water control module cracked. 

WCM interface area has 
external leak.   

Loss of descent GOX tank pressure 
0, QTY caution light goes on 
0§ QUANTITY ind reads low quantity 

Cabin pressure may rise and Og 
QUANTITY indicator reads low. 

02 QTY caution light goes on and 
Og QUANTITY indicator reads low. 

Og QTY caution light goes on and 
02 QUANTITY indicator reads low. 

No indication 

MSEN will notice pressure drop. 

02 QTY caution light goes on and 
O29 QUANTITY indicator reads low. 

2 QTY caution light goes on and 
02 QUANTITY indicator reads low. 

Normal descent Og pressure but low 
indication on PLSS line transducer. 

Jammed valve is found during crew 
operations. Oz QUANTITY indicator 
reads low (for leak). 

Cabin pressure may rise and Og 
QUANTITY indicator reads low, 

CABIN REPRESS valve flow (very loud). 

Cabin pressure may rise and Og 
QUANTITY indicator reads low. 

Suit circuit leaks excessively during 
suit leak checkout. 

H2O QUANTITY indicator reads low. 
MASTER ALARM light (and tone), and 
WATER QUANTITY light illuminated. 

Cabin flooding and HyO QUANTITY 
indicator reads low. Coolant temperature 
(GF9998U) increases and GLYCOL 
caution light goes on. 

Cabin flooding and H20 QUANTITY 
indicator reads low. Same as above. 

  

Abort mission, 

Descent oxygen may be lost, curtail- 
ing some mission objectives. Ascent 
oxygen used for ascent and 
rendezvous. 

Descent oxygen is lost, aborting 
mission. 

One more cabin pressurization is 
possible. Mission abort. 

Failure to separate stages with loss 
of crew. 

Loss of descent oxygen causes loss 
of primary mission objectives. 

Mission objectives are curtailed. 

Loss of redundency for ascent O,. 

Loss of descent oxygen curtails test 
objectives. 

Loss of descent oxygen curtails 
mission. 

Ascent oxygen may be lost, curtailing 
some mission objectives. 

Close valve, and open circuit breaker. 
Some Op loss. 

Descent oxygen is lost, aborting 
mission. 

Abort mission. 

Remaining descent capability is lost. 
Abort mission, 

Cracked water control module (WCM) 

can cause loss of cooling, over- 
heating of electronics, loss of all 
mission objectives, and possible loss 
of crew. 

This can cause possible loss of crew 
or loss of some mission objectives. 
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Environmental Control Subsystem - Failure Modes (cont) 
  

Failure Indication Vehicle Capability 
  

One ascent water tank has ex- 
ternal leak or is ruptured. 

Desceat water check valve has 
external leak or failed closed 

Primary water pressure regu- 
lator has external leak or failed 
closed, 

One ascent water check valve 
has external leak or failed 
closed. 

WATER TANK SELECT valve 
leaks. 

WATER TANK SELECT valve 
jammed or binds. 

1. DES Hg0 valve has ex- 
ternal leak through stem. 

2, Valve jammed or binds. 

PRIM EVAP FLOW #1 valve 

| did not open (primary 
sublimator flow). 

ASC H20 valve has external 
leak through stem. 

Primary accumulator is rup- 
tured or has external leak. 

Glycol interstage disconnect 
1, Did not disconnect 

2, External leak before 
staging 

3. External leak after   

H20 QUANTITY indicator reads low and 
unequal in ascent tanks - WATER 

QUANTITY caution light. 

HO QUANTITY indicator reads low. 

Coolant temperature (GF9980) inereas- 
ing if using descent water. 

H2O QUANTITY indicator reads low, 

Coolant temp GF99980 increasing. 

H20 QUANTITY indicator reads low. 

Unequal level in ascent tanks - WATER 
QUANTITY caution light. 

Coolant temperature (GF9998U) 
increasing. 

Jammed valve is found during crew 
operations; overheating of cabin and 
suit circuit assembly. 

1, HgO QUANTITY indicator reads 

low. Cabin may flood. 

2. Valve Jamming or binding is 
found during crew operations. 

Temperature in cabin or suit circuit 
rises. 

HgO QUANTITY indicator reads low. 

Temperature in cabin or suit circuit 
rises. 

GLYCOL caution light goes on. 
GLYCOL temperature indicator reads 
high, and GLYCOL pressure indicator 
reads low. Both accumulator low 
level switches are wired in parallel 
and some light may indicate low level 

of either accumulator. 

Vehicle cannot be staged. 
Temperature in cabin rises. GLYCOL 
caution light goes on due to low accumu- 
lator level. 

Temperature in cabin rises. GLYCOL     

Some ascent capability is lost. 

Descent water and some mission 
objectives are lost. Ascent water 
may be used for descent testing. 

External leak could cause loss of all 
mission objectives. Secondary HTS 
operation is required. Failed closed 
requires opening of PRIM EVAP 
FLOW No. 2 valve for ascent water 
to primary sublimator. 

Loss of one ascent tank results in 
possible loss of some mission 
objectives. 

A gross leak could cause loss of all 
mission objectives. 

Descent and/or ascent testing is lost. 
Water is unavailable for sublimators. 

With external leak, descent testing 
objectives, drinking water and fire 
extinguishing capability are lost. 
Jamming closed would cause loss of 
drinking water and fire fighting, how- 
ever, ascent water may be used for 
drinking and fire extinguishing. 

Water is not available to primary 
sublimator. PRIM EVAP FLOW #2 

valve must be used as alternate 
allowing ascent water to primary sub- 
limator. 

Ascent mission objectives curtailed. 
Ascent drinking water, firefighting 
capability and food preparation are 
lost. 

HTS primary loop and PGNS mission 
objectives are lost. Secondary loop 
must be activated. 

Mission is curtailed, 

Primary coolant is lost. Primary 
mission objectives are lost. 
Secondary coolant loop must be 
activated. 

Remaining mission objectives   
  

  

staging caution light goes on due to low accumu- | are lost or curtailed. 
lator level. 
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Table 2,6-1. Environmental Control Subsystem - Failure Modes (cont) 

  

Failure Indication Vehicle Capability 
  

  
Primary sublimator cracked 
or does not operate. 

Primary descent cold plate(s) 
and/or cold rail(s) cracked. 

ture condition. 

ture condition. 

contaminated.   
Loss of coolant causes overtempera- 

GLYCOL caution light 
goes on. GLYCOL temperature indi- 
cator reads high. 

Loss of coolant causes overtempera- 
GLYCOL caution light 

goes on and GLYCOL temperature 
indicator reads high. Cabin may be   

HTS primary loop is lost. Mission 
objectives are curtailed. Secondary 
coolant loop must be activated. 

HTS primary loop is lost. Mission 
objectives are curtailed. Secondary 
coolant loop must be activated.   

  

2.6.6 PERFORMANCE AND DESIGN DATA. 

The performance and design data for the ARS, OSCPS, WMS, and HTS are given in 

table 2, 6-2. 

Table 2,6-2. Environmental Control Subsystem - Performance and Design Data 

  

  

Atmosphere revitalization section 

Oxygen partial pressure in atmosphere 
breathed by astronauts 

Carbon dioxide partial pressure in 
atmosphere delivered to astronauts 

Cabin pressure 

Suit circuit pressure 

Cabin mode 

Egress mode 

Minimum, 

Maximum 

During EMU checkout (measured 
downstream of PGA's) \ 

LiOH dust concentration in atmosphere 
delivered to astronauts 

160 mm Hga (minimum) 

6.75 mm Hga (maximum) 

4,840.2 psia (normal, steady-state) 

4, 840.2 psia (may exceed 5.0 psia during 
powered flight) 

3. 820.2 psia (4.7 psia maximum during 
powered flight) 

3,5 psia 

9.6 psia and 5.0 psia (with one oxygen 
demand regulator failed open) 

8.7 psia (3.7 psig) for 5 minutes 

0. 02 mg/m3 (maximum) 
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Ve Table 2, 6-2. Environmental Control Subsystem - Performance and Design Data (cont) 

Atmosphere revitalization section (cont) 

Leakage 

ARS external leakage (with COg and 0. 01 pound per hour (maximum).at 
odor removal canister closed, ex- 3.7 psia suit pressure with cabin 
clusive of PGA's) unpressurized 

\ 
— Suit (one man) 0. 035 pound per hour (maximum) with 

cabin unpressurized 

Suit inlet temperature range With SUIT TEMP control valve in full 
COLD position, temperature ranges from 
+88" to +65° F; in full HOT position from 
+42 to +100 F. Under certain maximum 
operating conditions suit inlet temperature et 
may exceed +100° F. 

Cabin temperature 455° to +90° F. 

Relative humidity 40% to 80% 

Suit circuit fan flow At 4.8 psia - 36.0 pounds per hour minimum 
At 3.8 psia - 28.4 pounds per hour minimum 

Oxygen supply and cabin pressure control section 

Suit pressure increase First 1-psi increase may occur in less 
than 1 second. Each succeeding 1-psi 
increase occurs in not less than 8 seconds. 

Cabin repressurization and emergency 
— oxygen valve delivery rate 

Descent mode 4 pounds per minute, max. 

Ascent mode 8 pounds per minute at 700 psia 

PLSS refill 0.91 pound/refill at 850 psia. 
Can only be partially filled at lower 
pressures. 

Op regulator flow capability Oz regulators are capable of sufficient flow 
to maintain minimum suit circuit pressure 
of 3.5 psia with suit circuit relief valve 
failed open and with 550 psia and +130° F at 
oxygen control module inlet 

Cabin volume 235 cubic feet 

Oxygen filter efficiency / 40 microns absolute 

Dump valve bacteria filter efficiency Removes 95% of all bacteria larger than 
0.5 micron 

Cabin-to-ambient pressure differential 5.8 psi (maximum) steady state 
NU 

Manual cabin pressure dump rate Dump valve in forward hatch, with bacteria 
(without oxygen inflow) filter, from 5.0 psia down to 0. 08 psia in 

310 seconds; overhead hatch, without filter, 
in 180 seconds. Both valves without filter 
90 seconds. 

Oe 
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Table 2.6-2. Environmental Control Subsystem - Performance and Design Data (cont) 

  

  

Oxygen supply and cabin pressure control section (cont) 

Number of cabin repressurizations 

Cabin repressurization time 

Cabin pressure switch settings 

Descent oxygen tank 

Capacity 

Burst pressure 

Ascent oxygen tanks 

Capacity 

Burst pressure 

Gaseous oxygen pressures and 
temperatures 

Normal pressure (regulated) 

Normal pressure (unregulated) 

Maximum pressure 

Normal temperature 

Leakage 

Oxygen supply components 

Cabin relief and dump valve 

Cabin 

Bypass relief valve 

Full flow pressure 

Cracking pressure 

Reseat pressure 

4 at 6.6 pounds each 

=2 minutes 

When cabin pressure drops to 3.7 - 4.45 
psia, contacts close 

When cabin pressure increases 4. 40 ~ 5.0 
psia, contacts open 

48,01 pounds at 2730 psia and +70° F 
(residual oxygen: 0.84 pound at 50 psia 
and 70° F) 

4, 500 psi 

2.43 pounds (each tank) at 854 psia and 
80° F (residual oxygen: 0. 14 pounds each 
tank at 50 psia and 70° F) 

1, 500 psia 

+60. 900 "55 Psia 

50 to 960 psia 

1, 100 psia 

0° to +160° F 

Total external leakage of all oxygen supply 
components, under maximum operating 
pressures, does not exceed 0.010 pound 
per hour of oxygen. 

0.005 pound per hour (maximum) for each 
valve, up to 5.25 psid. 

0.2 pound per hour (maximum) at 5.0 psia 
and +75° F 

3, 030 psig (minimum) at +75° F 

2, 875 psig (maximum) at +75° F 

2, 850 psig (minimum) at +75° F 
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Table 2,6-2. Environmental Control Subsystem - Performance and Design Data (cont) 

  

Oxygen supply and cabin pressure control section (cont) 

Overboard relief valve 

Full flow pressure 

Cracking pressure 

Reseat pressure 

High-pressure regulator 

Outlet pressure with primary and 
secondary regulators operating 

1, 090 psig (maximum) at +75° F 

1, 025 psig (minimum) at +75° F 

985 psig (minimum) at +75° F 

At inlet pressure of 1, 100 to 3, 000 psig 
and flow of 0. 1 to 4.0 pounds per hour, and 

normally inlet pressure of 975 to 1, 100 psig and flow 
of 0,1 pound per hour will regulate to: 

Normal downstream regulated pressure (psig) 

Temp Minimum Maximum 
(°F) Pressure Pressure 

8 875 960 

Downstream regulated pressure with a failed-open primary regulator (psig) 

  

Temp Minimum Maximum 
(°F) Pressure Pressure 

15 875 960 

Downstream regulated pressure with a failed open secondary regulator (psig) 

Temp Minimum Maximum 
(°F) Pressure Pressure 

18 875 960 

Water management section 

Descent water tank 

Capacity 333 pounds at 0.75 fill ratio 

Initial fill pressure 48.2 psia (maximum) at +80° F 

Residual 6. 66 pounds 

Pressure upon expulsion of all 11.0 psia (minimum) at +35° F 
expellable water 

Ascent water tanks 

Capacity 42.5 pounds each at 0.75 fill ratio 

Initial fill pressure 48.2 psia (maximum) at +80° F 

Residual 0.85 pounds each 

Pressure upon expulsion of all 11.0 psia (minimum) at +35° F 
expellable water     
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Table 2. 6-2. Environmental Control Subsystem - Performance and Design Data (cont) 

  

Water management section (cont) 

External leakage 

Normal mode (exclusive of 
sublimator in HTS primary loop) 

Redundant mode (exclusive of 
sublimators in HTS secondary 
loop) 

Sublimators in HTS primary loop 

Sublimators in HTS secondary 
Joop 

External-to-internal leakage ground 
service disconnects 

0.700 cc/hr of water (maximum) at 
50 psid and +70° F 

0. 350 cc/hr of water (maximum) at 
50 psid and +70° F 

0.090 cc/hr of water (maximum 
combined) at 6.5 psid and:+70 F 

0. 090 ce/hr of water at 6.5 psid and 
+70 F 

1x 107?-scc/br of helium (maximum 
each) at internal pressure of 500 microns 
and in helium ambient of 14.7 psia and 

: +70 F 

Pressure regulator discharge 
pressure 

PLSS refill (each) 

Heat transport section 

Coolant 

Coolant slush point 

External leakage 

Primary coolant loop 

Secondary coolant loop. 

Coolant pump rated flow 

Coolant pump bypass relief valve 

Cracking pressure 

Full open pressure 

Reseat pressure   

0.5 to 1.0 psi above ARS gas pressure 

9.15 pounds of water 

Solution of ethylene glycol and water 
(35% and 65%, respectively, by weight) 

. With inhibitors (triethanolamino 
phosphate, to prevent decomposition; 
sodium mercaptobenzothiozol, to prevent 
electrolytic corrosion) 

Approximately 35 pounds of coolant is 
used in HTS. 

-2F 

1.12 x 107 ce/see of helium (maximum) 
at 45 psid and +70° F . 

1.0.x 107° ce/sec of helium (maximum) 
at 45 psid and +70° F 

Flow rate of 222 pounds per,hour min at 
40° F and 30 psid and 28 vde input voltage 

23 psi to 36 psi 

39 psi 

1 psi less than cracking 
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Table 2:6-2. Environmental Control Subsystem - Performance and Design Data (cont) 

  

  

Heat transport section (cont) 

Coolant temperatures 

Vacuum fill requirements 

Primary and secondary coolant. 
filters 

Efficiency 

Bypass valve max cracking pressure 

Coolant flow 

Primary coolant loop 

Secondary coolant loop 

Cold plates/cold rails 

Coolant inlet operating 
temperature 

Coolant inlet operating pressure 

Coolant inlet operating flow 

29°F to 120°F 

HTS withstands internal pressure of 
500 microns in sea-level ambient 
pressure environment. 

35 microns absolute for primary; 
45 microns absolute for secondary 

0.4 psid for primary; 1.0 psid 
for secondary 

222 pounds per hour (minimum) 

222 pounds per hour (minimum) 

+32° to +100°F 

5 to 45 psia 

12 to 85 pounds per hour, depending on cold 
rail/cold plates size and heat transfer 
requirements     

2.6.7 OPERATIONAL LIMITATIONS AND RESTRICTIONS. 

The operational limitations and restrictions for the ECS are as follows: 

Mission ___LM 

The suit fans and cabin fan must be operated at a reduced voltage of 12 to 15 volts 
dc in earth ambient pressure, to prevent damage to the motors. 

The glycol pumps must be operating before water from the WMS or water 

separators is permitted to flow to the sublimators. 
heat load to prevent freeze up. 

Sublimator requires minimum 

The HTS must be stabilized at operating temperatures before IMU or LM guidance 
computer operation, to prevent erroneous and changing operation during tempera- 
ture cycling resulting in invalid outputs. 

One suit fan must be on when the astronauts are on LM ECS, otherwise atmosphere 
will not be reconditioned leading to possible loss of consciousness. 

The LiOH cartridge of the primary canister must be replaced with a new cartridge 
when carbon dioxide partial pressure, as indicated on the PART PRESS CO 
indicator, reaches 6.75 mm Hg. 

The cabin fan must be turned off manually when cabin pressure drops below 3.0 
psia (in cabin mode) or it may be damaged. 
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e Aminimum total heat load of 800 Btu/hr must be maintained when the primary 
water feed is on; otherwise sublimator may freeze and rupture, rendering the 
primary coolant loop inoperative. The heat loads result from crew activity, LiOH 
reaction, structural load, and equipment and battery heat loads. 

e The temperature of the coolant flow to temperature-critical electronics must not 
exceed +50°F. Overheating may result and lead to degraded performance of 
critical equipment. 

e A minimum total heat load of 755 Btu/hr must be maintained when the secondary 
water feed is on; otherwise, the sublimator may freeze and rupture, rendering 
the HTS inoperative. 

2.6.8 TELEMETRY MEASUREMENTS. 

The ECS telemetry data are given in table 2.6.3. '(R)" in the "Telemetry Range" column 
signifies a real-time telemetry measurement. Real-time telemetry points are shown in figure 2. 6-6, 
2.6-7, 2,6-8 and 2,6-9. For all ECS signals that require conditioning, refer to tables 2.9-1 and 2. 9-2. 

Table 2.6-3. Environmental Control Subsystem - Telemetry Measurements 

  

  

Crew 
Code Description Telemetry Range Display Range Display 

GF1083X Prime suit compressor Contact closure None 
failure 

GF1083X Prime suit compressor ECS caution light 
failure 

GF1084x Spare suit compressor Contact closure None 
failure 

GF1084X Spare suit compressor SUIT/FAN warning 
failure light 

GF1087X Selected suit compressor SUIT FAN compo- 
failure nent caution light 

GF1111R Hg0 separator No. 1 500 to 3,600 rpm None 
rate 

GF1112R HO separator No. 2 500 to 3,600 rpm None 
rate 

1 GF1201X CDR suit isolation Contact closure (R) None 
valve VPI disconnect 

GF1202X LMP suit isolation Contact closure (R) None 
valve VPI disconnect 

GF1211X Suit pressure relief Contact closure (R) None 
VPI closed 

GF1212X Suit pressure relief Contact closure (R) None 
VPI open 

GF1221x Suit diverter VPI Contact closure (R) None 
closed 

GF1231X Cabin gas return VPI Contact closure (R) None 
closed             
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Table 2.6-3. Environmental Control Subsystem - Telemetry Measurements (cont) 

  

  

            
  

  

Crew 
Code Description Telemetry Range Display Range Display 

GF1232X Cabin gas return VPI Contact closure (R) None 
open 

GF1241X COy cartridge in SEC Contact closure (R) None 
position 

GF1242x COz cartridge in SEC Contact closure C02 component 
position caution light 

GF1281T Suit inlet temperature +20° to +120° F (R) 

GF1281T Suit inlet temperature +40° to +100° F__| SUIT TEMP indicator] 

GF1301P Suit outlet pressure 0 to 10 psia (R) 

GF1301P Suit outlet pressure 0 to 10 psia SUIT PRESS indicator] 

GF1521P COg partial pressure 0 to 30 mm Hg (R) None 

GF1521P COg partial pressure Oz component 
caution light 

GF1521P COp partial pressure 6.75 mm Hg ECS caution light 

GF1522P CO; partial pressure 0 to 30mm Hg | PART PRESS COg 
indicator 

GF1651T Cabin temperature +20° to +120° F (R) 

GF1651T Cabin temperature +40° to +100°F | CABIN TEMP in- 
dicator 

| Graosip Primary coolant pump 4P 0 to 50 psid (R) None 

GF2041X Primary coolant accumu- Contact closure None 
lator low level (GF9986U) 

| 

GF2042xX Redundant accumulator Contact closure None 
fluid low level (GF9986U) 

GF2531T Main sublimator coolant 0° to +200°F (R) None 
inlet temperature 

GF2571T Redundant (GF9998U) 0° to +80°F GLYCOL temper- 

sublimator coolant outlet ature indicator 
temperature 

GF2581T Main sublimator coolant +20° to +120° F (R) None 
outlet temperature 

GF2681T Temperature coolant up- 0° to +80°F GLYCOL temper- 
stream of critical elec- ature indicator 
tronics (GF9998U) 

GF2741P Primary pump discharge 0 to 80 psia GLYCOL pressure 
pressure (GF9997U) indicator 

GF2921P Redundant pump discharge 0 to 80 psia GLYCOL pressure 
pressure (GF9997U) indicator 

GF2935X Selected coolant pump Contact closure ECS caution light 
failure 
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Table 2.6-3, Environmental Control Subsystem - Telemetry Measurements (cont) 

  

  

| Crew 
Code Description ‘Telemetry Range Display Range Display 

GF2936X Selected coolant pump Contact closure GLYCOL PUMP 
failure component caution 

light 

GF3071X PRESS REG A valve Contact closure (R) None 
locked closed 

GF3070X PRESS REG A valve Contact closure (R) None 
EGRESS/CLOSED 

GF3073X PRESS REG B valve Contact closure (R) None 
locked closed 

GF3075X PRESS REG B valve Contact closure (R) None 
EGRESS/CLOSED 

GF3571P Cabin pressure 0 to 10 psia (R) None 

GF3571P Cabin pressure 0 to 10 psia CABIN PRESS in- 
dicator 

GF3572P Cabin repressurization Contact closure (R) None 
and emergency oxygen 
valve electrically open 

GF3572P Cabin repressurization Contact closure CABIN WARNING 
and emergency oxygen light 
valve electrically open 

GF3582P No. 1 Ascent oxygen 0 to 1000 psi (R) None 
tank pressure 

GF3582P Ascent oxygen tank No. 684/100 psia Og QTY caution light 
pressure 

GF3582P Ascent oxygen tank No. 0% to 100% Og QUANTITY in- 
pressure dicator 

GF3583P Ascent oxygen tank No. 0 to 1,000 psia (R) None 
pressure 

GF3583P Ascent oxygen tank No. 684 psia Og QTY caution light 
pressure 

GF3583P Ascent oxygen tank No. 0% to 100% Og QUANTITY in- 
pressure dicator 

GF3584P Descent oxygen tank 0 to 3, 000 psia (R) None 
pressure 

GF3584P Descent oxygen tank 135 psia Og QTY caution light] 
pressure 

GF3584P Descent oxygen tank 0% to 100% Op: QUANTITY in- 
pressure dicator 

GF3587T Descent oxygen tank Non-flight meas- 
surface temperature urement for fill 

only. 

GF3589P Selected oxygen supply 0 to 1,400 psia (R) None 
pressure 

4           
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Table 2.6-3. Environmental Control Subsystem - Telemetry Measurements (cont) 

  

  

            

Crew 
Code Description Telemetry Range Display Range Display 

GF3591P Safety valve No. 1 0 to 25 psia (R) None 
servo pressure 

GF3592P Safety valve No. 2 0 to 25 psia (R) None 
servo pressure 

GF4101P Main water regulator/ 0 to 2 psid (R) None 
ARS AP 

GF4511T Main sublimator inlet +20° to +160° F (R) None 
water temperature 

GF4581Q Descent tank water 0% to 100% (R) None 
quantity 

GF4581Q Descent tank water 15.96% WATER QTY 
quantity caution light 

GF4581Q Descent tank water 0% to 100% HgO QUANTITY in- 
quantity dicator 

GP4582Q Ascent tank No. 1 0% to 100% HgO QUANTITY in- 
water quantity dicator 

GF4582Q Ascent tank No. 1 94.78% WATER QTY 
water quantity caution light 

GF4582Q Ascent tank No. 1 WATER QTY 
water quantity caution light when 

quantity differs 
from tank No, 2 

1 by 15% 

GF4582Q Ascent tank No. 1 0% to 100% (R) 
water quantity 

GF4583Q Ascent tank No, 2 94.78% WATER QTY 
water quantity caution light 

GF4583Q Ascent tank No. 2 WATER QTY 
water quantity caution light when 

quantity differs 
from tank No. 1 

| | by 15% 

GF4583Q Ascent tank No. 2 0% to 100% H20 QUANTITY 
water quantity indicator 

GF4583Q Ascent tank No, 2 0% to 100% (R) 
water quantity 

GF9986U Selected coolant accumu- Contact closure (R) None 
lator, low level 

GFE9986U | Selected coolant Contact closure GLYCOL caution 
accumulator, low level light 

GF9993U LiOH select/high COg Contact closure Oz component 
advisory caution light 

GF9997U Selected pump discharge 0 to 60 psia (R) None 
pressure 

i i 

GF9997U Selected pump discharge 0 to 8 psia GLYCOL PRESS 
pressure indicator 
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'-8. Environmental Control Subsystem - Telemetry Measurements (cont) 

  

Crew 

  

Code Description Telemetry Range Display Range Display 

GF9998U Selected coolant loop +20° to +120°F (R) None 
temperature 

GF999°U Selected coolant loop +49.98° F GLYCOL caution 
temperature light (primary loop 

indication only) 

GF9998U Selected coolant loop 0° to +80°F GLYCOL TEMP 
temperature indicator 

I |  cros90u Selected water separator 500 to 3,600 rpm (R) None 
rate 

GF9999U Selected water separator 800 rpm ECS caution light 
rate 

GF9999U Selected water separator Hg0 SEP component 
rate caution light 
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2.7 COMMUNICATIONS SUBSYSTEM. 

2.7.1 INTRODUCTION 

The Communications Subsystem (CS) provides inflight and lunar surface communications 
links between the LM, CSM, and the Manned Space Flight Network (MSFN), and between the LM and 
extravehicular astronaut (EVA). When the LM is on the lunar surface and both astronauts are outside the 
LM, the LM relays communications between the astronauts and MSFN. The following types of information 
can be handled by the CS. 

@ S-band tracking and ranging 

e Transponding of VHF ranging signals 

@ Voice (LM-EVA, LM-CSM, or LM-MSFN) 

e@ PCM telemetry (LM status) 

e Astronaut biomedical data 

@ LGC update (up data) 

e@ Emergency key (Morse code) 

@ Television 

e@ EVA-LM EVCS data 

e@ LM-CSM telemetry data (for retransmission to MSFN) 

In flight, when the LM is separated from the CSM and both vechicles are on the earth side of 

“the moon, the CS provides S-band communications with MSFN, and VHF communications with the CSM. 
When the LM and CSM are on the far side of the moon and communication with MSFN is impossible, the 
CS provides VHF communications with the CSM. 

In-flight S-band communications between the LM and MSFN while the LM is on the earth side 
of the moon include voice, digital uplink signals, and ranging code signals from MSFN. The LM S-band 
equipment transmits voice, acts as transponder to the ranging code signals, transmits biomedical and 
systems telemetry data, and provides a voice backup capability and an emergency key capability. 

In-flight VHF communications between the LM and CSM while they are on the earth side of 
the moon include voice, backup voice, and tracking and ranging signals. Normal LM-CSM voice com- 
munications use VHF channel A simplex. Backup voice communication is accomplished with VHF channel 

B simplex. VHF ranging, initiated by the CSM, uses VHF channels A and B duplex. 

When the LM and CSM are behind the moon and communication with MSFN is impossible, 
VHF channel A is used for simplex LM-CSM voice communications. VHF channel B is used as a one-way 
data link to transmit system telemetry signals from the LM, to be recorded and stored by the CSM. 
When the CSM establishes S-band contact with MSFN, the stored data are transmitted by the CSM at 32 
times the recording speed. 

When the LM is on the lunar surface, the CS provides S-band communications with MSFN and 
VHF communications with the EVA. The LM relays VHF signals tg MSFN, using the S-band. Communi- 
cations with the CSM may be accomplished by using MSFN as a reldy. LM-MSFN S-band capabilities are 

the same as in-flight capabilities, except that, in addition, TV may be transmitted from the lunar surface 

in an FM mode. 
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Figure 2.7-1.. Communications Subsystem - Interface Diagram 

2.7.2 SUBSYSTEM INTERFACES. (See figure 2.7-1.) 

The CS interfaces with the Electrical Power Subsystem (EPS) for primary a-c and d-c 
power. D-C operating power (28 volts) is supplied to the CS from the Commander's and LM Pilot's d-c 
buses; a-c power (115 volts, 400 cps), from a-c bus B. Redundant CS operating equipment is connected 
to separate d-c buses, thereby assuring an operational status if either primary d-c bus becomes in- 
operative. 

Telemetry data are routed to the CS from the Instrumentation Subsystem (IS) in nonreturn- 
to-zero (NRZ) form at a high or low bit rate. These data are fed through the S-band network for trans- 
mission to MSFN. When line of sight with MSFN is lost, these data are fed through VHF transmitter B 
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to the CSM, but VHF B uses only low-bit, split-phase data format. The IS supplies two 512-kc signals 
to the premodulation processor (PMP), a part of the signal-processor assembly (SPA). One signal is 
the 512-ke sync signal from the timing electronics equipment (TE), a part of the pulse-code-modulation 
and timing electronics assembly (PCMTEA). This signal is used for subsequent generation of the 1.25- 
me subcarrier. The other signal is the 512-kc subcarrier timing reference signal from the PCMTEA, 
which is used to generate the 1.024-mc subcarrier. The data storage electronics assembly (DSEA) of 
the IS provides a voice-recording capability, receiving its input from either audio center's intercom- 
munications system (ICS) bus. 

The Commander's and LM Pilot's attitude controller assemblies (ACA's) of the Guidance, 
Navigation, and Control Subsystem (GN&CS) each have a push-to-talk (PTT) switch for enabling the SPA 
audio centers, permitting communications to commence. A PTT pushbutton on each astronaut's electri- 
cal umbilical also enables the SPA audio centers, permitting voice communications. These PTT push- 
buttons also provide an enabling signal for the PMP in the SPA if emergency key mode is selected. 

Voice signals are generated and received in the astronaut's communications carrier (head- 
set) and are wired to the SPA for appropriate routing. Biomedical sensors in the astronaut's pressure 

garment assembly (PGA) continuously generate electrical analogs pertinent to heart beat. This signal 
is fed directly to the PMP for processing and subsequent transmission to MSFN. 

2.7.3 FUNCTIONAL DESCRIPTION. (See figure 2.7-2.) 

2.7.3.1 General. 

The CS includes all S-band, VHF, and signal-processing equipment necessary to transmit 
and receive voice, and tracking and ranging data, and to transmit telemetry and emergency keying. 
Voice communications between the LM and MSFN are provided by the S-band transmitter-receiver as- 

semblies, and between the LM and CSM by VHF transmitter-receiver assemblies. Telemetry data are 
transmitted to MSFN via S-band, which also provides MSFN-LM ranging and tracking functions. VHF 
provides ranging and tracking functions between the CSM and the LM. The communications links pro- 
vided by the CS, and their functions, are listed in table 2.7-1. 
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The digital uplink assembly (DUA) updates the LM guidance computer (LGC). It receives 
data in a serial digital format, decodes the data, and transfers the decoded data to the LGC. The DUA 
also provides S-band uplink voice backup capability if the S-band demodulator circuits in the PMP fail. 

The ranging tone transfer assembly (RTTA) acts as a transponder to allow CSM-LM 
ranging. The RTTA is used with the VHF transceivers. 

2.7.3.2 Power Distribution, 

The CS receives primary electrical power from the EPS: d-c power from the Commander's 
and LM Pilot's d-c buses; a-c power, from a-c bus B. The normal d-c voltage requirement for all 
major CS assemblies is 28 volts, two-wire, negative ground. The required steady-state d-c range is 
25 to 31.5 volts; the off-nominal range, 20 to 32 volts for periods not exceeding 5 seconds. The CS 
requires 115-volt, 400-cps a-c power for the S-band steerable antenna electronics package. All oper- 
ating power is supplied to the CS through circuit breakers. Figure 2.7-3 shows all EPS circuit breakers 
relevant to the CS, major CS assemblies, and related power switches (panel 12), 

Table 2.7-1, Communications Links 

  

  

Link Mode Band Purpose 

MSFN-LM-MSFN Pseudorandom noise S-band Ranging and tracking by 
MSFN 

LM-MSFN Voice S-band In-flight communications 

LM-CSM Voice VHF simplex In-flight communications 

CSM-LM-MSFN Voice VHF and S-band Conference (with LM as 
relay) 

LM-CSM Low-bit-rate telemetry VHF (one way) CSM record and retrans- 
mit to earth 

CSM-LM-CSM Ranging : VHF duplex Ranging by CSM 

MSFN-LM Voice S-band In-flight communications 

MSFN-LM Uplink data or uplink voice backup: S-band Update LGC or voice 
backup for in-flight 
communications 

LM-MSFN Biomed-PCM telemetry ‘S-band ‘Trans mission of biomed 
and vehicle status data 

LM-MSFN-CSM Voice S-band Conference (with earth 
as relay) 

EVA-LM-EVA Voice and data; voice VHF duplex EVA direct communica- 
tion 

EVA-LM-MSFN Voice and data VHF, S-band Conference (with LM as 
relay) 

CSM-MSFN- Voice and data S-band, VHF Conference (via MSFN- 
LM-EVA LM relay)             
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2.7.3.3 Voice Operation. 

All voice communications are accomplished through the astronaut's microphone and headset 
equipment. Voice communication is used between the LM and the CSM; between the LM and MSFN; 
between the LM, CSM, and MSFN (conference); and between the astronauts. (See figure 2.7-4.) Each 
astronaut has an audio center subassembly (part of the SPA), which serves as the common acquisition 
and distribution center for his voice communications. Each astronaut controls audio volume to his head- 
set with his VOLUME thumbwheels (panel 8 or 12). Depending on the selected mode of operation, voice 
is transmitted to MSFN or the CSM, or stored on tape in the DSEA. Voice transmission is initiated with 
the PTT switches or the voice-operated relay (VOX) circuit. In addition, a hot-microphone capability 
exists for intercom only. 

2.7.3.4 Data Operations. 

I Transducers sense physical data from all subsystems and convert the data into electrical 
outputs acceptable to the IS, The data are transmitted to MSFN, in pulse-code-modulation (PCM) form, 
Biomedical (biomed) analog data from sensors worn by the astronauts are also transmitted to MSFN. 

The IS processes signals supplied by the transducers, converts them to digital form, and 
routes them serially to the CS for transmission to MSFN or the CSM. These data, in PCM form, are 
transmitted at one of two data rates: 51.2 kilobits per second (high bit rate) or 1.6 kilobits per second 
(low bit rate), Transmission to MSFN is accomplished via the S-band FM or PM transmitters at either 
data rate. (See figure 2,7-4.) The PCM data are also transmitted, at the low bit rate only, to the CSM 
via the 259, 7-mc transmitter in the CS during loss of LOS between the LM and MSFN. The CSM records 
these data for subsequent retransmission to MSFN. 

2.7.3.5 Ranging and Tracking. 

LM S-band ranging and tracking equipment enables MSFN to determine accurately, by tri- 

angulation, the angular position and range of the LM with respect to earth. In addition, VHF ranging 

I equipment enables the CSM to determine accurately the range and range rate of the LM with respect to 
the CSM. 

3000m490 

  
Figure 2,7-4, In-Flight Communications 
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The S-band transponder receives coded PRN signals from MSFN. These signals are routed 
to the selected PM transmitter for in-phase-coherence transmission back to MSFN. S-band transmission 
is at 2282.5 me; reception at 2101.8 mc. 

The S-band tracking and ranging function uses the Doppler frequency shift caused by LM high 
velocity rates, to track the LM. The coded PRN signal transmitted by MSFN is received by a receiver 
with a phase-locked loop, and retransmitted to MSFN. The retransmitted signal received by MSFN is 
compared with the originally transmitted signal. Range is determined by the time it takes for the signals 
to travel from MSFN to the LM and back to MSFN. Once the range has been established accurately by 
the PRN code, the code is discontinued and range is updated continuously by the Doppler technique. The 
phase-locked loop in the LM receiver ensures accuracy of the tracking signals (Doppler) by comparing 
the phase of the received signal with the phase of a local-oscillator output in the detector stage. (See 
figure 2, 7-7.) The output voltage of the detector, which is proportional to the phase difference between 
the two signals, is applied to the local oscillator. This signal is applied as a control voltage to alter the 

local- oscillator frequency: to bring it in phase with the-received MSFN signal. 

The VHF tracking and ranging function uses the round trip time delay of tones transmitted by If 
the CSM to the LM and transponded by the LM back to the CSM. 

2.7.3.6 Subsystem Operation, 

The normal switch and circuit breaker positions for the communications modes are listed 
in table 2.7-2, If a switch or circuit breaker is not listed for a particular mode, that mode is not 
influenced by that switch or circuit breaker, The switch positions listed are for prime positions. In 
some cases, more than one position functions as a prime position; all such positions are indicated. 

2.7.4 MAJOR COMPONENT/FUNCTIONAL DESCRIPTION. 

The CS is divided into three groups: RF electronic equipment, signal processing equipment, 
and antenna equipment. 

2.7.4.1 RF Electronic Equipment. 

The RF electronic equipment includes all subsystem equipment required for transmission 
and reception of audio, video, ranging, and telemetry data. The antennas mentioned in the discussion of 
the RF electronic equipment are covered in paragraph 2.7.4.3. 

2.7.4,1,1 S-Band Transmitter-Receiver Assembly. (See figure 2,7-5.) 

The S-band transmitter-receiver assembly provides deep-space communications between 
the LM and MSFN. S-band communications consist of voice and PRN transmission from MSFN to the 
LM, and voice, PRN turnaround, biomed, and subsystem data transmission from the LM to MSFN. The 
S-band communications capabilities are listed in table 2.7-3. 

The S-band transmitter-receiver assembly consists of two identical phase-locked receivers, 
two phase modulators with driver and multiplier chains, and a frequency modulator. The receivers and 

phase modulators provide the ranging, voice, emergency-keying, and telemetry transmit-receive func- 
tions. The frequency modulator is provided primarily for video transmission, but accommodates PCM 
telemetry (subsystem data), biomed, and voice transmission. The frequency modulator provides limited 
backup for both phase modulators. The operating frequencies of the S-band equipment are 2282.5 mc 

(transmit) and 2101.8 mc (receive). 

The frequency modulator (figure 2. 7-6) uses a voltage-controlled oscillator (VCO), oper- 
ating at 76 mc, as the basis of its RF circuit. The FM transmitter is modulated by an input within a 
10-cps to 1.5-mc range. A portion of the VCO output is routed through a series of frequency divider 
networks that reduce the frequency to 9.2 kc. This frequency is compared to the output (also reduced to 
9.2 kc) of a 4.7-mc crystal oscillator, ina phase detector. The two inputs to the phase detector are 
normally 90° out of phase. The phase difference is represented as a voltage at the phase detector output 
and is used to control VCO frequency stability. The frequency modulator output is then supplied to the 

selected driver and multiplier chain for transmission through the S-band power amplifier, diplexer, and 
selected S-band antenna to MSFN. 
  

4 COMMUNICATIONS SUBSYSTEM 

Mission, LM Basic Date__15 December 1968 Change Date_15 March 1969 Page_2, 7-7



o
a
d
 

8-
L°
S 

‘e
ye
d 

o1
se

g 
WT
 

uo
rs

st
yy

 
89
6T
 
To

qu
is

se
q 

CT
 

W
A
L
S
A
S
A
N
S
 
S
N
O
L
L
V
O
I
N
Q
W
W
O
D
 

  

‘a
ye
 
a
s
u
e
y
o
 

Table 2.7-2. Communications Subsystem - General Switch and Circuit Breaker Configuration 

  

  

        

TT S-Band 
S-Band | Hard- Voice Emer- VHF A | VHF B | VHFB | VHF A/B 

S-Band PRN | Telem-| _line- BU gency Sim- Sim- | Telem-| Duplex 
Switches and Circuit Breakers voice | Ranging | etry | Biomed | (Downlink) | Key TV plex plex etry | (LM/CSM) 

Panel 8 (AUDIO) 

S-BAND T/R switch S-BAND | OFF OFF OFF S-BAND | OFF OFF OFF OFF OFF OFF 
T/R T/R 

ICS T/R switch ICST/R | OFF OFF OFF ICS T/R OFF OFF |ICS/TR | ICST/R| OFF | ICST/R 
or OFF or OFF or OFF | or OFF or OFF 

VHF A switch OFF OFF OFF OFF OFF OFF OFF T/R OFF OFF T/R 

VHF B switch OFF OFF OFF OFF OFF OFF OFF OFF T/R OFF OFF 

RELAY ON switch RELAY | OFF (See note 1. Only one RELAY ON switch can be OFF OFF OFF OFF 
(See note 1. ) OFF set to RELAY ON at a time. ) 

MODE switch vox OFF OFF OFF OFF OFF OFF vox vox OFF vox 
(See note 2.) 

AUDIO CONT switch NORM | NORM | NORM | NORM | NORM NORM | NORM | NORM | NORM | NORM | NORM 

Panel 12 (AUDIO) 

S-BAND T/R switch S-BAND | OFF OFF OFF S-BAND | OFF OFF OFF 
T/R T/R 

ICS T/R switch IcST/R | OFF OFF OFF ICS T/R OFF OFF |ICST/R| ICST/R| OFF | ICST/R 
or OFF or OFF or OFF | or OFF or OFF 

VHF A switch OFF OFF OFF OFF OFF OFF OFF T/R OFF OFF OFF 

VHF B switch OFF OFF OFF OFF OFF OFF OFF OFF T/R OFF RCV 

RELAY ON switch RELAY | OFF (See note 1, Only one RELAY ON switch can be OFF OFF OFF OFF 
(See note 1.) OFF set to RELAY ON at a time. ) 

MODE switch vox OFF OFF OFF VOX or OFF OFF vox vox OFF vox 
PTT 

AUDIO CONT switch NORM | NORM | NORM | NORM | NORM NORM | NORM | NORM | NORM | NORM | NORM 
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5 Table 27-2. Communications Subsystem - General Switch and Circuit Breaker Configuration (cont) 

g 
3 S-Band 

S-Band | Hard- Voice Emer- VHF A | VHF B| VHF B | VHF 4/B 
i S-Band PRN | Telem-| _ line BU geney Sim- Sim- | Telem-| Duplex 

= Switches and Circuit Breakers Voice | Ranging | etry | Biomed | (Downlink) | Key TV plex plex etry | (LM/CSM) 

UP DATA LINK switch OFF OFF OFF OFF | VOICE BU | OFF OFF OFF OFF OFF OFF 
(uplink 
only) 

2 Panel 12 (COMMUNICATIONS) 
2 
e MODULATE switch PM or PM | PMor | PMor PM PM PM PMor | PMor | PMor | PM or 
9 FM FM FM FM FM FM FM 

° XMTR/RCVR switch PRIM | PRIM | PRIM PRIM PRIM PRIM | PRIM OFF OFF OFF OFF 
lO 

in 7 PWR AMPL switch OFF OFF OFF OFF OFF OFF PRIM OFF OFF OFF OFF 
ly 

IS 8s VOICE FUNCTIONS switch VOICE OFF OFF VOICE | DN VOICE | OFF OFF OFF OFF OFF OFF 
B Z BU 

& 2] pcm FUNCTIONS switch OFF PCM OFF OFF KEY OFF OFF OFF OFF OFF 
3 aq 

[2 S| RANGE FUNCTIONS switch OFF | RANGE | OFF OFF OFF/ OFF/ | Tv/ OFF OFF OFF OFF 
> 4 RESET |RESET| CWEA 

a EN- 
g ABLE 
a 

Q 4] VHF A XMTR switch OFF OFF OFF OFF OFF OFF OFF | VOICE] OFF OFF VOICE 
a4 (See note 

& eB 5) 
oz 
9 VHF A RCVR switch OFF OFF OFF OFF OFF OFF OFF ON OFF OFF OFF 

° VHF B XMTR switch OFF OFF OFF OFF OFF OFF OFF OFF | VOICE | DATA OFF 

VHF B RCVR switch OFF OFF OFF OFF OFF OFF OFF OFF oN OFF on 

BIOMED TELEMETRY OFF OFF OFF | LEFT or| OFF OFF OFF OFF OFF OFF OFF 
switch RIGHT 

PCM TELEMETRY switch HI or Hi or Hi or OFF OFF OFF OFF HI or OFF LO HI or 
LO LO LO LO LO 

i RECORDER switch OFF OFF OFF OFF OFF OFF OFF 
e (See note 3.) 
a 3 
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Table 2,7-2: Communications Subsystem - General Switch and Circuit Breaker Configuration (cont) 

  
NOTES: 

1, The normal positions for switches on the AUDIO portion of panels 8 and 12 for relay modes, 
are as follows: 

@ CSM-LM VHF A simplex, relayed to MSFN via S-band 

Panel 8: 

RELAY ON switch - RELAY ON 
VHF A switch - T/R 
VHF B switch - OFF 
S-BAND T/R switch - OFF or S-BAND RCV 
MODE switch - VOX 

Panel 12: 

RELAY ON switch - RELAY OFF 
VHF A switch - OFF or RCV 
VHF B switch - OFF 
S-BAND T/R switch - S-BAND T/R 
MODE switch - VOX 

-or- 

Panel 8: 

RELAY ON switch - RELAY OFF 
VHF A switch - OFF or RCV 
VHF B switch - OFF 
S-BAND T/R switch - S-BAND T/R 
MODE switch - VOX 

Panel 12: 

RELAY ON switch - RELAY ON 
VHF A switch - T/R 
VHF B switch - OFF 
S-BAND T/R switch - OFF or S-BAND RCV 
MODE switch - VOX 

-or- 

© LM, CSM, MSEN voice conference 
with LM relaying CSM voice to MSFN 

NORMAL 

Panel 8: 

AUDIO CONT switch - NORM 
RELAY ON switch - RELAY OFF 
VHF A switch - T/R 
VHF B switch - RCV 
S-BAND T/R switch - S-BAND T/R 
MODE switch - VOX     
  ee  0_0>0— SS 0 0 0 SS mm" 

} COMMUNICATIONS SUBSYSTEM 
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Table 2.7-2: Communications Subsystem - General Switch and Circuit Breaker Configuration (cont) 

  

NOTES: (cont) 

2, 

5.   

Panel 12: 

AUDIO CONT switch - NORM 
RELAY ON switch - RELAY ON 
VHF A switch - OFF 
VHF B switch - OFF 
S-BAND switch - OFF 
MODE switch - VOX 

Panel 14; 

COMM: UPLINK SQUELCH switch - OFF 

Panel 8: 

BACKUP 

AUDIO CONT switch - BU 
RELAY ON switch - RELAY ON 
VHF A switch - OFF 
VHF B switch - OFF 
S-BAND T/R switch - OFF 
MODE switch - VOX 

Panel 12: 

AUDIO CONT switch - NORM 
RELAY ON switch - RELAY OFF 
VHF A switch - T/R 
VHF B switch - RCV 
S-BAND T/R switch - S-BAND TR 
MODE switch - VOX 

Panel 14: 

COMM: UPLINK SQUELCH switch - ENABLE 

The Commander's and LM Pilot's MODE switches must be set to VOX when combined 
VHF and S-band equipments are used (relay operation). The ICS/PTT position provides 
hot-microphone capabilities on intercom. 

The setting of the RECORDER switch does not affect any operational mode setting. The 
switch may be set to ON when audio transmission to MSFN cannot be accomplished. To 
preclude continuous recorder operation in hot mike mode, the RECORDER switch must 
be set to OFF. 

PTT override exists for VOX mode. In the emergengy-keying mode, only one astronaut 
may key at a time, 

For VHF ranging this switch is set to VOICE/RNG.   
  ee 

Mission. LM Basic Date. 
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Table 2.7-3. S-Band Communications Capabilities 

  

Subearrier Subearrier 
Information Frequency or Rate Modulation Frequency RF Carrier Modulation 

  

UPLINK: 2101.8 me 

  

Voice 300 to 3, 000 eps FM 30 ke PM 

Voice backup 300 to 3, 000 eps FM 70 ke PM 

PRN ranging code 990.6 kilobits/sec PM 

Digital data 1.0 kilobits/sec FM 70 ke PM 
  

DOWNLINK: 2282.5 me 
  

Voice 300 to 3, 000 eps FM 1,25 me PM or FM 

Biomed 14.5 ke FM 1,25 me. PM or FM 

EVCS 3.9-, 5.4-, 7,35-and' FM 1,25 me PM.or FM 
10.5-ke subearriers 

Voice backup 300 to 3, 000 eps None |» None : Direct PM baseband modulation 

Biomed backup 14.5 ke None Note |. Direct PM baseband modulation 

EVCS backup 39-, 5.4-, 7.35-and None None Direct PM baseband modulation 
10.5-ke subcarriers 

Voice backup 300 to 3, 000 eps None None Direct PM baseband modulation 

PRN ranging code 990.6 kilobits/sec PM 
(turnaround) 

Emergency keying Morse code AM 512 ke PM 

PCM NRZ Data High bit rate: 51.2. - |Phase Shift 1,024 me PM or FM 
kilobits/sec Keying (PSK) 

Low bit rate:.1.6 
kilobits/see 

Tv 10 eps to 500 ke FM baseband modulation               

The prime purpose of the phase modulator (figure 2. 7-6) during deep-space missions is to 
provide all in-flight and lunar-stay communications, except TV, with MSFN. 

The phase modulator uses the output of the 19-mc VCO in the S-band receiver as the basis 
of its RF circuit. The VCO output is multiplied to approximately 76 mc in the receiver and routed to the 
phase modulator, where it is modulated by wide- or narrow-band information supplied from the SPA or by 
the PRN signal received from MSFN. The 76-me carrier is then routed through a series of multipliers 
and drivers, where it is multiplied to the transmit carrier frequency (2282.5 mc). 

  

5 COMMUNICATIONS SUBSYSTEM 
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The S-band receivers (figure 2. 7-7) receive voice uplink data and coded PRN signals from 
MSFN. One receiver serves as backup for the normally used unit. The S-band receivers receive a 
2101, 8-me carrier which is phase-modulated by the 30- and 70-ke subcarriers and the PRN ranging code. 
The output of the 19-me VCO is routed through a chain of multiplier stages, where it is multiplied to 
2054-3 mc, and heterodyned with the input carrier to obtain an output frequency of 47.5 mc from the first 
mixer, The first mixer output is mixed with 38 mc, provided by the VCO through a multiplier stage, 

yielding a second intermediate frequency of 9.5 mc. The second IF provides several narrow-band out- 

puts, including automatic gain control (AGC) to the first IF, tracking AGC (used to position the steerable 
antenna), a signal-strength signal to the SIGNAL STRENGTH indicator (panel 12), and AGC-monitoring 
and static phase error signals that are supplied to the IS, where they are processed for telemetering. 
The wide-band signal outputs include the 30-ke voice subcarrier (routed to the PMP), the 70-kc data car- 
rier (routed to the DUA) and the PRN ranging signal (routed to the S-band phase modulator). 

Another function of the S-band receivers is to provide an output for use as the exciter fre- 
quency for the phase modulators. The 19-mc VCO output is routed through a chain of multiplier stages, 
where it is multiplied to 76 mc for use by the phase modulators as the base of the phase-coherent down- 
link carrier, 

2.7.4,1.2 S-Band Power Amplifier, (See figure 2.7-8.) 

The S-band power amplifier amplifies the S-band transmitter output when additional trans- 

mitted power is required. This assembly consists of two amplitrons, an input and an output isolator 
(ferrite circulators), and two power supplies, all mounted on a common chassis. The RF circuit is a 
series interconnection of the isolators and amplitrons. The amplitrons (which are characteristic of 
saturated, rather than linear, amplifiers) have broad bandwidth, high efficiency, high peak and average 
power output, but low gain. The isolators protect both amplitrons and both S-band transmitter driver and 
multiplier chains. The isolators exhibit a minimum isolation of 20 db and a maximum insertion loss of 
0.6 db, 

Each amplitron is supplied by its own power supply. One amplitron is designated primary; 
the other, secondary. Only one amplitron can be activated ata time. Selection is made with the PWR 
AMPL switch (panel 12), When neither amplitron is selected, a feedthrough path through the power 
amplifier is provided, with an insertion loss of 3.2 db, maximum (feedthrough mode). 

When an amplitron is selected, 28 volts dc is supplied to its associated power supply. When 
0.72 watt RF power is supplied to the power amplifier input from an S-band transmitter driver stage, the 
minimum output RF power is 18.6 watts through the primary stage or 14,8 watts through the secondary 

stage at the 2282.5-mc transmit frequency into a 50 ohm resistive load with a VSWR of 1.1 to 1 or better, 
The slightly degraded power output through the secondary stage is caused by the added attenuation of the 
primary stage in series with the secondary stage. 

2.7.4,.1,3 VHF Equipment. (See figure 2.7-9.) 

The primary functions of the VHF equipment are to provide voice communications between 
the LM and the CSM, to provide CSM-LM-CSM ranging when used with the RTTA, and, during the black- 
out of transmission to MSFN, to provide lowbit telemetry transmission from the LM to the CSM. When 
the LM mission profile includes. extra vehicular activity, this equipment also provides EVA- LM voice 
communications, and reception of EVA biomed and suit data for transmission to MSFN over the S-band. 

The VHF transmitter-receiver assembly consists of two solid-state superheterodyne re- 
ceivers, two transmitters, a VHF diplexer, RF antenna selector switch, two in-flight antennas, and an 
EVA antenna (for lunar missions). One transmitter-receiver combination provides a 296.8-mc channel 
(channel A); the other, a 259.7-mc channel (channel B), for simplex or duplex voice communications. 
Channel B may also be used to transmit PCM data from the IS at the low bit rate and to receive biomed 

and suit data from the EVA during EVA-programmed missions. 

The VHF transmitters (figures 2. 7-10 and 2, 7-11) derive voice modulation and transmitter 
turn on/receiver disable control signals from the audio centers in the SPA that is initiated by the VOX 
circuit or by operation of the PTT switches, One audio center is connected to the Commander's micro- 
phone circuit and to the modulation inputs of the VHF transmitters; the other audio center is similarly 
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Figure 2.7-8. S-Band Power Amplifier - Block Diagram 

connected for the LM Pilot. The input to the channel B transmitter can be switched from voice to PCM 

transmission by setting the VHF B XMTR switch (panel 12) to DATA, The PCM signals are generated in 

the PCMTEA. Transmitter outputs are routed to the VHF selector switch (panel 12) and to the antenna 

via a diplexer that permits simultaneous operation of VHF transmitters and receivers on a single antenna. 

The transmitter uses on-off keyed, carrier amplitude modulation and delivers 5 watts RF 

power to the diplexer. Audio input is clipped and amplified by the chain of limiters and amplifiers in the 

modulator circuit, After clipping, the input signals appear as square-waves which key the power 
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Note: 
1. Refer to the overall functional block 

diagram of the Instrumentation Sub- 
system for IS inputs and outputs. 
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Figure 2.7-9. VHF Equipment - Block Diagram 

amplifier on and off. The resultant transmitter output is a pulse-shaped RF signal. The 30-kc oscillator 
in the modulator continuously modulates the transmitter. This continuous modulation sustains the re- 
ceiver AGC level causing it to remain quiet during speech-pause periods. A 98.93-mce crystal oscillator 
is used as the basis of the RF circuit in transmitter A; a 86.56-me crystal oscillator is used in trans- 
mitter B, The oscillator output frequency is tripled to the carrier frequency and is modulated by the — 
output of the keyed amplifier. 

Channel A provides the return signal to the CSM for CSM-LM VHF tracking and ranging. 
The transmitter receives its keying signal from the RTTA. 

Channel B provides PCM data transmission. Data inputs are clipped and amplified in the 
modulator the same as audio signals, This transmitter has a voice-data mute circuit, which is con- 
trolled with the VHF B XMTR switch, 
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The VHF receiver (figure 2. 7-12) is an amplitude-modulation, fixed-tuned, single-conver- 
sion superheterodyne receiver that uses carrier-controlled squelch. There are two VHF receivers in the 
CS, The receivers can receive voice signals at 296.8 and 259.7 mc (channels A and B, respectively) and 
during EVA-programmed missions, biomed and suit data from the EVA via channel B. The frequency of 
a crystal-controlled-oscillator output is multiplied, and mixed with the received VHF signal in the mixer. 
The heterodyned output is a 30-me IF signal, which is fed through a 30-me crystal filter. The filter 
output is supplied to the AGC-controlled IF amplifiers, amplified, and routed to the PMP in the SPA. 
Squelch is carrier controlled, and adjusted by the SQUELCH thumbwheels (panel 12). The VHF B 
receiver is also used for CSM-LM ranging. 

2.7.4.2 Signal- Processing Equipment. 

The signal-processing equipment consists of the SPA, DUA and RTTA. 

2.7.4,2,1 Signal-Processor Assembly. (See figure 2. 7-13.) 

The SPA is the common acquisition and distribution point for most CS received and trans- 

mitted data, except that low-bit-rate, split-phase data are coupled directly to VHF transmitter B, and 
TV signals are coupled directly to the S-band transmitter, The SPA processes voice and biomed signals 
and provides the interface between the RF electronics, DSEA, and PCMTEA. The SPA consists of an 

audio center for each astronaut anda PMP. The SPA does not handle ranging signals and 70-kc uplink 
digital data signals. 

Premodulation Processor. (See figure 2.7-14.) The PMP provides signal modulation, mixing, and 
switching in accordance with the selected mode of operation, The PMP also permits the LM to be used as 
a relay station between the CSM and MSFN and, for EVA-programmed missions, between the EVA and 
MSFN. 

The PMP accepts PCM NRZ data from the PCMTEA at 51.2 kilobits per second (high bit 
rate) or 1.6 kilobits per second (low bit rate), The data are routed to a biphase modulator, where the 
phase of a telemetry subcarrier frequency is controlled. Each logic-level change of the PCM data 
changes the biphase- modulator output by 180°. The biphase-modulator output is supplied to the PM or 
FM mixing network, depending on the selected mode, where it is combined with other signals processed 
in the PMP, 

Two 512-ke clock signals are provided by the IS to the CS. A 1,024-mce telemetry sub- 
carrier is generated from a 512-kc square wave (reference signal) from the pulse-code-modulation 
equipment of the PCMTEA. This 512-ke square wave is routed to a frequency doubler whose output is a 
1.024-mc sine wave, phase-referenced to the PCM NRZ data. A 512-ke square wave (sync signal) 
received by the PMP, from the TE of the PCMTEA, is supplied to a tuned amplifier that supplies a 512- 
ke sine wave. This 512-ke signal is added to a 113-ke signal and the result is doubled to provide the 
1,25-me subcarrier. The biphase modulator accepts PCM NRZ data from the IS at the high or low bit 
rate, The input level of the data is 60.5 volts for logic 1; 010.5 volts for logic 0. The data modulates 
the 1.024-mc subcarrier. The modulated subcarrier is routed through a 1.024-mc band-pass filter to 
the FM or PM mixing network. 

Emergency keying is provided in the PMP by gating the 512-ke sync signal generated from 
the 512-ke square-wave sync input from the TE directly on the input line of the S-band phase modulator. 
The PTT switch on each electrical umbilical serves as the manually operated keyer to gate the output of 

the key gate circuit on and off, 

Voice for S-band transmission is accepted by the PMP via a low-pass filter, which passes 
300- to 3,000-cps signals. These voice signals are passed within +1 db referenced to 1,000 cps; signals 
above 4,000 cps are attenuated at least 20 db. The low-pass filter output modulates the 1, 25-mce sub- 
carrier or is routed directly to the S-band phase modulator for direct baseband modulation. The modu- 
lated 1,25*me subcarrier is routed through tuned, isolation, and AGC amplifiers and supplied to the PM 
mixer or FM mixer, 

Backup voice transmission is accommodated via S-band by routing the low-pass-filter output 
directly to a speech-processing network. This network provides 24 db of speech clipping referenced to 
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Note: 
1. Audio center No. 2 (LMP) provides the 

key supply for VHF Aand DSEA. 
2. Refer to the overall functional block 

diagram of the Instrumentation Sub- siege nsrarentation |    
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Figure 2.7-13, Signal Processor Assembly - Block Diagram 
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Note: 
1. Audio center No. 2 (LMP) provides the 

key supply for VHF Aand DSEA. 
2. Refer to the overall functional block 

diagram of the Instrumentation Sub- 
system for IS inputs and outputs 
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3,000 cps, and voice preamphasis of 6 db per octave between 300 and 3,000 cps. The speech-processing 
network output is supplied directly to the narrow-band PM input of the S-band equipment. This mode is 
attained by setting the BIOMED TELEMETRY switch (panel 12) to OFF and setting the VOICE FUNCTIONS 
switch to DN VOICE BU. 

The PMP accepts hardline EKG data from each astronaut and, by external control, selects 
one of these data for S-band transmission. The input is a 0- to 5-volt signal, at 0 to 30 cps. It frequency- 
modulates a 14,.5-ke subcarrier oscillator, with a maximum deviation of 1 kc. The oscillator input is 
mixed with voice. The composite signal modulates the 1.25-me subcarrier in the same manner as voice 
for S-band transmission, or is routed directly to the PM or FM mixer for direct baseband modulation, 

Received S-band voice signals are routed through the PMP to the microphone and headset 

volume control circuits in the audio centers. A squelch control gate in the received S-band audio circuits 
establishes the threshold level of the incoming audio at a preset level. During normal voice communica- 
tions the squelch control gate is turned on by setting the COMM: UPLINK SQUELCH switch (panel 14) to 
ENABLE. This allows incoming audio signals with an amplitude in excess of 0.7 volts peak-to-peak to be 
amplified and monitored by the astronauts. Setting the COMM: UPLINK SQUELCH switch to OFF disables 
the squelch circuit. The PMP has a discriminator to demodulate the S-band subcarrier. The discriminator 
output, which has a bandwidth, of 300 to 3,000 cps +3 db referenced to 1,000 cps, is routed to the audio cen- 
ters via alow-pass filter and mixer network and relay amplifiers. The VHF channel B input has high- and 
low-pass filters to separate voice and extravehicular mobility unit (EMU) data. 

The PM mixing network can process the outputs of the 1.25- and 1.024-mc channels (a 
composite of voice, biomed data, telemetry data, and EMU data). These outputs are then supplied to the 
selected S-band phase modulator for transmissionto MSFN. The FM mixing network can process the outputs 
of the 1.024-mc data channel anda composite of voice, biomed data, PCM data, and EMU data, all on the 
1, 25-me subcarrier. These outputs are then supplied to the S-band frequency modulator for transmission 
to MSFN. FM video, PM ranging, backup voice, and emergency key signals are not processed through 
the mixing networks; they are supplied directly to the selected modulator for baseband modulation. 

Audio Centers. (See figure 2.7-15.) Two identical audio centers (one for each astronaut) in the SPA 
provide individual selection, isolation, and amplification of audio signals received by the CS receivers 
and which are to be transmitted by the CS transmitters. The audio centers are controlled from the AUDIO 
portion of panels 8 and 12. Each audio center contains a microphone amplifier, headset amplifier, VOX 
circuit, diode switches, volume control circuits, and isolation pads. The VOX circuit controls the 
microphone amplifier by activating it only when required for voice transmission. 

Audio signals are routed to and from the VHF A,. VHF B, and S-band equipments and the 
intercom bus via the audio centers. The intercom bus, common to both audio centers, provides hardline 
communications between the astronauts. Voice signals to be recorded by the DSEA are taken from the 
intercom bus, 

Inputs and outputs are controlled by the VHF A, ‘VHF B, S-BAND T/R, and ICS T/R (inter- 
com) switches on panels 8 and 12. An associated thumbwheel (volume control) for each switch provides 
continuous adjustment of the received audio signal. Panels 8 and 12 also have VOX SENS and MASTER 
VOL thumbwheels. The VOX SENS thumbwheel permits continuous adjustment of the VOX control circuit 

threshold; the MASTER VOL thumbwheel, continuous adjustment of all audio outputs from the headset 
amplifier. Received audio signals are isolated and routed through the volume control circuits, which 
provide a 30-db control range at the output of the headset amplifier, The four inputs (S-band, VHF A, 
VHF B, and intercom) routed through the headset circuit have minimum isolation of 40 db between any 
two inputs, 

If one audio center fails, the astronaut affected by the malfunction can switch to the other 
audio center, using the AUDIO CONT switch (panels 8 and 12). (See figure 2. 7-16.) With the switch set to 
NORM, the astronaut is using his own audio center; the BU position switches him to the other audiocenter. 

2.7,4,.2.2 Digital Uplink Assembly. (See figure 2. 7-17.) 

The DUA decodes S-band 70-ke digital uplink commands from MSFN and routes the data to 

the LGC. The LGC processes the data and routes a verification signal to the PCMTEA for transmission 

to MSEN to indicate that the uplink commands have been processed by the LGC. The DUA also routes a 
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verification signal to the PCMTEA for transmission to MSFN, to indicate that the uplink commands are 
properly decoded and have been routed to selected LM equipment. The digital uplink commands ad- 
dressed to the LGC parallel those inputs available to the LGC via the display and keyboard (DSKY). The 
DUA also provides a voice backup capability if the received S-band audio circuits in the PMP fail. 

The DUA consists of a 70-ke discriminator, two audio amplifiers, a phase-shift-keyed 
(PSK) demodulator, two redundant decoders, and a power supply. The power supply converts the 
Commander's 28-volt d-c bus voltage to the regulated voltages required by the DUA. The power supply 
contains a dc-to-de converter with regulators that provide 4.5 and 24 volts de. The DUA provides two 
modes of operation for uplink communications: data or voice backup. Either mode is selected by the UP 
DATA LINK switch (panel 12). 

Data Mode. Processing of digital uplink commands is initiated by closing the COMM: UP DATA LINK 
circuit breaker (panel 11) and setting the UP DATA LINK switch to DATA. The 70-ke discriminator then 
receives the 70-kc subcarrier digital uplink commands from the S-band receiver, Each uplink command 
is composed of a 22-bit, serially coded message comprising three vehicle address bits, three system 
address bits (message identification), and 16 information bits. 

The discriminator consists of two amplifier stages tuned to approximately 62 to 78 kc, These frequencies 
are the extremes of the FM deviation of the 70-ke digital uplink subcarrier. The demodulated output of 
the discriminator is a two-tone composite modulating signal consisting of a 2-ke subcarrier tone and a 

1-kc coherent synchronization tone. The demodulated output is amplified by the data audio amplifier and 
applied to the PSK demodulator. 

The PSK demodulator converts the signals from the 70-ke discriminator into a series of digital 1's and 
0's for application to the two redundant decoders. The 2-kc subcarrier (which contains the uplink data) 
is phase-shift-keyed at a 1-ke binary rate. A subcarrier phase shift of 180° denotes a change in logic 
level. The synchronization tone is the same frequency as the binary bit command rate; zero crossings 
are coincident within +6 microseconds. The demodulator separates the two-tone composite signal. It 
detects the phase of the 2-kc subcarrier and provides data pulses, corresponding to 1 and 0 data bits, to 
the decoders. The two tones are used to time sequential clock pulses, which are used to strobe informa- 
tion into the decoders, 

The decoders process the uplink data and at the direction of the uplink data, route information via an 
interface unit to the LGC. The decoders also generate an eight-bit verification word and route it via an 
interface unit to the PCMTEA, for telemetry, when command or data words are processed in the DUA and 
routed to the LGC. If the three vehicle address bits (of the 22-bit message) are not 011 or the system 
address bits are not recognizable, the DUA neither processes the uplink data nor generates the verifica- 
tion word. 

Voice Backup Mode, The voice backup capability of the DUA is used if the PMP circuits that process the 
received S-band 30-ke audio subcarrier malfunction, If such failure occurs, MSFN can transmit audio on 
the 70-ke uplink subcarrier, The DUA operates in the voice backup mode when the UP DATA LINK 
switch is set to VOICE BU. This supplies power to the voice backup circuits, enabling the 70-ke dis- 
criminator to demodulate the audio on the 70-ke subcarrier and to route the audio to the Commander's 
audio center microphone input. When the DUA is in the data mode, an audio inhibit circuit supplies an 
inhibit signal to the voice amplifier, This prevents extraneous noise that may appear on the uplink sub- 
carrier from entering the audio centers. 

2.7.4.2.3 Ranging Tone Transfer Assembly. (See figure 2.7-18.) 

The RTTA operates with VHF receiver B and VHF transmitter A to provide a transponder 
function for CSM-LM VHF ranging. The RTTA receives VHF ranging tone inputs from VHF receiver B 
and routes these signals, properly processed, to VHF transmitter A. 

The VHF ranging tone inputs consist of two acquisition tone signals and one track signal. 
No accurate ranging is accomplished until the track signal is received and retransmitted. The first ac- 
quisition signal is the 3.95-kc medium tone transmitted for 4 seconds from the CSM. If the LM responds 

i COMMUNICATIONS SUBSYSTEM 

Page_ 2. 7-30 Mission__LM. Basic Date__15 December 1968 Change Date__15 March 1969



  

    

   
  

  

VOICE FROM PMP SWITCH AMPLIFIE 

  

2 ANP 
eh A 3 —iplivan 16 hus avo 

BUS COMM VoUME REGULATOR CENTER CIRCUITS 

[| 
4 Q 3 

1 VOICE FOR 
_ RUALON ASTRONAUT saan 178 RECEIVED ‘RAND DIODE __ “HEADSETS HEADSE 

      

  

VOLUME 

na
e 

  

DIODE SIDETON 
‘SWITCH PAD 

  

  

‘VOLUME 

aa
Ee
 

    

VHF B 
VOLUME 
CONTROL 

    

  

  
S-BANI 
VOX Kt 

DIODE 
SWITCH 

  

  

neul¥ oFF AND, RCV © RELAY ON S-BAND T/R 
“Lomo RELAY OFF 

~ S.BAND RCV 

Ww A RECEIVED VHF. A 
VOICE FROM PMP 

Rv UR 
poo 

= RCV 

vie 8 
ve RECEIVED VHF B. 
® VOICE FROM PMP 

ney Rk 

poor 
= RCV 

ies ue VOICE FROM 
INTERCOM BUS 

wes tev 
ies T/R 

Ics RCV 

VOICE (S-BAND 

    

VOLUME 

il 
INTERCOM 
VOLUME 
CONTROL 

  

      
          

   
    

     VOX SENS 

il 

  

  
EI oe 

+ 

VHF A 
VOX Ke 

  
IS (VOX.PTT) 

  

     

  

   MIKE 
   

       
    
  

  

Move RELAY, VHF OR VOX SENS vox TRANSISTOR AND DF 
vox MICROPHONE) CONTROL circuit SWITCH VOX K FROM PMP \esert 

vox sens” YS 
SUPPLY eo CSLETT 

(20 voc) 0 PIT PTT FROM ELECTRICAL UMBILICALS 
VOICE BACKUP 

FROM DUA 

   

  

   

  

‘OR ATTITUDE CONTROLLER ASSEMBLIES 
  

  

Mission.



LMA790-3-LM, 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

POWER TO ALL AUDIO 
> CENTER CIRCUITS 

VOICE. FOR 
ASTRONAUT 
HEADSETS 

  

   

  

HEADSET 
AMPLIFIER 

SIDETONE 
PAD 

       

    

     

‘AUDIO CONT NORM 

MASTER VoL 

i 
COR'S MASTER 

VOLUME 
CONTROL 

   0 Bu 
‘AvDIO CONT 

NORM 

T/R_ENABLE 
VOX ENABLE 

    

   

  

T/R_ENABLE DIODE 
SWITCH 

VHF 8 KEY 
(VOX - PTT) 

T/R ENABLE. 
    

Coy tra 
VOX KEY 

   ies (VOX-PTT)   

  

   
ra TRANSISTOR an sea YOK Ker 

  

  

voice 

VHF A KEY 
(VOX - PTT) _ 
  

    

    

          
       

    

      
VOICE FOR 
TRANSMISSION, 

SIDETONE AND. 
Ics INTERCOM 

BUS 

TAPE RECORDER ON 

     ‘MICROPHONE 
‘AMPLIFIER 

recone 
ON Tape    

  

  

oF 

      
MBILICALS 
SSEMBLIES 

  

To voice o-Sh__DSEA KEY operareo +— oe switch   
Figure 2.7-15, Audio Center No. 1 - Block Diagram 

  

    

    

   

      

    

  

VOICE To 
CDR’S HEADSET 

VOICE To 
LMP'S HEADSET 

S:BAND VOICE 
TO PMP 

S-BAND BACKUP 
VOICE TO PMP 
(SPEECH PROCESSOR) 

VHF B VOICE 
TO TRANSMITTER 

TO RELAYS KI AND K2 
IN VHF TRANSMITTER - 
RECEIVER 

VHF A VOICE 
TO TRANSMITTER 

TO RELAYS KI AND K2 
IN VHF TRANSMITTER - 
RECEIVER 

TO/FROM AUDIO 
CENTER NO. 2 

TO/FROM TAPE RECORDER 
IN DSEA 

s.300uMe.49 

  

Mission LM 
COMMUNICATIONS SUBSYSTEM 

Basic Date__15 December 1968 Change Date_ 15 June 1969 Page 2 

  

 



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 
UU neg 

     

  

       

       

     

‘CDR’S AUDIO 
CONTROL PANEL 

   COR’S ELECTRICAL 
UMBILICAL 
ASSEMBLY       LEFT MICROPHONE POWER 

RIGHT MICROPHONE POWER 

HEADSET VOICE 

PTT SUPPLY 
PUSH-TO-TALK 
SWITCH 

       PUSH-TO-TALK 
KEYER 
SWITCH     

3:KC AUDIO WARNING 
TO HEADSET FROM CES 

  

      

    

  

CDR’S BIOMED POWER 

  

  

    

    
   

   

taemeny 
comm, BIOMED 

mar ‘COR'S ATTITUDE 
‘CONTROLLER 
ASSEMBLY 

ump’s A mown LEFT EMERGENCY 
op PMP GROUND 

28-VOC OFF —+> TO PMP 

us RIGHT = LMP’S_ATTITUDE 
CONTROLLER Y 

PUSH-TO-TALK ASSEMBLY eS etbie CONTROL PANEL 
      

    

       

      

    

     

     

      
      
    

  SWITCH 

PUSH-TO-TALK     
    i 

1 

4 
I 
I 

  

HEADSET VOICE 

   MICROPHONE VOICE 

LEFT MICROPHONE POWER 

RIGHT MICROPHONE POWER 

  

   LMP'S ELECTRICAL 
UMBILICAL 
ASSEMBLY 

  

Figure 2-7-16. Audio Control Circuits - Simplified Block Diagram 
  

  

COMMUNICATIONS SUBSYSTEM 
Page__2.7-32 Mission__LM. Basic Date__15 December.1968 Change Date__15 June 1969



COR’S AUDIO. , 
CONTROL PANEL 2 

  

  

  

$-BAND 
VOICE BACKUP 

COR'S MICROPHONE 
VOICETO PMP 

volume cons HeAnseT voce 
CONTROL FROM AUDIO CENTER NO. 1 

con 
ge CDR'S PIT SIGNAL 4810 

  

TO AUDIO CENTER NO. | 

  

Bus 

iL 4 cons 
28-VDC 

  

     
    

  

      

COR‘S PTT SUPPLY TO AUDIO 
t ~¢- > CENTER NO. 1 

'§ ATTITUDE POWER SUPPLY 
NTROLLER, \UMP'S PTT SUPPLY TO AUDIO 
EMBLY + + ~< CENTER NO. 2 

POWER SUPPLY   

comm, 

LMP’S AUDIO 
CONTROL PANEL 

A L's 
AUDIO CONT 28-VDC 

NORM Bus 

LMP'S PTT SIGNAL 
TO AUDIO CENTER NO. 2 

    
  = 

MASTER VoL           MASTER 
VOLUME _ 
CONTROL 

LMP‘S HEADSET VOICE 
FROM AUDIO CENTER NO. 2 

        pe UMP'S MICROPHONE 
VOICE TO PMP 

        
 



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 
aa 

(This page intentionally left blank.) 

  

i COMMUNICATIONS SUBSYSTEM 

Mission LM __ Basic Date_15 December 1968 Change Date__15 June 1969 Page_2.7-33/2.7-34



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

ovswwooey 

(zs) 
viva 

aSVHd-LNds 
tld 

MOT 

  

(8 
73NNVHD) 

YBLLIWSNVaL 
4HA 

OL 

       

did 
OL 

       

LasavaH 
$302 

OL 
ony 

   

viva 
ZN 

(Om 
Zig) 

43a 
waravoans: 

(Om 
ZUS) 

INAS 

+ 

my 

G
i
 

ureaBerg 
yoorg 

- 
A[qwessy 

yuTdy 
reysIq 

“LT-1°% 
eansty 

     

O8INOD 
yaindwo2| 

wvaooud 

        

 
 

      

39va¥a1NI 
‘ONYWWOD 
aWiL-1V3¥ 

    

 
 

 
 

DaA 
Sr 

+) 

aanve +1 

 
 

 
 

      
 
 
 
 

 
 

 
 

 
 

             

NOWWORIA                         

 
 

Woe 

 
 

WALSASENS 
INOLLVLNSWNULSNI 

         

Wson 
4No3 

o1any 

  
 
 

 
 

HOLIMS 
JOXNOD 

JOLNOD 
3WMOA 

corny 
[*) 

asisww 
saad 

saa 
  

  
  

 
 

 
 

      

 
 

                                      

  
  

  
  

 
 

30Va¥3NI 
3Va831NI 

NOuW>1I¥3A| 
Buyagn 

valWod 
21 

a 
v 

¥3d0030 
¥300030 

aaWaOUSNVaL 
anyova 
DIOA 

  

 
 

   

  

suindai> 
¥3ao03a 

on 

    
s
o
r
t
 

t
t
r
5
 

YOLVINOR 
| 

Dons’ 
I 

wanaanoo 
| 

10-01-30 
YOLvINose 

29 
| | 

  

   

 
 

          

H
N
 

Ly 
 
 

                      

o1any 
 
 

 
 

YOLVINOR 
valid 

 
 

      valunawy 

   

BOVIIOA 
tae 

        

vivo 

= 198 39100 
2NN 

viva 
4 

 
 

    

 
 

o1any 
 
             
 

   
 

  youvingow3a 
(xsd) 

03434 
“LMIHS-3SVHd 

    
  

walaawy 
YOLYNIWRIDSIO 

ony 
bet 

Dy-02 
viva 

dn 
  

 
 

¥: XN 
an 

twwoo 
= 

40 

° 
1eVN3 

 
 

ATAWASSY 
INITAN 

TWLIDIG 

 
 

 
    

 
 

  

   

    
  

  

“ouNoo 
anmton go1 [*O] 

aNowaoudn 

| 
b
a
a
 1 

ssuunayer 
am 

vais 
|_| 

sawacisnvan 
el 

3WNIOA, 
‘ald 

tasovan 
BvmTIOK 

+ 
[
e
e
 

R
R
 

seetonf 
7 oermne Par 

as 
than 

   

  
 
 

   

LON 
¥aLN3> 

O1GNV 

   

4OSs320%d 
NOLLVINGOWs3ad 

| 
Shady 

sOowtlo—o 

Ae 
3DI0A 

sne 
donee 
Sad 

(Ox 
02) 

yaeavdans 
N¥QVE 

_3DIOA 
YO 

YINNN 
TWLIDIG 

¥3AI3038 
ONVS'S 

WOU 
suaraavoens 

                                 
(o4 

0€) 
warravoens 
orany) 

Page 2.7-35 Change Date__15 June 1969 
COMMUNICATIONS SUBSYSTEM 
15 December 1968 Basic Date LM   Mission,



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

eeermo0es 

vas 
WOud 

Anant 
o1any 

WeIBLIG 
YOOT 

- 
SyMoITD 

Bulsuey 
AHA 

“8I-L"? 
Oanstyz 

(
F
e
 

e
e
 

—
_
—
 

 
 

 
 

N
a
w
 

YBMOd 
 
 

 
 

 
 

 
 

 
 

  
  

  
  

    
  

   

 
 

  
  

sain 
t 

t 
| 

| 
| 

Tan 
| 

| 
vouvninso 

; yolvinaso 
iyo 20nv4 

saunany 
vaunawy 

Swaine 
worse 

SLSR 
| 

aa 
tr 

can 
[—*] 

“samo 
sj 

amin 
tog 

Sot 
  

 
 

| 
s¥alsndwy 

| 
ONY 

—
~
—
—
—
 

ft 
p
e
 

t
r
e
 

 
 

      

 
 

‘S3NOL 
3ONVE 

—
—
—
 
+
-
-
+
 

V 
MILLIWSNVYL 

JHA 

 
 

 
 

 
 
 
 

 
 

  
  

 
 

  
  

 
 

| | | | | | | | | | 

 
 

 
 

  
  

 
 

 
 

| 
 
 

      
 
 

 
 

 
 

 
 

  
 
 

  
 
 

SLINDBID 

2DvRBINI 
iW ol 

aiv9 Sona 
wan 

LAW SNE 

i
s
d
 

ie 
any s3INNOD 

aauano 
N
e
O
d
 

438 
DN 

L
T
S
 

T 
o
o
 

y 
TODS 

yaa 
wise 

1 
| 

wn 
|, 

| 
wonaso 

|| 
asin 

aaunewv 
w
g
 

asio3no> 
ssw m01 

‘pnaoed 
ons 

ina 
aWvavA 

  
  

  
  
 
 

l 
AlaWASSV 

4aISNV¥L 
JNOL 

ONIDNVY 

  
NOL 

ONIONYY 
JHA 

 
 

 
 

  

 
 

| 
38 

"| 
20NvE 

| 
41 

=) 
4013130 

rT 

——J Ee 

  
  

    
  

  
  

   
 

8 
BBA13D34 

JHA y 

YOSNaS 
Alddns 

amod 
n
o
s
 

YIMOd 
DOA 

8% 

15 September 1969 Change Date 
COMMUNICATIONS SUBSYSTEM 

Basic Date_15 December 1968 Mission_ LM Page_2.7-36  



LMA790-3-LM 

APOLLO OPERATIONS HANDBOOK 
SUBSYSTEMS DATA 

Se 

correctly with a 3.95-kc tone, the second acquisition signal (3.95 kc combined with a 247-cps medium- 

coarse tone) is transmitted for 4 seconds from the CSM. If proper retransmission of this signal occurs, 

the track signal, a 31.6 ke fine tone, is transmitted by the CSM. When the LM retransmits this tone, 

the VHF ranging system operates in a closed loop and ranging may be accomplished. 

The three RTTA outputs are the transmitter range gate that is used to key VHF transmitter 

A, the noise suppression oscillator disable signal that is used to inhibit the 30-ke oscillator output in the 

modulator portion of VHF transmitter A, and, during fine tone ranging only; the receiver range gate that 

is used in VHF receiver B to gate the fine tone ranging signal from the CSM. 

The RTTA (figures 2.7-19 and 2. 7-20) consists of four subassemblies; a power supply, an 
oscillator and counter, a product detector, and a signal sensor and interface, When the VHF A XMTR 

switch (panel 12) is set to VOICE/RNG, 28 volts dc is applied to the RTTA. The RTTA power supply has 
current-limiting features so that an RTTA malfunction will not affect the power for the VHF A trans- 

mitter. 

When VHF ranging is initiated in the CSM, the CSM VHF transmitter B transmits the first 

of two VHF ranging acquisition signals. This 3.95-kc medium tone signal is received by LM VHF re- 

ceiver B and sent to the RTTA. The input amplifier amplifies the tone signal and applies the amplified 

signal to the 5. 267-ke bandpass filter, the clipper, the 3.95 kc filter and the rectifier. The 5, 267-kc 

bandpass filter rejects the 3,95-kc tone, but the clipper, 3.95-kce filter, and rectifier accept the tone 
signal. The output of the 3.95-kc filter and the rectifier are compared in the comparator. (These three 

circuits comprise the signal sensor. ) 

If the comparison is good, the VCXO control inhibit line (midpoint ground) is held at a low 

level so that there is no signal to the low-pass filter to control the variable controlled crystal oscillator. 

This condition does not affect the oscillator output frequency; consequently, the output is at the oscil- 
lator normal frequency. The VCXO control inhibit line (at a low level) and the output of the clipper 

enable the 3.95-ke gate, which enables the transmitter gate. The transmitter gate output is applied to 

the transmitter range gate transformer. This is a pulse transformer. The secondary output is the trans- 

mitter range gate applied to the keyer of VHF transmitter A. This causes VHF transmitter A to be 

keyed at a 3.95-ke rate. The VCXO control inhibit line (at a low level) also inhibits the early/late gate 

so that no receiver range gate is generated. 

The second VHF ranging acquisition signal from the CSM is the 3. 95-kc tone signal com- 
bined with a 247-cps tone signal. This combined signal is the medium-coarse tone signal and the RTTA 

circuits respond to this signal in the same manner as for the 3.95-kc medium tone signal. VHF trans- 

mitter A is keyed at the combined rate. 

When the track signal is received at the RTTA; it is a 5, 267-kc gate signal, which contains 

six cycles of 31.6 kc. The 5.267-kc gating of 31.6 ke is accomplished in the VHF receiver B range 

gate circuit. The signal is amplified by the input amplifier and applied to the four circuits to which the 

acquisition signals were applied. The clipper and rectifier accept the 5.267-ke signal, but the 3. 95-ke 

filter rejects the signal. As a result, the comparator does not function and the VCXO control inhibit line 

is raised to a high level. The clipper tries to enable the 3. 95-ke gate, but the gate is inhibited by the 
high level of the VCXO control inhibit line. 

The 5. 267-ke signal is accepted by the 5. 267-kc bandpass filter and applied to the product 

detector. The output of the 5. 267-kc delay reference is the other input to the product detector. The 
output of the product detector is dc, which is applied to the low-pass filter since the VCXO control inhibit 

line is at a high level. The d-c output of the low-pass filter is applied to the variable controlled crystal 

oscillator to control the output frequency. The output of the oscillator is dependent on the d-c control 
voltage. This control voltage varies with range so that, as the oscillator output varies, it causes the 
31, 6-ke transmitter range gate to vary. 

The oscillator output is counted down in the 252- and 126-kc down counter. The 252 kc is 
applied to a rectifier. The rectifier output is the noise-suppression oscillator disable signal, which is 

applied to the modulator of VHF transmitter A to disable the 30-kc noise suppression oscillator. The 
126-ke output is applied to the 31,6-kc down counter so that 31.6 kc is generated. The 31.6 kc is applied 
to the 31.6-ke delay, which is enabled by 126 kc, A 31.6-kc input is also applied to the early gate. 
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Figure 2.7-20. Ranging Tone Transfer Assembly - Timing Diagram 

The 31. 6-kc delay output is delayed 4.0 microseconds and applied to the 31.6 ke gate, the 5.267-kc down 
counter, and the late gate. The 31.6-kc gate enables the transmitter gate whose output is applied to the 
transmitter range gate transformer. This is a pulse transformer. The secondary output is the trans- 
mitter range gate (31.6 kc). This output is applied to the keyer of VHF transmitter A. 

Two of the outputs of the 5.267-kc down counter are used to enable the early and late gates 
which have, respectively, 31.6 ke and 31.6 kc delayed already applied to them, The combination of early 
and late gate outputs and the VCXO control inhibit line (at a high level) enables the early/late gate. The 
early/late gate output is applied to the receiver range gate transformer. The transformer is a pulse 
transformer. The secondary output is 31.6 kc gated at 5.267 kc, which is the receiver range gate. This 
output is sent to the range gate circuit in VHF receiver B. The other output of the 5.267-kc down counter 
is applied to the 5.267-kc delay reference. 

The output of the 5.267-kc delay reference is delayed 28 microseconds and applied to the 
product detector, The product detector compares the 5.267-kc output delayed 28 microseconds with the 
5.267-ke input signal from the 5.267-ke bandpass filter. The result of this comparison is the d-c output 

\_ voltage that controls the frequency of the variable controlled crystal oscillator so that 31.6 kc phase 
locked to the input signal can be generated to key VHF transmitter A. 

2.7.4.3 Antenna Equipment, (See figure 2. 7-21.) 

The CS in-flightantenna equipment consists of two S-band in-flight antennas, an S-band 
steerable antenna, two VHF in-flight antennas, an S-band diplexer and RF selector switch, and a VHF 
diplexer and RF selector switch. The CS lunar surface antenna equipment consists of a high-gain, lunar- 
stay antenna for S-band communications and an EVA antenna for EVA-LM VHF communications. 
————————— 
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S-BAND STEERABLE ANTENNA 

S-BAND 
IN-FLIGHT 
ANTENNA 

    

GROUND PLANE 

S-BAND ERECTABLE 
ANTENNA 
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Figure 2.7-21. Communications Subsystem - Antenna Locations 

2.7.4.3,1 S-Band In-Flight Antennas. 

The S-band in-flight antennas are omnidirectional; one is forward and one is aft of the LM. 
The antennas are right-hand circularly polarized radiators that collectively cover 90% of the sphere at 
-3 db or better. They operate at 2282.5+5 mc (transmit) and 2101.8 mc (receive). 

2.7.4.3.2 S-Band Steerable Antenna. (See figures 2. 7-22 and 2. 7-23.) 

The S-band steerable antenna is a 26-inch-diameter parabolic reflector with a point source 
feed that consists of a pair of cross-sleeved dipoles over a ground plane. The prime purpose of this an- 
tenna is to provide deep-space voice and telemetry communications and deep-space tracking and ranging. 
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Figure 2,7-23, S-Band Steerable Antenna - Antenna Gimbaling 

The S-band steerable antenna provides 174° azimuth (yaw) coverage and 330° elevation 
(pitch) coverage. The antenna can be operated manually or automatically, The manual mode is used for 

initial positioning of the antenna to orient it within +12.5° (capture angle) of the LOS signal received from 
the MSFN station. Once the antenna is positioned within the capture angle, it can operate in the automatic 

mode. Switches and indicators on the COMMUNICATIONS ANTENNAS portion of panel 12 are used to 

operate,the antenna. 

When the S-BAND selector switch (panel 12) is set to SLEW (S-band steerable antenna se- 

lected) and the TRACK MODE switch (panel 12) is set to AUTO, the antenna tracks automatically, providing 
it was initially positioned within 12.5° of MSFN LOS. When in the automatic mode, signals received from 

a MSFN station cause the steerable antenna electronics to generate error information relative to the 

angular displacement and direction of MSFN LOS with respect to the existing antenna radiation axis. This 

information is processed and used to operate two servomotors that drive the antenna. One servomotor is 

mounted on the antenna X-axis; another, on the antenna Y-axis. Angular displacement data are generated 

by shifting the received signal pattern off the radiation axis in the X-direction and Y-direction, causing a 

change in strength of the received signal. If signal strength is increased when the antenna pattern is 
shifted, the MSFN LOS is displaced in the shifted direction; if signal strength is decreased, the MSFN LOS 

is displaced in the opposite direction. This periodic shifting of the antenna pattern permits generation of 

servo error Signals by sampling the S-band receiver AGC level. The sampled AGC signal is supplied to 

the steerable antenna electronics subassembly and, through X- and Y-axis logic circuits, drives d-c 

servomotors to position the antenna to obtain the maximum received-signal level. 

S-Band Steerable Antenna Heaters. Eight heater assemblies, each consisting of a heater and two 

(redundant) thermostats, are used to maintain the S-band steerable antenna temperature between -40° 

and 0° F, Four heater assemblies are installed in the electronics packages, and one each in the 

microwave network, X- and Y-axis gimbal housings, and X-axis gimbal spindle. The S-band steerable 

antenna heaters receive their power through the HEATERS: S-BD ANT circuit breaker (panel 16). 

ee 
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The temperature sensor in the S-band steerable antenna assembly routes the temperature signals to 
ERA-2 in the SCEA. The ERA-2 output is routed to the PCMTEA, CWEA, and the TEMP indicator 
(panel 3). The S-band steerable antenna temperature is monitored by setting the TEMP MONITOR se- 
lector switch to S-BAND and observing the TEMP indicator. 

2.7.4.3.3 | S-Band Lunar Stay Antenna 

The S-band lunar stay antenna is an erectable antenna which is carried stowed in the LM 
descent stage. Stowed it measures 10 inches in diameter and 39 inches long. When erected on the lunar 
surface it is a paraboloidal reflector that is 10 feet in diameter with a pylon-mounted feed system. This 
high gain antenna is needed to provide lunar surface TV to the MSFN. 

2.7.4.3.4 | S-Band Diplexer and RF Selector Switch. 

The S-band diplexer, connected directly to the output of the S-band power amplifier, permits 
simultaneous transmission and reception, using one antenna. Insertion loss is 0.9 db (transmit) and 1.3 
db (receive). 

The S-BAND selector switch on the COMMUNICATIONS ANTENNAS portion of panel 12 
enables selection of either S-band in-flight antenna (omnidirectional), the steerable antenna, or the 
erectable antenna (during lunar stay only). The insertion loss of the switch, in the transmit mode of 
operation (2282.5 mc); is less than 0.2 db, 

2.7.4.3.5 WHF In-Flight Antennas. 

Two VHF in-flight antennas are used for VHF/AM communications. These are right-hand 
circularly polarized antennas that operate in the 259,7- to 296.8-mc range. One of these antennas is on 
each side of the LM, near the top of the structure. 

2.7.4.3.6 VHF EVA Antenna, 

The VHF EVA antenna is an omnidirectional conical antenna carried stowed on the exterior 
of the LM. When the LM is on the lunar surface, the antenna is unstowed by an astronaut in the LM. This 
antenna is used for LM- EVA communications. 

2.7.4.3.7 WHF Diplexer and RF Selector Switch. 

The VHF diplexer permits simultaneous transmission and reception, using one antenna at 

two frequencies. During in-flight phases of the mission, the diplexer permits voice transmission over 
one channel while reception is accommodated over the other channel. The normal LM-CSM communica- 

tions mode is simplex over channel A; channel B is used for data transmission and voice backup. 

The VHF selector switch on the COMMUNICATIONS ANTENNAS portion of panel 12 enables 
selection of either VHF in-flight antenna (omnidirectional) or the EVA antenna (during lunar stay). The 
insertion loss of the switch, in the transmit mode of operation (296.8 and 259.7 mc), is less than 0.2 db. 

2.7.5 FAILURE MODES. 

The CS failure modes and the effect on mission capability are given in table 2. 7-4. 

2.7.6 PERFORMANCE AND DESIGN DATA. 

The performance and design data for the CS are given in table 2.7-5. 

2.7.7 OPERATIONAL LIMITATIONS AND RESTRICTIONS. 

The overational limitations and restrictions for the CS are covered in paragraph 2.7.7.1 
and 2.7.7.2. 

_—_— 
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Table 2.7-4, Communications Subsystem - Failure Modes 

  

Failure Indication Vehicle Capability (See note 3.) 
  

Primary S-band 
transceiver failed. 

S-band transceiver 
nonredundant elements 
(power combiner diode 
switch, PM control 
lines) failed, 

Primary S-band 
power amplifier failed 
(during mission phases 
when additional power 
is required). 

S-band diplexer 
failed. 

S-band steerable 
antenna failed, 

S-band in-flight 

antenna failed 

(steerable antenna 
inoperable).     

Absence of S-band received voice at LM and/or 
received S-band voice and data at MSFN. 

All S-band communication is lost, regardless 
of transceiver in use. 

Received S-band signal at MSFN is attentuated 
or absent. 

S-band communication is lost, regardless of 
S-band antenna in use. If RANGE FUNCTIONS 
switch is set to RANGE or OFF, SIGNAL 
STRENGTH indicator on COMMUNICATIONS 
ANTENNAS portion of panel 12 reads 0, If 
switch is set to TV/CWEA ENABLE, indicator 
reads 0 and $-BD RCVR caution light (panel 2) 
and MASTER ALARM pushbutton lights (panel 
1 and 2) go on, 

All S-band communication is lost. If RANGE 
FUNCTIONS switch is set to RANGE or OFF, 
SIGNAL STRENGTH indicator on panel 12 reads 
0 and HEATER caution light (panel 12) may go 
on. ‘If switch is set to TV/CWEA ENABLE, 
indicator reads 0, HEATER caution light may 
go on, and S-BD RCVR caution light and 
MASTER ALARM pushbutton lights go on. 

All S-band communication is lost if RANGE 
FUNCTIONS switch is set to RANGE or OFF, 
SIGNAL STRENGTH indicator on panel 12 
reads 0, If switch is set to TV/CWEA ENABLE, 
indicator reads 0 and S-BD RCVR caution light 
and MASTER ALARM pushbutton lights go on.   

Secondary (backup) transceiver 
must be selected by setting XMTR/ 
RCVR switch (panel 12) to SEC. 

Communication, using S-band 
link, is impossible. In flight, 
LM may be able to communicate 
with CSM via VHF equipment. 
Both voice and data communica- 
tions may be possible, depending 
on distance between LM and 
CSM. When LM is on lunar sur- 
face, loss of all S-band commu- 
nications can cause mission 

abort. 

Secondary (backup) power ampli- 
fier must be selected by setting 
PWR AMPL switch (panel 12) to 
SEC. 

Communication, using S-band 
link, is impossible. In flight 
LM may be able to communicate 
with CSM via VHF equipment. 
Both voice and data communica- 
tions may be possible, depending 
on distance between LM and 
CSM. When LM is on lunar sur- 
face, loss of S-band commu- 
nications can cause mission 

abort. 

In flight, either in-flight backup 
antenna (FWD or AFT) (relative 
to existing vehicle orientation and 

MSFN LOS) must be selected by 
setting S-BAND selector switch 
(COMMUNICATIONS ANTENNAS 
portion of panel 12) to FWD or 

AFT. Mission is severely con- 
strained because of range of in- 
flight antennas. When LM is on 
lunar surface, lunar stay an- 
tenna is selected by setting 
S-BAND selector switch to 
LUNAR STAY. 

Other in-flight backup antenna 
must be selected by setting S- 
BAND selector switch to FWD or 
AFT. Mission is constrained to 
vehicle range and orientation 
affording LOS with MSFN. (See 
note 1.) 
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Table 2.7-4. Communications Subsystem - Failure Modes (cont) 
  

Failure Indication Vehicle Capability (See note 3.) 
  

S-band steerable 
antenna heaters. 

S-band lunar stay 
antenna failed. 

VHF transmitter and 
receiver A (normal 
simplex operation) 
failed. 

VHF A transmitter 
{normal duplex 
operation with EVA) 
failed. 

VHF B receiver 

(normal duplex 
operation with EVA) 

failed. 

VHF A transmitter 
and/or VHF B 
receiver fail while 
in-flight. 

VHF diplexer failed. 

VHF in-flight 
antenna failed.   

HEATER caution light goes on. Temperature is 
displayed on TEMP indicator (panel 3) when TEMP 
MONITOR selector switch is set to S-BAND. 

Weakening of LM S-band signals (downlink) at 
MSEN results in loss of severe limitation of 
LM TV capability. 

Voice communication between LM and CSM is 
lost. LM ranging data lost by CSM. 

Voice communication from LM to EVA is lost. 

Voice and EMU data from EVA to LM is lost. 

LM ranging data are lost by CSM. 

All VHF communication is lost, regardless 
of antenna used. LM ranging data are lost 
by CSM. 

LM-CSM communication is lost.     

If one of the four heaters in the elec- 
tronics package fails, the electronics 
package will operate satisfactorily. 
If two out of four fail, electronics 
package will suffer slow degradation. 
If more than two out of four fail, the 
electronics package will fail. If any 
of the heaters in the gimbals or the 
heater in the element fails, the S-band 
antenna will fail, See notes 1 and 2. 

Mission may be severely constrained. 
S-band steerable antenna can be 
oriented toward MSFN by setting S- 
BAND selector switch (COMMUNI- 
CATIONS ANTENNAS portion of panel 
12) to SLEW and positioning antenna 
until LM-MSFN LOS is achieved. 

Transmitter and receiver B must be 
substituted for transmitter and re- 
ceiver A by setting VHF A switches 
to OFF and VHF B switches to ON 
(COMMUNICATIONS portion of panel 
12). Data and voice cannot be trans~ 
mitted simultaneously on VHF B. 

To retain voice communications, 
transmitter B must be substituted 
for transmitter A, and receiver A 
substituted for receiver B with VHF 
A and VHF B switches (COMMUNI- 
CATIONS portion of panel 12). EMU 
data is thereby lost, and EVA must 
return to LM. 

To retain voice communications, 
receiver A must be substituted for 
receiver B, and transmitter B sub- 
stituted for transmitter A, with VHF 
A and VHF B switches. EMU data 
is thereby lost, and EVA must return 
to LM. 

LM uses rendezvous radar to range 
on CSM. 

Mission must be constrained, LM 
must communicate with CSM via 
MSFN on S-band, 

Other in-flight antenna must be 
selected by setting VHF selector 
switch (COMMUNICATIONS AN- 
TENNAS portion of panel 12) to AFT 
or FWD. Mission is constrained to 
vehicle orientation that affords LOS 
with CSM.     
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Table 2.7.4. Communications Subsystem - Failure Modes (cont) 

  

Failure Indication Vehicle Capability (See note 3.) 
  

VHF EVA antenna 
failed. 

Ranging tone 
transfer assembly 
failed. 

Audio center No. 1 
or 2 (part of SPA) 
failed. 

Premodulation 
processor failed. 

Digital Uplink 
Assembly failed.     

Loss of all EVA communications, 

Loss of LM ranging data by CMS. 

VHF, S-band, and intercom audio communica- 
tions control is lost. (See note 2.) 

All or part of S-band and/or VHF communica- 
tions capability is lost. (See note 2.) 

Loss of LGC updata and DUA operation 
verification at MSFN.   

EVA activity limited by in-flight 
antenna coverage. VHF selector 
switch must be set to AFT or 
FWD. 

LM uses rendezvous radar to range 
on CSM. 

Other audio center must be selected 
by setting related AUDIO CONT 

switch (AUDIO portion of panel 8 
and 12) to BU. 

Mission may be severely constrained. 
(See note 1.) Clipped-speech S-band 
voice transmission is available as 
backup mode. Received S-band voice 
backup from MSFN can be substituted 
by setting UP DATA LINK switch 
(panel 12) to VOICE BU. 

Mission may be severely constrained. 
(See note 1.) LM guidance computer 
can be updated by LM crew, using 
DSKY. 

  

NOTES: 

1. Circumstances are dependent on mission phase at time of unit failure. 

2. Circumstances are dependent on particular component failures within unit. 

3. Where vehicle capability permits redundant equipment to replace malfunctioning equipment, the operating 
power to the malfunctioning unit must first be removed by opening the related circuit breaker (panels 11 
and 16), 

2.7.7.1 Antennas, 

The S-band steerable antenna is mounted on a two-degree-of-freedom gimbal. Elevation 
(pitch) and aximuth (yaw) are zero when the antenna LOS is parallel to the LM Z-axis in a positive 
direction, The antenna is tilted 45° in the LM X-axis and Y-axis. (See figure 2. 7-23.) Slewing the 
antenna toward the antenna +X-axis is positive elevation; slewing the antenna toward the antenna +Y-axis 

is positive azimuth. The angles of elevation and azimuth coverage are shown in figure 2,7-23. The 
restrictions in elevation and azimuth are shown in figure 2. 7-24. 

The S-band in-flight antennas cover equivalent overlapping regions. The forward in-flight 

  

antenna coyers a 170° cone about a line in the X-Z plane 20° above the +Z-axis. The rear antenna covers 

a 170° cone about a line in the X-Z plane 20° above the - Z-axis. 
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COMMUNICATIONS SUBSYSTEM 

Page $2. 7-46 Mission__LM Basic Date__15 December 1968 Change Date__15 June 1969



LMA790-3- LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 
————— eeeESSSSSSFSFSFSFSFeFeFesesFsF 

Table 2.7-5. Communications Subsystem - Performance and Design Data 

  

  

  

Power Requirements wees 
Equipment Mode (Status) D-C Waits ‘AC Watts (me) 

S-band transmitter-receiver Primary or 36.0 0 
secondary 

Receiver 2101.8 

Transmitter 2282.5 

S-band power amplifier and Primary or 72.0 0 
diplexer secondary 

§-band steerable antenna 

Electronics slew 7.6 27.9 

Auto 0.7 4.0 

Heaters On 51.7 0 

VHF A transmitter Voice 30.0 0 296.8 

Not transmitting 3.5 0 

VHF A receiver On 1.2 0 296.8 

VHF B transmitter Voice 28.9 0 259.7 

Data 31.7 0 

Not transmitting 3.5 0 

VHF B receiver On 1.2 0 259.7 

Ranging tone transfer assem- On 5.0 0 
bly 

Signal-processor assembly 

Premodulation processor On 4.3 0 

Audio center (one) On 4.8 0 

Digital uplink assembly Uplink data 12.5 0 

Voice backup 2.5 0 

Biomedical sensors On 3.0 0 

CS displays On 3.0 0 

TV camera On 6.0 0               
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Figure 2.7-24, S-Band Steerable Antenna - Vehicle Blockage Diagram 

2.7.7.2 General. 

The limitations and restrictions imposed on the CS during the mission are as follows: 

e The maximum range of telemetry transmission between the LM and the CSM is 
320 nautical miles, Greater ranges will cause loss of telemetry transmission, 

e@ The LOS range of the VHF transmitter is limited to 740 nautical miles. Greater 
ranges will cause loss of VHF communications. 

@ Once the S-band steerable antenna is unstowed, it cannot be stowed for the re- 
mainder of the flight. If the steerable antenna is locked on the uplink signal, RCS 
thruster impingement will have no effect on antenna orientation, In the absence 
of the uplink signal, the effect of the LM or CSM plume can cause the steerable 
antenna to be reoriented. 

e@ The S-band steerable antenna provides automatic tracking when its RF axis is 
aligned to within +12.5 (capture angle) of MSFN LOS. Exceeding +12.5° results 
in inability to acquire the MSFN signal. 
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2.7.8 

The maximum S-band steerable antenna tracking velocity is 20°/second. 

The maximum S-band steerable antenna tracking acceleration is 60°/second/ 
second, 

The activation time for the S-band transmitter-receiver is 30 seconds from 
application of power; 5 seconds, after a change of modulation mode (FM to 
PM, or PM to FM). No S-band communication will result until warmup is 
completed, 

The warmup time for the S-band power amplifier is 60 seconds maximum. 
The recycle time after RF interruption is 20 seconds. If this restriction is 

not observed only low-power S-band transmission is available. 

The warmup time for the S-band steerable antenna electronics is 60 seconds 
maximum. No S-band communications will result before warmup is completed, 
unless one of the S-band in-flight antennas can be used. 

S-band steerable antenna operating temperature must be maintained at -60° 
to +155° F, If these temperature limits are exceeded, S-band communications 
are unreliable, 

TELEMETRY MEASUREMENTS. 

The CS telemetry data are given in table 2,7-6. '(R)" in the "Telemetry Range" column 
signifies a real-time telemetry measurement. Real-time telemetry points are shown in figures 2.7-6 
through 2. 7-8. 

Table 2.7-6. Communications Subsystem - Telemetry Measurements 

  

Code 
Telemetry Range 

Description (Nominal) Display Range Crew Display 
  

GTO992B 

GTO993E 

GTO994V 

GTO441X 

    

S-band transponder static 
phase error 

S-band transmitter RF power 

S-band receiver AGC voltage 

DUA verification 

  

-15° to +15° (R) 

0.5 to 1.5 watts 
(0.75 watt) (R) 

0 to 5.0 vde (R) 

Eight bit digital 
readout (R) 

    

None 

None 

SIGNAL STRENGTH 
indicator (panel 12) 

None 
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2.8 EXPLOSIVE DEVICES SUBSYSTEM. 

2.8.1 INTRODUCTION. 

The Explosive Devices Subsystem (EDS) permits the astronauts to operate or enable various 
LM equipment, using explosive devices. The EDS controls deployment of the landing gear; pressuriza- 
tion of the descent, ascent, and reaction control propellant tanks; venting of descent propellant tanks; and 
separation of the ascent and descent stages. 

The general location of all components of the EDS is shown in figure 2.8-1. Electrical 
power to activate the components in both systems is supplied through circuit breakers on the Commander's 
circuit breaker panel (11) and the LM Pilot's circuit breaker panel (16). Switches on the EXPLOSIVE 

ED CONTROL RCS HELIUM ASCENT PROPULSION 
PANEL ISOLATION VALVES COMPATIBILITY VALVES    
  

INTERSTAGE . ED BATTERY 
UMBILICAL CUTTER 3 (DESCENT AND ASCENT STAGE) 

TWO DEADFACE INTERSTAGE STRUCTURAL 
CONNECTORS CONNECTION (4 PLACES) 

(CIRCUIT INTERRUPTER) 

DESCENT PROPULSION LANDING GEAR ED RELAY BOX 
HELIUM ISOLATION VALVE UPLOCK (DESCENT AND ASCENT STAGE) 

(4 PLACES) 2-900M.18 

Figure 2.8-1. Explosive Devices - Component Location 
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DEVICES portion of panel 8 route this power to relays in the ED relay boxes. The relay contacts route 
ED battery current to explosive cartridges located in LM subsystems. The explosive devices actuated 
by the cartridges perform the EDS functions. 

Ascent propellant tank pressurization and staging (separation of nuts and bolts, electrical 
circuit interruption, interstage umbilical cable severance) are performed automatically if the ABORT 
STAGE pushbutton (panel 1) is pressed. 

There are two separate systems (A and B) in the EDS. (See figure 2.8-2.) The systems 
operate in parallel and provide complete redundant circuitry; each system has its own 37. 1-volt d-c 
battery, relays, time-delay circuits, fuse-resistors, buses, and explosive cartridges. Two separate 
cartridges are provided for each EDS function. Each cartridge uses power from a separate ED bus and 
can perform its task without the other cartridge. 
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Figure 2.8-2. Explosive Devices Subsystem - Overall Block Diagram 
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2.8.2 SUBSYSTEM INTERFACES. 

EDS relays are actuated by 28 volts de received through the Commander's and LM Pilot's 
buses of the Electrical Power Subsystem (EPS). Contacts of these relays route ED battery current to 
associated explosive devices in the Main Propulsion Subsystem (MPS) and the Reaction Control Sub- 
system (RCS) and to explosive devices that enable landing gear deployment, interstage structural con- 
nection separation, electrical circuit interruption, and interstage umbilical severance. In the MPS, 
explosive devices enable descent propellant tank pressurization and venting, and ascent propellant tank 
pressurization. In the RCS, explosive devices enable RCS propellant tank pressurization. 

The EDS receives two commands from the control electronics section (CES) of the Guidance, 
Navigation, and Control Subsystem (GN&CS). After the descent engine is fired, a delayed descent engine- 
on command is received from the CES. This command actuates the ED relay associated with the ex- 
plosive device that enables descent propellant tank pressurization (with supercritical helium). An auto- 
matic stage command is received from the CES when the ABORT STAGE pushbutton (panel 1) is pressed. 
This command actuates the ED staging sequence relays. 

ED relay status and malfunction signals are routed to the Instrumentation Subsystem (IS), 
which processes them for telemetering to MSFN. If the master arm relay or the staging sequence relays 
malfunction, a signal is routed to the failure-detection circuits in the caution and warning electronics 
assembly (CWEA) of the IS, which causes the ED RELAYS caution light (panel 2) and the appropriate 
STAGE SEQ RELAYS SYS A or SYS B component caution light (panel 8) to go on. Landing gear deploy- 
ment is monitored by sensors in the landing gear assemblies. A composite signal from these sensors is 
sent to the IS, where it is processed for telemetering to MSFN. The signal causes a gray LDG GEAR 
DEPLOY talkback display (panel 8). 

2.8.3 FUNCTIONAL DESCRIPTION. (See figure 2. 8-3.) 

The redundant circuits and components of the EDS operate simultaneously, as two indepen- 
dent systems (A and B). Either system can perform the EDS functions. Each function is completed before 
initiation of the next function. The EDS functions are performed in the following sequence: 

e Reaction Control Subsystem (RCS) propellant tank pressurization 

e Landing gear deployment 

e Descent propellant tank prepressurization (ambient helium) 

@ Descent propellant tank pressurization (supercritical helium) 

@ Descent propellant tank venting 

e Ascent propellant tank pressurization 

e Interstage nut-and-bolt separation and ascent stage deadfacing (occur simultaneously) 

e Interstage umbilical severance 

EDS systems A and B are operated from the EXPLOSIVE DEVICES portion of panel 8. 
Power (28 volts dc) from the EPS, to actuate the relays in the system A and system B relay boxes, 
is routed through the ED: LOGIC PWR A circuit breaker (panel 11) and the ED: LOGIC PWR B 
circuit breaker (panel 16), respectively. Power for the cartridges is supplied by the ED batteries. 
When the MASTER ARM switch is set to ON, each battery supplies power to an identical redundant 
bus in the ED relay boxes, arming the firing circuits and enabling all explosive devices of the LM. 
Firing of any explosive device is controlled by its respective switch on panel 8. For descent tank 
venting, the DES VENT switch is used in conjunction with the FUEL VENT and OXID VENT switches 
on the DES PROPULSION portion of panel 8. The cryogenic pressurization is performed automatically 
when the descent engine-on command is present. For a detailed discussion of descent propellant tank 
pressurization refer to paragraph 2.8.3.4. 
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Figure 2.8-3. Explosive Devices Subsystem - Overall Functional Diagram 
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When the MASTER ARM switch is set to ON, the coils of relays K1 are energized by 
the Commander's and LM Pilot's bus. Contacts of relays K1 in systems A and B provide a path be- 
tween each ED battery and its bus. The STAGE SEQ RELAYS SYS A and SYS B component caution 
lights on the EXPLOSIVE DEVICES portion of panel 8 go on to indicate that systems A and B, 
respectively, are armed, Telemetry signals advise MSFN that systems A and B are armed. Once 
systems A and B are armed, the firing switches can be used to initiate EDS functions. Each switch 
routes EPS bus voltage to the coils of two relays, one in each relay box. Contacts of these relays 
route 7.5 to 15 amperes from the ED battery to an associated explosive device. The staging operation 
is unique to other EDS functions in that it uses a time-delay circuit to perform a definite relay 
sequence operation. Contacts of staging relays connect the ED bus to an RC time-delay circuit in 
both ED relay boxes and provide a direct path to relays that operate to perform electrical circuit 
interruption (deadfacing) and separation of the nuts and bolts that secure the ascent stage to the 
descent stage. 

The outputs of the time-delay circuit actuate relays to perform interstage umbilical 
severance. If any of the relays used in the staging operation, or master arm relay K1, operates inad- 
vertently, the SYS A and SYS B component caution lights and the ED RELAYS caution light (panel 2) 
goon. (When a caution or warning light goes on, the MASTER ALARM pushbutton/light also goes on 
and a tone is generated. Pressing MASTER ALARM pushbutton/light causes the light to go off and ter- 
minates the tone.) Contacts of these relays provide an output (figure 2. 8-4) that is routed to the signal- 
conditioning electronics assembly (SCEA) in the IS to provide MSFN with telemetry signals for monitor- 
ing the staging sequence. 

Contacts of,the remaining ED relays,.(K7 through K15) form.a-series output that provides 
MSFN with telemetry signals for constant monitoring of the status of these relays. If any one, or 
combination, of these relays operates inadvertently, their telemetry signal does not distinguish which 
relay or relays are at fault. 

    TO S$ & C TONE GENERATOR 
(3,000-CPS AUDIBLE TONE 
TO HEADSETS) 

  

PART OF ED RELAY BOX 
(SYSTEM A OR B) 
       

      

          

TO MASTER 
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TO ED COMPONENT 
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230006115 

Figure 2.8-4. Stage Sequence Monitoring (Relays K1 through K6) - Simplified Schematic Diagram 
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The outputs from the stage sequence relays to the SCEA are in parallel. The SCEA outputs 

are fed to the caution and warning electronics assembly (CWEA) and to the pulse-code-modulation and 

timing electronics assembly (PCMTEA) in the IS. If one of the SCEA outputs fails, the remaining output 
is not affected and allows the stage sequence relays to be continuously monitored. 

When the MASTER ARM switch or the ABORT STAGE pushbutton (panel 1) is used, an 

inhibit signal is routed to a CWEA AND gate; the ED RELAYS caution light remains off. 

2.8.3.1 Circuitry. 

The ED logic circuits are protected by circuit breakers; the firing circuits, by current- 

limiting fuses. Circuit breakers route the power needed to energize the ED relays. Additionally, they 

protect wiring against deterioration caused by faults or overloads. 

ED circuits are the only electrical load connected to the ED power bus; they do not receive 

power from the EPS bus. The EPS bus energizes the ED relay coils. The explosive devices switch 

(panel 8) used determines which relay coil is energized. Relay contacts then route ED battery power 
(battery A and battery B) from the redundant ED buses to the devices (or cartridges) to perform a 

specific function. 

The time delays preclude the possibility of initiating a function out of sequence. All ED 

firing circuits and the EPS circuits are shielded. Both systems are electrically and physically isolated 

from one another and the wiring is routed separately wherever possible. The circuits are not grounded; 

EPS and instrumentation ground returns are separated and in no way cause the ED circuits to become 

grounded. 

EDS design is fail-safe in all respects. There are no mechanical or electrical cross- 

overs, except for the mechanical actuation in the ED switches. Failure to arm or operate one EDS 

system (A or B) does not prevent performance of a function. Redundant wiring is used where loss of a 
single lead could prevent initiation or control of a function. 

All initiators are protected against static electricity by means of a shorting circuit. The 

cartridge assemblies are connected to the ED negative bus at all times. When the control relay is energiz- 

ed, ED bus voltage is routed to the initiators in the cartridge assemblies. A fuse-resistor, in series with 

the circuit (between the pyro bus and control relay), protects the initiator bridgewire circuit and ED 
batteries against overloads. The fuse-resistors are rated at 20 amperes for 100 milliseconds with 1- 

ohm resistance. 

2.8.3.2 ED Bus-Arming. 

The MASTER ARM switch is a triple-pole double-throw switch, with a common two- 

position, lever-locking toggle mechanism for the OFF and ON positions. Before performing any EDS 

functions, this switch must be set to ON to arm the ED bus. If the ED RELAYS caution light and the 

SYS A or SYS B component caution light go on due to the MASTER ARM switch failing in the ON position 

or its relay K1 for one system (A or B) closing inadvertently, the affected EDS system should be 

deactivated by opening the ED: LOGIC PWR A or ED: LOGIC PWR B circuit breaker. A subsequent 

EDS failure may jeopardize crew safety. 

Setting the MASTER ARM switch to ON applies 28 volts de from EPS systems A and B 
to the set coils of latching control relays K1 (in EDS systems A and B). Contacts of K1 connect the ED 
batteries (A and B) to both ED buses, arming the EDS and enabling performance of any function. (See 
figure 2.8-5.) The buses are also armed by pressing the ABORT STAGE pushbutton, when staging is to 
be performed with automatic ascent engine firing. The ABORT STAGE switch bypasses the MASTER 
ARM switch. 

Setting the MASTER ARM switch to OFF, deenergizes the ED buses. This position 

applies 28 volts dc from EPS systems A and B to the reset coils of relays K1 and breaks the circuit 

between the ED batteries and ED buses. 

eee 
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Figure 2.8-5. Bus-Arming Control - Simplified Schematic Diagram 

2.8.3.2,1 STAGE SEQ RELAYS SYS A and SYS B Component Caution Lights. 

The STAGE SEQ RELAYS SYS A and SYS B component caution lights are yellow advisory 

lights. When the MASTER ARM switch is set to ON, both lights go on to signify that both ED buses 

(systems A and B) are armed and ready to perform an EDS function, and contacts of the MASTER ARM 

switch route an inhibit signal to the ED RELAYS caution light. (See figure 2. 8-4.) When the ABORT 

STAGE pushbutton is pressed, its switch circuitry bypasses the MASTER ARM switch and provides an 
inhibit signal to the ED RELAYS caution light. However, if relay K1 malfunctions, its contacts route 

a signal to light the ED RELAYS caution light and, depending on which EDS system has the malfunc- 
tioning relay, the SYS A or SYS B component caution light. If any one or combination of relays K1 

through K6 malfunctions, the ED RELAYS caution light and the SYS A or SYS B (depending on which EDS 

system failed) component caution light go on. Relay K2 can be reset by momentarily holding the 
STAGE RELAY switch to RESET. If the SYS A or SYS B (as applicable) component caution light goes 

off, K2 temporarily failed. If the light remains on, the failure is due to K1, or K3 through K6. The 

MASTER ARM switch must not be actuated. The defective EDS system must be deactivated by opening 

the ED: LOGIC PWR A or ED: LOGIC PWR B circuit breaker for EDS system A or B, respectively. 

2.8.3.3 Landing Gear Deployment. 

The landing gear, stowed in the retracted position at launch, remains retracted until just 

prior to LM-CSM separation. The LDG GEAR DEPLOY switch is used to deploy the landing gear 

assemblies. The switch is a double-pole double-throw module, with a lever-locking mechanism for 

the SAFE position. (See figure 2. 8-6.) 

An uplock device, with two end detonator cartridges (EDC's), restrains each of the 
four landing gear assemblies (legs). Each EDC is controlled and fired by two separate control and fire 

circuits in parallel. Firing either EDC in the landing gear uplock results in landing gear deployment. 

Setting the MASTER ARM switch to ON arms the ED buses. Momentarily holding the LDG GEAR DEPLOY 

switch to FIRE routes power from EPS systems A and B to the coils of relays K8 and K8A in both ED 

systems. Contacts of these relays route ED battery power to the eight landing gear uplock EDC's. When 

all four landing gear assemblies have been deployed, EPS power (28 volts dc) is routed through closed 

contacts of eight switches (one on each side of each landing gear assembly) to provide a gray LDG GEAR 
DEPLOY talkback display. (See figure 2. 8-7.) The eight switch closures provide MSFN with a combined 

telemetry signal for monitoring landing gear deployment. 
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Figure 2,8-6. Landing Gear Deployment - Simplified Schematic Diagram 

2.8.3.4 Descent Propellant Tank Prepressurization. (See figure 2. 8-8.) 

An ambient helium isolation valve is used in conjunction with two compatibility valves 
(each downstream of its respective quad check valve in the descent stage) when prepressurizing the 
descent propellant tanks. The valves are normally closed. Setting the MASTER ARM switch to ON 
arms the ED buses; momentarily holding the DES START He PRESS switch to FIRE routes power 
from EPS systems A and B to the coil of relays K14 in both EDS systems. Contacts of K14 simultane- 
ously route ED battery power to the cartridges in the ambient helium isolation valve, opening the valve 
and allowing ambient helium to flow to the descent propellant tank compatibility valves. Momentarily 
holding the DES PRPLNT ISOL VLV switch to FIRE routes EPS power to the coil of relays K15 in both 
EDS systems. Contacts of K15 route ED battery power to open the compatibility valves. Ambient 
helium then flows freely to the descent engine fuel and oxidizer tanks, pressurizing them. The increase 
in propellant tank pressure is observed on the FUEL and OXID PRESS indicators (panel 1); the drop in 
ambient helium tank pressure, on the HELIUM indicator (panel 1). Ambient helium prepressurization 
permits fuel to flow through the fuel/helium heat exchanger before cyrogenic helium flow through the 
helium/helium heat exchanger is initiated. 

With the MASTER ARM switch set to ON and the START pushbutton (panel 5) pressed 
to fire the descent engine, relay K9 in both ED relay boxes receives a signal from the CES after a 1.3- 
second delay. Contacts of K9 route ED battery power to the supercritical helium isolation valve, opening 
the valve. Helium from the cryogenic helium storage vessel pressurizes the descent propellant tanks in 
place of the expended ambient helium. Descent helium pressure malfunctions light the DES REG warning 
light (panel 1). (Refer to table 2.9-3.) 
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Figure 2.8-7. Landing Gear Switches - Schematic Diagram 

2.8.3.5 Staging. 

Stage separation involves simultaneous operation of the circuit interrupters (dead- 
facing) and separation of the interstage structural connections (nuts and bolts), then umbilical 
severance (cable cutting). This is accomplished by cartridges fired by operation of the STAGE switch 
or the ABORT STAGE pushbutton. The ABORT STAGE pushbutton provides automatic ascent engine 
firing after separation. The STAGE switch not normally used) initiates the same staging sequence, 
but does not provide automatic ascent engine firing. The time-delay circuits, which provide proper 

sequencing of the staging operation, use transistorized RC time-delay networks. The circuits are in 
ED relay boxes A and B. 

Setting the MASTER ARM switch to ON arms the ED buses; setting the STAGE switch 
to FIRE applies 28 volts dc from EPS systems A and B to the set coils of latching relays K2. (See fig- 

ure 2.8-9.) Contacts of K2 connect the ED stage-sequencing circuits (RC time-delay circuits) to the ED 
buses, passing current through closed contacts of relay K3. This energizes relays K5 and K5A (separa- 
tion of nuts and bolts) and relays K6 (deadfacing). Relays K3 and K4 do not operate immediately, due to 
the time-delay circuitry. A time delay is necessary to ensure removal of all power from the interstage 
umbilical before it is cut. After approximately a 15- to 20-millisecond delay (during which the 
nuts and bolts separate), transistor Q2 applies ED bus voltage to energize K3. Contacts of K3 close 
and the bus voltage is applied to another time-delay circuit (transistors Q3 and Q4). This circuit has 
the same RC time constant; Q4 applies bus voltage to the coil of K4 (guillotine relay), completing stage 
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Figure 2.8-8. Descent Propellant Tank Prepressurization - Simplified Schematic Diagram 

separation. The staging sequence can also be initiated with a 28-volt d-c signal from the ascent engine 
latching device in the CES by pressing the ABORT STAGE pushbutton. This signal bypasses the 
STAGE switch. Contacts of K3 ensure that the deadface relay has removed electrical power from the 
umbilical before the guillotine detonators are fired. 

2.8.3.6 Ascent Propellant Tank Pressurization. (See figure 2. 8-10.) 

Two helium isolation valves, each with two cartridges and two sets of parallel redundant 
fuel and oxidizer compatibility valves are used when pressurizing the ascent propellant tanks. One fuel 
compatibility valve and one oxidizer compatibility valve uses two cartridges; the other two compatibility 
valves, a single cartridge each. The ASC He SEL switch provides the astronauts with the option of 

using either one or both helium tanks to pressurize the system. 

The valves are normally closed; they open when the cartridges are fired, depending on 
the setting of the ASC He SEL switch. In addition, the control relays for the helium isolation valves 

and the compatibility valves can be energized with a direct signal from the ABORT STAGE pushbutton, 
which bypasses the ASCENT He PRESS switch. The ASCENT He PRESS switch is a double-pole 
double-throw switch module, with a lever-locking toggle mechanism for the SAFE position. Normally, 
the ASC He SEL switch is set to BOTH so that both helium tanks are used for ascent propellant tank 
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pressurization. Setting the MASTER ARM switch to ON arms the ED buses; momentarily holding 
the ASCENT He PRESS switch to FIRE routes 28 volts dc from EPS systems A and B to the coils of 
control relays K10 and/or K11, depending upon the setting of the ASC He SEL switch, and to relays 
K12A, Contacts of these relays route ED battery power to the helium isolation valve cartridges and 
compatibility valve cartridges, opening the valves to permit helium to pressurize the ascent fuel and 
oxidizer tanks. 

The ASC He SEL switch is a three-position switch, with a lever-locking mechanism 
in all positions. Setting the switch to TANK 1 routes 28 volts de to the coils of control relays K10. 
Contacts of K10, which are in series with cartridges used for helium tank No. 1, close. Setting the 
switch to BOTH routes 28 volts dc to the coils of control relays K10 and K11. The relay contacts 
close to complete the circuits to fire cartridges for helium tanks No. 1 and 2. Setting the switch to 
TANK 2 routes 28 volts de to the coils of control relays K11. Contacts of K11, which are in series 
with cartridges used for helium tank No. 2, close. The astronauts are alerted to ascent helium pres- 
sure malfunctions by the ASC PRESS warning light (panel 1). (Refer to table 2. 9-3.) 

2.8.3.7 RCS Propellant Tank Pressurization. (See figure 2. 8-11.) 

The RCS has two helium, fuel, and oxidizer tanks. Each helium tank pressurizes one 
fuel tank and one oxidizer tank. Two parallel helium isolation valves are used in conjunction with 
each helium tank when pressurizing the RCS propellant tanks. Each valve has one cartridge, which is 
fired by one of the EDS systems. 
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Figure 2,8-11. RCS Propellant Tank Pressurization 
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The valves are normally closed; their firing circuits are controlled by relays actuated 

by the RCS He PRESS switch. This is a double-pole double-throw switch with a lever-locking toggle 
mechanism for the SAFE position. Setting the MASTER ARM switch to ON arms the ED buses. 
Momentarily holding the RCS He PRESS switch to FIRE routes 28 volts de from EPS systems A and B 
to the coils of relays K7. Contacts of K7 complete the circuit between the cartridges in the helium 
isolation valves and the ED buses. The contacts of K7 in relay box A route ED bus voltage to helium 
isolation valves in RCS systems A and B. The other helium isolation valve in RCS systems A and B 
receives its ED bus voltage through contacts of K7 in relay box B. Opening either valve in system A 

and B permits helium to pressurize the RCS fuel and oxidizer tanks. The RCS A REG and RCS B 
REG warning lights and the RCS caution light alert the astronauts to malfunctions of RCS helium line 
pressure and tank pressure. (Refer to table 2. 9-3.) 

2.8.3.8 Descent Propellant Tank Venting. 

The descent propellant tanks are vented with the DES VENT switch on the EXPLOSIVE 
DEVICES portion of panel 8 and the FUEL VENT and OXID VENT switches on the DES PROPULSION 
portion of the same panel. Setting the MASTER ARM switch to ON arms the ED buses; momentarily 
holding the DES VENT switch to FIRE routes 28 volts dc from EPS systems A and B to the coils of 

relays K13, Energizing either of these relays completes the circuit between the cartridges in the fuel 
and oxidizer vent valves and the ED buses. Opening these valves enables venting the descent propellant 
tanks and remaining descent helium. The solenoid-operated vent valves actuated by the FUEL VENT 
and OXID VENT switches effect the actual venting. 

Setting the FUEL VENT switch to OPEN provides a pulse to open the descent fuel valve 
to vent the fuel tanks; the talkback above the switch provides a gray display. Setting the OXID VENT 
switch to OPEN provides a pulse to open the descent oxidizer valve to vent the oxidizer tanks; the talk- 
back above the switch provides a gray display. When set to CLOSE, the switches cause their respective 
valve to close and the talkback provides a barber-pole display. For a detailed discussion of descent 
propellant tank venting, refer to subsection 2.3. 

N— 2.8.4 MAJOR COMPONENT/FUNCTIONAL DESCRIPTION, 

2.8.4.1 Explosive Devices. (See figure 2. 8-12.) 

Two types of explosive cartridges are incorporated in the LM; detonator cartridges, 
containing high explosive changes, and pressure cartridges, containing relatively low yield propellant 
charges. Each cartridge contains a specially indexed single bridgewire apollo standard initiator 
(SBASI). All explosive devices and components, except the circuit interrupters, can be installed at the 
launch site late in the LM assembly and prelaunch activity. To prevent erroneous installation, cartridges 
with different outputs have different connector threads. Twisted, shielded pairs of firing lines provide 

protection against RF energy. All cartridge assemblies are hermetically sealed to protect the explosive 
materials against ground and mission environments. 

The following explosive devices and components separately, or in various combinations, 

perform the EDS functions: 

@ Single Bridgewire Apollo Standard Initiators. The SBASI's are fired by ED battery 
power; they initiate all explosive cartridges and devices required during this 
mission. 

e End Detonator Cartridges. The EDC's are used to detonate explosive charges in 

QU the interstage umbilical cutter assembly (cable cutter) and to actuate the landing 
uplock device. 

e Pressure Cartridges. 
Electrical circuit interrupter (ECI) cartridges 
RCS valve cartridges 
Propulsion valve cartridges 
Nut cartridges 
Bolt cartridges 
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e@ Helium Isolation Valves and Compatibility Valves. These valves are similar and 
operate in the same manner; they are used singly or in pairs, depending on the 
function (RCS, ascent, or descent propellant tank pressurization). Each RCS 
explosive valve is actuated by a single cartridge. (Redundant valves are used.) 
Each ascent helium isolation valve and the descent helium and compatibilit 
valves are actuated by two cartridges. One of the two ascent fuel compatibility 

valves and two ascent oxidizer compatibility valves, contains two cartridges; the 
other, a single cartridge. 

  

   

e Circuit Interrupters. Circuit interrupters terminate all signal and power leads 
between the ascent and descent stages. These devices are actuated within 
25 milliseconds after receipt of the stage command. They are actuated by either 

of two cartridges. 

e@ Explosive Nuts and Bolts.. The ascent and descent stage structures are joined by 
four explosive nuts and four explosive bolts, each with a single cartridge. The 
four structural tie points are released within 20 milliseconds after receipt of the 

stage command. 

@ Guillotine (cable cutter assembly). The guillotine consists of two explosively actuated 
blades, interconnected through common manifolds. Either blade can sever an umbilical 

35% greater than the actual umbilical within 100 milliseconds after receipt of the stage 

command. Manifolds ensure that both blades operate even if one initiator fails to 

receive the fire signal. 

@ Landing Gear Uplock and Cutter Assemblies. Two independent EDC's are used in 
each of the four uplocks, to deploy the landing gear assemblies. 

2.8.4.1.1 Cartridges. 

The SBASI's (figure 2. 8-12) in the EDS cartridges provide a high power-to-weight ratio, 
require low energy to initiate, are compact, and have a high degree of reliability. Most EDS functions 
use two cartridges; one is redundant. The ascent propulsion compatibility valves use single cartridges 
and dual cartridges. (Refer to paragraph 2.8.3.6.) When 3.5 amperes (minimum) is applied to the 
initiator bridgewire for a few milliseconds, heat is generated. The heat fires the initiator. Each 
initiator is controlled by separate, independent contacts of the firing relays. Power to fire the initiators 
is supplied by the ED batteries. 

2.8.4.1.2 Interstage Structural Connections. (See figure 2.8-12.) 

The LM uses four nuts and bolts as interstage structural connections.. These nuts and 

bolts are separated explosively for stage separation. Each nut and bolt has its own cartridge; firing 
either cartridge separates the stages. The nut cartridges are fired by EDS system B; the bolt 
cartridges by EDS system A. When one or both cartridges are fired, gases that drive a piston within 
the nut and/or bolt assemblies are generated. This results in bolt fracture and nut separation. If 
the nut does not separate from the bolt, bolt fracture, alone, results in stage separation. Reaction 

time for complete nut and bolt separation is approximately 15 milliseconds. Power for the firing 
control circuit is controlled by the stage-sequencing circuitry (ED time-delay circuit) in the ascent 
and descent stages. This circuitry provides proper sequencing of the LM staging operations. 

2.8.4.1.3 Interstage Umbilical Cutters (Guillotine). (See figure 2. 8-12.) 

The guillotine consists of two cutter assemblies that sever the interstage electrical 

umbilical during stage separation. Each cutter assembly consists of an EDC, a transfer booster, a 

blade charge, anda blade. The transfer booster is connected by two manifold crossovers (shielded 

mild detonating cord), one on each side of the guillotine housing. The manifold crossovers provide 

for sympathetic ignition needed to operate both blades if one EDC does not fire. 

The cutter assembly blades are held safe with shear pins that ensure that the inter- 

stage umbilical will not be cut without a positive fire signal to the control circuit. Firing the detonator 
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and explosive blade charge generates a shock wave that drives the cutting blades through the interstage 
umbilical. The blades sever the umbilical, cutting all electrical wires and the descent water tank 
supply hardline between the ascent and descent stages. Loss of the ascent water tank supply is pre- 
vented by check valves in the ascent stage plumbing. Reaction time for cutter assembly operation is 
approximately 5 milliseconds, after 3.5 amperes (minimum) of direct current is applied to the 
initiator bridgewire. 

2.8.4.1.4 Landing Gear Uplock and Cutter Assemblies. (See figure 2. 8-12.) 

Each landing gear assembly has a landing gear uplock and cutter assembly, which 
contains two EDC's. Firing an EDC generates a shock wave that acts on the base end of the uplock 
cutting blade. The blades (driven from opposite directions) sever a strap that connects the landing 
gear strut with the LM descent stage, permitting the landing gear assembly to deploy. Either blade can 
sever a strap 35% greater in cross section than the strap used. The operation response time of the 
uplock is approximately 20 milliseconds, after 3.5 amperes (minimum) of direct current is applied to 
the EDC. 

2,8.4.1.5 Helium Isolation Valves and Compatibility Valves. (See figure 2. 8-12.) 

The helium isolaticn valves and compatibility valves operate in the same manner, They 
use either a single cartridge or two cartridges, depending on the function being performed. (Refer to 
paragraph 2.8.3.1.) Firing a cartridge in a valve generates gases in the valve explosion chamber at 
extremely high rates: The gases drive a piston to shear a closure disk in the pressure line. This 
opens the valves. At the end of its stroke, the piston is forced into the valve housing and the piston 
port in each valve is permanently aligned with the pressure line plumbing. 

2.8.4.1.6 Circuit Interrupters (Deadface Connectors). (See figure 2. 8-12.) 

Two circuit interrupters are in the ascent stage. (See figure 2. 8-1.) They are in front 
of the ascent stage tank thermal shielding, immediately above quadrant 4 of the descent stage. Each 
circuit interrupter has two cartridges. Each cartridge can operate the circuit interrupter. Using 
two cartridges for each circuit interrupter provides redundancy to ensure that the electrical power be- 
tween the ascent and descent stages is terminated before umbilical severance. 

The circuit interrupter cartridges are energized during the staging operation. When 
energized, the cartridges cause a pressure buildup in the circuit interrupter combustion chamber. 
As pressure builds up in the chamber, two initial lock detents move to their open positions, freeing the 
piston assembly and permitting its movement when its actuation pressure is reached. When the pres- 
sure in the combustion chamber is sufficient to overcome pin and O-ring friction, the piston assembly 
moves to the open-circuit position, disconnecting the pins of the electrical connectors. Spring-loaded 
final lock detent pins automatically drop into slots in the piston and retain the piston in the open-circuit 
position. Circuit interruption removes all electrical power from the interstage umbilical lines before 
the umbilical is severed. (See figure 2. 8-13 for a functional block diagram of circuit interruption. ) 

The stage-sequencing circuits (paragraph 2.8.3.5) control circuit-interrupter 
operation. If one cartridge fired by the control circuit malfunctions, the other cartridge, fired by the 
redundant control circuit performs the function; normally, both cartridges fire. Approximately 240 
electrical conductors are routed through each circuit interrupter. The interrupter pin connections 
are normally closed; they are opened by firing the cartridge. Operation response time of the circuit 
interrupters is approximately 20 milliseconds. 

2.8.4.2 ED Batteries. 

Two 20-cell silver oxide-zinc batteries provide power to both EDS systems to fire the 
initiators. One battery is in the ascent stage; the other one, in the descent stage. (See figure 2. 8-1.) 
Normal operation of either battery provides adequate electrical power for EDS operation. Each 
battery is rated at 37.1 volts dc (open-circuit voltage), 0.75 ampere-hour; it can produce 75 amperes 
for 36 seconds. The output voltage of each battery can be monitored periodically on panel 14. Setting 
the POWER/TEMP MON selector switch to ED/OFF, and the ED VOLTS switch to BAT A, provides 
an indication of the output voltage of ED battery A on the VOLTS indicator. Setting the ED VOLTS 
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      ELECTRICAL CIRCUIT INTERRUPTERS. 
(ASCENT STAGE) 

Figure 2.8-13. Electrical Circuit Interrupter - Functional Block Diagram 

2000421 

switch to BAT B provides an indication of the output voltage of ED battery B. The battery electrolyte 
is potassium hydroxide one-half saturated. The battery case is constructed of plastic. Excess pres- 
sure in the batteries is vented into the descent and ascent stages at 3045 psig. 

2.8.4.3 Explosive Devices Relay Boxes. 

One ED relay box is in the ascent stage; another one, in the descent stage. (See 

figure 2.8-1.) Latching and nonlatching relays are used in the EDS. The latching relays, used to 
control the bus-arming and staging sequence, consist of two coils (set and reset) with associated con- 
tacts. The set coil, when energized, initiates circuit operation; the reset coil, when energized, stops 
circuit operation. The contacts are latched set or reset, depending on the coil pulsed. The nonlatching 

relays, used in control and fire circuits, consist of one coil with associated nonlatching contacts. 

These contacts maintain their normally open or closed position and do not change state until the coil 
is energized. The contacts remain in the changed state only while the coil is energized. 

Fuse-resistors in the ED relay boxes limit the current applied to the initiator bridge- 
wire and provide overcurrent protection for the ED batteries. Each firing circuit uses one fuse- 
resistor in series with the initiator bridgewire. Each relay box also contains an RC time-delay circuit 
that is used during the staging sequence. Refer to paragraph 2.8.3.5. 

2.8.5 FAILURE MODES. 

The EDS failure modes and the effect on mission capability are given in table 2. 8-1. 

— 
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Table 2. 8-1. Explosive Devices Subsystem - Failure Modes 

  

Failure Indication Vehicle Capability 
  

LDG GEAR DEPLOY switch 

One or more landing.gear 

explosive devices fired 
prematurely. 

RCS He PRESS switch 

DES START He PRESS 
switch 

ASCENT He PRESS switch 

  

3C He SEL switch 

MASTER ARM switch     

Barber-pole LDG GEAR DEPLOY talkback 

display, or MSFN telemetry 

CSM visual inspection 

    With TEMP/PRESS MON selector switch 
(panel 2) set to He, helium tank pressure, 
as indicated on A and B PRESS indica- 
tors (panel 2), does not drop. With selec- 
tor switch set to PRPLNT, propellant 
tank pressures do not increase. 

Ambient helium tank pressure, as indi- 
cated on HELIUM indicator (panel 1), does 
not drop and fuel and oxidizer tank pres- 
sure, as indicated on FUEL and OXID 
PRESS indicators, does not increase 
from previous reading. 

Helium tank pressure, as indicated on 
HELIUM indicator, does not drop and 
fuel and oxidizer tank pressure, as 
indicated on FUEL and OXID PRESS. 

indicators, does not increase from 
previous reading. 

In BOTH position, indications:are 
identical with ASCENT He PRESS 

failure indication, . If TANK 1 po 
fails, helium tank pressure for tank No. 
1, as indicated on HELIUM indicator, 

does not drop. If TANK 2 position fails, 
HELIUM indicator does not show 
pressure drop for tank No. 2. 

   

STAGE SEQ RELAYS SYS A and SYSB 
component caution lights do not go on, 
or MSFN telemetry.   

Landing gear assemblies cannot be 
deployed. This failure does not 
affect subsequent testing. Mission 
is compromised to extent that 
control characteristics are changed. 

If failure occurred before SLA 
separation, LM may not be able to 
separate and mission must be abor- 
ted. If failure occurred after SLA 
separation, landing gear deploy- 
ment is not affected. Remaining 
landing gear assemblies can be de- 
ployed. Until all landing gear 
assemblies are deployed, mission 
is compromised to extent that con- 
trol characteristics are changed. 

Ascent propellant can be used to 
perform RCS maneuvers, by setting 
CRSFD switch (panel 2) to OPEN. 
Ascent engine must be on for these 
maneuvers. 

Supercritical helium can be used to 
test descent engine. If this attempt 
fails due to freezing, descent en- 
gine testing is eliminated. 

This failure does not prevent ascent 
propellant tank pressurization. 
Pressurization can be accomplished 
by opening STAB/CONT: ABORT 
STAGE circuit breakers (panels 11 
and 16) and pressing ABORT STAGE 
pushbutton. 

  

This is multiple-pole switch. If 
entire switch fails, ascent pro- 
pellant tank pressurization is 
impossible and ascent engine testing 
is eliminated. If TANK 1 or TANK 2 
position fails, mission is curtailed 
for ascent engine burns. 

In emergency, STAB/CONT: ABORT 
STAGE circuit breaker can be 
opened and ABORT STAGE push- 
button pressed. However, this 
action automatically pressurizes 
ascent propellant tanks if they have 
not been pressurized.     
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Table 2. 8-1. Explosive Devices Subsystem - Failure Modes (cont) 
  

Failure Indication Vehicle Capability 
  

  

DES PRPLNT ISOL VLV 
switch 

DES VENT switch 

STAGE switch 

Electrical circuit inter- 
rupter cartridge fires 
prematurely 

Cable cutter cartridge 
fires prematurely 

Nut/bolt cartridge fires 
prematurely   

Fuel and oxidizer tank pressure, as indica- 
ted on FUEL and OXID PRESS indicators 

(panel 1), does not increase from previous 
reading. 

Failure is not detected until FUEL VENT 
and OXID VENT switches on DES 
PROPULSION portion of panel 8 are 
used. Refer to Main Propulsion Sub- 

system, subsection 2.3. 

Descent and ascent stages do not separate 
or MSFN telemetry. 

Descent power, including one ED battery, 
is lost. This is observed on VOLTS 
indicator (panel 14). 

Descent power is lost. 

None   

Descent propulsion compatibility 
valves do not open. This elim- 
inates descent engine testing. 

Refer to Main Propulsion Subsystem, 
subsection 2. 

  

ABORT STAGE pushbutton can be 
used. 

Descent testing may be eliminated. 

Possible loss of mission. 

‘This does not prevent actuating 
remaining nuts and bolts when 
staging is to be performed.     

  

    
  

2.8.6 PERFORMANCE AND DESIGN DATA. 

The.performance and design data for the EDS are given in table 2. 8-2. 

Table 2.8-2. Explosive Devices Subystem - Performance and Design Data 

Battery 

Height 3.03 inches 

Width , 2.75 inches 

Length 6.78 inches 

Weight (each, filled) 3.50 pounds 

Electrical requirements 

Inputs 

From EPS (Commander's and LM 28 volts de 
Pilot's buses) 

From AELD of control electronics 28 volts de 
section 

From ED batteries (systems A 37.1 volts de (open-circuit 
and B) voltage) 
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Table 2.8-2. Explosive Devices Subsystem - Performance and Design Data (cont) 
  

  

From DECA 28 volts de 

Outputs 

To initiators (in cartridge assemblies) 3.5 amperes for 10 milliseconds 
(minimum) 

ED relay boxes 7.5 to 15.0 amperes de (for 
at least 10 milliseconds) 

Resistance 

Initiators 1.05 40.10 ohms 

Electrical circuit interrupter Approximately 0.2 ohm with 30- 
millivolt open-cireuit voltage and 
maximum 10-microampere short- 
circuit current 

Fuse-resistors 1.0 ohm with 20,0 amperes (for 

Inputs (cont) 

35.0 volts de (minimum) 

100 milliseconds)     

2.8.7 

2.8.8 

OPERATIONAL LIMITATIONS AND RESTRICTIONS. 

The operational limitations and restrictions for the EDS are as follows: 

The landing gear legs must be deployed before the descent engine is fired. In the 
stowed position, the legs are in the path of the descent engine plume; descent 

engine firing would damage them. 

The RCS He PRESS switch should not be actuated until quadrant temperatures 
exceed +60° F. Thermally, the RCS engine valves lag the indicated quadrant 
temperatures; the propellant may contact the valves while they are at their 
critical low temperature. 

The ASCENT He PRESS switch should not be actuated longer than 24 hours before 
termination of ascent engine operation. The ascent pressurization valves are 
designed to operate for only 24 hours after exposure to propellant vapors. Ex- 
ceeding this limit may cause ascent valve failure. 

The DES START He PRESS and DES PRPLNT ISOL VLV switches should not be 
actuated longer than 3.5 days before termination of descent engine operation. 
The descent pressurization valves are designed to operate for only 3.5 days 

after exposure to propellant vapors. Exceeding this limit may cause descent 
valve failure. 

TELEMETRY MEASUREMENTS, 

The EDS telemetry data are given in table 2. 8-3. 
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Table 2.8-3. Explosive Devices Subsystem - Telemetry Measurements 

Telemetry Range 
Code Description (Nominal) Display Range Crew Display 

GY0050x Abort commanded 0 or 28 vde (R) None 

GY0201X ED SYS A relay trans- Contact closure STAGE SEQ RELAYS 
fer (K1 through K6) SYS A component 

caution light and ED 
RELAYS caution light 

GY0202X ED SYS B relay trans- Contact closure STAGE SEQ RELAYS 
fer (K1 through K6) SYS B component 

caution light and ED 
RELAYS caution light 

GY0231x System A EDS relays Contact closure None 
KT through K15 

GY0232X System B EDS relays Contact closure None 
K7 through K15 

GY0701V EDS system A battery 0 to 40 vde 0 to 40 vde VOLTS indicator 
(GY0703U) voltage (36 vde) 

Gy0702V EDS system B battery 0 to 40 vde 0 to 40 vde VOLTS indicator 
(GY0703U) voltage (36 vde) 

GY0703U Selected EDS battery 20 to 40 vde 20 to 40 vde VOLTS indicator 
voltage (POWER/TEMP. 
MON switch) 

GM5000U Landing gear deployment | Contact closure LDG GEAR         DEPLOY talkback   
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2.9 INSTRUMENTATION SUBSYSTEM. 

2.9.1 INTRODUCTION. 

out, prepares LM status data for transmission to MSFN, provides timing frequencies and correlated 

The Instrumentation Subsystem (IS) monitors the LM subsystems, performs in-flight check- 

data for LM subsystems, stores voice and time-correlation data, and performs lunar surface checkout. 

The IS consists of subsystem sensors, a signal-conditioning electronics assembly (SCEA), 
pulse-code-modulation and timing electronics assembly (PCMTEA), caution and warning electronics 
assembly (CWEA), and a data storage electronics assembly (DSEA). The SCEA receives most of the LM 
subsystem status signals from sensors located in the subsystems. The signals are conditioned, then routed 
to the CWEA for monitoring, to displays, and to the PCMTEA for telemetry. 

Each IS assembly receives operating power from the Electrical Power Subsystem (EPS) 
through associated circuit breakers. (See figure 2.9-1.) The subsystem sensors receive their operating 
power through the INST: SIG SENSOR circuit breaker (panel 16). The electronic replaceable assemblies 
(ERA's) in the SCEA receive their operating power through the INST: SIG CONDR 1 and SIG CONDR 2 
circuit breakers (panel 11 and 16, respectively). The CWEA power supply receives its operating power 
through the INST: CWEA circuit breaker (panel.16). If the CWEA power supply fails, a failure-detection 
circuits lights the C/W PWR caution light (panel 2). When failures are detected, the MASTER ALARM 
pushbutton/lights (panels 1 and 2) go on. These lights receive their operating power through the LTG: 
MASTER ALARM circuit breaker (panel 16), The PCMTEA dc-to-de converter receives its operating 
power through the INST: PCM/TE circuit breaker (panel 16). The de-to-de converter supplies voltages Wf 
to operate the PCM analog and digital blocks, which prepare subsystem data for telemetering. The con- 
verter also supplies the timing electronics (TE) section of the PCMTEA. The TE section routes LM 
subsystem synchronization signals. The DSEA power supply receives its operating power through the 

AC BUS A: TAPE RCDR circuit breaker (panel 11) and routes voltages to operate DSEA circuits. ys | 

2.9.2 SUBSYSTEM INTERFACES. (See figure 2. 9-1.) 

The IS draws operating power from the EPS. Data from sensors in all LM subsystems are 
routed to ERA's in the SCEA for voltage level conditioning acceptable to the PCMTEA. The PCMTEA 
routes the data from the SCEA to the Communications Subsystem (CS) in nonreturn-to-zero (NRZ) form 

(51.2 or 1.6 kilobits per second) or split-phase form (1.6 kilobits per second) for transmission to MSFN. 
The PCMTEA also supplies the CS with a 512-kpps sync signal and a 512-kpps reference signal. The CS 
uses the reference signal to generate a 1, 024-ke subcarrier, which is phase referenced to the PCMTEA 
NRZ input and modulated by the NRZ input for transmission to MSFN. The CS uses the sync signal to 
generate a 1.25-mc subcarrier, obtained by doubling the output from mixing the 512-kc sync signal with 
a 113-ke voltage control oscillator output. This subcarrier is modulated by voice and biomedical data 
for S-band transmission. The split-phase data modulates a VHF B carrier. Besides these outputs to the 
CS (in serial digital form), the PCMTEA routes serial digital data received from the LM guidance com- 
puter (LGC) and abort guidance section (AGS) of the Guidance, Navigation, and Control Subsystem 
(GN&CS) and supplies the LGC and AGS with synchronizing pulses necessary for LM operations. 

The DSEA records voice and provides an interface with the CS and the TE section of the 

PCMTEA. A voice-operated relay (VOX) keying signal, supplied by the CS, is routed to the DSEA through 
the intercommunication bus to turn on the DSEA. The TE section continuously supplies synchronizing sig- 

nals to LM subsystems and crew displays once the TE's quartz crystal oscillator is pulsed with a 1, 024- 

kpps signal from the LGC. 

The SCEA outputs are also routed to the CWEA and to crew displays. The CWEA provides I 
the function needed to trip the warning or caution lights (panels 1 and 2, respectively) and the two MAS- 
TER ALARM pushbutton/lights and to enable a 3-ke tone generator in S&C control assembly No. 2 of the 

GN&CS when a subsystem malfunctions. The tone is heard in the astronaut headsets. The CWEA failure- 
detection circuits also provide the voltage needed to trip appropriate component caution lights. 
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2.9.3 FUNCTIONAL DESCRIPTION. (See figure 2. 9-2.) — 

The IS accepts data, such as temperature, frequency, valve position, pressure, switch 
position, voltage, and current, from other subsystems through subsystem sensors. The sensors convert 
physical data to analog and digital (discrete event functions) signals that are routed to the SCEA for volt- 
age level conditioning. If conditioning is not required, the signals are routed directly to the PCMTEA and 
CWEA. The SCEA conditions the sensor outputs and feeds signals of high-level analog (0 to 5 volts dc) or 
digital (4 to 6 volts de for logic 1; 0 to 0.5 volt de for logic 0) data to the PCMTEA, CWEA, and displays. 
To activate the IS, the circuit breakers for each IS assembly must be closed. To enable the MASTER 
ALARM pushbutton/lights, component caution lights, and the caution and warning lights, which operate SY 
in conjunction with the IS, the LTG: MASTER ALARM circuit breaker (panel 16) and the LTG: ANUN/ 
DOCK/COMPNT circuit breakers (panels 11 and 16) must be closed. 

The conditioned signals supplied by the SCEA to the PCMTEA and the signals routed directly 
from the sensors to the PCMTEA are changed to serial digital form for transmission to MSFN at one of 
two bit rates: 1,600 bits per second (low rate) or 51,200 bits per second (high rate). Subcarrier fre- 
quencies, time reference signals, and sync pulses are generated in the PCMTEA and supplied to other 
subsystems that require them for proper operation. 

The PCMTEA receives a 1,024-kpps synchronizing signal and three types of data: high level 
analog, parallel digital, and serial digital. Some parallel digital and high-level analog inputs are supplied 

directly to the PCMTEA from the sensors; others are routed through the SCEA. The SCEA conditions the 

inputs to voltage levels required by the PCM equipment. The 1024-kpps sync signal from the LGC pro- 
vides synchronization for the PCMTEA and those subsystems that use outputs from the TE equipment of 
the PCMTEA. 

- Primary control of all units in the PCM equipment is established by the programmer. 
Using submultiples of the internal or external 1,024-kpps signals, the programmer provides the basic 
timing for data sampling and processing. It generates signals for bit, word, prime frame, and subframe 
timing intervals. (See figures 2. 9-3 and 2.9-4.) External format select signals cause the programmer 
to generate commands for a fixed, predetermined program of analog and digital data sampling and to Ne 
sequentially control the sampling operation. The programmer generates synchronization and format. 
identification word patterns and inserts this information into the output serial data stream. It also 
generates the command and timing signals for synchronizing other LM equipment with the PCMTEA. 

The analog multiplexer drivers receive the timing and command signals from the program- 
mer and route the signals to appropriate circuits in the high-level analog multiplexer gates. The analog 
voltage inputs to these gates are selected at the programmed sampling rate and applied to the high-speed 
gates. The high-level pulse-amplitude-modulated (PAM) outputs from the high-speed gates are routed 
to the analog-to-digital converter (coder). The coder produces digitized words that represent the input 
analog data and supplies the words to the digital multiplexer. 

The digital multiplexer gates receive digitized-data signals from the coder and pure digital 
information from other LM equipment. Gating command signals from the programmer control sequential 
operation of the digital multiplexer gates according to a fixed program, producing multiplexed data that 
consist of parallel binary words. The parallel binary words are gated to the output register and data 
transfer buffers (output buffers), The output register converts the parallel data to a serial RZ and 

NRZ-C output. It also receives, from the LGC and the AGS, serial digital data, which are inserted into 

the serial output of the PCMTEA, 

The PCMTEA supplies timing commands and synchronization signals. These signals are 
provided, by the TE and the programmer, to the data transfer buffers located in the TE and PCM sections. 
These buffers supply the signals to other LM equipment. The TE consists of a phase-locked oscillator ~~ 
and doublers, a decision network, a timing generator, time accumulator, serial time code generator, and 

three oscillator failure-detection circuits. The TE is redundant in critical areas. A 1,024-kpps 
input from the LGC forces the phase-locked oscillator in synchronism. If the input from the LGC fails, 
the phase-locked oscillator continues to furnish the necessary timing signals without loss of data. The 
TE divides the 1024-kpps signal into a number of selected subharmonic frequencies, which are routed to 
the PCM equipment and other LM devices. 
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Analog and digital signals supplied from the SCEA to the CWEA are constantly compared 

with internally generated limits and monitored on display panels. On detecting a malfunction (out-of- 

limit condition), the CWEA provides output signals to energize the associated warning or caution light, 

both MASTER ALARM pushbutton/lights, and a tone generator. The warning lights indicate malfunctions 

that jeopardize astronaut safety and require immediate action. The caution lights indicate malfunctions 

that do not require immediate action. 

The DSEA provides voice-recording capability. The audio signal is supplied from the 

astronaut's bus in the CS to the DSEA, where it is recorded along with time reference signals (mission 

elapsed time) from the PCMTEA. Ten hours of recording time is provided in the DSEA. The tape cannot 

be played back by the DSEA; this must be performed with ground equipment. 

2.9.4 MAJOR COMPONENT/FUNCTIONAL DESCRIPTION. 

The IS consists of the following: 

@ Sensors - sense physical data in other subsystems (temperature, valve and switch 

positions, pressure, voltage, current, water and propellant quantity, and stage- 

separation distance). 

e@  Signal-conditioning electronics assembly - conditions subsystem transducer 

(sensor) signals and events to proper voltage levels. 

e  Pulse-code-modulation and timing electronics assembly - prepares subsystem- 

status signals for transmission and provides timing frequencies and mission- 

elapsed-time data to subsystems. 

@ Caution and warning electronics assembly - monitors operational levels and gen- 
erates signals that cause appropriate caution and warning lights and component 

caution lights to go on and activate the two MASTER ALARM pushbutton/lights 
and a tone generator. 

e Data storage electronics assembly - stores audio and time-correlation data 

(mission elapsed time) on tape. 

2.9.4.1 Sensing Equipment. 

The IS sensors continuously check the status of other subsystems by sensing temperature, 

valve and switch positions, pressure, voltage, current, stage separation, and water and propellant 

quantity. These sensed data are changed to electrical signals (digital or analog) compatible with the 
requirements of the SCEA or PCMTEA. 

2.9.4.2 Signal-Conditioning Electronics Assembly. 

The SCEA converts all unconditioned subsystem transducer (sensor) signals and events to 

proper voltage levels required by the PCMTEA, CWEA, and displays. The unconditioned signals are fed 

through amplifiers, attenuators, ac-to-de converters, analog and discrete isolating buffers, frequency-to- 

de converters, resistance-to-de converters, and phase- sensitive demodulators to provide the proper out- 

put voltages. These seven basic SCEA subassemblies are in each electronic replaceable assembly 

(ERA-1 and ERA-2) that makes up the SCEA. Each ERA has capacity for 22 plug-in subassemblies (con- 

ditioning units) and provides the interface connections between other LM subsystems and the IS. (Refer 

to tables 2.9-1 and 2. 9-2 for conditioned and preconditioned interfacing signals.) These subassemblies 

provide conditioned digital and analog data. Digital data (discrete event functions) outputs appear as a 4- 

to 6-volt d-c level for logic 1 or "on"; as a 0- to 0. 5-volt d-c level, for logic 0 or "off." Discrete signals 

to be monitored by displays are in the form.of. solid-state switch closures. Analog data varies from 0 to 

5 volts dc. Each ERA contains circuits that route signals to IS-assemblies. In tables 2. 9-1 and 2. 9-2, 

the number in parentheses, following the conditioning unit number, designates the unit location in ERA-1 

or ERA-2. The displays in parentheses are located on the corresponding subsystem panel, except where 

otherwise noted. See figure 2.9-15 for signals routed to the CWEA failure-detection circuits. 
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5 INSTRUMENTATION SUBSYSTEM 

Page __2.9-8 Mission __LM Basic Date __15 December 1968 Change Date __15 September 1969



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

—— 

  

  

    

GF1301 

Cg Partial pressure - 
GF1521 

Water separator No.1 
and 2 - GF9999 

Ascent oxygen tank 
No. 1 pressure - 
GF3582 

Ascent oxygen tank 
No. 2 pressure - 

Preconditioned 

Circuit No. 2 

Preconditioned 

Circuit No. 3 

Preconditioned 

504-1 (7) 

Circuit No. 1 

Preconditioned 

Circuit No. 1 

Circuit No. 2     

(0 to 10 psia) 

1,56 to 5.0 vde 
(3.2 to 10 psia) 

0 to 5 vde 
(0 to 30 mm Hg) 

2,27 to 5.0 vde 

0 to 5 vde (500 
to 3,600 rpm) 

More than 1530 
rpm 

0 to 5 vde 
(0 to 1, 000 psia) 

95 to 684 psia 

0 to 854 psia 

0 to 5 vde 
(0 to 1, 000 psia)   

Table 2.9-1. ERA-1 - Conditioned and Preconditioned Interfacing Signals 

Signal Nomenclature To To 
From and Telemetry (Conditioning GS Assembly 

(Subsystem) Code No. Unit) Output and Display) 

ECS 504-1 (5) 

Suit outlet pressure - Cireuit No. 1 0 to 5 vde PCMTEA 

Display (SUIT PRESS 
indicator) 

CWEA (SUIT/FAN warn- 
ing light) 

PCMTEA 

CWEA (ECS caution 

light) Display (CO. 
component caution fight) 

PCMTEA 

CWEA (ECS caution 
light) Display (H20 SEP 
component caution 
light) 

PCMTEA 

CWEA (0 QTY caution 
light) 

Display (02 QUANTITY 
indicator) 

PCMTEA     

  

GF3583 

Preconditioned 95 to 684 psia CWEA (Op QTY caution 
light) 

Circuit No, 2 0 to 854 psia Display (Og QUANTITY 
indicator) 
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Table 2.9-1. ERA-1 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

Signal Nomenclature To To 
From and Telemetry (Conditioning (S Assembly 

(Subsystem) Code No. Unit) Output and Display) 

ECS 504-1. (7) 
(cont) (cont) 

Descent tank water Circuit No. 3 0 to 5 vde PCMTEA 
quantity - GF4581 (0% to 100%) 

Preconditioned More than 0.8 CWEA (WATER QTY 
vde caution light) 

Circuit No. 3 0% to 100% Display (Hg0 QUANTITY 
indicator) 

504-1 (8) 

Ascent tank No. 1 Circuit No, 1 0 to 5 vde POMTEA 
water quantity - (0% to 100%) 
GF4582 

Preconditioned More than 95% CWEA (WATER QTY 
| caution light) 

Circuit No. 1 0% to 100% Display (Hg0 QUANTITY 
indicator) 

Ascent tank No, 2 Circuit No. 2 0 to 5 vde PCMTEA 
water quantity - (0% to 100%) 
GF4583 

Preconditioned More than 95% CWEA (WATER QTY 
caution light) 

Circuit No. 2 0% to 100% Display (Hg0 QUANTITY 
indicator) 

506-3 (10) 

Water sublimator Circuit No. 1 0 to 5 vde PCMTEA CWEA 
coolant outlet tem- (+20 to +120°F (GLYCOL caution light) 
perature - GF9998 More than +50°F Display (GLYCOL 

0° to +80°F temperature indicator) 

RCS 504-1 (6) 

Helium pressure, Circuit No. 1 0 to 5 vde PCMTEA 
tank A- GR1101 (0 to 3,500 psia) 

Preconditioned More than 1,700 CWEA (RCS caution 
psia light) 

Circuit No. 1 0 to 3,500 psia Display (A PRESS 
indicator) 

Helium pressure, Circuit No. 2 0 to 5 vde PCMTEA 
tank B - GR1102 (0 to 3, 500 psia)               
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Table 2,9-1, ERA-1 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

            

  

co —T 
Signal Nomenclature To To 

From and Telemetry (Conditioning (iS Assembly 
(Subsystem) Code No. Unit) Output and Display) 

RCS 504-1 (6) 
(cont) (cont) 

Preconditioned More than 1,700 CWEA (RCS caution 

psia light) 

Circuit No. 2 0 to 3,500 psia Display (B PRESS 
indicator) 

Helium regulator Circuit No. 3 0 to 5 vde PCMTEA 

pressure system A - (0 to 350 psia) 
GR1201 

Preconditioned 165 to 219 psia CWEA (RCS A REG warn- 

ing light) 

Circuit No. 3 0 to 350 psia Display (A PRESS 
indicator) 

Helium regulator Circuit No, 4 0 to 5 vde PCMTEA 
pressure system B- (0 to 350 psia) 
GR1202 

Preconditioned 165 to 219 psia CWEA (RCS B REG 
warning light) 

Circuit No, 4 0 to 350 psia Display (B PRESS 

indicator) 

504-4 (12) 

Main shutoff valves Circuit No. 1 4 to 6 vde (on) CWEA (RCS A REG 

closed, system A - 0 to 0.5 vde (off) warning light inhibit sig- 
GR9609 nal) (For PCM and 

display, refer to circuit 
No. 8.) 

Main shutoff valves Circuit No, 2 4 to 6 vde (on) CWEA (RCS B REG 
closed, system B - 0 to 0.5 vde (off) warning light inhibit sig- 

GR9610 nal) (For PCM and 
display, refer to circuit 
No. 10.) 

System A oxidizer Circuit No. 3 4 to 6 vde (on) PCMTEA 
interconnect valves 0 to 0.5 vde (off) 
open - GR9641 0 to 0.5 vde (on) Display (ASC OXID talk- 

28 vde (off) back) 

System B oxidizer Circuit No. 4 4 to 6 vde (on) PCMTEA 
interconnect valves - 0 to 0.5 vde (off) 
GR9642 0 to 0.5 vde (on) Display (ASC FUEL 

28 vde (off) talkback) 

Spare - Z6018 Circuit No, 5 4 to 6 vde (on) CWEA 

0 to 0.5 vde (off) 
0 to 0.5 vde (on) Display 
28 vde (off) 

INSTRUMENTATION SUBSYSTEM 
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Table 2,9-1. ERA-1 - Conditioned and Preconditioned Interfacing Signals (cont) 
  

  

  

Thrust chamber 

assembly solenoid 
valve A4 closed - 

GR9661 

Thrust chamber 
assembly solenoid 
valve B4 closed - 
GR9662 

Thrust chamber 

assembly solenoid 
valve A3 closed - 

GR9663 

Thrust chamber 
assembly solenoid 
valve B3 closed - 
GR9664 

Thrust chamber 
assembly solenoid 
valve A2 closed - 
GR9665, 

Thrust chamber 

assembly solenoid 
valve B2 closed — 

GR9666 

Thrust chamber 

assembly solenoid 
valve Al closed - 
GR9667 

Thrust chamber 
assembly solenoid 
valve B1 closed - 
GR9668 

RCS/ASC intercon- 
nect A not closed - 
GR9631 

RCS/ASC intercon- 
nect B not closed - 
GR9I632     

Circuit No. 1 4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

Circuit No. 2 4 to 6 vde (on) 
0 to 0.5 vde (off) 
0-to 0.5 vde (on) 
28 vde (off) 

Circuit No. 3 4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

Circuit No. 4 4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

Circuit No. 5 4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

Circuit No. 6 4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

Circuit No. 7 4 to 6 vde (on) 
0 to 0.5 vde (off) 

Circuit No. 8 4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

Circuit No. 10 4 to 6 vde (on) 

0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

Circuit No. 11 4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off)     

Signal Nomenclature To To 
From ‘and Telemetry (Conditioning (ds Assembly 

(Subsystem) Code No. Unit) Output and Display) 

RCS 504-4 (13) 
(cont) 

PCMTEA (For CWEA, re- 
fer to 504-5, location 14. ) 
Display (SYSTEM A 
QUAD 4 talkback) 

PCMTEA (For CWEA, re- 
fer to 504-5, location 14.) 
Display (SYSTEM B 
QUAD 4 talkback) 

PCMTEA (For CWEA, re- 
fer to 504-5, location 14. ) 
Display (SYSTEM A 
QUAD 8 talkback) 

PCMTEA (For CWEA, re- 
fer to 504-5, location 14.) 
Display (SYSTEM B 
QUAD 3 talkback) 

PCMTEA (For CWEA, re- 
fer to 504-5, location 14. ) 
Display (SYSTEM A 
QUAD 2 talkback) 

PCMTEA (For CWEA, re- 
fer to 504-5, location 14. ) 
Display (SYSTEM B 
QUAD 2 talkback) 

PCMTEA (For CWEA, re- 
fer to 504-5, location 14. ) 
Display (SYSTEM A 
QUAD 1 talkback) 

PCMTEA (For CWEA, re- 
fer to 504-5, location 14. ) 

Display (SYSTEM B 
QUAD 1 talkback) 

PCMTEA 

Display (SYSTEM A ASC 
FUEL talkback) 

PCMTEA 

Display (SYSTEM B ASC 
FUEL talkback) 
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Table 2.9-1. ERA-1 - Conditioned and Preconditioned Interfacing Signals (cont) 

Signal Nomenclature To To 
From and Telemetry (Conditioning dS Assembly 

(Subsystem) Code No. Unit) Output and Display) 

NEY RCS 504-4 (13) 
(cont) (cont) 

Manifold crossfeed Circuit No. 12 4 to 6 vde (on) PCMTEA 
valves not closed = 0 to 0.5 vde (off) 
GR9613 0 to 0.5 vde (on) Display (CRSFD talkback) 

28 vde (off) 

‘Thrust chamber as- 504-5 (14) 4 to 6 vde (on) CWEA (RCS TCA warn- 
sembly solenoid 0 to 0. 5 vde (off) ing light inhibit signals) 
valves A4, B4, A3, Circuits No. 1 
B3,A2, B2, Al and through 8 
Bl closed - GR9661 respectively 
through GR9668 

506-4 (20) 

Quad cluster No. 3 - Cireuit No. 1 0 to 5 vde PCMTEA 
GR6002 (60 to +260° F) 

-60° to +260 F Display (TEMP indi- 
cator, panel 3) 

—” 
Quad cluster No. 2 - Circuit No. 2 0 to 5 vde PCMTEA 
GR6003 (-60° to +260° F) 

-60 to +260° F Display (TEMP indi- 
cator, panel 3) 

Quad cluster No. 1 - Circuit No, 3 0 to 5 vde PCMTEA 
GR6004 (-60° to +260° F) 

-60° to +260 F Display (TEMP indi- 
cator, panel 3) 

Quad cluster No. 4 - Circuit No. 4 0 to 5 vde PCMTEA 
GR6001 (-60° to +260° F) 

-6 to 260° F Display (TEMP indi- 
cator, panel 3) 

506-3 (21) 

Vo Suit inlet tempera- Circuit No. 1 0 to 5 vde PCMTEA and display 
, ture - GF1281 (420° to +120° F) (SUIT TEMP indicator) 

, 440° to +100° F               
~~ Deere EEE 
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Table 2.9-1. ERA-1 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

            
  

— 
Signal Nomenclature To To 

From and Telemetry (Conditioning (iS Assembly 
(Subsystem) Code No. Unit) Output and Display) 

RCS 506-3 (21) 
(cont) (cont) 

Cabin temperature - Circuit No. 2 0 to 5 vde PCMTEA and display 
GF1651 (+20° to +120° F) (CABIN TEMP 

+40° to +100° F indicator) 

EPS Commander's bus 502-2 (15) 
voltage - GC0301 

Circuit No. 3 26.5 to 40 vde CWEA (DC BUS 
warning light) 

504-1 (18) 
Commander's bus Circuit No. 3 0 to 5 vde PCMTEA and display 
voltage - GC0301 (0 to 40 vde) (VOLTS indicator) 

503-2 (17) 

Inverter bus Circuit No. 1 4.48 to 5.0 vde CWEA (INVERTER 
voltage - GC0071 (112 to 125 caution light) (For 

vrms) PCMTEA and display, 

refer to 504-1 (18) 
circuit No. 2.) 

504-1 (7) 

Selected ED battery Circuit No. 4 0 to 5 vde EPS display (VOLTS 
voltage - GY0703U indicator) 

Proconditioned 0 to 5 vde 

504-1 (18) 

Inverter bus Circuit No. 1 0 to 5 vde PCMTEA (For CWEA, 

frequency - GC0155 (380 to 420 cps) refer to 505-1 (16) 
circuit No. 1.) 

Inverter bus Circuit No, 2 0 to 5 vde PCMTEA, display 
voltage - GC0071 (105 to 125 (VOLTS indicator) (For 

vrms) CWEA, refer to 
503-2 (17) circuit No.1.) 

Main water regu- Circuit No. 4 0 to 5 vde PCMTEA 

lator AP - GF4101 (0 to 2 psia) 

505-1 (16) 

Frequency inverter Circuit No. 1 2,25 to 2.75 vde CWEA (INVERTER 

bus - GC0155 (398 to 402 cps) caution light) (For 

PCMTEA, refer to 
504-1 (18) circuit No.1.) 

_| 
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Table 2.9-1, ERA~1 - Conditioned and Preconditioned Interfacing Signals (cont) 

Signal Nomenclature To To 
From ‘and Telemetry (Conditioning (is Assembly 

(Subsystem) Code No. Unity Output and Display) 

WS MPS 504-1 (8) 

{ascent Regulator outlet Circuit No. 3 0 to 5 vde POMTEA 
propulsion manifold pressure - (0 to 300 psia) 
section) GP0025 

Preconditioned Less than 220 CWEA (ASC HI REG 
psia caution light) 

Helium tank No. 1 Circuit No. 4 0 to 5 vde POMTEA 
pressure - GP0001 (0 to 4, 000 psia) 

Preconditioned More than 2, 73 CWEA (ASC PRESS 
psia warning light) 

Circuit No. 4 0 to 4,000 psia Display (HELIUM 
indicator) 

504-4 (12) 

Helium primary line Circuit No. 6 4 to.6 vde (on) POMTEA 
solenoid valve 0 to 0.5 vde (off) 
closed - GP0318 0 to 0.5 vde (on) Display (ASCENT He 

28 vde (off) REG 1 talkback) 

Helium secondary Circuit No. 7 4 to 6 vde (on) POMTEA 
line solenoid valve 0 to 0.5 vde (off) 
closed - GP0320 0 to 0.5 vde (on) Display (ASCENT He 

28 vde (off) REG 2 talkback) 

Main propulsion Circuit No. 8 4 to 6 vde (on) PCMTEA (For CWEA, re- 
valve A closed - 0 to 0.5 vde (off) | fer to circuit No.1.) 
GR9609 0 to 0.5 vde (on) Display SYS A MAIN SOV 

28 vde (off) talkback) 

Spare - 26013 Circuit No. 9 4 to 6 vde (on) CWEA 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) Display 
28 vde (off) 

Main propulsion Circuit No. 10 4 to 6 vde (on) PCMTEA (For CWEA, re- 
valves B closed - 0 to 0.5 vde (off) | fer to circuit No.2.) 
GR9610 0 to 0.5 vde (on) Display (SYS B MAIN SOV 

28 vde (off) talkback) 

504-1 (19) 
NE . 

Helium tank No. 2 Circuit No. 1 0 to 5 vde POMTEA and display 
pressure - GP0002 (0 to 4, 000 psia) (HELIUM indicator) 

Preconditioned 3.74 to 5.0 vde CWEA (ASC PRESS 
2, 773 psia) warning light) 

NU 
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Table 2.9-1. ERA-1 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

Signal Nomenclature To To 
From and Telemetry (Conditioning (is Assembly 

(Subsystem) Code No. Unit) Output and Display) 

MPS 504-1 (19) 
(cont) (cont) 

(descent Helium regulator Circuit No. 2 0 to 5 vde PCMTEA 
propulsion output manifold (0 to 300 psia) 
section) pressure - GQ3018 

Preconditioned 3.65 to 4.32 vde CWEA (DES REG warn- 
(220 to 260 psia) ing light) 

{ascent Fuel bipropellant Circuit No. 3 0 to 5 vde PCMTEA 
propulsion valve inlet (0 to 250 psia) 

section) pressure - GP1501 

Preconditioned 2.4 to 5.0 vde CWEA (ASC PRESS 
(120 to 250 psia) warning light) 

Oxidizer bipro- Circuit No. 4 0 to 5 vde PCMTEA 
pellant valve inlet (0 to 250 psia) 
pressure - GP1503 

Preconditioned 2.4 to 5.0 vde CWEA (ASC PRESS 
(120 to 250 psia) warning light) 

506-3 (9) 

(descent Fuel tank No. 1 fuel Cireuit No. 1 0 to 5 vde PCMTEA 
propulsion bulk temperature - (+20° to +120°F) . 
section) GQ3718 +40° to +100°F Display (FUEL TEMP 

indicator) 

Fuel tank No. 2 fuel Circuit No. 2 0 to 5 vde PCMTEA 
bulk temperature - (+20° to +120°F) 
GQ3719 +40° to +100°F Display (FUEL TEMP 

indicator) 

(ascent Fuel tank, fuel bulk Circuit No. 3 0 to 5 vde PCMTEA 
propulsion temperature - (+20° to +120°F) 
section) GPO0718 +40° to +100°F Display (FUEL TEMP 

indicator) 

Oxidizer tank, Circuit No. 4 0 to 5 vde PCMTEA 
oxidizer bulk (+20° to +120°F) 
temperature - +40° to +100°F Display (OXID TEMP 
GP1218 indicator) 

506-3 (10) 

(descent Oxidizer tank No. 1, Circuit No. 3 0 to 5 vde PCMTEA 
propulsion oxidizer bulk tem- (20° to +120°F) 
section) perature - GQ4218 +40° to +100°F Display (OXID TEMP 

indicator)               
—_——— 
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Table 2.9-1. ERA-1 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

Signal Nomenclature To To 
From and Telemetry (Conditioning (iS Assembly 

(Subsystem) Code No. Unit) Output and Display) 

MPS 506-3 (10) 
(cont) (cont) 

Oxidizer tank No. 2, Circuit No. 4 0 to 5 vde PCMTEA 
oxidizer bull tem- (+20° to +120°F) 
perature - GQ4219 +40° to +100°F Display (OXID TEMP 

indicator) 

GN&Cs 502-2 (15) 

(control Automatic thrust Circuit No. 1 0 to 5.0 vde PCMTEA 
electronics command voltage - (0 to 12.0 vde) 
section) GH1331 0 to 4.583 vde Display (CMD THRUST 

(10% to 100%) indicator) 

Manual thrust Circuit No. 2 0 to 5.0 vde PCMTEA 
command voltage ~ (0 to 14.6 vde) 
GH1311 0.89 to 4.658vde . | Display (CMD THRUST 

(10% to 100%) indicator) 4 

Abort sensor as- Circuit No. 4 3.857 to 4.714 CWEA (AGS warning 
sembly voltage - vde light) 
GH3215 

503-2 (17) 

Rate gyro assembly Circuit No. 3 4,19 to 4.84vde CWEA (CES AC warning) 
pickoff excitation (26.0 to 30 vrms) 
(0.8 ke) voltage - 
GH1405 

504-2 (2) 

Jet No. B2U driver Circuit No. 1 4 to 6 vde (on) CWEA (RCS TCA warning 
output -.GH1426 0 to 0.5 vde (off) light) and PCMTEA 

Jet No. B2U driver Cireuit No. 2 4 to 6 vde (on) CWEA (RCS TCA warning 
output - GH1427 0 to 0.5 vde (off) light) and PCMTEA 

Jet No. A2A driver Circuit No. 3 4 to 6 vde (on) CWEA (RCS TCA warning 
output - GH1428 0 to 0.5 vde (off) light) and PCMTEA 

Jet No. B2L driver Cireuit No. 4 4 to 6 vde (on) CWEA (RCS TCA warning 
output ~ GH1429 0 to 0.5 vde (off) light) and PCMTEA 

Jet No. AlU driver Circuit No. 5 4 to 6 vde (on) CWEA (RCS TCA warning 
output ~ GH1430 0 to 0.5 vde (off) light) and POMTEA 

Jet No. BID driver Circuit No, 6 4 to 6 vde (on) CWEA (RCS TCA warning 
output - GH1431 0 to 0.5 vde (off) light) and PCMTEA 

Jet No. BIL driver Circuit No. 7 4 to 6 vde (on). CWEA (RCS TCA warning 
output - GH1433 0 to 0.5 vde (off) light) and PCMTEA             
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Signal Nomenclature To To 
From and Telemetry (Conditioning ds Assembly 

(Subsystem) Code No. Unit) Output and Display) 

GN&CS 504-2 (2) 
(cont) (cont) 

(Control Jet No, A1F driver Circuit No. 8 4 to 6 vde (on) CWEA (RCS TCA warning 
electronics output - GH1432 0 to 0.5 vde (off) light) and PCMTEA 
section) 

504-2 (3) 

Deadband select Circuit No. 1 4 to 6 vde (on) PCMTEA 
(wide) - GH1602 0 to 0.5 vde (off) 

Ascent engine arm Circuit No. 2 4 to 6 vde (on) PCMTEA 
(from panel 2) - 0 to 0.5 vde (off) 
GH1230 

Thrust chamber Circuits No. 3 6 vde (on) PCMTEA CWEA (RCS 
pressures - GR5041 through 8 0.5 vde (off) TCA warning light) 

. through GR5046 

Descent engine arm - Circuit No. 9 4 to 6 vde (on) PCMTEA 
GH1348 0 to 0.5 vde (off) 

X-translation over- Circuit No. 10 4 to 6 vde (on) PCMTEA 
ride - GH1893 0 to 0.5 vde (off) 

504-2 (4) 

(abort AEA test mode fail - Cirenit No. 1 4 to 6 vde (on) CWEA (AGS warning 
guidance G13232 0 to 0,5 vde (off) light) 
section) 

(control Jet No. B4U driver Circuit No. 3 4 to 6 vde (on) CWEA (RCS TCA warning 
electronics output - GH1418 0 to 0.5 vde (off) light) and PCMTEA 
section) 

Jet No. B4¥F driver Circuit No. 4 4 to 6 vde (on) CWEA (RCS TCA warning 
output - GH1420 0 to 0.5 vde (off) light) and PCMTEA 

Jet No. A4D driver Circuit No. 5 4 to 6 vde (on) CWEA (RCS TCA warning 
output - GH1419 0 to 0.5 vde (off) light) and PCMTEA 

Jet No. A4R driver Circuit No. 6 4 to 6 vde (on) CWEA (RCS TCA warning 
output - GH1421 0 to 0.5 vde (off) light) and PCMTEA 

Jet No. A8U driver Circuit No. 7 4 to 6 vde (on) CWEA (RCS TCA warning 
output - GH1422 0 to 0.5 vde (off) light) and PCMTEA 

Jet No. B3D driver Circuit No. 8 4 to 6 vde (on) CWEA (RCS TCA warning 
output - GH1423 0 to 0.5 vde (off) light) and PCMTEA 

Jet No. B3A driver Circuit No. 9 4 to 6 vde (on) CWEA (RCS TCA warning 
output - GH1424 0 to 0.5 vde (off) light) and PCMTEA   
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Table 2.9-1. ERA-1 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

            
  

  

Signal Nomenclature To To 
From and Telemetry (Conditioning (IS Assembly 

(Subsystem) Code No. Unit) Output and Display) 

GN&CS 504-2 (80) 
(cont) (cont) 

(Control Jet No. A3R driver Circuit No. 10 4 to 6 vde (on) CWEA (RCS TCA warning 
electronics output ~GH1425, 0 to 0.5 vde (off) light) and POMTEA 
section) 

504-2 (11) 

Thrust chamber Circuit No. 1 4 to 6 vde (on) PCMTEA and CWEA 
pressures - GH5031 through 10 0 to 0.5 vde (off) (RCS TCA warning light) 
through GR5040 

505-1 (16) 

{abort Frequency abort Cirouit No. 2 0.68 to 4.38 vde CWEA (AGS warning 
guidance sensor assembly - (885 to 415 eps) light) 
section) G13233 

Spare - 26015 Circuit No. 3 0 to 5 vde POMTEA 
(380 to 420 cps) 

506-3 (10) 

Abort sensor Circuit No. ‘2 0 to 5 vde PCMTEA 
assembly temper- +20° to +200°F 
ature ~ GI3301 

506-3 (21) 

(radar Rendezvous radar Circuit No. 3 0 to 5 vde PCMTEA 
section) temperature - (-200° to +200° F) 

GN7723 -54.07° to CWEA (HEATER caution 
+147.69° light) 
1.25 to 5.0 vde Display (TEMP indicator 
(-100° to +200°F) | panel 3) 

Landing radar Circuit No. 4 0 to 5 vde PCMTEA 
antenna tempera- {-200° to +200°F) 
ture - GN7563 ~15° to +150°F 

100° to +200°F 

EDS 504-1 (12) 

ED SYS A relay Circuit No. 11 4 to 6 vde (on) POMTEA 
transfer - GY0201 0 to 0.5 vde (off) 

0 to 0.5 vde (on) Display (SYS A compo- 
28 vde (off) nent caution light) CWEA 

(ED RELAYS caution 
light) 
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Table 2.9-1. ERA-1 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

          

Signal Nomenclature To To 
From and Telemetry (Conditioning (is Assembly 

(Subsystem) Code No. Umit) Output and Display) 

EDS 504-1 (12) 
(cont) (cont) 

ED SYS B relay Circuit No. 12 4 to 6 vde (on) PCMTEA 
transfer - GY0202 0 to 0.5 vde (off) - 

0 to 0.5 vde (on) Display SYS B component 
28 vde (off) caution light) CWEA (ED 

RELAYS caution light) 

504-2 (2) 

Abort commanded - Circuit No. 9 4 to 6 vde (on) CWEA (inhibit signal) 
GY0050 0 to 0.5 vde (off) | and PCM 

Spare - 26002 Circuit No. 10 4 to 6 vde (on) CWEA and PCMTEA 
0 to 0.5 vde (off) 

504-4 (13) 

Landing gear legs Circuit No. 9 4 to 6 vde (on) PCMTEA 
deployed - GM5000, 0 to 0.5 vde (off) 

0 to 0.5 vde (on) Display (LDG GEAR 
28 vde (off) DEPLOY talkback) 

504-5 (14) 

System A relays K7 Circuit No. 9 4 to 6 vde (on) PCMTEA 
through K15 closed - 0 to 0.5 vde (off) 
GY¥0231 

System B relays K7 Circuit No. 10 4 to 6 vde (on) PCMTEA 
through K15 closed - 0 to 0.5 vde (off) 
Gy0232 

EDS system A stage Circuit No. 11 4 to 6 vde (on) PCMTEA and display 
sequence relays 0 to 0.5 vde (off) (SYS A component caution 
(K1 through K6) - light) CWEA (ED 
GY0201 RELAYS caution light) 

EDS system B stage Circuit No. 12 4 to 6 vde (on) PCMTEA and display 
sequence relays 0 to 0.5 vde (off) (SYS B component caution 
(K1 through Ké) ~ light) CWEA (ED 
Gy0202 RELAYS caution light) 

cs 504-1 (5) 

S-band receiver Circuit No. 4 0 to 5 vde PCMTEA 
AGC - GT0994 

Preconditioned CWEA (S-BD ROVR 
caution light) 

503-2 (17) 

Spare - Z6016 Circuit No. 2 0 to 5 vde PCMTEA 
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7 
Signal Nomenclature To To 

From and Telemetry (Conditioning (iS Assembly 
(Subsystem) Code No. Unit) Output and Display) 

ECS 501-1 (8) 

Descent oxygen tank Circuit No. 1 2.22 vde (135 CWEA (Og QTY caution 
pressure - GF3584 psia) light) 

Circuit No. 2 0 to 5 vde PCMTEA 
(0 to 3, 000 psia) 
0 to 2,730 psia Display (Op QUANTITY 
(0% to 100%) indicator) (For CWEA, 
0.5 vde refer to 501-1 (8) 

circuit No. 1.) 

504-3 (3) 

Suit fan No. 1 Circuit No. 2 4 to 6 vde (on) PCMTEA and CWEA 
failure - GF1083 0 to 0.5 vde (off) (ECS caution light) 

Coolant fluid Circuit No. 3 4 to 6 vde (on) PCMTEA and CWEA 
level - GF9986 0 to 0.5 vde (off) (GLYCOL caution light) 

Suit fan No. 2 Circuit No. 6 4 to 6 vde (on) PCMTEA and CWEA 

failure - GF1084 0 to 0.5 vde (off) (SUIT/FAN warning 

light) 

EPS battery Circuit No. 7 4 to 6 vde (on) PCMTEA 
caution - GIA047 0 to 0.5 vde (off) 

" Emergency oxygen Circuit No. 8 4 to 6 vde (on) PCMTEA and CWEA 
valve electrically 0 to 0.5 vde (off) (CABIN warning light) 
open - GF3572 

504-4 (12) 

Cooling pump No. 1 Circuit No. 2 4 to 6 vde (on) PCMTEA 
failure - GF2936 0 to 0.5 vde (off) 

0 to 0.5 vde (on) Display (GLYCOL com- 
28 vde (off) ponent caution light) 

504-5 (13) 

Coolant pump No. 2 Circuit No. 3 Same as circuit CWEA (ECS caution 
failure - GF2935 No. 1 light) 

Spare ~ 26570 Circuit No. 4 Same as circuit PCMTEA 
No. 1 
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Table 2.9-2. ERA-2 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

              
  

  

Signal Nomenclature To To 
From and Telemetry (Conditioning (IS Assembly 

(Subsystem) Code No. Unit) Output and Display 

ECS 504-5 (5) 
(cont) 

COzg secondary Circuit No. 1 4 to 6 vde (on) PCMTEA 
cartridge - GF1241 0 to 0.5 vde (off) 

Suit diverter valve Circuit No, 2 Same as circuit PCMTEA 

position indicator No. 1 

closed - GF1221 

Suit pressure relief Circuit No. 3 Same as circuit PCMTEA 
valve position indi- No. 1 

cator closed - 
GF1211 

Suit pressure relief Circuit No. 4 Same as circuit PCMTEA 
valve position No. 1 

indicator open - 
GF1212 

Oxygen regulator Circuit No. 5 Same as circuit PCMTEA 
valve 306A locked No. 1 
closed - GF3071 

Oxygen regulator Circuit No. 6 Same as circuit PCMTEA 
valve 306A open - No. 1 

I GF3070 

Oxygen regulator Circuit No. 7 Same as circuit PCMTEA 
valve 306B locked No. 1 
closed - GF3073 

Oxygen regulator Circuit No. 8 Same as circuit PCMTEA 
valve 306B open - No. 1 

i GF3075 

Cabin gas return Circuit No. 9 Same as circuit PCMTEA 
valve position No. 1 
indicator closed - 
GF1231 

Cabin gas return Circuit No. 10 Same as circuit PCMTEA 
valve position No. 1 
indicator open - 
GF1232 

Suit inlet valve Circuit No, 11 Same as circuit PCMTEA 

position indicator No. 1 
No. 1 closed ~ 
GF1201 

| 
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Table 2,9-2, ERA-2 - Conditioned and Preconditioned Interfacing Signals (cont) 

Signal Nomenclature | To To 
From and Telemetry (Conditioning (iS Assembly 

(Subsystem) Code No. Unit) Output and-Display) 

ECS 504-5 (5) (cont) 
(cont) 

Suit inlet valve Circuit No. 12 Same as circuit PCMTEA 
position indicator No. 1 
No. 2 closed - 
GF1202 

506-3 (6) 

Spare - 26574 Circuit No. 2 0 to 5 vde PCMTEA 
(420° to +120° F) 

*RTG cask shield Circuit No. 3 0 to 5 vde PCMTEA 
temperature - 200 to +500 
GL8275 

Main sublimator Circuit No. 4 0 to 5 vde PCMTEA 
inlet water (420° to +160° F) 
temperature - +70° F normal 
GF4511 

506-3 (20) 

ECS Main sublimator Circuit No. 1 0 to 5 vde PCMTEA and display (A 
coolant inlet tem- (420° to +120° F) TEMP indicator) 
perature - GF2531 +70° F normal 

RCS Fuel tank A tem- Circuit No. 2 0 to 5 vde PCMTEA and display (A 
perature - GR2121 (420° to +120° F) TEMP indicator) 

+70 F normal 

Fuel tank B tem- Circuit No. 3 0 to 5 vde PCMTEA and display (B 
perature - GR2122 (+20° to +160° F) TEMP indicator) 

470° F normal 

EPS 501-1 (8) 

4.3 vde supply - Circuit No. 3 4.3 to 5.0 vde CWEA (CES DC warning 
GH1408 light) 

LM Pilot's bus Circuit No. 4 0 to 5 vde PCMTEA and display 
voltage - GC0302 (VOLTS indicator) (For 

CWEA, refer to 502-2 
(15) circuit No. 4.) 

502-2 (15) 

Primary -4.7 volts Circuit No. 1 3.50 to 4.33 vde CWEA (PRE AMPS 
de - GH1488 caution light) 

*LM 5 and LM 6 only. 
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Backup -4.7 volts 
de - GH1489 

Abort sensor 

assembly +28 vde - 
GI13214 

LM Pilot's bus 
voltage - GC0302 

**Battery No. 1 
voltage - GC0201 

Battery No. 2 
voltage - GC0202 

Battery No. 3 
voltage - GC0203 

Battery No. 4 
voltage - GC0204 

Battery No. 5 
voltage - GC0205 

Battery No. 6 
voltage - GC0206 

»*Battery No. 1 high- 
voltage tap - 
GC4361 

**Battery No. 1 low- 
voltage tap - 
GC4362 

**Battery No. 1 may not be carried on LM 6. 

Circuit No. 2 

Cireuit No. 3 

Circuit No. 4 

502-2 (16) 

Cireuit No. 1 

Circuit No. 2 

Circuit No. 3 

Circuit No. 4 

502-2 (17) 

Circuit No. 1 

502-2 (18) 

Circuit No. 1 

504-4 (4) 

Circuit No. 1 

Circuit No, 2     

3.50 to 4, 33 vde 

3.94 to 4.81 vde 

3.81 to 5.0 vde 

0 to 5 vde 

0 to 5 vde 

0 to 5 vde 

0 to 5 vde 

0 to 5 vde a 

0 to 5 vde 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

on page 2. 9-27 are valid if the battery is reinstalled. 

  

Signal Nomenclature To To 
From and Telemetry (Conditioning (IS Assembly 

(Subsystem) Code No. Unit) Output and Display) 

EPS 502-2 (15) (cont) 
(cont) 

CWEA (PRE AMPS 
caution light) 

CWEA (AGS warning 

light) 

CWEA (DC BUS warning 

light) (For PCMTEA and 
display, refer to 501-1 
(8) circuit No. 4.) 

PCMTEA and display 
(VOLTS indicator) 

PCMTEA and display 
(VOLTS indicator) 

PCMTEA and display 
(VOLTS indicator) 

PCMTEA and display 
(VOLTS indicator) 

PCMTEA and display 
(VOLTS indicator) 

PCMTEA and display 
(VOLTS indicator) 

PCMTEA 

Display (SE BAT 1 
talkback) 

PCMTEA 

Display (SE BAT 1 
talkback) 

The entries with two asterisks on this page and 
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Table 2. 9-2. ERA-2 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

    

Battery No. 2 high- 
voltage tap ~ 
GC4363 

Battery No. 2 low- 
voltage tap ~ 
GC4364 

Battery No. 3 high- 
voltage tap - 
GC4365 

Battery No. 3 low- 
voltage tap - 
GC4366 

Battery No. 4 high- 
voltage tap — 
GC4367 

Battery No. 4 low- 
voltage tap - 
GC4368 

Battery No. 5 on 
(Commander's bus) 
C4369 

Battery No. 6 on 
(Commander's bus) 
GC4370 

Battery No. 5 on 
(LM Pilot's bus) - 
GC4371 

Battery No. 6 on 
(LM Pilot's bus) - 
GC4372 

Circuit No. 3 

Circuit No. 4 

Circuit No. 5 

Circuit No. 6 

Circuit No. 7 

Circuit No. 8 

Circuit No. 9 

Circuit No. 10 

Cireuit No. 11 

Circuit No. 12     

Signal Nomenclature To To 
From and Telemetry (Conditioning (is Assembly 

(Subsystem) Code No. Unit) Output and Display) 

EPS 504-4 (4) (cont) 
(cont) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

6 vde (on) 
0.5 vde (off 
0.5 vde (on) 

de ( 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
28 vde (off)   

PCMTEA 

Display (SE BAT 2 
talkback) 

PCMTEA 

Display (SE BAT 2 
talkback) 

PCMTEA 

Display (CDR BAT 3 
talkback) 

PCMTEA 

Display (CDR BAT 3 
talkback) 

PCMTEA 

Display (CDR BAT 4 
talkback) 

PCMTEA 

Display (CDR BAT 4 
talkback) 

PCMTEA 

Display (BAT 5 BACKUP 
CDR FEED talkback) 

PCMTEA 

Display (BAT 6 NORMAL 
CDR FEED talkback) 

PCMTEA 

Display (BAT 5 NORMAL 
SE FEED talkback) 

PCMTEA 

Display (BAT 6 BACK UP 
SE FEED talkback)     

Mission LM 
INSTRUMENTATION SUBSYSTEM 

Basic Date__15 December 1968 Change Date. 

  

Page 2, 9-25



  

  

  

LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

  

  

Table 2.9-2. ERA-2 - Conditioned and Preconditioned Interfacing Signals (cont) 

Signal Nomenclature To To 
From and Telemetry (Conditioning (IS Assembly 

(Subsystem) Code No. Unit) Output and Display) 

EPS 504-4 (12) 
(cont) 

CWEA power Circuit No. 1 4 to 6 vde (on) PCMTEA 
supply failure - 0 to 0.5 vde (off) 
GL4054 0 to 0.5 vde (on) 

28 vde (off) 

MPS 

(descent Descent propellant Circuit No. 3 4 to 6 vde (on) PCMTEA and CWEA 
propulsion tanks (liquid level 0 to 0.5 vde (off) (DES QTY warning light) 

section) low) - GQ4455 

Spare - 26556 Circuit No. 4 Same as circuit Same as circuit No. 2 

No. 2 

AGS AGS mode control Circuit No. 5 4 to 6 vde (on) PCMTEA 

(attitude hold) - GH1642 0 to 0.5 vde (off) 

AGS mode control Cireuit No. 6 4 to 6 vde (on) PCMTEA 
(automatic) - GH1641 0 to 0.5 vde (off) 

EPS *Battery No. 1 mal- Circuit No. 7 4 to 6 vde (on) PCMTEA 

  
function (plus battery 
fault signal from IS 
for BAT FAULT com- 
ponent caution light) - 
GC9961 

Battery No. 2 mal- 
function (same as 
circuit No. 7) - 
GC9962 

Battery No. 3 mal- 
function (same as 
circuit No. 7) - 
Gc9963 

Battery No. 4 mal- 
function (same as 
circuit No. 7) - 
Gc9964 

Battery No. 5 mal- 
function (same as 
circuit No. 7) - 
GF9965 

Circuit No. 8 

Circuit No. 9 

Circuit No. 10 

Circuit No. 11     
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
5.0 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
5.0 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
5.0 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
5.0 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 
0 to 0.5 vde (on) 
5.0 vde (off)   

Display (BAT FAULT 
component caution light) 
(For CWEA, refer to 
504-5 (18) Circuit No. 7.) 
PCMTEA 

Same as circuit No. 7 
(For CWEA, refer to 
504-5 (18) circuit No. 8.) 

PCMTEA 

Same as circuit No. 7 

(For CWEA, refer to 
504-5 (13) circuit No. 9.) 
PCMTEA 

Same as circuit No. 7 
(For CWEA, refer to 
504-5 (13) circuit No. 
10.) 

PCMTEA 

Same as circuit No. 7 
(For CWEA, refer to 
504-5 (13) circuit No. 
11.) 
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Table 2,9-2, ERA-2 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

    Oxidizer tank 
low level - GP1408 

MASTER ALARM 
identification - 
G1A069 

Circuit No. 7 

Circuit No. 8     

Signal Nomenclature To To 
From and Telemetry (Conditioning (IS Assembly 

(Subsystem) Code No. Unit) Output and Display) 

EPS 504-4 (12) (cont) 
(cont) 

Battery No. 6 mal- Circuit No. 12 4 to 6 vde (on) PCMTEA 
function (same as 0 to 0.5 vde (off) 
cireuit No. 7) - 0 to 0.5 vde (on) Same as circuit No. 7 
GC9966 5.0 vde (off) for CWEA, refer to 

504-5 (13) circuit No. 
12.) 

504-5 (13) 

**Battery No. 1 mal- Circuit No. 7 Same as circuit CWEA (BATTERY 
function (plus EPS No. 1 caution light) (For 
battery caution PCMTEA and display, 
signal from IS) - refer to 504-4 (12) 
GC9961 circuit No. 7.) 

Battery No. 2 mal- Circuit No. 8 Same as circuit CWEA (BATTERY 
function (same as No. 1 caution light) (For 
circuit No. 7) - PCMTEA and display, 
GC9962 refer to 504-4 (12) 

circuit No. 8.) 

Battery No. 3 mal- Circuit No. 9 Same as circuit CWEA (BATTERY 
function (same as No. 1 caution light) (For 

cireuit No. 7) - PCMTEA and display, 
GC9963 refer to 504-4 (12) 

circuit No. 9.) 

Battery No. 4 mal- Circuit No. 10 Same as circuit CWEA (BATTERY 
function (same as No. 1 caution light) (For 
circuit No. 7) - PCMTEA and display, 
GcC9964 refer to 504-4 (12) 

circuit No. 10.) 

Battery No. 5 mal- Circuit No. 11 Same as circuit CWEA (BATTERY 

function (same as No. 1 caution light) (For 
circuit No. 7) - PCMTEA and display, 
GC9965 refer to 504-4 (12) 

circuit No. 11.) 

Battery No. 6 mal- Circuit No. 12 Same as circuit CWEA (BATTERY cau- 
function (same as No. 1 tion light) (For PCMTEA 
circuit No, 7) - and display, refer to 
GcC9966 504-4 (12) circuit No. 12.) 

MPS 504-3 (2) 

(ascent pro- Fuel tank low Circuit No. 6 4 to 6 vde (on) PCMTEA and CWEA 
pulsion level - GP0908 0 to 0.5 vde (off) (ASC QTY caution light) 
section) 

4 to 6 vde (on) 
0 to 0.5 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off)   PCMTEA and CWEA 

(ASC QTY caution light) 

PCMTEA   
  

Mission LM 
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Table 2.9-2. ERA-2 - Conditioned and Preconditioned Interfacing Signals (cont) 
  

  

            

Signal Nomenclature To To 
From and Telemetry (Conditioning (iS Assembly) 

(Subsystem) Code No. Unit) Output and Display) 

MPS 
(cont) 

504-5 (14) 

“Shutoff valves A/B Circuit No. 9 Same as circuit PCMTEA 
in midposition - No. 1 
GQ7498 

***Shutoff valves G/D Circuit No. 10 Same as circuit PCMTEA 
in midposition - No. 1 
GQ7499 

(ascent Solenoid/bipropellant Circuit No, 11 Same as circuit PCMTEA 
propulsion valves A mismatch - No. 1 
section) GQ2997 

Solenoid/bipropellant Circuit No. 12 Same as circuit PCMTEA 
valves B mismatch - No. 1 
GQ2998 

506-3 (21) 

(ascent Helium tank No. 1 Cireuit No. 3 0 to 5 vde PCMTEA and display 
propulsion temperature - (-200° to #200°F) | (HELIUM indicator) 
section) GP0201 

Helium tank No. 2 Circuit No. 4 0 to 5 vde PCMTEA and display 
temperature - (-200° to +200°F) | (HELIUM indicator) 
GP0202 +7 F normal 

GN&CS 502-2 (17) 

(control X-translation Circuit No. 2 0 to 5 vde PCMTEA 
electronics command voltage ~ 
section) GH1240 

Y-translation Circuit No. 3 0 to 5 vde PCMTEA 
command voltage ~ 
GH1241 

Z-translation Circuit No. 4 0 to 5 vde PCMTEA 
command voltage - 
GH1242 

502-2 (18) 
Roll logic input error Circuit No. 2 0 to 5 vde PCMTEA 
voltage - GH1249 

**LM 5 and LM 6 only, 
but ignored. 
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Table 2, 9-2, ERA-2 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

    failure - GL4028 

Landing radar range 
data not good - 
GN7521 

Circuit No. 3     1 

Signal Nomenclature To To 
From and Telemetry (Conditioning (Ss Assembly 

(Subsystem) Code No. Unit) Output and Display) 

GN&CS 502-2 (18) (cont) 
(cont) 

(control Yaw logic input Circuit No. 3 0 to 5 vde PCMTEA 
electronics error voltage - 
section) GH1247 

Pitch logic input Circuit No. 4 0 to 5 vde PCMTEA 
error voltage ~ 
GHi248 

502-2 (19) 

+15-vde supply - Circuit No. 1 4, 12 to 4.71 vde CWEA (CES DC warning 
GH1406 light) 

-15-vde supply - Circuit No. 2 4, 12 to 4.71 vde CWEA (CES DC warning 
Gu1407 light) 

+6, 0-vde supply - Circuit No. 3 3.86 to 4.71 vde CWEA (CES DC warning 
GH1493 light) 

~6. 0-vde supply - Circuit No. 4 3.86 to 4.71 vde CWEA (CES DC warning 
GH1494 light) 

503-2 (7) 

Rate gyro assembly Circuit No. 1 3. 83 to 4,83 vde CWEA (CES AC warning 
spin motor line A-B light) 
vollage ~ GH1401 

Rate gyro assembly Circuit No. 2 3. 83 to 4.83 vde CWEA (CES AC warning 
spin motor line B-C light) 
voltage - GH1402 

Rate gyro assembly Circuit No. 3 3.83 to 4.83 vde CWEA (CES AC warning 
spin motor line C-A light) 
voltage - GH1403 

GN&CS 504-3 (2) 

(radar CES A-C power Circuit No. 1 4 to 6 vde (on) PCMTEA 
section) supply failure - 0 to 0.5 vde (off) 

GLa026 

AGS power supply Circuit No. 2 4 to 6 vde (on) PCMTEA 
0 to 0.5 vde (off) 

4 to 6 vde (on) 
0 to 0.5 vde (off)   PCMTEA and CWEA     

Mission. LM 
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Table 2.9-2. ERA-2 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

  

  

- 
Signal Nomenclature To To 

From and Telemetry (Conditioning (S Assembly 
(Subsystem) Code No. Unit) Output and Display) 

GN&CS (cont) 504-3 (2) (cont) 

(radar Landing radar Circuit No. 4 4 to 6 vde (on) PCMTEA and CWEA 
section) velocity data - 0 to 0.5 vde (off) 

GN7557 

Rendezvous radar, Circuit No. 5 4 to 6 vde (on) PCMTEA and CWEA 
no track indication - 0 to 0.5 vde (off) (RNDZ RDR caution light) 

GN7621 

(control Ascent engine on/ Circuit No. 10 4 to 6 vde (on) PCMTEA and CWEA 
electronics off to propulsica - 0 to 0.5 vde (off) 
section) GH1260 

(abort Abort guidance + Cireuit No. 11 4 to 6 vde (on) PCMTEA and CWEA 
guidance section warmup - 0 to 0.5 vde (off) 

section) GI3305 

CES d-c power sup- Circuit No. 12 4 to 6 vde (on) PCMTEA 
ply failure - GL4027 0 to 0.5 vde (off) 

GN&CS 504-3 (3) 

Primary guidance Circuit No. 1 4 to 6 vde (on) PCMTEA 

and navigation 0 to 0.5 vde (off) 
section - GG9003 

(control Descent engine Circuit No. 4 4 to 6 vde (on) PCMTEA and CWEA 
electronics on - GH1301 0 to 0.5 vde (off) 

section) 

Guidance select Circuit No. 5 4 to 6 vde (on) PCMTEA and CWEA 
switch (AGS) - 0 to 0.5 vde (off) 
GH1621 

Pitch trim failure - Circuit No. 9 4 to 6 vde (on) PCMTEA and CWEA 
GH1323 0 to 0.5 vde (off) (ENG GMBL caution light) 

Roll trim failure - Circuit No. 10 4 to 6 vde (on) PCMTEA and CWEA 
GH1330 0 to 0.5 vde (off) (ENG GMBL caution light) 

(primary LM guidance com- Circuit No. 11 4 to 6 vde (on) PCMTEA and CWEA 
guidance puter warning - 0 to 0.5 vde (off) (LGC warning light) 
and GG9001 
navigation 
section) 

Inertial subsystem Circuit No. 12 6 vde (on) PCMTEA and CWEA 
warning ~ GG9002 0 to 0.5 vde (off) (ISS warning light) 

504-5 (13) 

(control Roll attitude control Cireuit No. 1 4 to 6 vde (on) PCMTEA 
electronics selector - GH1628 0 to 0.5 vde (off) 
section)           
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Table 2. 9-2. ERA-2 - Conditioned and Preconditioned Interfacing Signals (cont) 

  

From 
(Subsystem) 

Signal Nomenclature 
and Telemetry 

Code No. 

To 
(Conditioning 

Unit) Output 

To 

(IS Assembly 
and Display) 

  

GN&CS (cont) 

(control 
electronics 
section) 

{abort 
guidance 
section) 

(control 
electronics 

section) 

(control 
electronics 

section) 

    

Pitch attitude 
control selector ~ 
GH1629 

Abort guidance 
section standby 
condition - GI3306 

Yaw attitude con- 
trol selector - 
GH1630 

Abort stage com- 
mand ~ GH1283 

Engine fire 
override - GH1286 

PGNS mode select - 
(automatic) GH1643 

PGNS mode select - 

(attitude hold) - 
GH1644 

Attitude controller 

assembly out of 
detent - GH1204 

Automatic engine-on 
command - GH1214 

Automatic engine-off 
command - GH1217 

Unbalanced 
couples - GH1896 

Pitch gimbal drive 
actuator position - 
GH1313, GH1314 

504-5 (13) (cont) 

Circuit No. 2 

Circuit No. a 

Circuit No. 6 

504-5 (14) 

Circuit No. 1 

Circuit No. 2 

Circuit No. 3 

Cireuit No. 4 

Circuit No. 5 

Circuit No. 6 

Circuit No. 7 

Circuit No. 8 

507-1 (9) 

Circuit No. 1     

Same as circuit 
No. 1 

Same as circuit 
No. 1 

Same as circuit 
No. 1 

Same as circuit 
No. 1 

Same as circuit 
No. 1 

Same as circuit 
No. 1 

Same as circuit 
No. 1 

Same as circuit 
No. 1 

Same as circuit 
No. 1 

Same as circuit 
No. 1 

0 to 5 vde   

PCMTEA 

PCMTEA 

PCMTEA 

PCMTEA 

PCMTEA 

PCMTEA 

PCMTEA 

PCMTEA 

PCMTEA 

PCMTEA 

PCMTEA 

PCMTEA     
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Table 2. 9-2. ERA-2 - Conditioned and Preconditioned Interfacing Signals (cont) 

Signal Nomenclature To To 
From and Telemetry (Conditioning (IS Assembly 

(Subsystem) Code No. Unit) Output and Display) 

GN&CS. 507-1 (9) (cont) 
(cont) 

(control Cireuit No, 2 Same as circuit PCMTEA 
electronics No. 1 
section) 

Yaw attenuator 3 Same as circuit PCMTEA 
error - GH1455 No. 1 

Pitch attenuator Circuit No. 4 Same as circuit PCMTEA 
error - GH145¢ No. 1 

507-1 (10) 

Roll attenuator Cireuit No. 1 0 to 5 vde PCMTEA 
error - GH1457 (-3.5 to #3.5, 

vrms) 

Yaw rate gyro Circuit No. 2 0 to 5 vde PCMTEA 
signal - GH1461 (-3.5 to +3.5 

vrms) 

Pitch rate gyro Circuit No. 3 0 to 5 vde PCMTEA 
signal - GH1462 (-3.5 to #3.5 

vrms) 

Roll rate gyro Circuit No. 4 0 to 5 vde PCMTEA 
signal - GH1463 (-3.5 to +3.5 

yrms) 

cs 506-3 (21) 

S-band steerable Cireuit No, 2 0 to 5 vde Display (TEMP indi- 
antenna electronic (-200° to +200°F) | cator, panel 3) CWEA 
assembly temper- 1.7 to 4,4 vde (HEATER caution 
ature - GT0454 lighi) 

PCMTEA 

506-3 (20) 

ECS Main sublimator Circuit No. 4 0 to 5 vde PCMTEA and display 
coolant outlet tem- (420° to #120° F) 
perature - GF2581 +70° F normal 
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2.9.4,2.1  D-C Amplifiers. 

The d-c amplifier subassembly (501-1) contains four d-c amplifier channels which receive 

unipolar or bipolar analog voltage inputs and provides four single-channel linear outputs. The unipolar 

input range is adjustable from 0 to +0.2 volts dc and 0 to +5 volts de. A maximum input of +0.2 to +5 

volts de provides a +5-volt output. The bipolar input range is adjustable from -0.1 to +0.1 volts de and 

-2.5 to +2.5 volts dc. A maximum negative input of -0. 1 to -2.5 volts de provides zero volts output. A 

maximum positive input of +0. 1 to +2.5 volts de provides a +5-volt output. When operating in a unipolar 
mode, the output is directly proportional to the input. In the bipolar mode, zero input produces a +2.5- 

volt output. 

The inputs to the d-c amplifier subassembly are amplified by a variable-gain d-c amplifier 

and fed to a 1.8-ke modulator. The modulated signal is routed through a transformer, for impedance 

matching and ground isolation. The signal is then demodulated and fed to a two-stage filter circuit that 

attenuates the ripple and provides the required bandpass. The d-c signal is then fed to an output ampli- 

fier to provide a low output impedance. A zener diode across the amplifier limits the output to ensure 
that maximum and minimum voltage output limits are not exceeded. A zero offset and gain control is 

provided so that zero input voltage results in zero output voltage and the proper gain is realized. 

2.9.4.2.2 Attenuators. 

The attenuator subassembly (502-2) contains four separate attenuation channels, which pro- 
vide signal conditioning and input, output, and ground isolation. Each channel accepts either unipolar or 

bipolar analog d-c voltage inputs and provides four single-channel outputs (0 to 5 volts dc). When operat- 

ing in the bipolar mode, the attenuators receive input signals with a range, which is adjustable from -2.5 

to +2.5 volts de and -20 to +20 volts dc. The maximum negative input (adjustable from -2.5 to -20 volts 

dc) corresponds to a zero output; the maximum positive input (adjustable from +2.5 to +20 volts de), to 
a +5-volt d-c output. Zero input provides a +2.5-volt output. When operating in the unipolar mode, the 

output is directly proportional to the input. In this mode, analog inputs are zero and 5 volts de (mini- 

mum attenuation) to 40 volts dc (attenuation of 8, or a gain of 1/8). The maximum input corresponds 
to a +5-volt output. 

The input signal is applied to an attenuator, which has a gain control for setting full-scale 

output for maximum input. The attenuator output is conditioned by a d-c amplifier and fed to a transistor 

chopper. The chopper output is routed through a transformer for input, output, and ground isolation. 

This signal is then rectified and fed to a two-stage filter that attenuates the ripple and provides the re- 

quired bandpass. The d-c signal is then fed to an output amplifier to provide a low output impedance. A 

zener diode across the amplifier limits the output to ensure that the maximum and minimum voltage out- 

put limits are not exceeded. 

2.9,4.2.3 AC-to-DC Converters. 

Each ac-to-de converter subassembly (503-2) contains three separate ac-to-de converter 

nels, which condition sinusoidal a-c input signals within a frequency range of 400420 cps to 800120 cps. 
Each channel also provides input, output, and ground isolation. The three single-channel analog out- 
puts are within a range of 0 to 5 volts dc. The outputs are proportional to the average a-c voltage 
input. Converter gain is adjustable to provide full-scale output (+5 volts de), corresponding to full- 

scale inputs of 21 to 31 and 100 to 150 volts rms. 

The input signal is applied to an attenuator, which has a gain control for setting full-scale 

output for maximum input. The attenuator output is fed through an a-c amplifier to a transformer for 

input, output, and ground isolation, After demodulation by a precision rectifier, the signal is fed to an 

active filter that attenuates the ripple and provides proper bandpass and low output impedance. A zener 

diode across the amplifier limits the output to ensure that the maximum and minimum voltage output 

limits are not exceeded. 

2.9.4.2.4 Analog Signal Isolating Buffers. 

The analog signal isolating buffer assembly (504-1) contains four buffer channels which 

receive 0- to 5-volt d-c input signals and provide input, output, and ground isolation and unity gain at its 

four single-output channels. Operation of the buffer channels is similar to that of d-c amplifier 
subassembly 501-1, except that they all are unipolar and have a fixed unity gain. 
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The input signals are conditioned by a unity gain d-c amplifier and fed to a transistor 
chopper. The chopper output is routed through a transformer for input, output, and ground isolation. 
The signal is then rectified and passed through a filter that attenuates ripple and provides proper band- 
pass. The filter output is fed to an output buffer amplifier to provide a low output impedance. A zener 
diode across the amplifier output ensures that the maximum and minimum voltage output limits are not 
exceeded. 

2.9.4.2.5 Discrete Signal Isolating Buffers. 

The discrete signal isolating buffer assemblies (504-2, -3, -4, and 5) receive remote 
switch (solid-state or mechanical) closures and provide either 10 dual-channel, 12 single-channel, or 
12 dual-channel output step voltages, and solid-state closures. 

Buffer 504-2 has a floating input to provide isolation. The buffer has 10 dual buffer 
channels with discrete output step voltages (0.0 to 5.0 volts dc). Each channel is fully isolated from 
input, output, and ground. Upon receiving a mechanical or solid-state switch closure at the input, 
the selected channel provides two step voltage output signals. An input of 14 to 28 volts de or an open 
circuit produces zero volts at the output. A discrete closure input actuates an electronic switch that 
connects a reference square-wave oscillator to a transformer for input-to-output and ground isolation. 
The signals are then rectified and fed to a filter that attenuates the ripple. A zener diode across the 
filter limits the output to ensure that maximum and minimum voltage output limits are not exceeded. 

Buffers 504-3, -4, and -5 receive signals from floating sources; the negative input ter- 
minals are grounded to the LM 28-volt power supply. Buffers 504-3 and -4 have 12 dual-channel outputs: 

buffer 504-5 has 12 single-channel outputs. The dual channels of buffer 504-3 provide 24 discrete output 
step voltages that are isolated. These output voltages range from 3.4 to 6 volts de when the buffer is 
turned on; from 0.0 to 0.5 volt de when it is turned off. The dual channels of buffer 504-4 provide 12 
discrete output step voltages that are isolated. They range from 3.4 to 6 volts de when the buffer is 
turned on; from 0.0 to 0.5 volts de when it is turned off. These dual channels also provide 12 solid-state 
switch closure outputs that are used for talkback or lamp displays. The single-channel outputs of buffer 
504-5 provide 12 discrete output step voltages that are isolated. These voltages have the same range as 
those of buffers 504-3 and -4, 

A discrete closure for these buffers actuates an electronic switch, which connects the 
+28-volt d-c power supply to a square-wave oscillator. The oscillator is coupled to the output through 
a transformer for input, output and ground isolation. The signal is then rectified and fed to a filter 
that attenuates the ripple. A zener diode across the filter limits the output to ensure that maximum and 
minimum voltage output limits are not exceeded. 

2.9.4.2.6 Frequency-to-DC Converters. 

The frequency-to-de converter subassembly (505-1) contains three frequency-to-de con- 
verter channels that receive sinusoidal inputs with frequency variations between 380 and 420 cps and a 
carrier amplitude of 20 to 130 volts rms. Zero volts de corresponds to the low limit of the input 
frequency range; 5 volts dc, to the high limit of the input frequency range. 

The input sine wave is limited and changed to peaked pulses in a differentiator circuit. 
Each positive spike of the differentiator output triggers a one-shot multivibrator at a rate dependent upon 
the input frequency. The multivibrator has an accurate timing circuit, which maintains the on state for 

a definite period. Each state of the multivibrator actuates the switching of a precision d-c reference. 
At the low-frequency limit, the differentiator and multivibrator outputs are equal in time periods, pro- 
viding a zero-volt output. At the high-frequency limit, the outputs are unequal in time periods, pro- 
viding a voltage that is amplified, transformer coupled for isolation, rectified, and filtered to a 5-volt 
d-c level. A zener diode across the amplifier output ensures that maximum and minimum voltage out- 
put limits are not exceeded. 

2,.9.4,2.7 | Resistance-to-DC Converters. 

The resistance-to-de converter subassemblies (506-3 and -4) contain four dual resistance- 
to-de converter channels. Each subassembly provides two 0- to 5-volt d-c outputs, corresponding to re- 
sistance values of the associated subsystem temperature sensors, at each channel. 
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Each resistance-to-dc converter includes a dc energized Wheatstone bridge and an amplifier. Bridge 
excitation is obtained from a precision regulator circuit. The bridge output is linear with tempera- 
ture changes as follows: 

Subassembly Temperature (°F) Resistance (ohms) t 

506-3 +20 to +120 1, 364 to 1,671 t 
+20 to +160 1, 364 to 1, 793 
+20 to +200 1, 364 to 1,914 
-200 to +200 665 to 1,914 
-200 to +500 665 to 2, 795 

506-4 -60 to +260 1, 113 to 2, 092 ' 

Each 506-3 bridge circuit can be shunted to change the bridge sensitivity in accordance with the I 
required sensor resistance ranges. The 506-4 is a single-range unit. The bridge output signal is 
amplified and provides a d-c output voltage, which is an analog of the input resistance. The d-c voltage 
output is then processed through circuits that ensure that each channel provides two fully isolated 
voltage outputs. A zener diode across the amplifier output ensures that maximum and minimum voltage 

output limits are not exceeded. 

2.9.4,2.8 Phase-Sensitive Demodulators. 

The phase-sensitive demodulator subassembly (507-1) receives a-c signals from LM sub- 
systems, compares them to a reference signal of the same frequency, and provides 0- to 5-volts d-c t 
outputs. The subassembly contains four phase-sensitive demodulator channels. Each channel includes 
an input amplifier, a demodulator, and an active filter. The sinusoidal input voltage to be conditioned i 
is of the same frequency as the phase reference signal and is either in phase or 180 out of phase with 
it (input signal is either positive or negative respectively). For negative signals, the output varies 
linearly from 2.5 to 0 volts: for positive signals, the output varies linearly from 2.5 to 5 volts. The 
relationship between the input signal and the phase d the reference signal, and the resultant d-c output 
is as follows: 

Input Voltage D-C Output 
(vrms) Phase Angle (Volts) 

Maximum 180° 0 
0.5 maximum 180° 1.25 
0.0 180°/0° 2.50 
0.5 maximum o° 3.75 
Maximum o° 5.0 

The input signal is fed to an attenuator and gain control circuit that permits adjusting 
the full-scale output to 5 volts de for an a-c input of 2.8, 3.5, 15, and 26 volts. The signal then passes through 
an a-c amplifier to a demodulator, where it is compared to the reference signal. The resultant 
demodulated signal passes through a filter circuit that provides the required bandpass. A zener diode 
across the amplifier output ensures that maximum and minimum voltage output limits are not exceeded. I 

2.9.4.3 Pulse-Code-Modulation and Timing Electronics Assembly. 

The PCMTEA converts all data inputs generated by the subsystem sensors into serial digital 
output signals. These signals are routed to the CS for transmission to MSFN or the CSM. The PCMTEA 
consists of pulse-code-modulation equipment that processes subsystem data and timing electronics 
equipment that provides timing and synchronizing signals to other LM subsystems. The PCMTEA 
(figure 2. 9-2) consists of the following: 
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e Pulse-code-modulation equipment 
Analog multiplexer gate drivers 
High-level analog multiplexer and high-speed gates 
Analog-to-digital converter (coder) 
Calibrator 
Programmer 
Digital multiplexer 
Output register and data transfer buffers 
Power supply 

e Timing electronics equipment 
Phase-locked oscillator and doublers 
Oscillator failure-detection circuits 
Decision network 
Timing generator 

Time accumulator and serial time code generator 

2.9.4.3.1 Analog Multiplexer Gate Drivers, (See figure 2. 9-5.) 

Upon command from the programmer, the analog multiplexer gate drivers perform the 
switching required by the high-level analog gates for sampling the analog inputs. Two basic types of 
drivers are used: row and column. A row driver is used to activate 6 to 24 gates; a column driver, 
7 to 14 gates. A row driver is a compound NPN transistor stage, used in the common-emitter configura- 
tion. The row driver is switched on by a positive-going row command from the programmer. Each 
column driver is a two-stage, direct-coupled amplifier that uses NPN and PNP transistors connected in 
the common-emitter configuration. Each column driver is switched on by a positive-going column 
command from the programmer. 

2.9.4.3.2 High-Level Analog Multiplexer and High-Speed Gates. (See figures 2.9-6 and 2. 9-7.) 

The high-level analog gates sample 277 high-level (0 to 5 volts) analog input channels from 
LM equipment and generate PAM outputs for each channel input. The pulses occur at the sampling rate 
of the channel; the amplitude of each pulse represents the analog input at sampling time. The high-level 
analog gates comprise matrix combinations in an OR-gate arrangement to provide as many as 24 channel 
inputs per row, with multiple rows forming the desired matrices. Five primary gates in each row use 
a common sequencer gate. The sequencer gate prevents a shorted primary gate from causing loss of 
data from more than four primary gates. The shorted gate is not affected and remains on, allowing 
data to flow continuously. The matrices process the high-level analog inputs and supply four PAM 
outputs to the high-speed gates. The high-speed gates contain four electronic switches and four 
associated drivers; they sharply time each pulse in the PAM train. The primary and secondary gates 
do not turn off sharply; therefore, the trailing edge of each PAM pulse at the input to the sequencer gates 
gradually trails off to zero. The high-speed gates cut off each pulse sharply before combining all pulses 
into one serial PAM train. Commands from the programmer to the high-speed gates connect the output 
of the high-level analog multiplexer to the input of the coder sample-and-hold circuitry. 

2.9.4.3.3 Analog-to-Digital Converter. (See figure 2. 9-8.) 

Controlled by the programmer, the analog-to-digital converter (coder) receives analog 
high-level PAM inputs from the high-speed gates. The coder converts analog input data to digital 
form. Based upon commands from the programmer, the coder provides a digital output of eight-bit 
words to the digital multiplexer. (Refer to paragraph 2. 9.4.3.6.) The coder converts the input 
voltages to an eight-bit binary code: zero volts is coded as binary 00000001 (110); 5 volts, as binary 
11111110 (25410). For each additional 19. 7-millivolt input, the binary code is increased by binary 
1, until the 5-volt level is obtained. Underscale voltages (less than zero) are represented as binary 
00000000 (0); overscale voltages (more than 5 volts), as binary 11111111 (25510), The sample-and- 
hold circuitry of the coder comprises an input buffer amplifier, a charging capacitor with gates, 
and an output buffer. The output buffer provides the voltage for driving the current-summing 
junction. 

  

3 INSTRUMENTATION SUBSYSTEM 
Page __2.9-36 Mission_LM Basic Date _ 15 December 1968 Change Date



—S 

LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 
  

    

      

         

     

      

    

   
    

    
   

  

    

   

PROGRAMMED ANALOG MULTIPLEXER 
INPUTS GATE DRIVER CARD A14A3: 

ROW 13 ROW 13 
  +> 

ROW DRIVER OUTPUT 
TO HIGH-LEVEL ANALOG 
MULTIPLEXER CARD A14A2 

TO CARD AIS 

  

  

   

     

     
    

       
      

COLUMN DRIVER OUTPUT 
= TO HIGH-LEVEL ANALOG 

MULTIPLEXER CARD A14A2 
COLUMN (SPARE) COLUMN. 

(SPARE) 

COLUMN 42 COLUMN 
a2   

COLUMN 
41 

COLUMN 41 
COLUMN DRIVER OUTPUT 
TO CARD A14A2, 
AI7, A23, A24, A25 

COLUMN. 
40, 

COLUMN 40 

COLUMN 39 COLUMN. 

   
= 3.3 VOLTS — FL 

COMMON TYPICAL FOR ALL CARDS 

+ 6.0 VOLTS + FL 

A-3000K461 

Figure 2.9-5. Typical Analog Multiplexer Driver Card - Simplified Logic Diagram 

During a 39-microsecond sampling period, the capacitor is charged to the PAM analog 
input voltage from the high-speed gates. At the end of 39 microseconds, the sampling gate is disabled 

and the capacitor voltage appears at the output of the sample-and-hold output buffer. Sample-and-hold 

commands from the programmer, coincident with the buffer output, initiate successive approximation 

cycles. The timing generator is a counter that is matrix driven by an astable multivibrator that oper- 
ates at approximately 100 kc. The generator provides eight sequential timing pulses to the coder. The 

pulses have separate inputs to the coder to provide timing for the weighted-current (WC). decisions 
sensed by the differential amplifier. At the beginning of each timing pulse, a differential query pulse is 

generated and routed to the differential amplifier gate. 

Commands from the programmer reset all WC flip-flops, except the 128-bit flip-flop, to 

0 state. The 128-bit flip-flop is set to a 1 state, providing a path through the 128-bit weighted- 
current gate (WCG) for the precision half-scale current input generated by the calibrated reference 

voltage. The PAM sample-and-hold output and the 128-bit WCG output are summed through their 

precision resistors and fed to the summing junction. If the resultant current at the junction is positive, 

the WC was less than the current produced by the PAM voltage. The differential amplifier senses the 

resultant positive current and applies an input to the differential amplifier gates. Query pulses are 

coincident with this input. For differential amplifier outputs that represent a resultant positive summing 
junction current, the query pulses set the differential amplifier flip-flop and provide a 1 output. This 

1 output is coincident with timing pulse No. 1 at the input to the 128-bit AND gate. The 1 output from the 
AND gate is fed to the 128-bit flip-flop, which initially was set toa 1 state. The flip-flop is not reset: 

the 1 output (128-bit) is stored. 
md 
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Figure 2.9-6. High-Level Analog Multiplexer Card - Simplified Logic Diagram 

The timing pulse input fed to the 128-bit AND gate is also fed to the 64-bit WC flip-flop, 
setting the 64-bit WCG. Remaining 128-bit current (if any), the 64-bit current, and the PAM analog 
current are now summed at the summing junction. The differential amplifier again senses the resultant 
current and accepts or discards the 64-bit WCG output. Discarding occurs when the query pulse 
prevents the differential amplifier output from gating through to the differential amplifier flip-flop. This 
provides a zero input at the AND gates; there is no output to the digital multiplexer. 

This process continues through timing pulse No. 8, at which time the least significant bit is 
stored and the WC flip-flops contain a parallel digital representation of a code word. The flip-flop 
outputs are strobed through digital multiplexer gates to the output register, to be converted to serial 
NRZ data. 

—————— 
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Figure 2.9-7. High-Speed Gates - Logic Diagram 

2.9.4.3.4 Calibrator. 

  

   

    

    

   

TO ANALOG-TO- 
DIGITAL CONVERTER 

  

0469 

The calibrator produces two precision (0. 18%) voltage outputs for system calibration. The 
desired outputs are 85% and 15% of 5 volts (4.25 and 0.750 volts, respectively). The precision voltages 
are obtained by tapping the desired potentials from a precision resistor network. The calibrator outputs 
may be supplied to the analog gates by external jumpers. The calibrator precision voltages are used in 
functional loop checks, to determine the operational status of the high-speed gates and the coder. 

2.9.4.3.5 Programmer. (See figure 2.9-9.) 

The programmer establishes the basic timing required for operation of the PCMTEA in the 
normal (51.2 kilobits per second) or reduced (1.6 kilobits per second) mode and controls sampling by the 

PCMTEA. To operate in the normal mode, the PCM TELEMETRY switch (panel 12) is set to HI. To 
operate in the reduced mode, the switch is set to LO. The LO position is used when the LM is not in 

line of sight with MSFN. In this case data are transmitted to the CSM and then relayed to MSFN. 
Additionally, the LO position is used when the LM is on the lunar surface. 
are as follows: 

The programmer functions 

e Establishes the basic intervals for timing periods, bits, words, prime frames, and 

subframes 

@ Generates commands for analog and digital sampling in conformance with a fixed 
program 

@ Generates commands for coder operation and data transfer operations 

e@ Generates patterns for sync and format identification (ID) words, and the commands 
for inserting these words into the output of the PCMTEA 

e Generates commands and timing signals used to synchronize other LM equipment 
with the PCMTEA. 
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Figure 2.9-9. Programmer - Block Diagram 

The programmer counter matrix is a flexible counter that provides submultiples of the 

basic 512-kpps clock input. The outputs are subsequently decoded to produce specific timing outputs. 

The counter logic consists of 17 bistable stages: seven stages are allotted for a word counter; six, for 

a 50-to-1 prime frame ID counter; and four, for a 10-to-1 prime frame counter, Each stage of the 

counter is designated by an F number. The prime frame ID counter produces the six binary numbers 

that identify the prime frames. The counter is cleared at the end of each subframe by the differ- 

entiated 1-cps input; it is then stepped through 50 binary states (000001 through 110010). The binary 
numbers are furnished to the digital multiplexer gates, for insertion into the PCMTEA data. Dur- 

ing normal bit-rate operation, the binary numbers are inserted into word No. 4 of the data input. 

During reduced bit-rate operation, binary 000001 is inserted into word No. 4 of every frame. 

Normal and reduced bit-rate ID control logic implements the switchover from normal to 

NL reduced bit-rate mode within the programmer. It also produces a command to a digital multiplexer gate, 

which causes the bit-rate format code to be inserted into the PCMTEA serial train during word No. 5 of 

prime frame No. 1. This is accomplished by sampling the output of the remotely located bit-rate 

selector switch and storing this information in two bistables controlled by AND gates. When the normal 

bit-rate mode is selected to replace the reduced bit-rate mode, the mode information is stored at 

reduced word No. 4. (See figures 2. 9-3 and 2.9-4.) The normal bit-rate ID command is then generated 

during reduced word No. 1 and the format ID word is inserted into the PCMTEA data at the digital 

multiplexer gates. Likewise, when the reduced bit-rate mode is selected to replace the normal mode, 

the mode information is stored at prime frame No. 1, word No. 3. The reduced bit-rate ID command is 
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generated at normal bit-rate word No, 2, prime frame No. 1. Switchover from normal to reduced bit- 

rate mode can be accomplished only at the start of a subframe. Thus, if a change is made after prime 
frame No. 1, word No. 3, the remainder of the subframe operates at the normal rate. In the next 

subframe, the reduced bit-rate ID is inserted in the format and the subframe operates at the normal 

rate. Switchover occurs at the start of the next subframe. 

2.9.4.3.6 Digital Multiplexer. (See figure 2. 9-10.) 

The first number in channel identification is the sampling rate of the channel. The follow- 

ing letter (A or D) signifies analog or digital data. Letter P, PE, S, or H signifies parallel, parallel 
event, serial, or high level data, respectively. The last number, letter, or combination thereof 

identifies the individual channel. 

Based upon commands from the programmer, the digital multiplexer gates perform gating 

functions for digital inputs from the coder, programmer, time accumulator, and other LM equipment. 

Eight-bit binary words, resulting from the coding of the analog channel inputs, are received by the 

digital multiplexer gates from the coder. From the programmer, the digital multiplexer gates receive 

a 32-bit word (channel 50DP1) consisting of a 26-bit sync code and six bits of frame ID (frame number), 

and an eight-bit format (high-bit rate or low-bit rate) ID word (channel 1DP1). From the time accumu- 
lator, the digital multiplexer gates receive a 32-bit word for mission elapsed time (channel 10DP1). 

The digital multiplexer gates also receive multiple digital inputs from other LM equipment: sixty-two 
eight-bit words (channels 1DPE1 through 1DPE45, 1DP2 through IDP10, 50DPE1 through 50DPE4, 

and 100DPE1 through 100DPE4) and one 16-bit word (channel 200DPE1). Each of these inputs is gated 

along with analog inputs, to the output register on a time-shared basis in the form of eight-bit words. 

Specific multiplexing of these inputs provides word outputs in a definite format. Measurement sampling 
rates and their recurrence are as follows: 

Samples Per Second Recurrence 

1 Every 50th prime frame 
10 Every fifth prime frame 
50 Every prime frame 

100 Twice every prime frame 
200 Four times every prime frame 

Measurements assigned one sample per second will appear every 50th prime frame 6, 400 

words apart or once per subframe. (See figure 2.9-3.) Measurements assigned 10 samples per second 

will appear every fifth prime frame, 640 words apart, or 10 times per subframe. If the measurement 

first appears in the first prime frame it will next appear in the sixth prime frame and each fifth prime 

frame thereafter. If the measurement first appears in the second prime frame, it will next appear in 

the seventh prime frame and each fifth prime frame thereafter. For 10-sample-per-second measure- 

ments, this repetition appears as follows: 

  

  

  

Prime Frame in Which 
Measurement First Appears 1 2 3 4 5 

6 7 8 9 10 
11 12 13 14 15 

Repeated frames 16 17 18 19 20 

21 22 23 24 25 
26 27 28 29 30 
31 32 33 34 35 
36 37 38 39 40 
41 42 43 44 45 
46 AT 48 49 50 

Total Samples Per Second 10 10 10 10 10               
  

REE EE EEE EEE EEEEEER 
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Figure 2.9-10. Digital Multiplexer - Logic Diagram 

Measurements assigned 50 samples per second will appear once each prime frame, 128 
words apart, or 50 times per-subframe (1 second). Measurements assigned 100 samples per second 
will appear twice per prime frame, 64 words apart, or 100 times per subframe. Measurements 
assigned 200 samples per second will appear four times per prime frame, 32 words apart, or 200 times 
per subframe. When a digital input consists of more than eight bits, the eight most significant bits of 
the input word are gated to the output register first, then the eight next most significant bits. 

Each digital multiplexer gating structure consists of nine eight-bit word gates. The binary- 

weighted outputs of these nine gates are OR-gated to eight output lines. Each word gate consists of eight 
AND structures (one for each bit of input), followed by an isolation diode that is junction OR-gated to the 
weighted output lines. Multiplexing of the word inputs is controlled by inputs from the programmer. 
When a word is to be gated to the output register, the eight-bit AND structure is strobed by a word 
command from the programmer. The input word configuration is transferred to the output register 
through the junction OR gates. 
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The gating structure used for each word gate consists of eight input diodes connected with 
the collector of a two-stage complementary gate driver and eight isolation diodes. Each junction is OR- 
gated with the same binary-weighted output of eight other word gates. The AND function is controlled 
by the gate driver output. During nonsampling time, each input diode is reverse biased by a negative 
voltage on the collector of the final stage of the driver. When data are to be gated to the output register, 
the gate driver is pulsed by a word command from the programmer. This saturates the gate driver, 
providing drive to set a 1 into each stage of the output register, corresponding to the digits of the digital 
word that are 1 (in excess of +3.5 volts) at the input. If a digit is 0 (less than +1.5 volts), the input 
diode is forward biased and the set current is inhibited. 

2.9.4.3.7 Output Register and Data Transfer Buffers. (See figure 2. 9-11.) 

The output register receives eight-bit (parallel-by-bit) PCM words from the digital multi- 
plexer gates and converts these data into serial PCM outputs. It also receives 40- and 24-bit serial 
binary inputs (channels 50DS1 and 50DS2) from other LM equipment and converts these data to PCM 
outputs. The data transfer buffers accept data from the output register, and inputs from the programmer 
and TE, to provide the following PCM output signals: 

NRZ data 
RZ data 
Split-phase data 
Data rate timing 
Subframe sync 
Two subcarrier reference signals 
One 40-bit serial start 
Two 40-bit serial stop 
Two 40-bit serial sync 
One 24-bit serial stop 
One 24-bit serial sync. 

The output register consists of an eight-stage shift register, a shift pulse driver, and 
serial data transfer gates. Eight-bit words (bits 1, 2, ... 8) are parallel loaded into the shift register 
from the digital multiplexer gates, on word command to the gates from the programmer. The word 
command is active during bit 8 of 8 of each word time that an analog or parallel digital input is sampled. 
Each binary 1 sets a stage of the shift register. Each stage of the shift register is a conventional, 
saturating bistable that uses an input driver and negative steering diodes. During the next word time, 
the word is shifted out at the bit rate, with the most significant bit (bit 8) shifted out first. This is 
accomplished by shift pulses developed by the shift pulse driver from a bit rate input furnished by the 
programmer. The final stage of the shift register drives the NRZ, RZ, and split-phase bistables. 

The 40- and 24-bit serial words are also processed by the shift register. These serial 
words are transferred synchronously from other LM equipment by start, stop, and bit sync pulses 
furnished by the PCM equipment. Each bit of the words is AND-gated with the word command from the 
programmer, at the serial data transfer gates and furnished as an input to the eighth stage of the shift 
register. Each bit is subsequently entered into this stage and shifted out by the shift pulse as serial 
PCM data. The 50DS1 and 50DS2 inputs are inserted in words No. 121 through 128 of each prime frame 
during operation in the normal bit-rate mode. When operating in the reduced bit-rate mode, channels 
50DS1 and 50DS2 are not sampled. 

The data transfer buffers supply a start pulse one bit time before the beginning of the serial 
digital readout, 40-bit sync pulses (one each read time), and a stop pulse one bit time after readout of the 
40th bit. 

2.9.4.3.8 Power Supply. 

The PCMTEA power supply (double-thickness card) is a dc-to-de converter. It converts a 
+28-volt input to highly regulated outputs for the PCM analog blocks (+20, -20, +10, -10, and +6.3 volts) 
and the PCM digital blocks (+10, +6, +3.3, and -3.3 volts). The power supply also fulfills the power 
requirements of the TE. 
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Figure 2.9-11. Output Register 

2.9.4.3.9 Phase-Locked Oscillator and Doublers. (See figure 2. 9-12.) 

A 1,024-kpps signal from the LGC is routed to the TE doubler circuits through two parallel 

paths (primary and secondary). In the secondary path, a 2, 048-kpps signal (doubler circuit output) 

controls the phase-locked oscillator. This temperature-compensated quartz crystal oscillator continues 

to operate and drive the timing generator if the 1,024-kpps input from the LGC fails. Additionally, if the 
Schmitt trigger D output in the primary path fails to drive the timing generator, the phase-locked 
oscillator provides the redundancy needed for the timing generator to produce synchronizing signals for 
PCM outputs and other LM subsystems. 

2.9.4.3.10 Oscillator Failure-Detection Circuits No. 1, 2, and 3. 

Three failure-detection circuits in the TE monitor the status of the phase-locked oscillator 
in the secondary path. Failure-detection circuit No. 1 monitors the output of the phase-locked oscillator's 

buffer and provides a digital status signal to the digital multiplexer in the PCMTEA. Failure-detection 
circuits No. 2 and 3 monitor the 1024-kpps signal from the LGC and the output of the phase-locked 
oscillator in the secondary path, and provide an analog status signal to the high-level multiplexer in the 
PCMTEA. If either signal fails, MSFN is cautioned that the TE synchronization output signals to the 
PCM and other LM subsystems are only being supplied through the primary path to the timing generator 
or by an unsynchronized phase-locked oscillator in the secondary path. 
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2.9.4.3.11 Decision Network. (See figure 2. 9-12.) 

The decision network is triredundant; it receives inputs fromthe parallel primary and 

secondary paths in the TE. The primary input from Schmitt trigger D reaches the decision network 

before the input from the phase-locked oscillator. The triredundant circuit allows the phase-locked 

oscillator to continue driving the timing generator if the primary input from Schmitt trigger D does not 

appear at the decision network input. Schmitt triggers A, B, and’C simultaneously route outputs from 

the network to drive the timing generator ripple counters. For the timing generator to continuously 
provide synchronizing pulses, two of the three Schmitt trigger outputs (A, B, and C) are necessary. — 

2.9.4.3.12 Timing Generator. (See figure 2. 9-12.) 

The timing generator consists of triredundant majority voting logic that divides the 2, 048 
kpps inputs from the decision network into 512-kpps signal for the CS. The timing generator also divides 

the 512-kpps signal down to 1 pps. The redundant counters provide outputs at 512, 6.4, and 1.6 kpps; 

10 pps; and 1 pps through the PCM and TE transfer buffers for other LM subsystems and displays. All 

division is done by integrated circuit bistables. The redundant outputs from each counter are fed to AND 

gates. If one of the three outputs from the counters to the AND gates fails, the AND-gate arrangement 

provides a continuous output from the two other counters. 

2.9.4.3.13 Time Accumulator and Serial Time Code Generator. (See figure 2. 9-12.) 

The time accumulator is a nonredundant device that comprises integrated circuitry that 

accepts the 1-pps signal from the redundant counters in the timing generator and divides it into binary- 

coded-decimal (BCD) outputs (seconds, minutes, hours, and days). Total recycling occurs at 39 days. 

An automatic reset circuit resets the time accumulator when power is initially applied to the PCMTEA. 

The BCD outputs are fed, in parallel, to the serial time code generator as a 26-bit time code signal. 

The 26 bits represent mission elapsed time. The generator output (100 bits per second in NRZ-C 

format) is routed, with the most significant bit first, to the DSEA for time correlation of recorded 

voice. The first 24 bits are a synchronization code; the following 26 bits represent mission elapsed 

time. 

2.9.4.4 Caution and Warning Electronics Assembly. (See figure 2. 9-13.) 

The CWEA provides the astronauts and MSFN with a continuous rapid check of LM status 

during manned missions. By continuously monitoring the data supplied by the SCEA, malfunctions are 

immediately detected. When a malfunction is detected, the CWEA provides signals that light caution 

lights (panel 2), warning lights (panel 1), component caution lights, and MASTER ALARM pushbutton/ 
lights (one each on panel 1 and 2). A malfunction also activates a 3-ke signal that provides a tone in 

the astronaut headsets, and supplies the PCMTEA with a telemetry signal. The warning lights (red) 
indicate malfunctions that jeopardize astronaut safety and require immediate action. The caution lights 

(yellow) indicate malfunctions that do not necessarily require immediate action. 

The CWEA compares analog signals (between 0 and 5 volts dc) from the SCEA with pre- 

selected internally generated limits supplied by the caution and warning power supply as reference 

voltage. In addition to the analog inputs, the CWEA receives discrete on-off and’contact closure signals. 

All inputs are applied to detectors (analog and discrete) in the CWEA. The detected signal is routed 

through logic circuitry, enabling the necessary relay contacts for the caution or warning lights. 

Simultaneously, the signal is routed to a master flip-flop that energizes a master relay driver, enabling 

relay contacts. These relay contacts route the signal to light the MASTER ALARM pushbutton/lights 

and provide the 3-ke tone to the astronaut headsets. Pressing either MASTER ALARM pushbutton/light 
extinguishes both lights and terminates the tone, but has no effect on the caution or warning lights. —” 

The MASTER ALARM pushbutton/lights are not resettable when the C/W PWR caution light goes on. 

The CWEA channel detector logic also receives automatic reset signals from the power 

supply assembly, and manual caution and manual warning reset signals from LM subsystems. The thrust 

chamber assembly (TCA) logic accepts command input signals that correspond to TCA operation. Auto- 

matic reset signals from the power supply assembly and reset signals from LM subsystems are accepted 

by the TCA logic. TCA outputs are routed simultaneously to a warning relay driver and a talkback relay 

driver, which operate the RCS TCA warning light and a particular QUAD talkback, depending on the quad- 

rant in which the TCA (system A or B) failed. The master flip-flop monitors the output of all caution and 
ee ne een a a 
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Figure 2,9-12. Timing Electronics - Logic Diagram 
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Figure 2.9-13. CWEA - Functional Block Diagram 

warning relay drivers. When one of these relay drivers is energized, the master flip-flop energizes 
master relay drivers. These drivers operate relays whose contacts provide a path to actuate an 
electronic switch and a telemetry channel. When the electronic switch contacts close, a signal is 
routed to light both MASTER ALARM lights. Resetting the MASTER ALARM pushbutton/lights does not 
affect a caution, warning, telemetry, component caution lights, or talkbacks. These malfunction 
indications remain until the cause is eliminated or until the appropriate reset or inhibit signal is applied. 
The telemetry channel provides MSFN with the malfunction indication. The power supply assembly not 
only provides operating voltages for the CWEA; it has automatic reset and failure-detection circuits. 
The automatic reset circuits operate when power is turned on; they reset the master flip-flop and all 
resettable CWEA logic circuits. Power supply failure is sensed by the failure-detection circuit, which 
operates relays that cause the MASTER ALARM pushbutton/lights and the C/W PWR caution light to go 
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on and close a telemetry channel. The 16.3-volt d-c output of the power supply assembly provides a 
regulated voltage to a precision voltage reference supply. This supply provides a precise zener voltage 
reference for comparing input signal voltages in the CWEA channel detector logic circuits. 

Individual caution and warning light logic circuits (figure 2. 9-15) are discussed in the follow- 
ing paragraphs. Figure 2. 9-15 shows input functions, SCEA, and CWEA logic elements, and output data 
involved in routing a malfunction signal to a caution or warning light. SCEA interfacing of signals is 
discussed in detail in paragraph 2.9.4.2. In all cases the output of the CWEA enables a relay driver 
which energizes a relay, and the closed contacts of this relay cause the caution or warning light to go on. 
To avoid repetition this operation is not described for each light. Failure modes detected by the CWEA, 
malfunction limits, and inhibit, enable, and reset signals discussed in the following paragraphs are 

summarized in table 2.9-3. In the "Light (Telemetry Code No.)" column of the table, the letter "C" 

denotes a caution light, the letter '"W" a warning light. 

2.9.4.4,.1 MASTER ALARM Pushbutton/Lights and C/W PWR Caution Light. (See figure 2, 9-14.) 

The C/W PWR caution light goes on if any one or a combination of the regulated voltages 
(423, +9, +4, -3 volts dc) or the 10 ke chopper driver voltage generated by the CWEA power supply fails. 
The CWEA power supply receives 28 volts dc from the LM Pilot's bus through the INST: CWEA circuit 
breaker (panel 16) and provides regulated voltages for the CWEA logic circuits and the precision voltage- 
regulated supply (PVRS). The PVRS supplies a highly regulated reference voltage to the CWEA com- 
parators, where inputs from various subsystems are compared for the correct operating voltage. Power 
supply outputs are sent to level detectors; the output of these detectors is applied to a NAND gate. 
Normally, when all voltages are present the NAND gate is enabled and the output of the gate is at ground, 
energizing the coil of relays K5, K6, and K7. The relay contacts open the ground path for the C/W PWR 
caution light and the MASTER ALARM light causing them to go off. If a low-voltage condition occurs on 

any power supply output or an overvoltage condition on the +9-volt output, the NAND gate is disabled, 
deenergizing K5, K6, and K7. Deenergizing these relays causes their contacts to close. Contacts 
of K7 provide a ground to light the C/W PWR caution light; contacts of K5, K6, and K7 provide a ground 
to light the MASTER ALARM pushbutton/lights. 

Ground for the MASTER ALARM pushbutton/lights is also supplied if a LM subsystem mal- 
function is sensed by the CWEA master flip-flops. These flip-flops route the signal to master relays K1, 
K2, and K3. Contacts of these relays, connected tothe same circuit as those of relays K5, K6, and K7, pro- 

vide a primary ground path to light the MASTER ALARM pushbutton/lights. The LM Pilot's bus voltage 
used for the pushbutton/lights and the ground provided when a malfunction signal is generated are also 
routed to the tone generator in the S&C control assembly. The tone generator routes a 3-kc tone to 
the astronaut headsets. Except if the C/W PWR caution light is on, the MASTER ALARM pushbutton/ 
lights are resettable. Pressing either pushbutton/light resets the master flip-flops and deenergizes 
the master relays. This interrupts the ground path, extinguishes both pushbutton/lights, and terminates 
the 3-kc tone, but has no effect on the caution or warning light. If the C/W PWR caution light is on, its 
relays provide a redundant ground path for the pushbutton/lights. Pressing either pushbutton/light resets 
the master relays and interrupts its ground. The redundant ground provided by the C/W PWR caution 
light relays maintain the MASTER ALARM pushbutton/lights on. 

2.9.4.4.2 CABIN Warning Light. (See A, figure 2. 9-15.) 

The CABIN warning light goes on to indicate a loss of cabin oxygen pressure due to a mal- 
function. If cabin pressure drops below 4.15 psia, a solenoid in the ECS opens the emergency oxygen 
valve, sending a signal to a discrete voltage detector in the CWEA. The detector output enables an AND 
gate causing the CABIN warning light to go on. When cabin pressure exceeds 4.45 psia, the emergency 
oxygen valve closes, removing the signal to the CWEA and causing the light to go off. 

During the egress mode, setting the CABIN REPRESS valve on the ECS module to MANUAL 
causes the emergency oxygen open valve-position-indicator switch to send an inhibit signal to the CWEA. 
This signal is inverted, disabling the AND gate, and thereby inhibiting the light. 
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2.9.4.4.3 ECS Caution Light. (See B, figure 2.9-15.) 

The ECS caution light goes on to indicate a glycol pump No. 2 failure, suit fan No. 1 failure, 
excessive CO2 partial pressure, or a water separator No. 1 or 2 failure. 

If glycol pump No. 1 fails, the GLYCOL component caution light (panel 2) goes on and pump 

No, 2 is selected. If pump No. 2 malfunctions a low-pressure sensor in the coolant recirculation assem- 

bly sends a signal to a discrete voltage detector in the CWEA. The output of this detector enables an OR 

gate which causes the ECS caution light to go on. The ECS caution light goes off when normal coolant 

pressure is restored. 

If suit fan No. 1 malfunctions, a low-pressure sensor in the ECS suit fan assembly sends a 

signal to a discrete voltage detector in the CWEA, enabling the OR gate and causing the ECS caution 
light to go on. The SUIT FAN component caution light (panel 2) also goes on at this time. Setting the 

SUIT FAN selector switch (panel 2) to 2 selects suit fan No. 2 (backup mode) and causes the ECS 

caution light and SUIT FAN component caution light to go off. 

If COg partial pressure exceeds approximately 7.6 mm Hg (refer to calibration curve in B, 

figure 2.9-15 for specific value) a sensor signal greater than 2.274 volts de is detected by a CWEA 

comparator. The comparator output enables the OR gate, causing the ECS caution light to go on. The 

comparator output is also routed to the COg component caution light (panel 2) causing it to go on. The 

increase in COg partial pressure is monitored on the PART PRESS COg indicator (panel 2). The ECS 

caution light and CO2 component caution light go off when nominal COg partial pressure is restored. 

Setting the CO2z CANISTER SEL valve on the ECS module to SEC selects the backup mode, The primary 

CO2 cartridge can now be replaced and the COg CANISTER SEL valve returned to the PRIM position, 

Monitoring the PART PRESS COg indicator ensures that CO2 partial pressure is restored. 

If the operating water separator malfunctions, a low rpm signal, indicating less than 

792.5 rpm (refer to calibration chart in B, figure 2. 9-15 for specific value) is detected by a comparator 

in the CWEA. The comparator output enables the OR gate causing the ECS caution light to go on. The 

comparator output is also routed to the HgO SEP component caution light (panel 2) causing it to go on. 

The lights go off when nominal water separator speed is restored. If separator No. 1 fails, separator 

No. 2 can be selected by pulling the WATER SEP SEL valve handle on the ECS module. 

2.9.4.4.4 WATER QTY Caution Light. (See C, figure 2. 9-15.) 

The WATER QTY caution light goes on, before staging, when a low-level condition (less 

than 15.96% water remaining) in the descent water tank is sensed or when a less-than-full condition 

(94.78% water remaining) in either ascent water tank is sensed. After staging, the WATER QTY 

caution light goes on if an unequal-level condition exists in the two ascent water tanks. To determine 

which tank is low, the O2/H2gO QTY MON selector switch (panel 2) is cycled through all positions and 

the corresponding quantity is monitored on the HyO QUANTITY indicator (panel 2). 

If descent water tank quantity drops below 16.00% water remaining, a CWEA comparator 

sets a flip-flop. In the same manner, if ascent water tank No. 1 or 2 quantity drops below 94. 78% 

water remaining, a flip-flop is set through an OR gate. Either flip-flop, in a set condition, enables an 

OR gate whose output is applied to an AND gate which is enabled by the normally closed contacts of the 

staging deadface relay. When enabled, the output of this AND gate is applied through the output OR 
gate to the WATER QTY caution light, causing it to go on. Separation of the ascent and descent stages 
opens the staging deadface relay contacts, disabling the AND gate and causing the light to go off. 

If, after staging, the two ascent water tank level signals differ by more than 15. 00%, the 

output of a CWEA comparator sets a flip-flop. The output of the flip-flop is applied to the WATER QTY 
caution light through the output OR gate causing the light to go on. 

Setting the Og/HgO QTY MON selector switch to C/W RESET resets all the flip-flops and 

causes the light to go off. If the quantity in the descent tank is low, the backup mode is selected by 

setting the WATER TANK SELECT valve on the ECS module to ASC. 
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2.9.4.4.5 GLYCOL Caution Light. (See D, figure 2. 9-15.) 

The GLYCOL caution light goes on to indicate low coolant quantity in the primary coolant 

loop or high coolant temperature, sensed at the heat transport section sublimator outlet, in the primary 

coolant loop. If only 10% of coolant remains in the coolant accumulator a low-level sensor sends a 

signal to a discrete voltage detector in the CWEA, which enables the OR gate. If coolant temperature 

exceeds +49.98° F, a comparator in the CWEA also enables the OR gate. The OR-gate output is applied 

to an AND gate enabled by an inverted output from the GLYCOL switch (panel 2), causing the GLYCOL 

caution light to go on. Coolant temperature may be monitored on the GLYCOL temperature indicator 

(panel 2). Setting the GLYCOL switch to INST (SEC) inhibits the AND gate and causes the light to 

go off. 

2.9.4.4.6 Op, QTY Caution Light. (See E, figure 2.9-15.) 

The Og QTY caution light goes on, before staging, to indicate a low-quantity condition 
(less than approximately 5%) in the descent oxygen tank or a less-than-full condition (less than approx- 
imately 80%) in either ascent oxygen tank. After staging, the Op QTY caution light goes on to indicate a 
low-quantity condition (less than approximately 10%) in ascent oxygen tank No, 1, To determine which 
tank is low, the 02/H2O0 QTY MON selector switch (panel 2) is cycled through all positions and the 
corresponding quantity is monitored on the Og QUANTITY indicator (panel 2). 

If descent oxygen tank pressure drops below 135.0 psia, a CWEA comparator sets a flip- 

flop. In the same manner, ascent oxygen tank No. 1 pressure less than 681.6 psia or ascent oxygen 

tank No. 2 pressure less than 682.4 psia sets a flip-flop through an OR gate. Either flip-flop in a set 

condition enables an OR gate whose output is applied to an AND gate, which is enabled by the normally 

closed contacts of the staging deadface relay. When enabled, the output of this AND gate is applied 

through an output OR gate to the Og QTY caution light, causing it to go on. Separation of the ascent and 
descent stages opens the staging deadface relay contacts, disabling the AND gate and causing the light 
to go off. If, after staging, the ascent oxygen tank No. 1 pressure drops below 99.60 psia, a CWEA 

comparator sets a flip-flop. The output of the flip-flop is applied to the O2 QTY caution light through 
the output OR gate, causing the light to go on. 

In all cases, the light can be turned off by setting the O2/H2O0 QTY MON selector switch 

to C/W RESET. This applies a signal to the reset side of each flip-flop, resetting it. If the descent 

tank malfunctions, the #1 ASC Og (ascent tank No. 1) valve on the ECS module must be opened. The 

02 QUANTITY indicator is monitored for this tank by setting the Og/H2O QTY MON selector switch to 

ASC 1. If ascent tank No. 1 indicates a low quantity, the #2 ASC Og (ascent oxygen tank No. 2) valve 

on the ECS module must be opened. 

2.9.4.4.7 | SUIT/FAN Warning Light. (See F, figure 2.9-15.) 

The SUIT/FAN warning light goes on to indicate a lack of suit pressure or a suit fan mal- 

function. Suit pressure is circulated by one of two fans. If fan No, 1 malfunctions, the astronaut 

switches to fan No. 2. If fan No. 2 also malfunctions a signal is sent to a discrete voltage detector in 

the CWEA. The detector output enables an OR gate, causing the SUIT/FAN warning light to go on. The 
SUIT/FAN warning light also goes on if suit pressure drops below 3,11 psia. This condition, detected by 

a CWEA comparator, enables the OR gate and causes the SUIT/FAN warning light to go on. In addition, 

a signal from the comparator energizes a CWEA relay, which energizes a relay of the torn suit protection 

circuit. These contacts close the suit isolation valves, isolating the individual oxygen loops. Micro- 

switches on the valves close, routing ground signals through the CABIN PRESS switch to energize the 

cabin repressurization valve: Suit pressure may be read on the SUIT PRESS indicator (panel 2). 

Restoring suit pressure to 3.11 psia or more causes the light to go off if the suit fans 

are operative. If the light is on due to a faulty suit fan, opening the ECS: SUIT FAN 4P circuit breaker 

(panel 16) causes it to go off. 

2.9.4.4.8 RCS A REG and RCS B REG Warning Lights. (See G, figure 2. 9-15.) 

The RCS A REG warning light goes on to indicate a high- or low-pressure condition in the 
helium line of the RCS. If helium pressure exceeds 218.8 psia or drops below 164.4 psia, the 
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malfunction is detected by a high- or low-level comparator in the CWEA. The comparator output is 
applied to an AND gate through an OR gate, enabling the AND gate and causing the RCS A REG warning 
light to go on. Helium regulator pressure for system A may be monitored on the A PRESS indicator 
(panel 2). 

In the event of a malfunction, the defective system can be shut down by setting the MAIN SOV 
SYS A switch (panel 2) to CLOSE. This closes the main shutoff solenoid valves of system A, sending 
an inhibit signal to the AND gate in the CWEA and causing the light to go off. The closed-valve condition 
is indicated by the MAIN SOV SYS A talkback (panel 2). 

The logic and operation of the RCS B REG warning light (for system B) are identical with 
that for the RCS A REG warning light (for system A). 

2.9.4.4.9 RCS Caution Light. (See H, figure 2. 9-15.) 

The RCS caution light goes on when RCS helium tank pressure (system A or B) drops below 
1696 psia. Low-pressure signals are routed from pressure transducers at the helium tank of each system 
to low-level comparators in the CWEA. Detection of a low-pressure condition by a comparator sets a 
flip-flop. The output of the flip-flop enables an OR gate, causing the RCS caution light to go on. Setting 
the TEMP/PRESS MON selector switch (panel 2) to He resets both flip-flops, disabling the OR gate and 
causing the light to go off. Helium tank pressure may be monitored on the A PRESS or B PRESS indi- 
cators (panel 2). In the event of a malfunction, the remedial action is either to use the ascent interconnect 
(during ascent burn) or the crossfeed (before ascent pressurization). 

2.9.4.4.10 ENG GMBL Caution Light. (See I, figure 2.9-15.) 

The ENG GMBL caution light goes on during descent engine operation if a difference between 
the gimbal drive signal and the gimbal response signal from the Y- or Z-axis gimbal drive actuators, is 
sensed. The pitch (Y) and roll (Z) trim malfunction signals‘are detected by discrete voltage detectors in 
the CWEA. The output of either detector enables an OR gate, causing the ENG GMBL caution light to go 

on. The RCS duty cycle (propellant quantity depletion rate) may be monitored on the A and B QUANTITY 
indicators (panel 2) to determine the extent that the center of gravity and trim are off. 

2.9.4.4,11 HEATER Caution Light. (See J, figure 2.9-15.) 

The HEATER caution light goes on to indicate an out-of-tolerance temperature condition in 
the S-band steerable antenna assembly or the rendezvous radar antenna assembly. Detection of an out- 

of-tolerance condition signal by a high- or low-level comparator in the CWEA enables an OR gate, the 
output of which sets a flip-flop. When set, the flip-flop enables the output OR gate, causing the HEATER 
caution light to go on. The out-of-tolerance temperatures that cause the HEATER light to go on are as 
follows: 

S-band steerable antenna assembly - less than -64,1° F or greater than +153.7° F 

Rendezvous radar antenna assembly - less than -50. 48° F or greater than +148.9° F 

To determine which heater malfunctioned, the TEMP MONITOR selector switch (panel 3) is 
cycled to RNDZ and S-BAND, and the corresponding temperature is monitored on the TEMP indicator 
(panel 3). When the TEMP MONITOR selector switch is set to the affected heater position, the flip-flop 
in the CWEA is reset, causing the light to go off. High-temperature conditions are eliminated when the 
affected heater assembly circuit breaker (HEATERS: S-BD ANT on panel 16, HEATERS: RNDZ RDR 

on panel 11) is opened. 

2.9.4.4.12 RCS TCA Warning Light. (See K, figure 2.9-15.) 

The RCS TCA warning light goes on if there are repeated short commands or an extended 
command to fire a specific thruster, but no chamber pressure response at that thruster, or if opposing 
collinear jets are commanded on simultaneously. The logic shown in figure 2.9-15 illustrates failure 
detection for the A4D and A4R jet driver pair and is typical for the other seven jet driver pairs. 
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Jet driver commands are routed to a discrete voltage detector in the CWEA. The detector 
output enables an AND gate if the SYSTEM A QUAD 4 switch is set to OPEN. The AND gate output is 
routed to a three-input AND gate for detecting on failures, a counter for detecting off failures resulting 
from repeated short commands with no response, and an AND gate associated with a pulse width 
discriminator (PWD) used to detect off failures resulting from an extended command with no response. 
If either of the three logic elements (AND gate, counter, or PWD) is enabled, the output enables an OR 
gate that sets a flip-flop. The output of the set flip-flop enables an OR gate, causing the RCS TCA 
warning light to go on. The flip-flop output is also routed to a QUAD talkback (SYSTEM A QUAD 4 talk- 
back, in the case of A4D and A4R failures). Setting the SYSTEM A QUAD 4 switch to CLOSE resets the 
flip-flops and counters, inhibits the command input AND gate, and causes the RCS TCA warning light to 
go off. 

An on failure is a thrusting condition without the presence of an on command from the LGC. 
This condition is caused by a malfunction of the command signal sources upstream of the TCA's or by a 
short circuit within the TCA valves. Uncorrected, this condition results in excessive propellant consump- 

tion. Opposing collinear TCA's are not fired simultaneously unless it is necessary to compensate for the 
effect of a failed-on TCA. The AND gate senses this failure and causes the RCS TCA warning light to go 
on. 

TCA's may not respond to all individual command signals if they are of short duration (less 

than 8048 milliseconds). Pulse skipping is not critical until six consecutive short pulses do not produce 
a thrust response signal (off failure). After six pulses without a response, the next command pulse 

(even if accompanied by a response) enables the counter and causes the RCS TCA warning light to go on. 
If one long pulse (in excess of 8048 milliseconds) is skipped and a thrust response signal is not produced, 
the input to the PWD is not inhibited; the PWD is enabled, causing the RCS TCA warning light to go on. 

2.9.4.4.13 DC BUS Warning Light. (See L, figure 2.9-15.) 

on the Commander's or LM Pilot's d-c bus. Conditioned signals representing d-c bus voltages are 
routed to low-level comparators in the CWEA. Detection of an out-of-tolerance voltage condition by a 
comparator enables an OR gate, causing the DC BUS warning light to go on. Bus voltages may be 
monitored on the VOLTS indicator (panel 14) by setting the POWER/TEMP MON selector switch (panel 14) 
to the CDR BUS or SE BUS (LM Pilot's bus). The light goes off when nominal voltage conditions are 
restored. 

The DC BUS warning light goes on to indicate a low-voltage condition (less than 26.5 volts) Bf 

2.9.4,4.14 INVERTER Caution Light. (See M, figure 2. 9-15.) 

The INVERTER caution light goes on if the a-c bus voltage is less than 112.0 volts or if 

the a-c bus frequency is less than 398.0 cps or more than 402.0 cps. Conditioned signals representing 
a-c bus voltage and frequency are routed to CWEA comparators. Detection of an out-of-tolerance condi- 

tion by a comparator enables an OR gate. The OR gate output enables an AND gate, causing the INVERTER 
caution light to go on. Setting the INVERTER switch (panel 14) to OFF thereby inhibiting the AND gate 
in the CWEA, or restoration of a within-tolerance condition causes the light to go off. Setting the 

INVERTER switch to 1 selects inverter No, 1 (backup mode). Voltage on the a-c bus may be monitored 
on the VOLTS indicator (panel 14) by setting the POWER/TEMP MON selector switch (panel 14) to AC 
BUS. 

2.9.4.4.15 BATTERY Caution Light. (See N, figure 2. 9-15.) 

The BATTERY caution light goes on to indicate an overcurrent, reverse-current, or over- 
temperature condition in any of the four ascent or two descent batteries. If a malfunction occurs, a 

failure signal is sent to a discrete voltage detector in the CWEA. The output of any detector enables an 
OR gate, causing the BATTERY caution light to go on. To determine which battery malfunctioned the BAT 
FAULT component caution light must be monitored as the POWER/TEMP MON selector switch (panel 14) 
is cycled from BAT 1 through BAT 6. The component caution light goes on when the POWER/TEMP MON 
switch is set to the affected battery position. The BATTERY caution light goes off when nominal 
conditions are restored or if the affected battery is turned off. 
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2.9.4.4.16 ASC HI REG Caution Light. (See O, figure 2. 9-15.) 

The ASC HI REG caution light goes on if the helium pressure downstream of the regulators 
in the ascent helium lines exceeds 219.5 psia. A CWEA comparator detects a malfunction signal and 
causes the ASC HI REG caution light to go on. The light goes off when nominal pressure is restored. 

The remedial action, in the event of a malfunction, is to set the ASCENT He REG 1 and - 
REG 2 switches to CLOSE. This closes ascent regulator solenoid valves No. 1 and 2 and causes the light 
to go off. If, upon opening valve No. 1, the light goes on, this valve malfunctioned; valve No. 1 must be 
closed and valve No. 2 opened. 

2.9.4.4.17 ASC PRESS Warning Light. (See P, figure 2. 9-15.) 

The ASC PRESS warning light goes on if the pressure in either ascent helium tank drops 
below 2,773 psia before staging or if the blanket pressure in the fuel or oxidizer lines at the ascent stage 
bipropellant valves drops below 119.8 psia. The CWEA receives signals indicating helium, oxidizer, and 
fuel pressure from the MPS. These inputs are routed to low-level comparators. If the compared input is 
less than 2,773 psia (helium tank) or 119.8 psia (blanket pressure), low-pressure signals are fed through 
an OR gate to an AND gate. An input signal from the staging deadface relay and the low-pressure input 
enable the AND gate and cause the ASC PRESS warning light to go on. If the pressure in a helium tank is 
low, the other tank is used. The light goes off upon separation of the descent and ascent stages. Stage 
separation disables the AND gate, and the light is inhibited. If the light is on due to low fuel or oxidizer 
pressure, it goes off only when adequate pressure is restored. 

2.9.4.4.18 ASC QTY Caution Light. (See Q, figure 2. 9-15.) 

The ASC QTY caution light goes on when the quantity of fuel or oxidizer remaining in the 
ascent tanks is sufficient for only approximately 10 seconds of burning time. Low-level signals are 
detected by a discrete voltage detector in the CWEA. The detector output enables an OR gate, the output 

of which enables an AND gate if an ascent engine-on signal is present. The AND-gate output causes the 

ASC QTY caution light to go on. Manually shutting down the ascent engine prevents possible explosion due 
to depletion of either propellant before the other. Additionally, this malfunction indication advises that 
ascent engine thrusting is not available for midcourse correction or rendezvous braking. If feasible, the 
astronaut will prepare to use the RCS for thrusting. 

2.9.4.4.19 DES QTY Warning Light. (See R, figure 2.9-15.) 

The DES QTY warning light goes on if, before staging, the quantity of fuel or oxidizer in the 
descent tanks is sufficient for approximately 2 minutes of burn time. A discrete voltage is routed toa 
discrete buffer signal conditioner. This provides a solid-state closure directly to the relay driver, 
causing the light to go on. The CWEA is bypassed; therefore, the MASTER ALARM lights and tone do 
not go on. 

2.9.4.4.20 DES REG Warning Light. (See S, figure 2. 9-15.) 

The DES REG warning light goes on if, before staging, pressure in the descent helium lines 
downstream of the regulators exceeds 259.1 psia or drops below 219.2 psia. Out-of-tolerance signals are 
detected by high- or low-level comparators in the CWEA. The output of the comparators is applied 
through an OR gate, which is enabled by the normally closed contacts of the staging deadface relay. The 
AND-gate output is applied to the output AND gate, which is enabled by the output of a flip-flop. The flip- 
flop is set by the descent engine arm command. When the output AND gate is enabled, the DES REG 

warning light goes on. Restoration of nominal pressure, or staging (which opens the contacts of the stag- 
ing deadface relay, thereby inhibiting the AND gate), causes the light to go off. 

2.9.4.4.21 CES AC Warning Light. (See T, figure 2.9-15.) 

The CES AC warning light goes on to indicate an excessive increase or decrease in voltage 
from the GN&CS 28-volt, 800-cps, single-phase and 26-volt, 800-cps, three-phase a-c power supplies. 
Conditioned signals, representing a-c power supply output voltages are routed to the high- and low-level 

comparators in the CWEA. Out-of-tolerance voltage signals are detected in the comparators; the output 
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of any comparator enables an OR gate which sets a flip-flop. When the flip-flop is set, the CES AC 
warning light goes on. Momentarily setting the GYRO TEST switch (panel 3) to POS RT or POS LEFT 
resets the flip-flop and causes the light to go off. The light will not go on again until the out-of-tolerance 
voltage condition is corrected and another failure is detected. 

2.9.4.4.22 PRE AMPS Caution Light. (See U, figure 2. 9-15.) 

The PRE AMPS caution light goes on to indicate an out-of-tolerance condition (less than 
-4.2 volts de or more than -5.2 volts dc) in either of the two parallel redundant -4.7-volt d-c power 
supplies in the CES, which power the TCA preamplifiers. Conditioned signals, representing voltage out- 

puts from the primary and backup -4.7-volt d-c power supplies are sent to high- and low-level compara- 
tors in the CWEA. Out-of-tolerance signals, detected by the comparators, enable an OR gate. The OR- 
gate output, along with the signal from the normally closed contacts of the staging deadface relay, enables 
an AND gate causing the PRE AMPS light to go on. Pressing the ABORT pushbutton (panel 2) inhibits the 

AND gate and causes the light to go off. The ABORT pushbutton is used when aborting a mission, using 

the descent engine. After staging, the staging deadface relay contacts open, disabling the AND gate and 
causing the light to go off. 

2.9.4.4.23 CES DC Warning Light. (See V, figure 2.9-15.) 

The CES DC warning light goes on to indicate an excessive decrease or increase in voltage 
from the GN&CS +4. 3-, +6-, -6-, +15-, and -15-volt d-c power supplies. Conditioned signals repre- 
senting d-c power supply output voltages, are routed to high-level comparators in the CWEA. Out-of- 
tolerance voltage signals are detected by the comparators. The output of any comparator enables one of 
five two-input OR gates, setting a flip-flop through a five-input OR gate. When the flip-flop is set, the 
CES DC warning light goes on. Momentarily setting the GYRO TEST switch (panel 3) to POS RT or POS 
LEFT resets the flip-flop and causes the light to go off. The light will not go on again until the out-of- 
tolerance voltage condition is corrected and another failure is detected. 

2.9.4.4,.24 LGC Warning Light. (See W, figure 2. 9-15.) 

During LM guidance computer (LGC) operate periods, the LGC warning light goes on in the 
event of the following LGC failures: power failure, certain scaler failures, and restart or counter fail- 
ures. The light also goes on in response to an alarm test program. If an LGC failure occurs a failure 
signal is sent to a discrete voltage detector in the CWEA. The detector output enables an AND gate (if the 
GUID CONT switch on panel 1 is not set to AGS) causing the LGC warning light to go on. The light goes 
off when the failure is corrected or if the GUID CONT switch is set to AGS. In the AGS position, the 

signal from the GUID CONT switch disables the AND gate, causing the light to go off. 

2.9.4.4.25 ISS Warning Light. (See X, figure 2.9-15.) 

The ISS warning light goes on to indicate a failure in the inertial subsystem section (ISS) of 
the 3.2-ke power supply, the pulsed integrating pendulous accelerometer (PIPA) during main engine 
thrusting, the gimbal servo, or the coupling data unit (CDU). A failure signal from the ISS or an inhibit 

signal from the GUID CONT switch (panel 1) is routed through logic circuitry similar to that for the LGC 

warning light. The ISS warning light goes off when the failure is corrected or if the GUID CONT switch 

is set to AGS. 
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2.9.4,4.26 RNDZ RDR Caution Light. (See Y, figure 2. 9-15.) 

The RNDZ RDR caution light goes on if no tracking indication or if velocity data are not good. 
Either condition causes a failure signal to be sent to a discrete voltage detector in the CWEA. When the 
RENDEZVOUS RADAR selector switch is set to AUTO TRACK, a signal is applied to a flip-flop, resetting 
it. The reset flip-flop inhibits the output AND gate, and the RNDZ RDR caution light remains off even 
though a data-no-good condition may exist. When both no tracking indication and velocity data-good- 
signals are sent to the CWEA, an OR gate is inhibited and the low-level output of this gate is inverted, —/ 
enabling an AND gate and thereby setting the flip-flop. If a data-no-good condition occurs now, the RNDZ 
RDR caution light goes on because the output AND gate is enabled by the OR-gate output, the set flip-flop 
output, and the no tracking indication input. The light goes off when the data-good condition or tracking 
indication is restored. 

2.9.4.4.27 AGS Warning Light. (See Z, figure 2. 9-15.) 

The AGS warning light goes on to indicate an incorrect output from the abort guidance section 
(AGS) +28- and +12-volt d-c and 28-volt, 400-cps power supplies or an abort electronics assembly (AEA) 
malfunction. Conditioned signals, representing voltage outputs of the d-c supplies or the frequency of the 

output of the a-c supply, are routed to high- and low-level comparators in the CWEA. Out-of-tolerance 
signals are detected by the comparators. The output of any comparator enables an OR gate, which 
enables a central OR gate, which in turn enables an AND gate if the AGS STATUS switch (panel 6) is not 
set to OFF. When the AND gate is enabled, it enables an OR gate which causes the AGS warning light to 
goon. If the memory and logic self-test results indicate an AEA malfunction, a failure signal is sent to 
a discrete voltage detector. The detector output enables the AND gate which enables an OR gate causing 
the AGS warning light to go on, Setting the AGS STATUS switch to OFF inhibits the AND gate and causes ~ 
the light to go off. 

2.9.4.4.28 ED RELAYS Caution Light. (See AA, figure 2. 9-15.) 

The ED RELAYS caution light goes on when a failure occurs in the master arm relay (K1) or 
in any one or combination of the stage sequence relays (K2 through K6) located in both ED relay boxes 
(EDS system A and B), A malfunction signal from the EDS is detected by a discrete voltage detector in 

the CWEA. The detector output enables an OR gate, which enables an AND gate (if the MASTER ARM 
switch (panel 8) is not set to ON), causing the ED RELAYS caution light to go on. The SYS A and/or SYS 
B component caution lights on the EXPLOSIVE DEVICES portion of panel 8 also go on. If any one or 
combination of relays K3 through K6 caused the ED RELAYS light and the SYS A and/or SYS B component 
caution lights to go on, there is no way of isolating the faulty relay or relays. However, K2 can be reset 

by momentarily holding the STAGE RELAY switch (panel 8) to RESET. If the lights go off K2 was at 
fault. If the lights do not go off, the ED: LOGIC PWR A and/or LOGIC PWR B circuit breakers (depend- 
ing on which component caution light is on) on panels 11 and 16, respectively, must be opened. 

The MASTER ARM switch (panel 8) must not be touched. If this switch is set to ON while a 
failure exists in the stage sequence relays, a complete staging operation, or part of the staging operation 
(depending on which relay or relays failed) would result. Deactivating one EDS system (A or B) will not 
prevent performance of EDS functions. Either system can perform EDS functions. 

2.9.4.4,29 S-BD RCVR Caution Light. (See AB, figure 2. 9-15.) 

The S-BD RCVR caution light goes on if the S-band receiver automatic gain control fails 
(loss of S-band uplink voice), Loss of MSFN reception can be monitored on the SIGNAL STRENGTH 
indicator on panel 12. It will indicate less than 1. Communications can be obtained by setting the 
XMTR/RCVR switch (panel 12) to SEC. The S-BD RCVR caution light circuitry is enabled only if the 
RANGE FUNCTIONS switch (panel 12) is set to TV/CWEA ENABLE. The light goes off when this switch 
is set to OFF/RESET. 
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2.9.4.5 Data Storage Electronics Assembly. (See figure 2. 9-16.) 

The DSEA is a single-speed, four-track, magnetic-tape recorder that stores voice and time- 
correlation data (TCD) (mission elapsed time). A maximum of 10 hours of recording time is provided 
(2.5 hours on each track) by driving the tape in one direction over the record head and, on completion of a 
pass, switching to the next track and reversing tape direction. The tape is supplied in a magazine, con- 
sisting of a supply reel and takeup reel. Once the magazine is properly placed in the DSEA and the control 

logic is placed in track No. 1 forward condition (reset), the DSEA is operated with the RECORDER switch 
on the COMMUNICATIONS portion of panel 12 in conjunction with the VOX trigger signal supplied by the 
signal-processing assembly (SPA) of the CS. 

The DSEA operates in either a manual or semiautomatic mode. In the manual mode, the 
ICS T/R switch on the AUDIO portion of panel 8 or 12 is set to ICS T/R and the MODE switch on either 
panel is set to PTT. The PTT position bypasses the automatic voice sense circuits. The Commander 
or LM Pilot can close a push-to-talk switch (on the attitude controller assemblies or the umbilicals) and 

speak into a microphone. The push-to-talk switch energizes the VOX key relay, providing a ground for 
activation of the power control logic in the DSEA. In the energized state, this relay routes an enabling 
signal through the RECORDER switch and is applied to the recorder electronics. The audio signal gener- 
ated by the astronaut is conditioned by the SPA and fed to the recorder for transfer to tape. For operation 
in the semiautomatic mode, the MODE switch is set to VOX. With the switch set to this position, the VOX 
trigger circuit is enabled. The VOX sense circuit senses voice input from within the cabin or from the 
communications receivers and feeds this signal to the VOX trigger circuit. When the two inputs are co- 
incident, the trigger is activated. Setting the MOD switch to ICS/PTT results in a continuous key for 

the recorder. When operating in this mode, recorder operation is manually controlled with the 
RECORDER switch (panel 12). With the MODE switch in the ICS/PTT position, the RECORDER switch 
must be in the OFF position until voice is to be taped. The RECORDER TAPE talkback (panel 12) 
indicates tape motion during recording. 

The DSEA consists of signal-conditioning electronics, a power supply, control logic, and a 
tape-motion amplifier. The signal-conditioning electronics accepts audio and TCD signals and conditions 

them before they are fed to the record head. Audio signals routed through the astronaut's intercommun- 
ications bus are applied to a voice amplifier that provides the band-pass filtering, impedance matching, 
and signal amplification required to drive the record head. Simultaneously with the voice input, TCD is 
supplied (as binary inputs) from the serial time code generator in the PCMTEA. A DSEA time-correlation 
data modulator accepts and converts serial binary-coded decimal data to frequency-coded data for 
recording. The binary input signals modulate a voltage-controlled oscillator to produce an output fre- 
quency of 4,175 cps, with a binary 1 input; 4,625 cps, with a binary 0 input. These voice and timing 
signals are mixed with the outputs of a reference oscillator that supplies a constant 5.2-ke signal for 
subsequent use in the DSEA test station, servoamplifiers, and a bias oscillator, which provides a 33-kc 
signal that eliminates nonlinear response in playback of voice and data. This permits recording multi- 
plexed data on each of the four tracks. The control logic provides transport control, automatic track 
switching for the four tape passes, and starting and stopping of the DSEA. The tape transport uses a 
closed-loop capstan drive system with controlled tension in the record/reproduce head area. Dual 
capstans with a high angle of tape wrap provide sufficient driving friction without the use of pinch rollers. 

The drive motor in the tape transport is of the single-phase, 400-cycle, hysteresis, synchronous type 
with constant speed (+0. 1% of input power). During recording, the reproduce head reads the recorded 
track and, through the tape-motion amplifier, supplies the signal that operates the TAPE talkback 

2.9.4.5,1 Power Supply. 

The DSEA power supply consists of a power converter and voltage regulator, which provide 

regulated d-c power for all DSEA electronics. The power converter conditions 115-volt, 400-cps, power 
supplied from control logic circuits, to voltage levels of +17 and -8 volts dc. The +17 volts operates 
relays in control logic and tape-motion monitor circuits. It is also applied to the voltage regulator, along 
with the -8 volts. A-C power for the capstan drive motor is supplied from a tap on the primary winding 
of a transformer (T1). The voltage regulator regulates the +17 and -8 volts dc from the power converter 
to +11.5 and -4.5 volts, respectively. These voltage levels are required for DSEA electronic circuitry. 

2.9.5 FAILURE MODES. 

The IS failure modes and the effect on mission capability are given in table 2, 9-4. 
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Table 2.9-4. 

LMA790-3-LM 

APOLLO OPERATIONS HANDBOOK 
SUBSYSTEMS DATA 

Instrumentation Subsystem - Failure Modes 

  

  

Failure Indication Vehicle Capability 
  

  

  

PCM TELEMETRY switch failed 
‘open (HI position). 

PCM TELEMETRY switch failed 

closed (LO position). 

INST: PCM/TE circuit breaker 

  

EA programmer 

PCMTEA analog-to-digital 
converter (coder) 

PCMTEA output register and 
data transfer buffer 

PCMTEA power supply 

PCMTEA digital multiplexer 

CWEA power supply 

  A circuit breaker   

MSEN continues to receive high-bit-rate 
information (51.2 kilobits per second, 
normal mode) after switching to low- 
bit-rate information (1.6 kilobits per 
second, reduced mode). 

MSFN continues to receive low-bit- 
rate information after switching to 
high-bit-rate information. 

MSFN does not receive telemetry signals. 

PCM data received by MSFN on that 
portion of the PCMTEA programmer 
which failed would be useless. 

All analog PCM data are not received 
by MSEN. 

All PCM data are not received by MSFN. 

All PCM data are not received by MS 

  

'N. 

Failure of same bit of all words 
in same board assembly and module 
location group indicates output diode 
failure. 

  

Failure of all bits of all words in 
same board assembly and module 
location indicates loss of power 
to module. 

Loss of any one bit of any one word 
may be input diode failure or sub- 
system failure. 

Loss of any one word probably 
indicates loss of programmer 
command. 

C/W PWR caution light goes on to 

indicate that subsystem failures 
(possibly all, depending on extent of 
power supply failure) may not be 
detected by CWEA circuits. 

C/W PWR caution light goes on to 
indicate that CWEA is completely 
inoperative and that all subsystem 
failures cannot be detected.   

Only high-bit-rate informa- 
tion is monitored. 

Only low-bit-rate informa- 
tion is monitored. 

Telemetry transmi: 

  

ion is 

  

Transmission of telemetry 
data which is not affected by 
failure is not inhibited. 

  

None 

None 

None 

‘Transmission of telemetry 
data which is not affected by 
failure is not inhibited. 

Most malfunctions are mon- 
itored by MSFN telemetry 
signals. Some are monitored 
on displays. 

Most malfunctions are mon- 
itored by MSFN telemetry 
signals. Some are monitored 
on displays.   

  

'Mission___LM Basic Date 
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Table 2.9-4, 

LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

Instrumentation Subsystem - Failure Modes (cont) 
  

Failure Indication Vehicle Capability 
  

SCEA measurement channel 
failure (in ERA-1 and/or 
ERA-2) 

INST: SIG CONDR ERA-1 or 
ERA-2 circuit breaker 

DSEA manual mode 

AC BUS A: TAPE RCDR 
circuit breaker     

Telemetry data received at MSFN for 
affected SCEA measurement channel 
is questionable. If affected unit is. 
routed to display, there will be no 
display indication. 

MSFN does not receive any intelligent 
telemetry signals from any conditioning 
unit in affected ERA. There are no 
display indications for units in affected 
ERA that are routed to displays. 

RECORDER TAPE talkback barber-pole 
display (when DSEA is in use) 

RECORDER TAPE talkback barber-pole 
display (when DSEA is in use) 

  

2.9.6 PERFORMANCE AND DESIGN DATA. 

Conditioned unit output to 
CWEA is also disabled. 
Other associated measure- 
ments may be used to 
determine vehicle status. 

All outputs in affected ERA 
units are lost. 

Semiautomatic mode 

None. Recorder will not 
operate. 

  

The performance and design data for the IS are given in table 2. 9-5. 

Table 2.9-5. Instrumentation Subsystem - Performance and Design Data 
  

Pulse-code-modulation and 
timing electronics assembly 

Height 

Width 

Length 

Weight 

Power requirements 

l Excitation 

Consumption 

Operating temperature (ambient) 

Reliability 

Component calibration 

  

6.72 inches 

5.12 inches 

19.75 inches 

23.0 pounds (approximate) 

20 to 32 volts de 

11 watts 

+30° to +130° F 

Amplifiers, analog-to-digital converter, and all analog circuitry 
with functions common to 10 or more measurements 
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SUBSYSTEMS DATA 

  

Table 2. 9- 

  

Instrumentation Subsystem - Performance and Design Data (cont) 
  

Pulse-code-modulation and 
timing electronics assembly (cont) 

Reliability (cont) 

Calibration levels 4,250 volts, 0.750 volts 

Accuracy +9 millivolts on high level 

High-level analog signals 

Number of channels 207 

Normal bit rate (51.2 kilobits per 200 channels externally programmed, 77 chamnels internally 
second) redundant 

Reduced bit rate (1.6 kilobits per 113 chamnels externally programmed, 41 channels internally 
second) redundant 

Signal levels 0 to 5 volts 

Analog error 0.5% (maximum) 

Sampling rate 1, 10, 50, 100, or 200 samples per second 

Bits formed per channel input 8 

Parallel digital signals 

Number of channels 15 

Normal bit rate 1, 10, 50, 100, or 200 samples per second 

Reduced bit rate 1 sample per second 

Signal levels 

Binary 1 +3.5 to +10 volts 

Binary 0 -0.5 to +1.5 volts 

Bits per output word 8, 16, or 32 

Sampling sequence for 8-, 16-, and Sequential, with eight most significant bits first 
32-bit input words 

Serial digital signals 

Number of channels 2 channels, serial by bit 

Signal levels 

Binary 1 43.5 to +10 volts 

Binary 0 -0,5 to #1.5 volts 

Word length One 24-bit channel 
One 40-bit channel     
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LMA790-3-LM 
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SUBSYSTEMS DATA 

Instrumentation Subsystem - Performance and Design Data (cont) 
  

Pulse-code-modulation and 
timing electronics assembly (cont) 

Serial digital signals (cont) 

Normal bit rate 

Reduced bit rate 

1,024-kpps input signals 

‘Type 

Amplitude 

NRZ output 

Bit rate 

Signal levels 

Binary 1 

Binary 0 

RZ output 

Bit rate 

Signal levels 

Data rate timing output 

Frequency 

Signal levels 

Subcarrier reference output 

Frequency 

Signal levels 

10-kilohm output load 

100-ohm output load 

Subframe syne pulse output 

Frequency 

Signal levels   

50 samples per second 

None 

Square wave 

743 volts, peak to peak 

51.2 or 1.6 kilobits per second 

  

0.5 volts 

0.0 to +0.5 volt 

51.2 or 1.6 kilobits per second 

4.542 volts, peak to peak 

51.2 or 1.6 kpps (selected by remote switching) 

4, 52 volts, peak to peak 

  

-2 pps 

0.0 to +0.5 volt and +640.5 volts 

4. 5+2 volts, peak to peak 

1 pps 

4, 542 volts, peak to peak 
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Table 2. 9-5. Instrumentation Subsystem - Performance and Design Data (cont) 

  

Pulse-code-modulation and 
timing electronics assembly (cont) 

512-kpps timing output signals 

Frequency 

Signal levels 

6. 4-kpps timing output signals 

Frequency 

Signal levels 

1. 6-kpps timing output signals 

Frequency 

Signal levels 

10-pps timing output signal 

Frequency 

Signal levels 

1024-kpps timing output signal 

Frequency 

Signal levels 

Time-correlation data 

40-bit serial start 

Frequency 

Signal level 

40-bit serial stop 

Frequency 

Signal level 

40-bit serial syne 

Frequency 

Signal level 

24-bit serial syne 

Frequency 

Signal level 

24-bit serial stop 

Frequency 

Signal level   
Mission, LM Basic Date 

512 kpps 

0.0 to 0.5 volt and +3.0 40. 

6, 400 pps 

0.0 to 0.5 volt and +3. 0 £0, 

1, 600 pps 

0.0 to 0.5 volt and +3, 0 +0, 

10 pps 

0,0 to 0,5 volt and +3. 0 £0, 

1024 kpps 

0.0 to 0.5 volt and +3. 0 10. 

1 pps 

4.521 volts, peak to peak 

1 pps 

4.541 volts, peak to peak 

2 kpps 

4,521 volts, peak to peak 

1.2 kpps 

4,541 volts, peak to peak 

1 pps 

4, 

  

volts, peak to peak 

5 volts 

5 volts 

5 volts 

5 volts 

5 volts 

(| 
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Table 2. 9-5. 

SUBSYSTEMS DATA 

Instrumentation Subsystem ~ Performance and Design Data (cont) 

  

Pulse~code-modulation and 
timing electronics assembly (cont) 

Low-bit-rate split-phase data outputs 

Bit rate 

Signal levels 

Analog-to-digital conversion 

Each analog sample 

Full-scale input to ADC 

Zero input 

Greater than full scale 

Less than zero 

Signal-conditioning electronics assembly 

Height 

Width 

Length 

Weight 

ERA-1 

ERA-2 

Power requirements 

Excitation 

Consumption 

ERA-1 

ERA-2 

Thermal characteristics 

Environmental limits 

Vibration 

Acceleration 

Shock 

Temperature 

Operating 

Nonoperating 

1,6 kilobits per second 

+6.0 £0.5 volts (up level) 
+0. 0 to 0.5 volt (down level) 

8-bit binary word output 

11111110 

00000001 

qq 

00000000 

8.0 inches 

5,25 inches 

23.90 inches 

35. 44 pounds 

35.25 pounds 

28 volts de 

16, 04 watts 

14, 23 watts 

An efficient thermal path exists between heat-producing sources 
within subassemblies and an external heat sink. 

8. 1g rms from 20 to 2, 000 eps 

8g 

15g sawtooth 

+30 to +130° F 

~65° to +160° F     een el 
i INSTRUMENTATION SUBSYSTEM 

Page 2..9-84 Mission LM Basic Date__15 December 1968 15 June 1969 Change Date



eee 

LMA790-3-LM. 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

Table 2.9-5, Instrumentation Subsystem - Performance and Design Data (cont) 

  

Signal-conditioning electronics 
assembly (cont) 

D-C amplifiers 

Inputs 

Unipolar mode 

Bipolar mode 

Output 

Attenuators 

Inputs 

Unipolar mode 

Bipolar mode 

Output 

AC-to-de converters 

Input frequency 

Output 

Analog signal isolating buffer 

Input 

Output 

Discrete signal isolating buffers 

504-2 

Turn-on voltage 

Output voltage 

504-3-4 

Output voltage 

504-5 

Output voltage 

Frequency-to-de converter 

Input frequency 

Output 

Resistance-to-de converters 

Resistance changes   Output 0 to 5 volts de (four dual channels) 

: INSTRUMENTATION SUBSYSTEM 
* Mission___LM Basic Date__15 December 1968 Change Date__15 June 1969 _ Page 2 

0 to 200 millivolts de and 0 to 5 volts de 

-100 millivolts to -2.5 volts de and +100 millivolts to +2.5 
volts de 

0 to 5 volts de (four single channels) 

0 to 5 volts de (minimum attenuation) 

0 to 40 volts de (attenuation of 8) 

-2,5 to +2.5 volts de and -20 to +20 volts de 

0 to 5 volts de (four single channels) 

380 to 840 ops 

0 to 5 volts de (three single channels) 

0 to 5 volts de 

0 to 5 volts de (four single channels) 

0.5 to 2.5 volts de 

0.to 5 volts de (10 dual channels) 

0 to 5 volts de (12 dual channels) 

0 to 5 volts de (12 single channels) 

380 to 420 cps 

0 to 5 volts de 

665 to 2, 795 ohms (-200° to +500° F) 

  

  

  
 



  

LMA790-3-LM 
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SUBSYSTEMS DATA 
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Table 2.9-5. Instrumentation Subsystem - Performance and Design Data (cont) 

  

Signal-conditioning electronics 
assembly (cont) 

Phase-sensitive demodulators 

Output 0 to 5 volts de 

Caution and warning electronics assembly 

Height 7.0 inches 

Width 6.750 inches 

Length 11. 750 inches 

Weight 19.75 pounds (approximate) 

Power requirements 

Excitation 28 volts de 

Consumption 13 watts 

Internally generated +4, 423, +12, +9, -3, +7, and 16,3 volts de, rectified 

Three 34-volt, zero-to-peak, 10-ke, center-tapped square waves 

One 15. 5-volt, zero-to-peak, 10-ke, center-tapped square wave 

Two 10-ke reference signals 

Environmental limits 

‘Temperature 

Operating +35° to +135° F 

Nonoperating -65° to +160° F 

Vibration 8. 1g rms from 20 to 2, 000 cps 

Shock 15g sawtooth 

Acceleration 8g 

Input signals 

Caution 

Discrete 26 

Analog 23 

Inhibit 3 

Enable 4     
INSTRUMENTATION SUBSYSTEM 
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Table 2.9-5. Instrumentation Subsystem - Performance and Design Data (cont) 

  

Caution and warning electronics 
assembly (cont) 

Warning 

Discrete 10 

Analog 22 

Inhibit 7 

Enable 2 

Indicator reset 

Caution 10 

Warning 1 

‘Thrust chamber assembly (TCA) logic 

Command (discrete or analog) 16 

Response (discrete) 16 

Output signals 

Caution light 17 

Warning light 14 

Component caution light 2 

‘Talkback 8 

MASTER ALARM pushbutton/light 2 

Inputs 

Analog signals 0.5 to 5,0 volts de 

Discrete, malfunction 3.4 to 6.0 volts de 

Discrete, no malfunction 0 to 0.5 volt de 

Out-of-limit inputs Delay time (input to output): 0.5 second maximum 

Telemetry output 

Malfunction Relay contacts open 

No malfunction Relay contacts closed 

Voltage limits 

Upper Output signal generated when preset voltage is exceeded 

Lower Output signal generated when preset voltage is exceeded     7. ed 
. INSTRUMENTATION SUBSYSTEM 
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Table 2.9-5. Instrumentation Subsystem - Performance and Design Data (cont) 

  

Data storage electronics assembly 

Height 

Width 

Length 

Weight 

Power requirements 

Power supply input 

Reset command 

VOX command input 

Output 

Magnetic heads 

Voice record amplifier 

Input level 

Frequency response 

Bias oscillator 

Output frequency 

Output level 

Tape 

Speed 

Total recording time 

Length of tape between sensor 
strips 

Power Source 

AC 

DC 

2.05 inches 

4.0 inches 

6.22 inches 

38 ounces 

1152.5 volts rms, 400 cps, single phase 

2844 volts de 

2844-8 volts de 

417 volts de unregulated, +11.5 volts de regulated 26.0 
volts rms 

Two record/reproduce heads to provide four tracks 

-3 to +7 dbm 

300 eps to 3,000 eps +3 db 

33 ke 410% 

541 milliamperes 

0.6 inch per second 

10 hours (maximum) 

450 feet (minimum) 

11542.5 volts rms 

28 volts de     oo 
: INSTRUMENTATION SUBSYSTEM 
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Table 2. 9-5. Instrumentation Subsystem - Performance and Design Data (cont) 
  

Data storage electronics assembly (cont) 

DSEA transport 

    
  

Speed error 0.05 of input power deviation 

Start time 100 milliseconds after receipt of VOX trigger 

Stop time 300 milliseconds after cessation of VOX trigger 

Record time Total of 10 hours 

End of tape Automatically sensed 

t 

‘Time-correlation data 

Input Serial NRZ-C (100 bits per second) 

Input levels 

Binary 1 641 volts 

Binary 0 -0.5 to 1.5 volts 

2.9.7 OPERATIONAL LIMITATIONS AND RESTRICTIONS. Bo 

The operational limitations and restrictions for the IS are as follows: 

@ The PCMTEA, SCEA, and signal sensors (for preconditioned transducers) must be 
warmed up for 5 minutes after coolant-loop stabilization, before use. If the 5- 
minute warmup period is not allowed, the accuracy of data will be uncertain. 

e Total recording time (voice keyed) for the DSEA voice tape recorder is 10 
hours. The DSEA will not record voice after 10-hour use. 

2.9.8 TELEMETRY MEASUREMENTS. 

Telemetry data for signals that are routed through the IS and require conditioning are 
given in tables 2. 9-1 and 2.9-2, 

—_— 
} INSTRUMENTATION SUBSYSTEM 
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2.10 LIGHTING, 

2.10.1 INTRODUCTION. 

Exterior and interior lighting aids in the performance of crew visual tasks and lessens 

astronaut fatigue and interior-exterior glare effects. Exterior lighting is used for LM and CSM tracking 
and docking maneuvers. Interior lighting illuminates the cabin and the controls and displays on the Com- 
mander's and LM Pilot's panels. Power for exterior and interior lighting is routed through the 28- volt 
d-c LTG circuit breakers on panels 11 and 16 and the 115-volt AC BUS A and AC BUS B lighting circuit 
breakers on panel 11. 

2.10.2 FUNCTIONAL DESCRIPTION. 

LM lighting is provided by exterior and interior lights and lighting control equipment. (See 
figure 2.10-1.) The exterior lighting enables the astronauts to visually guide and orient the LM and CSM 
to achieve successful tracking or docking. Interior lighting provides general cabin illumination, integral 
electroluminescent (EL) lighting of displays and controls, and radioluminescent (RL) and photoluminescent 
lighting of switch tips and window reticles. 

2.10.2.1 Exterior Lighting. (See figure 2. 10-2.) 

Exterior lighting includes a radioluminescent docking target, radioluminescent EVA hand- 
rail markers, five docking lights, and a high-intensity tracking light. The color, brightness, and 
lighting method of the exterior lights are listed in table 2.10-1. The EXTERIOR LTG switch on the 
LIGHTING portion of panel 3 controls the five docking lights and the high-intensity tracking light on the 
exterior of the ascent stage. 

2.10.2.1.1 Docking Lights. (See figure 2, 10-3.) 

Five running lights mounted on the exterior of the LM provide visual orientation and permit 
gross attitude determination relative to a line of sight through the CSM windows during rendezvous and 
docking. The lights are controlled with the EXTERIOR LTG switch. Before earth launch, this switch is 
set to DOCK to provide for future automatic turn-on of the docking lights. For transposition and docking, 
the docking lights are turned on by the normally open SLA/LM antenna transfer switch (located at SLA 
attachment points). This switch is automatically released to the closed position upon deployment of the 
spacecraft-Lunar Module adapter (SLA) panels. Upon transfer of power from the CM to the LM, the 
docking lights go off. Setting the EXTERIOR LTG switch to OFF interrupts the input power to the 
docking lights. The lights are visible, and their color recognizable, at a maximum distance of 1,000 feet. i 

IG 

2.10.2.1.2 Tracking Light. 

The tracking light permits visual tracking of the LM from the CM. It is turned on by setting 
the EXTERIOR LTG switch to TRACK. A flash tube in the tracking light electronics assembly causes the 
light, which has a 60° beam spread, to flash at a rate of 60 flashes per minute. 

2.10.2.1.3 Docking Target. 

Tne docking target is a three-dimensional, self-illuminated standoff cross that is separated 
by a shaft from a circular base. Illumination is provided by radioluminescent disks, which outline the 
cross and circular-base markings. The docking target provides for visual alignment of the CSM to the LM 
during final docking maneuvers. (Refer to paragraph 2. 11.6.2.) 

2.10.2.2 Interior Lighting. (See figure 2. 10-2.) 

Interior lighting consists of integral EL panel and display lighting, backup floodlighting, ' 
RL lighting, and general ambient lighting. The color, brightness, and lighting method of the interior 
lights are listed in table 2.10-2. Interior lighting controls are located on the LIGHTING portion of 
panels 3 and 5. 

  

i LIGHTING 
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2,10.2.2.1 Integrally Lighted Components. 

There are three types of integrally lighted components: panel areas, displays, and caution 

and warning annunciators. The integrally lighted components use EL or incandescent devices that are 
controlled by on-off switches and potentiometer-type dimming controls. All panel placards are integrally 
lighted by white EL lamps with overlays. The displays have EL lamps within their enclosures. The nu- 

— meric displays show green illuminated digits on a nonilluminated background. Displays with pointers 
show a nonilluminated pointer travelling over an illuminated background. The brightness of the EL dis- 

I plays can be controlled manually with potentiometer-type dimming controls. Each EL dimming control 
can be bypassed by a related override switch, so that full brightness is maintained should a dimming con- 
control fail. 

' With the ANUN OVERRIDE switch (panel 5) set at OFF, the ANUN potentiometer of the 
triple-potentiometer ANUN/NUM dimming control adjusts the light intensity of the caution and warning 
annunciators (except the C/W PWR caution light), the component caution lights (except the DC BUS 
FAULT, and STAGE SEQ RELAY SYS A and SYS B lights), the incandescent pushbuttons, and the power 
failure indicator lights at the top of indicators on panels 1 and 2. The C/W PWR caution light goes on 
if a CWEA power supply failure is detected. For this reason, it is not affected by the ANUN/NUM dim- 
ming control. The DC BUS FAULT component caution light goes on if an EPS bus voltage failure is 
detected. For this reaons, it, too, is not controlled by the ANUN/NUM dimming control. The STAGE 

§ SEQ RELAYS SYS A and SYS B component caution lights are connected directly to 5 volts dc and are not 
controlled by the ANUN/NUM dimming control. If the ANUN potentiometer of the dimming control fails, 
setting the ANUN OVERRIDE switch to ON routes 5-volt d-c power directly to the lights. 

When the NUM OVERRIDE switch (panel 5) is set to OFF, power is provided to the NUM 
potentiometer of the ANUN/NUM dimming control. This potentiometer adjusts the light intensity of the 

EL numeric displays (except the DSKY). If the NUM potentiometer fails, setting the NUM OVERRIDE — 
—@ switch to ON bypasses the potentiometer and routes 115-volt a-c bus voltage directly to the numeric 

displays. The third potentiometer of the ANUN/NUM dimming control receives a voltage from the DSKY 

Hf and routes a reduced voltage back to the DSKY to control the brightness of its numeric displays. There 

is no override capability to bypass this potentiometer. 

The SIDE PANELS switches (panels 3 and 5) turn the EL lighting for the Commander's and 
LM Pilot's side panels on and off. With these switches set to ON, the integral side panel lights are con- 

nected to the INTEGRAL dimming control (panel 5) and the INTEGRAL OVERRIDE switch (panel 5). The 
INTEGRAL dimming control adjusts the light intensity of all EL panels when the INTEGRAL OVERRIDE 
switch is set to OFF. If the INTEGRAL dimming control fails, setting the INTEGRAL OVERRIDE switch to 
ON, bypasses the INTEGRAL dimming control and routes 115-volt a-cbus voltage directly to the EL panel 
lamps. 

Two MASTER ALARM pushbutton/lights (panels 1 and 2) go on to alert the astronauts when 
a failure or out-of-tolerance condition is sensed by the CWEA. The signal that causes the MASTER 
ALARM pushbutton/lights to go on also activates an audio tone (3 kc) generator. Except when the C/W 

I PWR caution light is on, pressing either MASTER ALARM pushbutton/light extinguishes the MASTER 
ALARM lights and deactivates the tone generator. 

2.10.2.2.2 Lunar Contact Lights. (See figure 2.10-1A) 

' Both LUNAR CONTACT lights (panels 1 and 3) go on when one or more of the three lunar- a 

surface sensing probes contacts the lunar surface. When on, the lights advise the crew to shut off the 

descent engine. 

Each probe contains a pair of mechanically actuated switches that open when the probe con- 

Hf tacts the lunar surface. Opening the +Y pair of switches removes the ground from, and applies 

forward bias voltage to, the bases of transistors 1Q1 and 1Q2, energizing relays 1K2 and 1K3. Contacts 
of 1K2 and 1K3 close to complete the ground circuit for both LUNAR CONTACT lights. Similarly, opening 

———_— 
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the -Z or -¥ pair of switches removes the ground from the bases of transistors 2Q1 and 2Q2, energizing 
relays 2K2 and 2K3. Contacts of 2K2 and 2K3 close to provide an additional ground for both LUNAR 
CONTACT lights. 

The STAB/CONT: ATCA circuit breaker (panel 16) and the STAB/CONT: ENG CONT cir- 
cuit breaker (panel 11) provide the 28-volt d-c power sources to the LUNAR CONTACT lights circuitry, 
through interlocking relays. 

The interlocking relays ensure that the required voltages are available only when the descent 
engine is in operation. When descent engine-on relay contacts K16B are open, descent engine override 
relays 1K5 and 2K5 are energized; this energizes lunar probe relays 1K1 and 2K1, respectively. 

Thus, the required voltages are routed through relay contacts 1K1A and 2K1A instead of relay contacts 
3K7A and 3K7B. When the descent engine is shut down, the interlocking relays become deenergized and 
the LUNAR CONTACT lights go off. 

2.10.2.2.3 Floodlighting. (See figure 2. 10-4.) 

Floodlighting is used for general cabin illumination and as a secondary source of illumination 
for the control and display panels. Floodlighting is provided by the Commander's overhead and forward 
floodlights, the LM Pilot's overhead and forward floodlights, and recessed floodlights in the bottom of 
extending side panels and on the circuit breaker panels. These floodlight fixtures provide an even distri- 
bution of light with minimum reflection. Every panel area has more than one lamp. 

LS 
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Table 2,10-1, Exterior Lights - Color, Brightness, and Lighting Method 
  

  

          

  

  

  

  

  

  

  

  

  

  

                

  

Brightness at Brightness 
Component Lighting Method Color Rated Capacity Adjustment 

Docking target Radioluminescent Green 0,3 foot-lambert Fixed 
minimum (at 
time of launch) 

] EVA handrail “Radioluminescent Green 0,3 foot-lambert Fixed 
disks minimum (at 

time of launch) 

Landing gear down- | Phosphorescent Red - Fixed 
lock mechanism 

Docking lights 
Port Incandescent Aviation red 0.15 candlepower Fixed 

minimum 

Starboard Incandescent Aviation green 0,15 candlepower Fixed 
minimum 

Forward Incandescent Aviation white (+Y) 0,23 candlepower Fixed 
(2 lights) Yellow (-Y) minimum 

Aft Incandescent Aviation white 0,23 candlepower Fixed 
minimum 

Tracking light Gaseous White 9,000 effective beam Fixed 
discharge candlepower 

Table 2,10-2, Interior Lights - Color, Brightness, and Lighting Method 
+ 

Primary Color Under 
Lighting Brightness Incident 

Component Method Color Adjustment lumination 

Control panels and Integral White Continuous from zero Control panels: gray 
pushbuttons (illumi- | (EL) foot-lamberts Pushbuttons 

nated-character (primary) Background: black 
type) Characters: white 

Floodlights Flood White Continuous from less 
(incandescent) | (unfiltered) than 0.1 foot-candle 

W| Circuit breakers Flood (EL) White Continuous from zero Background: gray 
foot-lamberts Characters: white 

+ 
Numeric displays Integral (EL) | Green Continuous from zero Background: gray 

foot-lamberts 

LUNAR CONTACT Integral Blue Fixed Background: nonspecular 
lights (incandescent) gray 

| MASTER ALARM Integral Aviation red Fixed (press to reset) Background: translucent 
pushbutton/lights (incandescent) gray/white 

Legend: black 

Caution lights Integral Aviation yellow | Continuous from Background: translucent 
(incandescent) 1.50.5 foot-lamberts gray/white 

Legend: black 
Warning lights Aviation red 

Power failure Integral Aviation red Continuous from Translucent gray/white 
indicator lights (incandescent) 0.00520. 02 foot-lambert 

Component caution Integral Aviation yellow | Continuous from Background: : translucent 
lights (incandescent) 0.50.2 foot-lambert gray/white 

Legend: black 

: LIGHTING 
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Table 2,10-2, Interior Lights - Color, Brightness, and Lighting Method (cont) 

  

  

  

  

  

  

  

  

  

  

  

  

  

  

                

Mission, LM Basic Date 15 December 1968 

  

Primary Color Under 
Lighting Brightness Incident 

Component Method Color Adjustment Tlwmination 

Engine START Integral Aviation red Continuous from Background: translucent 
pushbutton/light (incandescent) 0,540.2 foot-lambert gray/white 

Legend: black with 
white letters 

Engine stop Background: translucent 
pushbutton/lights gray/white 

Computer status Integral Aviation white | Continuous from zero Background: translucent 
condition indicator | (incandescent) foot-lamberts gray/white 
(DSKY and DEDA) 

Computer caution Aviation yellow Legends: black 
condition indicator 
(DSKY) 

Self-luminous Radio- Green Fixed Pale green 
devices (toggle luminescent 
switch tips) 

Landing-point Photo- Green Fixed Outer window: pale green 
designator and, luminescent and 
docking window Red { 

reticles Inner window: pale red 

Talkbacks 
Two=position Integral (EL) | 1. - Continuous from zero 1. Gray 

2. Black and foot-lamberts 2. Black and white 
white stripes stripes 

‘Three-position Integral (EL) | 1. - Continuous from zero 1. Gray 
2. Black and | foot-lamberts 2. Black and white 

white stripes stripes 
3, Red 3. Red 

Interior pointers Silhouette of Black-yellow "Switzer"- 
EL flood rocket red or fire orange 

Indicia (arrows, Integral (EL) | White Continuous from zero Black - white 
symbols, ete) foot-lamberts 

Characters (numbers | Integral (EL) | White Continuous from zero Black - white 
and letters on foot-lamberts : 
displays) 

Time-shared labels | Integral (EL) | Green Continuous from zero None 
and multipliers foot-lamberts 
(X10 indicator) 

Range marking Integral (EL) | Green Continuous from zero Green 
(color bands, foot-lamberts 
normal mode) 

Immediate or Integral (EL) | Yellow Continuous from zero Alternate yellow and 
emergency action foot-lamberts black striping, at 45° 

controls (Yellow is three times 
thickness of black.) 

LIGHTING 
Change Date_15 September 1969 Page 2, 10-7 
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i 
™ DOCKING 

XAXIS TARGET 

WHITE DOCKING. 
UGHT 

TRACKING LIGHT 
(FLASH HEAD)      

      

YELLOW DOCKING, 
UGHT uM 

Z-AXIS 

+a 
FORWARD FORWARD EVA RED DOCKING 

HATCH HANDRAIL ucHT 
DISKS 

DOCKING 
TARGET 

FORWARD 

WHITE DOCKING | GREEN DOCKING 
uGHT uGHT eeneumeso 

Figure 2,10-3. Exterior Lighting 

When the SIDE PANELS switches are'set to OFF, the Commander's and LM Pilot's side 

panel integral lighting is interrupted. Setting the FLOOD toggle switch (panel 3) to ALL routes 28 volts 

dc to the Commander's and LM Pilot's overhead and forward floodlights and to their side panel flood- 

I lights. The OVHD/FWD FLOOD dimming controls (panels 3 and 5) adjust the intensity of the LM Pilot's 

and Commander's respective overhead and forward floodlights. There is no intensity control for the side 

panels. Setting the FLOOD toggle switch to OVHD/FWD routes 28 volts de to the Commander's and. LM 

Pilot's overhead and forward floodlights only. With the FLOOD toggle switch set to OFF, all floodlights 

are off, unless the overhead hatch is open. The overhead hatch actuates a microswitch that overrides 

the FLOOD toggle switch and routes the 28-volt d-c bus voltage to light the overhead and forward flood- 

lights. 

nT 
' LIGHTING 
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Figure 2.10-4, Floodlighting and Utility Lights - Simplified Diagram 

2.10.2.2.4 Portable Utility Lights. (See figure 2. 10-4.) 

Two portable utility lights are used, when necessary, to supplement the cabin interior 
lighting. The lights, when removed from the interim stowage assembly, must be connected to the over- — 
head utility lights panel. Power is applied to the connector from the CDR's 28-volt de bus through the 
LTG: UTIL circuit breaker (panel 11) and the CDR and LMP UTILITY LIGHT switches on the overhead 
panel. The switches provide one-step dimming for the light-intensity control. The intensity of the 
brightness obtained with the CDR switch in the BRIGHT and DIM positions is greater than that obtained 
with the LMP switch. 

2.10.2.2.5 Optical Sight Reticle Light. 

The crewman's optical alignment sight (COAS), used to sight the docking target on the CM, 
has a reticle that is illuminated by a 28-volt d-c lamp. Power to the lamp, supplied by the CDR's 28- 
volt d-c bus, is routed through the FLIGHT DISPLAYS: COAS circuit breaker (panel 11) and the COAS 
switch (panel 8). (Refer to paragraph 2.11.6. 1 for details. ) 

5 LIGHTING 
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2.10.2.2.6 Alignment Optical Telescope Lights. 

A thumbwheel on the computer control and reticle dimmer assembly controls the brightness 
of the AOT reticle. 
light the reticle with incandescent red light. 

2.10.2.2.7 Lamp and Tone Test. 

The LAMP/TONE TEST selector 

The lamp voltage is adjustable from 0, 240.1 to 4.040.5 volts rms. The lamps edge- 

(See figure 2. 10-5.) 

switch (panel 3) is used to perform a functional test of 
lights and the master alarm tone. The ALARM TONE position tests the MASTER ALARM pushbutton/ 
lights and related tone. The C/W 1, C/W 3, and C/W 4 positions test the lamps of some of the caution 

and warning annunciators (panels 1 and 2). The ENG PB-C/W 2 position tests the lamps in the engine 
stop and START pushbutton/lights (panels 3 and 5) and the remainder of the caution and warning annunci- 
ators. 

(panels 1 and 3). 

5.5 VDC 
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Figure 2. 10-5. 
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2.10.3 FAILURE MODES, 

The lighting failure modes are given in table 2. 10-3. 

  

  

Table 2.10-3. Lighting - Failure Modes 

Failure Indication Vehicle Capability 

Commander's and LM Pilot's Visual INTEGRAL OVERRIDE switch (panel 5) provides direct 
integral panel lighting input to panels if INTEGRAL control failed. Backup panel] @™ 

floodlighting is also provided. 

Caution and warning annunci- Visual ANUN OVERRIDE switch (panel 5) provides direct 
ator lighting input to annunciators if ANUN potentiometer of 

ANUN/NUM dimming control failed. 

EL numeric lighting Visual NUM OVERRIDE switch (panel 5) provides direct input 
to numerics if NUM potentiometer of ANUN/NUM 
dimming control failed. 

Docking lights Visual Docking procedures are degraded. Docking target and 
rendezvous radar are primary means of docking. 

Tracking lights Visual Visual tracking of LM from CM is degraded. Rendez- 
vous radar is used.         

  

  

    
  

  

2.10.4 PERFORMANCE AND DESIGN DATA. 

The performance and design data for LM lighting are given in tables 2. 10-4 and 2. 10-5. 

Table 2.10-4, Exterior Lights - Performance and Design Data 

Tracking Light 

Type High intensity, flashing 

Intensity 9,000 beam candlepower (minimum) 

Visibility Cone centered on LM +Z-axis, with semivertex angle of 30° 

Visual: 10 to 140 nautical miles 
CSM sextant: 30 to 400 nautical miles 

Docking lights 

Type Incandescent 
Intensity Fixed 
Visibility 1,000 feet (gross attitude) 

200 feet (orientation) 
Docking target 

Type Self-luminous 
Intensity Fixed 
EVA handrail disks 
Type Self-luminous 
Intensity Fixed 

LIGHTING 
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Table 2.10-5. Interior Lights - Performance and Design Data 

  

  

Control panels and pushbuttons 

Primary 

Backup 

Circuit breakers 

EL numeric readout 

LUNAR CONTACT lights, and 
caution and warning annunciators 

MASTER ALARM pushbutton/ 
lights 

DC BUS FAULT component 
caution light 

All other component caution 
lights 

Engine START and stop 
pushbutton/lights 

Incandescent 

EL 

Computer status condition indi- 
eators (DSKY and DEDA) 

Self-luminous devices 

Talkbacks (two- and three- 
position) 

Displays 

Characters and indicia 

Labels and multipliers 

Range markings 

Immediate or emergency 
controls 

Indicator power failure lights 

Intensity Power 
  

  

0,520.3 foot-lambert 

0.2 foot-candle (minimum) 

0,540.3 foot-lambert 

7 foot-lamberts (minimum) 

50410 foot-lamberts 

15030 foot-lamberts 

1543 foot-lamberts 
3.1 foot-lamberts at thresh- 
old voltage 

1543 foot-lamberts 

1513 foot-lamberts 

0,540.3 foot-lambert 

15+13-7 foot-lamberts 

0, 05+0, 03-0, 04 foot-lambert 

0. 540.3 foot-lambert 

0.540, 3 foot-lambert 

7 foot-lamberts (minimum) 

7 foot-lamberts (minimum) 

0. 1 foot-lambert (minimum) 

2045 foot-lamberts 
  

75 volts, 400 eps 

24 volts de 

75 volts, 400 cps 

115 volts, 400 cps (DSKY: 250 
volts, 800 cps) 

5 volts de 

28 volts de 

28 volts de 
18 volts de threshold voltage 

5 volts de 

5 volts de 

75 volts, 400 cps 

5 volts de 

75 volts, 400 eps 

75 volts, 400 cps 

115 volts, 400 cps 

75 volts, 400 cps 

75 volts, 400 cps 

5 volts de 

  

2.10.5 OPERATIONAL LIMITATIONS AND RESTRICTIONS. 

The operational limitations and restrictions for LM lighting are. as follows: 

e The tracking light should be turned off when the docking lights are visible. When 
docking, the tracking light is not visible; therefore, unnecessary power is used if 
it is left on. 

@ The docking lights shall not be used at distances in excess of 1,000 feet. Beyond 
1,000 feet, these lights cannot be distinguished from stars. 
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— 2.11 CREW PERSONAL EQUIPMENT. 

2.11.1 INTRODUCTION. 

This subsection covers crew personal equipment, which includes equipment required for life 
support and astronaut safety, and accessories related to successful completion of the mission. The 
portable life support system (PLSS) oxygen and water recharge connectors interface with the Environ- 
mental Control Subsystem (ECS) for refills of oxygen and water. The pressure garment assembly (PGA) 

YL interfaces with the ECS for conditioned oxygen, through oxygen umbilicals, and with the Communications 
and Instrumentation Subsystems for communications and bioinstrumentation, through the electrical 
umbilical and interfaces with the ECS for water supplied to the LCG. Power to the crewman optical ft 
alignment sight is supplied by the Electrical Power Subsystem. For stowage locations of crew personal 
equipment, refer to paragraph 2.11.8, 

2.11.2 EXTRAVEHICULAR MOBILITY UNIT. (See figures 2. 11-1, 2. 11-2, and 2. 11-3.) 

The extravehicular mobility unit (EMU) provides life support in a pressurized or unpres- 
surized cabin, and up to four hours (at 4,800 Btu maximum) of extravehicular life support. 

In its extravehicular configuration the EMU is a closed-circuit pressure vessel that envelops 
the astronaut, The environment inside the pressure vessel consists of 100% oxygen at a nominal pres- 
sure of 3.75 psia. The oxygen is provided at a flow rate of 6 cfm. The extravehicular life support equip- 
ment configuration includes the following: 

@ Liquid cooling garment 

@ Pressure garment assembly 

@ Integrated thermal micrometeoroid garment 

e@ Portable life‘support system 

e Oxygen purge system 

e@ Communications carrier 

@ EMU waste management system 

EMU maintenance kit i CPE 

@ PLSS Remote Control Unit 

e Extravehicular visor assembly 

e@ Biomedical belt. 

During intravehicular phases of the mission, several configurations are possible. The basic 
configuration provides intravehicular life support independent of the ECS. It includes the following: 

@ Pressure garment assembly (with PLSS) 

e Integrated thermal micrometeoroid garment 

@ Communications carrier 

,, Constant-wear garment (not used in LM) 

e@ Liquid cooling garment 

5 CREW PERSONAL EQUIPMENT 
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CONTAINMENT 
SYSTEM 

  

URINE COLLECTION AND 
TRANSFER ASSEMBLY 

CONSTANT WEAR GARMENT 

  

BIOINSTRUMENTATION HARNESS 
AND COMMUNICATIONS SOFT HAT 

  
LIQUID COOLED GARMENT 0004-205 

Figure 2.11-1. Extravehicular Mobility Unit 
  

' CREW PERSONAL EQUIPMENT 
Page__2.11-2  Mission__LM Basic Date__15 December 1968 Change Date.



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

   

        

   
   

      

PRESSURE HELMET ASSEMBLY 
SS” 

HELMET ATTACHING RING NECK DAM 

SHOULDER DISCONNECT ACCESS ELECTRICAL CONNECTOR 

LGC MULTIPLE HzO CONNECTOR 
SUN GLASSES POCKET 

PENLIGHT POCKET 
CHEST COVER 

INLET GAS CONNECTOR 

INLET GAS CONNECTOR OUTLET GAS CONNECTOR 

OUTLET GAS CONNECTOR PRESSURE RELIEF VALVE 

PRESSURE GAGE 

WRIST DISCONNECT 
NY 

UM RESTRAINT RING INTRAVEHICULAR GLOVE 

ENTRANCE SLIDE CPE 
FASTENER FLAP UCT CONNECTOR AND 8I0- 

MEDICAL INJECTOR FLAP 
AND DONNING LANYARD POCKET 

UTILITY POCKET 

SCISSORS POCKET 

DATA LIST POCKET 

CHECK UIST POCKET: ITMG BOOT 

3000K4290 — 

Figure 2-11.2. Pressure Garment Assembly SS 
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OXYGEN PURGE SYSTEM 

REMOTE CONTROL BOX 
SUN GLASSES POCKET 

PLSS REMOTE Ci     OPS ACTUATOR 

PLSS SUPPORT STRAPS: 

PENLIGHT POCKET 

PLss 

CONNECTOR COVER 

OXYGEN PURGE SYSTEM 
UMBILICAL 

COMMUNICATIONS, VENTILATION 
AND LIQUID COOLING UMBILICALS 

UM RESTRAINT RING! 

EV GLOVE 

TG 
UTILITY POCKET 

POUCH (2) 
UCT CONNECTOR/BIO-MEDICAL 
INJECTOR/DOSIMETER ACCESS 

FLAP AND DONNING LANYARD 
POCKET 

LUNAR OVERSHOE 

0004229 

Figure 2.11-3. Integral Thermal Micrometeroid Garment, PLSS, OPS, and PLSS Control Box 
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e Urine collection and transfer assembly 

e Auxiliary equipment. 

2.11.2.1 Liquid Cooling Garment. (See figure 2. 11-1.) 

The liquid cooling garment (LCG) is worn by the astronauts while in the LM and during all 
extravehicular activity. It cools the astronaut's body during extravehicular and intravehicular activity fl 
by absorbing body heat and transferring excessive heat to the sublimator in the PLSS, The LCG isa 
one-piece, long-sleeved, integrated-stocking undergarment of netting material. It consists of an inner 
liner of nylon chiffon, to facilitate donning, and an outer layer of nylon Spandex into which a network of 
Tygon tubing is woven. The tubing does not pass through the stocking area. A double connector for in- 
coming and outgoing water is located on the front of the garment. Cooled water, supplied from the PLSS 
or from the ECS, is pumped through the tubing. Pockets for bioinstrumentation signal conditioners are IW 
located around the waist. A zipper that runs up the front is used for donning and doffing the LCG; an 
opening at the crotch is used for urinating. Dosimeter pockets and snaps for attaching a biomedical belt 
are part of the LCG, 

2,11.2.2 Pressure Garment Assembly. (See figures 2. 11-2 and 2. 11-3.) 

The pressure garment assembly (PGA) is the basic pressure vessel of the EMU. It pro- 
vides a mobile life-support chamber if cabin pressure is lost due to leaks or puncture of the vehicle. The 

PGA consists of a helmet, torso and limb suit, intravehicular gloves, and various controls and instru- 
mentation to provide the crewman with a controlled environment. In an emergency, the PGA is designed 
to be worn for 115 hours at a regulated pressure of 3.75 + 0.25 psig, in conjunction with the LCG. 

2.11.2.2.1 Torso and Limb Suit. 

The torso and limb suit is a flexible pressure garment that encompasses the entire body, 
except the head and hands. It has four gas connectors, a PGA multiple water receptacle, a PGA elec- 
trical connector, and a PGA urine transfer connector for the PLSS/PGA and ECS/PGA interface. The 
PGA connectors have positive locking devices and can be connected and disconnected without assistance. 
The gas connectors comprise an oxygen inlet and outlet connector, on each side of the suit front torso. 
Each oxygen inlet connector has an integral ventilation diverter valve. The PGA multiple water receptacle, 
mounted on the suit torso, serves as the interface between the LCG multiple water connector and PLSS 
multiple water connector and the ECS water supply. A protective external cover provides PGA pressure 
integrity when the LCG multiple water connector is removed from the PGA water receptacle. The PGA 

electrical connector, mated with the vehicle or PLSS electrical umbilical, provides a communications, 

instrumentation, and power interface to the PGA, The PGA urine transfer connector is used to transfer 

urine from the urine collection transfer assembly (UCTA) to the waste management system. 

The PGA urine transfer connector on the suit right leg, permits dumping the urine collection 
bag without depressurizing the PGA. A PGA pressure relief valve on the suit sleeve, near the wrist ring, 
vents the suit in the event of overpressurization. The valve opens at approximately 4.6 psig and reseats 
at 4.3 psig. If the valve does not open, it can be manually overridden. A pressure gage on the other 
sleeve indicates suit pressure. . 

A low-pressure warning-tone switch and pressure transducer are part of the PLSS equip- 
ment. 

2,11.2.2.2 Helmet. 

The helmet is a Lexan (polycarbonate) shell with a bubble-type visor, a vent-pad assembly, 
and a helmet attaching ring. The vent-pad assembly permits a constant flow of oxygen over the inner 
front surface of the helmet. The astronaut can turn his head within the helmet neck-ring area. The helmet 
does not turn independently of the torso and limb suit. The helmet has provisions on each side for 

mounting an extravehicular visor assembly (EVVA). When the LM is unoccupied the helmet protective 

bags are stowed on the cabin floor at the crew flight stations. Each bag has a hollow-shell plastic base 
with a circular channel for the helmet and the EVVA, two recessed holes for glove connector rings, and 
a slot for the EMU maintenance kit. The bag is made of Beta cloth, with a circumferential zipper; it 
folds towards the plastic base when empty. 

CREW. PERSONAL EQUIPMENT 
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2.11.2.2.3 Intravehicular Gloves. 

The intravehicular gloves are worn during operations in the LM cabin. The gloves are 
secured to the wrist rings of the torso and limb suit with a slide lock; they rotate by means of a ball- 
bearing race. Freedom of rotation, along with convoluted bladders at the wrists and adjustable antibal- 

looning restraints on the knuckle areas, permits manual operations while wearing the gloves. 

2.11.2.2.4 Controls. 

All PGA controls are accessible to the crewman during intravehicular and extravehicular 
operations. The PGA controls comprise two ventilation diverter valves, a pressure relief valve with 
manual override, and a manual purge valve. For intravehicular operations, the ventilation diverter 
valves are open, dividing the PGA inlet oxygen flow equally between the torso and helmet of the PGA. 
During extravehicular operation, the ventilation diverter valves are closed and the entire 6.0-cfm oxygen 
flow enters the helmet. The pressure relief valve accommodates flow from a failed-open primary oxygen 
pressure regulator. If the pressure relief valve fails open, it may be manually closed. The purge valve 
interfaces with the PGA through the PGA oxygen outlet connector. Manual operation of this valve initiates 
an 8-lb/hr purge flow, providing COg washout and minimum cooling during contingency or emergency 
operations. 

2,11.2.2.5 Instrumentation. 

A pressure transducer on the right cuff indicates pressure within the PGA. Biomedical 
instrumentation comprises an EKG (heart) sensor, ZPN (respiration rate) sensor, dc-to-de converter, 
and wiring harness. The ZPN sensor is only operational with spacecraft telemetry system. A personal 
radiation dosimeter (active) is attached to the integrated thermal micrometeoroid garment for continuous 

accumulative radiation readout. A chronograph wristwatch (elapsed-time indicator), is readily access- 
ible to the crewman for monitoring. 

2.11.2.3 Communications Carrier. 

The communications carrier (cap) is a polyurethane-foam headpiece with two independent 
earphones and microphones, which are connected to the suit 21-pin communications electrical connector. 
The communications carrier is worn with or without the helmet during intravehicular operations. It is 
worn with the helmet. during extravehicular operations. 

2.11.2.4 Integrated Thermal Micrometeoroid Garment. 

The ITMG is worn over the PGA, and protects the astronaut from harmful radiation, heat 
transfer, and micrometeoroid activity. 

The ITMG is a one-piece, form-fitting multilayered garment that is laced over the PGA and 
remains with it. The EVVA, gloves, and boots are donned separately. .From the outer layer in, the 
ITMG is made of a protective cover, a micrometeoroid-shielding layer, a thermal-barrier blanket 
(multiple layers of aluminized mylar), and a protective liner. A zipper on the ITMG permits connecting 
or disconnecting umbilical hoses. 

2,11.2.4.1 Extravehicular Gloves. 

For extravehicular activity, the PGA gloves are replaced with the extravehicular gloves. 
The extravehicular gloves are made of the same material as the ITMG to permit handling intensely hot 
or cold objects outside the cabin and for protection against lunar temperatures. 

2.11.2.4.2 Extravehicular Boots. 

The extravehicular boots are worn over the PGA boots for extravehicular activity. They 
are made of the same material as the ITMG. The soles have additional insulation for protection against 
intense temperatures. 

i CREW PERSONAL EQUIPMENT 
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2.11.2.4.3 Extravehicular Visor Assembly. (See figure 2. 11-4.) 

The EVVA provides protection against solar heat, space particles, and radiation, and helps 
to maintain thermal balance. The two pivotal visors of the EVVA may be attached to a pivot mounting on 

the PGA helmet. The lightly tinted (inner) visor reduces fogging in the helmet. The outer visor has a 
vacuum deposited, gold-film reflective surface, which provides protection against solar radiation and 
space particles. The EVVA is held snug to the PGA helmet by a tab-and-strap arrangement that allows 

the visors to be rotated approximately 90° up or down, as desired. ‘An EVVA for each astronaut is stowed 
on the floor at his station during launch. When the LM is occupied, the EVVA's are stowed in the PGA 

helmet bags secured on the ascent engine cover. 

2.11.2.5 Portable Life Support System. (See figures 2.11-5 and 2. 11-6.) 

The PLSS is a self-contained, self-powered, rechargeable environmental, control system. 
In the extravehicular configuration of the EMU, the PLSS is worn on the astronaut's back. The PLSS 
supplies pressurized oxygen to the PGA, cleans and cools the expired gas, circulates cool liquid in the 
LCG through the liquid transport loop, transmits astronaut biomedical data, and functions as a dual VHF 
transceiver for communication. “ s 

The PLSS has a contoured fiberglass shell to fit the back, and a thermal micrometeoroid 
protective cover. It has three control valves,.and, on a separate ‘control box,.two control switches, a 
volume control, and a five-position swit¢h for the dual VHF transceiver. The remote control unit is set 
on the chest below the neck ring. Fe 

Fully charged, the equipment can assimilate an average astronaut output of 1,600 Btu per 
hour with peak rates of 2,000 Btu per hour, *The PLSS can operate for 4 hours with a maximum of 

4800 Btu, in a space environment before oxygen and feedwater must be replenished and the battery and 
LiOH cartridge must be replaced. The basic systems and loops of the PLSS are: primary oxygen sub- l 
system, oxygen ventilation loop, feedwater loop, liquid transport loop, and electrical system. 

The PLSS attaches to the astronaut's back, over the ITMG; it is connected by a shoulder 
harness assembly. When not in use, it is stowed on the floor or in the L/H midsection. To don the 
PLSS the astronaut backs against the pack, makes PGA and harness connections, and unhooks the PLSS 
straps from the overhead attachment. 

2.11.2,5.1 Primary Oxygen Subsystem. (See figure 2. 11-6.) 

The primary oxygen subsystem is rechargeable. It provides regulated oxygen for the 
oxygen ventilation loop. The subsystem consists of a primary oxygen bottle, recharge connector, primary 
oxygen regulator assembly, and associated instrumentation. 

PIVOTAL OUTER VISOR PGA HELMET SHELL INNER 
VISOR 

Pivor 
MOUNTING 

PGA NECK 
RING 

TAB AND 
SNAP    

CLOSED VIEW OPEN VIEW 000m. 103 

Figure 2.11-4. Extravehicular Visor Assembly 
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\N Primary Oxygen Bottle. The oxygen bottle contains 1.0 pound of usable oxygen, at 900 psia and +65°F. 
This supply provides adequate makeup oxygen for a 1,200-Btu/hr metabolic load and to compensate for 
EMU leakage for 4 hours of extravehicular activity. Recharge time from a 900 + 50-psig source, at 0° 
to +60°F, is 1 hour. 

Primary Oxygen Regulator Assembly. The primary oxygen regulator assembly is a single-stage unit that 
regulates the oxygen ventilation loop at 3.75 + 0.15 psig. It is used with the oxygen purge subsystem 
(OPS) during purge operation. A flow-limiting orifice upstream of the regulator valve restricts flow to 
3.6 lb/hr to protect the PGA against overpressurization if the regulator fails open. All oxygen flow from 

NN the primary oxygen subsystem is controlled manually with the primary oxygen shutoff valve. 

  

Instrumentat: A high-oxygen-flow-rate sensor activates an audible 3-kc warning tone when the flow 
rate exceeds 0.62 lb/hr. The primary oxygen bottle,contains two independent pressure transducers that 
provide separate signals for telemetry and crew visual readout. In addition, two independent pressure 
transducers monitor PGA pressure: one provides telemetry data; the other, activates an audible 1.5-kce 
warning tone when PGA pressure drops below 3.15 + 0.05 psia. 

2.11.2.5.2 Oxygen Ventilation Loop. (See figure 2. 11-6.) 

The oxygen ventilation loop is a closed-loop system that reconditions and recirculates 
oxygen through the PGA. The loop consists of a contaminant control assembly, a section of a porous 
plate sublimator, a water separator, a fan/motor assembly, two PLSS oxygen connectors, and instru- 
mentation. 

Contaminant Control Assembly. This assembly contains an expendable LiOH and charcoal cartridge that 
filters foreign particles and removes carbon dioxide and odors from the oxygen ventilation loop. The 
cartridge is rated at 1,200 Btu/hr for a 4-hour operational lifetime. 

Sublimator and Water Separator. A section of the porous plate sublimator dissipates heat and condenses 
excess water from the oxygen ventilation loop. The water separator removes the entrained water and 
directs it to the drain water section of the feedwater reservoir. The maximum water separation rate is 
0. 54 lb/hr at 2,000 Btu/hr. 

Fan/Motor Assembly. A centrifugal-type fan, operating at 18,000 + 600 rpm, circulates oxygen at 6.0 
cfm between the PLSS and PGA. The fan is powered by a 16.0 + 0.8-volt brushless d-c motor. The heat 
generated by the motor is transferred to the liquid transport loop by the fan cooling jacket heat exchanger. 

PLSS Oxygen Connectors. The PLSS oxygen connectors provide an interface between the oxygen ventila- seg 
tion loop and the PGA inlet and outlet gas connectors. 

Instrumentation, A low-ventilation-flow-rate sensor activates an audible 1.5-ke warning tone when the 
oxygen flow rate drops below 5 + 0.3 cfm. 

2.11.2.5.3 Feedwater Loop. (See figure 2.11-6.) 

The feedwater loop is rechargeable. It supplies expendable water to the sublimator and 
stores condensation removed by the water separator. The loop consists of a reservoir; water fill, vent. 
and drain connectors; a water shutoff and relief valve; sublimator; and instrumentation. 

  

Feedwater Reservoir and Vent Connecto: The reservoir is a bladder-type tank that provides 8.40 + 0.25 
pounds of expendable feedwater for sublimation. Drainwater from the water separator is stored in the 
volume between the reservoir housing and bladder. The combination of stored drainwater and oxygen 

—_— ventilation loop pressure provides the necessary differential pressure to expel feedwater from the bladder. 
The bladder contains a vent line for removal of entrapped gas to assure a full charge. 

    

Water Shutoff and Relief Valve. When open, this manually operated valve allows feedwater to flow to the 
sublimator. When closed, the valve acts as a pressure relief device to prevent feedwater reservoir over- 
pressurization. The valve relieves at 58.5 + 6.5 psig and resets at 40.0 psig. 
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Water Fill and Drain Connectors, These connectors allow access to both sides of the reservoir bladder 
to facilitate recharging and draining. Because the reservoir contains a bladder, filling and draining 
are performed simultaneously. Recharge time from a 40-psig source is 15 minutes. 

Sublimator. The sublimator transfers heat, by conduction, from the liquid transport loop and the oxygen 
ventilation loop cooling passages to the feedwater loop passages. The heat in the feedwater is then 
dissipated by sublimation of ice. 

Instrumentation. A pressure transducer provides systems telemetry monitoring to identify sublimator 
breakthrough and feedwater reservoir low level. 

2.11.2.5.4 Liquid Transport Loop. (See figure 2. 11-6.) 

The liquid transport loop is a recirculating loop that provides thermal control of the EMU 
by dissipating heat through sublimation. The loop consists of a water accumulator, water fill connector, 
pump/motor assembly, water diverter valve, a section of the porous plate sublimator, a multiple water 
connector, and instrumentation. 

  

Water Accumulator and Fill Connector. The accumulator maintains makeup transport water at an outlet 
pressure between 11.9 and 20.0 p The water fill connector permits initial charging of the loop and 
topping-off the accumulator charge between extravehicular excursions. A recharge key required for 
recharging the accumulator is stowed in the EMU maintenance kit. 

  

Pump/Motor Assembly. A vibrating-diaphragm-type pump imparts a coolant flow rate of 4.0 + 0.2 
Ib/min through the liquid transport loop. A 16.8 + 0.8-volt brushless d-c motor operating at 9,000 + 300 
rpm powers the pump, creating a pressure rise of 5.65 + 0.30 psig. 

Water Diverter Valve. The water diverter valve is a manually operated, three-way, three-position valve. 
It regulates the coolant flow rate through the sublimator to provide thermal control for the liquid transport 
loop. In the minimum and intermediate positions, the valve diverts the flow so that most of the water 
bypasses the sublimator. In the maximum position, the entire flow passes through the sublimator before 
returning to the LCG. The sublimator and bypass flow rates are as follows: 

Diverter Sublimator Flow Bypass Flow 
Valve Position Rate (1b/min) Rate (lb/min) 

Maximum 4.040.1 0 

Intermediate 0.54 0.05 3.5 + 0.05 

Minimum 0.25 + 0.05 7 3.75 + 0.05 

Sublimator, The porous plate sublimator contains liquid transport loop passages and provides thermal 
control through sublimation of ice. 

PLSS Multiple Water Connector. This connector interfaces with the PGA multiple water receptacle, 
providing a single PGA penetration with dual passages to the LCG. 

Instrumentation, The water accumulator contains a dip-stick-type indicator that shows the water level. 

The liquid transport loop has three individual temperature transducers that monitor LCG water inlet 
temperature and LCG water differential temperature to provide telemetry data. 

2,11.2.5.5 Electrical Power Subsystem. (See figure 211-6.) 

The PLSS electrical power subsystem provides d-c power to the fan/motor and pump/motor 
assemblies, communications, and instrumentation. The power-is supplied by a 16.8 + 0.8-volt, 11-cell, 
silver-zine alkaline battery rated at 14.3 ampere-hours. This provides 4 hours of nominal operation at 
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3.75 amperes and 60 watts. Current limiters protect the electrical circuits against overcurrent. The 
power consumption is as follows: 

Space suit communicator (including all 
transducers, indicators, and microphones) 11.55 watts 

Pump 10.0 watts 

a, Fan 30.0 watts 

EMU Electrical Connectors. (See figure 2.11-7.) During EMU checkout and recharge, the crewman is 
required to make and break the following electrical connectors: 

PLSS PGA. 

J-3 PLSS battery connector J-T communication connector 

J-4 PLSS electrical umbilical J-8 Biomedical connector 
connector 

J-5 PLSS antenna connector J-9 PGA electrical connector 

The following two connectors provide an interface between the space suit communicator and 
the two terminal boxes. They do not require crew action. 

' J-1 Terminal box A-1 J-2 Terminal box A-2 

Current Limiters. The following limiters pass transient currents in excess-of normal load, but open at 
sustained overload, 

WH : Normal Load 
(amperes) 

PLSS battery" : * 40.0 

Primary transceiver power — : : 1.0 

Secondary transceiver power 1.0 se 

Biomedical power . 0.12 

-Left-microphone power 0.06 

Right microphone power 0.06 

Fan/motor assembly : 4.0 (slow blow) 

Pump/motor assembly : ' 5 1.0 

High O, flow sensor : g 0.12 

QL : Low vent flow switch 0.12 

Tone generators and O indicator : 0.12 

“Time¢delay médule ; 0.12 

NS 
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Instrumentation, The battery current and voltage transducers share the same telemetry frequency. 
Manual actuation of the mode selector switch on the PLSS remote control unit determines which trans- 
ducer output is being telemetered. 

2.11.2.5.6 Space Suit Communicator. (See figure 2. 11-6.) 

The space suit communicator (SCC) provides primary and secondary duplex voice communi- 
cation and physiological and environmental telemetry. The SSC consists of primary and secondary duplex 
VHF-AM transceivers, transducers, seven voltage-conditioning oscillators (VCO's), a mixer for VCO 
coupling to the primary transmitter, two tone generators and associated controls, and a VHF antenna 
switch to connect the antenna to the primary or secondary transceiver. 

Primary and Secondary Duplex VHF-AM Transceivers and Antenna, The primary duplex VHF-AM trans- 
ceiver can transmit telemetry (table 2. 11-1) and voice at 259.7 mc to MSFN and receive at 296.8 mc. 
The secondary transceiver is identical with the primary transceiver, except that it transmits on 
296.8 mc, receives on 259.8 mc, and has no telemetry capability. Each transceiver has an independently 
regulated power supply of 13.5 volts dc. The power output of the primary and secondary transceivers is 
75 milliwatts at the antenna terminals. All EMU data and voice must be relayed through the LM and CSM 
and transmitted to MSFN via S-band. The VHF antenna is permanently mounted on the oxygen purge sys- 
tem (OPS); absence of the OPS results in loss of EMU communications. 

  

Voltage-Conditioning Oscillators and Mixer, The VCO's have an independently regulated power supply of 
10 volts dc. The center frequency deviations of the VCO's are proportional to the changes in the d-c out- 
put of the transducers. Each VCO output is coupled at the mixer for telemetry transmission. 

Controls, Both primary and secondary volume control potentiometers are mechanically coupled to a 
common shaft. They are on the PLSS remote control unit. SSC modes are selected with the five-position 

mode selector switch on the PLSS remote control unit. The functions of the switch positions are as 
follows: 

e@ The B/A TM-1 position, used for the normal mode of operation, permits voice and 
telemetry transceiver operation. This position allows battery current to be telemetered 

by positioning the mode selector switch for telemetry transmission; the voice-operated 
switch (VOX) is bypassed, establishing a hot-mike mode. 

Table 2.11.1. Extravehicular Mobility Unit - Telemetry Measurements 
  

  

Code Description Telemetry Range | Display Range | Crew Display 

GT8110P Feedwater pressure 0 to 5.0 psig 

GT81245 EKG 0 to 5.0 volts 

GT8140C PLSS battery current 0 to 10 ampere 

GT8141V PLSS battery voltage 12 to 22 volts 

GT8154T LCG H,0 inlet temperature +40° to +90°F 

GT8168P PGA pressure 2.5 to 5.0 psia PLSS 0, QTY 

GT8182P PLSS O, pressure 0 to 1,110 psia 

GT8196T LCG H,O AT 0° to +15°F 

GT9991U Space suit/PLSS MPX Multiplexed 
output         
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e@ The B/A position energizes the primary transceiver. The primary receiver is con- 
tinuously operative; the primary transmitter is inoperative unless activated by the VOX. 
This mode has no telemetry. 

e@ The OFF position removes power from all communications equipment and instrumen- 
tation. 

@ The A/B position energizes the secondary transceiver. The secondary receiver is 
continuously operative; the secondary transmitter is inoperative unless activated by the 
VOX. This mode has no telemetry. 

e@ The B/A TM-2 position is functionally identical with the B/A TM-1 position, except that 
battery voltage is telemetered instead of battery current. 

Tone Generators. Both tone generators and the microphones are common to all active mode selector 
switch positions. The generators provide audible 3- and 1.5-kc warning tones. The generator outputs 
are coupled directly to the communications cap receiver and isolation networks; they are turned on 
automatically by high oxygen flow, low vent flow, or low PGA pressure. Both tones are readily 
distinguishable when activated simultaneously. 

Instrumentation. The PLSS Oo QTY IND receives power from a 10-volt d-c regulator in all active mode 
selector switch positions. 

2.11.2.5.7 PLSS Remote Control Unit. 

The PLSS remote control unit is a chest-mounted instrumentation and controls. unit. It has 
a fan switch, pump switch, SSC mode selector switch, volume control, PLSS oxygen quantity indicator, 
five status indicators, and an interface for the OPS actuator. 

2.11.2.6 Oxygen Purge System, 

The OPS is a self-contained, independently powered, high-pressure, nonrechargeable 
emergency oxygen system that provides 30 minutes of regulated purge flow. The OPS consists of two 
interconnected spherical high-pressure oxygen bottles, an automatic temperature control module, an 

oxygen pressure regulator assembly, a battery, an oxygen connector, and checkout instrumentation. In 
the normal extravehicular configuration, the OPS is mounted on top of the PLSS and is used with PLSS 
systems during emergency operations. In the contingency extravehicular configuration, the OPS is attached 

. to the PGA front lower torso and functions independently of the PLSS. The OPS has no communications 

capability, but provides a hard mount for the SSC VHF antenna. Two OPS's are stowed in the LM. 

2.11.2.6.1 OPS Oxygen Bottles. 

The OPS oxygen bottles contain a total of 4 pounds of usable oxygen at 7, 500 + 750 psig. 
This supply provides a 30-minute operational lifetime at a purge flow rate of 8 lb/hr. 

2.11.2.6.2 OPS Oxygen Pressure Regulator Assembly. 

This assembly is a single-stage, variable-orifice regulator that regulates.PGA inlet oxygen 
pressure to 3.45 4 0.25 psig. The regulator has an inline heater and automatic temperature control 
module to offset the adiabatic expansion cooling of the oxygen and to maintain PGA inlet:oxygen tempera- 
ture between +50° and +80°F. The manually operated OPS oxygen shutoff valve is mechanically coupled 
to the heater switch. 

2.11.2.6.3 OPS Battery. 

The battery supplies 27 volts dc to the 116-watt heater and automatic temperature control 
module. The battery is rated at 2.5 ampere-hours. 
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2.11.2.6.4 OPS Oxygen Connectors. 

The OPS connector interfaces with the PGA inlet gas connector. The GSE fill connector is 
used only for initial ground charge. 

2.11.2.6.5 OPS Instrumentation. 

The regulator and heater have preoperational checkout systems. The OPS pressure gage 
monitors the OPS oxygen bottles and is used for ground fill and preoperational checkout. The gage 
verifies regulated flow (8 lb/hr) through an orifice mounted on the stowage plate. The heater circuitry 
is checked before egress, with a momentary-contact switch which, when actuated, causes a yellow light 
to go on to indicate circuit continuity. 

2.11.2.7 EMU Maintenance Kit. 

The EMU maintenance kit consists of an accumulator key for the PLSS, lubricant, spare 
O-rings, and patching tape for repair of the EMU. The kit is stowed in the helmet stowage-bag until 
needed for extravehicular activity. 

2.11.3 UMBILICAL ASSEMBLY. 

The umbilical assembly consists of hoses and connectors for securing the PGA to the ECS, 
Communications Subsystem (CS), and Instrumentation Subsystem (IS). Separate oxygen, electrical, and 
water umbilicals connect to each astronaut. 

2.11.3.1 Oxygen Umbilical. 

The oxygen umbilical consists of silicone rubber hoses (1. 25-inch inside diameter) with wire § 
reinforcement. The connectors are of the quick-disconnect type, with a 1.25-inch, 70° elbow at the 
PGA end. Each assembly is made up of two hoses and a dual-passage connector at the ECS end and two 
separate hoses (supply and exhaust) at the PGA end. When not connected to the PGA, the ECS connector 
end remains attached and the hoses stowed. 

  

2,11.3.2 Electrical Umbilical. 

The electrical umbilical carries voice communications and biomedical data, and electrical 
power for warning tone impulses. 

2.11.4 CREW LIFE SUPPORT. 

The crew life support equipment includes food and water, a waste management system, 
personal hygiene items, and medical equipment for in-flight emergencies. A potable-water unit and 
food packages contain sufficient life-sustaining supply for completion of the LM-mission. 

2,11.4.1 Crew Water System. 

The water dispenser assembly consists of a Trevarno mounting bracket, a coiled hose, and 

a trigger-actuated, water dispenser. The hose and dispenser extend approximately 72 inches to dispense 
water from the ECS water feed control assembly. The ECS water feed control valve is opened'to permit 
water flow. The dispenser assembly supplies water at +50° to +90°F for drinking or food preparation and 
fire extinguishing. .The water dispenser is inserted directly into the mouth for drinking. Pressing the 
trigger-type control supplies water. 

2.11.4.2 Food Preparation and Consumption. 

The astronaut's food supply (approximately 2,500 calories per man per day) includes liquids 
and solids with adequate nutritional value and low waste content. Food packages are stowed in the LM 

midsection, onthe shelf above PLSS No. 1 and the right hand stowage compartment. 
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The food is vacuum packed in plastic bags that have one-way poppet valves into which the 
water dispenser can be inserted. Another valve allows food passage for eating. The food bags are 
packaged in aluminum-foil-backed plastic bags for stowage and are color coded: red (breakfast), white 
(lunch) and blue (snacks). 

Food preparation involves reconstituting the food with water. The food bag poppet-valve 
cover is cut with scissors and pushed over the water dispenser nozzle after its protective cover is 
removed. Pressing the water dispenser trigger releases water. The desired consistency of the food 
determines the quantity of water added. After withdrawing the water dispenser nozzle, the protective 
cover is replaced and the dispenser returned to its stowage position. The food bag is kneaded for approx- 
imately 3 minutes, after which the food is considered reconstituted. After cutting off the neck of the food 
bag, food can be squeezed into the mouth through the food-passage valve.. A germicide tablet, attached 
to the outside of the food bag, is inserted into the bag after food consumption, to prevent fermentation and 
gas formation. The bag is rolled to its smallest size, banded, and placed in the waste disposal compart- 
ment. 

2.11.4.3 EMU Waste Management System. (See figure 2. 11-8.) 

The EMU waste management system provides for the disposal of body waste through use of 
a fecal containment system, and a urine collection and transfer assembly, and for neutralizing odors. 
Personal hygiene items are stowed in the right-hand stowage compartment. 

2,11.4.3.1 Waste Fluid Transfer. 

Waste fluids are transferred to a waste fluid collector assembly by a controlled difference 
in pressures between the PGA and cabin (ambient). On LM 5, the primary waste fluid collector consists 
of a long transfer hose, control valve, short transfer hose, and a 8,900-cc multilaminate bag. The long 
transfer hose is stowed on a connector plate when not in use. To empty his in-suit urine container, the 
astronaut attaches the hose to the PGA quick-disconnect, which has a visual flow indicator. Rotating the 
handle of the spring-loaded waste control valve controls passage of urine to the assembly. The 8,900-cc 
bag is in the PLSS LiOH storage unit; the short transfer hose is connected between the waste control valve 
and the bag. 

With cabin pressure normal (4.8 psia), the long transfer hose is removed from the connector 
stowage plate and attached to the PGA male disconnect. The PGA is overpressurized by 0.8 + .2 psia and 
the waste control valve is opened. Urine flows from the PGA to the collector assembly at a rate of approx- 

imately 200 cc per minute. When bubbles appear in flow indicator, the valve handle is released and 
allowed to close. 
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Figure 2. 11-8. Waste Management System 

: CREW PERSONAL EQUIPMENT 
Page _2.11-18 Mission__LM Basic Date__15 December 1968 Change Date



LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS. DATA 

— ee eSSSeeEeEeeEeEeeESeSFSFSFSFSFFFse 

On LM 6 and subsequent vehicles, the primary system for waste fluid collector system 
provides six 900-cc waste fluid containers which attach directly to the PGA. Urine is transferred 
directly from the PGA, through the connectors, to the bags, 

2.11.4.3.2 Fecal Device 

The fecal containment system consists of an outer fecal/emesis bag (one layer of Aclar) and 
a smaller inner bag. The inner bag has waxed tissue on its inner surface. Polyethylene-backed toilet 
tissue and a disinfectant package are stored in the inner bag. 

To defecate, the astronaut removes the inner bag from the outer bag. After unfastening the 
PGA and removing undergarments, the waxed tissue is peeled off the bag's inner surface and the bag is 
placed securely over the anal area. After defecating, the used toilet tissue is deposited in the used bag 
and the disinfectant package is pinched and broken inside the bag. The used bag is then closed, kneaded, 
and inserted in the outer bag. The wax paper is removed from the adhesive on the fecal/emesis bag and 
it is sealed then placed in the waste disposal compartment. 

2.11.4.4 Personal Hygiene Items. 

Personal hygiene items consist of wet and dry cleansing cloths, chemically treated and sealed 
in plastic covers, and packs of teeth-cleansing, ingestable chewing gum. The cloths measure 4 by 4 
inches and are folded into 2-inch squares. They are stored in the food package container along with the 
chewing gum. 

2.11.4.5 Medical Equipment. 

The medical equipment consists of biomedical sensors, personal radiation dosimeters, and 
emergency medical equipment. 

2.11.4.5.1 Bioinstrumentation. 

Biomedical sensors gather physiological data for telemetry. Government-furnished imped- 
ance pneumographs continuously record heart beat (EKG) and respiration rate. Each assembly (one for 
each astronaut) has four electrodes which contain electrolyte paste; they are attached with tape to the 
astronaut's body. 

2.11.4.5.2 Personal Radiation Dosimeters. 

Six dosimeters are provided for each astronaut. They contain thermoluminescent powder, 
nuclear emulsions, and film that is sensitive to beta, gamma, and neutron radiation. They are placed 
on the forehead or right temple, chest, wrist, thigh, and ankle to detect radiation to eyes, bone marrow, 
and skin. Serious, perhaps critical, damage results if radiation dosage exceeds a predetermined level. 
For quick, easy reference each astronaut has a dosimeter mounted on his EMU. Dosimeters are 
government-furnished equipment. 

2.11.4.5.3 Emergency Medical Equipment. 

The emergency medical equipment consists of a kit of six capsules: four pain killers 
(Darvon) and two pep pill (Dexedrine). The kit is attached to the forward exterior side of the flight data ' 
file, readily accessible to both astronauts. The emergency medical equipment is government furnished. 

2.11.5 CREW SUPPORT AND RESTRAINT EQUIPMENT. (See figure 2.11-9.) 

The crew support and restraint equipment includes armrests, handholds (grips), Velcro 
on the floor to interface with the boots, and a restraint assembly operated by a tensioned rope-and- 
pully arrangement that secures the astronauts in an upright position under zero-g conditions. 

2.11.5.1 Armrests. 

The armrests, at each astronaut station, provide stability for operation of the thrust/ 
translation controller assembly and the attitude controller assembly, and restrain the astronaut laterally. 
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The armrests are adjustable (four positions) to accommodate the astronaut; they also have stowed (fully SA 
up) and docking (fully down) positions. The armrests, held in position by spring-loaded detents, can be 
moved from the stowed position by grasping them and applying downward force. Other positions are 
selected by pressing latch buttons on the armrest forward area. Shock attenuators are built into the 
armrests for protection against positive-g forces (lunar landing). The maximum energy absorption of 
the armrest assembly is a 300-pound force, which will cause a 4-inch armrest deflection. 

2,11.5.2 Handholds. 

The handholds, at each astronaut station and at various locations around the cabin, provide = \Y 
support for the upper torso when activity involves turning, reaching, or bending; they attenuate movement 
in any direction. The forward panel handholds are single upright, peg-type, metal grips. They are fitted 
into the forward bulkhead, directly ahead of the astronauts, and can be grasped with the left or right hand. 

2.11.5.3 Restraint Assembly. 

The restraint assembly consists of ropes, restraint rings, and a constant-force reel system. 
The ropes attach to D-rings on the PGA sides, waist high. The constant-force reel control provides a 
downward force of approximately 30 pounds; it is locked during landing or docking operations, When the 
constant-force reel is locked, the ropes are free to reel in. A ratchet stop prevents paying out of the 
ropes and thus provides zero-g restraint. During docking maneuvers, the Commander uses pin adjust- 
ments to enable him to use the crewman optical alignment sight (COAS) at the overhead (docking) window. 
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Figure 2.11-9. Restraint Equipment 
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2.11.6 DOCKING AIDS AND TUNNEL HARDWARE. 

Docking operations require special equipment and tunnel hardware to effect linkup of the LM 

with the CSM. Docking equipment includes the COAS and a docking target. A drogue assembly, probe 
assembly, the CSM forward hatch, and hardware inside the LM tunnel enable completion of the docking 
maneuver. 

2.11.6.1 Crewman Optical Alignment Sight. (See figure 2.11.10.) 
NL 

The COAS provides the Commander with gross range cues and closing rate cues during the 

docking maneuver. The closing operation, from 150 feet to contact, is an ocular, kinesthetic coordina- 
tion that requires control with minimal use of fuel and time. The COAS provides the Commander with a 
fixed line-of-sight attitude reference image, which appears to be the same distance away as the target. 

The COAS is a collimating instrument. It weighs approximately 1.5 pounds, is 8 inches 
long, and operates from a 28-volt d-c power source. The COAS consists of a lamp with an intensity con- 
trol, a reticle, a barrel-shaped housing and mounting track, and a combiner and power receptacle. The 
reticle has vertical and horizontal 10° gradations in a 10° segment of the circular combiner glass, on an 
elevation scale (right side) of -10° to +31.5°. The COAS is capped and secured to its mount above the 

left window (position No. 1). 

To use the COAS, it is moved from position No. 1 to its mount on the overhead docking 
window frame (position No. 2) and the COAS switch (panel 8) is set from OFF to OVHD. The intensity 
control is turned clockwise until the reticle appears on the combiner glass; it is adjusted for required 

brightness. 

CSM MOUNTED 
DOCKING, TARGET    

    

   

            

    

  

     
WS 

COAS PROJECTED 
RETICLE IMAGE 

LINE OF SIGHT 

VIEWING 
WINDOW fa 

RECTICLE PATTERN 
AND ELEVATION SCALE “POSITION, 

— DOCKING \ 
WINDOW FRAME MOUNT BARREL LOCK sooumer72 

Figure 2.11-10. Crewman Optical Alignment Sight 
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2,11.6.2 Docking Target. (See figure 2. 11-11.) 

The docking target permits docking to be accomplished on a three-dimensional alignment 

basis. The target is located at the intersection of +Y46.3 and +Z203; it does not protrude beyond the LM 
launch configuration envelope or the maximum contact envelope. The target consists of an inner circle 
and a standoff cross of black with self illuminating discs within an outer circumference of white. The 
target-base diameter is 17.68 inches. The standoff cross is centered 15 inches higher than the base and, 
as seen at the intercept, is parallel to the X-axis and perpendicular to the Y-axis and the Z-axis. 

2.11.6.3 Drogue Assembly. 

The drogue assembly consists of a conical structure mounted within the LM docking tunnel. 
It is secured at three points on the periphery of the tunnel, below the LM docking ring. The LM docking 
ring is part of the LM midsection outer structure, concentric with the X-axis. The drogue assembly can 
be removed from the CSM end or LM end of the tunnel. 

Basically, the assembly is a three-section aluminum cone that is secured with mounting lugs 
to the LM tunnel ring structure. A lock and release mechanism on the probe, controls capture of the 
CSM probe at CSM-LM contact. Handles are provided to release the drogue from its tunnel mounts. 

2,11.6.4 Tunnel Hardware. 

The tunnel contains hardware essential to final docking operations. This includes connectors 
for the electrical umbilicals, docking latches, probe-mounting lugs, tunnel lights, and deadfacing switches. 

2.11.6.5 Probe Assembly. 

The probe assembly provides initial CSM-LM coupling and attenuates impact energy imposed 
by vehicle contact. The probe assembly may be folded for removal and for stowage within either end of 
the CSM transfer tunnel. 
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Figure 2. 11-11. COAS Functional Schematic and Docking Targets 

Fi CREW PERSONAL EQUIPMENT 
Page_2.11-22_Mission__LM Basic Date__15 December 1968 Change Date



WY 

LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

  

2.11.6.6 CSM Forward Hatch, 

The CSM tunnel has two forward hatches: an inner (forward pressure) hatch and an outer 
(forward thermal) hatch. The forward pressure hatch can be removed into the CSM crew compartment. 

The hatch is retained at the aft end of the CSM tunnel by a latching mechanism whose linkage is driven 
from the crew compartment by a handle. A socket opposite the handle, on the tunnel side of the pressure 
hatch, permits hatch removal from the LM side. 

The CSM forward thermal hatch can be removed from the tunnel, into the CSM crew com- 

partment or into the LM. The hatch is retained at the forward end of the CSM tunnel by an expanding 

peripheral latching mechanism, which also serves as a water barrier. The linkage that operates the 

mechanism is driven by an off-center handle, from the CSM crew compartment side, and by a socket, 
using emergency tool B, on the LM side. The thermal hatch is reinstalled from the CSM side only; 
three of the 12 docking latches have expendable stops, which position the thermal hatch axially for proper 

engagement of the latching mechanism. The CSM thermal hatch is stowed in the CSM right equipment 
bay, within a thermal stowage bag. 

2.11.7 CREW MISCELLANEOUS EQUIPMENT. 

Miscellaneous equipment required for completion of crew operations consists of in-flight 

data with checklists, emergency tool B, and window shades. 

2.11.71 In-flight Data. 

The in-flight data are provided in three polyethylene-coated packages. The Commander's 
checklist and the in-flight data kit is stowed in a stowage compartment. The packages include the flight 
plan, experiments data and checklist, mission log and data book, systems data book, and star charts. 

2.11,7.2 Tool B. (See figure 2. 11-12.) 

Tool B (emergency wrench) is a modified Allen-head L-wrench. It is 6.25 inches long and 
has a 4. 250-inch drive shaft with a 7/16-inch drive. The wrench can apply a torque of 1,475 inch- 

pounds; it has a ball-lock device to lock the head of the drive shaft. The wrench is stowed on the right 
side stowage area inside the cabin. It is a contingency tool for use with the probe and drogue, battery 

removal from descent stage, CM hatch from outside, and with the water dispenser. Tool B is also used 

for CM forward hatch operations from the LM side only. 

«25 INCHES» 

     

  

7/\6-INCH HEX 4.250 INCHES 

TOOL B (EMERGENCY WRENCH) 00UM6126 

Figure 2.11-12, Tool B 
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2,11.7.3 Window Shades, 

Window shades are used for the overhead docking window and forward windows. The window 
shade material is Aclar with a deposit of Iconel, resulting in light transmissibility of approximately 0.1%. 
The surface facing outside the cabin has a highly reflective metallic coating. The shade is secured at 
the bottom (rolled position), To cover the window, the shade is unrolled, flattened against the frame area 
and secured with snap fasteners. 

2,11.7.4 DELETED. 

2.11.7.5 Modularized Equipment Stowage Assembly. 

The Modularized Equipment Stowage Assembly (MESA) pallet (see figures 2.11-13, 2.11-14 
and 2, 11-15) is located in quad 4 of the descentstage. The pallet is deployed by the extravehicular astronaut 
when the LM is on the lunar surface. The pallet contains fresh PLSS batteries and LiOH cartridges, a 
TV camera, tripod, cable, tools for obtaining lunar geological samples, containers in which to store 
the samples, and other scientific devices. It also contains a folding work table which also serves as a 
bracket on which the equipment transfer bag, used to transfer the PLSS batteries and LiOH cartridges 
to the cabin, is hung. 

PLSS BATTERIES. TONGS 

EXTENSION 
TV CAMERA HANDLE 

S-BAND 
SAMPLE RETURN ANTENNA CABLE 
CONTAINERS    

   
  

TV TRIPOD: 

TV CABLE 

PLSS LiOH 
CARTRIDGES 

FOLDING TABLE 
(EXTENDED) 

GNOMON 
ASSEMBLY 

scooP 

HAMMER 

EQUIPMENT 
TRANSFER BAG: 

‘A-200UN6 24 

Figure 2,11-13. Modularized Equipment Stowage Assembly 
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ASTRONAUT PLACING ASTRONAUT STOWING ASTRONAUT PLACING 
EQUIPMENT TRANSFER LOH CARTRIDGE IN LUNAR SAMPLE IN 
BAG ON MESA TABLE EQUIPMENT TRANSFER BAG SAMPLE RETURN CONTAINER yg, 

Figure 2.11-15. Modularized Equipment Stowage Assembly Application 

2.11.8 STOWAGE LOCATIONS, 

at Figures 2, 11-16 and 2.11-17 show actual stowage positions for crew personal equipment. 
Some items can be shown only in areas closest to actual stowage locations. The equipment is identified 
as contractor-furnished equipment (CFE), or government-furnished equipment (GFE), and by package 
number. 

B2.i19 DELETED. 

2.11.10 APOLLO LUNAR SURFACE EXPERIMENT PACKAGE. 

' The Apollo Lunar Surface Experiment Package (ALSEP) (figures 2. 11-18 and 2. 11-19), is 
a self-contained package of scientific instruments and supporting subsystems capable of transmitting 
scientific data to earth for one year. These data will be used to derive information regarding the 
composition and structure of the lunar body, its magnetic field, atmosphere andsolarwind. Two containers 

| are stowed in quad 2 of the descent stage. The containers are deployed by the extravehicular astronaut 
when the LM is on the lunar surface (see figure 2. 11-19). 

ALSEP power is supplied by a radioisotope thermoelectric generator (RTG). Electrical 
energy is developed through thermoelectric action. The RTG provides a minimum of 16 volts at 

56.2 watts to a power-conditioning unit. The radioisotopes fuel capsule emits nuclear radiation and 
approximately 1,500 thermal watts continuously. The surface temperature of the fuel capsule is ap- 
proximately 1,400°F. The capsule is stowed in a graphite cask, which is externally mounted on the 
descent stage. The capsule is removed from the cask on the lunar surface and installed in the RTG. 
(See figure 2. 11-20). 

2.11.11 S-BAND ERECTABLE ANTENNA. (See figure 2, 11-22.) 

The S-band erectable antenna can be erected in approximately 10 minutes. It weighs 13.5 
pounds and, in its stowed configuration, is 39 inches long and 10 inches in diameter. Figure 2,11-22 
shows antenna deployment. The antenna is removed from its stowed position on the descent stage equip- 
ment bay, then carried approximately 20 feet to the deployment site. The endplate is removed, the dipole 
extended, and the tripod legs extended. After the thermal shield is removed, the antenna is positioned and 
leveled and the spring loaded umbrella dish is released. The antenna is then oriented toward earth, using 
the flexible crank, Finally, a power cable from a battery in the descent stage is attached to the antenna, 
which is then ready for use. 
aN IN 
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ITEM NOMENCLATURE LOCATION PKG. NO. | REMARKS NOMENCLATURE 
1] PisSremote control unit (2) | Aft midsection — 227 bulkhead GFE PLSS condensate hose 
2_| Docking drogue Inside docking tunnel (launch position) GFE stowage 

foto file "¢ stem and] ee i SRePo seit”) om at of rss 
S| Wprocedures 103 
6] Un fight plan 128 | 18 [Piss condensate contoiner | 
7_| medical kit LH midsectic 
8 | LM descent aids Onboard data file ‘ore aes ‘overshoes (2. pair), 
9 | systems dato 108 20 Fae gee caren ee LH midsectic 
10 | COR's checklist (one in each pr) 
11_| UM hard suit EVA handbook Data storage electronics assy 27 bulkh 

12_| LM soft suit EVA handbook 
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13, | puss Recharge station ce | 22 [ea eet Sewers 8 Atcent engin 
14_ | Interim stowage bog Front of PLSS (position No. 2) cre |           
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LOCATION PKG. NO. sees) em [ __ NOMENCLATURE LOCATION PKG. NO. | REMARKS TEM NOMENCLATURE 
fon — 227 bulkheod =< as ore 15, | PLSS condensate hose ICOR helmet stowage bag, 

1cking tunnel (launch position) GFE stowage 23 JEWVA visor assy,EVVA gloves} 
EMU maintenance kit lOxygen purge system (2) andl 16 Aft of PLS GFE/CFE 

128 ISRC/OPS adopter 24 [tenor sample contingency | Mi 
103, 17_[Food (2 pkgs) 1s GFE container con 

128 18 | PLSS condensate container 25_|[Oz umbilical assembly (COR)| RH 
19_[Food (@ pkgs) 2 man days | 1H midvection ne GFE 26 [Oz umbilical ossembly (UMP)| RH 

Onboard dota file GFE = — [Lunar overshoos (2 pair), Water dispenser fire- - 
103 20 [purge fittings (onein each Pr)| 14 midsection 116,117 GFE ‘extinguishing assembly 

(one in each pr) PIT switch cos 
21 [Data storage electronics assy [+ 727 bulkhead 121 CFE 29-_| LiOH cartridge (ECS) RH 

iP heh . 30_| LOH cartridge (PLSS) RH 
° 1 stowage bag, ‘i je station GFE 22 leva visor assy, EVVA. gioves|A#ent engine cover (Position No. 2)] 114,115 | GFE [ 

PSS (position No. 2) CrE* 
                      

  

Figure 2,11-16. Stowage Locations and Crew Personal 
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TURE LOCATION PKG. NO.| REMARKS ITEM NOMENCLATURE LOCATION PKG. _NO.| REMARKS 

ICOR helmet stowage bog, 
23 TEA visor assy,EVVA gloves, 128 GFE 

EMU maintenance kit 
Att of PLS GFE/CFE 

24 | lvnor sample contingency | Midsection. aft of ascent engine cre 18 container cover 
25 [Oz umbilical assembly (CDR)| RH midsection CFE 

LH midsection 18) ce | 26 | Oz umbilical assembly (UMP)| RH side CFE 

Water dispenser fire- Forward of engine cover UH midsection 167 | ore extinguishing essembly gine cre 
PTT switch COR and LMP's Oz umbilical assy [cre 

onies assy |-+ 227 bulkheod 121 CFE 29 | LiOH cartridge (ECS) RH aft midsection (ECS 190) 122 | Cre 
30_| LiOH cartridge (PISS) RH aft midsection (ECS 190) 108 CE 

Ascent engine cover (Position No. 2)| 114,115 

690000626 

Figure 2,11-16. Stowage Locations and Crew Personal Equipment, LM 6 
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Tem NOMENCLATURE LOCATION PKG. NO. | REMARKS Tem NOMENCLATURE LOCATION PKG. NO. | F 
1 _| Window shade (3) Forward and overhead windows Cre 14 | 70-mm Hosselblad comer bag, 13 5 5 70-mm film magazine bag 2_| Crash bor (2) Forward windows wie no 

Left window (position No. 1) ilot's preference kit 
3 | coas Overhead window (position No. 2) re 16 ined stewsge Heaps 102 

17_[RH side console londgrip (4) war ‘ s stations [4 | Hendorip (4) _-__| Forward of COR's and LP's stati = 18 [Emergency tool 8 102 5 _| Restraint Lower right ponel 5, lower left panel 6 CFE 19 [utility rowel asvonbly 102 
6 | Armrest (4) COR’s ond LMP’s stations CFE 70-mm camera handle, 

Té:mm dota acavisition cameral We. tight whedow 20. | EVA lanyard strap, 102 
7 _hemmiens, 16mm magazine, power cable | Above right wind: ore EVA lanyard camere_hook RuSgC 
B__|Interim stowage bag _| Front of control panel (position No.1)| 104 Cree ZI] Small urine collection oxy Tor 
9 _[Urilty Tight ossy (2) In interim stowage ossembly CFE 22 | Emesiy bag, OPSIPGA straps 702 

Two dust cops and ACA — | in interim stowage assembl Polarizing filler (on camero), EVA 
10 | shorting plug e a. y 23 | comera tether, lunar surface 102 
11_| Lunar orbitel map Inierim stowage bag (side opening) Tos GFE superwide-angle camera and mogazine 2m RASC io GE 24_[COAS light bulb (spare) 102 

moe 25 | ACT eveguard ossembly, AOT 102 
13, [16mmdotoccqusitionmagezine| RHSSC 131 high-density filter, ond polarizing filter 

25A [Camera mount bracket (2) Interim stowage assembly           
  

Figure 2.11-17. Stowage Locations and Crew Personal Equipment, LM 6 
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LOCATION, PKG. NO. | REMARKS NOMENCLATURE LOCATION PKG. NO. | REMARKS 
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107 ‘Antibacterial filter (installed) cid 

[-30_[Docking drogue (stowed) lteft of CDR’s station (stowed position) GFE 
102 [31 [Docking restroint rings [On restrain! harness cable CFE 
102 [32 [Resiraint_cobles and hooks —|CDR’s and UMP’s stofions CFE 

33 [LSS batteries (2) 
102 [34 [Urine bag @) 

RHSSC [35 [PISS TIOH cartridges (2) Disposol bag ‘are disposed] 
102 [36 |Defecation collection devices Jof on lunar 

To2 GE 37 Food waste surface 
'38_ [PISS remote control units 106 

102 ("39 [PGA gas connector covers (2) 
40. [Contingency nor sample 

return container. earth ound 
us CFE FT| 70-mm_comera and access 3 
102 GFE 42_[Remote_conirol_unit interim stowage loops 

43_[PLSS batteries (2) interim stowage 
ilerim stowage assembly GFE [43 [EVA retrackable reel Interim stowage assembly GFE Vp ooums27
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SECTION 3 

CONTROLS AND DISPLAYS 

INTRODUCTION 

This section contains detailed descriptions of the LM controls and displays. A 
cross-reference system, which permits quick and easy reference to any control or 

display, is provided in table 3-1, This table lists each item alphabetically, the item 
reference designation, the panel that contains the item, and the page number on which 
the item is to be found. 

Figures 3-1 and 3-2, at the end of this section, show the controls and displays, 
panel areas, and panel numbers, 

Column headings for the tabular presentation, and the description of the entries 
made under each, are as follows: 

e Location/Ref Des. Notes the location, by panel number, of.a particular 
control or display in the LM, and lists the reference designation, 

e Name and Position, Gives the placarded nomenclature of the control or 
display and the control positions exactly as placarded on the panel, In 

the absence of placards, a functional name is assigned, and control posi- 
tions are described, 

  

e Function. Gives a brief description of the function of the control or display. 

e Circuit Breaker, Gives the nomenclature and location of the circuit 
breaker (s) that controls the electrical power to the control or display. 

@ Power Source, Gives the rating and nomenclature of the immediate bus or 
source that supplies power to the control or display. 

e Remarks, Contains additional data and explanatory remarks, 

Display behavior varies for different malfunction conditions. A list of malfunc- 
tion conditions and resulting display behavior follows the controls arid displays 
tabulation. 

— $< 
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Table 3-1, Controls and Displays - Alphabetical Index 

  

  

  

  

    

  

NAME AND REFERENCE DESIGNATION PANEL PAGE NO, NO. 

#1 ASC O, valve control (7H21) 6. ee ee eee ECS 3-142 
#2 ASC O, valve control (7H5). 6... oe cece ECS 3-142 
4X TRANSL pushbutton (1812)... 2. ee tee 5 3-81 

ABORT STAGE pushbutton (1814). 0 0. 0 ee . 1 
ABORT pushbutton (1813)... . Piilibiiiiiiit 1 
AC BUS A: AC BUS VOLT circuit breaker (40B27) 121222220202 u 
AC BUS A: AOT LAMP circuit breaker (4CB212) . 1.1... 00000000« 1 
AC BUS A: BUS TIE INV 1 circuit breaker (4CB23) 1.2). 1 22D D 0! re 
AC BUS A: BUS TIE INV 2 circuit breaker (4CB24) . 1.1.11 lll lle n 
AC BUS A: CDR FDAI circuit breaker (4CB209)... 11.1. c cll i 
AC BUS A: CDR WIND HTR circuit breaker (4CB144) 2 2 222 D peo 
AC BUS A: DECA GMBL circuit breaker (4CB207)..... 1.000.000 000 1 
AC BUS A: GASTA circuit breaker (4CB201) ........0000~ paid n 
AC BUS A: INTGL LTG circuit breaker (4CB211) 2212 1 DDD DDD II ul 
AC BUS A: RNDZ RDR cirouit breaker (4CB206) 1) 21.1 lll lll. ul 
AC BUS A: RNG/RNG RT; ALT/ALT RT circuit breaker (4CB204) 1 22222211 il 
AC BUS A: TAPE RCDR circuit breaker (4CB202).........00000000 Wl 
AC BUS B: AGS circuit breaker (4CB203).........0.00~ pie u 
AC BUS B: AOT LAMP circuit breaker (4CB214) . 121.) tee eee un 
AC BUS B: BUS TIE INV 1 circuit breaker (4CB185). 5.1.22 il 
AC BUS B: BUS TIE INV 2 circuit breaker (4CB186). 1) 1 111s tlle ll 
AC BUS B: He/PQGS PROPUL DISP circuit breaker (4CB169) 1221) 11! il 
AC BUS B: NUM LTG circuit breaker (4CB200)........0000000- u 
AC BUS B: ORDEAL circuit breaker (4CB226). 1 1 1 1. ! plac i iit re 
AC BUS B: S-BD ANT circuit breaker (4CB34) 111) 11 
AC BUS B: SE FDAI circuit breaker (4CB210). 2. 0). tet ee i 
AC BUS B: SE WIND HTR circuit breaker (4CB152) 1.) 2.22221 1 
ACA/4 JET switches (CDR & LMP) (1821) (1823)... 1.1. s cscs 4 
ACA PROP switch (1825) 2... ee ee ee ee eee ene ae 1 
ACA PROP switch (1826) 22. fe ee ee) oie eee eee 2 
Address indicator (12M1) +... ee ee ene eens 6 
AGS MODE CONTROL switch (11825). 2 12 DDD Pliiiiiiit 3 
AGS STATUS switch (12817)... ..00000000000~0 Wr hi oust 6 
AGS warning light (6DS8) .... ee ee ee ee nee 1 
ALT light (3DS209) 2... ee See ee eee tee 2 
ALT SET control (9R1) oe ee ee ee ee tee eee ORDEAL 
Altitude/range indicator (9M9). 1... ee ee ee 1 
AMPS indicator (4M3). 6... eee eee 4 
ANUN OVERRIDE switch (16S4) 222 222 DD DD DD DLDDI DIDI! 5 
ANUN/NUM control (16R2).. 2.0.0.0 0000- phasis 5 

AOT indicator (3M7) 2... et eee eee eens AOT 
ASC He SEL switch (283) 1 ee ce eels 8 
ASC HI REG caution light (6D821) . sl lll ll DESDE D IIa 2 
ASC Hg0 valve (7H13). 0 0 ee ee ee eee nee ECS 
ASC PRESS warning light (6DS2).0. 020222222 DDD DDDDDDri2 1 

ASC QTY caution light (60822)... 2.222 222222002 Piiiiidt 2 
ASCENT He REG 1 switch (1083)... tee ee eee 1 
ASCENT He REG 1 talkback (LOFLI) 7) 122i iiiiit r 
ASCENT He REG 2 switch (1084). . 2). le eee eae 1 
ASCENT He REG 2 talkback (OFL2) 1) 1.222201 peed b iii 1 
ATT/TRANSL switch (186)... ee eee ee nee 1 
ATTITUDE CONTROL: PITCH switch (1183) 22 2 DDD DDD DDD 3 
ATTITUDE CONTROL: ROLL switch (U4). 2 DDD iiit 3 
ATTITUDE CONTROL: YAW switch (1185)... 0. cee elt 3 
Attitude control assembly (CDR) (1Al).. 1.1... l lt lll ACA 
Attitude control assembly (LMP) (1A2) . 0.00. ce eens ACA 
ATTITUDE MON switch (CDR) (983) 2.2.2 DDD PDD PDI it 1 
ATTITUDE MON switch (LMP) (981) 11D PDP PDP pitts 2 
AUDIO CONT switch (15AS5), 0. eee eee een cne 8           
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NAME AND REFERENCE DESIGNATION PANEL vase 

AUDIO CONT switch (15BS5). 0 ee ee ee 12 3-110 
Azimuth control (3H2). 6... 0. ee ee ee eee eee AOT 3-149 

BAL CPL switch (189)... ee ee 1 3-25 
BAT FAULT component caution light (DSI). 122222 PDD DP DD IT! 4 3-49 
BAT 5 BACK UP CDR FEED switch (4812) 1)... tli! 14 3-127 
BAT 5 BACK UP CDR FEED talkback (4FL7) 1... 2... lillie 4 3-127 
BAT 5 NORMAL SE FEED switch (4810)... 0. 00s cece ee eee 14 3-126 
BAT 5 NORMAL SE FEED talkback (4FL8) 1... esse lll 4 3-127 

BAT 6 BACK UP SE FEED switch (4813)... 0.0. s steel 14 3-128 
BAT 6 BACK UP SE FEED talkback (4FL8) 1... ...000 00rd eee 4 3-129 
BAT 6 NORMAL CDR FEED switch (4811) 1) 1.) lll! tbl iiss 14 3-128 
BAT 6 NORMAL CDR FEED talkback (4FL6) 2)... 2d 4 3-128 
BATTERY caution light (D827)... 0.0.00. 00sec eet e ene ae 2 3-34 

-c- 

C/W PWR caution light (6DS34) 6... ee ee ee ees 2 3-35 
CABIN GAS RETURN valve (7H17) 5). 2 tt eee ECS 3-145 
CABIN PRESS indicator (7M2A) . 0.0.00. cee ee een 2 3-53 
Cabin relief and dump valve (7H11) (rao) ete cee eeneme cee ad ECS 3-147 
CABIN REPRESS valve (73)... .. 0.0000 tees weet ed eee ECS 3-141 
CABIN TEMP indicator (7M3A) 221 1D DID tesdeeee 2 3-53 

CABIN warning light (6DS16). 2... ee ee teen eae 1 3-15 
CAMR: SEQ circuit breaker (4CB33) 1.1.) 1. lll e eee 16 3-139 
CDR BAT 3 HI VOLTAGE switch (483) 1 0.) las 4 3-123 
CDR BAT 3 LOW VOLTAGE switch (487) 6... 0st eee ee 4 3-124 
CDR BAT 3 talkback (4FL3)......0000000 ccs cece een 4 3-124 
CDR BAT 4 HI VOLTAGE switch (484) 222222222002 Sent 14 3-124 
CDR BAT 4 LOW VOLTAGE switch (488) 5)... 2 DDD iit! 14 3-125 
CDR BAT 4 talkback (4FI4) 2... ee ee Pa a a 14 3-125 
CDR UTILITY LIGHTS switch (16819) |)! PITIIPO DPS dBi UTIL 3-153 
CES AC warning light (4DS6). .........20. ery 1 3-13 
CES DC warning light (6DS7). 2. eee 1 3-13 CLR pushbutton (CDR) (885). 12.) ll! iii 4 3-78 CLR pushbutton (LMP) (12813) 1222 2211 Disb lap 6 3-88 
CO CANISTER SEL valve (7H19) 2)... ttl lll lle ECS 3-145 
COz component caution light (7086) +. 1 DiI pid idiiit 2 3-58 
COAS switch (16814)... .. . eee wee ns ory 8 3-96 

CDR AUDIO circuit breaker (4CB86) 1) 21) 211 t tawebece u 3-106 
DISP circuit breaker (4CB153)... 0.000.000 0. cele 16 3-135 
PMP circuit breaker (4CB102). . 1. tbe e eens 16 3-136 

PRIM S-BD PWR AMPL circuit breaker (4CB30). 11.1.1 Ll 16 3-136 
PRIM S-BD XMTR/RCVR circuit breaker (ACBI1) 12) 1) Dil! 16 3-136 
S-BD ANT circuit breaker (4CB10). 2... 0... ccc ele 16 3-136 
SE AUDIO circuit breaker (4CB85) 1.11... Plidiiiiiit 16 3-136 
SEC S-BD PWR AMPL circuit breaker (4CB136). 2). 1.21 lll ul 3-105 
SEC S-BD XMTR/RCVR circuit breaker a u 3-105 
TV circuit breaker (4CB104). . . . Pees 16 3-137 
UPDATA LINK circuit breaker (4CB228) | | | piidiiiit ul 3-105 
UPLINK SQUELCH switch (13817)... 0.00.0. elle 14 3-129 
VHF A RCVR circuit breaker (4CB87) | PIliLiiiiib ul 3-106 
VHF A XMTR circuit breaker (4CB115). 11111 l ll ll lle 16 3-136 
VHF B RCVR circuit breaker (4CB114) 1) 2) 2) DD! wees 16 3-136 
VHF B XMTR circuit breaker (4CB162). 1.21.1. u 3-105 

COMPTR ACTY condition indicator (SDS15).. 1.1.1.0 ~« se ae ents 4 3-78 
CRSFD switch (8820)... .......0000 pili bii iii iiit 2 3-50 
CRSFD talkback (8FLI7) 2... ee ee eee ee ee ee weer eee 2 3-50 

L 
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PANEL PAGE 
NAME AND REFERENCE DESIGNATION NO. NO. 

-~D- 

Data display registers (CDR) (3M4) (3M5)(3M6) 2... 2. ee 4 3-78 
Data indicator (LMP) (12M2) 2... 0. ee 6 3-87 
DC FEEDER FAULT component caution light @D82) 0 2 14 3-119 
DC BUS warning light (6DS14). 0. 0. ee 1 3-15 
DEAD BAND switch (1182) 2... ee ee ee oan 3 3-63 
DES BATS switch (489). 0 0. ee oe 4 3-125 
DES BATS talkback (4FL9) 2... ee ee 4 3-126 
DES ENG CMD OVRD switch (1819). ee 3 3-59 
DES HyO valve (7H26) 2... ee ECS 3-144 
DES 02 valve (7H15) oo ew ee ee ECS 3-142 
DES PROPULSION FUEL VENT switch (1089). 2 ee : 8 3-89 
DES PROPULSION FUEL VENT talkback (1OFL5) 2. 22. 2. ee ee ee 8 3-89 
DES PROPULSION OXID VENT switch (10810) 22.2... eee rarer 8 3-89 
DES PROPULSION OXID VENT talkback (OFL6) 22... 0... ee 8 3-90 
DES PRPLNT ISOL VLV switch (289) 2... 2 0. ee te 8 3-90 
DES QTY warning light (6DS4) 2... 2.0... Pe 1 3-13 
DES RATE switch (185) 6... ee 5 3-81 
DES REG warning light (6DS3) .. 1... Seen bene e ese aaae 1 3-13 
DES VENT switch (286) 2... 8 3-90 
DESCENT He REG 1 switch (1085)... 2 ee 1 3-27 
DESCENT He REG 1 talkback (IOFL8) . 2... ee : L 3-27 
DESCENT He REG 2 switch (1087)... 0.0.00. eens 1 3-28 
DESCENT He REG 2 talkback (LOFL4) . 2. eee 1 3-28 

-E- 

EARTH-LUNAR switch (9825)... 0.0.0.0 fone et sae ene vs opted aw ORDEAL 3-152 
ECS caution light (6DS36). 2. sue 2 3-36 

CABIN FAN circuit breaker 4CB107) |) DP ii liit 1L 3-105 
CABIN FAN CONT circuit breaker (4CB109) 2) 22D) DDD wees 16 3-137 
CABIN REPRESS circuit breaker (4CB113) . 2.1... eee ee 16 3-137 
C03 SENSOR circuit breaker (4CB84) . 2... Le ea he wee 16 3-138 
DISP circuit breaker (4CB140) . . bee eee bee ee 16 3-187 
DIVERT VLV circuit breaker (4CBII12). 212111 DI besos 16 3-138 
GLYCOL PUMP 1 circuit breaker (4CBI17). 0 0... ee iL 3-105 
GLYCOL PUMP 2 circuit breaker (ACBI41). 2... ee arrears ql 3-105 
GLYCOL PUMP AUTO TRNFR circuit breaker (4CB217). 2... 0000. it 3-105 
GLYCOL PUMP SEC circuit breaker (4CB96). 2. 2) ee 16 3-137 
LCG PUMP (4CB108). 2... 5. ee eee eee ees 16 3-137 
SUIT FAN 4P circuit breaker (4CB120) 1... 1... bee 16 3-137 
SUIT FAN 1 circuit breaker (4CB138) 6 6 eee iL 3-104 
SUIT FAN 2 circuit breaker (4CB119) 2 oe 16 3-137 

ECS: SUIT FLOW CONT circuit breaker (4CB234) 2.2... Le be 16 3-135 
ED RELAYS caution light (6DS31) 2.2... ee 2 3-35 
ED: LDG GEAR FLAG circuit breaker (4CB149) -) 1 ee 11 3-103 
ED: LOGIC PWR A circuit breaker (4CB76) 22... ee 11 3-104 
ED: LOGIC PWR B circuit breaker (4CB75) 2... ee ee ee 16 3-133 
ED VOLTS switch (4817) 6 0. ee ee 4 3-119 
ENG ARM switch (ISI)... ee Pee bee ee eee eee ae 1 3-25 
ENG GMBL caution light (6DS23) 2... ee oe 2 3-33 
ENG GMBL switch (188)... 2... De eee wee ee eee nae 3 3-59 
Engine START pushbutton (182) 2... 2.2 eee ran wee 5 3-81 
Engine stop pushbutton (CDR) (183) 2. 2. ee 5 3-81 
Engine stop switch (LMP) (184). 0... ee ee ce ee 6 3-87 
ENTR pushbutton (DEDA) (12814)... ee ee 6 3-88 
ENTR pushbutton (DSKY) (888)... 2 Se ee ee tele 4 3-79 

ASC ECA circuit breaker (4CBI5) 22 ee il 3-108 
ASC ECA circuit breaker (ACBM4) . 2 ren 16 3-139 
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: ASC ECA CONT cireuit breaker (4CB6) 2... ee ee ee ee u 
: ASC ECA CONT circuit breaker (4CB7) | | PIIDPD Di iin 16 
: BAT FEED TIE (2) circuit breakers (4CB18) (4CB26) 1 1) 1) 1 Dt u 
: BAT PEED TIE (2) circuit breakers (4CB17) (4CB25) 1 1) 11) 1 ltd! 16 
-CROSS TIE - BAL LOADS cireuit breaker (4CB184). 21) 2) 2) 221! LL 
-CROSS TIE - BAL LOADS circuit breaker (4CB183). 1) 1) 11)! 16 
-CROSS TIE - BUS cireuit breaker (4CB20).. 2.000000; Pili ul 

: -CROSS TIE - BUS circuit breaker (4CBI9) 2 1) Dt 16 
DC BUS VOLT circuit breaker (4CB22).. 11... : un 
DC BUS VOLT circuit breaker (4CB21). . . + 16 

: DES ECA circuit breaker (4CB10) . . . | eee uW 
: DES ECA circuit breaker (4CB11) 111) 1 fi it 16 
; DES BCA CONT cirouit breaker (40B8)) 21) DTP Dir uw 
: DES ECA CONT eireuit breaker (4CB9). 1 2) 1 ll! thane 16 
: DISP circuit breaker (4CB16) .........4 Awe ww Rhee 16 

: INV circuit breaker (4CBI2). 2221222 PDD lil! : ret 
; INV 2 circuit breaker (4CB13) | | PIID PPD P pili iit 16 

EPS: XLUNAR BUS TIE circuit breaker (CB4)) PPD Dt i 
EBS: XLUNAR BUS TIE eivoult breaker (CB5). 6 6 Fs a 16 
EVENT TIMER indicator (9M11) . . be ee tw hw ee we ee ee 1 
EVENT TIMER RESET/CONT switch (9811) 22222 2222222250102 3 
EVENT TIMER SLEW CONT MIN switch (9813) 1) 12) DPD I Tt Lt 3 
EVENT TIMER SLEW CONT SEC switch (9514) |). | PDD D Ii pii it 3 
EVENT TIMER TIMER CONT switch (9812). 11.1.1. 0.21 3 
EXTERIOR LTG switch (16817) 2. 2 ww ee ee ee ee 3 

Eyepiece adjust lever (3H3).. 01s lll eee AOT 
-F- 

FDAI 1 switch (9823)... .. 2.2.44 Dee eee pete ewe see ORDEAL 3-151 
FDAI 2 switch (9824) " ) !! pei iii Lt ORDEAL | 3-152 

Flight director attitude indicator (FDA) (9M1) 1111) 1! ar 1 3-20 
Flight director attitude indicator (FDAI) (9M6) ... oe see eee eee 2 3-55 

FLIGHT DISPLAYS: CDR FDAI circuit breaker (4CB97). 12 11 lt un 3-101 
PLIGHT DISPLAYS: COAS circuit breaker (4CBI88) . 1.1.1.1 lle u 3-161 
FLIGHT DISPLAYS: GASTA circuit breaker (4CB88) |) 1) 1) 1) DI! u 3-101 
FLIGHT DISPLAYS: MISSION TIMER circuit breaker (4CB159). 1) 1) 221111 u 3-100 
FLIGHT DISPLAYS: ORDEAL circuit breaker (4CB227)... 01.000 Dlilt un 3-101 
FLIGHT DISPLAYS: RNG/RNG RT; ALT/ALT RT cirouit breaker ({CB128) « « u 3-100 
FLIGHT DISPLAYS: THRUST circuit breaker (4CB168) ..... Pili un 3-100 
FLIGHT DISPLAYS: CDR X- PNTR eircait breaker (@CBI89) - . Vs vs ss u 3-100 
FLOOD OVHD/FWD control (16R4) 0. ee eee 3 3-71 
FLOOD OVAD/FWD control (IGRI) DPD D Di iit 5 3-84 
FLOOD OVHD/FWD switch (1686). | | | Stes cunt ine a oats ees 3 3-71 
FLT DISP: EVENT TIMER/SE FDAI circuit breaker (4CB126) | |) | ee ae 16 3-131 
FLT DISP: SE X-PNTR circuit breaker (4CB134). 2.0.00... 000000 16 3-131 
FUEL QUANTITY indicator (1OM5B)...... 0... Piiit 1 3-18 
FUNCTION PCM switch (1384). 2 2) DDT en 2 3-113 
FUNCTIONS RANGE switch (1981). 22 2) 2 D2 2D DDD DDE DDI nt 2 3-114 
FUNCTIONS VOICE switoh (1386) 122) DDD P DDD IPD iit 2 3-113 

-G- 

GIMBAL LOCK condition indicator (8D89) 6... ee eee 4 3-76 
GLYCOL caution light (6DS38). . . Dilisd lan a 2 3-36 
GLYCOL indicator panel failure indicator (16D895) 1) TPIT! 2 3-54 
GLYCOL component caution light (7DS3) 2... 6 we ee 2 3-57 
GLYCOL PRESS indicator (7MBA). 0. Dl eee 2 3-54 
GLYCOL selector switch (783)... 1... cle eee eae 2 3-57 
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NAME AND REFERENCE DESIGNATION PANEL PAGE NO, NO, 

-G- 

GLYCOL TEMP indicator (7M5B) .. . . . cn : rn 2 3-53 
GUID CONT switch (986) . . . see ae . bea 1 3-21 
GYRO TEST POS RT switch (1181) " Pe ee ee ee 3 3-63 
GYRO TEST ROLL switch (1187) ..... 7 . « BRB HD 3 3-63 

-H- 

HgO QUANTITY indicator (7M48) . oe ee 2 3-54 
HO SEP component caution light (7D87) 1... : te 2 3-58 
He PRESS ASCENT switch (284)... .....004 see fae 8 3-92 
He PRESS DES START switch (su) tee : bee 8 3-92 
He PRESS RCS switch (282) , Se ee ee 8 3-91 
HEATER caution light (60833) 2 1) 2) 2 DDD DDD DID see 2 3-35 
HEATERS RCS SYS A/B-1: QUAD 1 circuit breaker (408218) 1) 222222102 i 3-104 
HEATERS RCS SYS A/B-1: QUAD 2 circuit breaker (4CB219) . 2... . toy a8 « iL 3-104 
HEATERS RCS SYS A/B-1: QUAD 3 circuit breaker (4CB220) .........04 lL 3-104 
HEATERS RCS SYS A/B-1: QUAD 4 circuit breaker (4CB221) ..... . see iL 3-104 
HEATERS: AOT circuit breaker (4CB213) 2... 0. ee ee eee iL 3-102 
HEATERS: DISP circuit breaker (4CB68) ........ sae ee oye es 16 3-138 
HEATERS: DOCK WINDOW circuit breaker (4CB129) . 2... ee ee iL 3-102 
HEATERS: LDG RDR circuit breaker (4CB157). 6... 7 eee ee ee ee iL 3-102 
HEATERS: RNDZ OPR circuit breaker (4CB155) . 0... ee ee ee ut 3-101 
HEATERS: RNDZ RDR STBY circuit breaker (4CB156) . tee eee ql 3-101 
HEATERS: S-BD ANT circuit breaker (4CB31) . see e ee ve 16 3-139 
HEATERS: RCS SYS A/B-2: QUAD 1 circuit breaker (408222). 12) 222101 16 3-138 
HEATERS: RCS SYS A/B-2: QUAD 2 circuit breaker (4CB223). . . . se 16 3-138 
HEATERS: RCS SYS A/B-2: QUAD 3 circuit breaker (4CB224). . . as 16 3-138 
HEATERS: RCS SYS A/B-2: QUAD 4 circuit breaker (4CB225)... 2... ae 16 3-138 
HELIUM indicator (10M1)_. . ee 1 3-18 
HELIUM MON selector switch (1086). 212 2222 DD DID DDI22 oe 1 3-30 
HOLD pushbutton (1216) 2... ees 6 3-88 

- 

ICS T/R switch (CDR) (15AS3) 6. ee 8 3-94 
ICS T/R switch (LMP) (15BS3) 2... ee ee ee ee rarer: 12 3-109 
ICS VOLUME thumbwheel (CDR) (ISAR7) 2222 DDD DPD DDL! 8 3-94 
ICS VOLUME thumbwheel (LMP) (15BR7)... . 5. eee eee ene owene 12 3-109 
IMU CAGE switch (381)... Be ee oe ree ene oe 3 3-68 
INST: CWEA circuit breaker (40B99) 111121) 1! an eee ne 16 3-135 
INST: PCM/TE circuit breaker (4CB125) .. . . ae see ee 16 3-135 
INST: SIG CONDR 1 circuit breaker (4CB131) . 0... ee ee ee 1L 3-102 
INST; SIG CONDR 2 circuit breaker (4CB1) ......... : + lees ls 16 3-135, 
INST: SIG SENSOR circuit breaker (408182) ees Se ele eee 16. 3-135 
INTEGRAL control (16R3) 2 0. we ee ns 5 3-85 
INTEGRAL OVERRIDE switch (1683). 22 2 22D DDD DD DDD DIT! 5 3-84 
INVERTER caution light (6DS26) 6. ee es 2 3-33 
INVERTER switch (4914) 6. 14 3-120 
ISS warning light (6DS10) 2 6... ee ee 1 3-14 

-K- 

KEY REL condition indicator (3DS7).........0-0-0- bot eres ore 8 thee 4 3-76 
KEY REL pushbutton (387)... 2... 1. ee eee eee ee ewe eee 4 3-79 
Keyboard pushbutton (DEDA) (1281 thru 12812) . 2... 2... ee ee woe e 6 3-88 
Keyboard pushbuttons (DSKY) (3S10 thru 3821) .. 1... ee ee ee ee ee 4 3-79           

SS 
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-L- 

LAMP/TONE TEST selector switch (16810)... 2.0.2.0... 00-- fee 3 3-71 
LDG ANT switch (1785). 0... eee 3 3-59 
LDG GEAR DEPLOY switch (2810). 2... ee ee te 8 3-91 
LDG GEAR DEPLOY talkback (2FL1).........00- re 8 3-91 
LGC warning light (6DS9)... 2... pee eee eee ce eae tee 1 3-14 
LIGHTING switch (9826) 66 ee ee ee ee ee tae ORDEAL 3-152 
LIQUID GARMENT COOLING valve...) ee ee ee ee ee eee | ECS 3-148 
LMP UTILITY LIGHTS switch (16820) 7.) ee UTIL 3-153 
LTG: ANUN/DOCK/COMPNT circuit breaker (4CB146) . 2... 11 3-104 
LTG: ANUN/DOCK/COMPNT circuit breaker (4cBiss) bee 16 3-133 
LTG: FLOOD circuit breaker (4CB128) . . Se eee 16 3-133 
LTG: MASTER ALARM circuit breaker (4CB147). 11 22 12D DD IDI 16 3-133 
LTG: TRACK circuit breaker (4CB160) .... 0... eae see 16 3-133 
LTG: UTIL circuit breaker (4CB236) 2... 2... rr u 3-104 
LUNAR CONTACT light (CDR) (1DS1) 2... ee ee 1 3-16 
LUNAR CONTACT light (LMP) (1DS2) .. 0.0... .0000 0005 see 3 3-72 

-M- 

MARK X pushbutton (3523) 6. ee ee ee ee ee AOT 3-149 
MARK Y pushbutton (3825) 6. ee ee ee ee et AOT 3-149 
MAN THROT switch (1810) 2... ee ee ee ee bee 1 3-24 
MASTER ALARM pushbutton/light (CDR) (682) .. 6... 0.00008 see 1 3-19 
MASTER ALARM pushbutton/light (LMP) (683)... ........08 tee 2 3-53 
MASTER ARM switch (287)... .. Se wee ee ee ee ee ee 8 3-90 

MASTER VOL thumbwheel (CDR) (ISAR18) 1112). 22 DDD DDD ID! 8 3-96 
MASTER VOL thumbwheel (LMP) (15BR15).. 0.0... ee ee see 2 2-112 
MISSION TIMER indicator (9M12) . 0... ee ee ee fee 1 3-16 
MISSION TIMER: SLEW CONT HOURS switch (9822) 2... 0.0.2 eee eee 5 3-82 
MISSION TIMER: SLEW CONT MIN switch (9821)... 2... 0000 tee 5 3-82 
MISSION TIMER: SLEW CONT SEC switch (9820). 2... ....004 see 5 3-83 
MISSION TIMER: TIMER CONT switch (9819). bee 5 3-81 
MODE SEL switch (989) ......-.0 5 . rn fee 1 3-22 

MODE switch (9827) 6 6 6 we ee ee ee ee ORDEAL 3-153 
MODE switch (15AS6) 2.2... ee rrr sae 8 3-94 
MODE switch (1ISBS6) . 6 we ee ee ee 12 3-110 
MODULATE switch (1385) 2... ee ee eee es tee tare 12 3-112 

' 
-N- 

NO ATT condition indicator (3DS5). 6 6 ee ee 4 3-76 
NO TRACK light (17DS1) 2... ee ee bee 3 3-60 
NOUN display indicator (M3). 6 6... ee ee ee 4 3-78 
NOUN pushbutton (384) 20, ee ee 4 3-78 
NUM OVERRIDE switch (1685)... 0... Sees sees 5 3-83 

-0- 

2 QTY caution light (6DS37) .. 2... 1. bee eee De ee 2 3-36 
O2 QUANTITY indicator (7M4A).......0522206 Pe eee ee 2 3-52 
O2/Ho0QTY MON selector switch (782)... 0... eee ee ee ee 2 3-58 
OPR ERR condition indicator (DSKY) (3DS14) 5... . eee aes 4 3-77 
OPR ERR condition indicator (DEDA) (12DS1). 0... ee 6 3-87 
OXIDIZER QUANTITY indicator (1OM5A). 5... ee eee ee en ee ws 1 3-18 

-P- 

PART PRESS COp indicator (7M1). 2. .......00- ese ew eee nes 2 3-53 
PGNS MODE CONTROL switch (11824). 2... ee ee tee 3 3-65 
PGNS: IMU OPR circuit breaker (4CB124) .. 1... 1. Oe vie eee Pee 11 3-107       
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Table 3-1. Controls and Displays - Alphabetical Index (cont) 

NAME AND REFERENCE DESIGNATION PANEL ase 

-P- 

PGNS: IMU STBY circuit breaker (4CBI61) .. 2... 2. Lee eee ret 
PGNS: LDG RDR circuit breaker (4CB105). 1 1) 1 lt] Plidiit rst — 
PGNS: LGC/DSKY cirouit breaker (4CB122) 11222 2D PDP D iit u 
PGNS: RNDZ RDR RDR circuit breaker (4CB29) 1 1) 1 DDD DPD I it uw 
PGNS: SIG STR DISP circuit breaker (4CBI54) 2) 1. lt u 
PITCH control (14B2)....... wee ee ww we OO 12 

PITCH indicator (MMBY tee 
12 

PLSS FILL valve (7H4). 1 |. Pid lili lip iii ECS 
POWER/TEMP MON selector switch (4815). 2 22D DPD PP DDI Tt 4 
PRE AMPS caution light (6DS30)... 0... 000s lees e eee 2 
PRESS indicator (10M3). 2... ee te eee ran 1 
PRESS indicator power failure i Pili i iii iit 1 
PRESS indicator (System A) (8MIA) ... 0... ce ee eee 2 
PRESS indicator (System B)(8MIB) |)... 1+... lt lee 2 
mnmee tmggatas nacala pour diatiat BENGAL Vevey eee ee alee B -- 

PRESS indicator power failure indicator (I0DS89) «+. . Fs ve a 3-53 
PRESS REG A valve (7H1) 0. ee ee ee eee 3-142 
PRESS REG Bvalve (7H2) 1... tte ce eee eee 3-142 

J] PREBYAP FLOW #1 valve (Tuas) 6+ Fe tee 3-148 
PRI EVAP FLOW #2 valve (7H16) . 0. 6 6 ee ee ee ee ee we ee . 3-143 
PRIMARY COp CANISTER...) lle iii 3-146 

PRO pushbutton (386)... 1 ee eee eee 3-78 
PROG condition indicator (3DSi0) |) DTTP PP PPP i iii biti 3-76 
PROG display indicator (3M1). . PIDDDD DPD Pp iiint 3-77 
PROPUL: ACS He REG circuit breaker (4CB53) 11 12D Dili 3-133 

' DES He REG/VENT circuit breaker 4CB74) 11) tlle 3-101 
PQGS circuit breaker (4CB32).. . Pibiiiiiit 3-133 
DISP/ENG OVRD LOGIC circuit breaker (4CBi03)) 7) 222 1112 3-132 

PRPLNT QTY MON switch (1088)... - eee ee ee pled iiie 3-29 
PRPLNT TEMP/PRESS MON switch (OSD, Pibdiit Piidiit iit 3-30 
PWR AMPL switch (1882)... 0. Te eee pid iii. 3-112 

-Q- 

QUANTITY indicator (8M4) . . . Lee ee ee 2 3-37 
QUANTITY indicator power failure indicator (16DS98) 11) 1 r! 2 3-37 
QUANTITY indicator power failure indicator (16D894) 112 2 22D Dt 2 3-54 

-R- 

RADAR TEST switch (1786). 0... ee ee 3. 3-60 
RATE/ERR MON switch (CDR) (982). . 2... lle 1 3-19 
RATE/ERR MON switch (LMP) (987).°. 1) 1 1. eats 2 3-56 
RATE SCALE switch (9829)... .... soe eee eae ee eee 1 3-23 

ROS A REG warning light (6DSi2) +.) tt pate 1 3-15 
RCS B REG warning light (6DS13) 11122222 DDD DDI 02 tone 1 3-15 

ROS caution light (6D832).. 2.0.0.0. ce eee eee een eae 2 3-35 
ROS QUAD 1 heater switeh (1184) 122222 DTP P Iii int : 3 3-70 
RCS QUAD 2 heater switch (1185) 2 6... ee ee 3 3-70 
RCS QUAD 3 heater switch (1186) 12222222221) tie ee oe 3 3270 
RCS QUAD 4 heater switch (1187) 2. 6. ee ee ee 3 3-70 
RCS SYS A: ASC FEED 1 circuit breaker (4CB51). 122222 2202220002 u 3-100 
RCS SYS A: ASC FEED 2 circuit breaker (4CB231) 112). 22 201! u 3-100 
RCS SYS A: ISOL VLV circuit breaker (4CB67)... 1... ..000 0. ll uw 3-100 
ROS SYS A: MAIN SOV circuit breaker (4CB72). 110.1. lle le ret 3-99 
RCS SYS A: QUAD 1 TCA circuit breaker (4CB03) 1112) 22 DDD IL! un 3-99 
ROS SYS A: QUAD 2 TCS circuit breaker (40B62) 1112). 2D DDI! u 3-99 
RCS SYS A: QUAD 3 TCA circuit breaker (4CB61) | 1). 1! ee eee ae u 3-99 

[ RCS SYS A: QUAD 4 TCA circuit breaker (4CB60) 11 .........0~ ene u 3-99   
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NY ‘Table 3-1, Controls and Displays - Alphabetical Index (cont) 

NAME AND REFERENCE DESIGNATION PANEL ia 

RCS SYS B; ASC FEED 1 circuit breaker (4CB52).........0. eee wh « 16 8-131 
QUE RCS SYS B: ASC FEED 2 circuit breaker (4CB232) ..........-000. . 16 3-131 

RCS SYS B: CRSFD circuit breaker (4CB54) . 2... 2.0004 tee ote 16 3-132 
RCS SYS B: ISOL VLV circuit breaker (4CB49). . 0. ee ee ee ee 16 3-131 
RCS SYS B: MAIN SOV circuit breaker (4CB73). 0.0 0. oe ee 16 3-132 
RCS SYS B: PQGS DISP circuit breaker (4CB121).......... see 16 3-132 
RCS SYS B: QUAD 1 TCA circuit breaker (4CB45) 2 2... ee ee 16 3-131 
RCS SYS B: QUAD 2 TCA circuit breaker (4CB44) 2... 2. ee ee we 16 3-132 
ROS SYS B: QUAD 3 TCA circuit breaker (4CB43) 2... eee ee ee 16 3-132 
RCS SYS B: QUAD 4 TCA circuit breaker (4CB42) . eee ee wee © 16 3-132 
RCS SYS B; TEMP/PRESS DISP-FLAGS circuit breaker (46250) « bee 16 3-132 
ROS TCA warning light (6DS11) . 2... 2.04. be ee 1 3-14 
READOUT pushbutton (12815)... 2 eee 6 3-88 
RECORDER switch (19511)... lle ee eee ene 12 3-116 
RECORDER TAPE talkback (ISFL1) 222022222 20000 rrareraren 12 3-116 
REJECT pushbutton (3524)... eee bee AOT 3-149 
RELAY ON switch (CDR) (I5AS4) 6. ee 8 3-94 
RELAY ON switch (LMP) (15BS4) . . . pene ee eee eee eee 12 3-110 
RENDEZVOUS RADAR mode selector switch (1783) 1) 11) 11! . oe 3 3-62 
RESTART condition indicator (3DS11) 2... We ee ee 4 3-76 

Reticle control (3H1)...... Pe eee AOT 3-149 
Reticle illumination control | 2) DDD DDD DD DDD IT AOT 3-149 
RNDZ RDR caution light (6DS28). .. 2... ee ee . we 2 3-34 
RNG/ALT MON switch (984) 2... 0 ee ee ee ee bee 1 3-22 
RR GYRO SEL switch (1789). Se ec ee ew ew een bie ole 3-153 
RSET pushbutton (389). 6 6 - 4 3-79 

-s- 
S-BAND selector switch (1485)... 6. ee ee ee tee 12 3-118 
S-BAND T/R switch (CDR) (15AS1) 6. ee ee es 8 3-93 
S-BAND T/R switch (LMP) (15BS1) . . . 7 . eee we wd 12 3-109 
S-band VOLUME thumbwheel (CDR) (15AR14). 1) |] | Cb le eee 8 3-93 
S-band VOLUME thumbwheel (LMP) (15BR14). 2 6... ee ee ee 12 3-109 
S-BAND XMTR/RCVR switch (1388), 06. ee ee 12 3-112 
$-BD RCVR caution light (6DS40) . 1). . Se ee eb eee teh be 2 3-37 
SE BAT 1 HI VOLTAGE switch (481)... 0 ee eee 14 3-121 
SE BAT 1 LOW VOLTAGE switch (485) ce eee eee we eee ee 14 3-121 
SE BAT 1 talkback (4FL1) . . . Se eee ee ee tee ee ae 4 3-122 

SE BAT 2 HI VOLTAGE switch (482). 2 22 2D 2 DDD DDD DDD PD iit 4 3-122 
SE BAT 2 LOW VOLTAGE switch (486) 2.0... ee ee ee 4 3-122 
SE BAT 2 talkback (4FL2) 2 6... ee ee es 14 3-123 
SEC EVAP FLOW valve (7H18) 2. 1... oe ee ee ee eee ote ats ECS 3-143 
SECONDARY C02 CANISTER . be ee eee ECS 3-146 
SHFT/TRUN X switch (988)... 0... we fee eae 1 3-23 
SIDE PANELS switch (CDR) (1681)... 6. oe ee ee ee ee 5 3-84 
SIDE PANELS switch (LMP) (1689)... .. . araraer eran! . 3 3-71 
SIGNAL STRENGTH indicator (14M1) . 2... 6 ee eee eee see 12 3-117 
SIGNAL STRENGTH indicator (17M1) . : oe . ae . 3 3+60 
SLEW RATE switch (1782) Be ee be eee ee eR aie 3 3-61 

\ SLEW switch (1781) 6 6 we ee 3 3-62 
— SLEW switch (9528) . 2... . ae we eed otal ota ORDEAL 3-153 

SQUELCH VHF A thumbwheel (13R10) 12222 2 DPD PPP DDI T! 12 3-114 
SQUELCH VHF B thumbwheel (18R15) 2... 0. ee bee 12 3-115 
STAB/CONT: ABORT STAGE circuit breaker (4CB3) . 2.6.2... ee ee i 3-102 
STAB/CONT: ABORT STAGE circuit breaker (4CB2) 0... 0. ee ee 16 3-134 
STAB/CONT; AEA circuit breaker (4CB28) 2.2... ee ee ee ee . 11 3-102 
STAB/CONT: AEA circuit breaker (4CB28) 2... 0. ee 16 3-134 
STAB/CONT: AELD circuit breaker (4CB40). 2 2 0. oe ee ee es 1 3-102 
STAB/CONT: AELD circuit breaker (4CB41). 0... 0 ee 16 3-134 

— —— 
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NAME AND REFERENCE DESIGNATION PANEL ase 

-s- 

STAB/CONT: ASA circuit breaker (4CB79) . 0. ee ee 16 3-134 
STAB/CONT: ATCA (AGS) circuit breaker (468230). | 1222222 D DID! 16 3-134 
STAB/CONT: ATCA (PGNS) circuit breaker (ACB81) 111.1 lle rare un 3-102 
STAB/CONT: ATCA circuit breaker (4CB82)..... 000000000 eee 16 3-134 
STAB/CONT: ATT DIR CONT circuit breaker (4CB59). 12212) D ID! ul 3-103 
STAB/CONT: DECA PWR circuit breaker (4CB69) .. 1... 0.1 lee ul 3-103 
STAB/CONT: DES ENG OVRD circuit breaker (4CB233). 222) 222222202 16 3-134 
STAB/CONT: ENG ARM circuit breaker (4CB37)... 0... rare arananran 16 3-134 
STAB/CONT: ENG CONT circuit breaker (4CB80) 11.11... ee ren 3-103 
STAB/CONT: ENG START OVRD circuit breaker (4CB106) | 1) ) 1)! tee u 3-103 
STAGE switch 285)... ee ee ee ee eee 8 3-92 
STAGE RELAY switch (388). 1) 11! obit 8 3-93 
STAGE SEQ RELAYS SYS A component caution light @DSi). 1) 122 222i D2 8 3-92 
STAGE SEQ RELAYS SYS B component caution light (2D82). 11. 1. Piiiit 8 3-93 
STBY condition indicator (3DS6).... 0... + eee cee ene 4 3-76 
SUIT CIRCUIT RELIEF valve (7H9) 1222222222002 plaids ECS 3-146 
SUIT FAN component caution light (7DSI). 1 Tibi 2 3-57 
SUIT FAN selector switch (7S1). 0... 0000s 0 cece tiled 2 3-57 
SUIT GAS DIVERTER valve (7H8) |.) |) PIDDDD DEAD no ECS 3-141 
SUIT ISOL valves (7H6) (7H7) 2. 00 eee ee eee eee ECS 3-143 
SUIT PRESS indicator (7M2B) 1.2. Dit 2 3-53 
SUIT TEMP indicator (7M3B) 121) 2 22D PDD? 2 3-53 

SUIT TEMP valve (7H22). 0... 0. ce eee eee tee eee es ECS 3-143 
SUIT/FAN warning light (6DS17). 22. 22) DDD DDD DPD DDD iis 1 3-15 
SYSTEM A ASC FEED 1 switch (888). 122222) 22D DD DDD DDI IT! 2 3-38 
SYSTEM A ASC FEED 2 switch (8822) 1122222222222 D02 5001 te 2 3-39 
SYSTEM A ASC FUEL talkback (8FL6). 22112 bbl dt 2 3-38 
SYSTEM A ASC OXID talkback (8FLI8). . 0. 0s eee eee 2 3-39 
SYSTEM A MAIN SOV switch (887)... 02000000001 se ve tae 2 3-51 
SYSTEM A MAIN SOV talkback (8FL5) 11121) 121! parararenrecr ara) 2 3-51 
SYSTEM A THRUSTER PAIR QUAD I switch (8811) 1121) 1 DDD , 2 3-40 
SYSTEM A THRUSTER PAIR QUAD 1 talkback (8FL9). 12.2.2 22022012 2 3-40 
SYSTEM A THRUSTER PAIR QUAD 2 switch (8812)... 21.10.00. lle 2 3-41 
SYSTEM A THRUSTER PAIR QUAD 2 talkback (8FL10) .. 1... 6... eee eee 2 3-41 
SYSTEM A THRUSTER PAIR QUAD 3 switch (8815)... 21.1.0. l lle 2 3-41 
SYSTEM A THRUSTER PAIR QUAD 3 talkback (8FLI3) 1.1)... ele 2 3-41 
SYSTEM A THRUSTER PAIR QUAD 4 switch (8816). . 1) 1... pipe 2 3-43 
SYSTEM A THRUSTER PAIR QUAD 4 talkback (8FLI4) }) 1)... ee 2 3-43 
SYSTEM B ASC FEED 1 switch (8810)... 2-2-0 beeen : 2 3-44 
SYSTEM B ASC FEED 2 switch (8823) 7) te ee 2 3-45 
SYSTEM B ASC FUEL talkback (8FL8). 52). 0c leet eee 2 3-44 
SYSTEM B ASC OXID talkback (8FLI9)) | 211 Dt! vie ee eas 2 3-45 
SYSTEM B MAIN SOV switch (859)... 110.0 l lee eae 2 3-52 
SYSTEM B MAIN SOV talkback (8FL7) 1) 1.21.1! Pilih Piiii 2 3-52 
SYSTEM B THRUSTER PAIR QUAD 1 switch (8813) 12222 22D DDD DIi i! 2 3-46 
SYSTEM B THRUSTER PAIR QUAD 1 talkback (8FLI1) ) 21) 11.2! 0 PEE 2 3-46 
SYSTEM B THRUSTER PAIR QUAD 2 switch (8814)... 2.10. eel le 2 3-47 
SYSTEM B THRUSTER PAIR QUAD 2 talkback (8FLI2) 121222222 D01 : 2 3-47 
SYSTEM B THRUSTER PAIR QUAD 3 switch (8817)... 2.000 piidit 2 3-48 
SYSTEM B THRUSTER PAIR QUAD 3 talkback (8FL15) 1111.1)! pili 2 3-48 
SYSTEM B THRUSTER PAIR QUAD 4 switch (8818)... Piiiiiiiid 2 3-49 
SYSTEM B THRUSTER PAIR QUAD 4 talkback (8FL16) 1212222222 D001 2 3-49       
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NAME AND REFERENCE DESIGNATION ee PASE 

_T- 

T/W indicator (9M4) . . . : : bee 1 3-21 
TELEMETRY BIOMED switch (1883). 22) DD DDD PDD DDD Dit 2 3-115, 
TELEMETRY PCM switch (13813). . : : Meee ee ewes 2 3-116 
TEMP condition indicator (3DS8). 6 1 ee ee 4 3-75 
TEMP indicator (LOM4). 2... 2 2. oe ee ee ee ee eee 1 3-19 
TEMP indicator (18M1). . . eee eee eee eee eww es ee 3 3-68 

TEMP indicator (System A) (8M2A) 11 Dt tee ee 2 3-37 
TEMP indicator (System B) (8M2B) ........ tee See eee 2 3-37 
‘TEMP MONITOR selector switch (18810). 5.0... 0s eee eee 3 3-68 
TEMP/PRESS MON selector switch (819)... 1... tee 2 3-50 
TEST/MONITOR selector switch (1788)... : eee ee 3 3-60 
THR CONT switch (1811)... . re ey ee eee ee . 1 3-24 

Throttle/jets select lever (CDR) (1H1) | Dee ee : TICA 3-151 
Throttle/jets select lever (LMP) (1H2). 1... 1 ee ee ee ee * TTCA 3-151 

THRUST indicator (9M7) .. . 5 : De eee 1 3-17 
THRUST indicator power failure indicator (160892) 1122222 DIDI Dt 1 3-18 
Thrust/translation controller (CDR) (1X1) 2... ee ee TICA 3-150 
Thrust/translation controller (LMP) (1X2)... ee ee ee ee TTCA 3-150 
TRACK MODE switch (1453)... 2... te ee Pee a eee 12 3-116 
TRACKER condition indicator (3DS12) 1. eee 4 3-77 
TTCA/TRANSL switches (CDR & LMP) (1820) (1822). ee 4 3-75 

-U- 

UP DATA LINK switch (13816) 6... ee oe 12 3-109 
UPLINK ACTY condition indicator (S081). 22 2 DDD PPD DIDI DT 4 3-75 

VEL light (3DS204) . - . 2 
VERB pushbutton (383)... 1... eee oe . oe ee = x 4 3-78 

VERB display indicator (3M2). >... 00.0. : bee 4 3-78 
VHF A switch (CDR) (15AS2) 2... ee ee ee ee bee ee ee 8 3-95 

VHF A switch (LMP) (15BS2) 5... bee 12 3-111 
VHF A RCVR switch (13810) 2. ww. we ee ee ee ee 12 3-114 

VHF A VOLUME thumbwheel (CDR) (15AR12). 2 22). tee oe 8 3-95 
VHF A VOLUME thumbwheel (LMP) (15BR12). 6... ee ee 12 3-111 
VHF A XMTR switch (1387)... bee eee : 12 3-114 

VHF selector switch (1486) | |. Le ee ee eee 2 3-117 
VHF B RCVR switch (13815). | ee eee : 12 3-115 
VHF B switch (CDR) (15489)... ae De ee eee 8 3-95 
VHF B switch (LMP) (15BS9) |... eee ee eee : 2 3-111 
VHF B VOLUME thumbwheel (CDR) (SARIS). 222 22D DD D1! oe 8 3-96 
VHF B VOLUME thumbwheel (LMP) (15BR13). 2... eee 12 3-112 
VHF B XMTR switch (13812)... 2.0 ee see eee 12 3-115 
VOLTS indicator (4M2)... 0... bee ee we ete ere waco 4 3-119 
VOX SENS thumbwheel (CDR) (15AR8) 2... ee Pees 8 3-95 
VOX SENS thumbwheel (LMP) (15BR8)....0 0.00. bee eee 2 3-111 

-w- 

WATER QTY caution light (6DS39). 6 6 1. ee ee 2 3-36 
WATER SEP SEL valve (7H10) ... 1. tae rrr ECS 3-147 
WATER TANK SELECT valve (7H14). 6 1 oe ee ne ECS 3-143         

———— 
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NAME AND REFERENCE DESIGNATION PANEL PAGE No. NO. 

“x. 

X-Pointer indicator (CDR) (9M2) 1 3-16 

X-Pointer indicator (LMP) (9M3) 2 3-55 
Pointer indicator power failure indicator (16D891) 1 1) 1) 1D 1 3-16 
Pointer indicator power failure indicator (16DS97) . 2... 1 ee ee ee 2 3-55 

POINTER SCALE switch (CDR) (9817)... ee es ran Lt 1 3-17 
X-POINTER SCALE switch (LMP) (9818). 21122) 121! Pitt! tt 3 3-73 
XMTR/RCVR switch (1888)... . . ee 12 3-112 

YAW control (MBI oe ee ee 12 3-117 
YAW indicator (M4M4) 2 1) 1! Pili iii iii iii is 2 3-117 
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Location/ 
Ref Des        Name and Position Function 

    
    Remarks 

  

       
       

     Barber-pole display Indicates helium primary line 
solenoid valve controlled by 
DESCENT He REG 1 switch is 
closed. 

  

  

    DESCENT He REG 2 switch Selects inputs to normally closed, 
latching solenoid-operated helium 
valve upstream of secondary pres- 
sure regulator. 

Energizes solenoid that drives 
helium valve to open position.      

    

    
    

       

   
Removes solenoid excitation; 
valve remains in last commanded 
position. 

   
Energizes solenoid that drives 
helium valve to closed position. 

        

  

        

    

  

PROPUL: | CDR's 
DES He 28-vde 
REG-VENT | bus 
(panel 11) 

Switch is spring loaded to center 
position . 

Gray talkback is displayed when 
valve is open. 

Barber-pole talkback is displayed 
when valve is closed. 

  

  

      
     

  DESCENT He REG 2 talkback 

  

    

  

     
    

    

     
   

Gray display Indicates helium secondary line 
solenoid valve controlled by 
DESCENT He REG 2 switch is 

open. 

   
Barber-pole display Indicates helium secondary line 

solenoid valve controlled by 
DESCENT He REG 2 switch is 
closed, 

     

PROPUL: 
TEMP/ 
PRESS 
DISP-FLAGS 
(panel 16) 

LMP's 
28-vde 
bus      

  

  

       

   

       ABORT pushbutton Actuated to initiate abort, using 
descent engine, Reset by pressing 
a second time. 

STAB/CONT:| CDR's 
ENG CONT 
(panel 11) 

   
  

Actuation of switch causes 
following events to occur at 
appropriate times: command signa! 
is sent to arm descent engine; 
signal is sent, via instrumentation 
to telemetry, to indicate the LM 
is preparing for abort; and signal 
is sent to LGC and AGS to compute 
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      Ref Des 

    

        

  

Location/ 
Name and Position Function 

throw causes continuous two-jet 
firing for selected axes. As in 
PULSE position, open loop acceler- 
ation is provided; it must be nulled 
in as during pulse operation. 

Circuit 
Breaker 

       

Remarks 

  

  

PGNS MODE CONTROL switch 

ATT HOLD 

  

Affects outputs of ACA's, TTCA's 
and LGC. 

Establishes the following conditions: 
(a) Limits operation of the 
ACA's to the hardover position. 

(b) Enables two-get direct atti- 
tude control in axis, selected 
with ATTITUDE CONTROL 
switches. 

(c) Disables translation outputs 
of TTCA's and LGC attitude 
commands , 

In this mode, astronauts can com- 
mand angular rates proportional to 
displacement of ACA's. Mode is 
functional with either PGNS or AGS 
controlling operation. When ACA is 
out of detent, ATTITUDE CONTROL 
switches set to MODE CONT, and 
LGC not in control, attitude loops 
are opened and axis transducers are 
compared to rate gyro outputs to 
provide proportional commands. 
While maneuvering, attitude synchro- 
nizers follow as attitude changes. 

If PGNS control is selected, astro- 
nauts can command attitude rates 
proportional to ACA displacement, 
and attitude is held when ACA is 

  
N/A N/A 

    

Switch is associated with ATTI- 
TUDE CONTROL switches and 
GUID CONT switch, 

TTCA throttle commands are not 
affected. LGC engine-off signals 
are not enabled; engine must be 
manually turned off.   
When ATTITUDE CONTROL 
switches are set to PULSE or DIR, 
following attitude command 
capabilities result: With GUID 
CONT switch set to PGNS and one 
or more ATTITUDE CONTROL 
switches set to PULSE, attitude 
hold mode is not affected. With 
GUID CONT switch set to PGNS 
and one or more ATTITUDE CON- 
TROL switches set to DIR, ACA 
displacement of one-fourth of full 
throw causes continuous two-jet 
firing for selected axes, without 
rate feedback interfering with 
LGC command signals. 
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Location/ 
Ref Des 

Name and Position Function 

Selects temperature of RCS quad 4 

for monitoring. 

Selects temperature of S-band and 
antenna assembly for monitoring. 

Circuit 
Breaker 

HEATERS: 
RCS SYS 
A/B-2: 
QUAD 1 
QUAD 2 
QUAD 3 
QUAD 4 
(panel 16) 

Remarks 

  

EVENT TIMER RESET/COUNT 
switch 

RESET 

UP 

Controls direction in which EVENT 
TIMER indicator counts. 

Resets EVENT TIMER indicator to 
zero. 

EVENT TIMER indicator counts up 
from 0 minutes 0 seconds to 59 
minutes 59 seconds, returns to 

zero, and again begins counting up. 

EVENT TIMER indicator counts 
down from present time to 0 min- 
utes, 0 seconds, returns to 59 
minutes 59 seconds, and again 
counts down. 

FLT DISP: 
EVENT 
TIMER/ 
SE FDAI 
(panel 16) 

  

EVENT TIMER TIMER CONT 
switch 

START 

STOP 

Starts and stops EVENT TIMER 
indicator. 

Starts EVENT TIMER indicator 
counting in direction selected with 
RESET/COUNT switch. 

Stops EVENT TIMER indicator. 

FLT DISP: 
EVENT 
TIMER/SE 
FDAL 
(panel 16)   

  

69
-€
 
a8
eg
 

EVENT TIMER SLEW CONT MIN 
switch 

Provides slewing function for 
EVENT TIMER indicator. 

FLT DISP: 

EVENT 
TIMER/SE 
FDAI 
(panel 16)   Switch is spring loaded to center 

position.   
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Location/ 
Ref Des 

   Panel 12 
(cont) 

     15BR8 

Name and Position 

VOX SENS thumbwheel 

  

     

   

  

Function 

Permits continuous adjustment of 
VOX sensitivity circuit threshold. 

Circuit 
Breaker 
   

  

         
  

    

VHF A switch 

T/R      
     

    
    

  

      
    

      

Enables routing received VHF A 

audio to headset amplifier, and 
microphone amplifier outputs to 
VHF A transmitter for transmis- 

sion. VOX keying voltage is routed 
to VHF A transmitter. 

Inhibits routing VHF A transmitter 
and receiver outputs through LM 
Pilot's audio center. 

Enables routing received VHF A 
audio to headset amplifier. 

   

  

    
    

    

  

    

    
   

  

LMP's 
audio 
center 

  

   

  

  

     

         
      

15BR12 VHF A VOLUME thumbwheel Permits continuous adjustment of 
      

  

  

    
       level of received VHF audio audio 

(channel A) fed to headset center 
amplifier. 

VHF B switch N/A LMP's 
audio 

T/R Enables routing received VHF B center 
        
     
      
    

    

audio to headset amplifier, and 
microphone amplifier outputs to 
VHF B transmitter for transmis- 
sion. VOX keying voltage is routed 
to VHF B transmitter. 

   

Inhibits routing VHF B transmitter 
and receiver outputs through 
LMP's audio center. 

  

      

    

Enables routing received VHF B 
audio to headset amplifier. 
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Ref Des     

Panel 12 
(cont) 

13812 

13815, 

13R15 

1383   

Circuit 
Name and Position Breaker 

   

    
   

               VHF B XMTR switch COMM: VHF | CDR's 

     

     

  

      
     

  

     VOICE Applies 28-volt d-c power to VHF Transmitter frequency is 259.7 
B transmitter power supply and me. 
activates data mute circuit. 

OFF Interrupts d-c power to VHF B 
transmitter. 

DATA Applies 28-volt d-c power to VHF TELEMETRY PCM switch must be     

  

        

  

         

    

  

     
     

    

B transmitter power supply and 
activates voice mute circuit. 

set to LO (1,600-bits-per-second 
data rate).    

  

   VHF B RCVR switch COMM: VHF 
BRCVR     
     ON Applies 28-volt d-c power to +20- | (panel 16) Receiver frequency is 259.7 mc. 

volt regulator in VHF B receiver. 

OFF Interrupts d-c power to VHF B 
receiver. 

  

      

   
    

  

    

    
      

  

SQUELCH VHF B thumbwheel VHF B 
receiver 

Adjust threshold level of received 
VHF B audio signal. 
  

    

      

  

   

    

    

   
   
   

     

     

    

         

  

TELEMETRY BIOMED switch COMM: PMP 
(panel 16) 

LMP's 
28-vde 
bus 

With this switch set to OFF and 
with FUNCTIONS VOICE switch 
set to VOICE BU, biomedical data 
transmission is interrupted, but 
voice intelligibility is increased 
because of additional speech- 
processing. 

LEFT Applies d-c power to CDR's suit 
power supply for EKG monitoring 
and enables direct baseband voice/ 
biomed transmission, phase modu- 
lated or frequency modulated. 

     

  

          

    

Interrupts d-c power to CDR's and 
LMP's suit power supply. 

    

    
    
    
    

  

Applies d-c power to LMP's suit 
power supply for EKG monitoring 
and enables direct baseband voice/ 
biomed transmission, phase modu- 
lated or frequency modulated. 
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Thrust/Translation Controller Assembly (TTCA) Attitude Controller Assemb
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Thrust/Translation Controller Assembly (TCA) Attitude Controller Assembly (ACA) 
6-s001m5.1   

Figure 3-2. Controls and Displays 
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1 
A 

FUNCTIONS 
POWERED 
THRU CB 

——— 

EFFECT OF 
CB OPENING 
(LOSS OF/OR 
REMAINING 
FUNCTION) 

  

  

AC BUS B 
. 

SE WIND He/PQGS S-BD AOT SE NUM 
BTR PROPUL DISP ANT ORDEAL AGS LAMP FDAI LTG INV 

A-C pwr to J A-C pwr to helium, f/ A-C pwr to A-C pwr to J A-C pwr to [| A-c pwr to [/A-C pwrto Jf A-C pwr to J Connect: 
LMP window | fuel, & oxid digital [| S-BD steerable | ORDEAL AEA outputs J} AOT reticle J LMP FDAI fall num 2 output 
her ind ant mech. resolvers ff for FDAI lamps sphere drive | displays AC BUS 

drive assy drive signals thru INV 
A-C pwr to sw 
ORDEAL 
pal itg 

a ee ee ce fl ae oe oe oe oe oe oe ee oe oh oe ee ee ——- 

Loss of LMP ff Loss of onboard Loss of S-BD [Loss of Loss of AC BUSA ff Loss of LMP J Loss of AC BUS 
window DPS fuel & oxid steerable ORDEAL monitoring ff pwr avail FDAT att all num bus tie i 

defogging aty monitoring ant of AEA display displays 2 pwr av 
outputs (including 

Loss of onboard S-BD in-flight with FDAL Error & rate | DEDA 
APS helium temp — Jf ant avail thru needles readout) 
& press monitoring f S-BAND sel still avail 
and DPS helium Loss of RCS 
press monitoring CDR FDAI PRESS & 
(displays blank att display RNG, RNG 

out) avail RATE ALT, 
ALT RATE 
IND scales 

  

1 
B 

FUNCTIONS 
POWERED 
THRU CB 

      

EFFECT OF 
CB OPENING 
(LOSS OF/OR 
REMAINING 
FUNCTION) 

RCS SYS A 

  

main fuel & 
oxid sov thru 
SYS A MAIN 
SOV sw 

lvivs prim coils of 
sys A quad 4 TCA 
(A4D & AAR) 

— a oe oo 

Cannot change Loss of prim auto 
sys A main & man cont of sys 
Sov status A quad 4 TCA's 
(Normally Open) J hardover, AGS 

Note 
RCS sys A will [cont avail thru 
not use APS see coils) 
prpInts if sov 
are open   

  

‘vs prim coils 
of sys A quad 3 

ATCA (ABR & ABU) 

  

Goss of prim auto & man 
‘ont of sys A quad 3 

§TCA's (hardover, AGS 
[direct, & +X-transl cont 

  

direct, & +X-trans] gavail thru sec coils) 

  

vlvs prim coils 
fof sys A quad 2 
BTCA (A2D & A2A) 

W ross of prim auto & man 
cont of sys A quad 2 

I TCA's (ardover, AGS 
I direct, & +X-transl cont 
ge%ail thru sec coils) 

  

vivs prim coils 
jof sys A quad 1 

    

  

H(Tca (A1U & AIF) 

Loss of prim auto & man 
cont of sys A quad 1 
TCA's (hardover, AGS 

Hdirect, & +X-transl cont 
pevail thru see coils) 

MAIN QUAD 4 QUAD 3 QUAD 2 QUAD 1 IsOL 
sov TCA TCA TCA TCA VLV 

Pwr to sys A Pwr to prpint Powe to prpint ! Pwr to prpint ge? to pepint Pwr to all sys / 
prpint isol vivs 
SYS A THRUST! 
PAIR QUAD 1 ti 
sw 

Cannot change s 
sys A isol vivs 
(Opened at prel: 

 



  

  

  

  
  

  

  

  

  

    

  

  

  

    

    

    

  

  

  

l AC BUS A 

BUS TIE: BUS TIE 
" [ AC BUS. CDR WIND TAPE AOT RNDZ a) 
G INV 2 INV INV 2 INVL VOLT HTR RCDR LAMP RDR a 

1 ' 
rto [Connects inv J Connects inv Connects inv 2 H Connects inv 1 | AC BUS A A-C pwr to [[A-c pwrto JA-c pwrto J A-c pwr A-C pwr 

2 output to 111 output to output to AC ff output to AC signal CDR window J DSEA tape ff AOT recticle J to RR for CDA 
8 AC BUS B PAC Bus B BUS A thru BUS B thru characteristics ff htr transport [lamps pwr supply J ~ 

thru INVERTER gthru INVERTER | INVERTER sw g INVERTER sw | to IS for TM motors for genera- J Aux DC t 
sw sw tion of* throttle C 

' ° 400 eps DECA "A 
1 29 used pwr moni 
1 «| for cKTS 
1 slewing 

RR ant 
1 

1 he oe a eo sh se ha ol fs a os oo 
i 

AC BUS A PAC BUS A AC BUS B AC BUS B Loss of Loss of CDR | Loss of AC BUS B Loss of GDA free 
bus tie inv bus tie inv bus tie inv 2g bus tie inv 1 onboard window recording Jf pwr avail RR ant position 

3 2 pwr avail pi avail pwr avail pwr avail monitoring defogging capability slew & 
ng of a-e track Man throt 

' characteristics capability | limited tc 
’ 

1 Loss of a-c -Cannot m 
RCs 1 characteristics ATCA DC 
f I T™ DECA 

LT, 1 If lost in 
(TE ! >300 ms 
les 1 during bu 

1 throttle w 
1 go to 1009 

1 f FLIGHT DISPLAYS 

ISOL ASC ASC MISSION cDR RNG/RNG RT c 
VLV FEED 2 FEED 1 THRUST TIMER X-PNTR ALT/ALT RT GASTA F 

Pwr to all sys A pwr tosys sec | pwr to sys A Pwr to eng Pwr to MISSION Jf Pwr to CDR Pwr to RNG, RNG ff Pwr to Pwr 
prpint isol vivs thru APS prpint Uprim APS prpint [THRUST ind TIMER ind X-pointer ind RATE, ALT, ALT []GASTA FDAI 
SYS A THRUSTER interconnect vivs W interconnect vivs RATE ind 
PAIR QUAD 1 thru 4 thru SYSA ASC [thru SYS A ASC Pwr to aux Pwr to aux drive motor Pwr 
sw FEED 2 sw BFEED 1 sw switching relay switching relay swite 

1 box thru ENG box thru MODE relay 
1 THRUST CONT SEL & RATE/ERR thru 

THR CONT sw MON sw ERR 
' ATTI 
1 MON 

seen ene eocccesfense--- eee ed eee ee eee eee eee bee eee eed - 

Cannot change status of J Cannot change Cannot change Loss of eng Loss of Loss of CDR Loss of RNG, Loss of Loss 
sys A isol vivs status of sec pair Ml status of prim THRUST ind MISSION TIMER Jf X-pointer ind RNG RATE, ALT, [JGASTA FDAI 
(Opened at prelaunch) of sys A APS U pair of sys A ind ALT RATE ind Computer 

. interconnect vivs APS interconnect [|Loss of switching Loss of switching servo Loss 
{ASC feed 2 viv gvivs (ASC feed 1 ffrelays relays swite 
Normally Closed) g viv Normally Loss of relay 

Open) Loss of AEA & IMU att 
lat vel on LMP data to 
X-pointer also FDAT's 

    
ALT, ALT RATE 
ind 

RNG, RNG RATE- 

  

Mission__LM Ba
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BUS A 1 

TAPE AOT RNDZ DECA INTGL 
RCDR LAMP RDR GMBL LTG 

Cpwrto JA-C pwrto ff A-C pwr A-C pwr to DECA A-C pwr to 
EA tape AOT recticle J] to RR for CDA drive pwe |f integral Itg 
nsport ff lamps pwr supply J - (e.g. tb ind, 
tors for genera- J Aux DC to man & panels) 

tion of throttle CKTS & 
400 cps DECA "ATCA 
26 used pwr monitor" 

2 for CKTS 
slewing 
RR ant 

Loss of tb 
& ind Itg 

8 of 
ording 
ability 

AC BUS B 
pwr avail 

Loss of 
RR ant 
slew & 
track 
capability 

GDA freezes at last 
position 

Man throttle range 
limited to +75% 

+Cannot monitor 
ATCA DC pwr in 
DECA 

° 
If lost in 
>300 ms 
during burn, 

Legend 

  Designates DUAL POWER to function 
Designates SIMILAR functions 

mmmmmemenems = Designates DIFFERENT functions 

throttle will en 
go to 100% 

  

  

  

  

  

    

FLIGHT DISPLAYS 1 f AC BUS A 1 

R RNG/RNG RT cDR RNG/RNG RT CDR 
ITR ALT/ALT RT GASTA FDAI COAS ORDEAL ALT/ALT RT GASTA FDAI 

R Pwr to RNG, RNG [Pwr to Pwr toCDR ff Pwr to fwd Pwr toORDEAL [| Pwr to RNG, [Pwr to GASTA ff Pwr to CDR 
ind RATE, ALT, ALT [[|GASTA FDAI or ovhd COAS ff stepper motor RNG RATE [resolvers FDAI sphere 

RATE ind mount thru thru EARTH/ ALT, ALT drive 
( drive motor Pwr to aux J COAS sw LUNAR sw RATE ind 
relay switching logic 
(ODE relay box 
TE/ERR thru RATE/ 

ERR MON & 
ATTITUDE 
MON sw 

pe fe es tt ee fm a es a fs oa 

OR Loss of RNG, Loss of Loss of CDR |f Loss of Loss of ORDEAL J Loss of RNG, J Loss of PGNS Jf Loss of CDR 
ind RNG RATE, ALT, [GASTA FDAI COAS stepper motor RNG RATE " [gimbal angle | FDAI att 

ALT RATE ind Computer reticle It ALT & ALT [display play 
itching servo Loss of Loss of local RATE ind 

switching horiz Loss of PGNS_ ff Error & rate 
Loss of relays reference att display needles still 

tA & IMU att avail 
LMP data to 

also FDAI's LMP FDAI 
RATE- att display avail 

  

Figure 3-3 Circuit Breaker Functions (Sheet 1 of 5) 
EEE 
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PROPUL HEATERS INST 

WI i VT 1 VT 
NDZ ROR 

DBS He Loc pock sto pont 
REG/VENT STDBY OPR RDR WINDOW AOT CONDR 1 AEA STAGE 

  

  

  

    

  

    

   

     

    

   

1 Pwr to RR ant g Pwr to RR 

    

FUNCTIONS | Pwr to DPS helium Pwr to LR Pwr to docking J Pwr to AOT J Pwr to ERA ff Pwr to AEA pwr J Pwr to abort 
POWERED oid vivs thru JF Mtr cont ekt — g htr cont ekt J htr cont ekt window her hers Lin SCEA supply for internal |} stage clectr« 
THRU CB He REG to maintain Vfor ant @ ff to maintain use &DEDA pwr |} ies thru ABC 

1 & 2 sw ant above min W electronics ff ant above min STAG 
survival temp [assy survival temp 

Pwr to DPS prpint 1 
vent solenoid vivs 1 
thru DES FUEL & 1 
OXID VENT sw 

1 

! 
! 

— a st ss alo ts ss ee ee a ee ee 

      

       

  

    

  

    

  

  

  

  

  

        
  

    

  

Cannot change URR temp — Loss of RR, J If LR temp Loss of Loss of AOT | Loss of ERA 1 J LMP AEA cb STAGE 
> status of helium — ff below min or below min window defrosting | (approx half J avail sw avail 
ING (Loss | solenoid viv (Prim: | survival temp, | degradation J survival temp, [| defrosting & oper data) 
OF/OR RE- | Normally Open, permanent @ of response || permanent defogging Note 
MAININ See: Normally degradation degradation If ABORT 
FUNCTION) | Closed during results 1 results ‘AGE pb is 

normal mission 1 pushed, des 
operation) CB not I CB not feng will shu 

essential when required when down if 
Loss of normal RropReb E cb PONS: thrusting, 
venting of DPS is closed ! LDG RDR is ASC eng 
tanks; venting. 1 closed will not 
thru relief viv 1 ignite until 
avail after burst ENG ARM 
dise ruptures. t sw ~ ASC 

] ] HEATER RCS SYS A/B-1 1 ECS 

G 

D suit CABIN 
Quab 4 Quan 8 QUAD 2 quad 1 FAN 1 FAN 2 

Functions | pwr to sys A/B-Lhtr J pwr to sys a/B-1 | pwr to sys A/B-1 hte | Pwr to sys A/B-1 tr | pwr to suit fan [| pwr to cabin | pwr to glycol 
POWER for each TCA of her for each TCA | for each TCA of for each TCA of No. 1 (suit fan thru BCS J pump No. 2 
ruru ce — | cluster 4 of cluster 3 cluster 2 cluster 1 assy) thru SUIT ff relay box thra GLYCOL 

FAN sel sel 

we ed ee ee en ee ee ee pee ee ee dee eee eee een 

EFFECT OF | Loss of set of Loss of set of htrs [| Loss of set of htrs ff Loss of set of htrs Jf Life support Loss of cabin | Loss of prim 
CB OPENING | htrs in cluster 4 in cluster 3 (sys f in cluster 2 (sys in cluster 1 (sys system degraded. [| fan loop redundancy 

(Loss (sys A/B-2 hers A/B-2 htrs avail, | A/B-2 htrs avail, A/B-2 htrs avail, 
OF/OR avail, longer longer warmup "| longer warmup longer warmup Backup is SUIT To activate see loop, 
REMAINING | warmup required) required) required) required) FAN sel - 2 WATER TANK 
FUNCTION)    SELECTOR viv - 

SEC, GLYCOL sel - 
INST (SEC), SEC 
EVAP FLOW viv- 
OPEN, GLYCOL 
PUMP SEC cb ~ 
close, PRIM EVAP 
FLOW #1 ~ closed 

   
     

Figure 3-3. Circuit Breaker Functions (Sheet 2 of 5) 
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STAB/CONT 1r ED 
LDG 

ABORT ATCA ATT DIR ENG START DECA GEAR l 
AEA STAGE (PGNS) AELD CONT OVRD PWR FLAG 1 

AEA pwr J Pwr to abort | Pwr to enable J Pwr to S&C [f Pwr to disable auto thru cont Pwr to ACA for [| Pwrtoeng ff Pwr to des pwrto | pwr 
for internal J stage electron-_ ff prim preamps ff cont assy direct firing START sw ff eng & cont LDG sys 
DEDA pwr J ies thru ABORT | Redundant bias J No. 1 for Pwr to des eng stop when ase eng of RCS logic of GEAR 

STAGE sw to jet drivers J asc eng on | armed or when staging DECA DEPLOY 
under PGNS & ff cma, AGS Pwr to +X Redundant tb 
ATCA control J auto'dead- | Redundant feed to des eng arm ckts TRANSL pb pwr to ENG 

band selec ARM sw 
Pwr to S&C tion, & Pwr to reset man eng start relays Enabling voltage 
cont assy for staging . for AGS pulse 
guid cont emd during J Pwr for man des eng start mode emds 

switching abort stage 
to ED SYS A J Pwr to LUNAR CONTACT It 

on pal 1 

Loss of redundant feed to des eng arm ff Loss of AGS Prim pwr Loss of des eng J Loss of “J Los 
AEA cb STAGE Loss of PGNS | LMP AELD direct & pulse avail for gimbaling & LDG sys 

sw avail cont cb avail Loss of man des eng start & stop modes, hardover, J ENG ARM — | throttling GEAR 
& +X-TRANSL ‘J sw from capability DEPLOY | EDs 

Note Prim pwr Loss of Loss of man thrust cont (remains in pb (see TCA LMP DISP/, tb avai 
If ABORT provided with J engine on auto mode) coils not avail) ENG OVRD. Loss of AGS 
STAGE pb is LMP ATCA cb LOGIC eb auto min jead- 
pushed, des Loss of eng gimbal off, if DPS is armed J Man att cont band selection 
eng will shut J Cannot switch avail via Att Loss of 
down if from AGS to Under AGS cont: loss of analog gimbal [| Hold/Rate cmd [| man des & || Pwr fron: DES 
thrusting, PGNS trim emds & auto min deadband & PGNS min ase eng start | ENG OVRD ch 
ASC eng selection when starting des eng impulse modes avail to start eng 
will not RCS firings Auto eng (at max trust) 
ignite until not affected Loss of LUNAR CONTACT It on pal 1 start avail 
ENG ARM 
   

  

  

  rcs comm 
  GLYCOL PUMP 

AUTO TRN 

  

UP DATA 
LINK 

SEC 

XMTR/RCVR 

S-BD 

PWR AMPL. 
VHF B 
XMTR 

VHF A 
RCVR 

CDR 
AUDIO 

  

Pwr to glycol 
pump No. 2 
thru GLYCOL 
sel 

Loss of prim 
loop redundaney 

To activate sec loop, 
WATER TANK 
SELECTOR vv ~ 
SEC, GLYCOL sel - 
INST (SEC), SEC 

‘AP FLOW vlv- 
OPEN, GLYCOL. 
PUMP SEC eb 
close, PRIM EVAP 
FLOW #1 - closed 

  

    
Pwr to glycol 
pump No. 1 
thru GLYCOL sel 

Loss of glycol 
pump No. 1 
(if AUTO TRNFR 
cb closed, glycol 
pump No,’ 2 auto 
activated) 
Auto transfer 
relay switeh to 
pump No. 2 (To 
enable GLYCOL, 
comp caut It, 
manually switch 
GLYCOL sel - 
PUMP 2) 

Energizes 
transfer relay 
to auto switch 
to pump No, 2 
when pump 
No. 1 AP 
drops below 
preset value 

  

Loss of auto 
transfer 

Manually select 
pump: GLYCOL 
sel ~ PUMP 1 or 
PUMP 2 

Pwr to DUA 
pwr supply 

Loss of 
digital 
uplink capability 

Loss of 
received 
S-bd backup 
voice 

Prime voice 
avail 

Pwr to see pwr 
supply in S-BD 
xevr thru 
XMTR/RCVR sw 

Pwr to PMP for 
emer key and 
VOICE BU 
functions 

Prim $-BD xevr 
avail 

Loss of sec S-BD 
xevr 

Pwr to see pwr 
supply in $-BD 
pwr ampl thru 
PWR AMPL sw 

Loss of sec S-BD 
pwr ampl 

Prim pwr ampl 
avail 

Pwr to VHF B 
xmtr voice & 
data ekts thru 
VHF B XMTR sw 

VHF A xmtr 
voice ckts avail 

Loss of data & 
voice transmis~ 
sion via VHF B 

Pwr to VF A 
revr thru 
VHF A RCV    

VHF B revr 
avail 

Pwr to CDR audit 
center 

Loss of relay 
capability 
CDR must use 
LMP audio 
center 

Loss of all 
VHF B xmtr 
voice



  

  

  

  

1 > Ve ot 1 
LDG 

RT DECA GEAR LOGIC ANUN/DOCK/ 
F PWR FLAG PWR A UTIL COMPNT 

g | Pwr toes. pwr to EDS ff Pwr to portable |] pwr to caut & warn anun, 
: eng & cont sys A util Its thru CDR ff eng START & STOP, comp. 

logic of & LMP UTILITY § caut, pwr fail, & DSKY 
DECA LIGHTS sw status Its 

G Pwr to docking Its thra 

    

Loss of des eng 
gimbaling & 
throttling 
capability 

Loss of AGS 
auto min dead~ 
band selection 

Pwr from DES 
ENG OVRD cb 
avail to start eng 
(at max turust) 

   

  

Loss of “ff Loss of EDS 
LDG sys A 
GEAR 
DEPLOY | EDS sys B 
tb avail 

EXTERIOR LTG & LM/ 
SLA press sw 

Pwr to DEDA OPR ERR It 

Loss of portable J} Loss of docking Its 
util Its (During docking, no 

backup) 

Loss of Anun lighting 

LMP!'s ANUN/DOCK/ 
COMPNT 

  

docking 

ERR It 

cb avail after 

  

LEGEND 

Designates DUAL POWER to function 
= mmmmem Designates SIMILAR functions 
ems Designates DIFFERENT functions 

  

  

  

Vt PGNS 1 

VHF A CDR SIG STR LDG RNDZ LGc/ imu IMU 
RCVR AUDIO DISP RDR RDR DSKY STBY OPR 

Pwr toVEF A | Pwr to CDR audio J Pwr to SIGNAL | Pwr to LR J pwr to RR | Pwr to Loc Pwr to IMU Pwr to IMU, PSA, 
revr thru center STRENGTH ind Jf pwr supply | electronies J & PSA temp cont ckt | CDU, & PTA 
VHF A RCVR sw 

  

i
g
 

Interrupts 
pwr to htr 
cont ekt 

Loss of relay Loss of onboard J-Loss‘of LR. 
capability LR & RR 
CDR must use monitoring 
LMP audio 
center 

Loss of all 
VF B xmtr 
voice 

assy 

Loss of RR 

pwr supplies 

Loss of PGNS Loss of PIPA ] Loss of IMU, PSA, 
SIRIG htrs, J CDU, & PTA 

Loss of 1.024-me [| temp alarm 
clock thermostat Loss of ISS & att data to LGC 
AGS avail baa a IMU accuracy J ©" degraded LGC avail, but 

cannot perform 
all functions 

Loss of manual 
throttle in 
PGNS mode 

 



FUNCTIONS 
POWERED 
THRU CB 

EFFECT OF 
CB OPENING 
(LOSS OF /OR 
REMAINING 
FUNCTION) 

  

  

         

    

     
    
    

    
    
    

     

   
    
   
    

      

EPS 

-— CROSS TIE ————— 

BAT XLUNAR DES DES 
BAL LOADS BUS BUS TIE ECA CONT 

           Supplies redundant | Backup cb Connects CDR Pwr from CDR Pwr from CDR bus 
No. 3, 4,&6 | cb pwr to CWEA, EPS. neg bus to neg J bus to low- and to pwr supplies of 
to CDR d-c bus disp, sig sensor, xlunar bus for Jf high-voltage coils J both des ECA's for 

sig cond #2, & LM ground in ECA No.1 & 2 current & reverse 
During bat No. PCM/TE thru HI VOLTAGE & ff current ind & O/C 
5 backup, also Connects CDR LOW VOLTAGE sw [f protection 
connects bat bus to LMP bus 
No. 5 to CDR thru LMP Pwr to des bats Pwr to relays 
d-c bus CROSS TIE cb lw/hv off & for abort stage 

deadface relay 
reset for abort 
stage 

        

Adjacent eb Adjacent [| BUS CROSS TIE | Only closed Jf No loss of Redundant eb Redundant cb 
avail eb avail ff cb avail in event of function; on LMP panel on LMP panel 

feeder short relay contacts supplies pwr supplies pwr 
when in parallel from LMP bus from LMP bus 
powering with cb 
LMP bus 
thru CDR bus, 
or vice versa



LM 
APOLLO OPI 

CONTRO: 
  

  

  

— 

XLUNAR 
BUS TIE 

EPS 

DES 
ECA CONT 

DES 
ECA 

ASC 
ECA CONT 

  

Connects CDR 
neg bus to neg 
xlunar bus for 
LM ground 

No loss of 
funetion; 
relay contacts 
in parallel 
with eb 

Pwr from CDR 
bus to low- and 
high-voltage coils 
in ECA No. 1 & 2 
thru HI VOLTAGE & 
LOW VOLTAGE sw 

Pwr to des bats 
I/hy off & 
deadface relay 
reset for abort 
stage 

  

Redundant cb 
on LMP panel 
supplies pwr 
from LMP bus 

Pwr from CDR bus 
to pwr supplies of 
both des ECA's for 
current & reverse 
current ind & O/C 
protection 

Pwr to relays 
for abort stage 

Redundant eb 
on LMP panel 
supplies pwr 
from LMP bus 

Pwr from CDR: 
bus to norm & 
backup main feed 
contactor coils in 
ECA No, 3 & 4 thru 
NORMAL FEED & 
BACK UP FEED sw 
to switch off asc bats 

Pwr to DEADFACE 
sw 

Redundant eb on 
LMP panel supplies 
pwr from LMP bus 

ASC 
ECA 

Pwr from CDR 
bus to pwr 
supplies of both 
ase ECA's for 
current & reverse 
current ind & O/C 
protection 

Redundant eb on 
LM panel supplies 
pwr from LMP bus 

INVI 

Pwr from CDR 
bus to inv No. 1 
for generation 
of 115V, 
400-cps, a-c 
pwr, thru 
INVERTER sw 

Inv No. 2 avail 
thru INVERTER 
sw (pwr from 
LMP bus to 
inv No. 2) 

Dc BUS 
VOLT 

Pwr from CDR 
bus to IS, & to 
monitor bus 
voltage for 
telemetry & 
warn It 

Pwr to PCM/TE, 
sig sensors & 
sig condrs via 
relay 4K6 
for prelaunch 
telemetry 

eee 

Loss of 
monitoring 
of CDR bus 

Loss of 
prelaunch 
telemetry 

Figure 3-3. Circuit B: 
_—_—_—— 
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    pwr from CDR Pwr from CDR [| Pwr from CDR 
bus to pwr bus to inv No. 1 ff bus to IS, & to 
supplies of both for generation | monitor bus 
ase ECA's for of 115V, voltage for 
current & reverse [J 400-cps, a-c telemetry & 
current ind & O/C ff pwr, thru warn It 
protection INVERTER sw 

Pwr to PCM/TE, 
sig sensors & 
sig condrs via 
relay 4K6 
for prelaunch 
telemetry 

Redundant cb on Inv No. 2 avail || Loss of 
LM panel supplies | thru INVERTER || monitoring 
pwr from LMP bus | sw (pwr from — ff of CDR bus 

LMP bus to 
inv No. 2) Loss of LEGEND 

prelaunch 
telemetry Designates DUAL POWER to function 

=m = Designates SIMILAR functions 
ees Designates DIFFERENT functions 

Figure 3-: Circuit Breaker Functions (Sheet 3 of 5) 
Leen ec ee  UEEEIIEN III EEEESEEEEEEEEROREROEEEEE 
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FUNC 
POWERED 
THRU CB 

  

  

  

  

eee 

EFFECT OF 
CB OPENING 
(LOSS OF /OR 
REMAINING 
FUNCTION) 

        

  

   

    

  

  

FLT DISP I 

EVENT TIMER/ SE ASC ASC IsOL QuaD 1 
SE FDAI X-PNTR PEED 1 FEED 2 VLV TCA 

Y 
Pwr to EVENT Pwr to LMP X ff Pwr to sys B I Pwr to sys B Pwr to all sys BJ Pwr to prpint vivs g Pwr 
TMR ind pointer ind prim APS prplnt_ See APS prplnt prplnt isol vivs J} prim coils of sys B 
Pwr to LMP Interconnect vive g interconnect vivs f thru SYS B quad 1 TCA 
FDAL PWR to aux thru SYS B ASC thru SYS B ASC J QUAD 1 thru (BIL & BID) 

switching relay [| FEED 1 sw FEED 2 sw 4sw 
Pwr to aux box thru RATE/ 1 
switching relay ERR MON sw 1 
box thru RATE/ 1 
ERR MON & I 
ATTITUDE MON 
sw ! ' 

p------p-------t------p----- fee 
Loss of EVENT Loss of LMP X_ ff Cannot change ! Cannot change Cannot change Loss of prim auto g Loss 
TIMER ind pointer ind Status of prim pair status of seo status of sys Bf & men cont of 1o™ 

° pair of APS isol viv (opene: sys B quad 1 s 
Loss of LMP FDAI ff Loss of interconnect vivs [J interconnect vivs ff at RCS activation) | TCA's (hardover, 

switching relays [| (ASC FEED 1 viv (ASC FEED 2 viv AGS direct, & +X- J AG 
Loss of switching Normally Open) Normally Closed) transl cont avail 

relays 1 thru sec coils) 

! ! 

  

      

  

  

  

  
    

   

   

  

   

   

        

  

16 LIG 1 FPP y 

B ANUN/DOCK/ MASTER LOGIC 
FLOOD TRACK COMPNT ALARM PWR B AEA 

Pwr to cabin pnl, fwd J Pwr to tracking It J} Pwr to caut & warn Pwr to MASTER J Pwr to. ff) Pwr to AEA pwr (EN 
& ovhd flood Its thru Jf thru EXTERIOR anun & eng START & ALARM It & EDS supply for inte to¢ 

THRU CB FLOOD sw LYG sw & tracking J STOP ts docking Its tone gen sys B use & DEDA pwr ff viv: 
It electronics assy ff thru EXTERIOR LTG & 

Pwr to cabin fwd & LM/SLA press sw (EN 
ovhd It thru docking to 4 
hatch sw Pwr to DEDA OPR igni 

ERR It 
Pwi 
aut 

re ee pee ne an eee en ene ee ea fa = 

EFFECT Loss of flood Its Loss of tracking It J Loss of caut & warn Loss of MASTER Loss of | CDR AEA cb 
OF OPEN anun, eng START & ALARM It and EDS avail 
CB (LOSS STOP Its, docking Its J] audio tone B 
OF/OR 
REMAINING ve is CDR CB EDS s: Art 
FUNCTION) ANUN/DOCK/ A avail AB 

COMPNT 
Arr 

Loss of DEDA OPR AB 
ERR It 

Los 
sta 
(si 

i 

gure 3-3. Circuit Breaker Functions (Sheet 4 of 5) 
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RCS SYS B 

QUAD 1 QUAD 3 QUAD 4 TEMP/PRESS PQGS MAIN 
TCA TCA TCA CRSFD DISP - FLAGS DISP sov 

T T ma 
B || Pwr to prplnt vivs_§ Pwr to prpint vivs_ ff Pwr to prpint vivs {| Pwr to prplnt vivs ff Pwr to prpint | pwr to RCS TEMP ‘Hf Pwr to RCS s: Pwr to sys 

prim coils of sys B g prim coils of sys B | prim coils of sys B | prim coils of sys B || crossfeed vivs J & PRESS ind thru J & sys B prplnt main fuel & 
quad 1 TCA p Be? TCA yp wwad 3 TCA p wad 4 TCA thru CRSFD sw] TEMP/PRESS MON aty computers & — J oxid sov th 
(BIL & BID) p OPE & BY 1 (B94 & BSD) 1 (BAF & BAL) sel & to all RCS th g QUANTITY ind SYS B MAL 

SOV sw 
1 ! ! ! 
t ! i 1 
! ! 1 
1 ! 1 1 
1 ! 1 ' 
1 1 I 1 a 

  

  

Loss of prim auto 

    

Loss of prim auto 

eee ee epee eee 

Loss of prim auto Cannot change J Loss of onboard 

ee ee 

I Loss. of onboard 

  

Cannot char 
& man cont of & man cont of p & man cont of p & man cont of status of crsfd || monitoring of RCS monitoring of RCS | sys B main 

: sys B quad1 sys B quad 2 sys B quad 3 TCA's | sys B quad 4 TCA's J vivs (Normally | prpInt temp & sys A & sys B status (Nor 
on) | TCA's (hardover, [ TCA's (hardover, Wl (hardover, AGS (hardover, AGS Closed) press, & helium § rpint aty (Pwr Open) 

AGS direct, & #X- I} AGS direct, & +X- direct, & #X- Hdirect, & +x- press (Pwr fail light Ml fail light above ind Note 
transl cont avail gj transl cont avail J trans] cont avail J transl cont avail above PRESS ind, I goes on) RCS sys B 
thru sec coils) p tru sec coils) J thru sec coils) [thru sec coils) goes on) 1 not use AP 

I 1 1 1 prplnts if s 
Loss of monitoring of are open 

1 ' 1 RCS viv status (tb 
' ' 1 indicates pwr off) ' 
SS 

  

  STAB/CONT 

  

C ABORT ATC 
B AEA ENG ARM ASA AELD ATCA STAGE (AG 

0 ff Pwr to AEA pwr (ENG ARM sw - DES) Pwr ff Pwr to ASA J Pwr to S&c Pwr to ATCA pwr supply for Pwr to abort stage Pwr to enable 
supply for internal 
use & DEDA pwr 

CDR AEA cb 
avail 

  

to des eng actuator isol 
vlvs thru DECA relays 

(ENG ARM sw - ASC) Pwr 
to AELD to enable ase eng 
ignition 

  

   Pwr to relay drivers for 
auto APS & DPS cont logic 

  

Pwr for ENG ARM sw: 
avail with CDR CB S/C: 
:NG START OVRD 
   
   

pwr supply & 
ASA heaters 

Loss of AGS 
att cont 

  

Man att 

cont assy No. 1 
for ase eng on 
emd & AGS 
auto dead band 
selection & 
abort stage 
signal to ED 
sys B stage 
relay 

CDR CB s/c: 
AELD avail 
Loss of engine 
on signal to 

ATCA & DECA pwr 

Pwr to LUNAR CONTACT 
It on pni 3 

Loss of AGS auto & att hold/ 
rate cmd cont modes 

Loss of FDAI rate indication & 

electronics thru 
ABORT STAG 

  

   Abort staging avail 
with CDR CB S/C 
ABORT STAGE 

Note 

  

preamps 

Pwr to enable 
CATs, 

Pwr to S&C ¢ 
assy for guid 
switching 

    

Provides gyr 

Loss of auto | 
RCS firing 

Prim pwr pre 

    

    

ys Arming des eng with cont avail ED sys B error ref Des eng will shut down, | with LMP Avr 
il ABORT pb avail but ase eng will not 

Loss of RR auto track & slew ignite until ENG ARM Jf Cannot sw fre 
Arming asc eng with modes (loss of slewing pwr); LGC J sw - ASC PGNS to AG 

  

ABORT STAGE pb avail 

Loss of auto eng 
art for APS & DPS 

(START pb avail) 
      

mode avail 

Loss of gimbal & throttle capa- 
bility (DPS start at max thrust) 

Loss of APS auto on 

Loss of LUNAR CONTACT Lt 
on pnl 3 

    

enable (ENG 
avail) & time delay 

Loss of des eng over- 
ride 

RCS fi 
in PGN    

ng um 

RGA ewmot b 

SN 

 



  

  

  

  

    

    
        

1 PROPUL 

Pacs MAIN DISP/ENG ASC He 
DISP sov OVRD LOGIC PQGS REG 

. A | pwr to sys B Pwr to MPS: FUEL Pwr to DPS prpint [| Pwr to APS 
ys B prpint main fuel & & OXID TEMP & aty gaging sys cont [| helium solenoid 
computers & oxid sov thru PRESS ind thru unit thru PRPLNT ff viv thru ASC 

JANTITY ind YS B MAIN PRPLNT TEMP/PR) QTY MON sw He REG 1 & 
SOV sw MON sw & to all MPS tb 2 sw 

Redundant pwr to eng 
arm circuits for 
manual ase eng arm 
& des cmd ovrd 

18s of onboard Cannot change. |. Loss of onboard Loss of onboard Camnot change 
onitoring of RCS B main sov monitoring of MPS monitoring of status of helium    

    

    

A& sys B status (Normally [| prpint temp & pri DPS prplnt aty solenoid vlvs 
Int qty (Pwr Open) (Pwr fail Light above (Normally Open) 

il light above ind Note PRESS ind goes on) 
es on) RCS sys B will 

not use APS Loss of monitoring sen 
prplnts if sov of MPS vlv status LEGEND 
are open (tb indicates pwr , 

off) Designates DUAL POWER to function 
Loss of redundant pwr smmem Designates SIMILAR functions 

ee Designates DIFFERENT functions 

  

  

  

  

  

    
    

    

      
            

  

            

  

   

  

        
    

INST 1 f ECS ~ 

ABORT ATCA DES ENG SIG SIG SUIT 
STAGE, (AGS) OVRD CWEA SENSOR PCM/TE CONDR 2 FLOW CONT 

port stage Pwr to enable abort Redundant pwr [| Pwr to CWEA Pwr to all subsys Pwr to [| Pwr to suit isol viv 
es thru preamps. to actuator isol sensors ERA 2 — |f solenoid for auto 
STAGE sw & pilot vivs of closure 

Pwr to enable both des eng 
TTCA' Note 
Pwr to S&C cont eng fires at full 
assy for guid cont throttle only 
switching 

Provides gyro test pwr 

tse me mt st fer eh eee ee fe ee eb eee eee 

aging avail Loss of auto 4 of des Loss of CWEA Loss of approx 40 Loss of Loss of [Loss of torn suit 
2 CBS/C: RCS firing eng override subsys sensors telemetry RA 2; [protection 

Most malfunctions | MSFN & to MSF) {approx- 
Prim pwr provided are monitored by vehicle: DES & half oper 

shut dowa, [| with LMP ATCA eb MSEN via telemetry; | ASC oxygen, oxid Loss of voice & [| data) 
ng will not some are monitored [| manifold, suit, data S-bd sub- 
til ENG ARM cannot sw from on cabin ind cabin, & all DPS, carriers, 

PGNS to AGS APS, RCS pressure J Rng/Alt 
ind, emer \ 

Ise eng arm RCS firing unaffected key, inv 
timing, DSEA 

rCA 
    ARM sw in PG 
time delay ind, & 

RGA cannot be tested 

  

les eng over- 

 



   POWERED 
THRU CR 

  

OF/OR 
REMAINING. 
FUN    

FUNCTIONS, 
POWERED, 
THRU CR 

EFFECT OF 
cron 
ING (LOSS. 
OF/OR RE 
MAINING 
FUNCTION) 

    

  

    

  comm 

SN 8-89 ——$ 

  

  

  

sp Sk Vu A VIF D s-BD 
pis AUDIO XMTR Reve PWR AMPL, XMTR/RCVR ANT PMP. 

Pwr to COMM ANT: J Pwr to LMP audio J Pwr to VIF AP pwr to VIE J pwe to prim pwr J pwr to prim pwr Pwr to S-bd J Pwr to PMP. 
PITCH, YAW, & 
SIGNAL STRENGTH 

Louw of S-bd aint 

  

teh & yaw 
poattion Indications 

  

  

center 

     awe CDR a 
center, 

xint pwr supply 

Loss of VF 
& VIE 

           

  

Breve 

  

supply in S-bd steerable 
pwr cumpl thru 
PWR AMPL sw 

supply in S-bd seve 
the XMTR/RCVR aw 

nt 

  

   

Pwr to PMP for emergency 
key & voice backup 
functions thru XMTR/ 
RVR and POM aw 

   

    

Logs of VHF Loge of prim $-BD Loss of S- 
ranging xevit BD steer- 

able ant 
Loss of 
EVA data $-BD comm 

thru omni 
Loss of See pwr to PMP. ant avail 
vu avail 
recetved 
   voice 

  HEATERS ~; 

  

  

  
QUAD 1 

  

of cluster 
UTR CON 
SYS A/1 
Taw 

eneemape 

Loge of set of 
luster 1 

(ays ANE bites 
+ longe 

‘ntup required 
    

Wo ays A/ Me 
Ite for cach TCA 

  

   

  

   
      
    un 

nes # 
Quan Eh 

  

  

    

g Bee for 

    

B Logs of set of 
Phtrs in cluster 2 

aye ABU Mts g 
wall warns 

required) 
    

  

QUAD 2 QUAD 3 

Ite for 

  

eh 
ITR CO 

MRE QU 

7m 
  

  

seco ---- 

1 
H Loss of set of 
Phere in claste 

  

avails Longer 
warm re= 
quired) 

   

Dwe to aye A/D-2 
ch TON 

Res Furr cont: 8 
SAWZQUAD Ff 

aya VB-1 hts 

CAMR 
SEQ 

quan 4 

  

pisp 

      

  

  

' Pwr to ays A/1-2 
pte for eaeh TCA 
of cluster 4 thru 

  

Dwr to UTR CON 
TEMP ind 

Dwr to Seba ant 
hers 

Pwr to sequence 
camera 

  

0 
  

  

  

  

    

Loss of onboard 
monitoring of temp 
oC RCS cluster, LR, 
RK temp, 
ant 

A S-bet ant temp 
below min 
survival temp, 
permanent 
degradation 
results 

Logs of seque 
jeamera 

  

Hoss of set of 
2 pttrs in eluste 

MeL hts 
+ longer 

hvarmup required 

  

          

pwr aupply 

Pwr to spacesuit 
biomed ekts thru 
BIOMED ew & 
umbilicals 

  

Loss of S-BD 
biomed, PCM, 
downlink voice, 
& EMU data, 
except emer= 
xeney key & 
backup voice 

  

-——— 

bIsp 

Pwr from LMP bus 
AMPS & VOLTS ind 
K tot 

Loss of onboard bus 
& bat monitoring 

  

 



  

  ECs 

  

   

> ——_ 

s-BD GLYCOL LcG CABIN FAN CABIN TR/REVR AN PMP tv DIsP PUMP SEC PUMP CONT REPRESS 

prim pwe Pwe to S-bd | Pwr to PMP Pwrto TV J Pwr to all J Pwr to backup glycol pump Pwr to LCG | Turns off cabin fans [| Pwr to CABIN in S-bd seve steerable ant J pwr supply camera pwrf ECS ind ff in coolant recirculation assy pump when PRESS REG [| REPRESS viv & ATR/REVR aw supply (Not normally used in flight, By -E 3» & [CABIN warn It 
PMP for emergency 
‘oiew backup 
ve thew XMTR/ 
and POM aw. 
  

Tprim S-BD 

supply in 
evr avail 

  

sto PMP, 

Loss of S- 
BD steer- 
able ant 

  

S-BD comm 
thea onini 
ant atvail 

Pwr to spacesuit 
biomed ckts thru 

  

  

BIOMED sw & 
umbilieats 

a a a se es 

Loss of 8-BD Loss of TV | Loss of 
biomed, PCM, 
downlink voice, 
& EMU data 
except emer= 
gency key & 
backup voice 

camera 

    

except in emergency or 
checkout modes) 

Loss of see coolant loop 

  

   A&Bin 

  

Lows of Loss of cabin fan 
circulation f auto shutoff 
thru LCG 
from LM Turn off fan by 

opening fan cb 

  

Loss of auto 
cabin repress 
mode; manual 
mode avatl 

Loss of indica 
thon of low cabin 
press (CABIN 
warn It), CABIN 
PRESS {nd avail 

  

   

  

   

CAMR 
SEQ 

  

  

   
  

  

. De BUS oe DES 
bIsP VOLT Ixv2 ECA ECA CON ECA 

Pwr to S-bd ant Prwe to sequence J Pwr from LMP bus to | Pwr from LMP bus to J) Pwr from LMP to Pwr from LMP b 

     

  

  

  

tt ant temp 
aelow min 

    

camera 

Logs of sequence 
mera 

    
AMPS & VOLTS ind, J IS, to DC BUS FAULT 
Ktoth comp caut It, & to 

nionitor bus voltage 
for TM & warn It 

  

    

  

  

Loss of onboard bus 
& bat monitoring 

Loss of monitoring 
of LMP bus 

     

inv No. 2 for generation 
of LISV, d00-eps, a-e 
pwr, thtu INVERTER sw 

  

Inv No, 
t 
froy 
Xe.) 

vail thew 
FERTER sw (Pwr 

CDR bus to inv 

  

    

    

plies of both 
ase ECA's for current 

& reverse current 
& O/C protection 

      

Redundant eb on 
CDR panel supplies 
pwr from CDR bus 

  

feed contactor colls tn 
ECA No. 3&4 thru 
NORMAL FEED & 
BACK UP FEED aw 
to switeh off ase bats 

  

Pwr to DEADFACE aw 

Redundar cb on CDR panel 
pwr from CDR bus   

pwr suppltes of & 
des ECA'S for ex 
& reverse currer 
& O/C protection 
Pwr to relays for 
stage 

Redundant cb on 
CDR pa 
irom CDR bu:       

 



LMA790-3-LM 
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CONTROLS AND DISPLAYS 

  

  

  

  

  

   

ECS 

CABIN SUIT UIT DIVERT coz REPRESS FAN 2 AN OP VLV SENSOR 

Pwrto CABIN. — [Pwr to suit fan Pwr to fandP [Pwr to suit Gas | Pwr to Cog sensor 
REPRESS viv & —[[No. 2 (suit ckt sensor (ind DIVERTER viv for 
CABIN warn It assy) thru SUIT function only) auto closure caused 

FAN sel by low cabin press 
or by PRESS REG 
B vly - EGRESS 

  

Loss of auto Loss of sult fan Loss of indication | Loss of auto viv Loss of CO2 ind, COz 
cabin repress No, 2 for failure of suit [[ closure: manual comp caut It, & TM 
mode; manual fan No, 1 or 2 mode avail 
mode avail In cabin mode, 

remove helmet & 
Loss of indica~ breath cabin air, 
tion of low cabin [f After period of 
press (CABIN time, flush cabin alr 
warn It), CABIN, LEGEND 
PRESS tnd avail [tn egress mode 1 PRESS REG A & B Designates DUAL POWER to function 

viv = DIRECT 09 oem ee ee Designates SIMILAR functions 
Designates DIFFERENT functions 

  

  

  

  

  

    

  

  

   

  

    

  

Pwr to des bats lv/hv off & deadface also connects bat No, 6 

     

    

  

Redundant cb on Redundant cb on CDR panel supplies ff No loss of function Only closed || BUS CROSS TIE Adjacent cb Adjacent ch 
CDR panel supplies pwr J pwr from CDR bus relay contacts in in event of [cb avail avail avail 
fram CDR bt parallel with cb feeder short 

powering 
LMP bus 
thru CDR 
bus, or vice 
versa 

     
   

  

  

  

Figure 3-3. Circuit Breaker Functions (Sheet 5 of 5) 
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BAL 
BAT 

BD 
biomed 
BIPRPLNT 
BPF 
BU 

CW/FM 

c/w 

LMA790-3-LM 
APOLLO OPERATIONS HANDBOOK 

SUBSYSTEMS DATA 

ABBREVIATION LIST 

A 

Analog-to-digital 

Abort autopilot 
Absolute 
Alternating current 
Attitude controller assembly 
Abort electronics assembly 
Ascent engine arming assembly 

Ascent engine latching device 
Audio frequency 
Automatic frequency control 
Automatic gain control 
Abort guidance section 
Altitude 

Ampere(s) 
Amplifier 
Antenna 
Annunciator 
Alignment optical telescope 
Ascent propulsion section 
AOT reticle angle 
Atmosphere revitalization section 
AOT shaft angle 
Abort sensor assembly 
Ascent 
Apollo standard detonator 
Apollo standard initiator 
Assembly 
AOT trunnion angle 
Abort timing assembly 
Attitude and translation control 
assembly 
Altimeter transmitter multiplier 

Attitude 
Attenuator 
Automatic 
Auxiliary 

B 

Balance 
Battery 
Band 
Biomedical 
Bipropellant 
Band-pass filter 
Backup 

Cc 

Continuous wave frequency- 
modulated 
caution and warning 

cb 
CBW 
CBX 
CCRD 

CDH 
CDR 
cDU 
CENTANG 
CES 
CFP 

cg 
CKT 
cL 
CLR 
CMC 
CMD(s) 
CMPTR 

COAS 
COMM 
COMP 

CONDR 
CONT 

cont 
cos 
CO, 
CPL 

cps 
CPS 
CRSFD 
cs 
CSI 
CSM 

css 
CT 
CTR 
cTs 

cw 
CWEA 

Cx 

Di, 2, 
3, 4 
D/A 
DAP 
db 
de (d-c) 
DCA 
DECA 

  

C (cont) 

Circuit breaker 

Constant bandwidth 
C-band transponder 
Computer control and reticle dimmer 
assembly 
Constant delta altitude 
Commander 
Coupling data unit 
Central angle of transfer 
Control electronics. section 
Coelliptic flight plan 
Center of gravity 
Circuit 

Close 
Clear 
Command module computer 
Command(s) 
Computer 
Crewman optical alignment sight 
Communications 
Comparator 
Conditioner 
Control 

continued 
Cosine 
Carbon dioxide 
Couple 
Cycles per second 
Cold plate section 
Crossfeed 
Communications Subsystem 
Coelliptic sequence initiation 
Command and Service module 

Computer subsection 
Control transformer 
Counter reset 
Counter set 

Continuous wave 
Caution and warning electronics 
assembly 

Control transmitter 

D 

Doppler spectrum signals 
Digital-to-analog 
Digital autopilot 
Decibel 
Direct current 
Digital command assembly 
Descent engine control assembly 

aS 
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SUBSYSTEMS DATA 
  

ABBREVIATION LIST (cont) 

  

D (cont) F (cont) 

DECR Decrease FM Frequency modulation 
DEDA Data entry and display assembly FR Range frequency 
DEG Degree(s) FOV Field-of-view 
DEMOD Demodulator fps Foot (feet) per second 
DES Descent ft Foot (feet) 
DET Detector FWD Forward 
DFI Developmental Flight Instrumen- 

tation G 
DFR Deadface relay 
DID Display inertial data (discrete) g Gravity 
DIF Differential GASTA Gimbal angle sequencing transfor- 
DISP Display mation assembly 
DIST Distribution ge Gigacycle(s) 
DN Down GDA Gimbal drive actuator 
DNKRPT Downlink interrupt GEN Generator 
DPS Descent propulsion section GET Ground elapsed time 
DRB Deadface relay box GETI Ground elapsed time of ignition 
DSEA Data storage electronics assembly GMBL Gimbal 
DSKY Display and keyboard GN&CS Guidance, Navigation, and Control 
DUA Digital uplink assembly Subsystem 
DVS Doppler velocity sensor GOX Gaseous oxygen 

GRD Ground 
E GSE Ground support equipment 

GUID Guidance 
E Elevation angle 
ECA Electrical control assembly H 

ECI Electrical circuit interrupter 
ECS Environmental Control Subsystem H/X Heat exchanger 
ED Explosive device h Altitude 
EDC End detonator cartridge ii Altitude rate 
EDS Explosive Devices Subsystem Ha Apogee 
EKG Electro-cardiograph He Helium 
EL Electroluminescent HEA High-efficiency antireflection 
EMI Electromagnetic interference HF High frequency 
EMP Emphasis Hg Mercury 
EMU Extravehicular mobility unit HI High 
ENG Engine HNDRPT Hand interrupt 
ENTR Enter H Perigee 
EOS Emergency oxygen system HPF High-pass filter 
EPS Electrical Power Subsystem HTR Heater 
ERA Electronic replaceable assembly HTS Heat transport section 
ERR Error HV High voltage 
EVA Extravehicular astronaut H20 Water 
EVVA Extravehicular visor assembly 
Ex X-component of attitude error I 
Ey Y-component of attitude error 
EZ Z-component of attitude error IAM Incidental amplitude modulation 

Ics Intercommunication system 
F ID Identification 

IF Intermediate frequency 
F Fahrenheit; forward IGA Inner gimbal axis 
FC LR tracker reference frequency IMU Inertial measurement unit 
FDAI Flight director attitude indicator INCR Increase 
FDBK Feedback INV Inverter 
FF Flip-flop IOPS Interim Oxygen Purge System 
FITH Fire in the hole IRIG Inertial reference integration gyro 
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ALPHABETICAL INDEX 

1-KC Ramp Signal. . . . tees See ee oe wee 2,2-190 
1-KC Utility Pulse . . . beeen eee tee e re reee beeen cece tees 2,2-191 
400-PPS Signals .. . rr ras re rarer arenes 2.2191 
64-KPPS, 1-Microsecond Signal. 2.222222 I ID DIT! at et eee ew ne tae 2,2-190 
8-KPPS Synchronizing Signal... 6. ee ee ee ees rarer 2.2-191 
800-cps Synchronization Loop... ee eet eee ee ee eee street ueciveieiee ote 2, 2-226 

AWC Section. 6. ee ee ee ee ee eee ace ewe e eens 2. 5-4 
Abort Electronics Assembly 1.) ......000000000 000 beeen oe 

Functional Description . eee eee ener nee fee erences 22-63 
Major Component/Functional Description mew eeens aaa wee w wwe eenee aan 2,2-192 

Abort Guidance Section 
Descent or Ascent Engine and Thrust Chamber Assembly Burn sheen en senor ens 22-95 

Functional Description 6.6... eee ee ee eee ee es ee eee eres oe eee 2, 2-60 
Guidance Routines. . . errr rarer as tec ete mew ewes 2,2-91 

Introduction... .. seen eee vette eee rarer tee 22-2 
Initialization Function . settee ene ene rr rarer 2. 2-82 
Major Component/Functional Description .........+-5 ee we teat teagan « 2,2-187 

Modes of Operation»... see eee eee tee eee os ee tie eye eee 2.284 
Self-Test Routine . . seer renner sree rereee eran er eran 2, 2-82 
Thrust Termination . rr rarer rans . we eee s tase : 2, 2-98 

Abort Sensor Assembly 
Functional Description . 2... 2. eee ee eee eee see ees ee eee 2.2-60 
Major Component/Functional Description ... 2.6.0.0 05 ee ee tee epee 2. 2-187 

Accelerometers. 66... eee eee eee eee eee spas ares vane 2, 2-187 
Accelerometer Loops 6.1 ese eee eee eee eee eee seen e eee e nee 2. 2-18 
Accumulator... .... see eee eee eee ene eae ee net tee bee 2,2-65 
AC-to-DC Converters . tween ewer enn c eens siete ee testes 2, 9-33 
Adder (Functional Description)... 1.6.6.6 eee eee eee 9 ec eseleuelpst wie 44 07 2.2-65 
Adder (Major Component) .. 1. +s eee eee eee eee eee Cece cere meee tens 2.2-195 
Address Register... . sec e ween serv ertce tye este se ees se ae 2,2-64 
Aft Equipment Bay .... eee eee eee eens Senet ew name eeee 1-13 
AGS Power Distribution 6.6... eee eee eee eens rrr rer rarer arr ars 2. 2-159 
AGS Warning Light . . . . tener e ene nce eens ee ee ees te ree 2, 9-58 

Alarm-Detection Network 6... 66s eee eee ee eee eens er rere 2, 2-185 
Alignment Mode... . Lecce eee eee eee eee Scene eee 2..2-88 
Alignment Optical Telescope 

AXES wees eee eee Seen eee een nnee 2.2-12 
Functional Description... 1. 1s eee eee eee eee 2, 2-27 
Lights»... 0.00. tee eres eececceneee 2. 10-10 
Major Component Func Description ......-.++4% 2.2-171 

Altimeter Oscillator/Modulator .... 6.0... eee eee tee 2.2-211 
Altimeter Transmitter . 60... ee ee ee 2.2-171 
Altimeter Transmitter/Multiplier .. 2... 66. eee eee ee 2, 2-210 
Altitude-Altitude Rate Register . 6... 1 eee eee eee ee 2, 2-196 

Analog Multiplexer Gate Drivers... 1... 00 esses sae 29-36 
Analog Signal Isolating Buffers... 6... ee eee eee eee 2.9-33 
Analog-to-Digital Conversion ©... 6. eee cee eee neces 2. 2-167 
Analog-to-Digital Converter .. 6. ee eee eee ee eee 2..9-36 

Antenna Assembly (LR). 6... eee eee ee eee 2, 2-209 
Antenna Assembly (RR). . Sete eee eens 2, 2-202 
Antenna Assembly (RRT).. 1 eee ee eee 2, 2-206 
Antenna Beam Configuration . . . rrr rrr arenas 2. 2-126 

Antenna Control Amplifier Subassembly. 1... 1s.s00000- 2.2-204 
Antenna Equipment... 6... eee ee ee eee 2..7-89 
Antenna Heaters and Temperature Control (LR) 21.2222 151 2,2-211 
Antenna Orientation No. I... eee ee ee 2,2-113 

Antenna Orientation No. i... eee ee eee ee ee eee 2, 2-113, 
Antenna Orientation, RR... ee ee ee ee eee 2.2-111 
Antenna Pedestal... . rs 2,.2-211 
Antenna Positions 2.6... eee eee eet ee ee tee 2, 2-125 
Antenna Supports ..... sce eee eee neces 1-14 
Antennas ... tae ne eee teeters 2. 7-46 
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Armrests 2. eee 
ASC HI REG Caution re ee 
ASC PRESS Warning Light... 0... ee ee 
ASC QUY Comblon Zaght. . 6 0 ee ee ee ee ee ee 

Ascent Engine Control 
Ascent or Descent Engine Burn (AGS) .. 2... ee ee ee tee ee ee 

Ascent Propellant Tank Pressurization 6... 00... e eee eee 
Ascent Propulsion Section 

Failure Modes... . 2... aoe 
Functional Description, 66... eee 
Interfaces»... 0.2.00. tee 
Major Component/Functional Description... . . 
Operational Limitations and Restrictions . 
Performance and Design Data... 2.1... ee eee eee ee 
Telemetry Measurements... ........004 

Ascent Oxygen Tanks 6... eee eee 
Ascent Stage Batteries ©. 0... ee eee 
Ascent Stage Electrical Control Assemblies... 0... e eee eee 
Ascent Stage General Description ...... 
Ascent Stage Power... 0... 
Ascent Stage Structure... 2... 
Ascent Stage Water Tanks 
Ascent Water Valve. . 
Atmosphere Revitalization Section 

      

    

  

    
   

    

  

   

Functional Description .... 2.6-10 
Introduction sae 2.6-1 
Major Component/Funetional Description 2.6-25 

Attenuators 2.9-33 
Attitude and Translation Control Assembly 

Functional Description 2.6... ee eee es 2,2-128 
Major Component/Functional Description .........0-00005 2,2-216 

Attitude Control, CES 22-136 
Attitude Control Stages... . . 2,2-87 
Attitude Controller Assemblies 

Functional Description... 6... eee eee eee 2,2-128 
Major Component/Functional Description .... 6.66.00 0 00s 2.2-113 

Attitude Error Display Mode. . . 2,2-24 
Attitude Error Signal Conditioner-Limiter (ATCA) 6.0... eee ee ee eee 2,2-216 
Attitude Hold . 2.6... 0 eee 2,2-84 
Attitude Hold Mode... .. ~~. 22-145 
Audio Centers .......... 2.7-29 
Automatic Mode. . 2... e 0 2,2-136 
Automatic Tracking Mode, RR. . 22-107 

Battery Voltage- and Current-Monitoring Circuits . 2... 0... eee ee ee eee pee eee 2.515 
BATTERY Caution Light... ee ee et eee eee see 29-55 
Battery Status-Monitoring Circuits. ©... eee 25-4 
Beacon Mode oo. eee ce eee eee ee eee 2,2-113 
Bioinstrumentation ... 2... ae ee ewe ee eee ee eee 211-19 
Bit, Digit, and Cycle Counters... 1. eee te tee 2,2-201 
Body-Axis Alignment Submode . 6... oe eee 2.2-89 
Burst Diaphragm Assembly... 0... eee ee eee eee see eee 266-82 
Burst Disk Assemblies... . . beeen eee wen pene ect lho bee le ean 2.3-19 
Bypass Oxygen Pressure Relief Valve... 1. ec eee tees 26-29 

Cabin Air Recirculation Assembly 
Functional Description . . . 2.6-16 
Major Component/Functional Description ..... Bee eee ee eee eee cee eee te tes 2,6-28 

Cabin Fans oe ec ec cc ee te tt eee weet e ee ene e nett e ene 2,6-28 
Cabin Gas Return Check Valve... be ee ee eee eee eee 2.6-26 
Cabin Heat Exchanger... .... 2.6-28 
Cabin Pressure Switch ...... 2.6-35 
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I (cont) M (cont) 

Is Instrumentation Subsystem min Minimum 
IsOL Isolation MISC Miscellaneous 
Ig Specific impulse MKRPT Mark interrupt 
Iss Inertial subsection mm Millimeter(s) 
ITMG Integrated Thermal micrometeroid MOD Modulation 

garment MON Monitor 
MPS Main Propulsion Subsystem 

K MPX Multiplexer 
MSD Most significant digit 

K Constant msec Millisecond(s) 
ke Kilocycle(s) MSFN Manned Space Flight Network 
kme Kilomegacycle(s) mv Millivolt(s) 
kpps Kilopulse(s) per second mw Milliwatt(s) 
KYRPT Key interrupt 

N 
L 

N Noun; noise factor 
L Left N/A Not applicable 
LAT Lateral NB Navigation base 
LCA Lighting control assembly NC Normally closed 
LCG Liquid-cooled garment nm Nautical mile(s) 
LDG Landing NO Normally open 
LDR LUT deadface relay No. Number 
LF Low frequency NORM Normal 

LGC LM guidance computer NRZ Nonreturn-to-zero 
LH Left hand N2H4 Hydrazine 
LiOH Lithium hydroxide N04 Nitrogen tetroxide 
LLC Low-level commutators 
LLS Low-level sensor ° 
LM Lunar Module 
LMP LM mission programmer; LM o/c Overcurrent 

Pilot O/T Overtemperature 
LO Low OCR Overcurrent relay 
LOR Lunar orbital rendezvous; Lockout OCPS Oxygen cabin pressure section 

relay OGA Outer gimbal axis 
LOS Line of sight OPR Operate 
LPD Landing point designator OPR ERR Operator error 
LPF Low-pass filter ORDEAL Orbital rate display - earth and 
LR Landing radar lunar 
LSD Least significant digit osc Oscillator 
LTG Lighting OSCPCS Oxygen supply and cabin pressure 
LUT Launch umbilical tower control section 
LV Low voltage oss Optical subsection 

OT Operational test 
M OVBD Overboard 

OVHD Overhead 
M Mode discrete OXxID Oxidizer 
MALF Malfunction 02 Oxygen 
MAN Manual 
MANF Manifold P 
max Maximum. 
me Megacycle(s) P Program 
MDF Mild detonating fuse P/O Part of 
MF Medium frequency p-p Peak-to-peak 
MFC Main feed contactor PA Power amplifier 
MGA Middle gimbal axis PAM Pulse amplitude modulation 
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ABBREVIATION LIST (cont) 

P (cont) R (cont) 

PBAT Pyro battery RC Resistance- capacitance 
PBW Proportional bandwidth RCCA Rough combustion cutoff assembly 
PCA Program coupler assembly RCR Reverse-current relay 
PCM Pulse code modulation RCS Reaction Control Subsystem 
PCMTEA Pulse-code- modulation and timing RCVR Receiver 

electronics assembly RD Relay driver 

PDA Power distribution assembly RDG Range data good 
PGA Pressure garment assembly RDNG Range data no good 
PGNCS Primary guidance, navigation, and RDR Radar 

control section REF Reference 
PGNS Primary guidance and navigation REG Regulator 

section RES Resolver 
PIP Pulse integrating pendulum RET Return 
PIPA Pulsed integrating pendulous RF Radio frequency 

accelerometer re Radial rate 
PKG Package RGA Rate gyro assembly 
PLSS Portable life support system RH Right hand 
PM Phase modulation RJB Relay junction box 
PMP Premodulation processor rms Root mean square 
ppm Pulse(s) per minute RNDZ Rendezvous 
pps Pulse(s) per second RNG Range 
PQGS Propellant quantity gaging system ROD Rate of descent 
PRA Program reader assembly RR Rendezvous Radar 
PRE Program reader electronics RRE Rendezvous radar electronics 
PRESS Pressure RT Resistance thermometer 
PRF Pulse repetition frequency RUPT Interrupt 
PRIM Primary RZ Return-to-zero 
PRM Pulse ratio modulator 
PRN Pseudorandom noise s 
PRPLNT Propellant 
PS Power Supply SoN Signal + noise 
PSA Power and servo assembly _ 8/S Subsystem 
psi Pound(s) per square inch S&C Stabilization and control 
psia Pound(s) per square inch absolute SBASI Single bridgewire Apollo standard 
psid Pound(s) per square inch differen- initiator 

tial SBPA S-band power amplifier 
PSK Phase-shift keyed SBxX S-band transponder 

PT Pressure transducer sc Signal conditioner 
PTA Pulse torque assembly SCEA Signal-conditioning electronics 
PTT Push-to-talk assembly 
PVT Pressure-volume-temperature SCERA Signal conditioner electronic 
PWR Power replaceable assembly 

sco Signal-controlled oscillator 
Q SE Systems Engineer 

sec Second(s); secondary 
Q Quotient SEL Select 
Qi Quantity indicator SENS: Sensitivity 
QTY Quantity SEP Separator 

quad Quadrant SEQ Sequence 
QUAD Quodrature SERVO- Servoamplifier 

AMPL . 
R SG Signal generator 

SHe Supercritical helium 
Ri, 2, 3 DSKY registers 1, 2, and 3 SHFT Shaft 
R Rankine; right sIG Signal 
R/C Reverse current sin sine 

SS 
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SLA 
SMRD. 
sOL 
SOM 
SOR 
sOV 
SP 
SPA 
SPDT 
SRR 
SRS 
Ss 
SSB 
st 

STAB/CONT 
STBY 
sw 
sys 

TTI 
TTIg 
TV 
TX 

ABBREVIATION LIST (cont) 

S (cont) 

Spacecraft Lunar Module adapter 
Spin motor rotation detector 
Solenoid 
Stable orbit midcourse 
Stable orbit rendezvous 

Shutoff valve 
Static pressure 
Signal-processing assembly 

Single-pole double-throw 
Shift- register reset 

Shift- register set 
Speed sensor 

Single sideband 
Strain/temperature signal 
conditioner 
Stabilization and control 

Standby 

Switch 

System 

T 

Transmitter-receiver 
Time to go until CDH maneuver 
Absolute time 

To be supplied 
Time of flight from tig until target 
is reached 
Time of ignition 
Trim negative 
Trim positive 
Thermocouple 
Thrust chamber assembly 
Timing electronics equipment 
Temperature 

Time of free fall to 3,000 ft 
Time from Tig 
Thrust 
Tracker look-on 
Tracking light electronics 
Telemetry 
Transfer phase final 
Transfer phase initiation 
Transfer phase midcourse 
Translation 
Trunnion 
Temperature sensor 
Temperature transducer 
Thrust/translation controller 
assembly 
Time to initiate 
Time to ignition 

Television 
Telemetry transmitter 

UDMH 
UHF 

UPRUPT 
usec 

vac 
vco 

VDNG 

VGPS 
VHF 
VLV 
voL 
vox 
VPI 
vrms 
VSOM 

w/B 
we 
wcG 
WMS 

XLUNAR 
XMTD 
XMTR 
XPNDR 
XTAL 

+ 

4h 

U 

Unsymmetrical dimethylhydrazine 
Ultrahigh frequency 
Uplink interrupt 
Microsecond(s) 

Vv 

Verb 
Volts, alternating current 
Voltage-controlled oscillator 
X-component of CSM velocity 
Y-component of CSM velocity 
Z-component of CSM velocity 
Velocity data 
Volts, direct current 
Velocity data good 
Velocity data no good 
Velocity 
Magnitude of velocity to be 

gained 
Vehicle ground power supply 
Very high frequency 
Valve 
Volume 
Voice-operated relay 
Valve position indicator 
Volts root mean square 
Velocity sensor oscillator 
multiplier 
X-component of LM velocity 
Altitude rate (landing radar) 
Y-component of LM velocity 
Laterial velocity (landing radar) 
Z-component of LM velocity 
Forward velocity (landing radar) 

Ww 

Water boiler 
Weighted current 
Weighted current gate 
Water management section 

x 

Translunar 
Transmitted 
Transmitter 
Transponder 
Crystal 

Angle 

Altitude differential 

EN 
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ABBREVIATION LIST (cont) 

X (cont) X (cont) 

oP Pressure differential Vm Measured AV magnitude 
4R Magnitude of difference between A¢c Gimbal angle change command 

position state vectors before and Aeg Change in gimbal angle 
after incorporation of mark data ¢ Phase 

aro Differential altitude in co-elliptic =z Sum (summing) 
orbit 1x One-speed resolver 

av Velocity change (differential) 16X Sixteen-speed resolver 

—— ee 
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Cabin Relief and Dump Valves... 20... ee ee eee ee sto eee eee eee ee eee 26 
Cabin Repressurization and Emergency Oxygen Valve... 11s. c cls sccs es ueeeee sea 26 
Cabin Temperature Control Valve... ... . seen 26- 
CABIN Warning Light... 2. ..0..00005 senseee ~ 
Calibration (AGS) .. . 

Calibrator : : 
Carbon Dioxide Partial Pressure Sensor... .......0.0004 
Carrier Lock Loop Subassembly (RRT) .... 
Cartridges. 2... ee ee eee ran : 
Caution and Warning Electronics Assembly... . 2.20.0 04 
Central Computer 

Functional Description .......... 
Central Computer... . 
Central Processor . . . 
CES AC Warning Light . 
CES DC Warning Light . . 
CES Power Distribution .......... 

Check Valves... ... 
Circuit Breaker and EPS Control Panels... 2.00.02. ee 
Circuit Interrupters (Deadface Connectors) .........-- 
Circuitry (ED). oe eee 
C02 Canister Selector Valve and CO and Odor 
Coarse-Alignment Mode... 2.0. eee eee eee eee 
Coelliptic Flight Plan Rendezvous Guidance . . . 
Coelliptic Sequence Initiation Routine... 1... 
Cold Plates and Rails... 2... seen 
Combustion Chamber and Extension Nozzle (RCS). | 1 1 
Combustion Chamber and Nozzle Extension (DPS). ........- 
Combustion Chamber Assembly (APS)... 0.00000. 0 000 
Communications Carrier... 2.2... tenes 
Communications Subsystem 

Failure Modes . 
Functional Description 
Interfaces ....... 
Introduction»... 2. : : 
Major Component/Functional Description .........- sees 
Operational Limitations and Restrictions. . . 
Performance and Design Data... . . beeen eee ee en seca 
Telemetry Measurements... 2.0... c ee eee re : 

Complete Control State . . rrr vee eee sees 
Computer Control and Reticle Dimmer Assembly 

Functional Description»... 2.20000 
Major Component/Functional Description. . 

Constant Delta Altitude... 0.2.2.0. : 
Contaminant Control Assembly... 2... 
Control Electronics Section 

Functional Description . 
Introduction»... 0. 
Major Component/Functional Description 
Modes of Operation . . 

Control and Display Panels . 
Controls (PGA)... 6. beeen 
Controls (Space Suit Communicator)... . . : 
Coolant Accumulator... . . 
Coolant Pumps ... 2... 
Coolant Regenerative Heat Exchanger... . . 
Correcting Erroneous Data, DSKY....... 
Coupling Data Unit 

Functional Description ...... Sect eeeeeeeee . 
Major Component Functional Description. .........00- see 

Crew Compartment. .........005 beeen eee eee oe 
Crew Life Support 1... . . 
Crew Miscellaneous Equipment. 
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Crew Personal Equipment ........ 
Crew Support and Restraint Equipment 
Crew Transfer Tunnel .. 2... 
Crew Water System... 2.22.05 : 
Crewman Optical Alignment Sight . . 
Cryogenic Helium Storage Vessel . . 
CSM Acquisition Submode. . . . oe 
CSM Forward Hatch... 2. ee ee 
Current Limiters .. 22. ....0 4 : 

Cycle Counter... eee eee 

        

Q % 7 ay a 

  

D-C Amplifiers... 2... ee eee eee 
D-C Section... 1. eee eee ee eee . 
Data AEA Transfer... 12.2 eee ees 
Data Bus... ee eee ee ee eee ae 
Data Entry and Display Assembly 

Functional Description ....... wee 
Major Component/Functional Description 

Data,Insertion, DEDA.......... : 
Data Loading, DSKY (Manual) ...... 
Data Loading, DSKY (LGC Control) . . . 

. DataMode........- ere aeee 
Data Operations. . 2... eee eee 
Data Readout, DEDA........- : 
Data Storage Electronics Assembly . . 
Data Transfer Sequencer... .... : 
DC BUS Warning Light ........-5 
Deadband Circuits (ATCA) ........ 
Deadface Relay Box... . 2... ee eee 
Decimal Point Location, DEDA..... : 
Decision Network... .....e54% 
DEDA Operation... . 2. eee eee 
DEDA Register... 1. sees eee 
Demodulator-Filter Network (ATCA). . 

p
e
w
s
 

e
a
e
 

B
w
 
e
e
 

    

    

   

Deployment and Downlock Mechanisms 
DES QTY Warning Light ....... 
DES REG Warning Light ....... : 
Descent Engine Control... .....- 

Functional Description ...... : 
Descent Engine Control Assembly 

Functional Description ...... see 
Major Component/Functional Description 

Descent or Ascent Engine Burn (AGS)... . 
Descent Oxygen Tank... .. rrr 
Descent Propulsion Section 

Failure Modes... 1. eee eee eee 
Functional Description .......+ 
Interfaces ...... + 
Major Component/Functional Description 
Operational Limitations and Restrictions . 
Performance and Design Data... .. « 
Telemetry Measurements... ... 

Descent Propellant Tank Prepressurization . 
Descent Propellant Tank Venting. ..... 
Descent Stage Batteries........ 
Descent Stage Electrical Control Assemblies 
Descent Stage General Description. ..... 
Descent Stage Power (High-Voltage Taps) . . 
Descent Stage Power (Low-Voltage Taps) . . 
Descent Stage Structure... . 2.00% 
Descent Stage Water Tank... 0... ce eee eee eee : 
Descent Water Valves... eee eee 
Digital-to-Analog Conversion....... 
Digital Multiplexer 
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Digital Uplink Assembly... . . . a 
Direct Mode... ee eee eee eee 
Discrete Signal Isolating Buffers... . . 
Display (DEDA). 2... ee ee ee ee : 
Display (DSKY) .. 1. ee eee eee ee 
Display and Keyboard Assembly 

Functional Description ......... 
Major Component/Functional Description. 

Display Inertial Data Mode... 1... 00 
Displays and Indicators... 2.2.20. 
Docking Aids... 6.2... 000004 
Docking Aids and Tunnel Hardware . 
Docking Drogue.......-.2--% 

Docking Hatches... 2... ..0004 
Docking Lights 2... 22a 

Docking Probes... eee sees 

      

Docking Target... eee eee eee ee eee 
Docking Target (Lighting)... .... 
Docking Tunnel ... 6... wee 
Doppler Velocity Frequency Trackers . . 
Downlink Telemetry Register... ... 
Drogue Assembly. .........0004 
DSKY Operation Under LGC Control . 
Dual Audio-Frequency Amplifiers . . 

Early Blanking Gate... 2.2.0... see 
ED Batteries... 2... eee ee eee : 
ED Bus-Arming. .... settee ee 
ED RELAYS Caution Light ....... tee 
ECS Caution Light 6... 2. e eee eee 
Electrical Power Subsystem 

Failure Modes... 6. eee eee eee 
Functional Description .... . see 
Interfaces 6... 1. ee eee ee ee ee 
Introduction»... eee ee ee eee ee 
Major Component/Functional Description 
Operational: Limitations and Restrictions . 
Performance and Design Data....... 
Telemetry Measurements ......... 

Electrical Power Subsystem (PLSS)..... 
Electrical Umbilical»... 6... eee ee 

  

Electronics Assembly (LR)... 2.2... : 
Electronics Assembly (RR). .......06 
Electronics Assembly (RRT).... . tee 
Emergency Medical Equipment... .. 2... 
EMU Electrical Connectors... ....... : 
EMU Maintenance Kit... .......0005 
EMU Waste Management System... . . . 
ENG GMBL Caution Light........... 
Engine Assembly (APS)... 2... 2. see 
Engine Assembly (DPS),.......... . 
Environmental Control Subsystem 

Failure Modes... 0... ee eee 
Functional Description ... 2... : 
Interfaces... ee eee eee eee 
Introduction 6... ee ee eee eee 
Major Component/Functional Description 
Operational Limitations and Restriction 
Performance and Design Data... .. 
Telemetry Measurements... ...... 

EPS Stages of Operation ..........% 
Explosive Devices... ....-.045 a 
Explosive Devices Relay Boxes. ...... 
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ALPHABETICAL INDEX (cont) 

Digital Uplink Assembly ..... 
Direct Mode... 2... tee 
Discrete Signal Isolating Buffers . 
Display (DEDA) 
Display (DSKY) 
Display and Keyboard Assembly 

Functional Description ..........005 
Major Component/Functional Description. ..... 

    

  

     

     
  

Display Inertial Data Mode... ... 2.46 : 
Displays and Indicators... 0... 00. ee eee 
Docking Aids... ec eee eee 
Docking Aids and Tunnel Hardware ....... 
Docking Drogue........ 
Docking Hatches... ...... 
Docking Lights... 2... 
Docking Probe... 2... oe 

    

Docking Target... 2... 
Docking Target (Lighting). . 
Docking Tunnel 2... eee eae 
Doppler Velocity Frequency Trackers 
Downlink Telemetry Register... . . 
Drogue Assembly... ss. secu ee eee eee 
DSKY Operation Under LGC Control . 
Dual Audio-Frequency Amplifiers . 

    

Early Blanking Gate... . 6. 
ED Batteries 
ED Bus-Arming 
ED RELAYS Caution Light . . 

   

  

ECS Caution Light ..... tee : 
Electrical Power Subsystem 

Failure Modes... ....0005 : 
Functional Description ...... : 
Interfaces ..... re 
Introduction»... sete eens 
Major Component/Functional Description . 
Operational. Limitations and Restrictions . 
Performance and Design Data....... 

Telemetry Measurements. ....... 
Electrical Power Subsystem (PLSS) 
Electrical Umbilical +....... 
Electronics Assembly (LR)... 
Electronics Assembly (RR). . . 
Electronics Assembly (RRT) . . 
Emergency Medical Equipment . 
EMU Electrical Connectors. . . 
EMU Maintenance Kit... ... 
EMU Waste Management System 
ENG GMBL Caution Light... . 
Engine Assembly (APS)... . . 
Engine Assembly (DPS), ..... 
Environmental Control Subsystem 

Failure Modes... 1... eee + 
Functional Description . 1... 4. eee eee . 
Interfaces ..... eee www era wees . 
Introduction ©... 6 ee ee ee ee ee 
Major Component/Functional Description 
Operational Limitations and Restriction . 
Performance and Design Data... .... 
Telemetry Measurements... 2... 

EPS Stages of Operation ........+45 
Explosive Devices... 1. es eee eee eee eee 
Explosive Devices Relay Boxes........ 
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Explosive Devices Subsystem 
Failure Modes... .... 
Functional Description. . . 
Interfaces ... 2-2-4. 

Introduction... 6... 
Major Component/ Functional Description 
Operational Limitations and Restrictions 
Performance and Design Data . 
Telemetry Measurements . . 

Explosive Valves (APS)... . 
Explosive Valves (DPS)... 5. 
Explosive Valves (RCS)... .. 

Exterior Lighting. ....... 
External AV Routine... . 
External Power and Signal Interfac: 
Extravehicular Boots... .. 
Extravehicular Gloves .. 2. . 
Extravehicular Mobility Unit . . 
Extravehicular Visor Assembly p

e
 

B
e
e
 

ee
 

e
e
e
 

Failure Detection. .......0. 
Failure Modes 

Ascent Propulsion Section . . 
Communications Subsystem . . 
Descent Propulsion Section . . . 
Electrical Power Subsystem. . . 
Environmental Control Subsystem 
Explosive Devices Subsystem . . 
Guidance, Navigation, and Control Subsystem 
Instrumentation Subsystem .. . 

Lightings... 0... eee : 
Reaction Control Subsystem. . . 

Fan/Motor Assembly... 2... + 
Fast Warmup Controller ...... 

Fecal Containment System .... . 
Feedwater Loop... ..eee0- 
Fecal Device... 2 eee ee 
Feedwater Reservoir and Vent Connee 
Final Docking Latches .. 6... 
Fine-Alignment Mode ...... 
Fine Temperature Controller . . 
Flat Cold Plates and Cold Rails . 

Floodlighting .. 2.2... tee 
Flow Control Valves .. 2... . 

Followup State... 2... 00 
Food Preparation and Consumption. 
Footpad 
Forward Hatch ».. 2... eee 
Frequency Countdown Subassembly. 
Frequency Synthesizer Subassembly 
Frequency Tracker Subassembly . . 
Frequeney-to-DC Converter... . 
Fuel and Oxidizer Shutoff Valves. 
Fuel and Oxidizer Tanks»... 
Fuel and Oxidizer Valve Assemblies 
Fuel/Helium Heat Exchanger .. . 
Functional Description 

Ascent Propulsion Section... 
Communications Subsystem . . . 
Descent Propulsion Section . . . 

  

Electrical Power Subsystem. ... ~~ 
Environmental Control Subsystem 
Explosive Devices Subsystem . . 
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ALPHABETICAL INDEX (cont) 

Guidance, Navigation, and Control Subsystem ..... 2. 

    

Instrumentation Subsystem 6... ee ee ee ee ee ee se eee 
Lighting oe cee cece eee eee eens ate see eee 
Reaction Control Subsystem. . 2... beeen eee eee bene eee 

General Operation of Abort Guidance Section ........4- oe ste ee eee 
General Operation of Primary Guidance and Navigation Section. . . oe gate gieve wt 
General Operation, Landing Radar... 6. eee ee ee eee oe + 5 & auodst reuse + 
General Operation, Rendezvous Radar... 6. eee eee see eels eee 
General Operation, RR Transponder... 1... eee pee ee seen eee ties 
Gimbal Angle Sequencing Transformation Assembly... ... oe ewes ans 
Gimbal Drive Actuators 

Functional Description... 0... ee eee ee eee oe 
    

   

    

Major Component/Functional Description... 2... 0.06 
Gimbal Lock Mode... . 
Gimbal Ring and Gimbal Driv. 
GLYCOL Caution Light . 
GN&CS - CS Interface . 
GN&CS - ECS Interface. 
GN&CS - EDS Interface . 
GN&CS - EPS Interface . 
GN&CS - IS Interface . . 
GN&CS - MPS Interfaces 
GN&CS - RCS Interface... . 
GN&CS Functional Description 
GSE-Supplied Prelaunch Power, 
Guidance Steering... 6... eee eee ee : 
Guidance, Navigation, and Control Subsystem” 

Failure Modes... . . 
Functional Descriptio. . 2... 6+ ee ee ee 
Interfaces... 2. 
Introduction»... 6. 
Major Component/Tunctional Description. . + 
Operational Limitations and Restrictions. . . 

   

        

  

  

  

Performance and Design Data... . « wee eee eee 
‘Telemetry Measurements... 6+. +e eee 

Gyros we ee eee beeen eee see       Gyro-Torquing Loop . . . 

  

Handholds......-4 Paes ee eens rarer 2,11-20 
Hardover Mode... .. See eee se bee eee ee ee Be RH1d5 
Heat Transport Section 

Functional Description. . ee eee eee eee    

    

     
      
    

Introduction... 1... ee eee 

Major Component/Functional Description 
HEATER Caution Light... 
Heaters . . 
Helium Isolation Solenoid Valves (APS)... . 
Helium Isolation Solenoid Valves (DPS)... . 
Helium Isolation Valves and Compatibility Valves... 2... : 
Helium Pressure Regulator Assemblies (APS)... 1.0.4.0 
Helium Pressure Regulator Assembly (RCS) 2.2... ee oe 
Helium Pressure Regulators DPS)... 6... eee e eee eee 
Helium Pressurization Section... . . 
Helmet»... 2... an 
High-Level Analog Multiplexer and High 
High-Pressure Oxygen Control Assembly 
High- Pressure Oxygen Regulator... .. . 

  

     

   

  

    
IMU AxeS 2. eee ee eee eee ee ee ee ee ee eee 
IMU Case... ee ee eee ee eee er ese or te ee 
IMU Cage Mode. .....- 
IMU Failure-Detection Assembly . 6. 6 eee eee ee ee ee ee ee ee ee ee ee eee eee 
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ALPHABETICAL INDEX (cont) 

IMU Temperature Control Assembly. . . 
IMU Turn-On Mode... see eee 
Index Register 
In Flight Accelerometer Calibration Only . 
In-Flight Data 
In-Flight Gyro and Accelerometer Calibration. 
In-Flight Sightings»... ...000. 

    

   
      

            

   

        

   
   

    

    

Inertial Measurement Unit 
Functional Description. ©... sce ec ee eee eee eee 
Major Component/Functional Description... 0... 00. eee 

   Inertial Reference Integrating Gyros. . 
Inertial Reference Integrating Gyro Axes 
Inertial Reference Mode, AGS ...... 

   
Inertial Reference Mode, PGNS ..... 
Inertial Reference States. ....... 
Inertial Subsection 

Functional Description»... 0... 
Functional Loops. 6... eee 
Modes of Operation .........- 

Injector Assembly ........ see 
Injector Head Assembly... ....... 
Inner Gimbal Assembly. ....... + 
Input Counters .........004 oe 
Input-Output Interfaces... 6. ee ee ee ee es 

Input-Output Subassembly Functional Description... 0... ee 
Input-Output Subassembly Major Component Functional Description 
Instrumentation (PGA)... 2... ee 
Instrumentation (PLSS). . . . 
Instrumentation (PLSS Electrical Power Subsystem) ..........0005 
Instrumentation (PLSS Feedwater Loop)... 6. ee eee ee ee ee ee 

Instrumentation (PLSS Liquid Transport Loop) ........45 sige 
Instrumentation (PLSS Oxygen Ventilation Loop)... 2... eee 
Instrumentation (Space Suit Communicator)... 2.0... eee eee 

  

Instrumentation Converter Subassembly . . 
Instrumentation Subsystem 

  

  

Failure Modes. .......4- see 
Functional Description... .....- sae 
Interfaces... eee eee eee 

  

Introduction»... 2... 
Major Component/Functional Description . 
Operational Limitations and Restrictions . 
Performance and Design Data... 2... 

      

   

  

Telemetry Measurements... .. . 
Integrally Lighted Components... . 
Integrated Thermal Micrometeoroid Garment. . 2.0... 
Integrator Registers .......... be eee eee 
Interior Lighting»... 6... ee bee eee eee eee 
Internal Power Interface .. 2.2... 
Interstage Structural Connections... 1... eee ee eee eee eeee 
Interstage Umbilical Cutters (Guillotine). beeen eee 
Intravehicular Gloves... ....---0 eee eee een eee 
Introduction 

Communications Subsystem : 2.7-1 
Crew Personal Equipment .... : 2.11- 
Electrical Power Subsystem. . . . : 2.5-1 
Environmental Control Subsystem : 2.6-1 
Explosive Devices Subsystem. . . : 2.8-1 
Guidance, Navigation, and Control : 2.21 
Instrumentation Subsystem .... : 2.9-1 
Lightings. 2... eee eee : : 2,10- 
Main Propulsion Subsystem... . . : 2.3-1 
Reaction Control Subsystem... . bee ee ee 24H? 
Spacecraft. ...... ran oe 4-1    
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INVERTER Caution Light. . eb eee eee weet eee eee aes see eee ee | 29955 
Inverters 2... eee ee ee cee tee ee we eer taene beeen 2.5-27 
ISS Warning Light. ..... Pewee eee ame e eset eeeerys wae see eee 2,9-67 

Jet Select Logic (ATCA) ©... eee ee ee eee eens Pee eee ee ee | 22216 

Ladder 2... eee eee tee eeee tenes oe 1-18 
Lamp and Tone Test ... . te eeeee seer eee ee 2,10-10 

Landing Gear... 6... : wee ee tener eeerece 1-17 
Landing Gear Deployment . : beeen bee eee 2.8-7 
Landing Gear Uplock and Cutter Assemblies .....).....05 : see eee ee eee 28418 
Landing Radar Antenna Axes... 1... 05s tee eee ree tene eee eee oe 22-13 
Landing Radar 

Functional Description. . eee eee bee eee eee ee we 22-116 
Introduction 2... . oe te eee ee ee . see ee eee seeee 2,2-2 
Major Component/Functional Description ........ . see ee ee eee eee 2,2-209 

Late Blanking Gate... .. 2. st eeceene arr see 2,2-190 
LGC Control Mode»... « seen eee cee eee eee ee 22107 
LGC Warning Light... ..- +--+ ee ee eee te eeeee bee eee eee see 29°57 
Lighting 

Failure Modes. . 2... Seen eee eee eee ee eee e eee nee oe 210-11 
Functional Description. See eee eee ee eee eee ee ee eee 2610-1 
Introduction ...... Stee eee eens we eee eee 210-1 
Operational Limitations and Restrictions. 2.222222 22011 peewee eee eee 2,10-12 
Performance and Design Data. 6... eee ee ee eee eee ee baad eee nee 2.10-11 

Liquid Cooling Garment. . . re rar te eceee bee eee eee | BLK 
Liquid Transport Loop . . . eee ween eee teens see eee eee ee | 2eL1H12 
LM Configuration. 2... ee ee eee ee ee eee wee eee eee ee LM 
LM Guidance Computer 

Functional Description. . . bees tee ee 22-28 
Major Component/ Function: Pp eevee rete ne rane 2,2-173 

LM Vehicle, Guidance, Navigation and Control Subsystem Axes ..... 22-11 
LM Vehicle AxeS 6... ee eee eee te ee te tee eee 2.2-11 
LM-CSM Interfaces... . ee ee ee ee eee eee 1-19 
LM-SLA-S-IVB Connections 6... ee ee ee ee ees 1-19 
Lunar Alignment Submode . . cette te eae cece rene 2,2-88 
Lunar Contact Lights... .. rr rere irs 2.10-2 
Lunar Orbit - CSM/LM Power . ee eee eee eee ev ectee 25-20 
Lunar Surface Gyro Calibration . 6... eee eee eee eee eee 2.2-89 

Lunar Surface Sightings... 6.6... ete eee eee eee beeen 2.2-28 
Lunar-Surface Sensing Probe 2... ee ee ee ee ee eee 1-18 

Main Propulsion Subsystem .........-. sees Se eee eee eee ee ee 281 
Major Component/Functional Description 

Ascent Propulsion Section ........-5 2) 
Communications Subsystem... 1.62.05 aes uen ive eee 27-7 
Descent Propulsion Section . te reste ale ee 2,3-15 
Electrical Power Subsystem. ......... areas ve 2,5-23 
Environmental Control Subsystem ...... bee ee ee 26925 
Explosive Devices Subsystem. ........ ee ee tue eee 268-15 
Guidance, Navigation, and Control Subsystem eee e neces eee 22-151 
Instrumentation Subsystem . sete ee eee | 298 
Reaction Control Subsystem . See ee ee | 24-18 

Malfunctioning-Battery Isolation re ss 
Manual Operation of DSKY . . tree on oe ede 2,2-29 
MASTER ALARM Pushbutton/Lights and C/W PWR Caution Light beeen 2.9-50 
Medical Equipment... ... ete nereere 2.11-19 
Memory (AEA) 

Functional Description. . . . wee eee Pres rears 2,2-64 
Major Component/Functional Description 2) 21 1 Ca vivevevree 2,2-192 

Memory (LGC) 6. ee ee eee eee ee ee eee eo ere en eee ee 2,2-184 
Memory Register. ...... rrr eee eeenee 22-64    
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Microwave Subassembly ...... + 

   
Middle Gimbal Assembly....... settee nee 
Midsection teens see eeenes 
Modes of Operation, RR Transponder beeen ee 
Moding 2... eee eee eee ee seen ee : 
Multiplier-Quotient Register... . . beeen ee 

Navigation Base Axes. 
Navigation Base... 2. see eee eee 
Navigation Initialization, 

      

Og QTY Caution Light .........-. 
Operational Limitations and Restrictions 

Ascent Propulsion Section .... 2.000 
Communications Subsystem... 2... 00022 bee eeee 
Descent Propulsion Section»... 
Electrical Power Subsystem. .... 0.000008 
Environmental Control Subsystem : 
Explosive Devices Subsystem... ee eee eet eee eee ee tee eee oe 
Guidance, Navigation, and Control Subsystem 1221121 : fee 
Instrumentation Subsystem 2... eee ee ee eee see 
Lighting»... 6. tees 
Reaction Control Subsystem . 

Operation Code Register... . 
Operator Error, DEDA..... 
Operator Error, DSKY . 
OPS Battery... .... 
OPS Instrumentation . . . 
OPS Oxygen Bottles... . 
OPS Oxygen Connectors. ee eee se ee 
OPS Oxygen Pressure Regulator Assembly ...... 
Optical Sight Reticle Light... .....--0000- 
Optical Subsection Functional Description. ..... 
Optical Subsection Operation 
Orbit Insertion Routine... ee ee eee eee 
Orbital Rate Display - Earth and Lunar 
Introduction 2... eee ee eee ee eee eee 
Major Component/Functional Description .... . 

ORDEAL Power Distribution. 2... 2 eee eee ee eee 
Oscillator Failure-Detection Circuits No, 1, 2, and 3 
Outer Gimbal Assembly. . 
Output Discretes 6... eee eee ee ee eee 
Output Register and Data Transfer Buffers 
Overhead Hatch. ........ 
Overboard Relief Valve... .. 
Oxygen Bacteria Filter... .. 
Oxygen Control Module... . 
Oxygen Demand Regulators. . . 
Oxygen Filters... 22... 
Oxygen Purge System. 6. eee ee ee ee eee eee 
Oxygen Supply and Cabin Pressure Control Section 

Functional Descriptio. 6... 6 6 ee eee eee . 
Introduction»... 2. eee eee : 
Major Component/Functional Description 6.6... 6 eee ee eee eee eee 

Oxygen Umbilical... ee ee ee ee eee : 
Oxygen Ventilation Loop (PLSS) 6.26. eee eee eee eee 

   
   

  

     
    

      

    

  

Performance and Design Data 
Ascent Propulsion Section . . 
Communications Subsystem . . 
Descent Propulsion Section . 
Electrical Power Subsystem.   
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Environmental Control Subsystem .. 2... 
Explosive Devices Subsystem... 6.6.06 
Guidance, Navigation, and Control Subsystem . 
Instrumentation Subsystem .........-- 
Lighting... 2... eee ve ew ence ees 
Reaction Control Subsystem. 6... 2200005 ea ae 

Personal Hygiene Items... 2... +e eee eee eee : : 
Personal Radiation Dosimeters.........--- 
PGNS Power Distribution... .. . ter ecrnee 
PGNS-to AGS Alignment Submode ........-200- : 
Phase-Locked Oscillator and Doublers........ : : 
Phase-Sensitive Demodulators.. 1... ee. eee : 
Pilot Valves and Shutoff Valve Actuators. ...... 
Platform. 2. ee eee 
PLSS and Oxygen Tank Shutoff Valves .......-00- 
PLSS Control BOX. 6. eee ee eee 
PLSS Multiple Water Connector»... 0-22-0005 
PLSS Oxygen Connectors... 2. ..00 00 : : 
PLSS Remote Control Unit. 2... ...0200000- : 
Portable Utility Lights... 2... sae 7 rarer ira Sere aha 
Portable Life Support System 
Power and Servo Assembly 

Functional Description... . . wees 
Major Component/Functional Description 

Power Distribution 
Communications Subsystem... ..e 00000. 
Guidance, Navigation, and Control Subsystem . . . 

Power Subassemblies (DEDA) ..... 
Power Supply Subassembly (RRT) . . 

   
    

    

   

   

    

   

    

    

   Primary Bus Voltage-Monitoring Circuits. ....... 
Primary Coolant Filter... 6... e000 
Primary Coolant Loop Cold Plates and Rails 

Primary Coolant Loop»... eee ee eee 
Primary Evaporator Flow Valve No.1 2.2.2.0 
Primary Evaporator Flow Valve No.2... 
Primary Guidance and Navigation Section 

Functional Description ........0- 
Introduction . 

Power Monitoring... 2... eee eee : : oe 
Power Supply . . on is oe :: 

- Power Supply (ASA). 2... eee eee eee : see oe . 
Power Supply, DSEA.. 4.2400 : see 
PRE AMPS Caution Light... 0... eee ee : . tes 
Premodulation Processor. ..... + . see 
Pressure Garment Assembly 2... cette ee eee te tee ee : see 
Pressurization Section (APS) 6... 20. eee eee : : wee 
Pressurization Section (DPS) .... ren i oe 
Primary and Secondary Duplex VHF-AM Transceivers and Antenna... 6... ee ee os : 

  

Major Component/Functional Descriptio 
Modes of Operation ........--0-   

    

Primary Oxygen Bottle... 0.2... ee ee ee eee oe 
Primary Oxygen Regulator Assembly : : tee 
Primary Oxygen Subsystem (PLS)... 22.2006 a 
Primary Structure See ewww eee eae 2,2-187 

Primary Strut. +. 1aT 
priority Control»... eee eee ee Pett WOE G179 
Probe Assembly. . 6.6 6s eee eee oe 211-22 

  

Program Counter... 1. esse ee eee eee eee 
Programmer .... +s eeeeeeee 
Propellant Feed Section (APS)... 2.20 
Propellant Feed Section (DPS)... . 2.22 eee eee 
Propellant Quantity Gaging System (DPS) 
Propellant Quantity Measuring Device         
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Propellant Shutoff Valve Assemblies 

   
    

  

    

    

    

  

      

Propellant Section (RCS)... eee ee ee ee eee eee ae ee eewee + 2.4-6 
Propellant Storage Tanks (APS) ......--+-% wee eee et mew eees ~  2,3-42 
Propellant Storage Tanks (DPS) .....-.-..4- oie eet scesece tooo sate O% + 2,3-20 
Pulse Integrating Pendulous Accelerometer . 1. see etter cece ees : 2.2-163 
Pulse Integrating Pendulous Accelerometer Axes . . see eene eee eeeeenee : 2.2-11 
Pulse Mode... 2... eee rrr we eee eee eens : 2.2145 
Pulse Ratio Modulators (ATCA) .. 6. eee eee wee eee neem e ene 7 22-218 
Pulse Torque Assembly 

Functional Description. ..... teen eee wee eee ene eee 7 2,2-16 
Major Component/Functional Description .... ete eee ew eee eerece . 2.2-169 

Pulse-Code-Modulation and Timing Electronics Assembly»... 0. ee eee eee eee eens : 2.9-35 
Pump/Motor Assembly... 1... eee eee ees teem eee eee ne noes : 2.11-12 
Pushbutton Entry... 2. re rrerrar aren wee tbe eee e esas : 2.2-201 

Quadrature-Pair Balanced Mixers... 6. eee eee ee ee eee eee eee eee ee 242-210 

Radar Power Distribution .........0005 we eae ee ew terme etees 
Range Frequency Tracker ......-2.-e200- cee eee eee ee eee wee eee 

Range Tracker Subassembly .......--045 ee ee eee Eb e Rew eee = 
Ranging and Tracking. ..... eee eee eee Serer rere rr eras . 
Ranging Tone Transfer Assembly ........- Bawa cece eee eeeeenens . 
Rate Gyro Assembly 
Functional Description... 5.6.60 eee See cere ese seennee ‘ 
Major Component/Functional Description .. . re ee aed * 

Rate Signal Summation Amplifier... . 2.2... seme werner eeeseres : 
RCS A REG and RCS B REG Warning Lights... . rarer arr aera : 
RCS Caution Light... eee eee eee cee rte ett e wees : 
RCS Propellant Tank Pressurization........ re rrr rar ara : 
RCS TCA Warning Light ........200005 tanec eee eer eneee : 
Reaction Control Subsystem 

Failure Modes... 1 ee eee eee ee eee ee oe eee eee eee . 
Functional Description... 6... eee eee ee oe sere eer eeee 7 
Interfaces 2... eee eee ee ee eee oe eet eee eee : 
Introduction ..... se eee sees oe Peewee eee . 
Major Component/Functional Description .. . . oe ara : 
Operational Limitations and Restrictions .... .. ter eenceene . 
Performance and Design Data. .......--- abe eeeecene : 
Telemetry Measurements... ....2+000 oe See ee ee eee . 

Receiver Subassembly (RRT).. 1... ee ee eee oe see ee eeeeeee . 
Relay Junction Box... 2... tee ecco oe eee e ee : 
Relay Package... se ee esse ee eeeeees . see eee eeeeee : 
Release of Display and Keyboard System......- oe etm weer ece : 
Relief Valve Assemblies (APS)... 1... +005 oe see e eee eens : 
Relief Valve Assemblies (DPS). .......++-5 o se Rewer ee ence . 
Relief Valve Assemblies (RCS)... .....00005 oe tee eens : 
Rendezvous Radar... ee ee eee eee eee ee oe see ewer eee . 
Rendezvous Radar and Transponder ......... o ee eee ee ee : 
Rendezvous Radar Antenna AxeS.. 1... eee ee oe see we ee eee . 
Rendezvous Radar Transponder Antenna Axes... . oe Fe ute ys © oss eH : 
Rendezvous Radar Transponder (Functional Desc: oe ee ek wee . 
Rendezvous Radar Transponder (Major Component/Functional Des er . 
Rendezvous Radar 
Functional Description ©... 6s eee eee eee ee weet eee 
Major Component/Functional Description .... . Pe ee ee ee ee ee ee eee 

Resistance-to-DC Converters ... 226+ ee eee ee eee eee te ee 
Restraint Assembly... 2.1... eee ee eee eee re rrr rare eras 
RF Electronic Equipment... 2... eee eee eee rare a area ararars 
RNDZ RDR Caution Light... 6. ee eee ee eee ee eee eer areas     
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S-Band Diplexer and RF Selector Switch. 
S-Band In-Flight Antennas ........ 
S-Band Lunar Stay Antema.... 2... 
S-Band Power Amplifier ......... 
S-Band Steerable Antema.... 2.2... 
S-Band Steerable Antenna Heaters... . 
$-Band Transmitter-Receiver Assembly 
S-BD RCVR Caution Light ........ 
S&C Control Assemblies ........ 8 
Secondary Coolant Loop... se... 00 
Secondary Coolant Loop Cold Plates and Rails. 
Secondary Evaporator Flow Valve . 
Secondary Struts... eee eee eee 
Self-Test Mode»... eee eee eee 
Self-Test Subassembly .... 6.00006 
Sensing Equipment... 2.2... 0006 

Sensor Power Fuse Assemblies ...... 
Sequence Generator... .. 0... 200 
Shift Register... 6... eee eee eee 
Shutdown oo. eee eee ee ee eee 
Signal Conditioner Assembly 

Functional Descriptio. ... 6.6... 
Major Component/Functional Description . 

Signal-Conditioning Electronics Assembly . 
Signal Data/Range Converter Subassembly 
Signal Data Converter Subassembly (RR). . 
Signal-Processing Assembly... .... + 
Signal Processing Equipment... .. 2... 
Signal Processing (LR).........0. 
Slew Mode (RR)... « 
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Solenoid Driver Preamplifiers and Jet Solenoid Drivers 
Space Suit Communicator... .. 66.6 
Spin Motor Assembly... 2.000000 
Stabilization Loops .. 1... eee eee ee 

Staging - Normal or Abort......... 
Staging 
Startup oe eee eee ee ee eee eee 
Stowage Locations»... 0... ee eee 
Stowage Provisions... ......0.05 
Sublimator and Water Separator (PLSS) . . 
Sublimator (PLSS Liquid Transport Loop) . 
Sublimators. 6... eee ee ee eee 
Subsystem Operation (CS)... .....4. 
Suit Circuit Assembly .......0..04 

Suit Circuit Fans... eee ee eee 

  

Suit Circuit Heat Exchanger ....... 
Suit Circuit Regenerative Heat Exchanger 
Suit Circuit Relief Valve... ...44- 

Suit Circuit Sublimator. 2.6... 00 6 
Suit Gas Diverter Valve... ... 
Suit Isolation Valves ....... 
Suit Temperature Control Valve . 
Suit Temperature Control Valve . 
SUIT/FAN Warning Light... .. 

TCA Cluster Supports 2.2... ee ee 
Telemetry Measurements 

Ascent Propulsion Section. . 
Communications Subsystem. ...... 
Descent Propulsion Section ....... 
Electrical Power Subsystem... .... 

Environmental Control Subsystem... 
Explosive Devices Subsystem... .. 

  

          

STAGE SEQ RELAYS SYS A and SYS B Component Caution 
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Guidance, Navigation, and Control Subsystem .......--0- bee eee ee ee | 2424253 
Instrumentation Subsystem 2... eee eee ee ee cece eee ee ee 26989 
Reaction Control Subsystem. 5... ee eee eee ee ee eee See eae es we + 24-26 

Terminal Phase Initiation Routine 6.6... eee ee ee sce eee eee BBO 
‘Thermal and Micrometeroid Shield, Ascent Stage... 2... 200 bee eee eee eee ee | 14 
Thermal and Micrometeroid Shield, Descent Stage»... ee eee ce eae eee en ee ene » 116 
Throttle Control... eee ee ee ee eee eee see e ee eee eee | 2.2146 
Throttle Valve Actuator. re ee nes + 23-20 
Thrust Chamber Assemblies 

Functional Description. 6.6... . ee ee eee eee see eee eee BAT 
Major Component/Functional Descriptio. ... 2.6 ++ es sise de bee e eee 24-20 

‘Thrust Chamber Assembly Burns (AGS)... ....000 6 cee ee ee ee ee 242498 
Thrust Chamber Assembly Failure-Detection System. . . . beeen eee seeeee 24-16 
‘Thrust/Translation Controller Assemblies 

Functional Description. ...... 20+ Pees cee ee eee ee | 22-128 
Major Component/Functional Description .. 2... bee eee eee ee | 22214 

Thruster-Off Failures... 00... eee eee eee see cee ween ne + 24-16 
Thruster-On Failures 2... ee eee eee eee es oss oes see eee ee 24-16 
Time Accumulator and Serial Time Code Generator . . scene eee ee ee 249-46 
Time Initialization... os ean see eee 22-84 
Timer 2... ee eee sees cece ee eee ee 2.2178 
Timing... 2. ee see eee e cerns eee 2.2-65 
Timing Generator... . eae Se eeeeus wee econ 2.9-46 
‘Tone Generators .... see rs . 2.11-16 

‘Tone Modulation Detector ‘ ats es Cece e ene see eee 2,2-208 
TolB ..eeeeeee tee see eee eee eee + 211-23 
Torso and Limb Suit . . bee beeen eee ee ee | 26115 
Tracking Light»... . wee teens wee eee 210-1 
Translation Control. 2... eee ee eee eee eee see ee eee see eee 2.2-145 

Transponder Mode . . . sees see eee eee eee | 2.21138 
Trim Control... ee ce eee eee eee She ee teW iB eae 2.2-146 

Tumnel Hardware... . 0638 eee eee eee 2611-22 

Umbilical 6.0 ee eee ee eee eee eee eee see eeee 1-20 
Umbilical Assembly... . 
Uplock Assembly .. 2...     

  

    

  

Valve Package Assembly... ee Se ee ee ee ee eee 2.3-43 
Variable-Area Injector... 66 ee ee ee ee ee ee ee ee see ee eee tee eee 2.3-23 

Velocity Data Computer Subassembly .....----5 see eee Bee eee eee een ee 2,2-213 
Velocity Data Converter Subassembly . 2. eee eee ee eee ee ee eee tee a es 2,2-212 
Velocity Sensor-Oscillator/Modulator .........+ tee eee ey 2,2-210 

VHF Diplexer and RF Selector Switch «2... ee ee ee eee eee bee ee eee see ewes 2.7-43 

VHF Equipment. ....... ey eee eee wee eens 2.7-17 
VHF EVA Antenna, .....- ee ed Bee eee eee eee 2.7-43 

VHF In-Flight Antennas. .. . Bee eee eee Bee meee wae ewan 2.7-43 

Voice Backup Mode.....- se eee eee tee eee see eee al en 2.7-30 

Voice Operation. .....- es cy 2.7-6 

Voltage- Conditioning Oscillators and Mixer»: see see eee re . 2.11-15 

  

Waste Fluid Transfer ........-- 

    
Water Accumulator and Fill Connector. ......-.- . See eee see . 2,11-12 

Water Control Module .... a es ey 2.6-37 

Water Diverter Valve ... cs see ee eee see eee 2,11-12 

Water Fill and Drain Connec' Se ee ee ee ee cy 2.11-12 

  

Water Management Section 
Functional Description 

       Introduction... 2.2 aac ee we ce se STN Velie e oa 
Major Component/Func Description ....... ao weee wis ee eee ee 
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ALPHABETICAL INDEX (cont) 

     
Water Pressure Regulators. . . . 2.6-37 
Water Quantity Measuring Device 2.6-36 
WATER QTY Caution Light... . 2.9-52 
Water Separator Selector Valve . 2.6-26 
Water Separators. ....... 2.6-26 
Water Shutoff and Relief Valve . 211-14 
Water Tank Selector Valve... 2.6-37 
Window Shades... 2.06. : 211-24 
Windows . 1-10 

See eee eee eee see eee ee | 2.286 
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SUBSYSTEMS DATA 
  

SELECTOR VALVE TEMPERATURE DIVERTER VALVE ( ) CONTROL VALVE (4 WAY- 2 POSITION) (MANUAL OVERRIDE) 

FILLERNECK YCOL PUMP 
WITH FILTER SCREEN One 

BASIC VALVE = @—= PUMP (geor type) 

BALL VALVE == Pump ‘vane type) 

TANK 

TANK WITH BLADDER 

    MANUAL VALVE 
  

  

  
CONDENSER, 

TL REGENERATOR 
OR PREHEATER 

  

CYLINDER AND PISTON 

4h 
O 

4 

== 

(aF 
o 

8 

    MOTOR CONTROL VALVE 

PRESSURE REGULATOR 
+7 ACCUMULATOR 

FR PRESSURE REGULATOR EON BOILER 
WITH RELIEF VALVE 

VENT 
RELIEF VALVE 

SECONDARY WATER 
BOILER 

SOLENOID VALVE FILL OR DRAIN     
BLOWER 

EXPLOSIVE VALVE   ENGINE 

HEAT EXCHANGER 
PYRO GUILLOTINE 
(S Indicates sealing tube type)   

MOTOR - DRIVEN 
SELECTOR VALVE 

ORIFICE OR RESTRICTOR FAN 

MOTOR - DRIVEN 
FILT SELECTOR VALVE 
ILTER WITH MANUAL, 

OVERRIDE 

CO2 AND ODOR 
REMOVAL CANISTER 
AND CARTRIDGE 

  

CHECK VALVE 

QUICK~ DISCONNECT 
COUPLING 

WATER EVAPORATOR 
  

    LOW-LEVEL SENSOR   

LIQUID-LEVEL SENSOR BURST DISK =i THRUST NEUTRALIZER PL
AT

 
Ah
 

bb
 

be
 

bE
 
ba
k 

00um«.205:1 
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SUBSYSTEMS DATA 

  

  

  

  

    
  

  

  

  

  

      
  

    

  
  

TH 
—zIy— pusnautron switcn —{}K ELECTRICAL contactors 

(NON-LOCKING TYPE) + A— (MOMENTARY BREAK) 22 switch (spoT) 

[Ps] PRESSURE SWITCH Y ANTENNA 4 BUS BAR 

¢ CURRENT SENSOR 

CIRCUIT BREAKER —— 
FT] FLOW TRANSDUCER |. © (push-pull type) 7 HEATER 

al PARTIAL - PRESSURE A. CIRCUIT BREAKER AMPLIFIER OR DRIVER 
SENSOR > (switch type) (DC, Pre, or Buffer) 

INVERTER PLIFI Fa PRESSURE TRANSDUCER Po (ierier sven 
—\— Fuse shown on inverted line) 

[ai] QUANTITY INDICATOR LOGIC_SYMBOLS 
—r— DIODE 4 

(d SIGNAL CONDITIONER wf ava 

—+F— DIODE (zener) 
5] SPEED SENSOR NAND 

i TEMPERATURE PROBE £ — p Le + OR 

fr TEMPERATURE TRANSDUCER ae POTENTIOMETER 
> NoR 

Wy] VIBRATION SENSOR Wy RESISTOR 7 Oe 
-{C capacitor ©} EXCLUSIVE OR 

fel VALVE POSITION INDICATOR 4 
SijeE BATTERY 

(v7) VOLTAGE TRANSDUCER VARIABLE DELAY 

oat | SENSOR t sR us LOW-LEVEL 01 | RELAY CONTACTS ° er F) eLi-FLoP 
oat 

DIFFERENTIAL RELAY OR 
PRESSURE SENSOR f SOLENOID COIL 

TXRET=™ GASEOUS OXYGEN 308 SYNCHRO RESOLVER 
EE FUEL —*  MOMENTARY | switch @ RELAY 

—o —_LATCHING CONTACTS 
ZZZZZZZZ OXIDIZER @ MOTOR 
WOES GLYCOL - PRIMARY LOOP oo 

o—ro— SWITCH (sP3T) @ CONTROL TRANSMITTER 
GLYCOL - SECONDARY LOOP = 

NITROGEN @) CONTROL TRANSFORMER . 
—L pusneutton switc ae 

HYDROGEN —* 4— (MOMENTARY MAKE) 
SEE? WATER —FOAF- “CURRENT MONITOR 

oo SWITCH (SPST) —— JL ELectrical contactors 

[eT «HELIUM ‘4.300084.206.2 ANY 

—— 
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