NOTES:
1. FOR TEST SPECS SEE NASA DOCUMENT ND 1002008
2. MATERIAL: 303 SS PER QQ-S-763B-1 PART TO BE FREE FROM BURRS
3. CORES SHALL BE MOUNTED WITH 1/8 MIL X 1/16 MIL PURR RIBBON
4. JACKET MATERIAL: 0.010 PHENOLIC SLEEVE
5. PAINT THICKNESS TO BE UNIFORM FROM 0.002 - 0.005 ALL SURFACES
6. INTERPRET DRAWING IN ACCORDANCE WITH STANDARDS
   PRESCRIBED BY MIL-I-70327

FOR INFORMATION ONLY
CLASS B RELEASE TDR No. 100-50
DATE

SECTION A-A

CORE, 26 MAXWELL
SPECIFICATION CONTROL DRAWING
MANNED SPACECRAFT CENTER
HOUSTON, TEXAS

DIMENSIONS ARE IN INCHES
INSTRUMENTATION LAB

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
TOLERANCES ON
TOLERANCES

U.S. GOVERNMENT PRINTING OFFICE: 1970—286—070—007
"THE COMMISSIONER OF PATENTS AND TRADEMARKS"
WASHINGTON, D.C. 20127