NOTICE — SHOWN ON GOVERNMENT DRAWINGS, SPECIFICATIONS, OR OTHER DATA, ORIGINATED TO BE REGARDED BY IMPLICATION OR OTHERWISE AS IN ANY MANNER AN OFFERING FOR SALE OR OTHER PURPOSE THAN IN CONNECTION WITH A DEFINITION PROPORTIONAL GOVERNMENT PROCUREMENT OPERATIONS.

THE UNITED STATES GOVERNMENT THEREBY INCURS NO RESPONSIBILITY FOR ANY OBLIGATION WHATSOEVER.

THE FACT THAT THE GOVERNMENT MAY HAVE FORMULATED, FURNISHED, OR SUPPLIED THE SAID DRAWINGS, SPECIFICATIONS OR OTHER DATA IS NOT TO BE REGARDED BY IMPLICATION OR OTHERWISE AS ANY MALFAVORABLE INCENTIVE OR IN ANY MANUFACTURE OR SPECIFICATION.

1. REQUIREMENTS:
   A. MATERIAL: COPPER PER FEDERAL SPECIFICATION QQ-C-533.
   B. FINISH: GOLD PLATING, .000050 MINIMUM THICKNESS PER MIL-G-45204, TYPE II OVER SILVER PLATE PER QQ-S-365, .0002 MINIMUM THICKNESS, AT CONTACT AREA.
   C. HEAT TREATMENT: PER MIL-H-7199, ROCKWELL 356C MINIMUM.
   D. SUPPLIER SHALL CONFORM TO THE QUALITY ASSURANCE PROVISIONS SPECIFIED IN NASA DOCUMENT NO. 1015404, CLASS III.

2. INTERPRET DRAWING IN ACCORDANCE WITH STANDARDS PRESCRIBED BY MIL-D-70327.