REQUIREMENTS:
1. GENERAL:
   A. INTERPRET DRAWING IN ACCORDANCE WITH STANDARDS PRESCRIBED BY MIL-D-70327.
   B. SUPPLIER SHALL CONFORM TO QUALITY ASSURANCE PROVISIONS SPECIFIED IN ND 1015404, CLASS 3.
   C. PRESERVATION, PACKAGING, PACKING AND CONTAINER MARKING PER ND 1002215, CLASS 1, CODE 7.

2. DESIGN:
   A. MATERIAL: ALUMINUM 1100-H18 PER QQ-A-250/1
   B. FINISH: CHEMICAL FILM PER MIL-C-5541 CLASS 3

<table>
<thead>
<tr>
<th>DASH NUMBER</th>
<th>REFERENCE MFG. HOLE SIZE</th>
<th>DIMENSION A</th>
<th>DIMENSION B</th>
</tr>
</thead>
<tbody>
<tr>
<td>001</td>
<td>.0715/.0725 DIA</td>
<td>.075/.072 DIA</td>
<td>.08/.082 DIA</td>
</tr>
<tr>
<td>002</td>
<td>.0720/.0730 DIA</td>
<td>.072 REF</td>
<td>.075/.073 DIA</td>
</tr>
</tbody>
</table>

THE PART NUMBER IS THE DRAWING NUMBER PLUS THE APPLICABLE DASH NUMBER.

NOTES:
1. TO BE USED WITH CONTACT, PART NO. 1008818.

PRODUCE ONLY FROM APPROVED SOURCES LISTED ON ND 1002034 FOR THIS DRAWING.